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SUBCHAPTER D—WATER PROGRAMS (CONTINUED) 

PART 136—GUIDELINES ESTAB-
LISHING TEST PROCEDURES FOR 
THE ANALYSIS OF POLLUTANTS 

Sec. 
136.1 Applicability. 
136.2 Definitions. 
136.3 Identification of test procedures. 
136.4 Application for alternate test proce-

dures. 
136.5 Approval of alternate test procedures. 
136.6 Method modifications and analytical 

requirements. 

APPENDIX A TO PART 136—METHODS FOR OR-
GANIC CHEMICAL ANALYSIS OF MUNICIPAL 
AND INDUSTRIAL WASTEWATER 

APPENDIX B TO PART 136—DEFINITION AND 
PROCEDURE FOR THE DETERMINATION OF 
THE METHOD DETECTION LIMIT—REVISION 
1.11 

APPENDIX C TO PART 136—INDUCTIVELY COU-
PLED PLASMA—ATOMIC EMISSION SPEC-
TROMETRIC METHOD FOR TRACE ELEMENT 
ANALYSIS OF WATER AND WASTES METHOD 
200.7 

APPENDIX D TO PART 136—PRECISION AND RE-
COVERY STATEMENTS FOR METHODS FOR 
MEASURING METALS 

AUTHORITY: Secs. 301, 304(h), 307 and 501(a), 
Pub. L. 95–217, 91 Stat. 1566, et seq. (33 U.S.C. 
1251, et seq.) (the Federal Water Pollution 
Control Act Amendments of 1972 as amended 
by the Clean Water Act of 1977). 

§ 136.1 Applicability. 
(a) The procedures prescribed herein 

shall, except as noted in § 136.5, be used 
to perform the measurements indicated 
whenever the waste constituent speci-
fied is required to be measured for: 

(1) An application submitted to the 
Administrator, or to a State having an 
approved NPDES program for a permit 
under section 402 of the Clean Water 
Act of 1977, as amended (CWA), and/or 
to reports required to be submitted 
under NPDES permits or other re-
quests for quantitative or qualitative 
effluent data under parts 122 to 125 of 
title 40, and, 

(2) Reports required to be submitted 
by dischargers under the NPDES estab-
lished by parts 124 and 125 of this chap-
ter, and, 

(3) Certifications issued by States 
pursuant to section 401 of the CWA, as 
amended. 

(b) The procedure prescribed herein 
and in part 503 of title 40 shall be used 
to perform the measurements required 
for an application submitted to the Ad-
ministrator or to a State for a sewage 
sludge permit under section 405(f) of 
the Clean Water Act and for record-
keeping and reporting requirements 
under part 503 of title 40. 

[72 FR 14224, Mar. 26, 2007] 

§ 136.2 Definitions. 

As used in this part, the term: 
(a) Act means the Clean Water Act of 

1977, Pub. L. 95–217, 91 Stat. 1566, et seq. 
(33 U.S.C. 1251 et seq.) (The Federal 
Water Pollution Control Act Amend-
ments of 1972 as amended by the Clean 
Water Act of 1977). 

(b) Administrator means the Adminis-
trator of the U.S. Environmental Pro-
tection Agency. 

(c) Regional Administrator means one 
of the EPA Regional Administrators. 

(d) Director means the Director of the 
State Agency authorized to carry out 
an approved National Pollutant Dis-
charge Elimination System Program 
under section 402 of the Act. 

(e) National Pollutant Discharge Elimi-
nation System (NPDES) means the na-
tional system for the issuance of per-
mits under section 402 of the Act and 
includes any State or interstate pro-
gram which has been approved by the 
Administrator, in whole or in part, 
pursuant to section 402 of the Act. 

(f) Detection limit means the minimum 
concentration of an analyte (sub-
stance) that can be measured and re-
ported with a 99% confidence that the 
analyte concentration is greater than 
zero as determined by the procedure 
set forth at appendix B of this part. 

[38 FR 28758, Oct. 16, 1973, as amended at 49 
FR 43250, Oct. 26, 1984] 

§ 136.3 Identification of test proce-
dures. 

(a) Parameters or pollutants, for 
which methods are approved, are listed 
together with test procedure descrip-
tions and references in Tables IA, IB, 
IC, ID, IE, IF, IG, and IH. In the event 
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of a conflict between the reporting re-
quirements of 40 CFR Parts 122 and 125 
and any reporting requirements associ-
ated with the methods listed in these 
tables, the provisions of 40 CFR Parts 
122 and 125 are controlling and will de-
termine a permittee’s reporting re-
quirements. The full text of the ref-
erenced test procedures are incor-
porated by reference into Tables IA, IB, 
IC, ID, IE, IF, IG, and IH. The incorpo-
ration by reference of these documents, 
as specified in paragraph (b) of this sec-
tion, was approved by the Director of 
the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies of the documents may be ob-
tained from the sources listed in para-
graph (b) of this section. Documents 
may be inspected at EPA’s Water 
Docket, EPA West, 1301 Constitution 
Avenue, NW., Room B102, Washington, 
DC (Telephone: 202–566–2426); or at the 
National Archives and Records Admin-

istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. These test proce-
dures are incorporated as they exist on 
the day of approval and a notice of any 
change in these test procedures will be 
published in the FEDERAL REGISTER. 
The discharge parameter values for 
which reports are required must be de-
termined by one of the standard ana-
lytical test procedures incorporated by 
reference and described in Tables IA, 
IB, IC, ID, IE, IF, IG, and IH or by any 
alternate test procedure which has 
been approved by the Administrator 
under the provisions of paragraph (d) of 
this section and §§ 136.4 and 136.5. Under 
certain circumstances paragraph (c) of 
this section, § 136.5(a) through (d) or 40 
CFR 401.13, other additional or alter-
nate test procedures may be used. 
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TABLE IF—LIST OF APPROVED METHODS FOR PHARMACEUTICAL POLLUTANTS 

Pharmaceuticals pollutants CAS registry No. Analytical method number 

acetonitrile ................................................. 75–05–8 ............................................. 1666/1671/D3371/D3695. 
n-amyl acetate ........................................... 628–63–7 ........................................... 1666/D3695. 
n-amyl alcohol ........................................... 71–41–0 ............................................. 1666/D3695 
benzene ..................................................... 71–43–2 ............................................. D4763/D3695/502.2/524.2. 
n-butyl-acetate ........................................... 123–86–4 ........................................... 1666/D3695. 
tert-butyl alcohol ........................................ 75–65–0 ............................................. 1666. 
chlorobenzene ........................................... 108–90–7 ........................................... 502.2/524.2. 
chloroform .................................................. 67–66–3 ............................................. 502.2/524.2/551. 
o-dichlorobenzene ..................................... 95–50–1 ............................................. 1625C/502.2/524.2. 
1,2-dichloroethane ..................................... 107–06–2 ........................................... D3695/502.2/524.2. 
diethylamine ............................................... 109–89–7 ........................................... 1666/1671. 
dimethyl sulfoxide ...................................... 67–68–5 ............................................. 1666/1671. 
ethanol ....................................................... 64–17–5 ............................................. 1666/1671/D3695. 
ethyl acetate .............................................. 141–78–6 ........................................... 1666/D3695. 
n-heptane ................................................... 142–82–5 ........................................... 1666/D3695. 
n-hexane .................................................... 110–54–3 ........................................... 1666/D3695. 
isobutyraldehyde ........................................ 78–84–2 ............................................. 1666/1667. 
isopropanol ................................................ 67–63–0 ............................................. 1666/D3695. 
isopropyl acetate ....................................... 108–21–4 ........................................... 1666/D3695. 
isopropyl ether ........................................... 108–20–3 ........................................... 1666/D3695. 
methanol .................................................... 67–56–1 ............................................. 1666/1671/D3695. 
Methyl Cellosolve D ................................... 109–86–4 ........................................... 1666/1671 
methylene chloride .................................... 75–09–2 ............................................. 502.2/524.2 
methyl formate ........................................... 107–31–3 ........................................... 1666. 
4-methyl-2-pentanone (MIBK) ................... 108–10–1 ........................................... 1624C/1666/D3695/D4763/524.2. 
phenol ........................................................ 108–95–2 ........................................... D4763. 
n-propanol ................................................. 71–23–8 ............................................. 1666/1671/D3695. 
2-propanone (acetone) .............................. 67–64–1 ............................................. D3695/D4763/524.2. 
tetrahydrofuran .......................................... 109–99–9 ........................................... 1666/524.2. 
toluene ....................................................... 108–88–3 ........................................... D3695/D4763/502.2/524.2. 
triethlyamine .............................................. 121–44–8 ........................................... 1666/1671. 
xylenes ...................................................... (Note 1) ............................................. 1624C/1666. 

TABLE 1F NOTE: 
1. 1624C: m-xylene 108–38–3, o,p-xylene E–14095 (Not a CAS number; this is the number provided in the Environmental 

Monitoring Methods Index (EMMI) database.); 1666: m,p-xylene 136777–61–2, o-xylene 95–47–6. 

TABLE IG—TEST METHODS FOR PESTICIDE ACTIVE INGREDIENTS 

EPA Survey 
Code Pesticide name CAS No. EPA Analytical Method No.(s) 

8 .................. Triadimefon .................................. 43121–43–3 507/633/525.1/1656 
12 ................ Dichlorvos .................................... 62–73–7 1657/507/622/525.1 
16 ................ 2,4–D; 2,4–D Salts and Esters 

[2,4–Dichloro-phenoxyacetic 
acid].

94–75–7 1658/515.1/615/515.2/555 

17 ................ 2,4–DB; 2,4–DB Salts and Esters 
[2,4–Dichlorophenoxybutyric 
acid].

94–82–6 1658/515.1/615/515.2/555 

22 ................ Mevinphos .................................... 7786–34–7 1657/507/622/525.1 
25 ................ Cyanazine .................................... 21725–46–2 629/507 
26 ................ Propachlor .................................... 1918–16–7 1656/508/608.1/525.1 
27 ................ MCPA; MCPA Salts and Esters 

[2–Methyl-4- 
chlorophenoxyacetic acid].

94–74–6 1658/615/555 

30 ................ Dichlorprop; Dichlorprop Salts 
and Esters [2–(2,4– 
Dichlorophenoxy) propionic 
acid].

120–36–5 1658/515.1/615/515.2/555 

31 ................ MCPP; MCPP Salts and Esters 
[2–(2–Methyl-4-chlorophenoxy) 
propionic acid].

93–65–2 1658/615/555 

35 ................ TCMTB [2–(Thiocyanomethylthio) 
benzo-thiazole].

21564–17–0 637 

39 ................ Pronamide .................................... 23950–58–5 525.1/507/633.1 
41 ................ Propanil ........................................ 709–98–8 632.1/1656 
45 ................ Metribuzin .................................... 21087–64–9 507/633/525.1/1656 
52 ................ Acephate ...................................... 30560–19–1 1656/1657 
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TABLE IG—TEST METHODS FOR PESTICIDE ACTIVE INGREDIENTS—Continued 

EPA Survey 
Code Pesticide name CAS No. EPA Analytical Method No.(s) 

53 ................ Acifluorfen .................................... 50594–66–6 515.1/515.2/555 
54 ................ Alachlor ........................................ 15972–60–8 505/507/645/525.1/1656 
55 ................ Aldicarb ........................................ 116–06–3 531.1 
58 ................ Ametryn ........................................ 834–12–8 507/619/525.1 
60 ................ Atrazine ........................................ 1912–24–9 505/507/619/525.1/1656 
62 ................ Benomyl ....................................... 17804–35–2 631 
68 ................ Bromacil; Bromacil Salts and 

Esters.
314–40–9 507/633/525.1/1656 

69 ................ Bromoxynil ................................... 1689–84–5 1625/1661 
69 ................ Bromoxynil octanoate .................. 1689–99–2 1656 
70 ................ Butachlor ...................................... 23184–66–9 507/645/525.1/1656 
73 ................ Captafol ........................................ 2425–06–1 1656 
75 ................ Carbaryl [Sevin] ........................... 63–25–2 531.1/632/553 
76 ................ Carbofuran ................................... 1563–66–2 531.1/632 
80 ................ Chloroneb .................................... 2675–77–6 1656/508/608.1/525.1 
82 ................ Chlorothalonil ............................... 1897–45–6 508/608.2/525.1/1656 
84 ................ Stirofos ......................................... 961–11–5 1657/507/622/525.1 
86 ................ Chlorpyrifos .................................. 2921–88–2 1657/508/622 
90 ................ Fenvalerate .................................. 51630–58–1 1660 
103 .............. Diazinon ....................................... 333–41–5 1657/507/614/622/525.1 
107 .............. Parathion methyl .......................... 298–00–0 1657/614/622 
110 .............. DCPA [Dimethyl 2,3,5,6-tetra-

chloro-terephthalate].
1861–32–1 508/608.2/525.1/515.1/515.2/1656 

112 .............. Dinoseb ........................................ 88–85–7 1658/515.1/615/515.2/555 
113 .............. Dioxathion .................................... 78–34–2 1657/614.1 
118 .............. Nabonate [Disodium cyanodithio- 

imidocarbonate].
138–93–2 630.1 

119 .............. Diuron .......................................... 330–54–1 632/553 
123 .............. Endothall ...................................... 145–73–3 548/548.1 
124 .............. Endrin ........................................... 72–20–8 1656/505/508/608/617/525.1 
125 .............. Ethalfluralin .................................. 55283–68–6 1656/627 See footnote 1 
126 .............. Ethion ........................................... 563–12–2 1657/614/614.1 
127 .............. Ethoprop ...................................... 13194–48–4 1657/507/622/525.1 
132 .............. Fenarimol ..................................... 60168–88–9 507/633.1/525.1/1656 
133 .............. Fenthion ....................................... 55–38–9 1657/622 
138 .............. Glyphosate [N(Phosphonomethyl) 

glycine].
1071–83–6 547 

140 .............. Heptachlor .................................... 76–44–8 1656/505/508/608/617/525.1 
144 .............. Isopropalin ................................... 33820–53–0 1656/627 
148 .............. Linuron ......................................... 330–55–2 553/632 
150 .............. Malathion ..................................... 121–75–5 1657/614 
154 .............. Methamidophos ........................... 10265–92–6 1657 
156 .............. Methomyl ..................................... 16752–77–5 531.1/632 
158 .............. Methoxychlor ................................ 72–43–5 1656/505/508/608.2/617/525.1 
172 .............. Nabam ......................................... 142–59–6 630/630.1 
173 .............. Naled ............................................ 300–76–5 1657/622 
175 .............. Norflurazon .................................. 27314–13–2 507/645/525.1/1656 
178 .............. Benfluralin .................................... 1861–40–1 11656/1627 
182 .............. Fensulfothion ............................... 115–90–2 1657/622 
183 .............. Disulfoton ..................................... 298–04–4 1657/507/614/622/525.1 
185 .............. Phosmet ....................................... 732–11–6 1657/622.1 
186 .............. Azinphos Methyl .......................... 86–50–0 1657/614/622 
192 .............. Organo-tin pesticides ................... 12379–54–3 Ind-01/200.7/200.9 
197 .............. Bolstar .......................................... 35400–43–2 1657/622 
203 .............. Parathion ...................................... 56–38–2 1657/614 
204 .............. Pendimethalin .............................. 40487–42–1 1656 
205 .............. Pentachloronitrobenzene ............. 82–68–8 1656/608.1/617 
206 .............. Pentachlorophenol ....................... 87–86–5 625/1625/515.2/555/515.1/ 525.1 
208 .............. Permethrin ................................... 52645–53–1 608.2/508/525.1/1656/1660 
212 .............. Phorate ........................................ 298–02–2 1657/622 
218 .............. Busan 85 [Potassium 

dimethyldithiocarbamate].
128–03–0 630/630.1 
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TABLE IG—TEST METHODS FOR PESTICIDE ACTIVE INGREDIENTS—Continued 

EPA Survey 
Code Pesticide name CAS No. EPA Analytical Method No.(s) 

219 .............. Busan 40 [Potassium N- 
hydroxymethyl-N- 
methyldithiocarbamate].

51026–28–9 630/630.1 

220 .............. KN Methyl [Potassium N-methyl- 
dithiocarbamate].

137–41–7 630/630.1 

223 .............. Prometon ..................................... 1610–18–0 507/619/525.1 
224 .............. Prometryn .................................... 7287–19–6 507/619/525.1 
226 .............. Propazine ..................................... 139–40–2 507/619/525.1/1656 
230 .............. Pyrethrin I .................................... 121–21–1 1660 
232 .............. Pyrethrin II ................................... 121–29–9 1660 
236 .............. DEF [S,S,S–Tributyl 

phosphorotrithioate].
78–48–8 1657 

239 .............. Simazine ...................................... 122–34–9 505/507/619/525.1/1656 
241 .............. Carbam-S [Sodium 

dimethyldithiocarbanate].
128–04–1 630/630.1 

243 .............. Vapam [Sodium 
methyldithiocarbamate].

137–42–8 630/630.1 

252 .............. Tebuthiuron .................................. 34014–18–1 507/525.1 
254 .............. Terbacil ........................................ 5902–51–2 507/633/525.1/1656 
255 .............. Terbufos ....................................... 13071–79–9 1657/507/614.1/525.1 
256 .............. Terbuthylazine ............................. 5915–41–3 619/1656 
257 .............. Terbutryn ...................................... 886–50–0 507/619/525.1 
259 .............. Dazomet ....................................... 533–74–4 630/630.1/1659 
262 .............. Toxaphene ................................... 8001–35–2 1656/505/508/608/617/525.1 
263 .............. Merphos [Tributyl 

phosphorotrithioate].
150–50–5 1657/507/525.1/622 

264 .............. Trifluralin ...................................... 1582–09–8 1656/508/617/627/525.1 
268 .............. Ziram [Zinc 

dimethyldithiocarbamate].
137–30–4 630/630.1 

1 Monitor and report as total Trifluralin. 
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(b) The full texts of the methods from 
the following references which are 
cited in Tables IA, IB, IC, ID, IE, IF, IG 
and IH are incorporated by reference 
into this regulation and may be ob-
tained from the source identified. All 
costs cited are subject to change and 
must be verified from the indicated 
source. The full texts of all the test 
procedures cited are available for in-
spection at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

REFERENCES, SOURCES, COSTS, AND 
TABLE CITATIONS: 

(1) The full texts of Methods 601–613, 
624, 625, 1613, 1624, and 1625 are printed 
in appendix A of this part 136. The full 
text for determining the method detec-
tion limit when using the test proce-
dures is given in appendix B of this 
part 136. The full text of Method 200.7 is 
printed in appendix C of this part 136. 
Cited in: Table IB, Note 5; Table IC, 
Note 2; and Table ID, Note 2. 

(2) USEPA. 1978. Microbiological 
Methods for Monitoring the Environ-
ment, Water, and Wastes. Environ-
mental Monitoring and Support Lab-
oratory, U.S. Environmental Protec-
tion Agency, Cincinnati, Ohio. EPA/600/ 
8–78/017. Available at http:// 
www.epa.gov/clariton/srch.htm or from: 
National Technical Information Serv-
ice, 5285 Port Royal Road, Springfield, 
Virginia 22161, Pub. No. PB–290329/A.S. 
Table IA, Note 3; Table IH, Note 3. 

(3) ‘‘Methods for Chemical Analysis 
of Water and Wastes,’’ U.S. Environ-
mental Protection Agency, EPA–600/4– 
79–020, March 1979, or ‘‘Methods for 
Chemical Analysis of Water and 
Wastes,’’ U.S. Environmental Protec-
tion Agency, EPA–600/4–79–020, Revised 
March 1983. Available from: ORD Publi-
cations, CERI, U.S. Environmental 
Protection Agency, Cincinnati, Ohio 
45268, Table IB, Note 1. 

(4) ‘‘Methods for Benzidine, 
Chlorinated Organic Compounds, 
Pentachlorophenol and Pesticides in 
Water and Wastewater,’’ U.S. Environ-
mental Protection Agency, 1978. Avail-

able from: ORD Publications, CERI, 
U.S. Environmental Protection Agen-
cy, Cincinnati, Ohio 45268, Table IC, 
Note 3; Table D, Note 3. 

(5) ‘‘Prescribed Procedures for Meas-
urement of Radioactivity in Drinking 
Water,’’ U.S. Environmental Protec-
tion Agency, EPA–600/4–80–032, 1980. 
Available from: ORD Publications, 
CERI, U.S. Environmental Protection 
Agency, Cincinnati, Ohio 45268, Table 
IE, Note 1. 

(6) American Public Health Associa-
tion. 1992, 1995, and 1998. Standard 
Methods for the Examination of Water 
and Wastewater. 18th, 19th, and 20th 
Edition (respectively). Available from: 
American Public Health Association, 
1015 15th Street, NW., Washington, DC 
20005. Standard Methods Online is 
available through the Standard Meth-
ods Web site (http:// 
www.standardmethods.org). Tables IA, 
IB, IC, ID, IE, and IH. 

(7) Ibid, 15th Edition, 1980. Table IB, 
Note 30; Table ID. 

(8) Ibid, 14th Edition, 1975. Table IB, 
Notes 17 and 27. 

(9) ‘‘Selected Analytical Methods Ap-
proved and Cited by the United States 
Environmental Protection Agency,’’ 
Supplement to the 15th Edition of 
Standard Methods for the Examination 
of Water and Wastewater, 1981. Avail-
able from: American Public Health As-
sociation, 1015 Fifteenth Street NW., 
Washington, DC 20036. Cost available 
from publisher. Table IB, Note 10; 
Table IC, Note 6; Table ID, Note 6. 

(10) ASTM International. Annual 
Book of ASTM Standards, Water, and 
Environmental Technology, Section 11, 
Volumes 11.01 and 11.02, 1994, 1996, 1999, 
Volume 11.02, 2000, and individual 
standards published after 2000. Avail-
able from: ASTM International, 100 
Barr Harbor Drive, P.O. Box C700, West 
Conshohocken, PA 19428–2959, or http:// 
www.astm.org. Tables IA, IB, IC, ID, IE, 
and IH. 

(11) USGS. 1989. U.S. Geological Sur-
vey Techniques of Water-Resources In-
vestigations, Book 5, Laboratory Anal-
ysis, Chapter A4, Methods for Collec-
tion and Analysis of Aquatic Biological 
and Microbiological Samples, U.S. Geo-
logical Survey, U.S. Department of the 
Interior, Reston, Virginia. Available 
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from USGS Books and Open-File Re-
ports Section, Federal Center, Box 
25425, Denver, Colorado 80225. Table IA, 
Note 5; Table IH. 

(12) ‘‘Methods for Determination of 
Inorganic Substances in Water and 
Fluvial Sediments,’’ by M.J. Fishman 
and Linda C. Friedman, Techniques of 
Water-Resources Investigations of the 
U.S. Geological Survey, Book 5 Chapter 
A1 (1989). Available from: U.S. Geologi-
cal Survey, Denver Federal Center, Box 
25425, Denver, CO 80225. Cost: $108.75 
(subject to change). Table IB, Note 2. 

(13) ‘‘Methods for Determination of 
Inorganic Substances in Water and 
Fluvial Sediments,’’ N.W. Skougstad 
and others, editors. Techniques of 
Water-Resources Investigations of the 
U.S. Geological Survey, Book 5, Chap-
ter A1 (1979). Available from: U.S. Geo-
logical Survey, Denver Federal Center, 
Box 25425, Denver, CO 80225. Cost: $10.00 
(subject to change), Table IB, Note 8. 

(14) ‘‘Methods for the Determination 
of Organic Substances in Water and 
Fluvial Sediments,’’ Wershaw, R.L., et 
al, Techniques of Water-Resources In-
vestigations of the U.S. Geological Sur-
vey, Book 5, Chapter A3 (1987). Avail-
able from: U.S. Geological Survey, 
Denver Federal Center, Box 25425, Den-
ver, CO 80225. Cost: $0.90 (subject to 
change). Table IB, Note 24; Table ID, 
Note 4. 

(15) ‘‘Water Temperature—Influential 
Factors, Field Measurement and Data 
Presentation,’’ by H.H. Stevens, Jr., J. 
Ficke, and G.F. Smoot, Techniques of 
Water-Resources Investigations of the 
U.S. Geological Survey, Book 1, Chap-
ter D1, 1975. Available from: U.S. Geo-
logical Survey, Denver Federal Center, 
Box 25425, Denver, CO 80225. Cost: $1.60 
(subject to change). Table IB, Note 32. 

(16) ‘‘Selected Methods of the U.S. 
Geological Survey of Analysis of 
Wastewaters,’’ by M.J. Fishman and 
Eugene Brown; U.S. Geological Survey 
Open File Report 76–77 (1976). Available 
from: U.S. Geological Survey, Branch 
of Distribution, 1200 South Eads Street, 
Arlington, VA 22202. Cost: $13.50 (sub-
ject to change). Table IE, Note 2. 

(17) AOAC-International. Official 
Methods of Analysis of AOAC-Inter-
national, 16th Edition, (1995). Available 
from: AOAC-International, 481 North 
Frederick Avenue, Suite 500, Gaithers-

burg, MD 20877. Table IB, See footnote 
3. 

(18) ‘‘American National Standard on 
Photographic Processing Effluents,’’ 
April 2, 1975. Available from: American 
National Standards Institute, 1430 
Broadway, New York, New York 10018. 
Table IB, Note 9. 

(19) ‘‘An Investigation of Improved 
Procedures for Measurement of Mill Ef-
fluent and Receiving Water Color,’’ 
NCASI Technical Bulletin No. 253, De-
cember 1971. Available from: National 
Council of the Paper Industry for Air 
and Stream Improvements, Inc., 260 
Madison Avenue, New York, NY 10016. 
Cost available from publisher. Table 
IB, Note 18. 

(20) Ammonia, Automated Electrode 
Method, Industrial Method Number 
379–75WE, dated February 19, 1976. 
Technicon Auto Analyzer II. Method 
and price available from Technicon In-
dustrial Systems, Tarrytown, New 
York 10591. Table IB, Note 7. 

(21) Chemical Oxygen Demand, Meth-
od 8000, Hach Handbook of Water Anal-
ysis, 1979. Method price available from 
Hach Chemical Company, P.O. Box 389, 
Loveland, Colorado 80537. Table IB, 
Note 14. 

(22) OIC Chemical Oxygen Demand 
Method, 1978. Method and price avail-
able from Oceanography International 
Corporation, 512 West Loop, P.O. Box 
2980, College Station, Texas 77840. 
Table IB, Note 13. 

(23) ORION Research Instruction 
Manual, Residual Chlorine Electrode 
Model 97–70, 1977. Method and price 
available from ORION Research Incor-
poration, 840 Memorial Drive, Cam-
bridge, Massachusetts 02138. Table IB, 
Note 16. 

(24) Bicinchoninate Method for Cop-
per. Method 8506, Hach Handbook of 
Water Analysis, 1979, Method and price 
available from Hach Chemical Com-
pany, P.O. Box 300, Loveland, Colorado 
80537. Table IB, Note 19. 

(25) Hydrogen Ion (pH) Automated 
Electrode Method, Industrial Method 
Number 378–75WA. October 1976. Bran & 
Luebbe (Technicon) Auto Analyzer II. 
Method and price available from Bran 
& Luebbe Analyzing Technologies, Inc. 
Elmsford, N.Y. 10523. Table IB, Note 21. 

(26) 1,10-Phenanthroline Method 
using FerroVer Iron Reagent for Water, 
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Hach Method 8008, 1980. Method and 
price available from Hach Chemical 
Company, P.O. Box 389 Loveland, Colo-
rado 80537. Table IB, Note 22. 

(27) Periodate Oxidation Method for 
Manganese, Method 8034, Hach Hand-
book for Water Analysis, 1979. Method 
and price available from Hach Chem-
ical Company, P.O. Box 389, Loveland, 
Colorado 80537. Table IB, Note 23. 

(28) Nitrogen, Nitrite—Low Range, 
Diazotization Method for Water and 
Wastewater, Hach Method 8507, 1979. 
Method and price available from Hach 
Chemical Company, P.O. Box 389, 
Loveland, Colorado 80537. Table IB, 
Note 25. 

(29) Zincon Method for Zinc, Method 
8009. Hach Handbook for Water Anal-
ysis, 1979. Method and price available 
from Hach Chemical Company, P.O. 
Box 389, Loveland, Colorado 80537. 
Table IB, Note 33. 

(30) ‘‘Direct Determination of Ele-
mental Phosphorus by Gas-Liquid 
Chromatography,’’ by R.F. Addison and 
R.G. Ackman, Journal of Chroma-
tography, Volume 47, No. 3, pp. 421–426, 
1970. Available in most public libraries. 
Back volumes of the Journal of Chro-
matography are available from 
Elsevier/North-Holland, Inc., Journal 
Information Centre, 52 Vanderbilt Ave-
nue, New York, NY 10164. Cost avail-
able from publisher. Table IB, Note 28. 

(31) ‘‘Direct Current Plasma (DCP) 
Optical Emission Spectrometric Meth-
od for Trace Elemental Analysis of 
Water and Wastes’’, Method AES 0029, 
1986-Revised 1991, Fison Instruments, 
Inc., 32 Commerce Center, Cherry Hill 
Drive, Danvers, MA 01923. Table B, 
Note 34. 

(32) ‘‘Closed Vessel Microwave Diges-
tion of Wastewater Samples for Deter-
mination of Metals, CEM Corporation, 
P.O. Box 200, Matthews, North Carolina 
28106–0200, April 16, 1992. Available from 
the CEM Corporation. Table IB, Note 
36. 

(33) ‘‘Organochlorine Pesticides and 
PCBs in Wastewater Using Empore TM 
Disk’’ Test Method 3M 0222, Revised 10/ 
28/94. 3M Corporation, 3M Center Build-
ing 220–9E–10, St. Paul, MN 55144–1000. 
Method available from 3M Corporation. 
Table IC, Note 8 and Table ID, Note 8. 

(34) USEPA. October 2002. Methods 
for Measuring the Acute Toxicity of 

Effluents and Receiving Waters to 
Freshwater and Marine Organisms. 
Fifth Edition. U.S. Environmental Pro-
tection Agency, Office of Water, Wash-
ington, DC EPA 821–R–02–012. Available 
at http://www.epa.gov/epahome/index/ 
sources.htm or from National Technical 
Information Service, 5285 Port Royal 
Road, Springfield, Virginia 22161, Pub. 
No. PB2002–108488. Table IA, Note 25. 

(35) ‘‘Nitrogen, Total Kjeldahl, Meth-
od PAI-DK01 (Block Digestion, Steam 
Distillation, Titrimetric Detection)’’, 
revised 12/22/94. Available from 
Perstorp Analytical Corporation, 9445 
SW Ridder Rd., Suite 310, P.O. Box 648, 
Wilsonville, OK 97070. Table IB, Note 
39. 

(36) ‘‘Nitrogen, Total Kjeldahl, Meth-
od PAI-DK02 (Block Digestion, Steam 
Distillation, Colorimetric Detection)’’, 
revised 12/22/94. Available from 
Perstorp Analytical Corporation, 9445 
SW Ridder Rd., Suite 310, P.O. Box 648, 
Wilsonville, OK 97070. Table IB, Note 
40. 

(37) ‘‘Nitrogen, Total Kjeldahl, Meth-
od PAI-DK03 (Block Digestion, Auto-
mated FIA Gas Diffusion)’’, revised 12/ 
22/94. Available from Perstorp Analyt-
ical Corporation, 9445 SW Ridder Rd., 
Suite 310, P.O. Box 648, Wilsonville, OK 
97070. Table IB, Note 41. 

(38) USEPA. October 2002. Short- 
Term Methods for Measuring the 
Chronic Toxicity of Effluents and Re-
ceiving Waters to Freshwater Orga-
nisms. Fourth Edition. U.S. Environ-
mental Protection Agency, Office of 
Water, Washington, DC EPA 821–R–02– 
013. Available at http://www.epa.gov/ 
epahome/index/sources.htm or from Na-
tional Technical Information Service, 
5285 Port Royal Road, Springfield, Vir-
ginia 22161, Pub. No. PB2002–108489. 
Table IA, Note 26. 

(39) USEPA. October 2002. Short- 
Term Methods for Measuring the 
Chronic Toxicity of Effluents and Re-
ceiving Waters to Marine and Estua-
rine Organisms. Third Edition. U.S. 
Environmental Protection Agency, Of-
fice of Water, Washington, DC EPA 821– 
R–02–014. Available at http:// 
www.epa.gov/epahome/index/sources.htm 
or from National Technical Informa-
tion Service, 5285 Port Royal Road, 
Springfield, Virginia 22161, Pub. No. 
PB2002–108490. Table IA, Note 27. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00062 Fmt 8010 Sfmt 8010 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



53 

Environmental Protection Agency § 136.3 

(40) EPA Methods 1666, 1667, and 1671 
listed in the table above are published 
in the compendium titled Analytical 
Methods for the Determination of Pol-
lutants in Pharmaceutical Manufac-
turing Industry Wastewaters (EPA 821– 
B–98–016). EPA Methods 502.2 and 524.2 
have been incorporated by reference 
into 40 CFR 141.24 and are in Methods 
for the Determination of Organic Com-
pounds in Drinking Water, EPA–600/4– 
88–039, December 1988, Revised, July 
1991, and Methods for the Determina-
tion of Organic Compounds in Drinking 
Water-Supplement II, EPA–600/R–92– 
129, August 1992, respectively. These 
EPA test method compendia are avail-
able from the National Technical Infor-
mation Service, NTIS PB91–231480 and 
PB92–207703, U.S. Department of Com-
merce, 5285 Port Royal Road, Spring-
field, Virginia 22161. The toll-free num-
ber is 800–553–6847. ASTM test methods 
D3371, D3695, and D4763 are available 
from the American Society for Testing 
and Materials, 100 Barr Harbor Drive, 
West Conshohocken, PA 19428–2959. 

(41) USEPA. 2002. Method 1631, Revi-
sion E, ‘‘Mercury in Water by Oxida-
tion, Purge and Trap, and Cold Vapor 
Atomic Fluorescence Spectrometry.’’ 
September 2002. Office of Water, U.S. 
Environmental Protection Agency 
(EPA–821–R–02–019). Available from: 
National Technical Information Serv-
ice, 5285 Port Royal Road, Springfield, 
Virginia 22161. Publication No. PB2002– 
108220. Cost: $25.50 (subject to change). 

(42) [Reserved] 
(43) Method OIA–1677, Available Cya-

nide by Flow Injection, Ligand Ex-
change, and Amperometry. August 
1999. ALPKEM, OI Analytical, Box 648, 
Wilsonville, Oregon 97070 (EPA–821–R– 
99–013). Available from: National Tech-
nical Information Service, 5285 Port 
Royal Road, Springfield, Virginia 22161. 
Publication No. PB99–132011. Cost: 
$22.50. Table IB, Note 44. 

(44) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory Determination of 
Ammonium Plus Organic Nitrogen by a 
Kjeldahl Digestion Method and an 
Automated Photometric Finish that 
Includes Digest Cleanup by Gas Diffu-
sion’’, Open File Report (OFR) 00–170. 
Available from: U.S. Geological Sur-

vey, Denver Federal Center, Box 25425, 
Denver, CO 80225. Table IB, Note 45. 

(45) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Chromium in Water by Graphite Fur-
nace Atomic Absorption 
Spectrophotometry’’, Open File Report 
(OFR) 93–449. Available from: U.S. Geo-
logical Survey, Denver Federal Center, 
Box 25425, Denver, CO 80225. Table IB, 
Note 46. 

(46) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Molybdenum in Water by Graphite 
Furnace Atomic Absorption 
Spectrophotometry’’, Open File Report 
(OFR) 97–198. Available from: U.S. Geo-
logical Survey, Denver Federal Center, 
Box 25425, Denver, CO 80225. Table IB, 
Note 47. 

(47) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Total Phosphorus by Kjeldahl Diges-
tion Method and an Automated Colori-
metric Finish That Includes Dialysis’’ 
Open File Report (OFR) 92–146. Avail-
able from: U.S. Geological Survey, 
Denver Federal Center, Box 25425, Den-
ver, CO 80225. Table IB, Note 48. 

(48) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Arsenic and Selenium in Water and 
Sediment by Graphite Furnace—Atom-
ic Absorption Spectrometry’’ Open File 
Report (OFR) 98–639. Table IB, Note 49. 

(49) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Elements in Whole-Water Digests 
Using Inductively Coupled Plasma-Op-
tical Emission Spectrometry and In-
ductively Coupled Plasma-Mass Spec-
trometry’’ , Open File Report (OFR) 98– 
165. Available from: U.S. Geological 
Survey, Denver Federal Center, Box 
25425, Denver, CO 80225. Table IB, Note 
50. 

(50) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Triazine and Other Nitrogen-con-
taining Compounds by Gas Chroma-
tography with Nitrogen Phosphorus 
Detectors’’ U.S.Geological Survey Open 
File Report 94–37. Available from: U.S. 
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Geological Survey, Denver Federal 
Center, Box 25425, Denver, CO 80225. 
Table ID, Note 9. 

(51) ‘‘Methods of Analysis by the U.S. 
Geological Survey National Water 
Quality Laboratory—Determination of 
Inorganic and Organic Constituents in 
Water and Fluvial Sediments’’, Open 
File Report (OFR) 93–125. Available 
from: U.S. Geological Survey, Denver 
Federal Center, Box 25425, Denver, CO 
80225. Table IB, Note 51; Table IC, Note 
9. 

(52) IDEXX Laboratories, Inc. 2002. 
Description of Colilert®, Colilert-18®, 
Quanti-Tray®, Quanti-Tray®/2000, 
Enterolert® methods are available 
from IDEXX Laboratories, Inc., One 
Idexx Drive, Westbrook, Maine 04092. 
Table IA, Notes 17 and 23; Table IH, 
Notes 16 and 22. 

(53) Hach Company, Inc. Revision 2, 
1999. Description of m-ColiBlue24® 
Method, Total Coliforms and E. coli, is 
available from Hach Company, 100 Day-
ton Ave, Ames IA 50010. Table IA, Note 
18; Table IH, Note 17. 

(54) USEPA. July 2006. Method 1103.1: 
Escherichia coli (E. coli) in Water by 
Membrane Filtration Using membrane- 
Thermotolerant Escherichia coli Agar 
(mTEC). U.S. Environmental Protec-
tion Agency, Office of Water, Wash-
ington DC EPA–621–R–06–010. Available 
at http://www.epa.gov/waterscience/meth-
ods/. Table IH, Note 19. 

(55) USEPA. July 2006. Method 1106.1: 
Enterococci in Water by Membrane 
Filtration Using membrane- 
Enterococcus-Esculin Iron Agar (mE– 
EIA). U.S. Environmental Protection 
Agency, Office of Water, Washington 
DC EPA–621–R–06–008. Available at 
http://www.epa.gov/waterscience/methods/. 
Table IH, Note 23 

(56) USEPA. July 2006. Method 1603: 
Escherichia coli (E. coli) in Water by 
Membrane Filtration Using Modified 
membrane-Thermotolerant Escherichia 
coli Agar (Modified mTEC). U.S. Envi-
ronmental Protection Agency, Office of 
Water, Washington DC EPA–821–R–06– 
011. Available at http://www.epa.gov/ 
waterscience/methods/. Table IH, Note 19; 
Table IH, Note 20. 

(57) Brenner et al. 1993. New Medium 
for the Simultaneous Detection of 
Total Coliforms and Escherichia coli in 
Water. Appl. Environ. Microbiol. 

59:3534–3544. Available from the Amer-
ican Society for Microbiology, 1752 N 
Street NW., Washington DC 20036. 
Table IH, Note 21. 

(58) USEPA. September 2002. Method 
1604: Total Coliforms and Escherichia 
coli (E. coli) in Water by Membrane Fil-
tration Using a Simultaneous Detec-
tion Technique (MI Medium). U.S. En-
vironmental Protection Agency, Office 
of Water, Washington DC EPA–821–R– 
02–024. Available at http://www.epa.gov/ 
waterscience/methods/. Table IH, Note 20. 

(59) USEPA. July 2006. Method 1600: 
Enterococci in Water by Membrane 
Filtration Using membrane- 
Enterococcus Indoxyl-b-D-Glucoside 
Agar (mEI). U.S. Environmental Pro-
tection Agency, Office of Water, Wash-
ington DC EPA–821–R–06–009. Available 
at http://www.epa.gov/waterscience/meth-
ods/. Table IA, Note 24; Table IH, Note 
24. 

(60) USEPA. April 2001. Method 1622: 
Cryptosporidium in Water by Filtration/ 
IMS/FA. U.S. Environmental Protec-
tion Agency, Office of Water, Wash-
ington DC EPA–821–R–01–026. Available 
at http://www.epa.gov/waterscience/meth-
ods/. Table IH, Note 25. 

(61) USEPA. April 2001. Method 1623: 
Cryptosporidium and Giardia in Water 
by Filtration/IMS/FA. U.S. Environ-
mental Protection Agency, Office of 
Water, Washington DC. EPA–821–R–01– 
025. Available at http://www.epa.gov/ 
waterscience/methods/. Table IH, Note 26. 

(62) AOAC. 1995. Official Methods of 
Analysis of AOAC International, 16th 
Edition, Volume I, Chapter 17. AOAC 
International, 481 North Frederick Av-
enue, Suite 500, Gaithersburg, Mary-
land 20877–2417. Table IA, Note 11; Table 
IH. 

(63) Waters Corporation. Method 
D6508, Rev. 2, ‘‘Test Method for Deter-
mination of Dissolved Inorganic Anions 
in Aqueous Matrices Using Capillary 
Ion Electrophoresis and Chromate 
Electrolyte,’’ available from Waters 
Corp, 34 Maple Street, Milford, MA 
01757, Telephone: 508/482–2131, Fax: 508/ 
482–3625, Table IB, See footnote 54. 

(64) Kelada-01, ‘‘Kelada Automated 
Test Methods for Total Cyanide, Acid 
Dissociable Cyanide, and 
Thiocyanate,’’ EPA 821–B–01–009 Revi-
sion 1.2, August 2001 is available from 
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National Technical Information Serv-
ice (NTIS), 5285 Port Royal Road, 
Springfield, VA 22161 [Order Number 
PB 2001–108275]. Telephone: 800–553–6847. 
Table IB, See footnote 55. 

(65) QuikChem Method 10–204–00–1–X, 
‘‘Digestion and Distillation of Total 
Cyanide in Drinking and Wastewaters 
using MICRO DIST and Determination 
of Cyanide by Flow Injection Analysis’’ 
Revision 2.2, March 2005 is available 
from Lachat Instruments 6645 W. Mill 
Road, Milwaukee, WI 53218, Telephone: 
414–358–4200. Table IB, See footnote 56. 

(66) ‘‘Methods for the Determination 
of Metals in Environmental Samples,’’ 
Supplement I, National Exposure Risk 
Laboratory-Cincinnati (NERL–CI), 
EPA/600/R–94/111, May 1994; and ‘‘Meth-
ods for the Determination of Inorganic 
Substances in Environmental Sam-
ples,’’ NERL–CI, EPA/600/R–93/100, Au-
gust, 1993 are available from National 
Technical Information Service (NTIS), 
5285 Port Royal Road, Springfield, VA 
22161. Telephone: 800–553–6847. Table IB. 

(67) ‘‘Determination of Inorganic Ions 
in Drinking Water by Ion Chroma-
tography,’’ Rev. 1.0, 1997 is available 
from from http://www.epa.gov/safetwater/ 
methods/met300.pdf. Table IB. 

(68) Table IG Methods are available 
in ‘‘Methods For The Determination of 
Nonconventional Pesticides In Munic-
ipal and Industrial Wastewater, Vol-
ume I,’’ EPA 821–R–93–010A, August 
1993 Revision I, and ‘‘Methods For The 
Determination of Nonconventional 
Pesticides In Municipal and Industrial 
Wastewater, Volume II,’’ EPA 821–R– 
93–010B (August 1993) are available 
from National Technical Information 
Service (NTIS), 5285 Port Royal Road, 
Springfield, VA 22161. Telephone: 800– 
553–6847. 

(69) Method 245.7, Rev. 2.0, ‘‘Mercury 
in Water by Cold Vapor Atomic Fluo-
rescence Spectrometry,’’ February 
2005, EPA–821–R–05–001, available from 
the U.S. EPA Sample Control Center 
(operated by CSC), 6101 Stevenson Ave-
nue, Alexandria, VA 22304, Telephone: 
703–461–8056. Table IB, See footnote 59. 

(70) USEPA. July 2006. Method 1680: 
Fecal Coliforms in Sewage Sludge (Bio-
solids) by Multiple-Tube Fermentation 
using Lauryl Tryptose Broth (LTB) and 
EC Medium. U.S. Environmental Pro-
tection Agency, Office of Water, Wash-

ington DC. EPA 821–R–06–012. Available 
at http://www.epa.gov/waterscience/meth-
ods/. 

(71) USEPA. July 2006. Method 1681: 
Fecal Coliforms in Sewage Sludge (Bio-
solids) by Multiple-Tube Fermentation 
using A–1 Medium. U.S. Environmental 
Protection Agency, Office of Water, 
Washington DC. EPA 821–R–06–013. 
Available at http://www.epa.gov/ 
waterscience/methods/. 

(72) USEPA. July 2006. Method 1682: 
Salmonella in Sewage Sludge (Biosolids) 
by Modified Semisolid Rappaport- 
Vassiliadis (MSRV) Medium. U.S. Envi-
ronmental Protection Agency, Office of 
Water, Washington DC. EPA 821–R–06– 
014. Available at http://www.epa.gov/ 
waterscience/methods/. 

(c) Under certain circumstances, the 
Regional Administrator or the Director 
in the Region or State where the dis-
charge will occur may determine for a 
particular discharge that additional 
parameters or pollutants must be re-
ported. Under such circumstances, ad-
ditional test procedures for analysis of 
pollutants may be specified by the Re-
gional Administrator, or the Director 
upon recommendation of the Alternate 
Test Procedure Program Coordinator, 
Washington, DC. 

(d) Under certain circumstances, the 
Administrator may approve additional 
alternate test procedures for nation-
wide use, upon recommendation by the 
Alternate Test Procedure Program Co-
ordinator, Washington, DC. 

(e) Sample preservation procedures, 
container materials, and maximum al-
lowable holding times for parameters 
are cited in Tables IA, IB, IC, ID, IE, 
IF, IG and IH are prescribed in Table 
II. Information in the table takes prec-
edence over information in specific 
methods or elsewhere. Any person may 
apply for a variance from the pre-
scribed preservation techniques, con-
tainer materials, and maximum hold-
ing times applicable to samples taken 
from a specific discharge. Applications 
for variances may be made by letters 
to the Regional Administrator in the 
Region in which the discharge will 
occur. Sufficient data should be pro-
vided to assure such variance does not 
adversely affect the integrity of the 
sample. Such data will be forwarded by 
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the Regional Administrator, to the Al-
ternate Test Procedure Program Coor-
dinator, Washington, DC, for technical 
review and recommendations for action 
on the variance application. Upon re-
ceipt of the recommendations from the 
Alternate Test Procedure Program Co-

ordinator, the Regional Administrator 
may grant a variance applicable to the 
specific discharge to the applicant. A 
decision to approve or deny a variance 
will be made within 90 days of receipt 
of the application by the Regional Ad-
ministrator. 

TABLE II—REQUIRED CONTAINERS, PRESERVATION TECHNIQUES, AND HOLDING TIMES 

Parameter No./name Container 1 Preservation 2,3 Maximum holding 
time 4 

Table IA—Bacterial Tests: 
1–5. Coliform, total, fecal, and E. 

coli.
PA, G ........................ Cool, <10 °C, 0.0008% 

Na2S2O3
5.

6 hours.22,23 

6. Fecal streptococci ....................... PA, G ........................ Cool, <10 °C, 0.0008% 
Na2S2O3

5.
6 hours.22 

7. Enterococci ................................. PA, G ........................ Cool, <10 °C, 0.0008% 
Na2S2O3

5.
6 hours.22 

8. Salmonella .................................. PA, G ........................ Cool, <10 °C, 0.0008% 
Na2S2O3

5.
6 hours.22 

Table IA—Aquatic Toxicity Tests: 
9–11. Toxicity, acute and chronic ... P, FP, G .................... Cool, ≤6 °C 16 .............................. 36 hours. 

Table lB—Inorganic Tests: 
1. Acidity .......................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 14 days. 
2. Alkalinity ...................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 14 days. 
4. Ammonia ..................................... P, FP, G .................... Cool, ≤6 °C 18, H2SO4 to pH<2 ... 28 days. 
9. Biochemical oxygen demand ...... P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
10. Boron ......................................... P, FP, or Quartz ....... HNO3 to pH<2 ............................ 6 months. 
11. Bromide ..................................... P, FP, G .................... None required ............................. 28 days. 
14. Biochemical oxygen demand, 

carbonaceous.
P, FP G ..................... Cool, ≤6 °C 18 .............................. 48 hours. 

15. Chemical oxygen demand ........ P, FP, G .................... Cool, ≤6 °C 18, H2SO4 to pH<2 .. 28 days. 
16. Chloride ..................................... P, FP, G .................... None required ............................. 28 days. 
17. Chlorine, total residual .............. P, G ........................... None required ............................. Analyze within 15 

minutes. 
21. Color .......................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
23–24. Cyanide, total or available 

(or CATC).
P, FP, G .................... Cool, ≤6 °C 18, NaOH to pH>12 6, 

reducing agent 5.
14 days. 

25. Fluoride ..................................... P ................................ None required ............................. 28 days. 
27. Hardness ................................... P, FP, G .................... HNO3 or H2SO4 to pH<2 ........... 6 months. 
28. Hydrogen ion (pH) .................... P, FP, G .................... None required ............................. Analyze within 15 

minutes. 
31, 43. Kjeldahl and organic N ....... P, FP, G .................... Cool, ≤6 °C 18, H2SO4 to pH<2 .. 28 days. 

Table IB—Metals: 7 
18. Chromium VI ............................. P, FP, G .................... Cool, ≤6 °C 18, pH = 9.3–9.7 20 ... 28 days. 
35. Mercury (CVAA) ........................ P, FP, G .................... HNO3 to pH<2 ............................ 28 days. 
35. Mercury (CVAFS) ...................... FP, G; and FP-lined 

cap 17.
5 mL/L 12N HCl or 5 mL/L 

BrCl 17.
90 days.17 

3, 5–8, 12, 13, 19, 20, 22, 26, 29, 
30, 32–34, 36, 37, 45, 47, 51, 52, 
58–60, 62, 63, 70–72, 74, 75.

P, FP, G .................... HNO3 to pH<2, or at least 24 
hours prior to analysis 19.

6 months. 

Metals, except boron, chromium VI, 
and mercury.

38. Nitrate ........................................ P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
39. Nitrate-nitrite .............................. P, FP, G .................... Cool, ≤6 °C 18, H2SO4 to pH<2 .. 28 days. 
40. Nitrite ......................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
41. Oil and grease .......................... G ............................... Cool to ≤6 °C 18, HCl or H2SO4 

to pH<2.
28 days. 

42. Organic Carbon ......................... P, FP, G .................... Cool to ≤6 °C 18, HCl, H2SO4, or 
H3PO4 to pH<2.

28 days. 

44. Orthophosphate ........................ P, FP, G .................... Cool, ≤6 °C 18 .............................. Filter within 15 min-
utes; Analyze with-
in 48 hours. 

46. Oxygen, Dissolved Probe ......... G, Bottle and top ...... None required ............................. Analyze within 15 
minutes. 

47. Winkler ...................................... G, Bottle and top ...... Fix on site and store in dark ...... 8 hours. 
48. Phenols ..................................... G ............................... Cool, ≤6 °C 18, H2SO4 to pH<2 .. 28 days. 
49. Phosphorous (elemental) .......... G ............................... Cool, ≤6 °C 18 .............................. 48 hours. 
50. Phosphorous, total .................... P, FP, G .................... Cool, ≤6 °C 18, H2SO4 to pH<2 .. 28 days. 
53. Residue, total ............................ P, FP, G .................... Cool, ≤6 °C 18 .............................. 7 days. 
54. Residue, Filterable .................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 7 days. 
55. Residue, Nonfilterable (TSS) .... P, FP, G .................... Cool, ≤6 °C 18 .............................. 7 days. 
56. Residue, Settleable ................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
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TABLE II—REQUIRED CONTAINERS, PRESERVATION TECHNIQUES, AND HOLDING TIMES—Continued 

Parameter No./name Container 1 Preservation 2,3 Maximum holding 
time 4 

57. Residue, Volatile ....................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 7 days. 
61. Silica .......................................... P or Quartz ............... Cool, ≤6 °C 18 .............................. 28 days. 
64. Specific conductance ................ P, FP, G .................... Cool, ≤6 °C 18 .............................. 28 days. 
65. Sulfate ....................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 28 days. 
66. Sulfide ....................................... P, FP, G .................... Cool, ≤6 °C 18, add zinc acetate 

plus sodium hydroxide to 
pH>9.

7 days. 

67. Sulfite ........................................ P, FP, G .................... None required ............................. Analyze within 15 
minutes. 

68. Surfactants ................................ P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 
69. Temperature .............................. P, FP, G .................... None required ............................. Analyze. 
73. Turbidity .................................... P, FP, G .................... Cool, ≤6 °C 18 .............................. 48 hours. 

Table lC—Organic Tests 8 
13, 18–20, 22, 24–28, 34–37, 39– 

43, 45–47, 56, 76, 104, 105, 
108–111, 113. Purgeable 
Halocarbons.

G, FP-lined septum ... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5.
14 days. 

6, 57, 106. Purgeable aromatic hy-
drocarbons.

G, FP-lined septum ... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5, HCl to pH 2 9.
14 days.9 

3, 4. Acrolein and acrylonitrile ........ G, FP-lined septum ... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5, pH to 4–5 10.
14 days.10 

23, 30, 44, 49, 53, 77, 80, 81, 98, 
100, 112. Phenols 11.

G, FP-lined cap ......... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5.
7 days until extrac-

tion, 40 days after 
extraction. 

7, 38. Benzidines 11,12 ..................... G, FP-lined cap ......... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5.
7 days until extrac-

tion.13 
14, 17, 48, 50–52. Phthalate 

esters 11.
G, FP-lined cap ......... Cool, ≤6 °C 18 .............................. 7 days until extrac-

tion, 40 days after 
extraction. 

82–84. Nitrosamines 11,14 ................ G, FP-lined cap ......... Cool, ≤6 °C 18, store in dark, 
0.008% Na2S2O3

5.
7 days until extrac-

tion, 40 days after 
extraction. 

88–94. PCBs 11 ............................... G, FP-lined cap ......... Cool, ≤6 °C 18 .............................. 1 year until extrac-
tion, 1 year after 
extraction. 

54, 55, 75, 79. Nitroaromatics and 
isophorone 11.

G, FP-lined cap ......... Cool, ≤6 °C 18, store in dark, 
0.008% Na2S2O3

5.
7 days until extrac-

tion, 40 days after 
extraction. 

1, 2, 5, 8–12, 32, 33, 58, 59, 74, 
78, 99, 101. Polynuclear aromatic 
hydrocarbons 11.

G, FP-lined cap ......... Cool, ≤6 °C 18, store in dark, 
0.008% Na2S2O3

5.
7 days until extrac-

tion, 40 days after 
extraction. 

15, 16, 21, 31, 87. Haloethers 11 .... G, FP-lined cap ......... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5.
7 days until extrac-

tion, 40 days after 
extraction. 

29, 35–37, 63–65, 107. Chlorinated 
hydrocarbons 11.

G, FP-lined cap ......... Cool, ≤6 °C 18 .............................. 7 days until extrac-
tion, 40 days after 
extraction. 

60–62, 66–72, 85, 86, 95–97, 102, 
103. CDDs/CDFs 11.

Aqueous Samples: Field and Lab 
Preservation.

G ............................... Cool, ≤6 °C 18, 0.008% 
Na2S2O3

5, pH<9.
1 year. 

Solids and Mixed-Phase Samples: 
Field Preservation.

G ............................... Cool, ≤6 °C 18 .............................. 7 days. 

Tissue Samples: Field Preservation G ............................... Cool, ≤6 °C 18 .............................. 24 hours. 
Solids, Mixed-Phase, and Tissue 

Samples: Lab Preservation.
G ............................... Freeze, ≤¥10 °C ........................ 1 year. 

Table lD—Pesticides Tests: 
1–70. Pesticides 11 .......................... G, FP-lined cap ......... Cool, ≤6 °C 18, pH 5–9 15 ............ 7 days until extrac-

tion, 40 days after 
extraction. 

Table IE—Radiological Tests: 
1–5. Alpha, beta, and radium ......... P, FP, G .................... HNO3 to pH<2 ............................ 6 months. 

Table IH—Bacterial Tests: 
1. E. coli .......................................... PA, G ........................ Cool, <10 °C, 0.0008% 

Na2S2O3
5.

6 hours.22 

2. Enterococci ................................. PA, G ........................ Cool, <10 °C, 0.0008% 
Na2S2O3

5.
6 hours.22 

Table IH—Protozoan Tests: 
8. Cryptosporidium .......................... LDPE; field filtration .. 0–8 °C ......................................... 96 hours.21 
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TABLE II—REQUIRED CONTAINERS, PRESERVATION TECHNIQUES, AND HOLDING TIMES—Continued 

Parameter No./name Container 1 Preservation 2,3 Maximum holding 
time 4 

9. Giardia ......................................... LDPE; field filtration .. 0–8 °C ......................................... 96 hours.21 

1 ‘‘P’’ is polyethylene; ‘‘FP’’ is fluoropolymer (polytetrafluoroethylene (PTFE; Teflon®), or other fluoropolymer, unless stated oth-
erwise in this Table II; ‘‘G’’ is glass; ‘‘PA’’ is any plastic that is made of a sterlizable material (polypropylene or other autoclavable 
plastic); ‘‘LDPE’’ is low density polyethylene. 

2 Except where noted in this Table II and the method for the parameter, preserve each grab sample within 15 minutes of col-
lection. For a composite sample collected with an automated sampler (e.g., using a 24-hour composite sampler; see 40 CFR 
122.21(g)(7)(i) or 40 CFR part 403, Appendix E), refrigerate the sample at ≤6 °C during collection unless specified otherwise in 
this Table II or in the method(s). For a composite sample to be split into separate aliquots for preservation and/or analysis, main-
tain the sample at ≤6 °C, unless specified otherwise in this Table II or in the method(s), until collection, splitting, and preservation 
is completed. Add the preservative to the sample container prior to sample collection when the preservative will not compromise 
the integrity of a grab sample, a composite sample, or an aliquot split from a composite sample; otherwise, preserve the grab 
sample, composite sample, or aliquot split from a composite sample within 15 minutes of collection. If a composite measurement 
is required but a composite sample would compromise sample integrity, individual grab samples must be collected at prescribed 
time intervals (e.g., 4 samples over the course of a day, at 6-hour intervals). Grab samples must be analyzed separately and the 
concentrations averaged. Alternatively, grab samples may be collected in the field and composited in the laboratory if the 
compositing procedure produces results equivalent to results produced by arithmetic averaging of the results of analysis of indi-
vidual grab samples. For examples of laboratory compositing procedures, see EPA Method 1664A (oil and grease) and the pro-
cedures at 40 CFR 141.34(f)(14)(iv) and (v) (volatile organics). 

3 When any sample is to be shipped by common carrier or sent via the U.S. Postal Service, it must comply with the Depart-
ment of Transportation Hazardous Materials Regulations (49 CFR part 172). The person offering such material for transportation 
is responsible for ensuring such compliance. For the preservation requirements of Table II, the Office of Hazardous Materials, 
Materials Transportation Bureau, Department of Transportation has determined that the Hazardous Materials Regulations do not 
apply to the following materials: Hydrochloric acid (HCl) in water solutions at concentrations of 0.04% by weight or less (pH 
about 1.96 or greater); Nitric acid (HNO3) in water solutions at concentrations of 0.15% by weight or less (pH about 1.62 or 
greater); Sulfuric acid (H2SO4) in water solutions at concentrations of 0.35% by weight or less (pH about 1.15 or greater); and 
Sodium hydroxide (NaOH) in water solutions at concentrations of 0.080% by weight or less (pH about 12.30 or less). 

4 Samples should be analyzed as soon as possible after collection. The times listed are the maximum times that samples may 
be held before the start of analysis and still be considered valid (e.g., samples analyzed for fecal coliforms may be held up to 6 
hours prior to commencing analysis). Samples may be held for longer periods only if the permittee or monitoring laboratory has 
data on file to show that, for the specific types of samples under study, the analytes are stable for the longer time, and has re-
ceived a variance from the Regional Administrator under § 136.3(e). For a grab sample, the holding time begins at the time of 
collection. For a composite sample collected with an automated sampler (e.g., using a 24-hour composite sampler; see 40 CFR 
122.21(g)(7)(i) or 40 CFR part 403, Appendix E), the holding time begins at the time of the end of collection of the composite 
sample. For a set of grab samples composited in the field or laboratory, the holding time begins at the time of collection of the 
last grab sample in the set. Some samples may not be stable for the maximum time period given in the table. A permittee or 
monitoring laboratory is obligated to hold the sample for a shorter time if it knows that a shorter time is necessary to maintain 
sample stability. See § 136.3(e) for details. The date and time of collection of an individual grab sample is the date and time at 
which the sample is collected. For a set of grab samples to be composited, and that are all collected on the same calendar date, 
the date of collection is the date on which the samples are collected. For a set of grab samples to be composited, and that are 
collected across two calendar dates, the date of collection is the dates of the two days; e.g., November 14–15. For a composite 
sample collected automatically on a given date, the date of collection is the date on which the sample is collected. For a com-
posite sample collected automatically, and that is collected across two calendar dates, the date of collection is the dates of the 
two days; e.g., November 14–15. 

5 Add a reducing agent only if an oxidant (e.g., chlorine) is present. Reducing agents shown to be effective are sodium 
thiosulfate (Na2S2O3), ascorbic acid, sodium arsenite (NaAsO2), or sodium borohydride (NaBH4). However, some of these 
agents have been shown to produce a positive or negative cyanide bias, depending on other substances in the sample and the 
analytical method used. Therefore, do not add an excess of reducing agent. Methods recommending ascorbic acid (e.g., EPA 
Method 335.4) specify adding ascorbic acid crystals, 0.1–0.6 g, until a drop of sample produces no color on potassium iodide 
(KI) starch paper, then adding 0.06 g (60 mg) for each liter of sample volume. If NaBH4 or NaAsO2 is used, 25 mg/L NaBH4 or 
100 mg/L NaAsO2 will reduce more than 50 mg/L of chlorine (see method ‘‘Kelada-01’’ and/or Standard Method 4500–CN¥ for 
more information). After adding reducing agent, test the sample using KI paper, a test strip (e.g. for chlorine, SenSafeTM Total 
Chlorine Water Check 480010) moistened with acetate buffer solution (see Standard Method 4500–Cl.C.3e), or a chlorine/oxi-
dant test method (e.g., EPA Method 330.4 or 330.5), to make sure all oxidant is removed. If oxidant remains, add more reducing 
agent. Whatever agent is used, it should be tested to assure that cyanide results are not affected adversely. 

6 Sample collection and preservation: Collect a volume of sample appropriate to the analytical method in a bottle of the mate-
rial specified. If the sample can be analyzed within 48 hours and sulfide is not present, adjust the pH to > 12 with sodium hy-
droxide solution (e.g., 5% w/v), refrigerate as specified, and analyze within 48 hours. Otherwise, to extend the holding time to 14 
days and mitigate interferences, treat the sample immediately using any or all of the following techniques, as necessary, followed 
by adjustment of the sample pH to > 12 and refrigeration as specified. There may be interferences that are not mitigated by ap-
proved procedures. Any procedure for removal or suppression of an interference may be employed, provided the laboratory dem-
onstrates that it more accurately measures cyanide. Particulate cyanide (e.g., ferric ferrocyanide) or a strong cyanide complex 
(e.g., cobalt cyanide) are more accurately measured if the laboratory holds the sample at room temperature and pH > 12 for a 
minimum of 4 hours prior to analysis, and performs UV digestion or dissolution under alkaline (pH=12) conditions, if necessary. 

(1) Sulfur: To remove elemental sulfur (S8), filter the sample immediately. If the filtration time will exceed 15 minutes, use a 
larger filter or a method that requires a smaller sample volume (e.g., EPA Method 335.4 or Lachat Method 01). Adjust the pH of 
the filtrate to > 12 with NaOH, refrigerate the filter and filtrate, and ship or transport to the laboratory. In the laboratory, extract 
the filter with 100 mL of 5% NaOH solution for a minimum of 2 hours. Filter the extract and discard the solids. Combine the 5% 
NaOH-extracted filtrate with the initial filtrate, lower the pH to approximately 12 with concentrated hydrochloric or sulfuric acid, 
and analyze the combined filtrate. Because the detection limit for cyanide will be increased by dilution by the filtrate from the sol-
ids, test the sample with and without the solids procedure if a low detection limit for cyanide is necessary. Do not use the solids 
procedure if a higher cyanide concentration is obtained without it. Alternatively, analyze the filtrates from the sample and the sol-
ids separately, add the amounts determined (in μg or mg), and divide by the original sample volume to obtain the cyanide con-
centration. 
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(2) Sulfide: If the sample contains sulfide as determined by lead acetate paper, or if sulfide is known or suspected to be 
present, immediately conduct one of the volatilization treatments or the precipitation treatment as follows: Volatilization— 
Headspace expelling. In a fume hood or well-ventilated area, transfer 0.75 liter of sample to a 4.4 L collapsible container (e.g., 
CubitainerTM). Acidify with concentrated hydrochloric acid to pH < 2. Cap the container and shake vigorously for 30 seconds. Re-
move the cap and expel the headspace into the fume hood or open area by collapsing the container without expelling the sam-
ple. Refill the headspace by expanding the container. Repeat expelling a total of five headspace volumes. Adjust the pH to > 12, 
refrigerate, and ship or transport to the laboratory. Scaling to a smaller or larger sample volume must maintain the air to sample 
volume ratio. A larger volume of air will result in too great a loss of cyanide (> 10%). Dynamic stripping: In a fume hood or well- 
ventilated area, transfer 0.75 liter of sample to a container of the material specified and acidify with concentrated hydrochloric 
acid to pH < 2. Using a calibrated air sampling pump or flowmeter, purge the acidified sample into the fume hood or open area 
through a fritted glass aerator at a flow rate of 2.25 L/min for 4 minutes. Adjust the pH to > 12, refrigerate, and ship or transport 
to the laboratory. Scaling to a smaller or larger sample volume must maintain the air to sample volume ratio. A larger volume of 
air will result in too great a loss of cyanide (> 10%). Precipitation: If the sample contains particulate matter that would be re-
moved by filtration, filter the sample prior to treatment to assure that cyanide associated with the particulate matter is included in 
the measurement. Ship or transport the filter to the laboratory. In the laboratory, extract the filter with 100 mL of 5% NaOH solu-
tion for a minimum of 2 hours. Filter the extract and discard the solids. Combine the 5% NaOH-extracted filtrate with the initial fil-
trate, lower the pH to approximately 12 with concentrated hydrochloric or sulfuric acid, and analyze the combined filtrate. Be-
cause the detection limit for cyanide will be increased by dilution by the filtrate from the solids, test the sample with and without 
the solids procedure if a low detection limit for cyanide is necessary. Do not use the solids procedure if a higher cyanide con-
centration is obtained without it. Alternatively, analyze the filtrates from the sample and the solids separately, add the amounts 
determined (in μg or mg), and divide by the original sample volume to obtain the cyanide concentration. For removal of sulfide 
by precipitation, raise the pH of the sample to > 12 with NaOH solution, then add approximately 1 mg of powdered cadmium 
chloride for each mL of sample. For example, add approximately 500 mg to a 500-mL sample. Cap and shake the container to 
mix. Allow the precipitate to settle and test the sample with lead acetate paper. If necessary, add cadmium chloride but avoid 
adding an excess. Finally, filter through 0.45 micron filter. Cool the sample as specified and ship or transport the filtrate and filter 
to the laboratory. In the laboratory, extract the filter with 100 mL of 5% NaOH solution for a minimum of 2 hours. Filter the ex-
tract and discard the solids. Combine the 5% NaOH-extracted filtrate with the initial filtrate, lower the pH to approximately 12 with 
concentrated hydrochloric or sulfuric acid, and analyze the combined filtrate. Because the detection limit for cyanide will be in-
creased by dilution by the filtrate from the solids, test the sample with and without the solids procedure if a low detection limit for 
cyanide is necessary. Do not use the solids procedure if a higher cyanide concentration is obtained without it. Alternatively, ana-
lyze the filtrates from the sample and the solids separately, add the amounts determined (in μg or mg), and divide by the original 
sample volume to obtain the cyanide concentration. If a ligand-exchange method is used (e.g., ASTM D6888), it may be nec-
essary to increase the ligand-exchange reagent to offset any excess of cadmium chloride. 

(3) Sulfite, thiosulfate, or thiocyanate: If sulfite, thiosulfate, or thiocyanate is known or suspected to be present, use UV diges-
tion with a glass coil (Method Kelada-01) or ligand exchange (Method OIA–1677) to preclude cyanide loss or positive inter-
ference. 

(4) Aldehyde: If formaldehyde, acetaldehyde, or another water-soluble aldehyde is known or suspected to be present, treat the 
sample with 20 mL of 3.5% ethylenediamine solution per liter of sample. 

(5) Carbonate: Carbonate interference is evidenced by noticeable effervescence upon acidification in the distillation flask, a re-
duction in the pH of the absorber solution, and incomplete cyanide spike recovery. When significant carbonate is present, adjust 
the pH to ≥12 using calcium hydroxide instead of sodium hydroxide. Allow the precipitate to settle and decant or filter the sample 
prior to analysis (also see Standard Method 4500–CN.B.3.d). 

(6) Chlorine, hypochlorite, or other oxidant: Treat a sample known or suspected to contain chlorine, hypochlorite, or other oxi-
dant as directed in footnote 5. 

7 For dissolved metals, filter grab samples within 15 minutes of collection and before adding preservatives. For a composite 
sample collected with an automated sampler (e.g., using a 24-hour composite sampler; see 40 CFR 122.21(g)(7)(i) or 40 CFR 
part 403, appendix E), filter the sample within 15 minutes after completion of collection and before adding preservatives. If it is 
known or suspected that dissolved sample integrity will be compromised during collection of a composite sample collected auto-
matically over time (e.g., by interchange of a metal between dissolved and suspended forms), collect and filter grab samples to 
be composited (footnote 2) in place of a composite sample collected automatically. 

8 Guidance applies to samples to be analyzed by GC, LC, or GC/MS for specific compounds. 
9 If the sample is not adjusted to pH 2, then the sample must be analyzed within seven days of sampling. 
10 The pH adjustment is not required if acrolein will not be measured. Samples for acrolein receiving no pH adjustment must 

be analyzed within 3 days of sampling. 
11 When the extractable analytes of concern fall within a single chemical category, the specified preservative and maximum 

holding times should be observed for optimum safeguard of sample integrity (i.e., use all necessary preservatives and hold for 
the shortest time listed). When the analytes of concern fall within two or more chemical categories, the sample may be preserved 
by cooling to ≤6 °C, reducing residual chlorine with 0.008% sodium thiosulfate, storing in the dark, and adjusting the pH to 6–9; 
samples preserved in this manner may be held for seven days before extraction and for forty days after extraction. Exceptions to 
this optional preservation and holding time procedure are noted in footnote 5 (regarding the requirement for thiosulfate reduc-
tion), and footnotes 12, 13 (regarding the analysis of benzidine). 

12 If 1,2-diphenylhydrazine is likely to be present, adjust the pH of the sample to 4.0 ± 0.2 to prevent rearrangement to benzi-
dine. 

13 Extracts may be stored up to 30 days at < 0 °C. 
14 For the analysis of diphenylnitrosamine, add 0.008% Na2S2O3 and adjust pH to 7–10 with NaOH within 24 hours of sam-

pling. 
15 The pH adjustment may be performed upon receipt at the laboratory and may be omitted if the samples are extracted within 

72 hours of collection. For the analysis of aldrin, add 0.008% Na2S2O3. 
16 Sufficient ice should be placed with the samples in the shipping container to ensure that ice is still present when the sam-

ples arrive at the laboratory. However, even if ice is present when the samples arrive, it is necessary to immediately measure the 
temperature of the samples and confirm that the preservation temperature maximum has not been exceeded. In the isolated 
cases where it can be documented that this holding temperature cannot be met, the permittee can be given the option of on-site 
testing or can request a variance. The request for a variance should include supportive data which show that the toxicity of the 
effluent samples is not reduced because of the increased holding temperature. 

17 Samples collected for the determination of trace level mercury (<100 ng/L) using EPA Method 1631 must be collected in 
tightly-capped fluoropolymer or glass bottles and preserved with BrCl or HCl solution within 48 hours of sample collection. The 
time to preservation may be extended to 28 days if a sample is oxidized in the sample bottle. A sample collected for dissolved 
trace level mercury should be filtered in the laboratory within 24 hours of the time of collection. However, if circumstances pre-
clude overnight shipment, the sample should be filtered in a designated clean area in the field in accordance with procedures 
given in Method 1669. If sample integrity will not be maintained by shipment to and filtration in the laboratory, the sample must 
be filtered in a designated clean area in the field within the time period necessary to maintain sample integrity. A sample that has 
been collected for determination of total or dissolved trace level mercury must be analyzed within 90 days of sample collection. 

18 Aqueous samples must be preserved at ≤6 °C, and should not be frozen unless data demonstrating that sample freezing 
does not adversely impact sample integrity is maintained on file and accepted as valid by the regulatory authority. Also, for pur-
poses of NPDES monitoring, the specification of ‘‘≤ °C’’ is used in place of the ‘‘4 °C’’ and ‘‘< 4 °C’’ sample temperature require-
ments listed in some methods. It is not necessary to measure the sample temperature to three significant figures (1⁄100th of 1 de-
gree); rather, three significant figures are specified so that rounding down to 6 °C may not be used to meet the ≤6 °C require-
ment. The preservation temperature does not apply to samples that are analyzed immediately (less than 15 minutes). 
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19 An aqueous sample may be collected and shipped without acid preservation. However, acid must be added at least 24 
hours before analysis to dissolve any metals that adsorb to the container walls. If the sample must be analyzed within 24 hours 
of collection, add the acid immediately (see footnote 2). Soil and sediment samples do not need to be preserved with acid. The 
allowances in this footnote supersede the preservation and holding time requirements in the approved metals methods. 

20 To achieve the 28-day holding time, use the ammonium sulfate buffer solution specified in EPA Method 218.6. The allow-
ance in this footnote supersedes preservation and holding time requirements in the approved hexavalent chromium methods, un-
less this supersession would compromise the measurement, in which case requirements in the method must be followed. 

21 Holding time is calculated from time of sample collection to elution for samples shipped to the laboratory in bulk and cal-
culated from the time of sample filtration to elution for samples filtered in the field. 

22 Samples analysis should begin immediately, preferably within 2 hours of collection. The maximum transport time to the lab-
oratory is 6 hours, and samples should be processed within 2 hours of receipt at the laboratory. 

23 For fecal coliform samples for sewage sludge (biosolids) only, the holding time is extended to 24 hours for the following 
sample types using either EPA Method 1680 (LTB–EC) or 1681 (A–1): Class A composted, Class B aerobically digested, and 
Class B anaerobically digested. 

[38 FR 28758, Oct. 16, 1973] 

EDITORIAL NOTE: For FEDERAL REGISTER citations affecting § 136.3, see the List of CFR Sec-
tions Affected, which appears in the Finding Aids section of the printed volume and at 
www.fdsys.gov. 

§ 136.4 Application for alternate test 
procedures. 

(a) Any person may apply to the Re-
gional Administrator in the Region 
where the discharge occurs for ap-
proval of an alternative test procedure. 

(b) When the discharge for which an 
alternative test procedure is proposed 
occurs within a State having a permit 
program approved pursuant to section 
402 of the Act, the applicant shall sub-
mit his application to the Regional Ad-
ministrator through the Director of 
the State agency having responsibility 
for issuance of NPDES permits within 
such State. 

(c) Unless and until printed applica-
tion forms are made available, an ap-
plication for an alternate test proce-
dure may be made by letter in trip-
licate. Any application for an alternate 
test procedure under this paragraph (c) 
shall: 

(1) Provide the name and address of 
the responsible person or firm making 
the discharge (if not the applicant) and 
the applicable ID number of the exist-
ing or pending permit, issuing agency, 
and type of permit for which the alter-
nate test procedure is requested, and 
the discharge serial number. 

(2) Identify the pollutant or param-
eter for which approval of an alternate 
testing procedure is being requested. 

(3) Provide justification for using 
testing procedures other than those 
specified in Table I. 

(4) Provide a detailed description of 
the proposed alternate test procedure, 
together with references to published 
studies of the applicability of the alter-

nate test procedure to the effluents in 
question. 

(d) An application for approval of an 
alternate test procedure for nationwide 
use may be made by letter in triplicate 
to the Alternate Test Procedure Pro-
gram Coordinator, Office of Science 
and Technology (4303), Office of Water, 
U.S. Environmental Protection Agen-
cy, 1200 Pennsylvania Ave., NW., Wash-
ington, DC 20460. Any application for 
an alternate test procedure under this 
paragraph (d) shall: 

(1) Provide the name and address of 
the responsible person or firm making 
the application. 

(2) Identify the pollutant(s) or pa-
rameter(s) for which nationwide ap-
proval of an alternate testing proce-
dure is being requested. 

(3) Provide a detailed description of 
the proposed alternate procedure, to-
gether with references to published or 
other studies confirming the general 
applicability of the alternate test pro-
cedure to the pollutant(s) or param-
eter(s) in waste water discharges from 
representative and specified industrial 
or other categories. 

(4) Provide comparability data for 
the performance of the proposed alter-
nate test procedure compared to the 
performance of the approved test pro-
cedures. 

[38 FR 28760, Oct. 16, 1973, as amended at 41 
FR 52785, Dec. 1, 1976; 62 FR 30763, June 5, 
1997; 72 FR 11239, Mar. 12, 2007] 

§ 136.5 Approval of alternate test pro-
cedures. 

(a) The Regional Administrator of 
the region in which the discharge will 
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occur has final responsibility for ap-
proval of any alternate test procedure 
proposed by the responsible person or 
firm making the discharge. 

(b) Within thirty days of receipt of an 
application, the Director will forward 
such application proposed by the re-
sponsible person or firm making the 
discharge, together with his rec-
ommendations, to the Regional Admin-
istrator. Where the Director rec-
ommends rejection of the application 
for scientific and technical reasons 
which he provides, the Regional Ad-
ministrator shall deny the application 
and shall forward this decision to the 
Director of the State Permit Program 
and to the Alternate Test Procedure 
Program Coordinator, Office of Science 
and Technology (4303), Office of Water, 
U.S. Environmental Protection Agen-
cy, 1200 Pennsylvania Ave., NW., Wash-
ington, DC 20460. 

(c) Before approving any application 
for an alternate test procedure pro-
posed by the responsible person or firm 
making the discharge, the Regional 
Administrator shall forward a copy of 
the application to the Alternate Test 
Procedure Program Coordinator, Office 
of Science and Technology (4303), Office 
of Water, U.S. Environmental Protec-
tion Agency, 1200 Pennsylvania Ave., 
NW., Washington, DC 20460. 

(d) Within ninety days of receipt by 
the Regional Administrator of an ap-
plication for an alternate test proce-
dure, proposed by the responsible per-
son or firm making the discharge, the 
Regional Administrator shall notify 
the applicant and the appropriate 
State agency of approval or rejection, 
or shall specify the additional informa-
tion which is required to determine 
whether to approve the proposed test 
procedure. Prior to the expiration of 
such ninety day period, a recommenda-
tion providing the scientific and other 
technical basis for acceptance or rejec-
tion will be forwarded to the Regional 
Administrator by the Alternate Test 
Procedure Program Coordinator, Wash-
ington, DC. A copy of all approval and 
rejection notifications will be for-
warded to the Alternate Test Proce-
dure Program Coordinator, Office of 
Science and Technology (4303), Office of 
Water, U.S. Environmental Protection 
Agency, 1200 Pennsylvania Ave., NW., 

Washington, DC 20460, for the purposes 
of national coordination. 

(e) Approval for nationwide use. (1) As 
expeditiously as is practicable after re-
ceipt by the Alternate Test Procedure 
Program Coordinator, Washington, DC, 
of an application for an alternate test 
procedure for nationwide use, the Al-
ternate Test Procedure Program Coor-
dinator, Washington, DC, shall notify 
the applicant in writing whether the 
application is complete. If the applica-
tion is incomplete, the applicant shall 
be informed of the information nec-
essary to make the application com-
plete. 

(2) As expeditiously as is practicable 
after receipt of a complete package, 
the Alternate Test Procedure Program 
Coordinator shall perform any analysis 
necessary to determine whether the al-
ternate test procedure satisfies the ap-
plicable requirements of this part, and 
the Alternate Test Procedure Program 
Coordinator shall recommend to the 
Administrator that he/she approve or 
reject the application and shall also 
notify the application of the rec-
ommendation. 

(3) As expeditiously as practicable, 
an alternate method determined by the 
Administrator to satisfy the applicable 
requirements of this part shall be pro-
posed by EPA for incorporation in sub-
section 136.3 of 40 CFR part 136. EPA 
shall make available for review all the 
factual bases for its proposal, including 
any performance data submitted by the 
applicant and any available EPA anal-
ysis of those data. 

(4) Following a period of public com-
ment, EPA shall, as expeditiously as 
practicable, publish in the FEDERAL 
REGISTER a final decision to approve or 
reject the alternate method. 

[38 FR 28760, Oct. 16, 1973, as amended at 41 
FR 52785, Dec. 1, 1976; 55 FR 33440, Aug. 15, 
1990; 62 FR 30763, June 5, 1997; 72 FR 11239, 
Mar. 12, 2007] 

§ 136.6 Method modifications and ana-
lytical requirements. 

(a) Definitions of terms used in this sec-
tion. 

(1) Analyst means the person or lab-
oratory using a test procedure (analyt-
ical method) in this Part. 

(2) Chemistry of the method means the 
reagents and reactions used in a test 
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procedure that allow determination of 
the analyte(s) of interest in an environ-
mental sample. 

(3) Determinative technique means the 
way in which an analyte is identified 
and quantified (e.g., colorimetry, mass 
spectrometry). 

(4) Equivalent Performance means that 
the modified method produces results 
that meet the QC acceptance criteria of 
the approved method at this part. 

(5) Method-defined analyte means an 
analyte defined solely by the method 
used to determine the analyte. Such an 
analyte may be a physical parameter, a 
parameter that is not a specific chem-
ical, or a parameter that may be com-
prised of a number of substances. Ex-
amples of such analytes include tem-
perature, oil and grease, total sus-
pended solids, total phenolics, tur-
bidity, chemical oxygen demand, and 
biochemical oxygen demand. 

(6) QC means ‘‘quality control.’’ 
(b) Method modifications—(1) Allowable 

changes. Except as set forth in para-
graph (b)(3) of this section, an analyst 
may modify an approved test procedure 
(analytical method) provided that the 
chemistry of the method or the deter-
minative technique is not changed, and 
provided that the requirements of para-
graph (b)(2) of this section are met. 

(i) Potentially acceptable modifica-
tions regardless of current method per-
formance include changes between 
automated and manual discrete instru-
mentation; changes in the calibration 
range (provided that the modified 
range covers any relevant regulatory 
limit); changes in equipment such as 
using similar equipment from a vendor 
other than that mentioned in the 
method (e.g., a purge-and-trap device 
from OIA rather than Tekmar), 
changes in equipment operating pa-
rameters such as changing the moni-
toring wavelength of a colorimeter or 
modifying the temperature program for 
a specific GC column; changes to 
chromatographic columns (treated in 
greater detail in paragraph (d) of this 
section); and increases in purge-and- 
trap sample volumes (provided speci-
fications in paragraph (e) of this sec-
tion are met). The changes are only al-
lowed provided that all the require-
ments of paragraph (b)(2) of this sec-
tion are met. 

(ii) If the characteristics of a waste-
water matrix prevent efficient recov-
ery of organic pollutants and prevent 
the method from meeting QC require-
ments, the analyst may attempt to re-
solve the issue by using salts as speci-
fied in Guidance on Evaluation, Resolu-
tion, and Documentation of Analytical 
Problems Associated with Compliance 
Monitoring (EPA 821–B–93–001, June 
1993), provided that such salts do not 
react with or introduce the target pol-
lutant into the sample (as evidenced by 
the analysis of method blanks, labora-
tory control samples, and spiked sam-
ples that also contain such salts) and 
that all requirements of paragraph 
(b)(2) of this section are met. 
Chlorinated samples must be 
dechlorinated prior to the addition of 
such salts. 

(iii) If the characteristics of a waste-
water matrix result in poor sample dis-
persion or reagent deposition on equip-
ment and prevents the analyst from 
meeting QC requirements, the analysts 
may attempt to resolve the issue by 
adding an inert surfactant (i.e. a sur-
factant that will not affect the chem-
istry of the method), which may in-
clude Brij-35 or sodium dodecyl sulfate 
(SDS), provided that such surfactant 
does not react with or introduce the 
target pollutant into the sample (as 
evidenced by the analysis of method 
blanks, laboratory control samples, 
and spiked samples that also contain 
such surfactant) and that all require-
ments of paragraph (b)(2) of this sec-
tion are met. Chlorinated samples 
must be dechlorinated prior to the ad-
dition of such surfactant. 

(2) Requirements. A modified method 
must produce equivalent performance 
to the approved methods for the 
analyte(s) of interest, and the equiva-
lent performance must be documented. 

(i) Requirements for establishing equiv-
alent performance 

(A) If the approved method contains 
QC tests and QC acceptance criteria, 
the modified method must use these QC 
tests and the modified method must 
meet the QC acceptance criteria. The 
Analyst may only rely on QC tests and 
QC acceptance criteria in a method if 
it includes wastewater matrix QC tests 
and QC acceptance criteria (e.g., as ma-
trix spikes) and both initial (start-up) 
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and ongoing QC tests and QC accept-
ance criteria. 

(B) If the approved method does not 
contain QC tests and QC acceptance 
criteria, or if the QC tests and QC ac-
ceptance criteria in the method do not 
meet the requirements of paragraph 
(b)(2)(i)(A) of this section, the analyst 
must employ QC tests specified in Pro-
tocol for EPA Approval of Alternate Test 
Procedures for Organic and Inorganic 
Analytes in Wastewater and Drinking 
Water (EPA–821–B–98–002, March 1999) 
and meet the QC provisions specified 
therein. In addition, the Analyst must 
perform on-going QC tests, including 
assessment of performance of the modi-
fied method on the sample matrix (e.g., 
analysis of a matrix spike/matrix spike 
duplicate pair for every twenty sam-
ples of a discharge analyzed), and anal-
ysis of an ongoing precision and recov-
ery sample and a blank with each 
batch of 20 or fewer samples. 

(C) Calibration must be performed 
using the modified method and the 
modified method must be tested with 
every wastewater matrix to which it 
will be applied (up to nine distinct 
matrices; as described in the ATP Pro-
tocol, after validation in nine distinct 
matrices, the method may be applied 
to all wastewater matrices), in addi-
tion to any and all reagent water tests. 
If the performance in the wastewater 
matrix or reagent water does not meet 
the QC acceptance criteria the method 
modification may not be used. 

(D) Analysts must test representa-
tive effluents with the modified meth-
od, and demonstrate that the results 
are equivalent or superior to results 
with the unmodified method. 

(ii) Requirements for documentation. 
The modified method must be docu-
mented in a method write-up or an ad-
dendum that describes the modifica-
tion(s) to the approved method. The 
write-up or addendum must include a 
reference number (e.g., method num-
ber), revision number, and revision 
date so that it may be referenced accu-
rately. In addition, the organization 
that uses the modified method must 
document the results of QC tests and 
keep these records, along with a copy 
of the method write-up or addendum, 
for review by an auditor. 

(3) Restrictions. An analyst may not 
modify an approved analytical method 
for a method-defined analyte. In addi-
tion, an analyst may not modify an ap-
proved method if the modification 
would result in measurement of a dif-
ferent form or species of an analyte 
(e.g., a change to a metals digestion or 
total cyanide distillation). An analyst 
may also may not modify any sample 
preservation and/or holding time re-
quirements of an approved method. 

(c) Analytical requirements for multi- 
analyte methods (Target Analytes). For 
the purpose of NPDES reporting, the 
discharger or permittee must meet QC 
requirements only for the analyte(s) 
being measured and reported under the 
NPDES permit. 

(d) The following modifications to 
approved methods are authorized in the 
circumstances described below: 

(1) Capillary column. Use of a cap-
illary (open tubular) GC column rather 
than a packed column is allowed with 
EPA Methods 601–613, 624, 625, and 
1624B in Appendix A to this part, pro-
vided that all QC tests for the approved 
method are performed and all QC ac-
ceptance criteria are met. When chang-
ing from a packed column to a cap-
illary column, retention times will 
change. Analysts are not required to 
meet retention time specified in the 
approved method when this change is 
made. Instead, analysts must generate 
new retention time tables with cap-
illary columns to be kept on file along 
with other startup test and ongoing QC 
data, for review by auditors. 

(2) Increased sample volume in purge 
and trap methodology. Use of increased 
sample volumes, up to a maximum of 
25 mL, is allowed for an approved 
method, provided that the height of the 
water column in the purge vessel is at 
least 5 cm. The analyst should also use 
one or more surrogate analytes that 
are chemically similar to the analytes 
of interest in order to demonstrate 
that the increased sample volume does 
not adversely affect the analytical re-
sults. 

[72 FR 11239, Mar. 12, 2007] 
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APPENDIX A TO PART 136—METHODS FOR 
ORGANIC CHEMICAL ANALYSIS OF 
MUNICIPAL AND INDUSTRIAL WASTE-
WATER 

METHOD 601—PURGEABLE HALOCARBONS 

1. Scope and Application 

1.1 This method covers the determination 
of 29 purgeable halocarbons. 

The following parameters may be deter-
mined by this method: 

Parameter STORET 
No. CAS No. 

Bromodichloromethane ............... 32101 75–27–4 
Bromoform .................................. 32104 75–25–2 
Bromomethane ............................ 34413 74–83–9 
Carbon tetrachloride ................... 32102 56–23–5 
Chlorobenzene ............................ 34301 108–90–7 
Chloroethane ............................... 34311 75–00–3 
2-Chloroethylvinyl ether .............. 34576 100–75–8 
Chloroform .................................. 32106 67–66–3 
Chloromethane ............................ 34418 74–87–3 
Dibromochloromethane ............... 32105 124–48–1 
1,2-Dichlorobenzene ................... 34536 95–50–1 
1,3-Dichlorobenzene ................... 34566 541–73–1 
1,4-Dichlorobenzene ................... 34571 106–46–7 
Dichlorodifluoromethane ............. 34668 75–71–8 
1,1-Dichloroethane ...................... 34496 75–34–3 
1,2-Dichloroethane ...................... 34531 107–06–2 
1,1-Dichloroethane ...................... 34501 75–35–4 
trans-1,2-Dichloroethene ............. 34546 156–60–5 
1,2-Dichloropropane .................... 34541 78–87–5 
cis-1,3-Dichloropropene .............. 34704 10061–01–5 
trans-1,3-Dichloropropene .......... 34699 10061–02–6 
Methylene chloride ...................... 34423 75–09–2 
1,1,2,2-Tetrachloroethane ........... 34516 79–34–5 
Tetrachloroethene ....................... 34475 127–18–4 
1,1,1-Trichloroethane .................. 34506 71–55–6 
1,1,2-Trichloroethane .................. 34511 79–00–5 
Tetrachloroethene ....................... 39180 79–01–6 
Trichlorofluoromethane ............... 34488 75–69–4 
Vinyl chloride ............................... 39715 75–01–4 

1.2 This is a purge and trap gas 
chromatographic (GC) method applicable to 
the determination of the compounds listed 
above in municipal and industrial discharges 
as provided under 40 CFR 136.1. When this 
method is used to analyze unfamiliar sam-
ples for any or all of the compounds above, 
compound identifications should be sup-
ported by at least one additional qualitative 
technique. This method describes analytical 
conditions for a second gas chromatographic 
column that can be used to confirm measure-
ments made with the primary column. Meth-
od 624 provides gas chromatograph/mass 
spectrometer (GC/MS) conditions appro-
priate for the qualitative and quantitative 
confirmation of results for most of the pa-
rameters listed above. 

1.3 The method detection limit (MDL, de-
fined in Section 12.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the operation of a purge and trap 
system and a gas chromatograph and in the 
interpretation of gas chromatograms. Each 
analyst must demonstrate the ability to gen-
erate acceptable results with this method 
using the procedure described in Section 8.2. 

2. Summary of Method 

2.1 An inert gas is bubbled through a 5-mL 
water sample contained in a specially-de-
signed purging chamber at ambient tempera-
ture. The halocarbons are efficiently trans-
ferred from the aqueous phase to the vapor 
phase. The vapor is swept through a sorbent 
trap where the halocarbons are trapped. 
After purging is completed, the trap is heat-
ed and backflushed with the inert gas to 
desorb the halocarbons onto a gas 
chromatographic column. The gas chro-
matograph is temperature programmed to 
separate the halocarbons which are then de-
tected with a halide-specific detector. 2,3 

2.2 The method provides an optional gas 
chromatographic column that may be help-
ful in resolving the compounds of interest 
from interferences that may occur. 

3. Interferences 

3.1 Impurities in the purge gas and or-
ganic compounds outgassing from the plumb-
ing ahead of the trap account for the major-
ity of contamination problems. The analyt-
ical system must be demonstrated to be free 
from contamination under the conditions of 
the analysis by running laboratory reagent 
blanks as described in Section 8.1.3. The use 
of non-Teflon plastic tubing, non-Teflon 
thread sealants, or flow controllers with rub-
ber components in the purge and trap system 
should be avoided. 

3.2 Samples can be contaminated by diffu-
sion of volatile organics (particularly fluoro-
carbons and methylene chloride) through the 
septum seal ilto the sample during shipment 
and storage. A field reagent blank prepared 
from reagent water and carried through the 
sampling and handling protocol can serve as 
a check on such contamination. 

3.3 Contamination by carry-over can 
occur whenever high level and low level sam-
ples are sequentially analyzed. To reduce 
carry-over, the purging device and sample 
syringe must be rinsed with reagent water 
between sample analyses. Whenever an un-
usually concentrated sample is encountered, 
it should be followed by an analysis of rea-
gent water to check for cross contamination. 
For samples containing large amounts of 
water-soluble materials, suspended solids, 
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high boiling compounds or high organohalide 
levels, it may be necessary to wash out the 
purging device with a detergent solution, 
rinse it with distilled water, and then dry it 
in a 105°C oven between analyses. The trap 
and other parts of the system are also sub-
ject to contamination; therefore, frequent 
bakeout and purging of the entire system 
may be required. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4,6 for 
the information of the analyst. 

4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: carbon tetrachloride, chlo-
roform, 1,4-dichlorobenzene, and vinyl chlo-
ride. Primary standards of these toxic com-
pounds should be prepared in a hood. A 
NIOSH/MESA approved toxic gas respirator 
should be worn when the analyst handles 
high concentrations of these toxic com-
pounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete sam-
pling. 

5.1.1 Vial—25-mL capacity or larger, 
equipped with a screw cap with a hole in the 
center (Pierce #13075 or equivalent). Deter-
gent wash, rinse with tap and distilled water, 
and dry at 105 °C before use. 

5.1.2 Septum—Teflon-faced silicone 
(Pierce #12722 or equivalent). Detergent 
wash, rinse with tap and distilled water, and 
dry at 105 °C for 1 h before use. 

5.2 Purge and trap system—The purge and 
trap system consists of three separate pieces 
of equipment: a purging device, trap, and 
desorber. Several complete systems are now 
commercially available. 

5.2.1 The purging device must be designed 
to accept 5-mL samples with a water column 
at least 3 cm deep. The gaseous head space 
between the water column and the trap must 
have a total volume of less than 15 mL. The 
purge gas must pass through the water col-
umn as finely divided bubbles with a diame-
ter of less than 3 mm at the origin. The 
purge gas must be introduced no more than 

5 mm from the base of the water column. 
The purging device illustrated in Figure 1 
meets these design criteria. 

5.2.2 The trap must be at least 25 cm long 
and have an inside diameter of at least 0.105 
in. The trap must be packed to contain the 
following minimum lengths of adsorbents: 1.0 
cm of methyl silicone coated packing (Sec-
tion 6.3.3), 7.7 cm of 2,6-diphenylene oxide 
polymer (Section 6.3.2), 7.7 cm of silica gel 
(Section 6.3.4), 7.7 cm of coconut charcoal 
(Section 6.3.1). If it is not necessary to ana-
lyze for dichlorodifluoromethane, the char-
coal can be eliminated, and the polymer sec-
tion lengthened to 15 cm. The minimum 
specifications for the trap are illustrated in 
Figure 2. 

5.2.3 The desorber must be capable of rap-
idly heating the trap to 180 °C. The polymer 
section of the trap should not be heated 
higher than 180 °C and the remaining sec-
tions should not exceed 200 °C. The desorber 
illustrated in Figure 2 meets these design 
criteria. 

5.2.4 The purge and trap system may be 
assembled as a separate unit or be coupled to 
a gas chromatograph as illustrated in Fig-
ures 3 and 4. 

5.3 Gas chromatograph—An analytical 
system complete with a temperature pro-
grammable gas chromatograph suitable for 
on-column injection and all required acces-
sories including syringes, analytical col-
umns, gases, detector, and strip-chart re-
corder. A data system is recommended for 
measuring peak areas. 

5.3.1 Column 1—8 ft long × 0.1 in. ID stain-
less steel or glass, packed with 1% SP–1000 
on Carbopack B (60/80 mesh) or equivalent. 
This column was used to develop the method 
performance statements in Section 12. 
Guidelines for the use of alternate column 
packings are provided in Section 10.1. 

5.3.2 Column 2—6 ft long × 0.1 in. ID stain-
less steel or glass, packed with chemically 
bonded n-octane on Porasil-C (100/120 mesh) 
or equivalent. 

5.3.3 Detector—Electrolytic conductivity 
or microcoulometric detector. These types of 
detectors have proven effective in the anal-
ysis of wastewaters for the parameters listed 
in the scope (Section 1.1). The electrolytic 
conductivity detector was used to develop 
the method performance statements in Sec-
tion 12. Guidelines for the use of alternate 
detectors are provided in Section 10.1. 

5.4 Syringes—5-mL glass hypodermic with 
Luerlok tip (two each), if applicable to the 
purging device. 

5.5 Micro syringes—25-μL, 0.006 in. ID nee-
dle. 

5.6 Syringe valve—2-way, with Luer ends 
(three each). 

5.7 Syringe—5-mL, gas-tight with shut-off 
valve. 

5.8 Bottle—15-mL, screw-cap, with Teflon 
cap liner. 
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5.9 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.1.1 Reagent water can be generated by 
passing tap water through a carbon filter bed 
containing about 1 lb of activated carbon 
(Filtrasorb-300, Calgon Corp., or equivalent). 

6.1.2 A water purification system 
(Millipore Super-Q or equivalent) may be 
used to generate reagent water. 

6.1.3 Reagent water may also be prepared 
by boiling water for 15 min. Subsequently, 
while maintaining the temperature at 90 °C, 
bubble a contaminant-free inert gas through 
the water for 1 h. While still hot, transfer 
the water to a narrow mouth screw-cap bot-
tle and seal with a Teflon-lined septum and 
cap. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Trap Materials: 
6.3.1 Coconut charcoal—6/10 mesh sieved 

to 26 mesh, Barnabey Cheney, CA–580–26 lot # 
M–2649 or equivalent. 

6.3.2 2,6-Diphenylene oxide polymer— 
Tenax, (60/80 mesh), chromatographic grade 
or equivalent. 

6.3.3 Methyl silicone packing—3% OV–1 on 
Chromosorb-W (60/80 mesh) or equivalent. 

6.3.4 Silica gel—35/60 mesh, Davison, 
grade-15 or equivalent. 

6.4 Methanol—Pesticide quality or equiv-
alent. 

6.5 Stock standard solutions—Stock 
standard solutions may be prepared from 
pure standard materials or purchased as cer-
tified solutions. Prepare stock standard solu-
tions in methanol using assayed liquids or 
gases as appropriate. Because of the toxicity 
of some of the organohalides, primary dilu-
tions of these materials should be prepared 
in a hood. A NIOSH/MESA approved toxic 
gas respirator should be used when the ana-
lyst handles high concentrations of such ma-
terials. 

6.5.1 Place about 9.8 mL of methanol into 
a 10-mL ground glass stoppered volumetric 
flask. Allow the flask to stand, unstoppered, 
for about 10 min or until all alcohol wetted 
surfaces have dried. Weigh the flask to the 
learest 0.1 mg. 

6.5.2 Add the assayed reference material: 
6.5.2.1 Liquid—Using a 100 μL syringe, im-

mediately add two or more drops of assayed 
reference material to the flask, then re-
weigh. Be sure that the drops fall directly 
into the alcohol without contacting the neck 
of the flask. 

6.5.2.2 Gases—To prepare standards for 
any of the six halocarbons that boil below 
30 ° C (bromomethane, chloroethane, 
chloromethane, dichlorodifluoromethane, 
trichlorofluoromethane, vinyl chloride), fill 

a 5-mL valved gas-tight syringe with the ref-
erence standard to the 5.0-mL mark. Lower 
the needle to 5 mm above the methanol me-
niscus. Slowly introduce the reference stand-
ard above the surface of the liquid (the heavy 
gas will rapidly dissolve into the methanol). 

6.5.3 Reweigh, dilute to volume, stopper, 
then mix by inverting the flask several 
times. Calculate the concentration in μg/μL 
from the net gain in weight. When compound 
purity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the malufacturer or by an inde-
pendent source. 

6.5.4 Transfer the stock standard solution 
into a Teflon-sealed screw-cap bottle. Store, 
with minimal headspace, at ¥10 to ¥20 °C 
and protect from light. 

6.5.5 Prepare fresh standards weekly for 
the six gases and 2-chloroethylvinyl ether. 
All other standards must be replaced after 
one month, or sooner if comparison with 
check standards indicates a problem. 

6.6 Secondary dilution standards—Using 
stock standard solutions, prepare secondary 
dilution standards in methanol that contain 
the compounds of interest, either singly or 
mixed together. The secondary dilution 
standards should be prepared at concentra-
tions such that the aqueous calibration 
standards prepared in Section 7.3.1 or 7.4.1 
will bracket the working range of the ana-
lytical system. Secondary dilution standards 
should be stored with minimal headspace and 
should be checked frequently for signs of 
degradation or evaporation, especially just 
prior to preparing calibration standards from 
them. 

6.7 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Assemble a purge and trap system that 
meets the specifications in Section 5.2. Con-
dition the trap overnight at 180 °C by 
backflushing with an inert gas flow of at 
least 20 mL/min. Condition the trap for 10 
min once daily prior to use. 

7.2 Connect the purge and trap system to 
a gas chromatograph. The gas chro-
matograph must be operated using tempera-
ture and flow rate conditions equivalent to 
those given in Table 1. Calibrate the purge 
and trap-gas chromatographic system using 
either the external standard technique (Sec-
tion 7.3) or the internal standard technique 
(Section 7.4). 

7.3 External standard calibration proce-
dure: 

7.3.1 Prepare calibration standards at a 
miminum of three concentration levels for 
each parameter by carefully adding 20.0 μL of 
one or more secondary dilution standards to 
100, 500, or 1000 μL of reagent water. A 25-μL 
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syringe with a 0.006 in. ID needle should be 
used for this operation. One of the external 
standards should be at a concentration near, 
but above, the MDL (Table 1) and the other 
concentrations should correspond to the ex-
pected range of concentrations found in real 
samples or should define the working range 
of the detector. These aqueous standards can 
be stored up to 24 h, if held in sealed vials 
with zero headspace as described in Section 
9.2. If not so stored, they must be discarded 
after 1 h. 

7.3.2 Analyze each calibration standard 
according to Section 10, and tabulate peak 
height or area responses versus the con-
centration in the standard. The results can 
be used to prepare a calibration curve for 
each compound. Alternatively, if the ratio of 
response to concentration (calibration fac-
tor) is a constant over the working range 
(<10% relative standard deviation, RSD), lin-
earity through the origin can be assumed 
and the average ratio or calibration factor 
can be used in place of a calibration curve. 

7.4 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. The compounds recommended for use as 
surrogate spikes in Section 8.7 have been 
used successfully as internal standards, be-
cause of their generally unique retention 
times. 

7.4.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest as described in 
Section 7.3.1. 

7.4.2 Prepare a spiking solution con-
taining each of the internal standards using 
the procedures described in Sections 6.5 and 
6.6. It is recommended that the secondary di-
lution standard be prepared at a concentra-
tion of 15 μg/mL of each internal standard 
compound. The addition of 10 μL of this 
standard to 5.0 mL of sample or calibration 
standard would be equivalent to 30 μg/L. 

7.4.3 Analyze each calibration standard 
according to Section 10, adding 10 μL of in-
ternal standard spiking solution directly to 
the syringe (Section 10.4). Tabulate peak 
height or area responses against concentra-
tion for each compound and internal stand-
ard, and calculate response factors (RF) for 
each compound using Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard. 
Cs=Concentration of the parameter to be 

measured. 
If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.5 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of a 
QC check sample. 

7.5.1 Prepare the QC check sample as de-
scribed in Section 8.2.2. 

7.5.2 Analyze the QC check sample accord-
ing to Section 10. 

7.5.3 For each parameter, compare the re-
sponse (Q) with the corresponding calibra-
tion acceptance criteria found in Table 2. If 
the responses for all parameters of interest 
fall within the designated ranges, analysis of 
actual samples can begin. If any individual Q 
falls outside the range, proceed according to 
Section 7.5.4. 

NOTE: The large number of parameters in 
Table 2 present a substantial probability 
that one or more will not meet the calibra-
tion acceptance criteria when all parameters 
are analyzed. 

7.5.4 Repeat the test only for those pa-
rameters that failed to meet the calibration 
acceptance criteria. If the response for a pa-
rameter does not fall within the range in 
this second test, a new calibration curve, 
calibration factor, or RF must be prepared 
for that parameter according to Section 7.3 
or 7.4. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
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with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tion 10.1) to improve the separations or lower 
the cost of measurements. Each time such a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2. 

8.1.3 Each day, the analyst must analyze a 
reagent water blank to demonstrate that 
interferences from the analytical system are 
under control. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 10 
μg/mL in methanol. The QC check sample 
concentrate must be obtained from the U.S. 
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Prepare a QC check sample to con-
tain 20 μg/L of each parameter by adding 200 
μL of QC check sample concentrate to 100 mL 
of reagent water. 

8.2.3 Analyze four 5-mL aliquots of the 
well-mixed QC check sample according to 
Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter of in-
terest using the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-

teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, then the system performance is 
unacceptable for that parameter. 

NOTE: The large number of parameters in 
Table 2 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.3. 

8.2.6.2 Beginning with Section 8.2.3, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.3. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 20 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.2 Analyze one 5-mL sample aliquot to 
determine the background concentration (B) 
of each parameter. If necessary, prepare a 
new QC check sample concentrate (Section 
8.2.1) appropriate for the background con-
centrations in the sample. Spike a second 5- 
mL sample aliquot with 10 μL of the QC 
check sample concentrate and analyze it to 
determine the concentration after spiking 
(A) of each parameter. Calculate each per-
cent recovery (P) as 100(A¥B)%/T, where T is 
the known true value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
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of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than 20 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 3, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 3, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. If the entire list of parameters in Table 
2 must be measured in the sample in Section 
8.3, the probability that the analysis of a QC 
check standard will be required is high. In 
this case the QC check standard should be 
routinely analyzed with the spiked sample. 

8.4.1 Prepare the QC check standard by 
adding 10 μL of QC check sample concentrate 
(Section 8.2.1 or 8.3.2) to 5 mL of reagent 
water. The QC check standard needs only to 
contain the parameters that failed criteria 
in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 

spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If p̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

8.7 The analyst should monitor both the 
performance of the analytical system and 
the effectiveness of the method in dealing 
with each sample matrix by spiking each 
sample, standard, and reagent water blank 
with surrogate halocarbons. A combination 
of bromochloromethane, 2-bromo-1- 
chloropropane, and 1,4-dichlorobutane is rec-
ommended to encompass the range of the 
temperature program used in this method. 
From stock standard solutions prepared as 
in Section 6.5, add a volume to give 750 μg of 
each surrogate to 45 mL of reagent water 
contained in a 50-mL volumetric flask, mix 
and dilute to volume for a concentration of 
15 ng/μL. Add 10 μL of this surrogate spiking 
solution directly into the 5-mL syringe with 
every sample and reference standard ana-
lyzed. Prepare a fresh surrogate spiking solu-
tion on a weekly basis. If the internal stand-
ard calibration procedure is being used, the 
surrogate compounds may be added directly 
to the internal standard spiking solution 
(Section 7.4.2). 

9. Sample Collection, Preservation, and 
Handling 

9.1 All samples must be iced or refrig-
erated from the time of collection until anal-
ysis. If the sample contains free or combined 
chlorine, add sodium thiosulfate preserva-
tive (10 mg/40 mL is sufficient for up to 5 
ppm Cl2) to the empty sample bottle just 
prior to shipping to the sampling site. EPA 
Methods 330.4 and 330.5 may be used for 
measurement of residual chlorine. 8 Field 
test kits are available for this purpose. 

9.2 Grab samples must be collected in 
glass containers having a total volume of at 
least 25 mL. Fill the sample bottle just to 
overflowing in such a manner that no air 
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bubbles pass through the sample as the bot-
tle is being filled. Seal the bottle so that no 
air bubbles are entrapped in it. If preserva-
tive has been added, shake vigorously for 1 
min. Maintain the hermetic seal on the sam-
ple bottle until time of analysis. 

9.3 All samples must be analyzed within 
14 days of collection. 3 

10. Procedure 

10.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are esti-
mated retention times and MDL that can be 
achieved under these conditions. An example 
of the separations achieved by Column 1 is 
shown in Figure 5. Other packed columns, 
chromatographic conditions, or detectors 
may be used if the requirements of Section 
8.2 are met. 

10.2 Calibrate the system daily as de-
scribed in Section 7. 

10.3 Adjust the purge gas (nitrogen or he-
lium) flow rate to 40 mL/min. Attach the 
trap inlet to the purging device, and set the 
purge and trap system to purge (Figure 3). 
Open the syringe valve located on the purg-
ing device sample introduction needle. 

10.4 Allow the sample to come to ambient 
temperature prior to introducing it to the 
syringe. Remove the plunger from a 5-mL sy-
ringe and attach a closed syringe valve. Open 
the sample bottle (or standard) and carefully 
pour the sample into the syringe barrel to 
just short of overflowing. Replace the sy-
ringe plunger and compress the sample. Open 
the syringe valve and vent any residual air 
while adjusting the sample volume to 5.0 mL. 
Since this process of taking an aliquot de-
stroys the validity of the sample for future 
analysis, the analyst should fill a second sy-
ringe at this time to protect against possible 
loss of data. Add 10.0 μL of the surrogate 
spiking solution (Section 8.7) and 10.0 μL of 
the internal standard spiking solution (Sec-
tion 7.4.2), if applicable, through the valve 
bore, then close the valve. 

10.5 Attach the syringe-syringe valve as-
sembly to the syringe valve on the purging 
device. Open the syringe valves and inject 
the sample into the purging chamber. 

10.6 Close both valves and purge the sam-
ple for 11.0 ±0.1 min at ambient temperature. 

10.7 After the 11-min purge time, attach 
the trap to the chromatograph, adjust the 
purge and trap system to the desorb mode 
(Figure 4), and begin to temperature pro-
gram the gas chromatograph. Introduce the 
trapped materials to the GC column by rap-
idly heating the trap to 180 °C while 
backflushing the trap with an inert gas be-
tween 20 and 60 mL/min for 4 min. If rapid 
heating of the trap cannot be achieved, the 
GC column must be used as a secondary trap 
by cooling it to 30 °C (subambient tempera-
ture, if poor peak geometry or random reten-

tion time problems persist) instead of the 
initial program temperature of 45 °C 

10.8 While the trap is being desorbed into 
the gas chromatograph, empty the purging 
chamber using the sample introduction sy-
ringe. Wash the chamber with two 5-mL 
flushes of reagent water. 

10.9 After desorbing the sample for 4 min, 
recondition the trap by returning the purge 
and trap system to the purge mode. Wait 15 
s then close the syringe valve on the purging 
device to begin gas flow through the trap. 
The trap temperature should be maintained 
at 180 °C After approximately 7 min, turn off 
the trap heater and open the syringe valve to 
stop the gas flow through the trap. When the 
trap is cool, the next sample can be ana-
lyzed. 

10.10 Identify the parameters in the sam-
ple by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

10.11 If the response for a peak exceeds 
the working range of the system, prepare a 
dilution of the sample with reagent water 
from the aliquot in the second syringe and 
reanalyze. 

11. Calculations 

11.1 Determine the concentration of indi-
vidual compounds in the sample. 

11.1.1 If the external standard calibration 
procedure is used, calculate the concentra-
tion of the parameter being measured from 
the peak response using the calibration 
curve or calibration factor determined in 
Section 7.3.2. 

11.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.4.3 and Equa-
tion 2. 

Equation 2 

Concentration ( g/L)μ =
( )( )
( )( )
A C

A RF
s is

is

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard. 

11.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 
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12. Method Performance 

12.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentration listed in 
Table 1 were obtained using reagent water. 11. 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

12.2 This method is recommended for use 
in the concentration range from the MDL to 
1000×MDL. Direct aqueous injection tech-
niques should be used to measure concentra-
tion levels above 1000×MDL. 

12.3 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 8.0 to 500 μg/L. 9 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method detection 

limit (μg/L) Column 1 Column 2 

Chloromethane ................................................................................ 1 .50 5 .28 0 .08 
Bromomethane ................................................................................ 2 .17 7 .05 1 .18 
Dichlorodifluoromethane .................................................................. 2 .62 nd 1 .81 
Vinyl chloride ................................................................................... 2 .67 5 .28 0 .18 
Chloroethane ................................................................................... 3 .33 8 .68 0 .52 
Methylene chloride .......................................................................... 5 .25 10 .1 0 .25 
Trichlorofluoromethane .................................................................... 7 .18 nd nd 
1,1-Dichloroethene .......................................................................... 7 .93 7 .72 0 .13 
1,1-Dichloroethane .......................................................................... 9 .30 12 .6 0 .07 
trans-1,2-Dichloroethene ................................................................. 10 .1 9 .38 0 .10 
Chloroform ....................................................................................... 10 .7 12 .1 0 .05 
1,2-Dichloroethane .......................................................................... 11 .4 15 .4 0 .03 
1,1,1-Trichloroethane ...................................................................... 12 .6 13 .1 0 .03 
Carbon tetrachloride ........................................................................ 13 .0 14 .4 0 .12 
Bromodichloromethane ................................................................... 13 .7 14 .6 0 .10 
1,2-Dichloropropane ........................................................................ 14 .9 16 .6 0 .04 
cis-1,3-Dichloropropene .................................................................. 15 .2 16 .6 0 .34 
Trichloroethene ................................................................................ 15 .8 13 .1 0 .12 
Dibromochloromethane ................................................................... 16 .5 16 .6 0 .09 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS—Continued 

Parameter 
Retention time (min) Method detection 

limit (μg/L) Column 1 Column 2 

1,1,2-Trichloroethane ...................................................................... 16 .5 18 .1 0 .02 
trans-1,3-Dichloropropene ............................................................... 16 .5 18 .0 0 .20 
2-Chloroethylvinyl ether ................................................................... 18 .0 nd 0 .13 
Bromoform ....................................................................................... 19 .2 19 .2 0 .20 
1,1,2,2-Tetrachloroethane ............................................................... 21 .6 nd 0 .03 
Tetrachloroethene ........................................................................... 21 .7 15 .0 0 .03 
Chlorobenzene ................................................................................ 24 .2 18 .8 0 .25 
1,3-Dichlorobenzene ....................................................................... 34 .0 22 .4 0 .32 
1,2-Dichlorobenzene ....................................................................... 34 .9 23 .5 0 .15 
1,4-Dichlorobenzene ....................................................................... 35 .4 22 .3 0 .24 

Column 1 conditions: Carbopack B (60/80 mesh) coated with 1% SP–1000 packed in an 8 ft × 0.1 in. ID stainless steel or 
glass column with helium carrier gas at 40 mL/min flow rate. Column temperature held at 45 °C for 3 min then programmed at 8 
°C/min to 220 °C and held for 15 min. 

Column 2 conditions: Porisil-C (100/120 mesh) coated with n-octane packed in a 6 ft × 0.1 in. ID stainless steel or glass col-
umn with helium carrier gas at 40 mL/min flow rate. Column temperature held at 50 °C for 3 min then programmed at 6 °C/min 
to 170 °C and held for 4 min. 

nd=not determined. 

TABLE 2—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 601 A 

Parameter Range for Q 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range P, 
Ps (%) 

Bromodichloromethane ..................................................................... 15.2–24.8 4.3 10.7–32.0 42–172 
Bromoform ......................................................................................... 14.7–25.3 4.7 5.0–29.3 13–159 
Bromomethane .................................................................................. 11.7–28.3 7.6 3.4–24.5 D–144 
Carbon tetrachloride .......................................................................... 13.7–26.3 5.6 11.8–25.3 43–143 
Chlorobenzene .................................................................................. 14.4–25.6 5.0 10.2–27.4 38–150 
Chloroethane ..................................................................................... 15.4–24.6 4.4 11.3–25.2 46–137 
2-Chloroethylvinyl ether .................................................................... 12.0–28.0 8.3 4.5–35.5 14–186 
Chloroform ......................................................................................... 15.0–25.0 4.5 12.4–24.0 49–133 
Chloromethane .................................................................................. 11.9–28.1 7.4 D–34.9 D–193 
Dibromochloromethane ..................................................................... 13.1–26.9 6.3 7.9–35.1 24–191 
1,2-Dichlorobenzene ......................................................................... 14.0–26.0 5.5 1.7–38.9 D–208 
1,3-Dichlorobenzene ......................................................................... 9.9–30.1 9.1 6.2–32.6 7–187 
1,4-Dichlorobenzene ......................................................................... 13.9–26.1 5.5 11.5–25.5 42–143 
1,1-Dichloroethane ............................................................................ 16.8–23.2 3.2 11.2–24.6 47–132 
1,2-Dichloroethane ............................................................................ 14.3–25.7 5.2 13.0–26.5 51–147 
1,1-Dichloroethene ............................................................................ 12.6–27.4 6.6 10.2–27.3 28–167 
trans-1,2-Dichloroethene ................................................................... 12.8–27.2 6.4 11.4–27.1 38–155 
1,2-Dichloropropane .......................................................................... 14.8–25.2 5.2 10.1–29.9 44–156 
cis-1,3-Dichloropropene .................................................................... 12.8–27.2 7.3 6.2–33.8 22–178 
trans-1,3-Dichloropropene ................................................................. 12.8–27.2 7.3 6.2–33.8 22–178 
Methylene chloride ............................................................................ 15.5–24.5 4.0 7.0–27.6 25–162 
1,1,2,2-Tetrachloroethane ................................................................. 9.8–30.2 9.2 6.6–31.8 8–184 
Tetrachloroethene ............................................................................. 14.0–26.0 5.4 8.1–29.6 26–162 
1,1,1-Trichloroethane ........................................................................ 14.2–25.8 4.9 10.8–24.8 41–138 
1,1,2-Trichloroethane ........................................................................ 15.7–24.3 3.9 9.6–25.4 39–136 
Trichloroethene ................................................................................. 15.4–24.6 4.2 9.2–26.6 35–146 
Trichlorofluoromethane ..................................................................... 13.3–26.7 6.0 7.4–28.1 21–156 
Vinyl chloride ..................................................................................... 13.7–26.3 5.7 8.2–29.9 28–163 

a Criteria were calculated assuming a QC check sample concentration of 20 μg/L. 
Q=Concentration measured in QC check sample, in μg/L (Section 7.5.3). 
s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 
NOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 601 

Parameter Accuracy, as re-
covery, X′ (μg/L) 

Single analyst pre-
cision, sr′ (μg/L) 

Overall precision, 
S′ (μg/L) 

Bromodichloromethane ................................................................... 1.12C¥1.02 0.11X̄+0.04 0.20X̄+1.00 
Bromoform ....................................................................................... 0.96C¥2.05 0.12X̄+0.58 0.21X̄+2.41 
Bromomethane ................................................................................ 0.76C¥1.27 0.28X̄+0.27 0.36X̄+0.94 
Carbon tetrachloride ........................................................................ 0.98C¥1.04 0.15X̄+0.38 0.20X̄+0.39 
Chlorobenzene ................................................................................ 1.00C¥1.23 0.15X̄¥0.02 0.18X̄+1.21 
Choroethane .................................................................................... 0.99C¥1.53 0.14X̄¥0.13 0.17X̄+0.63 
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TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 601— 
Continued 

Parameter Accuracy, as re-
covery, X′ (μg/L) 

Single analyst pre-
cision, sr′ (μg/L) 

Overall precision, 
S′ (μg/L) 

2-Chloroethylvinyl ether a ................................................................ 1.00C 0.20X̄ 0.35X̄ 
Chloroform ....................................................................................... 0.93C¥0.39 0.13X̄+0.15 0.19X̄¥0.02 
Chloromethane ................................................................................ 0.77C+0.18 0.28X̄¥0.31 0.52X̄+1.31 
Dibromochloromethane ................................................................... 0.94C+2.72 0.11X̄+1.10 0.24X̄+1.68 
1,2-Dichlorobenzene ....................................................................... 0.93C+1.70 0.20X̄+0.97 0.13X̄+6.13 
1,3-Dichlorobenzene ....................................................................... 0.95C+0.43 0.14X̄+2.33 0.26X̄+2.34 
1,4-Dichlorobenzene ....................................................................... 0.93C¥0.09 0.15X̄+0.29 0.20X̄+0.41 
1,1-Dichloroethane .......................................................................... 0.95C¥1.08 0.09X̄+0.17 0.14X̄+0.94 
1,2-Dichloroethane .......................................................................... 1.04C¥1.06 0.11X̄+0.70 0.15X̄+0.94 
1,1-Dichloroethene .......................................................................... 0.98C¥0.87 0.21X̄¥0.23 0.29X̄¥0.40 
trans-1,2-Dichloroethene ................................................................. 0.97C¥0.16 0.11X̄+1.46 0.17X̄+1.46 
1,2-Dichloropropane a ..................................................................... 1.00C 0.13X̄ 0.23X̄ 
cis-1,3-Dichloropropene a ................................................................ 1.00C 0.18X̄ 0.32X̄ 
trans-1,3-Dichloropropene a ............................................................ 1.00C 0.18X̄ 0.32X̄ 
Methylene chloride .......................................................................... 0.91C¥0.93 0.11X̄+0.33 0.21X̄+1.43 
1,1,2,2-Tetrachloroethene ............................................................... 0.95C+0.19 0.14X̄+2.41 0.23X̄+2.79 
Tetrachloroethene ........................................................................... 0.94C+0.06 0.14X̄+0.38 0.18X̄+2.21 
1,1,1-Trichloroethane ...................................................................... 0.90C¥0.16 0.15X̄+0.04 0.20X̄+0.37 
1,1,2-Trichloroethane ...................................................................... 0.86C+0.30 0.13X̄¥0.14 0.19X̄+0.67 
Trichloroethene ................................................................................ 0.87C+0.48 0.13X̄¥0.03 0.23X̄+0.30 
Trichlorofluoromethane .................................................................... 0.89C¥0.07 0.15X̄+0.67 0.26X̄+0.91 
Vinyl chloride ................................................................................... 0.97C¥0.36 0.13X̄+0.65 0.27X̄+0.40 

X̄′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sn′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S1=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
a Estimates based upon the performance in a single laboratory. 10 
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METHOD 602—PURGEABLE AROMATICS 

1. Scope and Application 

1.1 This method covers the determination 
of various purgeable aromatics. The fol-
lowing parameters may be determined by 
this method: 

Parameter STORET 
No. CAS No. 

Benzene .......................................... 34030 71–43–2 
Chlorobenzene ................................ 34301 108–90–7 
1,2-Dichlorobenzene ....................... 34536 95–50–1 
1,3-Dichlorobenzene ....................... 34566 541–73–1 
1,4-Dichlorobenzene ....................... 34571 106–46–7 
Ethylbenzene .................................. 34371 100–41–4 
Toluene ........................................... 34010 108–88–3 

1.2 This is a purge and trap gas 
chromatographic (GC) method applicable to 
the determination of the compounds listed 
above in municipal and industrial discharges 
as provided under 40 CFR 136.1. When this 
method is used to analyze unfamiliar sam-
ples for any or all of the compounds above, 
compound identifications should be sup-
ported by at least one additional qualitative 
technique. This method describes analytical 
conditions for a second gas chromatographic 
column that can be used to confirm measure-
ments made with the primary column. Meth-
od 624 provides gas chromatograph/mass 
spectrometer (GC/MS) conditions appro-
priate for the qualitative and quantitative 
confirmation of results for all of the param-
eters listed above. 

1.3 The method detection limit (MDL, de-
fined in Section 12.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the operation of a purge and trap 
system and a gas chromatograph and in the 
interpretation of gas chromatograms. Each 
analyst must demonstrate the ability to gen-
erate acceptable results with this method 
using the procedure described in Section 8.2. 

2. Summary of Method 

2.1 An inert gas is bubbled through a 5-mL 
water sample contained in a specially-de-
signed purging chamber at ambient tempera-
ture. The aromatics are efficiently trans-
ferred from the aqueous phase to the vapor 
phase. The vapor is swept through a sorbent 
trap where the aromatics are trapped. After 
purging is completed, the trap is heated and 
backflushed with the inert gas to desorb the 
aromatics onto a gas chromatographic col-

umn. The gas chromatograph is temperature 
programmed to separate the aromatics 
which are then detected with a 
photoionization detector. 2,3 

2.2 The method provides an optional gas 
chromatographic column that may be help-
ful in resolving the compounds of interest 
from interferences that may occur. 

3. Interferences 

3.1 Impurities in the purge gas and or-
ganic compounds outgassing from the plumb-
ing ahead of the trap account for the major-
ity of contamination problems. The analyt-
ical system must be demonstrated to be free 
from contamination under the conditions of 
the analysis by running laboratory reagent 
blanks as described in Section 8.1.3. The use 
of non-Teflon plastic tubing, non-Teflon 
thread sealants, or flow controllers with rub-
ber components in the purge and trap system 
should be avoided. 

3.2 Samples can be contaminated by diffu-
sion of volatile organics through the septum 
seal into the sample during shipment and 
storage. A field reagent blank prepared from 
reagent water and carried through the sam-
pling and handling protocol can serve as a 
check on such contamination. 

3.3 Contamination by carry-over can 
occur whenever high level and low level sam-
ples are sequentially analyzed. To reduce 
carry-over, the purging device and sample 
syringe must be rinsed with reagent water 
between sample analyses. Whenever an un-
usually concentrated sample is encountered, 
it should be followed by an analysis of rea-
gent water to check for cross contamination. 
For samples containing large amounts of 
water-soluble materials, suspended solids, 
high boiling compounds or high aromatic 
levels, it may be necessary to wash the purg-
ing device with a detergent solution, rinse it 
with distilled water, and then dry it in an 
oven at 105 °C between analyses. The trap and 
other parts of the system are also subject to 
contamination; therefore, frequent bakeout 
and purging of the entire system may be re-
quired. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
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are available and have been identified 4,6 for 
the information of the analyst. 

4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: benzene and 1,4- 
dichlorobenzene. Primary standards of these 
toxic compounds should be prepared in a 
hood. A NIOSH/MESA approved toxic gas 
respirator should be worn when the analyst 
handles high concentrations of these toxic 
compounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete sam-
pling. 

5.1.1 Vial]25-mL capacity or larger, 
equipped with a screw cap with a hole in the 
center (Pierce #13075 or equivalent). Deter-
gent wash, rinse with tap and distilled water, 
and dry at 105 °C before use. 

5.1.2 Septum—Teflon-faced silicone 
(Pierce #12722 or equivalent). Detergent 
wash, rinse with tap and distilled water, and 
dry at 105 °C for 1 h before use. 

5.2 Purge and trap system—The purge and 
trap system consists of three separate pieces 
of equipment: A purging device, trap, and 
desorber. Several complete systems are now 
commercially available. 

5.2.1 The purging device must be designed 
to accept 5-mL samples with a water column 
at least 3 cm deep. The gaseous head space 
between the water column and the trap must 
have a total volume of less than 15 mL. The 
purge gas must pass through the water col-
umn as finely divided bubbles with a diame-
ter of less than 3 mm at the origin. The 
purge gas must be introduced no more than 
5 mm from the base of the water column. 
The purging device illustrated in Figure 1 
meets these design criteria. 

5.2.2 The trap must be at least 25 cm long 
and have an inside diameter of at least 0.105 
in. 

5.2.2.1 The trap is packed with 1 cm of 
methyl silicone coated packing (Section 
6.4.2) and 23 cm of 2,6-diphenylene oxide poly-
mer (Section 6.4.1) as shown in Figure 2. This 
trap was used to develop the method per-
formance statements in Section 12. 

5.2.2.2 Alternatively, either of the two 
traps described in Method 601 may be used, 
although water vapor will preclude the meas-
urement of low concentrations of benzene. 

5.2.3 The desorber must be capable of rap-
idly heating the trap to 180 °C. The polymer 
section of the trap should not be heated 
higher than 180 °C and the remaining sec-
tions should not exceed 200 °C. The desorber 
illustrated in Figure 2 meets these design 
criteria. 

5.2.4 The purge and trap system may be 
assembled as a separate unit or be coupled to 
a gas chromatograph as illustrated in Fig-
ures 3, 4, and 5. 

5.3 Gas chromatograph—An analytical 
system complete with a temperature pro-
grammable gas chromatograph suitable for 
on-column injection and all required acces-
sories including syringes, analytical col-
umns, gases, detector, and strip-chart re-
corder. A data system is recommended for 
measuring peak areas. 

5.3.1 Column 1—6 ft long × 0.082 in. ID 
stainless steel or glass, packed with 5% SP– 
1200 and 1.75% Bentone-34 on Supelcoport 
(100/120 mesh) or equivalent. This column 
was used to develop the method performance 
statements in Section 12. Guidelines for the 
use of alternate column packings are pro-
vided in Section 10.1. 

5.3.2 Column 2—8 ft long × 0.1 in ID stain-
less steel or glass, packed with 5% 1,2,3- 
Tris(2-cyanoethoxy)propane on Chromosorb 
W-AW (60/80 mesh) or equivalent. 

5.3.3 Detector—Photoionization detector 
(h-Nu Systems, Inc. Model PI–51–02 or equiv-
alent). This type of detector has been proven 
effective in the analysis of wastewaters for 
the parameters listed in the scope (Section 
1.1), and was used to develop the method per-
formance statements in Section 12. Guide-
lines for the use of alternate detectors are 
provided in Section 10.1. 

5.4 Syringes—5-mL glass hypodermic with 
Luerlok tip (two each), if applicable to the 
purging device. 

5.5 Micro syringes—25-μL, 0.006 in. ID nee-
dle. 

5.6 Syringe valve—2-way, with Luer ends 
(three each). 

5.7 Bottle—15-mL, screw-cap, with Teflon 
cap liner. 

5.8 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.1.1 Reagent water can be generated by 
passing tap water through a carbon filter bed 
containing about 1 lb of activated carbon 
(Filtrasorb-300, Calgon Corp., or equivalent). 

6.1.2 A water purification system 
(Millipore Super-Q or equivalent) may be 
used to generate reagent water. 

6.1.3 Reagent water may also be prepared 
by boiling water for 15 min. Subsequently, 
while maintaining the temperature at 90 °C, 
bubble a contaminant-free inert gas through 
the water for 1 h. While still hot, transfer 
the water to a narrow mouth screw-cap bot-
tle and seal with a Teflon-lined septum and 
cap. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Hydrochloric acid (1+1)—Add 50 mL of 

concentrated HCl (ACS) to 50 mL of reagent 
water. 

6.4 Trap Materials: 
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6.4.1 2,6-Diphenylene oxide polymer— 
Tenax, (60/80 mesh), chromatographic grade 
or equivalent. 

6.4.2 Methyl silicone packing—3% OV–1 on 
Chromosorb-W (60/80 mesh) or equivalent. 

6.5 Methanol—Pesticide quality or equiv-
alent. 

6.6 Stock standard solutions—Stock 
standard solutions may be prepared from 
pure standard materials or purchased as cer-
tified solutions. Prepare stock standard solu-
tions in methanol using assayed liquids. Be-
cause of the toxicity of benzene and 1,4- 
dichlorobenzene, primary dilutions of these 
materials should be prepared in a hood. A 
NIOSH/MESA approved toxic gas respirator 
should be used when the analyst handles 
high concentrations of such materials. 

6.6.1 Place about 9.8 mL of methanol into 
a 10–mL ground glass stoppered volumetric 
flask. Allow the flask to stand, unstoppered, 
for about 10 min or until all alcohol wetted 
surfaces have dried. Weigh the flask to the 
nearest 0.1 mg. 

6.6.2 Using a 100–μL syringe, immediately 
add two or more drops of assayed reference 
material to the flask, then reweigh. Be sure 
that the drops fall directly into the alcohol 
without contacting the neck of the flask. 

6.6.3 Reweigh, dilute to volume, stopper, 
then mix by inverting the flask several 
times. Calculate the concentration in μg/μL 
from the net gain in weight. When compound 
purity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.6.4 Transfer the stock standard solution 
into a Teflon-sealed screw-cap bottle. Store 
at 4 °C and protect from light. 

6.6.5 All standards must be replaced after 
one month, or sooner if comparison with 
check standards indicates a problem. 

6.7 Secondary dilution standards—Using 
stock standard solutions, prepare secondary 
dilution standards in methanol that contain 
the compounds of interest, either singly or 
mixed together. The secondary dilution 
standards should be prepared at concentra-
tions such that the aqueous calibration 
standards prepared in Section 7.3.1 or 7.4.1 
will bracket the working range of the ana-
lytical system. Secondary solution standards 
must be stored with zero headspace and 
should be checked frequently for signs of 
degradation or evaporation, especially just 
prior to preparing calibration standards from 
them. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Assemble a purge and trap system that 
meets the specifications in Section 5.2. Con-

dition the trap overnight at 180 °C by 
backflushing with an inert gas flow of at 
least 20 mL/min. Condition the trap for 10 
min once daily prior to use. 

7.2 Connect the purge and trap system to 
a gas chromatograph. The gas chro-
matograph must be operated using tempera-
ture and flow rate conditions equivalent to 
those given in Table 1. Calibrate the purge 
and trap-gas chromatographic system using 
either the external standard technique (Sec-
tion 7.3) or the internal standard technique 
(Section 7.4). 

7.3 External standard calibration proce-
dure: 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter by carefully adding 20.0 μL of 
one or more secondary dilution standards to 
100, 500, or 1000 mL of reagent water. A 25-μL 
syringe with a 0.006 in. ID needle should be 
used for this operation. One of the external 
standards should be at a concentration near, 
but above, the MDL (Table 1) and the other 
concentrations should correspond to the ex-
pected range of concentrations found in real 
samples or should define the working range 
of the detector. These aqueous standards 
must be prepared fresh daily. 

7.3.2 Analyze each calibration standard 
according to Section 10, and tabulate peak 
height or area responses versus the con-
centration in the standard. The results can 
be used to prepare a calibration curve for 
each compound. Alternatively, if the ratio of 
response to concentration (calibration fac-
tor) is a constant over the working range 
(<10% relative standard deviation, RSD), lin-
earity through the origin can be assumed 
and the average ratio or calibration factor 
can be used in place of a calibration curve. 

7.4 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. The compound, a,a,a,-trifluorotoluene, 
recommended as a surrogate spiking com-
pound in Section 8.7 has been used success-
fully as an internal standard. 

7.4.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest as described in 
Section 7.3.1. 

7.4.2 Prepare a spiking solution con-
taining each of the internal standards using 
the procedures described in Sections 6.6 and 
6.7. It is recommended that the secondary di-
lution standard be prepared at a concentra-
tion of 15 μg/mL of each internal standard 
compound. The addition of 10 μl of this 
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standard to 5.0 mL of sample or calibration 
standard would be equivalent to 30 μg/L. 

7.4.3 Analyze each calibration standard 
according to Section 10, adding 10 μL of in-
ternal standard spiking solution directly to 
the syringe (Section 10.4). Tabulate peak 
height or area responses against concentra-
tion for each compound and internal stand-
ard, and calculate response factors (RF) for 
each compound using Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 
Cs=Concentration of the parameter to be 

measured. 
If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.5 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of a 
QC check sample. 

7.5.1 Prepare the QC check sample as de-
scribed in Section 8.2.2. 

7.5.2 Analyze the QC check sample accord-
ing to Section 10. 

7.5.3 For each parameter, compare the re-
sponse (Q) with the corresponding calibra-
tion acceptance criteria found in Table 2. If 
the responses for all parameters of interest 
fall within the designated ranges, analysis of 
actual samples can begin. If any individual Q 
falls outside the range, a new calibration 
curve, calibration factor, or RF must be pre-
pared for that parameter according to Sec-
tion 7.3 or 7.4. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The mimimum requirements 
of this program consist of an initial dem-
onstration of laboratory capability and an 
ongoing analysis of spiked samples to evalu-
ate and document data quality. The labora-
tory must maintain records to document the 
quality of data that is generated. Ongoing 
data quality checks are compared with es-
tablished performance criteria to determine 
if the results of analyses meet the perform-
ance characteristics of the method. When re-
sults of sample spikes indicate atypical 
method performance, a quality control check 
standard must be analyzed to confirm that 
the measurements were performed in an in- 
control mode of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 

generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tion 10.1) to improve the separations or lower 
the cost of measurements. Each time such a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2. 

8.1.3 Each day, the analyst must analyze a 
reagent water blank to demonstrate that 
interferences from the analytical system are 
under control. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 10 
μg/mL in methanol. The QC check sample 
concentrate must be obtained from the U.S. 
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Prepare a QC check sample to con-
tain 20 μg/L of each parameter by adding 200 
μL of QC check sample concentrate to 100 mL 
of reagant water. 

8.2.3 Analyze four 5-mL aliquots of the 
well-mixed QC check sample according to 
Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter of in-
terest using the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
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found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 2 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.3. 

8.2.6.2 Beginning with Section 8.2.3, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.3. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 20 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.2 Analyze one 5-mL sample aliquot to 
determine the background concentration (B) 
of each parameter. If necessary, prepare a 
new QC check sample concentrate (Section 
8.2.1) appropriate for the background con-
centrations in the sample. Spike a second 5- 
mL sample aliquot with 10 μL of the QC 
check sample concentrate and analyze it to 
determine the concentration after spiking 
(A) of each parameter. Calculate each per-
cent recovery (P) as 100(A¥B)%/T, where T is 
the known true value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 

acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than 20 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 3, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 3, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T) ±2.44(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 10 μL of QC check sample concentrate 
(Section 8.2.1 or 8.3.2) to 5 mL of reagent 
water. The QC check standard needs only to 
contain the parameters that failed criteria 
in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
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and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

8.7 The analyst should monitor both the 
performance of the analytical system and 
the effectiveness of the method in dealing 
with each sample matrix by spiking each 
sample, standard, and reagent water blank 
with surrogate compounds (e.g. a, a, a,- 
trifluorotoluene) that encompass the range 
of the temperature program used in this 
method. From stock standard solutions pre-
pared as in Section 6.6, add a volume to give 
750 μg of each surrogate to 45 mL of reagent 
water contained in a 50-mL volumetric flask, 
mix and dilute to volume for a concentration 
of 15 mg/μL. Add 10 μL of this surrogate spik-
ing solution directly into the 5-mL syringe 
with every sample and reference standard 
analyzed. Prepare a fresh surrogate spiking 
solution on a weekly basis. If the internal 
standard calibration procedure is being used, 
the surrogate compounds may be added di-
rectly to the internal standard spiking solu-
tion (Section 7.4.2). 

9. Sample Collection, Preservation, and 
Handling 

9.1 The samples must be iced or refrig-
erated from the time of collection until anal-
ysis. If the sample contains free or combined 
chlorine, add sodium thiosulfate preserva-
tive (10 mg/40 mL is sufficient for up to 5 
ppm Cl2) to the empty sample bottle just 
prior to shipping to the sampling site. EPA 
Method 330.4 or 330.5 may be used for meas-
urement of residual chlorine. 8 Field test kits 
are available for this purpose. 

9.2 Collect about 500 mL of sample in a 
clean container. Adjust the pH of the sample 
to about 2 by adding 1+1 HCl while stirring. 
Fill the sample bottle in such a manner that 
no air bubbles pass through the sample as 
the bottle is being filled. Seal the bottle so 
that no air bubbles are entrapped in it. Main-

tain the hermetic seal on the sample bottle 
until time of analysis. 

9.3 All samples must be analyzed within 
14 days of collection. 3 

10. Procedure 

10.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are esti-
mated retention times and MDL that can be 
achieved under these conditions. An example 
of the separations achieved by Column 1 is 
shown in Figure 6. Other packed columns, 
chromatographic conditions, or detectors 
may be used if the requirements of Section 
8.2 are met. 

10.2 Calibrate the system daily as de-
scribed in Section 7. 

10.3 Adjust the purge gas (nitrogen or he-
lium) flow rate to 40 mL/min. Attach the 
trap inlet to the purging device, and set the 
purge and trap system to purge (Figure 3). 
Open the syringe valve located on the purg-
ing device sample introduction needle. 

10.4 Allow the sample to come to ambient 
temperature prior to introducing it to the 
syringe. Remove the plunger from a 5-mL sy-
ringe and attach a closed syringe valve. Open 
the sample bottle (or standard) and carefully 
pour the sample into the syringe barrel to 
just short of overflowing. Replace the sy-
ringe plunger and compress the sample. Open 
the syringe valve and vent any residual air 
while adjusting the sample volume to 5.0 mL. 
Since this process of taking an aliquot de-
stroys the validity of the sample for future 
analysis, the analyst should fill a second sy-
ringe at this time to protect against possible 
loss of data. Add 10.0 μL of the surrogate 
spiking solution (Section 8.7) and 10.0 μL of 
the internal standard spiking solution (Sec-
tion 7.4.2), if applicable, through the valve 
bore, then close the valve. 

10.5 Attach the syringe-syringe valve as-
sembly to the syringe valve on the purging 
device. Open the syringe valves and inject 
the sample into the purging chamber. 

10.6 Close both valves and purge the sam-
ple for 12.0 ±0.1 min at ambient temperature. 

10.7 After the 12-min purge time, dis-
connect the purging device from the trap. 
Dry the trap by maintaining a flow of 40 mL/ 
min of dry purge gas through it for 6 min 
(Figure 4). If the purging device has no provi-
sion for bypassing the purger for this step, a 
dry purger should be inserted into the device 
to minimize moisture in the gas. Attach the 
trap to the chromatograph, adjust the purge 
and trap system to the desorb mode (Figure 
5), and begin to temperature program the gas 
chromatograph. Introduce the trapped mate-
rials to the GC column by rapidly heating 
the trap to 180 °C while backflushing the trap 
with an inert gas between 20 and 60 mL/min 
for 4 min. If rapid heating of the trap cannot 
be achieved, the GC column must be used as 
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a secondary trap by cooling it to 30 °C (sub-
ambient temperature, if poor peak geometry 
and random retention time problems persist) 
instead of the initial program temperature of 
50 °C. 

10.8 While the trap is being desorbed into 
the gas chromatograph column, empty the 
purging chamber using the sample introduc-
tion syringe. Wash the chamber with two 5- 
mL flushes of reagent water. 

10.9 After desorbing the sample for 4 min, 
recondition the trap by returning the purge 
and trap system to the purge mode. Wait 15 
s, then close the syringe valve on the purg-
ing device to begin gas flow through the 
trap. The trap temperature should be main-
tained at 180 °C. After approximately 7 min, 
turn off the trap heater and open the syringe 
valve to stop the gas flow through the trap. 
When the trap is cool, the next sample can 
be analyzed. 

10.10 Identify the parameters in the sam-
ple by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

10.11 If the response for a peak exceeds 
the working range of the system, prepare a 
dilution of the sample with reagent water 
from the aliquot in the second syringe and 
reanalyze. 

11. Calculations 

11.1 Determine the concentration of indi-
vidual compounds in the sample. 

11.1.1 If the external standard calibration 
procedure is used, calculate the concentra-
tion of the parameter being measured from 
the peak response using the calibration 
curve or calibration factor determined in 
Section 7.3.2. 

11.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.4.3 and Equa-
tion 2. 

Concentration ( g/L)μ =
( )( )
( )( )
A C

A RF
s is

is

Equation 2 
where: 
As = Response for the parameter to be meas-

ured. 
Ais = Response for the internal standard. 
Cis = Concentration of the internal standard. 

11.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

12. Method Performance 

12.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 9 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

12.2 This method has been demonstrated 
to be applicable for the concentration range 
from the MDL to 100 × MDL. 9 Direct aqueous 
injection techniques should be used to meas-
ure concentration levels above 1000 × MDL. 

12.3 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 2.1 to 550 μg/L. 9 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS 

Parameter 

Retention time (min) Method 
detection 
limit (μg/ 

L) Column 1 Column 2 

Benzene ........................ 3 .33 2 .75 0 .2 

TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS—Continued 

Parameter 

Retention time (min) Method 
detection 
limit (μg/ 

L) Column 1 Column 2 

Toluene .......................... 5 .75 4 .25 0 .2 
Ethylbenzene ................. 8 .25 6 .25 0 .2 
Chlorobenzene .............. 9 .17 8 .02 0 .2 
1,4-Dichlorobenzene ..... 16 .8 16 .2 0 .3 
1,3-Dichlorobenzene ..... 18 .2 15 .0 0 .4 
1,2-Dichlorobenzene ..... 25 .9 19 .4 0 .4 

Column 1 conditions: Supelcoport (100/120 mesh) coated 
with 5% SP–1200/1.75% Bentone-34 packed in a 6 ft × 0.085 
in. ID stainless steel column with helium carrier gas at 36 mL/ 
min flow rate. Column temperature held at 50 °C for 2 min 
then programmed at 6 °C/min to 90 °C for a final hold. 

Column 2 conditions: Chromosorb W-AW (60/80 mesh) 
coated with 5% 1,2,3-Tris(2-cyanoethyoxy)propane packed in 
a 6 ft × 0.085 in. ID stainless steel column with helium carrier 
gas at 30 mL/min flow rate. Column temperature held at 40 
°C for 2 min then programmed at 2 °C/min to 100 °C for a 
final hold. 

TABLE 2—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 602 A 

Parameter Range for Q 
(μg/L) 

Limit for 
s (μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps(%) 

Benzene .......................................................................................................... 15.4–24.6 4.1 10.0–27.9 39–150 
Chlorobenzene ................................................................................................ 16.1–23.9 3.5 12.7–25.4 55–135 
1,2-Dichlorobenzene ....................................................................................... 13.6–26.4 5.8 10.6–27.6 37–154 
1,3-Dichlorobenzene ....................................................................................... 14.5–25.5 5.0 12.8–25.5 50–141 
1,4-Dichlorobenzene ....................................................................................... 13.9–26.1 5.5 11.6–25.5 42–143 
Ethylbenzene ................................................................................................... 12.6–27.4 6.7 10.0–28.2 32–160 
Toluene ........................................................................................................... 15.5–24.5 4.0 11.2–27.7 46–148 

Q=Concentration measured in QC check sample, in μg/L (Section 7.5.3). 
s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
Ps, P=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
a Criteria were calculated assuming a QC check sample concentration of 20 μg/L. 

Note: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recovery 
have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 602 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, s′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Benzene ............................................................................................................ 0.92C+0.57 0.09X̄+0.59 0.21X̄+0.56 
Chlorobenzene .................................................................................................. 0.95C+0.02 0.09X̄+0.23 0.17X̄+0.10 
1,2-Dichlorobenzene ......................................................................................... 0.93C+0.52 0.17X̄¥0.04 0.22X̄+0.53 
1,3-Dichlorobenzene ......................................................................................... 0.96C¥0.05 0.15X̄¥0.10 0.19X̄+0.09 
1,4-Dichlorobenzene ......................................................................................... 0.93C¥0.09 0.15X̄+0.28 0.20X̄+0.41 
Ethylbenzene ..................................................................................................... 0.94C+0.31 0.17X̄+0.46 0.26X̄+0.23 
Toluene .............................................................................................................. 0.94C+0.65 0.09X̄+0.48 0.18X̄+0.71 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
S′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in X μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the Concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 603—ACROLEIN AND ACRYLONITRILE 

1. Scope and Application 

1.1 This method covers the determination 
of acrolein and acrylonitrile. The following 
parameters may be determined by this meth-
od: 

Parameter STORET 
No. CAS No. 

Acrolein ........................................... 34210 107–02–8 
Acrylonitrile ...................................... 34215 107–13–1 

1.2 This is a purge and trap gas 
chromatographic (GC) method applicable to 
the determination of the compounds listed 
above in municipal and industrial discharges 
as provided under 40 CFR 136.1. When this 
method is used to analyze unfamiliar sam-
ples for either or both of the compounds 
above, compound identifications should be 
supported by at least one additional quali-
tative technique. This method describes ana-
lytical conditions for a second gas 
chromatographic column that can be used to 
confirm measurements made with the pri-
mary column. Method 624 provides gas chro-
matograph/mass spectrometer (GC/MS) con-
ditions appropriate for the qualitative and 
quantitative confirmation of results for the 
parameters listed above, if used with the 
purge and trap conditions described in this 
method. 

1.3 The method detection limit (MDL, de-
fined in Section 12.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the operation of a purge and trap 
system and a gas chromatograph and in the 
interpretation of gas chromatograms. Each 
analyst must demonstrate the ability to gen-
erate acceptable results with this method 
using the procedure described in Section 8.2. 

2. Summary of Method 

2.1 An inert gas is bubbled through a 5-mL 
water sample contained in a heated purging 
chamber. Acrolein and acrylonitrile are 
transferred from the aqueous phase to the 
vapor phase. The vapor is swept through a 
sorbent trap where the analytes are trapped. 
After the purge is completed, the trap is 
heated and backflushed with the inert gas to 
desorb the compound onto a gas 
chromatographic column. The gas chro-
matograph is temperature programmed to 

separate the analytes which are then de-
tected with a flame ionization detector. 2,3 

2.2 The method provides an optional gas 
chromatographic column that may be help-
ful in resolving the compounds of interest 
from the interferences that may occur. 

3. Interferences 

3.1 Impurities in the purge gas and or-
ganic compound outgassing from the plumb-
ing of the trap account for the majority of 
contamination problems. The analytical sys-
tem must be demonstrated to be free from 
contamination under the conditions of the 
analysis by running laboratory reagent 
blanks as described in Section 8.1.3. The use 
of non-Teflon plastic tubing, non-Teflon 
thread sealants, or flow controllers with rub-
ber components in the purge and trap system 
should be avoided. 

3.2 Samples can be contaminated by diffu-
sion of volatile organics through the septum 
seal into the sample during shipment and 
storage. A field reagent blank prepared from 
reagent water and carried through the sam-
pling and handling protocol can serve as a 
check on such contamination. 

3.3 Contamination by carry-over can 
occur whenever high level and low level sam-
ples are sequentially analyzed. To reduce 
carry-over, the purging device and sample 
syringe must be rinsed between samples with 
reagent water. Whenever an unusually con-
centrated sample is encountered, it should be 
followed by an analysis of reagent water to 
check for cross contamination. For samples 
containing large amounts of water-soluble 
materials, suspended solids, high boiling 
compounds or high analyte levels, it may be 
necessary to wash the purging device with a 
detergent solution, rinse it with distilled 
water, and then dry it in an oven at 105 °C be-
tween analyses. The trap and other parts of 
the system are also subject to contamina-
tion, therefore, frequent bakeout and purg-
ing of the entire system may be required. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this view point, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4,6 for 
the information of the analyst. 
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5. Apparatus and Materials 

5.1 Sampling equipment, for discrete sam-
pling. 

5.1.1 Vial—25-mL capacity or larger, 
equipped with a screw cap with a hole in the 
center (Pierce #13075 or equivalent). Deter-
gent wash, rinse with tap and distilled water, 
and dry at 105 °C before use. 

5.1.2 Septum—Teflon-faced silicone 
(Pierce #12722 or equivalent). Detergent 
wash, rinse with tap and distilled water and 
dry at 105 °C for 1 h before use. 

5.2 Purge and trap system—The purge and 
trap system consists of three separate pieces 
of equipment: a purging device, trap, and 
desorber. Several complete systems are now 
commercially available. 

5.2.1 The purging device must be designed 
to accept 5-mL, samples with a water column 
at least 3 cm deep. The gaseous head space 
between the water column and the trap must 
have a total volume of less than 15 mL. The 
purge gas must pass through the water col-
umn as finely divided bubbles with a diame-
ter of less than 3 mm at the origin. The 
purge gas must be introduced no more than 
5 mm from the base of the water column. 
The purging device must be capable of being 
heated to 85 °C within 3.0 min after transfer 
of the sample to the purging device and 
being held at 85 ±2 °C during the purge cycle. 
The entire water column in the purging de-
vice must be heated. Design of this modifica-
tion to the standard purging device is op-
tional, however, use of a water bath is sug-
gested. 

5.2.1.1 Heating mantle—To be used to heat 
water bath. 

5.2.1.2 Temperature controller—Equipped 
with thermocouple/sensor to accurately con-
trol water bath temperature to ±2 °C. The 
purging device illustrated in Figure 1 meets 
these design criteria. 

5.2.2 The trap must be at least 25 cm long 
and have an inside diameter of at least 0.105 
in. The trap must be packed to contain 1.0 
cm of methyl silicone coated packing (Sec-
tion 6.5.2) and 23 cm of 2,6-diphenylene oxide 
polymer (Section 6.5.1). The minimum speci-
fications for the trap are illustrated in Fig-
ure 2. 

5.2.3 The desorber must be capable of rap-
idly heating the trap to 180 °C, The desorber 
illustrated in Figure 2 meets these design 
criteria. 

5.2.4 The purge and trap system may be 
assembled as a separate unit as illustrated in 
Figure 3 or be coupled to a gas chro-
matograph. 

5.3 pH paper—Narrow pH range, about 3.5 
to 5.5 (Fisher Scientific Short Range Alkacid 
No. 2, #14–837–2 or equivalent). 

5.4 Gas chromatograph—An analytical 
system complete with a temperature pro-
grammable gas chromatograph suitable for 
on-column injection and all required acces-

sories including syringes, analytical col-
umns, gases, detector, and strip-chart re-
corder. A data system is recommended for 
measuring peak areas. 

5.4.1 Column 1—10 ft long × 2 mm ID glass 
or stainless steel, packed with Porapak-QS 
(80/100 mesh) or equivalent. This column was 
used to develop the method performance 
statements in Section 12. Guidelines for the 
use of alternate column packings are pro-
vided in Section 10.1. 

5.4.2 Column 2—6 ft long × 0.1 in. ID glass 
or stainless steel, packed with Chromosorb 
101 (60/80 mesh) or equivalent. 

5.4.3 Detector—Flame ionization detector. 
This type of detector has proven effective in 
the analysis of wastewaters for the param-
eters listed in the scope (Section 1.1), and 
was used to develop the method performance 
statements in Section 12. Guidelines for the 
use of alternate detectors are provided in 
Section 10.1. 

5.5 Syringes—5-mL, glass hypodermic 
with Luerlok tip (two each). 

5.6 Micro syringes—25-μL, 0.006 in. ID nee-
dle. 

5.7 Syringe valve—2-way, with Luer ends 
(three each). 

5.8 Bottle—15-mL, screw-cap, with Teflon 
cap liner. 

5.9 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.1.1 Reagent water can be generated by 
passing tap water through a carbon filter bed 
containing about 1 lb of activated carbon 
(Filtrasorb-300, Calgon Corp., or equivalent). 

6.1.2 A water purification system 
(Millipore Super-Q or equivalent) may be 
used to generate reagent water. 

6.1.3 Regent water may also be prepared 
by boiling water for 15 min. Subsequently, 
while maintaining the temperature at 90 °C, 
bubble a contaminant-free inert gas through 
the water for 1 h. While still hot, transfer 
the water to a narrow mouth screw-cap bot-
tle and seal with a Teflon-lined septum and 
cap. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Sodium hydroxide solution (10 N)— 

Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.4 Hydrochloric acid (1+1)—Slowly, add 
50 mL of concentrated HCl (ACS) to 50 mL of 
reagent water. 

6.5 Trap Materials: 
6.5.1 2,6-Diphenylene oxide polymer— 

Tenax (60/80 mesh), chromatographic grade 
or equivalent. 

6.5.2 Methyl silicone packing—3% OV–1 on 
Chromosorb-W (60/80 mesh) or equivalent. 
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6.6 Stock standard solutions—Stock 
standard solutions may be prepared from 
pure standard materials or purchased as cer-
tified solutions. Prepare stock standard solu-
tions in reagent water using assayed liquids. 
Since acrolein and acrylonitrile are 
lachrymators, primary dilutions of these 
compounds should be prepared in a hood. A 
NIOSH/MESA approved toxic gas respirator 
should be used when the analyst handles 
high concentrations of such materials. 

6.6.1 Place about 9.8 mL of reagent water 
into a 10-mL ground glass stoppered volu-
metric flask. For acrolein standards the rea-
gent water must be adjusted to pH 4 to 5. 
Weight the flask to the nearest 0.1 mg. 

6.6.2 Using a 100-μL syringe, immediately 
add two or more drops of assayed reference 
material to the flask, then reweigh. Be sure 
that the drops fall directly into the water 
without contacting the neck of the flask. 

6.6.3 Reweigh, dilute to volume, stopper, 
then mix by inverting the flask several 
times. Calculate the concentration in μg/μL 
from the net gain in weight. When compound 
purity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock 
staldard. Optionally, stock standard solu-
tions may be prepared using the pure stand-
ard material by volumetrically measuring 
the appropriate amounts and determining 
the weight of the material using the density 
of the material. Commercially prepared 
stock standards may be used at any con-
centration if they are certified by the 
manufactaurer or by an independent source. 

6.6.4 Transfer the stock standard solution 
into a Teflon-sealed screw-cap bottle. Store 
at 4 °C and protect from light. 

6.6.5 Prepare fresh standards daily. 
6.7 Secondary dilution standards—Using 

stock standard solutions, prepare secondary 
dilution standards in reagent water that con-
tain the compounds of interest, either singly 
or mixed together. The secondary dilution 
standards should be prepared at concentra-
tions such that the aqueous calibration 
standards prepared in Section 7.3.1 or 7.4.1 
will bracket the working range of the ana-
lytical system. Secondary dilution standards 
should be prepared daily and stored at 4 °C. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Assemble a purge and trap system that 
meets the specifications in Section 5.2. Con-
dition the trap overnight at 180 °C by 
backflushing with an inert gas flow of at 
least 20 mL/min. Condition the trap for 10 
min once daily prior to use. 

7.2 Connect the purge and trap system to 
a gas chromatograph. The gas chro-
matograph must be operated using tempera-
ture and flow rate conditions equivalent to 
those given in Table 1. Calibrate the purge 

and trap-gas chromatographic system using 
either the external standard technique (Sec-
tion 7.3) or the internal standard technique 
(Section 7.4). 

7.3 External standard calibration proce-
dure: 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter by carefully adding 20.0 μL of 
one or more secondary dilution standards to 
100, 500, or 1000 mL of reagent water. A 25-μL 
syringe with a 0.006 in. ID needle should be 
used for this operation. One of the external 
standards should be at a concentration near, 
but above, the MDL and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. These standards must be pre-
pared fresh daily. 

7.3.2 Analyze each calibration standard 
according to Section 10, and tabulate peak 
height or area responses versus the con-
centration of the standard. The results can 
be used to prepare a calibration curve for 
each compound. Alternatively, if the ratio of 
response to concentration (calibration fac-
tor) is a constant over the working range (< 
10% relative standard deviation, RSD), lin-
earity through the origin can be assumed 
and the average ratio or calibration factor 
can be used in place of a calibration curve. 

7.4 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.4.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest as described in 
Section 7.3.1. 

7.4.2 Prepare a spiking solution con-
taining each of the internal standards using 
the procedures described in Sections 6.6 and 
6.7. It is recommended that the secondary di-
lution standard be prepared at a concentra-
tion of 15 μg/mL of each internal standard 
compound. The addition of 10 μL of this 
standard to 5.0 mL of sample or calibration 
standard would be equivalent to 30 μg/L. 

7.4.3 Analyze each calibration standard 
according to Section 10, adding 10 μL of in-
ternal standard spiking solution directly to 
the syringe (Section 10.4). Tabulate peak 
height or area responses against concentra-
tion for each compound and internal stand-
ard, and calculate response factors (RF) for 
each compound using Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
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where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard. 
Cs=Concentration of the parameter to be 

measured. 
If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.5 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of a 
QC check sample. 

7.5.1 Prepare the QC check sample as de-
scribed in Section 8.2.2. 

7.5.2 Analyze the QC check sample accord-
ing to Section 10. 

7.5.3 For each parameter, compare the re-
sponse (Q) with the corresponding calibra-
tion acceptance criteria found in Table 2. If 
the responses for all parameters of interest 
fall within the designated ranges, analysis of 
actual samples can begin. If any individual Q 
falls outside the range, a new calibration 
curve, calibration factor, or RF must be pre-
pared for that parameter according to Sec-
tion 7.3 or 7.4. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tion 10.1) to improve the separations or lower 
the cost of measurements. Each time such a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2. 

8.1.3 Each day, the analyst must analyze a 
reagent water blank to demonstrate that 

interferences from the analytical system are 
under control. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 25 
μg/mL in reagent water. The QC check sam-
ple concentrate must be obtained from the 
U.S. Environmental Protection Agency, En-
vironmental Monitoring and Support Lab-
oratory in Cincinnati, Ohio, if available. If 
not available from that source, the QC check 
sample concentrate must be obtained from 
another external source. If not available 
from either source above, the QC check sam-
ple concentrate must be prepared by the lab-
oratory using stock standards prepared inde-
pendently from those used for calibration. 

8.2.2 Prepare a QC check sample to con-
tain 50 μg/L of each parameter by adding 200 
μL of QC check sample concentrate to 100 mL 
of reagent water. 

8.2.3 Analyze four 5-mL aliquots of the 
well-mixed QC check sample according to 
Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 3. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
either s exceeds the precision limit or X̄ falls 
outside the range for accuracy, the system 
performance is unacceptable for that param-
eter. Locate and correct the source of the 
problem and repeat the test for each com-
pound of interest. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
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ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 50 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.2 Analyze one 5-mL sample aliquot to 
determine the background concentration (B) 
of each parameter. If necessary, prepare a 
new QC check sample concentrate (Section 
8.2.1) appropriate for the background con-
centrations in the sample. Spike a second 5- 
mL sample aliquot with 10 μL of the QC 
check sample concentrate and analyze it to 
determine the concentration after spiking 
(A) of each parameter. Calculate each per-
cent recovery (P) as 100(A¥B)%/T, where T is 
the known true value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 3. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 10 μL of QC check sample concentrate 
(Section 8.2.1 or 8.3.2) to 5 mL of reagent 
water. The QC check standard needs only to 
contain the parameters that failed criteria 
in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-

covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 3. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn or mass spectrometer must be used. 
Whenever possible, the laboratory should 
analyze standard reference materials and 
participate in relevant performance evalua-
tion studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 All samples must be iced or refrig-
erated from the time of collection until anal-
ysis. If the sample contains free or combined 
chlorine, add sodium thiosulfate preserva-
tive (10 mg/40 mL is sufficient for up to 5 
ppm Cl2) to the empty sample bottle just 
prior to shipping to the sampling site. EPA 
Methods 330.4 and 330.5 may be used for 
measurement of residual chlorine. 8 Field 
test kits are available for this purpose. 

9.2 If acrolein is to be analyzed, collect 
about 500 mL of sample in a clean glass con-
tainer. Adjust the pH of the sample to 4 to 5 
using acid or base, measuring with narrow 
range pH paper. Samples for acrolein anal-
ysis receiving no pH adjustment must be 
analyzed within 3 days of sampling. 

9.3 Grab samples must be collected in 
glass containers having a total volume of at 
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least 25 mL. Fill the sample bottle just to 
overflowing in such a manner that no air 
bubbles pass through the sample as the bot-
tle is being filled. Seal the bottle so that no 
air bubbles are entrapped in it. If preserva-
tive has been added, shake vigorously for 1 
min. Maintain the hermetic seal on the sam-
ple bottle until time of analysis. 

9.4 All samples must be analyzed within 
14 days of collection. 3 

10. Procedure 

10.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are esti-
mated retention times and MDL that can be 
achieved under these conditions. An example 
of the separations achieved by Column 1 is 
shown in Figure 5. Other packed columns, 
chromatographic conditions, or detectors 
may be used if the requirements of Section 
8.2 are met. 

10.2 Calibrate the system daily as de-
scribed in Section 7. 

10.3 Adjust the purge gas (nitrogen or he-
lium) flow rate to 20 mL-min. Attach the 
trap inlet to the purging device, and set the 
purge and trap system to purge (Figure 3). 
Open the syringe valve located on the purg-
ing device sample introduction needle. 

10.4 Remove the plunger from a 5-mL sy-
ringe and attach a closed syringe valve. Open 
the sample bottle (or standard) and carefully 
pour the sample into the syringe barrel to 
just short of overflowing. Replace the sy-
ringe plunger and compress the sample. Open 
the syringe valve and vent any residual air 
while adjusting the sample volume to 5.0 mL. 
Since this process of taking an aliquot de-
stroys the validity of the sample for future 
analysis, the analyst should fill a second sy-
ringe at this time to protect against possible 
loss of data. Add 10.0 μL of the internal 
standard spiking solution (Section 7.4.2), if 
applicable, through the valve bore then close 
the valve. 

10.5 Attach the syringe-syringe valve as-
sembly to the syringe valve on the purging 
device. Open the syringe valves and inject 
the sample into the purging chamber. 

10.6 Close both valves and purge the sam-
ple for 15.0 ±0.1 min while heating at 85 ±2 °C. 

10.7 After the 15-min purge time, attach 
the trap to the chromatograph, adjust the 
purge and trap system to the desorb mode 
(Figure 4), and begin to temperature pro-
gram the gas chromatograph. Introduce the 
trapped materials to the GC column by rap-
idly heating the trap to 180 °C while 
backflushing the trap with an inert gas be-
tween 20 and 60 mL/min for 1.5 min. 

10.8 While the trap is being desorbed into 
the gas chromatograph, empty the purging 
chamber using the sample introduction sy-
ringe. Wash the chamber with two 5-mL 
flushes of reagent water. 

10.9 After desorbing the sample for 1.5 
min, recondition the trap by returning the 
purge and trap system to the purge mode. 
Wait 15 s then close the syringe valve on the 
purging device to begin gas flow through the 
trap. The trap temperature should be main-
tained at 210 °C. After approximately 7 min, 
turn off the trap heater and open the syringe 
valve to stop the gas flow through the trap. 
When the trap is cool, the next sample can 
be analyzed. 

10.10 Identify the parameters in the sam-
ple by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

11. Calculations 

11.1 Determine the concentration of indi-
vidual compounds in the sample. 

11.1.1 If the external standard calibration 
procedure is used, calculate the concentra-
tion of the parameter being measured from 
the peak response using the calibration 
curve or calibration factor determined in 
Section 7.3.2. 

11.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.4.3 and Equa-
tion 2. 

Concentration ( g/L)μ =
( )( )
( )( )
A C

A RF
s is

is

Equation 2 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard. 

11.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

12. Method Performance 

12.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 9 
The MDL actually achieved in a given anal-
ysis will vary depending on instrument sen-
sitivity and matrix effects. 
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12.2 This method is recommended for the 
concentration range from the MDL to 
1,000×MDL. Direct aqueous injection tech-
niques should be used to measure concentra-
tion levels above 1,000×MDL. 

12.3 In a single laboratory (Battelle-Co-
lumbus), the average recoveries and standard 
deviations presented in Table 2 were ob-
tained. 9 Seven replicate samples were ana-
lyzed at each spike level. 

References 

1. 40 CFR part 136, appendix B. 
2. Bellar, T.A., and Lichtenberg, J.J. ‘‘De-

termining Volatile Organics at Microgram- 
per-Litre-Levels by Gas Chromatography,’’ 
Journal American Water Works Association, 66, 
739 (1974). 

3. ‘‘Evaluate Test Procedures for Acrolein 
and Acrylonitrile,’’ Special letter report for 
EPA Project 4719–A, U.S. Environmental 
Protection Agency, Environmental Moni-
toring and Support Laboratory, Cincinnati, 
Ohio 45268, 27 June 1979. 

4. ‘‘Carcinogens—Working With Carcino-
gens,’’ Department of Health, Education, and 
Welfare, Public Health Service, Center for 
Disease Control, National Institute for Occu-
pational Safety and Health, Publication No. 
77–206, August 1977. 

5. ‘‘OSHA Safety and Health Standards, 
General Industry,’’ (29 CFR part 1910), Occu-
pational Safety and Health Administration, 
OSHA 2206 (Revised, January 1976). 

6. ‘‘Safety in Academic Chemistry Labora-
tories,’’ American Chemical Society Publica-
tion, Committee on Chemical Safety, 3rd 
Edition, 1979. 

7. Provost, L.P., and Elder, R.S. ‘‘Interpre-
tation of Percent Recovery Data,’’ American 
Laboratory, 15, 58–63 (1983). 

8. ‘‘Methods 330.4 (Titrimetric, DPD-FAS) 
and 330.5 (Spectrophotometric, DPD) for 
Chlorine, Total Residual,’’ Methods for 
Chemical Analysis of Water and Wastes, 
EPA–600/4–79–020, U.S. Environmental Pro-
tection Agency, Environmental Monitoring 
and Support Laboratory, Cincinnati, Ohio 
45268, March 1979. 

9. ‘‘Evaluation of Method 603 (Modified),’’ 
EPA–600/4–84–ABC, National Technical Infor-
mation Service, PB84–, Springfield, Virginia 
22161, Nov. 1984. 

TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method 

detection 
limit (μg/L) Column 1 Column 2 

Acrolein .................... 10 .6 8 .2 0 .7 
Acrylonitrile .............. 12 .7 9 .8 0 .5 

Column 1 conditions: Porapak-QS (80/100 mesh) packed in 
a 10 ft × 2 mm ID glass or stainless steel column with helium 
carrier gas at 30 mL/min flow rate. Column temperature held 
isothermal at 110 °C for 1.5 min (during desorption), then 
heated as rapidly as possible to 150 °C and held for 20 min; 
column bakeout at 190 °C for 10 min. 9 

Column 2 conditions: Chromosorb 101 (60/80 mesh) 
packed in a 6 ft. × 0.1 in. ID glass or stainless steel column 
with helium carrier gas at 40 mL/min flow rate. Column tem-
perature held isothermal at 80 °C for 4 min, then programmed 
at 50 °C/min to 120 °C and held for 12 min. 

TABLE 2—SINGLE LABORATORY ACCURACY AND PRECISION—METHOD 603 

Parameter Sample 
matrix 

Spike 
conc. 
(μg/L) 

Average 
recovery 

(μg/L) 

Standard 
deviation 

(μg/L) 

Average 
percent 
recovery 

Acrolein ................................................................................................. RW 5.0 5.2 0.2 104 
RW 50.0 51.4 0.7 103 

POTW 5.0 4.0 0.2 80 
POTW 50.0 44.4 0.8 89 

IW 5.0 0.1 0.1 2 
IW 100.0 9.3 1.1 9 

Acrylonitrile ............................................................................................ RW 5.0 4.2 0.2 84 
RW 50.0 51.4 1.5 103 

POTW 20.0 20.1 0.8 100 
POTW 100.0 101.3 1.5 101 

IW 10.0 9.1 0.8 91 
IW 100.0 104.0 3.2 104 

ARW=Reagent water. 
APOTW=Prechlorination secondary effluent from a municipal sewage treatment plant. 
AIW=Industrial wastewater containing an unidentified acrolein reactant. 

TABLE 3—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 603 A 

Parameter Range for Q 
(μg/L) 

Limit for 
S (μg/L) 

Range for X 
(μg/L) 

Range for 
P, Ps (%) 

Acrolein ..................................................................................................... 45.9–54.1 4.6 42.9–60.1 88–118 
Acrylonitrile ................................................................................................ 41.2–58.8 9.9 33.1–69.9 71–135 

a=Criteria were calculated assuming a QC check sample concentration of 50 μg/L. 9 
Q=Concentration measured in QC check sample, in μg/L (Section 7.5.3). 
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s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
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METHOD 604—PHENOLS 

1. Scope and Application 

1.1 This method covers the determination 
of phenol and certain substituted phenols. 
The following parameters may be deter-
mined by this method: 

Parameter STORET 
No. CAS No. 

4-Chloro-3-methylphenol ................. 34452 59–50–7 
2–-Chlorophenol .............................. 34586 95–57–8 
2,4-Dichlorophenol .......................... 34601 120–83–2 
2,4-Dimethylphenol ......................... 34606 105–67–9 
2,4-Dinitrophenol ............................. 34616 51–28–5 
2-Methyl-4,6-dinitrophenol .............. 34657 534–52–1 
2-Nitrophenol ................................... 34591 88–75–5 
4-Nitrophenol ................................... 34646 100–02–7 
Pentachlorophenol .......................... 39032 87–86–5 
Phenol ............................................. 34694 108–95–2 
2,4,6-Trichlorophenol ...................... 34621 88–06–2 

1.2 This is a flame ionization detector gas 
chromatographic (FIDGC) method applicable 
to the determination of the compounds listed 
above in municipal and industrial discharges 
as provided under 40 CFR 136.1. When this 

method is used to analyze unfamiliar sam-
ples for any or all of the compounds above, 
compound identifications should be sup-
ported by at least one additional qualitative 
technique. This method describes analytical 
conditions for derivatization, cleanup, and 
electron capture detector gas chroma-
tography (ECDGC) that can be used to con-
firm measurements made by FIDGC. Method 
625 provides gas chromatograph/mass spec-
trometer (GC/MS) conditions appropriate for 
the qualitative and quantitative confirma-
tion of results for all of the parameters list-
ed above, using the extract produced by this 
method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. The MDL listed in Table 
1 for each parameter was achieved with a 
flame ionization detector (FID). The MDLs 
that were achieved when the derivatization 
cleanup and electron capture detector (ECD) 
were employed are presented in Table 2. 
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1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1-L, is acidified and extracted 
with methylene chloride using a separatory 
funnel. The methylene chloride extract is 
dried and exchanged to 2-propanol during 
concentration to a volume of 10 mL or less. 
The extract is separated by gas chroma-
tography and the phenols are then measured 
with an FID. 2 

2.2 A preliminary sample wash under 
basic conditions can be employed for samples 
having high general organic and organic base 
interferences. 

2.3 The method also provides for a 
derivatization and column chromatography 
cleanup procedure to aid in the elimination 
of interferences. 2,3 The derivatives are ana-
lyzed by ECDGC. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 4 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are coextracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The derivatization cleanup proce-
dure in Section 12 can be used to overcome 
many of these interferences, but unique sam-
ples may require additional cleanup ap-
proaches to achieve the MDL listed in Tables 
1 and 2. 

3.3 The basic sample wash (Section 10.2) 
may cause significantly reduced recovery of 
phenol and 2,4-dimethylphenol. The analyst 
must recognize that results obtained under 
these conditions are minimum concentra-
tions. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this mothod has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 5,7 for 
the information of analyst. 

4.2 Special care should be taken in han-
dling pentafluorobenzyl bromide, which is a 
lachrymator, and 18-crown-6-ether, which is 
highly toxic. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
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used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, 400 mm long × 19 mm ID, with coarse 
frit filter disc. 

5.2.3 Chromatographic column—100 mm 
long × 10 mm ID, with Teflon stopcock. 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.8 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.2.9 Reaction flask—15 to 25-mL round 
bottom flask, with standard tapered joint, 
fitted with a water-cooled condenser and U- 
shaped drying tube containing granular cal-
cium chloride. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2°C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighting 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with a temperature pro-
grammable gas chromatograph suitable for 
on-column injection and all required acces-
sories including syringes, analytical col-
umns, gases, detector, and strip-chart re-
corder. A data system is recommended for 
measuring peak areas. 

5.6.1 Column for underivatized phenols— 
1.8 m long × 2 mm ID glass, packed with 1% 
SP–1240DA on Supelcoport (80/100 mesh) or 
equivalent. This column was used to develop 
the method performance statements in Sec-
tion 14. Guidelines for the use of alternate 
column packings are provided in Section 
11.1. 

5.6.2 Column for derivatized phenols—1.8 
m long × 2 mm ID glass, packed with 5% OV– 
17 on Chromosorb W-AW-DMCS (80/100 mesh) 
or equivalent. This column has proven effec-

tive in the analysis of wastewaters for 
derivatization products of the parameters 
listed in the scope (Section 1.1), and was used 
to develop the method performance state-
ments in Section 14. Guidelines for the use of 
alternate column packings are provided in 
Section 11.1. 

5.6.3 Detectors—Flame ionization and 
electron capture detectors. The FID is used 
when determining the parent phenols. The 
ECD is used when determining the 
derivatized phenols. Guidelines for the use of 
alternatve detectors are provided in Section 
11.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.3 Sodium hydroxide solution (1 N)—Dis-
solve 4 g of NaOH (ACS) in reagent water and 
dilute to 100 mL. 

6.4 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400°C for 4 h in 
a shallow tray. 

6.5 Sodium thiosulfate—(ACS) Granular. 
6.6 Sulfuric acid (1+1)—Slowly, add 50 mL 

of H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.7 Sulfuric acid (1 N)—Slowly, add 58 mL 
of H2SO4 (ACS, sp. gr. 1.84) to reagent water 
and dilute to 1 L. 

6.8 Potassium carbonate—(ACS) Pow-
dered. 

6.9 Pentafluorobenzyl bromide (a- 
Bromopentafluorotoluene)—97% minimum 
purity. 

NOTE: This chemical is a lachrymator. (See 
Section 4.2.) 

6.10 18-crown-6-ether (1,4,7,10,13,16- 
Hexaoxacyclooctadecane)—98% minimum 
purity. 

NOTE: This chemical is highly toxic. 
6.11 Derivatization reagent—Add 1 mL of 

pentafluorobenzyl bromide and 1 g of 18- 
crown-6-ether to a 50-mL volumetric flask 
and dilute to volume with 2-propanol. Pre-
pare fresh weekly. This operation should be 
carried out in a hood. Store at 4 °C and pro-
tect from light. 

6.12 Acetone, hexane, methanol, meth-
ylene chloride, 2-propanol, toluene—Pes-
ticide quality or equivalent. 

6.13 Silica gel—100/200 mesh, Davison, 
grade-923 or equivalent. Activate at 130 °C 
overnight and store in a desiccator. 

6.14 Stock standard solutions (1.00 μg/ 
μL)—Stock standard solutions may be pre-
pared from pure standard materials or pur-
chased as certified solutions. 

6.14.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in 2-propanol 
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and dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.14.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.14.3 Stock standard solutions must be 
replaced after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.15 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 To calibrate the FIDGC for the 
anaylsis of underivatized phenols, establish 
gas chromatographic operating conditions 
equivalent to those given in Table 1. The gas 
chromatographic system can be calibrated 
using the external standard technique (Sec-
tion 7.2) or the internal standard technique 
(Section 7.3). 

7.2 External standard calibration proce-
dure for FIDGC: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
2-propanol. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 2 to 5 μl, analyze 
each calibration standard according to Sec-
tion 11 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure for FIDGC—To use this approach, the 
analyst must select one or more internal 
standards that are similar in analytical be-
havior to the compounds of interest. The an-
alyst must further demonstrate that the 
measurement of the internal standard is not 

affected by method or matrix interferences. 
Because of these limitations, no internal 
standard can be suggested that is applicable 
to all samples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with 2-propanol. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 11 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is 

a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 To calibrate the ECDGC for the anal-
ysis of phenol derivatives, establish gas 
chromatographic operating conditions equiv-
alent to those given in Table 2. 

7.5.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
2-propanol. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 2) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 
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7.5.2 Each time samples are to be 
derivatized, simultaneously treat a 1-mL ali-
quot of each calibration standard as de-
scribed in Section 12. 

7.5.3 After derivatization, analyze 2 to 5 
μL of each column eluate collected according 
to the method beginning in Section 12.8 and 
tabulate peak height or area responses 
against the calculated equivalent mass of 
underivatized phenol injected. The results 
can be used to prepare a calibration curve for 
each compound. 

7.6 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.6 and 11.1) to improve the separa-
tions or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-

trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 100 
μg/mL in 2-propanol. The QC check sample 
concentrate must be obtained from the U.S. 
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 100 μg/L by adding 
1.00 mL of QC check sample concentrate to 
each of four 1-L aliquots of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 3. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Talbe 3 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.2. 

8.2.6.2 Beginning with Section 8.2.2, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00114 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



105 

Environmental Protection Agency Pt. 136, App. A, Meth. 604 

with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 100 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any, or, if 
none, (2) the larger of either 5 times higher 
than the expected background concentration 
or 100 μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 3. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 8 If spiking was 
performed at a concentration lower than 100 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 3, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 4, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-

tion in Table 4, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)%. 8 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 3. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6. It is recommended that the labora-
tory adopt additional quality assurance 
practices for use with this method. The spe-
cific practices that are most productive de-
pend upon the needs of the laboratory and 
the nature of the samples. Field duplicates 
may be analyzed to assess the precision of 
the environmental measurements. When 
doubt exists over the identification of a peak 
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on the chromatogram, confirmatory tech-
niques such as gas chromatography with a 
dissimilar column, specific element detector, 
or mass spectrometer must be used. When-
ever possible, the laboratory should analyze 
standard reference materials and participate 
in relevant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 9 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. Fill the sample bottles and, 
if residual chlorine is present, add 80 mg of 
sodium thiosulfate per liter of sample and 
mix well. EPA Methods 330.4 and 330.5 may 
be used for measurement of residual chlo-
rine. 10 Field test kits are available for this 
purpose. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of sample bottle for later determination of 
sample volume. Pour the entire sample into 
a 2-L separatory funnel. 

10.2 For samples high in organic content, 
the analyst may solvent wash the sample at 
basic pH as prescribed in Sections 10.2.1 and 
10.2.2 to remove potential method inter-
ferences. Prolonged or exhaustive contact 
with solvent during the wash may result in 
low recovery of some of the phenols, notably 
phenol and 2,4-dimethylphenol. For rel-
atively clean samples, the wash should be 
omitted and the extraction, beginning with 
Section 10.3, should be followed. 

10.2.1 Adjust the pH of the sample to 12.0 
or greater with sodium hydroxide solution. 

10.2.2 Add 60 mL of methylene chloride to 
the sample by shaking the funnel for 1 min 
with periodic venting to release excess pres-
sure. Discard the solvent layer. The wash 
can be repeated up to two additional times if 
significant color is being removed. 

10.3 Adjust the sample to a pH of 1 to 2 
with sulfuric acid. 

10.4 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 

Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.5 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.6 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.7 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.8 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.9 Increase the temperature of the hot 
water bath to 95 to 100 °C. Remove the 
Synder column and rinse the flask and its 
lower joint into the concentrator tube with 1 
to 2 mL of 2-propanol. A 5-mL syringe is rec-
ommended for this operation. Attach a two- 
ball micro-Snyder column to the concen-
trator tube and prewet the column by adding 
about 0.5 mL of 2-propanol to the top. Place 
the micro-K-D apparatus on the water bath 
so that the concentrator tube is partially 
immersed in the hot water. Adjust the 
vertical position of the apparatus and the 
water temperature as required to complete 
concentration in 5 to 10 min. At the proper 
rate of distillation the balls of the column 
will actively chatter but the chambers will 
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not flood. When the apparent volume of liq-
uid reaches 2.5 mL, remove the K-D appa-
ratus and allow it to drain and cool for at 
least 10 min. Add an additional 2 mL of 2- 
propanol through the top of the micro-Sny-
der column and resume concentrating as be-
fore. When the apparent volume of liquid 
reaches 0.5 mL, remove the K-D apparatus 
and allow it to drain and cool for at least 10 
min. 

10.10 Remove the micro-Snyder column 
and rinse its lower joint into the concen-
trator tube with a minimum amount of 2- 
propanol. Adjust the extract volume to 1.0 
mL. Stopper the concentrator tube and store 
refrigerated at 4 °C if further processing will 
not be performed immediately. If the extract 
will be stored longer than two days, it should 
be transferred to a Teflon-sealed screw-cap 
vial. If the sample extract requires no fur-
ther cleanup, proceed with FIDGC analysis 
(Section 11). If the sample requires further 
cleanup, proceed to Section 12. 

10.11 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Flame Ionization Detector Gas 
Chromatography 

11.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. An example of the 
separations achieved by this column is 
shown in Figure 1. Other packed or capillary 
(open-tubular) columns, chromatographic 
conditions, or detectors may be used if the 
requirements of Section 8.2 are met. 

11.2 Calibrate the system daily as de-
scribed in Section 7. 

11.3 If the internal standard calibration 
procedure is used, the internal standard 
must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

11.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 11 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, and the 
resulting peak size in area or peak height 
units. 

11.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound may be used to calculate a sug-

gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

11.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

11.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, an alternative gas chromatographic 
procedure is required. Section 12 describes a 
derivatization and column chromatographic 
procedure which has been tested and found 
to be a practical means of analyzing phenols 
in complex extracts. 

12. Derivatization and Electron Capture 
Detector Gas Chromatography 

12.1 Pipet a 1.0-mL aliquot of the 2-pro-
panol solution of standard or sample extract 
into a glass reaction vial. Add 1.0 mL of 
derivatizing reagent (Section 6.11). This 
amount of reagent is sufficient to derivatize 
a solution whose total phenolic content does 
not exceed 0.3 mg/mL. 

12.2 Add about 3 mg of potassium car-
bonate to the solution and shake gently. 

12.3 Cap the mixture and heat it for 4 h at 
80 °C in a hot water bath. 

12.4 Remove the solution from the hot 
water bath and allow it to cool. 

12.5 Add 10 mL of hexane to the reaction 
flask and shake vigorously for 1 min. Add 3.0 
mL of distilled, deionized water to the reac-
tion flask and shake for 2 min. Decant a por-
tion of the organic layer into a concentrator 
tube and cap with a glass stopper. 

12.6 Place 4.0 g of silica gel into a 
chromatographic column. Tap the column to 
settle the silica gel and add about 2 g of an-
hydrous sodium sulfate to the top. 

12.7 Preelute the column with 6 mL of 
hexane. Discard the eluate and just prior to 
exposure of the sodium sulfate layer to the 
air, pipet onto the column 2.0 mL of the 
hexane solution (Section 12.5) that contains 
the derivatized sample or standard. Elute the 
column with 10.0 mL of hexane and discard 
the eluate. Elute the column, in order, with: 
10.0 mL of 15% toluene in hexane (Fraction 
1); 10.0 mL of 40% toluene in hexane (Frac-
tion 2); 10.0 mL of 75% toluene in hexane 
(Fraction 3); and 10.0 mL of 15% 2-propanol 
in toluene (Fraction 4). All elution mixtures 
are prepared on a volume: volume basis. 
Elution patterns for the phenolic derivatives 
are shown in Table 2. Fractions may be com-
bined as desired, depending upon the specific 
phenols of interest or level of interferences. 

12.8 Analyze the fractions by ECDGC. 
Table 2 summarizes the recommended oper-
ating conditions for the gas chromatograph. 
Included in this table are retention times 
and MDL that can be achieved under these 
conditions. An example of the separations 
achieved by this column is shown in Figure 
2. 
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12.9 Calibrate the system daily with a 
minimum of three aliquots of calibration 
standards, containing each of the phenols of 
interest that are derivatized according to 
Section 7.5. 

12.10 Inject 2 to 5 μL of the column frac-
tions into the gas chromatograph using the 
solvent-flush technique. Smaller (1.0 μL) vol-
umes can be injected if automatic devices 
are employed. Record the volume injected to 
the nearest 0.05 μL, and the resulting peak 
size in area or peak height units. If the peak 
response exceeds the linear range of the sys-
tem, dilute the extract and reanalyze. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample analyzed by 
FIDGC (without derivatization) as indicated 
below. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Determine the concentration of indi-
vidual compounds in the sample analyzed by 
derivatization and ECDGC according to 
Equation 4. 

Concentration ( g/L)μ =
( )( )( )( )
( )( )( )( )
A V B D

V V C E
t

i s

Equation 4 

where: 
A=Mass of underivatized phenol represented 

by area of peak in sample chromatogram, 
determined from calibration curve in Sec-
tion 7.5.3 (ng). 

Vi=Volume of eluate injected (μL). 
Vt=Total volume of column eluate or com-

bined fractions from which Vi was taken 
(μL). 

Vs=Volume of water extracted in Section 
10.10 (mL). 

B=Total volume of hexane added in Section 
12.5 (mL). 

C=Volume of hexane sample solution added 
to cleanup column in Section 12.7 (mL). 

D=Total volume of 2-propanol extract prior 
to derivatization (mL). 

E=Volume of 2-propanol extract carried 
through derivatization in Section 12.1 
(mL). 
13.3 Report results in μg/L without correc-

tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in Ta-
bles 1 and 2 were obtained using reagent 
water. 12 Similar results were achieved using 
representative wastewaters. The MDL actu-
ally achieved in a given analysis will vary 
depending on instrument sensitivity and ma-
trix effects. 

14.2 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked as six concentrations 
over the range 12 to 450 μg/L. 13 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships for a flame ionization detector are pre-
sented in Table 4. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS 

Parameter Retention 
time (min) 

Method de-
tection limit 

(μg/L) 

2-Chlorophenol .......................... 1.70 0 .31 
2-Nitrophenol ............................. 2.00 0 .45 
Phenol ....................................... 3.01 0 .14 
2,4-Dimethylphenol .................... 4.03 0 .32 
2,4-Dichlorophenol ..................... 4.30 0 .39 
2,4,6-Trichlorophenol ................. 6.05 0 .64 
4-Chloro-3-methylphenol ........... 7.50 0 .36 
2,4-Dinitrophenol ....................... 10.00 13 .0 
2-Methyl-4,6-dinitrophenol ......... 10.24 16 .0 
Pentachlorophenol ..................... 12.42 7 .4 
4-Nitrophenol ............................. 24.25 2 .8 

Column conditions: Supelcoport (80/100 mesh) coated with 
1% SP–1240DA packed in a 1.8 m long × 2 mm ID glass col-
umn with nitrogen carrier gas at 30 mL/min flow rate. Column 
temperature was 80 °C at injection, programmed immediately 
at 8 °C/min to 150 °C final temperature. MDL were deter-
mined with an FID. 

TABLE 2—SILICA GEL FRACTIONATION AND ELECTRON CAPTURE GAS CHROMATOGRAPHY OF PFBB 
DERIVATIVES 

Parent compound 

Percent recovery by frac-
tion a Retention 

time (min) 

Method 
detection 

limit (μg/L) 1 2 3 4 

2-Chlorophenol ............................................................................................ ........ 90 1 ........ 3.3 0 .58 
2-Nitrophenol ............................................................................................... ........ ........ 9 90 9.1 0 .77 
Phenol ......................................................................................................... ........ 90 10 ........ 1.8 2 .2 
2,4-Dimethylphenol ..................................................................................... ........ 95 7 ........ 2.9 0 .63 
2,4-Dichlorophenol ...................................................................................... ........ 95 1 ........ 5.8 0 .68 
2,4,6-Trichlorophenol .................................................................................. 50 50 ........ ........ 7.0 0 .58 
4-Chloro-3-methylphenol ............................................................................. ........ 84 14 ........ 4.8 1 .8 
Pentachlorophenol ...................................................................................... 75 20 ........ ........ 28.8 0 .59 
4-Nitrophenol ............................................................................................... ........ ........ 1 90 14.0 0 .70 

Column conditions: Chromosorb W-AW-DMCS (80/100 mesh) coated with 5% OV–17 packed in a 1.8 m long × 2.0 mm ID 
glass column with 5% methane/95% argon carrier gas at 30 mL/min flow rate. Column temperature held isothermal at 200 °C. 
MDL were determined with an ECD. 

a Eluant composition: 
Fraction 1—15% toluene in hexane. 
Fraction 2—40% toluene in hexane. 
Fraction 3—75% toluene in hexane. 
Fraction 4—15% 2-propanol in toluene. 
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TABLE 3—QC ACCEPTANCE CRITERIA—METHOD 604 

Parameter 
Test 
conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps (per-

cent) 

4-Chloro-3-methylphenol ..................................................................................... 100 16.6 56.7–113.4 49–122 
2-Chlorophenol .................................................................................................... 100 27.0 54.1–110.2 38–126 
2,4-Dichlorophenol .............................................................................................. 100 25.1 59.7–103.3 44–119 
2,4-Dimethylphenol ............................................................................................. 100 33.3 50.4–100.0 24–118 
4,6-Dinitro-2-methylphenol .................................................................................. 100 25.0 42.4–123.6 30–136 
2,4-Dinitrophenol ................................................................................................. 100 36.0 31.7–125.1 12–145 
2-Nitrophenol ....................................................................................................... 100 22.5 56.6–103.8 43–117 
4-Nitrophenol ....................................................................................................... 100 19.0 22.7–100.0 13–110 
Pentachlorophenol .............................................................................................. 100 32.4 56.7–113.5 36–134 
Phenol ................................................................................................................. 100 14.1 32.4–100.0 23–108 
2,4,6-Trichlorophenol .......................................................................................... 100 16.6 60.8–110.4 53–119 

s—Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄—Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps—Percent recovery measured (Section 8.3.2, Section 8.4.2). 

NOTE: These criteria are based directly upon the method performance data in Table 4. Where necessary, the limits for recov-
ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 4. 

TABLE 4—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 604 

Parameter Accuracy, as re-
covery, X′ (μg/L) 

Single Analyst 
precision, sr′ (μg/ 

L) 

Overall precision, 
S′ (μg/L) 

4-Chloro-3-methylphenol ................................................................. 0.87C–1.97 0.11X̄–0.21 0.16X̄+1.41 
2-Chlorophenol ................................................................................ 0.83C–0.84 0.18X̄+0.20 0.21X̄+0.75 
2,4-Dichlorophenol .......................................................................... 0.81C+0.48 0.17X̄–0.02 0.18X̄+0.62 
2,4-Dimethylphenol .......................................................................... 0.62C–1.64 0.30X̄–0.89 0.25X̄+0.48 
4,6-Dinitro-2-methylphenol .............................................................. 0.84C–1.01 0.15X̄+1.25 0.19X̄+5.85 
2,4-Dinitrophenol ............................................................................. 0.80C–1.58 0.27X̄–1.15 0.29X̄+4.51 
2-Nitrophenol ................................................................................... 0.81C–0.76 0.15X̄+0.44 0.14X̄+3.84 
4-Nitrophenol ................................................................................... 0.46C+0.18 0.17X̄+2.43 0.19X̄+4.79 
Pentachlorophenol ........................................................................... 0.83C+2.07 0.22X̄–0.58 0.23X̄+0.57 
Phenol ............................................................................................. 0.43C+0.11 0.20X̄–0.88 0.17X̄+0.77 
2,4,6-Trichlorophenol ....................................................................... 0.86C–0.40 0.10X̄+0.53 0.13X̄+2.40 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 605—BENZIDINES 

1. Scope and Application 

1.1 This method covers the determination 
of certain benzidines. The following param-
eters can be determined by this method: 

Parameter Storet No CAS No. 

Benzidine ................................... 39120 92–87–5 
3,3′-Dichlorobenzidine ............... 34631 91–94–1 

1.2 This is a high performance liquid chro-
matography (HPLC) method applicable to 
the determination of the compounds listed 
above in municipal and industrial discharges 

as provided under 40 CFR 136.1. When this 
method is used to analyze unfamiliar sam-
ples for the compounds above, identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes electrochemical conditions at a 
second potential which can be used to con-
firm measurements made with this method. 
Method 625 provides gas chromatograph/mass 
spectrometer (GC/MS) conditions appro-
priate for the qualitative and quantitative 
confirmation of results for the parameters 
listed above, using the extract produced by 
this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
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listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of the interferences 
in the sample matrix. 

1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of HPLC instrumentation 
and in the interpretation of liquid 
chromatograms. Each analyst must dem-
onstrate the ability to generate acceptable 
results with this method using the procedure 
described in Section 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with chloro-
form using liquid-liquid extractions in a 
separatory funnel. The chloroform extract is 
extracted with acid. The acid extract is then 
neutralized and extracted with chloroform. 
The final chloroform extract is exchanged to 
methanol while being concentrated using a 
rotary evaporator. The extract is mixed with 
buffer and separated by HPLC. The benzidine 
compounds are measured with an electro-
chemical detector. 2 

2.2 The acid back-extraction acts as a 
general purpose cleanup to aid in the elimi-
nation of interferences. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials may not be eliminated by this treat-
ment. Solvent rinses with acetone and pes-
ticide quality hexane may be substituted for 
the muffle furnace heating. Volumetric ware 
should not be heated in a muffle furnace. 
After drying and cooling, glassware should 
be sealed and stored in a clean environment 
to prevent any accumulation of dust or other 
contaminants. Store inverted or capped with 
aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedures that are in-
herent in the extraction step are used to 
overcome many of these interferences, but 
unique samples may require additional 
cleanup approaches to achieve the MDL list-
ed in Table 1. 

3.3 Some dye plant effluents contain large 
amounts of components with retention times 
closed to benzidine. In these cases, it has 
been found useful to reduce the electrode po-
tential in order to eliminate interferences 
and still detect benzidine. (See Section 12.7.) 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health harzard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4,6 for 
the information of the analyst. 

4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: benzidine and 3,3′- 
dichlorobenzidine. Primary standards of 
these toxic compounds should be prepared in 
a hood. A NIOSH/MESA approved toxic gas 
respirator should be worn when the analyst 
handles high concentrations of these toxic 
compounds. 

4.3 Exposure to chloroform should be 
minimized by performing all extractions and 
extract concentrations in a hood or other 
well-ventiliated area. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
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chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4°C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested): 

5.2.1 Separatory funnels—2000, 1000, and 
250-mL, with Teflon stopcock. 

5.2.2 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.2.3 Rotary evaporator. 
5.2.4 Flasks—Round bottom, 100–mL, with 

24/40 joints. 
5.2.5 Centrifuge tubes—Conical, grad-

uated, with Teflon-lined screw caps. 
5.2.6 Pipettes—Pasteur, with bulbs. 
5.3 Balance—Analytical, capable of accu-

rately weighing 0.0001 g. 
5.4 High performance liquid chro-

matograph (HPLC)—An analytical system 
complete with column supplies, high pres-
sure syringes, detector, and compatible re-
corder. A data system is recommended for 
measuring peak areas and retention times. 

5.4.1 Solvent delivery system—With pulse 
damper, Altex 110A or equivalent. 

5.4.2 Injection valve (optional)—Waters 
U6K or equivalent. 

5.4.3 Electrochemical detector—Bio-
analytical Systems LC–2A with glassy car-
bon electrode, or equivalent. This detector 
has proven effective in the analysis of 
wastewaters for the parameters listed in the 
scope (Section 1.1), and was used to develop 
the method performance statements in Sec-
tion 14. Guidelines for the use of alternate 
detectors are provided in Section 12.1. 

5.4.4 Electrode polishing kit—Princeton 
Applied Research Model 9320 or equivalent. 

5.4.5 Column—Lichrosorb RP–2, 5 micron 
particle diameter, in a 25 cm × 4.6 mm ID 
stainless steel column. This column was used 
to develop the method performance state-
ments in Section 14. Guidelines for the use of 
alternate column packings are provided in 
Section 12.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (5 N)—Dis-
solve 20 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.3 Sodium hydroxide solution (1 M)—Dis-
solve 40 g of NaOH (ACS) in reagent water 
and dilute to 1 L. 

6.4 Sodium thiosulfate—(ACS) Granular. 
6.5 Sodium tribasic phosphate (0.4 M)— 

Dissolve 160 g of trisodium phosphate deca-
hydrate (ACS) in reagent water and dilute to 
1 L. 

6.6 Sulfuric acid (1+1)—Slowly, add 50 mL 
of H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.7 Sulfuric acid (1 M)—Slowly, add 58 mL 
of H2SO4 (ACS, sp. gr. 1.84) to reagent water 
and dilute to 1 L. 

6.8 Acetate buffer (0.1 M, pH 4.7)—Dissolve 
5.8 mL of glacial acetic acid (ACS) and 13.6 g 
of sodium acetate trihydrate (ACS) in rea-
gent water which has been purified by filtra-
tion through a RO–4 Millipore System or 
equivalent and dilute to 1 L. 

6.9 Acetonitrile, chloroform (preserved 
with 1% ethanol), methanol—Pesticide qual-
ity or equivalent. 

6.10 Mobile phase—Place equal volumes of 
filtered acetonitrile (Millipore type FH filter 
or equivalent) and filtered acetate buffer 
(Millipore type GS filter or equivalent) in a 
narrow-mouth, glass container and mix thor-
oughly. Prepare fresh weekly. Degas daily by 
sonicating under vacuum, by heating and 
stirring, or by purging with helium. 

6.11 Stock standard solutions (1.00 μg/ 
μL)—Stock standard solutions may be pre-
pared from pure standard materials or pur-
chased as certified solutions. 

6.11.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in methanol 
and dilute to volume in a 10–mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.11.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.11.3 Stock standard solutions must be 
replaced after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.12 Quality control check sample con-
centrate—See Section 8.2.1. 
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7. Calibration 

7.1 Establish chromatographic operating 
conditions equivalent to those given in Table 
1. The HPLC system can be calibrated using 
the external standard technique (Section 7.2) 
or the internal standard technique (Section 
7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
mobile phase. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using syringe injections of 5 to 25 μL 
or a constant volume injection loop, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with mobile phase. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using syringe injections of 5 to 25 μL 
or a constant volume injection loop, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-

sponse factors (RF) for each compound using 
Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is 

a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. If serious loss of response occurs, 
polish the electrode and recalibrate. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.9, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 
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8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing benzidine 
and/or 3,3′-dichlorobenzidine at a concentra-
tion of 50 μg/mL each in methanol. The QC 
check sample concentrate must be obtained 
from the U.S. Environmental Protection 
Agency, Environmental Monitoring and Sup-
port Laboratory in Cincinnati, Ohio, if avail-
able. If not available from that source, the 
QC check sample concentrate must be ob-
tained from another external source. If not 
available from either source above, the QC 
check sample concentrate must be prepared 
by the laboratory using stock standards pre-
pared independently from those used for cali-
bration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 50 μg/L by adding 
1.00 mL of QC check sample concentrate to 
each of four 1–L-L aliquots of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-

acceptable for that parameter. Locate and 
correct the source of the problem and repeat 
the test for all parameters of interest begin-
ning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 50 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 50 
μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than 50 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 3, substituting 
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the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 3, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Sections 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 

over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
HPLC with a dissimilar column, gas chroma-
tography, or mass spectrometer must be 
used. Whenever possible, the laboratory 
should analyze standard reference materials 
and participate in relevant performance 
evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 8 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4°C and stored in the dark from the 
time of collection until extraction. Both 
benzidine and 3,3′-dichlorobenzidine are eas-
ily oxidized. Fill the sample bottles and, if 
residual chlorine is present, add 80 mg of so-
dium thiosulfate per liter of sample and mix 
well. EPA Methods 330.4 and 330.5 may be 
used for measurement of residual chlorine. 9 
Field test kits are available for this purpose. 
After mixing, adjust the pH of the sample to 
a range of 2 to 7 with sulfuric acid. 

9.3 If 1,2-diphenylhydrazine is likely to be 
present, adjust the pH of the sample to 4.0 
±0.2 to prevent rearrangement to benzidine. 

9.4 All samples must be extracted within 7 
days of collection. Extracts may be held up 
to 7 days before analysis, if stored under an 
inert (oxidant free) atmosphere. 2 The ex-
tract should be protected from light. 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. Check the pH 
of the sample with wide-range pH paper and 
adjust to within the range of 6.5 to 7.5 with 
sodium hydroxide solution or sulfuric acid. 

10.2 Add 100 mL of chloroform to the sam-
ple bottle, seal, and shake 30 s to rinse the 
inner surface. (Caution: Handle chloroform 
in a well ventilated area.) Transfer the sol-
vent to the separatory funnel and extract 
the sample by shaking the funnel for 2 min 
with periodic venting to release excess pres-
sure. Allow the organic layer to separate 
from the water phase for a minimum of 10 
min. If the emulsion interface between lay-
ers is more than one-third the volume of the 
solvent layer, the analyst must employ me-
chanical techniques to complete the phase 
separation. The optimum technique depends 
upon the sample, but may include stirring, 
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filtration of the emulsion through glass 
wool, centrifugation, or other physical meth-
ods. Collect the chloroform extract in a 250- 
mL separatory funnel. 

10.3 Add a 50-mL volume of chloroform to 
the sample bottle and repeat the extraction 
procedure a second time, combining the ex-
tracts in the separatory funnel. Perform a 
third extraction in the same manner. 

10.4 Separate and discard any aqueous 
layer remaining in the 250-mL separatory 
funnel after combining the organic extracts. 
Add 25 mL of 1 M sulfuric acid and extract 
the sample by shaking the funnel for 2 min. 
Transfer the aqueous layer to a 250-mL beak-
er. Extract with two additional 25-mL por-
tions of 1 M sulfuric acid and combine the 
acid extracts in the beaker. 

10.5 Place a stirbar in the 250-mL beaker 
and stir the acid extract while carefully add-
ing 5 mL of 0.4 M sodium tribasic phosphate. 
While monitoring with a pH meter, neu-
tralize the extract to a pH between 6 and 7 by 
dropwise addition of 5 N sodium hydroxide 
solution while stirring the solution vigor-
ously. Approximately 25 to 30 mL of 5 N so-
dium hydroxide solution will be required and 
it should be added over at least a 2-min pe-
riod. Do not allow the sample pH to exceed 8. 

10.6 Transfer the neutralized extract into 
a 250-mL separatory funnel. Add 30 mL of 
chloroform and shake the funnel for 2 min. 
Allow the phases to separate, and transfer 
the organic layer to a second 250-mL sepa-
ratory funnel. 

10.7 Extract the aqueous layer with two 
additional 20-mL aliquots of chloroform as 
before. Combine the extracts in the 250-mL 
separatory funnel. 

10.8 Add 20 mL of reagent water to the 
combined organic layers and shake for 30 s. 

10.9 Transfer the organic extract into a 
100-mL round bottom flask. Add 20 mL of 
methanol and concentrate to 5 mL with a ro-
tary evaporator at reduced pressure and 35 
°C. An aspirator is recommended for use as 
the source of vacuum. Chill the receiver with 
ice. This operation requires approximately 10 
min. Other concentration techniques may be 
used if the requirements of Section 8.2 are 
met. 

10.10 Using a 9-in. Pasteur pipette, trans-
fer the extract to a 15-mL, conical, screw-cap 
centrifuge tube. Rinse the flask, including 
the entire side wall, with 2-mL portions of 
methanol and combine with the original ex-
tract. 

10.11 Carefully concentrate the extract to 
0.5 mL using a gentle stream of nitrogen 
while heating in a 30 °C water bath. Dilute to 
2 mL with methanol, reconcentrate to 1 mL, 
and dilute to 5 mL with acetate buffer. Mix 
the extract thoroughly. Cap the centrifuge 
tube and store refrigerated and protected 
from light if further processing will not be 
performed immediately. If the extract will 
be stored longer than two days, it should be 

transferred to a Teflon-sealed screw-cap vial. 
If the sample extract requires no further 
cleanup, proceed with HPLC analysis (Sec-
tion 12). If the sample requires further clean-
up, proceed to Section 11. 

10.12 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1,000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst first 
must demonstrate that the requirements of 
Section 8.2 can be met using the method as 
revised to incorporate the cleanup proce-
dure. 

12. High Performance Liquid Chromatography 

12.1 Table 1 summarizes the recommended 
operating conditions for the HPLC. Included 
in this table are retention times, capacity 
factors, and MDL that can be achieved under 
these conditions. An example of the separa-
tions achieved by this HPLC column is 
shown in Figure 1. Other HPLC columns, 
chromatographic conditions, or detectors 
may be used if the requirements of Section 
8.2 are met. When the HPLC is idle, it is ad-
visable to maintain a 0.1 mL/min flow 
through the column to prolong column life. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the instrument. 

12.4 Inject 5 to 25 μL of the sample extract 
or standard into the HPLC. If constant vol-
ume injection loops are not used, record the 
volume injected to the nearest 0.05 μL, and 
the resulting peak size in area or peak 
height units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract with mobile phase and reanalyze. 
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12.7 If the measurement of the peak re-
sponse for benzidine is prevented by the pres-
ence of interferences, reduce the electrode 
potential to +0.6 V and reanalyze. If the ben-
zidine peak is still obscured by interferences, 
further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 10 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 

over the concentration range from 7×MDL to 
3000×MDL. 10 

14.3 This method was tested by 17 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 1.0 to 70 μg/L. 11 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter Retention 
time (min) 

Column ca-
pacity factor 

(k′) 

Method de-
tection limit 

(μg/L) 

Benzidine ....................................................................................................................... 6.1 1.44 0.08 
3,3′-Dichlorobenzidine ................................................................................................... 12.1 3.84 0.13 

HPLC Column conditions: Lichrosorb RP–2, 5 micron particle size, in a 25 cm×4.6 mm ID stainless steel column. Mobile 
Phase: 0.8 mL/min of 50% acetonitrile/50% 0.1M pH 4.7 acetate buffer. The MDL were determined using an electrochemical de-
tector operated at +0.8 V. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 605 

Parameter 
Test 

conc. (μg/ 
L) 

Limit for s 
(μg/L) 

Range for 
X̄ (μg/L) 

Range for 
P, Ps 

(percent) 

Benzidine ............................................................................................................. 50 18.7 9.1–61.0 D–140 
3.3′-Dichlorobenzidine ......................................................................................... 50 23.6 18.7–50.0 5–128 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 

Note: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recovery 
have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 605 

Parameter 
Accuracy, as 

recovery, 
X′(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Benzidine ........................................................................................................... 0.70C+0.06 0.28X̄+0.19 0.40X̄+0.18 
3,3′-Dichlorobenzidine ....................................................................................... 0.66C+0.23 0.39X̄¥0.05 0.38X̄+0.02 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 606—PHTHALATE ESTER 

1. Scope and Application 

1.1 This method covers the determination 
of certain phthalate esters. The following pa-
rameters can be determined by this method: 

Parameter STORET 
No. CAS No. 

Bis(2-ethylhexyl) phthalate ................ 39100 117–81–7 
Butyl benzyl phthalate ....................... 34292 85–68–7 
Di-n-butyl phthalate ........................... 39110 84–74–2 
Diethyl phthalate ............................... 34336 84–66–2 
Dimethyl phthalate ............................ 34341 131–11–3 
Di-n-octyl phthalate ........................... 34596 117–84–0 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes analytical conditions for a second 
gas chromatographic column that can be 
used to confirm measurements made with 
the primary column. Method 625 provides gas 
chromatograph/mass spectrometer (GC/MS) 
conditions appropriate for the qualitative 
and quantitative confirmation of results for 
all of the parameters listed above, using the 
extract produced by this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 608, 609, 611, and 612. 
Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 
procedures. The analyst is allowed the lati-
tude, under Section 12, to select 
chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and ex-
changed to hexane during concentration to a 
volume of 10 mL or less. The extract is sepa-
rated by gas chromatography and the 
phthalate esters are then measured with an 
electron capture detector. 2 

2.2 Analysis for phthalates is especially 
complicated by their ubiquitous occurrence 
in the environment. The method provides 
Florisil and alumina column cleanup proce-
dures to aid in the elimination of inter-
ferences that may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Phthalate esters are contaminants in 
many products commonly found in the lab-
oratory. It is particularly important to avoid 
the use of plastics because phthalates are 
commonly used as plasticizers and are easily 
extracted from plastic materials. Serious 
phthalate contamination can result at any 
time, if consistent quality control is not 
practiced. Great care must be experienced to 
prevent such contamination. Exhaustive 
cleanup of reagents and glassware may be re-
quired to eliminate background phthalate 
contamination. 4,5 
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3.3 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedures in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 6,8 for 
the information of the analyst. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1–qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only). 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Chromatographic column—300 mm 
long × 10 mm ID, with Teflon stopcock and 
coarse frit filter disc at bottom (Kontes K– 
420540–0213 or equivalent). 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10–mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500–mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.8 Vials—10 to 15–mL, amber glass, with 
Teflon-lined screw cap. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with gas chromatograph 
suitable for on-column injection and all re-
quired accessories including syringes, ana-
lytical columns, gases, detector, and strip- 
chart recorder. A data system is rec-
ommended for measuring peak areas. 

5.6.1 Column 1—1.8 m long × 4 mm ID 
glass, packed with 1.5% SP–2250/1.95% SP– 
2401 Supelcoport (100/120 mesh) or equivalent. 
This column was used to develop the method 
performance statemelts in Section 14. Guide-
lines for the use of alternate column 
packings are provided in Section 12.1. 

5.6.2 Column 2—1.8 m long × 4 mm ID 
glass, packed with 3% OV–1 on Supelcoport 
(100/120 mesh) or equivalent. 

5.6.3 Detector—Electron capture detector. 
This detector has proven effective in the 
analysis of wastewaters for the parameters 
listed in the scope (Section 1.1), and was used 
to develop the method performance state-
ments in Section 14. Guidelines for the use of 
alternate detectors are provided in Section 
12.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Acetone, hexane, isooctane, methylene 
chloride, methanol—Pesticide quality or 
equivalent. 

6.3 Ethyl ether—nanograde, redistilled in 
glass if necessary. 

6.3.1 Ethyl ether must be shown to be free 
of peroxides before it is used as indicated by 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00133 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



124 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 606 

EM Laboratories Quant test strips. (Avail-
able from Scientific Products Co., Cat. No. 
P1126–8, and other suppliers.) 

6.3.2 Procedures recommended for re-
moval of peroxides are provided with the test 
strips. After cleanup, 20 mL of ethyl alcohol 
preservative must be added to each liter of 
ether. 

6.4 Sodium sulfate—(ACS) Granular, an-
hydrous. Several levels of purification may 
be required in order to reduce background 
phthalate levels to an acceptable level: 1) 
Heat 4 h at 400 °C in a shallow tray, 2) Heat 
16 h at 450 to 500 °C in a shallow tray, 3) 
Soxhlet extract with methylene chloride for 
48 h. 

6.5 Florisil—PR grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in the 
dark in glass containers with ground glass 
stoppers or foil-lined screw caps. To prepare 
for use, place 100 g of Florisil into a 500-mL 
beaker and heat for approximately 16 h at 40 
°C. After heating transfer to a 500-mL rea-
gent bottle. Tightly seal and cool to room 
temperature. When cool add 3 mL of reagent 
water. Mix thoroughly by shaking or rolling 
for 10 min and let it stand for at least 2 h. 
Keep the bottle sealed tightly. 

6.6 Alumina—Neutral activity Super I, 
W200 series (ICN Life Sciences Group, No. 
404583). To prepare for use, place 100 g of alu-
mina into a 500-mL beaker and heat for ap-
proximately 16 h at 400 °C. After heating 
transfer to a 500-mL reagent bottle. Tightly 
seal and cool to room temperature. When 
cool add 3 mL of reagent water. Mix thor-
oughly by shaking or rolling for 10 min and 
let it stand for at least 2 h. Keep the bottle 
sealed tightly. 

6.7 Stock standard solutions (1.00 μg/μL)— 
Stock standard solutions can be prepared 
from pure standard materials or purchased 
as certified solutions. 

6.7.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in isooctane 
and dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.7.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatograph oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepared calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
isooctane. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flash. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with isooctane. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 
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7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is 

a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.1) to improve the sepa-

rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality contrml (QC) check sample 
concentrate is required containing each pa-
rameter of interest at the following con-
centrations in acetone: butyl benzyl phthal-
ate, 10 μg/mL; bis(2-ethylhexyl) phthalate, 50 
μg/mL; di-n-octyl phthalate, 50 μg/mL; any 
other phthlate, 25 μg/mL. The QC check sam-
ple concentrate must be obtained from the 
U.S. Environmental Protection Agancy, En-
vironmental Monitoring and Support Lab-
oratory in Cincinnati, Ohio, if available. If 
not available from that source, the QC check 
sample concentrate must be obtained from 
another external source. If not available 
from either source above, the QC check sam-
ple concentrate must be prepared by the lab-
oratory using stock standards prepared inde-
pendently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at the test concentrations shown in 
Table 2 by adding 1.00 mL of QC check sam-
ple concentrate to each of four 1–L aliquots 
of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
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found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. Locate and 
correct the source of the problem and repeat 
the test for all parameters of interest begin-
ning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at the test con-
centration in Section 8.2.2 or 1 to 5 times 
higher than the background concentration 
determined in Section 8.3.2, whichever con-
centration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
the test concentration in Section 8.2.2. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A-B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 9 If spiking was 
performed at a concentration lower than the 
test concentration in Section 8.2.2, the ana-

lyst must use either the QC acceptance cri-
teria in Table 2, or optional QC acceptance 
criteria calculated for the specific spike con-
centration. To calculate optional acceptance 
criteria for the recovery of a parameter: (1) 
Calculate accuracy (X′) using the equation in 
Table 3, substituting the spike concentration 
(T) for C; (2) calculate overall precision (S′) 
using the equation in Table 3, substituting X′ 
for X̄; (3) calculate the range for recovery at 
the spike concentration as (100 X′/T)±2.44(100 
S′/T)%. 9 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 
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8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 10 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. 

10.2 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phrase separa-
tion. The optimum technique depends upon 
the sample, but may include stirring, filtra-
tion of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentrator devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.7 Increase the temperature of the hot 
water bath to about 80 °C. Momentarily re-
move the Snyder column, add 50 mL of 
hexane and a new boiling chip, and reattach 
the Snyder column. Concentrate the extract 
as in Section 10.6, except use hexane to 
prewet the column. The elapsed time of con-
centration should be 5 to 10 min. 

10.8 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of hexane. A 5-mL 
syringe is recommended for this operation. 
Adjust the extract volume to 10 mL. Stopper 
the concentrator tube and store refrigerated 
if further processing will not be performed 
immediately. If the extract will be stored 
longer than two days, it should be trans-
ferred to a Teflon-sealed screw-cap vial. If 
the sample extract requires no further clean-
up, proceed with gas chromatographic anal-
ysis (Section 12). If the sample requires fur-
ther cleanup, proceed to Section 11. 

10.9 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11. Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
either procedure below or any other appro-
priate procedure. However, the analyst first 
must demonstrate that the requirements of 
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Section 8.2 can be met using the method as 
revised to incorporate the cleanup proce-
dure. 

11.2 If the entire extract is to be cleaned 
up by one of the following procedures, it 
must be concentrated to 2.0 mL. To the con-
centrator tube in Section 10.8, add a clean 
boiling chip and attach a two-ball micro- 
Snyder column. Prewet the column by add-
ing about 0.5 mL of hexane to the top. Place 
the micro-K-D apparatus on a hot water bath 
(80 °C) so that the concentrator tube is par-
tially immersed in the hot water. Adjust the 
vertical position of the apparatus and the 
water temperature as required to complete 
the concentration in 5 to 10 min. At the prop-
er rate of distillation the balls of the column 
will actively chatter but the chambers will 
not flood. When the apparent volume of liq-
uid reaches about 0.5 mL, remove the K-D 
apparatus and allow it to drain and cool for 
at least 10 min. Remove the micro-Snyder 
column and rinse its lower joint into the 
concentrator tube with 0.2 mL of hexane. Ad-
just the final volume to 2.0 mL and proceed 
with one of the following cleanup procedures. 

11.3 Florisil column cleanup for phthalate 
esters: 

11.3.1 Place 10 g of Florisil into a 
chromatographic column. Tap the column to 
settle the Florisil and add 1 cm of anhydrous 
sodium sulfate to the top. 

11.3.2 Preelute the column with 40 mL of 
hexane. The rate for all elutions should be 
about 2 mL/min. Discard the eluate and just 
prior to exposure of the sodium sulfate layer 
to the air, quantitatively transfer the 2-mL 
sample extract onto the column using an ad-
ditional 2 mL of hexane to complete the 
transfer. Just prior to exposure of the so-
dium sulfate layer to the air, add 40 mL of 
hexane and continue the elution of the col-
umn. Discard this hexane eluate. 

11.3.3 Next, elute the column with 100 mL 
of 20% ethyl ether in hexane (V/V) into a 500- 
mL K-D flask equipped with a 10-mL concen-
trator tube. Concentrate the collected frac-
tion as in Section 10.6. No solvent exchange 
is necessary. Adjust the volume of the 
cleaned up extract to 10 mL in the concen-
trator tube and analyze by gas chroma-
tography (Section 12). 

11.4 Alumina column cleanup for phthal-
ate esters: 

11.4.1 Place 10 g of alumina into a 
chromatographic column. Tap the column to 
settle the alumina and add 1 cm of anhy-
drous sodium sulfate to the top. 

11.4.2 Preelute the column with 40 mL of 
hexane. The rate for all elutions should be 
about 2 mL/min. Discard the eluate and just 
prior to exposure of the sodium sulfate layer 
to the air, quantitatively transfer the 2-mL 
sample extract onto the column using an ad-
ditional 2 mL of hexane to complete the 
transfer. Just prior to exposure of the so-
dium sulfate layer to the air, add 35 mL of 

hexane and continue the elution of the col-
umn. Discard this hexane eluate. 

11.4.3 Next, elute the column with 140 mL 
of 20% ethyl ether in hexane (V/V) into a 500- 
mL K-D flask equipped with a 10–mL concen-
trator type. Concentrate the collected frac-
tion as in Section 10.6. No solvent exchange 
is necessary. Adjust the volume of the 
cleaned up extract to 10 mL in the concen-
trator tube and analyze by gas chroma-
tography (Section 12). 

12. Gas Chromatography 

12.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Examples of the sep-
arations achieved by Column 1 are shown in 
Figures 1 and 2. Other packed or capillary 
(open-tubular) columns, chromatographic 
conditions, or detectors may be used if the 
requirements of Section 8.2 are met. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal staldard 
must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

12.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas-chromatograph 
using the solvent-flush technique. 11 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, and the 
resulting peak size in area or peak height 
units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
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factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V Vs
t

i

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 12 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 5 × MDL 
to 1000 × MDL with the following exceptions: 
dimethyl and diethyl phthalate recoveries at 
1000 × MDL were low (70%); bis-2-ethylhexyl 
and di-n-octyl phthalate recoveries at 5 × 
MDL were low (60%). 12 

14.3 This method was tested by 16 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 0.7 to 106 μg/L. 13 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-

sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method de-

tection limit 
(μg/L) Column 1 Column 2 

Dimethyl phthalate ................................................................................................... 2 .03 0 .95 0 .29 
Diethyl phthalate ...................................................................................................... 2 .82 1 .27 0 .49 
Di-n-butyl phthalate ................................................................................................. 8 .65 3 .50 0 .36 
Butyl benzyl phthalate ............................................................................................. a 6 .94 a 5 .11 0 .34 
Bis(2-ethylhexyl) phthalate ...................................................................................... a 8 .92 a 10 .5 2 .0 
Di-n-octyl phthalate ................................................................................................. a 16 .2 a 18 .0 3 .0 

Column 1 conditions: Supelcoport (100/120 mesh) coated with 1.5% SP–2250/1.95% SP–2401 packed in a 1.8 m long × 4 mm 
ID glass column with 5% methane/95% argon carrier gas at 60 mL/min flow rate. Column temperature held isothermal at 180°C, 
except where otherwise indicated. 

Column 2 conditions: Supelcoport (100/120 mesh) coated with 3% OV–1 packed in a 1.8 m long × 4 mm ID glass column with 
5% methane/95% argon carrier gas at 60 mL/min flow rate. Column temperature held isothermal at 200 °C, except where other-
wise indicated. 

a 220 °C column temperature. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 606 

Parameter 
Test 

conc. (μg/ 
L) 

Limit for s 
(μg/L) 

Range for 
X̄ (μg/L) 

Range for 
P, Ps 

(percent) 

Bis(2-ethylhexyl) phthalate .................................................................................. 50 38.4 1.2–55.9 D–158 
Butyl benzyl phthalate ......................................................................................... 10 4.2 5.7–11.0 30–136 
Di-n-butyl phthalate ............................................................................................. 25 8.9 10.3–29.6 23–136 
Diethyl phthalate ................................................................................................. 25 9.0 1.9–33.4 D–149 
Dimethyl phathalate ............................................................................................ 25 9.5 1.3–35.5 D–156 
Di-n-octyl phthalate ............................................................................................. 50 13.4 D–50.0 D–114 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 

Note: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recovery 
have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 606 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Bis(2-ethylhexyl) phthalate ................................................................................ 0.53C+2.02 0.80X̄¥2.54 0.73X̄¥0.17 
Butyl benzyl phthalate ....................................................................................... 0.82C+0.13 0.26X̄+0.04 0.25X̄+0.07 
Di-n-butyl phthalate ........................................................................................... 0.79C+0.17 0.23X̄+0.20 0.29X̄+0.06 
Diethyl phthalate ................................................................................................ 0.70C+0.13 0.27X̄+0.05 0.45X̄+0.11 
Dimethyl phthalate ............................................................................................. 0.73C+0.17 0.26X̄+0.14 0.44X̄+0.31 
Di-n-octyl phthalate ........................................................................................... 0.35C¥0.71 0.38X̄+0.71 0.62X̄+0.34 

X̄′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 607—NITROSAMINES 

1. Scope and Application 

1.1 This method covers the determination 
of certain nitrosamines. The following pa-
rameters can be determined by this method: 

Parameter Storet No. CAS No. 

N-Nitrosodimethylamine ............ 34438 62–75–9 
N-Nitrosodiphenylamine ............ 34433 86–30–6 
N-Nitrosodi-n-propylamine ......... 34428 621–64–7 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
the parameters listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compmunds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes analytical conditimns for a second 
gas chromatographic column that can be 
used to confirm measurements made with 
the primary column. Method 625 provides gas 
chromatograph/mass spectrometer (GC/MS) 
conditions appropriate for the qualitative 
and quantitative confirmation of results for 
N-nitrosodi-n-propylamine. In order to con-
firm the presence of N- 
nitrosodiphenylamine, the cleanup procedure 
specified in Section 11.3 or 11.4 must be used. 
In order to confirm the presence of N- 
nitrosodimethylamine by GC/MS, Column 1 
of this method must be substituted for the 
column recommended in Method 625. Con-
firmation of these parameters using GC-high 
resolution mass spectrometry or a Thermal 
Energy Analyzer is also recommended. 1,2 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 3 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.5 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is washed with 
dilute hydrochloric acid to remove free 
amines, dried, and concentrated to a volume 

of 10 mL or less. After the extract has been 
exchanged to methanol, it is separated by 
gas chromatography and the parameters are 
then measured with a nitrogen-phosphorus 
detector. 4 

2.2 The method provides Florisil and alu-
mina column cleanup procedures to separate 
diphenylamine from the nitrosamines and to 
aid in the elimination of interferences that 
may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 5 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Solvent rinses with acetone 
and pesticide quality hexane may be sub-
stituted for the muffle furnace heating. Vol-
umetric ware should not be heated in a muf-
fle furnace. After drying and cooling, glass-
ware should be sealed and stored in a clean 
environment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedures in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

3.3 N-Nitrosodiphenylamine is reported 6-9 
to undergo transnitrosation reactions. Care 
must be exercised in the heating or concen-
trating of solutions containing this com-
pound in the presence of reactive amines. 

3.4 The sensitive and selective Thermal 
Energy Analyzer and the reductive Hall de-
tector may be used in place of the nitrogen- 
phosphorus detector when interferences are 
encountered. The Thermal Energy Analyzer 
offers the highest selectivity of the non-MS 
detectors. 
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4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 10-12 for 
the information of the analyst. 

4.2 These nitrosamines are known car-
cinogens, 13-17 therefore, utmost care must be 
exercised in the handling of these materials. 
Nitrosamine reference standards and stand-
ard solutions should be handled and prepared 
in a ventilated glove box within a properly 
ventilated room. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flowmeter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnels—2–L and 250–mL, 
with Teflon stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 

glass stopper is used to prevent evaporation 
of extracts. 

5.2.4 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.5 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.6 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.7 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.2.8 Chromatographic column—Approxi-
mately 400 mm long × 22 mm ID, with Teflon 
stopcock and coarse frit filter disc at bottom 
(Kontes K–420540–0234 or equivalent), for use 
in Florisil column cleanup procedure. 

5.2.9 Chromatographic column—Approxi-
mately 300 mm long × 10 mm ID, with Teflon 
stopcock and coarse frit filter disc at bottom 
(Kontes K–420540–0213 or equivalent), for use 
in alumina column cleanup procedure. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with gas chromatograph 
suitable for on-column injection and all re-
quired accessories including syringes, ana-
lytical columns, gases, detector, and strip- 
chart recorder. A data system is rec-
ommended for measuring peak areas. 

5.6.1 Column 1—1.8 m long × 4 mm ID 
glass, packed with 10% Carbowax 20 M/2% 
KOH on Chromosorb W-AW (80/100 mesh) or 
equivalent. This column was used to develop 
the method performance statements in Sec-
tion 14. Guidelines for the use of alternate 
column packings are provided in Section 
12.2. 

5.6.2 Column 2—1.8 m long × 4 mm ID 
glass, packed with 10% SP–2250 on Supel- 
coport (100/120 mesh) or equivalent. 

5.6.3 Detector—Nitrogen-phosphorus, re-
ductive Hall, or Thermal Energy Analyzer 
detector. 1,2 These detectors have proven ef-
fective in the analysis of wastewaters for the 
parameters listed in the scope (Section 1.1). 
A nitrogen-phosphorus detector was used to 
develop the method performance statements 
in Section 14. Guidelines for the use of alter-
nate detectors are provided in Section 12.2. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 ml. 
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6.3 Sodium thiosulfate—(ACS) Granular. 
6.4 Sulfuric acid (1+1)—Slowly, add 50 mL 

of H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.5 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.6 Hydrochloric acid (1+9)—Add one vol-
ume of concentrated HCl (ACS) to nine vol-
umes of reagent water. 

6.7 Acetone, methanol, methylene chlo-
ride, pentane—Pesticide quality or equiva-
lent. 

6.8 Ethyl ether—Nanograde, redistilled in 
glass if necessary. 

6.8.1 Ethyl ether must be shown to be free 
of peroxides before it is used as indicated by 
EM Laboratories Quant test strips. (Avail-
able from Scientific Products Co., Cat No. 
P1126–8, and other suppliers.) 

6.8.2 Procedures recommended for re-
moval of peroxides are provided with the test 
strips. After cleanup, 20 mL of ethyl alcohol 
preservative must be added to each liter of 
ether. 

6.9 Florisil—PR grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in the 
dark in glass containers with ground glass 
stoppers or foil-lined screw caps. Before use, 
activate each batch at least 16 h at 130 °C in 
a foil-covered glass container and allow to 
cool. 

6.10 Alumina—Basic activity Super I, 
W200 series (ICN Life Sciences Group, No. 
404571, or equivalent). To prepare for use, 
place 100 g of alumina into a 500-mL reagent 
bottle and add 2 mL of reagent water. Mix 
the alumina preparation thoroughly by 
shaking or rolling for 10 min and let it stand 
for at least 2 h. The preparation should be 
homogeneous before use. Keep the bottle 
sealed tightly to ensure proper activity. 

6.11 Stock standard solutions (1.00 μg/ 
μL)—Stock standard solutions can be pre-
pared from pure standard materials or pur-
chased as certified solutions. 

6.11.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in methanol 
and dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.11.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.11.3 Stock standard solutions must be 
replaced after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.12 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
methanol. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with methanol. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 
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7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF = (As)(Cis (Ais)(Cs) 

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is 

a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.2) to improve the sepa-

rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 20 
μg/mL in methanol. The QC check sample 
concentrate must be obtained from the U.S. 
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 20 μg/L by adding 
1.00 mL of QC check sample concentrate to 
each of four 1–L aliquots of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
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any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. Locate and 
correct the source of the problem and repeat 
the test for all parameters of interest begin-
ning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 20 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 20 
μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were caluclated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 18 If spiking was 
performed at a concentration lower than 20 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC 
acceptance criteria caluclated for the spe-
cific spike concentration. To calculate op-
tional acceptance crtieria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 

using the equation in Table 3, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 3, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T) ±2.44(100 S′/T)%. 18 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
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the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 19 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. Fill the sample bottles and, 
if residual chlorine is present, add 80 mg of 
sodium thiosulfate per liter of sample and 
mix well. EPA Methods 330.4 and 330.5 may 
be used for measurement of residual chlo-
rine. 20 Field test kits are available for this 
purpose. If N-nitrosodiphenylamine is to be 
determined, adjust the sample pH to 7 to 10 
with sodium hydroxide solution or sulfuric 
acid. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 4 

9.4 Nitrosamines are known to be light 
sensitive. 7 Samples should be stored in 
amber or foil-wrapped bottles in order to 
minimize photolytic decomposition. 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. Check the pH 
of the sample with wide-range pH paper and 
adjust to within the range of 5 to 9 with so-
dium hydroxide solution or sulfuric acid. 

10.2 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 

sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Add 10 mL of hydrochloric acid to the 
combined extracts and shake for 2 min. 
Allow the layers to separate. Pour the com-
bined extract through a solvent-rinsed dry-
ing column containing about 10 cm of anhy-
drous sodium sulfate, and collect the extract 
in the K-D concentrator. Rinse the Erlen-
meyer flask and column with 20 to 30 mL of 
methylene chloride to complete the quan-
titative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65°C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.7 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of methylene 
chloride. A 5-mL syringe is recommended for 
this operation. Stopper the concentrator 
tube and store refrigerated if further proc-
essing will not be performed immediately. If 
the extract will be stored longer than two 
days, it should be transferred to a Teflon- 
sealed screw-cap vial. If N- 
nitrosodiphenylamine is to be measured by 
gas chromatography, the analyst must first 
use a cleanup column to eliminate 
diphenylamine interference (Section 11). If 
N-nitrosodiphenylamine is of no interest, the 
analyst may proceed directly with gas 
chromatographic analysis (Section 12). 

10.8 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 
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11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
either procedure below or any other appro-
priate procedure. However, the analyst first 
must demonstrate that the requirements of 
Section 8.2 can be met using the method as 
revised to incorporate the cleanup proce-
dure. Diphenylamine, if present in the origi-
nal sample extract, must be separated from 
the nitrosamines if N-nitrosodiphenylamine 
is to be determined by this method. 

11.2 If the entire extract is to be cleaned 
up by one of the following procedures, it 
must be concentrated to 2.0 mL. To the con-
centrator tube in Section 10.7, add a clean 
boiling chip and attach a two-ball micro- 
Snyder column. Prewet the column by add-
ing about 0.5 mL of methylene chloride to 
the top. Place the micr-K-D apparatus on a 
hot water bath (60 to 65 °C) so that the con-
centrator tube is partially immersed in the 
hot water. Adjust the vertical position of the 
apparatus and the water temperature as re-
quired to complete the concentration in 5 to 
10 min. At the proper rate of distillation the 
balls of the column will actively chatter but 
the chambers will not flood. When the appar-
ent volume of liquid reaches about 0.5 mL, 
remove the K-D apparatus and allow it to 
drain and cool for at least 10 min. Remove 
the micro-Snyder column and rinse its lower 
joint into the concentrator tube with 0.2 mL 
of methylene chloride. Adjust the final vol-
ume to 2.0 mL and proceed with one of the 
following cleanup procedures. 

11.3 Florisil column cleanup for 
nitrosamines: 

11.3.1 Place 22 g of activated Florisil into 
a 22-mm ID chromatographic column. Tap 
the column to settle the Florisil and add 
about 5 mm of anhydrous sodium sulfate to 
the top. 

11.3.2 Preelute the column with 40 mL of 
ethyl ether/pentane (15+85)(V/V). Discard the 
eluate and just prior to exposure of the so-
dium sulfate layer to the air, quantitatively 
transfer the 2-mL sample extract onto the 
column using an additional 2 mL of pentane 
to complete the transfer. 

11.3.3 Elute the column with 90 mL of 
ethyl ether/pentane (15+85)(V/V) and discard 
the eluate. This fraction will contain the 
diphenylamine, if it is present in the extract. 

11.3.4 Next, elute the column with 100 mL 
of acetone/ethyl ether (5+95)(V/V) into a 500- 
mL K-D flask equipped with a 10-mL concen-
trator tube. This fraction will contain all of 
the nitrosamines listed in the scope of the 
method. 

11.3.5 Add 15 mL of methanol to the col-
lected fraction and concentrate as in Section 
10.6, except use pentane to prewet the col-
umn and set the water bath at 70 to 75 °C. 

When the apparatus is cool, remove the Sny-
der column and rinse the flask and its lower 
joint into the concentrator tube with 1 to 2 
mL of pentane. Analyze by gas chroma-
tography (Section 12). 

11.4 Alumina column cleanup for 
nitrosamines: 

11.4.1 Place 12 g of the alumina prepara-
tion (Section 6.10) into a 10-mm ID 
chromatographic column. Tap the column to 
settle the alumina and add 1 to 2 cm of anhy-
drous sodium sulfate to the top. 

11.4.2 Preelute the column with 10 mL of 
ethyl ether/pentane (3+7)(V/V). Discard the 
eluate (about 2 mL) and just prior to expo-
sure of the sodium sulfate layer to the air, 
quantitatively transfer the 2 mL sample ex-
tract onto the column using an additional 2 
mL of pentane to complete the transfer. 

11.4.3 Just prior to exposure of the sodium 
sulfate layer to the air, add 70 mL of ethyl 
ether/pentane (3+7)(V/V). Discard the first 10 
mL of eluate. Collect the remainder of the 
eluate in a 500–mL K-D flask equipped with a 
10 mL concentrator tube. This fraction con-
tains N-nitrosodiphenylamine and probably a 
small amount of N-nitrosodi-n-propylamine. 

11.4.4 Next, elute the column with 60 mL 
of ethyl ether/pentane (1+1)(V/V), collecting 
the eluate in a second K-D flask equipped 
with a 10–mL concentrator tube. Add 15 mL 
of methanol to the K-D flask. This fraction 
will contain N-nitrosodimethylamine, most 
of the N-nitrosodi-n-propylamine and any 
diphenylamine that is present. 

11.4.5 Concentrate both fractions as in 
Section 10.6, except use pentane to prewet 
the column. When the apparatus is cool, re-
move the Snyder column and rinse the flask 
and its lower joint into the concentrator 
tube with 1 to 2 mL of pentane. Analyze the 
fractions by gas chromatography (Section 
12). 

12. Gas Chromatography 

12.1 N-nitrosodiphenylamine completely 
reacts to form diphenylamine at the normal 
operating temperatures of a GC injection 
port (200 to 250 °C). Thus, N- 
nitrosodiphenylamine is chromatographed 
and detected as diphenylamine. Accurate de-
termination depends on removal of 
diphenylamine that may be present in the 
original extract prior to GC analysis (See 
Section 11). 

12.2 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Examples of the sep-
arations achieved by Column 1 are shown in 
Figures 1 and 2. Other packed or capillary 
(open-tubular) columns, chromatographic 
conditions, or detectors may be used if the 
requirements of Section 8.2 are met. 

12.3 Calibrate the system daily as de-
scribed in Section 7. 
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12.4 If the extract has not been subjected 
to one of the cleanup procedures in Section 
11, it is necessary to exchange the solvent 
from methylene chloride to methanol before 
the thermionic detector can be used. To a 1 
to 10-mL volume of methylene chloride ex-
tract in a concentrator tube, add 2 mL of 
methanol and a clean boiling chip. Attach a 
two-ball micro-Snyder column to the con-
centrator tube. Prewet the column by adding 
about 0.5 mL of methylene chloride to the 
top. Place the micro-K-D apparatus on a 
boiling (100 °C) water bath so that the con-
centrator tube is partially immersed in the 
hot water. Adjust the vertical position of the 
apparatus and the water temperature as re-
quired to complete the concentration in 5 to 
10 min. At the proper rate of distillation the 
balls of the column will actively chatter but 
the chambers will not flood. When the appar-
ent volume of liquid reaches about 0.5 mL, 
remove the K-D apparatus and allow it to 
drain and cool for at least 10 min. Remove 
the micro-Snyder column and rinse its lower 
joint into the concentrator tube with 0.2 mL 
of methanol. Adjust the final volume to 2.0 
mL. 

12.5 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

12.6 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 21 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, and the 
resulting peak size in area or peak height 
units. 

12.7 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.8 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.9 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 

using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

RF =
( )( )
( )( )
A C

A C
s is

is s

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 3 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 22 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 4 × MDL 
to 1000 × MDL. 22 

14.3 This method was tested by 17 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 0.8 to 55 μg/L. 23 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method de-

tection limit 
(μg/L) Column 1 Column 2 

N-Nitrosodimethylamine ................................................................................................ 4.1 0.88 0.15 
N-Nitrosodi-n-propylamine ............................................................................................. 12.1 4.2 .46 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00151 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



142 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 607 

TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS—Continued 

Parameter 
Retention time (min) Method de-

tection limit 
(μg/L) Column 1 Column 2 

N-Nitrosodiphenylamine a .............................................................................................. b 12.8 c 6.4 .81 

Column 1 conditions: Chromosorb W-AW (80/100 mesh) coated with 10% Carbowax 20 M/2% KOH packed in a 1.8 m long × 
4mm ID glass column with helium carrier gas at 40 mL/min flow rate. Column temperature held isothermal at 110 °C, except 
where otherwise indicated. 

Column 2 conditions: Supelcoport (100/120 mesh) coated with 10% SP–2250 packed in a 1.8 m long × 4 mm ID glass column 
with helium carrier gas at 40 mL/min flow rate. Column temperature held isothermal at 120 °C, except where otherwise indicated. 

a Measured as diphenylamine. 
b 220 °C column temperature. 
c 210 °C column temperature. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 607 

Parameter Test conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps (per-

cent) 

N-Nitrosodimethylamine ........................................................................ 20 3.4 4.6–20.0 13–109 
N-Nitrosodiphenyl .................................................................................. 20 6.1 2.1–24.5 D–139 
N-Nitrosodi-n-propylamine .................................................................... 20 5.7 11.5–26.8 45–146 

s=Standard deviation for four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 

NOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-
ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 607 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

N-Nitrosodimethylamine .................................................................................... 0.37C+0.06 0.25X̄¥0.04 0.25X̄+0.11 
N-Nitrosodiphenylamine .................................................................................... 0.64C+0.52 0.36X̄¥1.53 0.46X̄¥0.47 
N-Nitrosodi-n-propylamine ................................................................................. 0.96C¥0.07 0.15X̄+0.13 0.21X̄+0.15 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 608—ORGANOCHLORINE PESTICIDES 
AND PCBS 

1. Scope and Application 

1.1 This method covers the determination 
of certain organochlorine pesticides and 
PCBs. The following parameters can be de-
termined by this method: 

Parameter STORET No. CAS No. 

Aldrin ...................................... 39330 309–00–2 
a–BHC ................................... 39337 319–84–6 
b–BHC ................................... 39338 319–85–7 
d–BHC ................................... 34259 319–86–8 
g–BHC .................................... 39340 58–89–9 
Chlordane .............................. 39350 57–74–9 
4,4′–DDD ............................... 39310 72–54–8 
4,4′–DDE ............................... 39320 72–55–9 
4,4′–DDT ............................... 39300 50–29–3 
Dieldrin ................................... 39380 60–57–1 
Endosulfan I .......................... 34361 959–98–8 
Endosulfan II ......................... 34356 33212–65–9 
Endosulfan sulfate ................. 34351 1031–07–8 
Eldrin ...................................... 39390 72–20–8 
Endrin aldehyde ..................... 34366 7421–93–4 
Heptachlor ............................. 39410 76–44–8 
Heptachlor epoxide ................ 39420 1024–57–3 
Toxaphene ............................. 39400 8001–35–2 
PCB–1016 ............................. 34671 12674–11–2 
PCB–1221 ............................. 39488 1104–28–2 
PCB–1232 ............................. 39492 11141–16–5 
PCB–1242 ............................. 39496 53469–21–9 
PCB–1248 ............................. 39500 12672–29–6 
PCB–1254 ............................. 39504 11097–69–1 
PCB–1260 ............................. 39508 11096–82–5 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes analytical conditions for a second 
gas chromatographic column that can be 
used to confirm measurements made with 
the primary column. Method 625 provides gas 
chromatograph/mass spectrometer (GC/MS) 
conditions appropriate for the qualitative 
and quantitative confirmation of results for 
all of the parameters listed above, using the 
extract produced by this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 606, 609, 611, and 612. 
Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 

procedures. The analyst is allowed the lati-
tude, under Section 12, to select 
chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and ex-
changed to hexane during concentration to a 
volume of 10 mL or less. The extract is sepa-
rated by gas chromatography and the param-
eters are then measured with an electron 
capture detector. 2 

2.2 The method provides a Florisil column 
cleanup procedure and an elemental sulfur 
removal procedure to aid in the elimination 
of interferences that may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 
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3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Interferences by phthalate esters can 
pose a major problem in pesticide analysis 
when using the electron capture detector. 
These compounds generally appear in the 
chromatogram as large late eluting peaks, 
especially in the 15 and 50% fractions from 
Florisil. Common flexible plastics contain 
varying amounts of phthalates. These 
phthalates are easily extracted or leached 
from such materials during laboratory oper-
ations. Cross contamination of clean glass-
ware routinely occurs when plastics are han-
dled during extraction steps, especially when 
solvent-wetted surfaces are handled. Inter-
ferences from phthalates can best be mini-
mized by avoiding the use of plastics in the 
laboratory. Exhaustive cleanup of reagents 
and glassware may be required to eliminate 
background phthalate contamination. 4,5 The 
interferences from phthalate esters can be 
avoided by using a microcoulometric or elec-
trolytic conductivity detector. 

3.3 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedures in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 6-8 for 
the information of the analyst. 

4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: 4,4′-DDT, 4,4′–DDD, the 
BHCs, and the PCBs. Primary standards of 
these toxic compounds should be prepared in 
a hood. A NIOSH/MESA approved toxic gas 
respirator should be worn when the analyst 
handles high concentrations of these toxic 
compounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during composting. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2. Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Chromatographic column—400 mm 
long × 22 mm ID, with Teflon stopcock and 
coarse frit filter disc (Kontes K–42054 or 
equivalent). 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10–mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500–mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna/Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Vials—10 to 15–mL, amber glass, with 
Teflon-lined screw cap. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with gas chromatograph 
suitable for on-column injection and all re-
quired accessories including syringes, ana-
lytical columns, gases, detector, and strip- 
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chart recorder. A data system is rec-
ommended for measuring peak areas. 

5.6.1 Column 1—1.8 m long × 4 mm ID 
glass, packed with 1.5% SP–2250/1.95% SP– 
2401 on Supelcoport (100/120 mesh) or equiva-
lent. This column was used to develop the 
method performance statements in Section 
14. Guidelines for the use of alternate col-
umn packings are provided in Section 12.1. 

5.6.2 Column 2—1.8 m long × 4 mm ID 
glass, packed with 3% OV–1 on Supelcoport 
(100/120 mesh) or equivalent. 

5.6.3 Detector—Electron capture detector. 
This detector has proven effective in the 
analysis of wastewaters for the parameters 
listed in the scope (Section 1.1), and was used 
to develop the method performance state-
ments in Section 14. Guidelines for the use of 
alternate detectors are provided in Section 
12.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.3 Sodium thiosulfate—(ACS) Granular. 
6.4 Sulfuric acid (1+1)—Slowly, add 50 mL 

to H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.5 Acetone, hexane, isooctane, methylene 
chloride—Pesticide quality or equivalent. 

6.6 Ethyl ether—Nanograde, redistilled in 
glass if necessary. 

6.6.1 Ethyl ether must be shown to be free 
of peroxides before it is used as indicated by 
EM Laboratories Quant test strips. (Avail-
able from Scientific Products Co., Cat. No. 
P1126–8, and other suppliers.) 

6.6.2 Procedures recommended for re-
moval of peroxides are provided with the test 
strips. After cleanup, 20 mL of ethyl alcohol 
preservative must be added to each liter of 
ether. 

6.7 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.8 Florisil—PR grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in the 
dark in glass containers with ground glass 
stoppers or foil-lined screw caps. Before use, 
activate each batch at least 16 h at 130 °C in 
a foil-covered glass container and allow to 
cool. 

6.9 Mercury—Triple distilled. 
6.10 Copper powder—Activated. 
6.11 Stock standard solutions (1.00 μg/ 

μL)—Stock standard solutions can be pre-
pared from pure standard materials or pur-
chased as certified solutions. 

6.11.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in isooctane 
and dilute to volume in a 10-mL volumetric 

flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.11.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.11.3 Stock standard solutions must be 
replaced after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.12 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
isooctane. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
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be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with isooctane. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF =
( )( )
( )( )
A C

A C
s is

is s

Equation 1 
where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is 

a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, the 
test must be repeated using a fresh calibra-
tion standard. Alternatively, a new calibra-
tion curve must be prepared for that com-
pound. 

7.5 The cleanup procedure in Section 11 
utilizes Florisil column chromatography. 
Florisil from different batches or sources 
may vary in adsorptive capacity. To stand-
ardize the amount of Florisil which is used, 
the use of lauric acid value 9 is suggested. 
The referenced procedure determines the ad-
sorption from hexane solution of lauric acid 
(mg) per g of Florisil. The amount of Florisil 
to be used for each column is calculated by 
dividing 110 by this ratio and multiplying by 
20 g. 

7.6 Before using any cleanup procedure, 
the analyst must process a series of calibra-

tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 
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8.2.1 A quality control (QC) check sample 
concentrate is required containing each sin-
gle-component parameter of interest at the 
following concentrations in acetone: 4,4′– 
DDD, 10 μg/mL; 4,4′–DDT, 10 μg/mL; 
endosulfan II, 10 μg/mL; endosulfan sulfate, 
10 μg/mL; endrin, 10 μg/mL; any other single- 
component pesticide, 2 μg/mL. If this method 
is only to be used to analyze for PCBs, 
chlordane, or toxaphene, the QC check sam-
ple concentrate should contain the most rep-
resentative multicomponent parameter at a 
concentration of 50 μg/mL in acetone. The QC 
check sample concentrate must be obtained 
from the U.S. Environmental Protection 
Agency, Environmental Monitoring and Sup-
port Laboratory in Cincinnati, Ohio, if avail-
able. If not available from that source, the 
QC check sample concentrate must be ob-
tained from another external source. If not 
available from either source above, the QC 
check sample concentrate must be prepared 
by the laboratory using stock standards pre-
pared independently from those used for cali-
bration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at the test concentrations shown in 
Table 3 by adding 1.00 mL of QC check sam-
ple concentrate to each of four 1–L aliquots 
of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/mL; and the standard deviation of the re-
covery (s) in μg/mL, for each parameter 
using the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 3. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 3 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.2. 

8.2.6.2 Beginning with Section 8.2.2, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 

and repeat the test for all compmunds of in-
terest beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at the test con-
centration in Section 8.2.2 or 1 to 5 times 
higher than the background concentration 
determined in Section 8.3.2, whichever con-
centration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
the test concentration in Section 8.2.2. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 3. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 10 If spiking was 
performed at a concentration lower than the 
test concentration in Section 8.2.2, the ana-
lyst must use either the QC acceptance cri-
teria in Table 3, or optional QC acceptance 
criteria calculated for the specific spike con-
centration. To calculate optional acceptance 
criteria for the recovery of a parameter: (1) 
Calculate accuracy (X′) using the equation in 
Table 4, substituting the spike concentration 
(T) for C; (2) calculate overall precision (S′) 
using the equation in Table 4, substituting X′ 
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for X̄; (3) calculate the range for recovery at 
the spike concentration as (100 X′/T)±2.44(100 
S′/T)%. 10 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. If the entire list of parameters in Table 
3 must be measured in the sample in Section 
8.3, the probability that the analysis of a QC 
check standard will be required is high. In 
this case the QC check standard should be 
routinely analyzed with the spike sample. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standards to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 3. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2 sp to 
P̄+2 sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 

the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 11 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. If the samples will not be 
extracted within 72 h of collection, the sam-
ple should be adjusted to a pH range of 5.0 to 
9.0 with sodium hydroxide solution or sul-
furic acid. Record the volume of acid or base 
used. If aldrin is to be determined, add so-
dium thiosulfate when residual chlorine is 
present. EPA Methods 330.4 and 330.5 may be 
used for measurement of residual chlorine. 12 
Field test kits are available for this purpose. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. 

10.2 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optium technique depends upon the sam-
ple, but may include stirring, filtration of 
the emulsion through glass wool, centrifuga-
tion, or other physical methods. Collect the 
methylene chloride extract in a 250–mL Er-
lenmeyer flask. 
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10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.7 Increase the temperature of the hot 
water bath to about 80 °C. Momeltarily re-
move the Snyder column, add 50 mL of 
hexane and a new boiling chip, and reattach 
the Snyder column. Concentrate the extract 
as in Section 10.6, except use hexane to 
prewet the column. The elapsed time of con-
centration should be 5 to 10 min. 

10.8 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of hexane. A 5-mL 
syringe is recommended for this operation. 
Stopper the concentrator tube and store re-
frigerated if further processing will not be 
performed immediately. If the extract will 
be stored longer than two days, it should be 
transferred to a Teflon-sealed screw-cap vial. 
If the sample extract requires no further 
cleanup, proceed with gas chromatographic 
analysis (Section 12). If the sample requires 
further cleanup, proceed to Section 11. 

10.9 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 

If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
either procedure below or any other appro-
priate procedure. However, the analyst first 
must demonstrate that the requirements of 
Section 8.2 can be met using the method as 
revised to incorporate the cleanup proce-
dure. The Florisil column allows for a select 
fractionation of the compounds and will 
eliminate polar interferences. Elemental sul-
fur, which interferes with the electron cap-
ture gas chromatography of certain pes-
ticides, can be removed by the technique de-
scribed in Section 11.3. 

11.2 Florisil column cleanup: 
11.2.1 Place a weight of Florisil (nomi-

nally 20 g) predetermined by calibration 
(Section 7.5), into a chromatographic col-
umn. Tap the column to settle the Florisil 
and add 1 to 2 cm of anhydrous sodium sul-
fate to the top. 

11.2.2 Add 60 mL of hexane to wet and 
rinse the sodium sulfate and Florisil. Just 
prior to exposure of the sodium sulfate layer 
to the air, stop the elution of the hexane by 
closing the stopcock on the chromatographic 
column. Discard the eluate. 

11.2.3 Adjust the sample extract volume 
to 10 mL with hexane and transfer it from 
the K-D concentrator tube onto the column. 
Rinse the tube twice with 1 to 2 mL of 
hexane, adding each rinse to the column. 

11.2.4 Place a 500-mL K-D flask and clean 
concentrator tube under the 
chromatographic column. Drain the column 
into the flask until the sodium sulfate layer 
is nearly exposed. Elute the column with 200 
mL of 6% ethyl ether in hexane (V/V) (Frac-
tion 1) at a rate of about 5 mL/min. Remove 
the K-D flask and set it aside for later con-
centration. Elute the column again, using 
200 mL of 15% ethyl ether in hexane (V/V) 
(Fraction 2), into a second K-D flask. Per-
form the third elution using 200 mL of 50% 
ethyl ether in hexane (V/V) (Fraction 3). The 
elution patterns for the pesticides and PCBs 
are shown in Table 2. 

11.2.5 Concentrate the fractions as in Sec-
tion 10.6, except use hexane to prewet the 
column and set the water bath at about 85 
°C. When the apparatus is cool, remove the 
Snyder column and rinse the flask and its 
lower joint into the concentrator tube with 
hexane. Adjust the volume of each fraction 
to 10 mL with hexane and analyze by gas 
chromatography (Section 12). 

11.3 Elemental sulfur will usually elute 
entirely in Fraction 1 of the Florisil column 
cleanup. To remove sulfur interference from 
this fraction or the original extract, pipet 
1.00 mL of the concentrated extract into a 
clean concentrator tube or Teflon-sealed 
vial. Add one to three drops of mercury and 
seal. 13 Agitate the contents of the vial for 15 
to 30 s. Prolonged shaking (2 h) may be re-
quired. If so, this may be accomplished with 
a reciprocal shaker. Alternatively, activated 
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copper powder may be used for sulfur re-
moval. 14 Analyze by gas chromatography. 

12. Gas Chromatography 

12.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Examples of the sep-
arations achieved by Column 1 are shown in 
Figures 1 to 10. Other packed or capillary 
(open-tubular) columns, chromatographic 
conditions, or detectors may be used if the 
requirements of Section 8.2 are met. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

12.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 15 Smaller 
(1.0 uL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, the total 
extract volume, and the resulting peak size 
in area or peak height units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 When it is apparent that two or more 
PCB (Aroclor) mixtures are present, the 
Webb and McCall procedure 16 may be used to 
identify and quantify the Aroclors. 

13.3 For multicomponent mixtures 
(chlordane, toxaphene, and PCBs) match re-
tention times of peaks in the standards with 
peaks in the sample. Quantitate every iden-
tifiable peak unless interference with indi-
vidual peaks persist after cleanup. Add peak 
height or peak area of each identified peak 
in the chromatogram. Calculate as total re-
sponse in the sample versus total response in 
the standard. 

13.4 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 17 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 4×MDL to 
1000×MDL with the following exceptions: 
Chlordane recovery at 4×MDL was low (60%); 
Toxaphene recovery was demonstrated linear 
over the range of 10×MDL to 1000×MDL. 17 

14.3 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
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wastewaters spiked at six concentrations. 18 
Concentrations used in the study ranged 
from 0.5 to 30 μg/L for single-component pes-
ticides and from 8.5 to 400 μg/L for multi-
component parameters. Single operator pre-
cision, overall precision, and method accu-
racy were found to be directly related to the 
concentration of the parameter and essen-
tially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 4. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method detec-

tion limit 
(μg/L) Col. 1 Col. 2 

a-BHC ....................................................................................................................... 1 .35 1 .82 0 .003 
g-BHC ........................................................................................................................ 1 .70 2 .13 0 .004 
b-BHC ........................................................................................................................ 1 .90 1 .97 0 .006 
Heptachlor ................................................................................................................. 2 .00 3 .35 0 .003 
d-BHC ........................................................................................................................ 2 .15 2 .20 0 .009 
Aldrin ......................................................................................................................... 2 .40 4 .10 0 .004 
Heptachlor epoxide ................................................................................................... 3 .50 5 .00 0 .083 
Endosulfan I .............................................................................................................. 4 .50 6 .20 0 .014 
4,4′-DDE .................................................................................................................... 5 .13 7 .15 0 .004 
Dieldrin ...................................................................................................................... 5 .45 7 .23 0 .002 
Endrin ........................................................................................................................ 6 .55 8 .10 0 .006 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS—Continued 

Parameter 
Retention time (min) Method detec-

tion limit 
(μg/L) Col. 1 Col. 2 

4,4′-DDD .................................................................................................................... 7 .83 9 .08 0 .011 
Endosulfan II ............................................................................................................. 8 .00 8 .28 0 .004 
4,4′-DDT .................................................................................................................... 9 .40 11 .75 0 .012 
Endrin aldehyde ........................................................................................................ 11 .82 9 .30 0 .023 
Endosulfan sulfate ..................................................................................................... 14 .22 10 .70 0 .066 
Chlordane .................................................................................................................. mr mr 0 .014 
Toxaphene ................................................................................................................. mr mr 0 .24 
PCB–1016 ................................................................................................................. mr mr nd 
PCB–1221 ................................................................................................................. mr mr nd 
PCB–1232 ................................................................................................................. mt mr nd 
PCB–1242 ................................................................................................................. mr mr 0 .065 
PCB–1248 ................................................................................................................. mr mr nd 
PCB–1254 ................................................................................................................. mr mr nd 
PCB–1260 ................................................................................................................. mr mr nd 

AColumn 1 conditions: Supelcoport (100/120 mesh) coated with 1.5% SP–2250/1.95% SP–2401 packed in a 1.8 m long × 4 
mm ID glass column with 5% methane/95% argon carrier gas at 60 mL/min flow rate. Column temperature held isothermal at 
200 °C, except for PCB–1016 through PCB–1248, should be measured at 160 °C. 

AColumn 2 conditions: Supelcoport (100/120 mesh) coated with 3% OV–1 packed in a 1.8 m long × 4 mm ID glass column 
with 5% methane/95% argon carrier gas at 60 mL/min flow rate. Column temperature held isothermal at 200 °C for the pes-
ticides; at 140 °C for PCB–1221 and 1232; and at 170 °C for PCB–1016 and 1242 to 1268. 

Amr=Multiple peak response. See Figures 2 thru 10. 
And=Not determined. 

TABLE 2—DISTRIBUTION OF CHLORINATED PESTICIDES AND PCBS INTO FLORISIL COLUMN 
FRACTIONS 2 

Parameter 
Percent recovery by fraction a 

1 2 3 

Aldrin ............................................................................................................................. 100 .................... ....................
a-BHC ........................................................................................................................... 100 .................... ....................
b-BHC ............................................................................................................................ 97 .................... ....................
d-BHC ............................................................................................................................ 98 .................... ....................
g-BHC ............................................................................................................................ 100 .................... ....................
Chlordane ...................................................................................................................... 100 .................... ....................
4,4′–DDD ....................................................................................................................... 99 .................... ....................
4,4′–DDE ....................................................................................................................... 98 .................... ....................
4,4′–DDT ....................................................................................................................... 100 .................... ....................
Dieldrin .......................................................................................................................... 0 100 ....................
Endosulfan I .................................................................................................................. 37 64 ....................
Endosulfan II ................................................................................................................. 0 7 91 
Endosulfan sulfate ......................................................................................................... 0 0 106 
Endrin ............................................................................................................................ 4 96 ....................
Endrin aldehyde ............................................................................................................ 0 68 26 
Heptachlor ..................................................................................................................... 100 .................... ....................
Heptachlor epoxide ....................................................................................................... 100 .................... ....................
Toxaphene ..................................................................................................................... 96 .................... ....................
PCB–1016 ..................................................................................................................... 97 .................... ....................
PCB–1221 ..................................................................................................................... 97 .................... ....................
PCB–1232 ..................................................................................................................... 95 4 ....................
PCB–1242 ..................................................................................................................... 97 .................... ....................
PCB–1248 ..................................................................................................................... 103 .................... ....................
PCB–1254 ..................................................................................................................... 90 .................... ....................
PCB–1260 ..................................................................................................................... 95 .................... ....................

a Eluant composition: 
Fraction 1–6% ethyl ether in hexane. 
Fraction 2–15% ethyl ether in hexane. 
Fraction 3–50% ethyl ether in hexane. 

TABLE 3—QC ACCEPTANCE CRITERIA—METHOD 608 

Parameter Test conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for 
X̄ (μg/L) 

Range for 
P, Ps(%) 

Aldrin ..................................................................................................... 2 .0 0 .42 1.08 –2.24 42–122 
a-BHC ................................................................................................... 2 .0 0 .48 0.98 –2.44 37–134 
b-BHC .................................................................................................... 2 .0 0 .64 0.78 –2.60 17–147 
d-BHC .................................................................................................... 2 .0 0 .72 1.01 –2.37 19–140 
g-BHC .................................................................................................... 2 .0 0 .46 0.86 –2.32 32–127 
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TABLE 3—QC ACCEPTANCE CRITERIA—METHOD 608—Continued 

Parameter Test conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for 
X̄ (μg/L) 

Range for 
P, Ps(%) 

Chlordane .............................................................................................. 50 10 .0 27.6 –54.3 45–119 
4,4 ′–DDD .............................................................................................. 10 2 .8 4.8 –12.6 31–141 
4,4 ′–DDE .............................................................................................. 2 .0 0 .55 1.08 –2.60 30–145 
4,4′–DDT ............................................................................................... 10 3 .6 4.6 –13.7 25–160 
Dieldrin .................................................................................................. 2 .0 0 .76 1.15 –2.49 36–146 
Endosulfan I .......................................................................................... 2 .0 0 .49 1.14 –2.82 45–153 
Endosulfan II ......................................................................................... 10 6 .1 2.2 –17.1 D–202 
Endosulfan Sulfate ................................................................................ 10 2 .7 3.8 –13.2 26–144 
Endrin .................................................................................................... 10 3 .7 5.1 –12.6 30–147 
Heptachlor ............................................................................................. 2 .0 0 .40 0.86 –2.00 34–111 
Heptachlor epoxide ............................................................................... 2 .0 0 .41 1.13 –2.63 37–142 
Toxaphene ............................................................................................ 50 .0 12 .7 27.8 –55.6 41–126 
PCB-1016 .............................................................................................. 50 10 .0 30.5 –51.5 50–114 
PCB-1221 .............................................................................................. 50 24 .4 22.1 –75.2 15–178 
PCB-1232 .............................................................................................. 50 17 .9 14.0 –98.5 10–215 
PCB-1242 .............................................................................................. 50 12 .2 24.8 –69.6 39–150 
PCB-1248 .............................................................................................. 50 15 .9 29.0 –70.2 38–158 
PCB-1254 .............................................................................................. 50 13 .8 22.2 –57.9 29–131 
PCB-1260 .............................................................................................. 50 10 .4 18.7 –54.9 8–127 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 

NOTE: These criteria are based directly upon the method performance data in Table 4. Where necessary, the limits for recov-
ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 4. 

TABLE 4—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 608 

Parameter Accuracy, as recov-
ery, X′ (μg/L) 

Single analyst pre-
cision, sr′ (μg/L) 

Overall precision, 
S′ (μg/L) 

Aldrin ......................................................................................... 0.81C+0.04 0.16X̄¥0.04 0.20X̄¥0.01 
a-BHC ....................................................................................... 0.84C+0.03 0.13X̄+0.04 0.23X̄¥0.00 
b-BHC ........................................................................................ 0.81C+0.07 0.22X̄¥0.02 0.33X¥0.05 
d-BHC ........................................................................................ 0.81C+0.07 0.18X̄+0.09 0.25X̄+0.03 
g-BHC ........................................................................................ 0.82C¥0.05 0.12X̄+0.06 0.22X̄+0.04 
Chlordane .................................................................................. 0.82C¥0.04 0.13X̄+0.13 0.18X̄+0.18 
4,4′-DDD .................................................................................... 0.84C+0.30 0.20X̄¥0.18 0.27X̄¥0.14 
4,4′-DDE .................................................................................... 0.85C+0.14 0.13X̄+0.06 0.28X̄¥0.09 
4,4′-DDT .................................................................................... 0.93C¥0.13 0.17X̄+0.39 0.31X̄¥0.21 
Dieldrin ...................................................................................... 0.90C+0.02 0.12X̄+0.19 0.16X̄+0.16 
Endosulfan I .............................................................................. 0.97C+0.04 0.10X̄+0.07 0.18X̄+0.08 
Endosulfan II ............................................................................. 0.93C+0.34 0.41X̄—0.65 0.47X̄¥0.20 
Endosulfan Sulfate .................................................................... 0.89C¥0.37 0.13X̄+0.33 0.24X̄+0.35 
Endrin ........................................................................................ 0.89C¥0.04 0.20X̄+0.25 0.24X̄+0.25 
Heptachlor ................................................................................. 0.69C+0.04 0.06X̄+0.13 0.16X̄+0.08 
Heptachlor epoxide ................................................................... 0.89C+0.10 0.18X̄¥0.11 0.25X̄¥0.08 
Toxaphene ................................................................................. 0.80C+1.74 0.09X̄+3.20 0.20X̄+0.22 
PCB–1016 ................................................................................. 0.81C+0.50 0.13X̄+0.15 0.15X̄+0.45 
PCB–1221 ................................................................................. 0.96C+0.65 0.29X̄¥0.76 0.35X̄¥0.62 
PCB–1232 ................................................................................. 0.91C+10.79 0.21X̄¥1.93 0.31X̄+3.50 
PCB–1242 ................................................................................. 0.93C+0.70 0.11X̄+1.40 0.21X̄+1.52 
PCB–1248 ................................................................................. 0.97C+1.06 0.17X̄+0.41 0.25X̄¥0.37 
PCB–1254 ................................................................................. 0.76C+2.07 0.15X̄+1.66 0.17X̄+3.62 
PCB–1260 ................................................................................. 0.66C+3.76 0.22X̄¥2.37 0.39X̄¥4.86 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 609—NITROAROMATICS AND 
ISOPHORONE 

1. Scope and Application 

1.1 This method covers the determination 
of certain nitroaromatics and isophorone. 
The following parameters may be deter-
mined by this method: 

Parameter STORET 
No. CAS No. 

2,4-Dinitrotoluene ...................... 34611 121–14–2 
2,6-Dinitrotoluene ...................... 34626 606–20–2 
Isophorone ................................. 34408 78–59–1 
Nitrobenzene ............................. 34447 98–95–3 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
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the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes analytical conditions for a second 
gas chromatographic column that can be 
used to confirm measurements made with 
the primary column. Method 625 provides gas 
chromatograph/mass spectrometer (GC/MS) 
conditions appropriate for the qualitative 
and quantitative confirmation of results for 
all of the parameters listed above, using the 
extract produced by this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 606, 608, 611, and 612. 
Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 
procedures. The analyst is allowed the lati-
tude, under Section 12, to select 
chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and ex-
changed to hexane during concentration to a 
volume of 10 mL or less. Isophorone and 
nitrobenzene are measured by flame ioniza-
tion detector gas chromatography (FIDGC). 
The dinitrotoluenes are measured by elec-
tron capture detector gas chromatography 
(ECDGC). 2 

2.2 The method provides a Florisil column 
cleanup procedure to aid in the elimination 
of interferences that may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baseliles in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedure in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4-6 for 
the information of the analyst. 
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5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Chromatographic column—100 mm 
long × 10 mm ID, with Teflon stopcock. 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.8 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with gas chromatograph 
suitable for on-column injection and all re-
quired accessories including syringes, ana-

lytical columns, gases, detector, and strip- 
chart recorder. A data system is rec-
ommended for measuring peak areas. 

5.6.1 Column 1—1.2 m long × 2 or 4 mm ID 
glass, packed with 1.95% QF–1/1.5% OV–17 on 
Gas-Chrom Q (80/100 mesh) or equivalent. 
This column was used to develop the method 
performance statements given in Section 14. 
Guidelines for the use of alternate column 
packings are provided in Section 12.1. 

5.6.2 Column 2—3.0 m long × 2 or 4 mm ID 
glass, packed with 3% OV–101 on Gas-Chrom 
Q (80/100 mesh) or equivalent. 

5.6.3 Detectors—Flame ionization and 
electron capture detectors. The flame ioniza-
tion detector (FID) is used when determining 
isophorone and nitrobenzene. The electron 
capture detector (ECD) is used when deter-
mining the dinitrotoluenes. Both detectors 
have proven effective in the analysis of 
wastewaters and were used in develop the 
method performance statements in Section 
14. Guidelines for the use to alternate detec-
tors are provided in Section 12.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.3 Sulfuric acid (1+1)—Slowly, add 50 mL 
of H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.4 Acetone, hexane, methanol, methylene 
chloride—Pesticide quality or equivalent. 

6.5 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.6 Florisil—PR grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in dark 
in glass containers with ground glass stop-
pers or foil-lined screw caps. Before use, acti-
vate each batch at least 16 h at 200 °C in a 
foil-covered glass container and allow to 
cool. 

6.7 Stock standard solutions (1.00 μg/μL)— 
Stock standard solutions can be prepared 
from pure standard materials or purchased 
as certified solutions. 

6.7.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in hexane 
and dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.7.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
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Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
hexane. One of the external standards should 
be at a concentration near, but above, the 
MDL (Table 1) and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD) linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flash. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with hexane. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 

should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 

If the RF value over the working range is 
a constant (<10% RSD), the RF can be as-
sumed to be invariant and the average RF 
can be used for calculations. Alternatively, 
the results can be used to plot a calibration 
curve of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
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generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1,5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest in acetone at a con-
centration of 20 μg/mL for each dinitro-
toluene and 100 μg/mL for isophorone and 
nitrobenzene. The QC check sample con-
centrate must be obtained from the U.S. En-
vironmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at the test concentrations shown in 
Table 2 by adding 1.00 mL of QC check sam-
ple concentrate to each of four 1–L aliquots 
of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. Locate and 
correct the source of the problem and repeat 
the test for all parameters of interest begin-
ning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at the test con-
centration in Section 8.2.2 or 1 to 5 times 
higher than the background concentration 
determined in Section 8.3.2, whichever con-
centration would be larger. 

8.3.1.3 If it is impractical to determile 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
the test concentration in Section 8.2.2. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100 (A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
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of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than the 
test concentration in Section 8.2.2, the ana-
lyst must use either the QC acceptance cri-
teria in Table 2, or optional QC acceptance 
criteria calculated for the specific spike con-
centration. To calculate optional acceptance 
criteria for the recovery of a parameter: (1) 
Calculate accuracy (X′) using the equation in 
Table 3, substituting the spike concentration 
(T) for C; (2) calculate overall precision (S′) 
using the equation in Table 3, substituting X′ 
for X̄8; (3) calculate the range for recovery at 
the spike concentration as (100 X′/T) ±2.44 
(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4. If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of QC program for the labora-
tory, method accuracy for wastewater sam-
ples must be assessed and records must be 
maintained. After the analysis of five spiked 
wastewater samples as in Section 8.3, cal-
culate the average percent recovery (P̄) and 
the standard deviation of the percent recov-
ery (sp). Express the accuracy assessment as 

a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp = 10%, for example, 
the accuracy interval is expressed as 70– 
110%. Update the accuracy assessment for 
each parameter on a regular basis (e.g. after 
each five to ten new accuracy measure-
ments). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 8 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. Check the pH 
of the sample with wide-range pH paper and 
adjust to within the range of 5 to 9 with so-
dium hydroxide solution or sulfuric acid. 

10.2 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
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of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Sections 10.7 and 10.8 describe a pro-
cedure for exchanging the methylene chlo-
ride solvent to hexane while concentrating 
the extract volume to 1.0 mL. When it is not 
necessary to achieve the MDL in Table 2, the 
solvent exchange may be made by the addi-
tion of 50 mL of hexane and concentration to 
10 mL as described in Method 606, Sections 
10.7 and 10.8. 

10.7 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.8 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of methylene 
chloride. A 5-mL syringe is recommended for 
this operation. Add 1 to 2 mL of hexane and 
a clean boiling chip to the concentrator tube 
and attach a two-ball micro-Snyder column. 
Prewet the column by adding about 0.5 mL of 
hexane to the top. Place the micro-K-D appa-
ratus on a hot water bath (60 to 65 °C) so that 
the concentrator tube is partially immersed 
in the hot water. Adjust the vertical position 
of the apparatus and the water temperature 
as required to complete the concentration in 
5 to 10 min. At the proper rate of distillation 
the balls of the column will actively chatter 
but the chambers will not flood. When the 

apparent volume of liquid reaches 0.5 mL, re-
move the K-D apparatus and allow it to 
drain and cool for at least 10 min. 

10.9 Remove the micro-Snyder column 
and rinse its lower joint into the concen-
trator tube with a minimum amount of 
hexane. Adjust the extract volume to 1.0 mL. 
Stopper the concentrator tube and store re-
frigerated if further processing will not be 
performed immediately. If the extract will 
be stored longer than two days, it should be 
transferred to a Teflon-sealed screw-cap vial. 
If the sample extract requires no further 
cleanup, proceed with gas chromatographic 
analysis (Section 12). If the sample requires 
further cleanup, proceed to Section 11. 

10.10 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
the procedure below or any other appropriate 
procedure. However, the analyst first must 
demonstrate that the requirements of Sec-
tion 8.2 can be met using the method as re-
vised to incorporate the cleanup procedure. 

11.2 Florisil column cleanup: 
11.2.1 Prepare a slurry of 10 g of activated 

Florisil in methylene chloride/hexane 
(1+9)(V/V) and place the Florisil into a 
chromatographic column. Tap the column to 
settle the Florisil and add 1 cm of anhydrous 
sodium sulfate to the top. Adjust the elution 
rate to about 2 mL/min. 

11.2.2 Just prior to exposure of the sodium 
sulfate layer to the air, quantitatively trans-
fer the sample extract onto the column using 
an additional 2 mL of hexane to complete the 
transfer. Just prior to exposure of the so-
dium sulfate layer to the air, add 30 mL of 
methylene chloride/hexane (1 + 9)(V/V) and 
continue the elution of the column. Discard 
the eluate. 

11.2.3 Next, elute the column with 30 mL 
of acetone/methylene chloride (1 + 9)(V/V) 
into a 500-mL K-D flask equipped with a 10- 
mL concentrator tube. Concentrate the col-
lected fraction as in Sections 10.6, 10.7, 10.8, 
and 10.9 including the solvent exchange to 1 
mL of hexane. This fraction should contain 
the nitroaromatics and isophorone. Analyze 
by gas chromatography (Section 12). 

12. Gas Chromatography 

12.1 Isophorone and nitrobenzene are ana-
lyzed by injection of a portion of the extract 
into an FIDGC. The dinitrotoluenes are ana-
lyzed by a separate injection into an ECDGC. 
Table 1 summarizes the recommended oper-
ating conditions for the gas chromatograph. 
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Included in this table are retention times 
and MDL that can be achieved under these 
conditions. Examples of the separations 
achieved by Column 1 are shown in Figures 1 
and 2. Other packed or capillary (open-tubu-
lar) columns, chromatographic conditions, 
or detectors may be used if the requirements 
of Section 8.2 are met. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the same extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

12.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 9 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, the total 
extract volume, and the resulting peak size 
in area or peak height units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 10 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 7×MDL to 
1000×MDL. 10 

14.3 This method was tested by 18 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 1.0 to 515 μg/L. 11 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method detection limit (μg/L) 

Col. 1 Col. 2 ECDGC FIDGC 

Nitrobenzene ................................................................................. 3 .31 4 .31 13 .7 3 .6 
2,6-Dinitrotoluene .......................................................................... 3 .52 4 .75 0 .01 ¥ 

Isophorone .................................................................................... 4 .49 5 .72 15 .7 5 .7 
2,4-Dinitrotoluene .......................................................................... 5 .35 6 .54 0 .02 ¥ 

AAColumn 1 conditions: Gas-Chrom Q (80/100 mesh) coated with 1.95% QF–1/1.5% OV–17 packed in a 1.2 m long × 2 mm 
or 4 mm ID glass column. A 2 mm ID column and nitrogen carrier gas at 44 mL/min flow rate were used when determining 
isophorone and nitrobenzene by FIDGC. The column temperature was held isothermal at 85 °C. A 4 mm ID column and 10% 
methane/90% argon carrier gas at 44 mL/min flow rate were used when determining the dinitrotoluenes by ECDGC. The column 
temperature was held isothermal at 145 °C. 

AAColumn 2 conditions: Gas-Chrom Q (80/100 mesh) coated with 3% OV–101 packed in a 3.0 m long × 2 mm or 4 mm ID 
glass column. A 2 mm ID column and nitrogen carrier gas at 44 mL/min flow rate were used when determining isophorone and 
nitrobenzene by FIDGC. The column temperature was held isothermal at 100 °C. A 4 mm ID column and 10% methane/90% 
argon carrier gas at 44 mL/min flow rate were used when determining the dinitrotoluenes by ECDGC. The column temperature 
was held isothermal at 150 °C. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 609 

Parameter Test Conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps (%) 

2,4-Dinitrotoluene .............................................................................. 20 5 .1 3.6 –22.8 6–125 
2,6-Dinitrotoluene .............................................................................. 20 4 .8 3.8 –23.0 8–126 
Isophorone ........................................................................................ 100 32 .3 8.0 –100.0 D–117 
Nitrobenzene ..................................................................................... 100 33 .3 25.7 –100.0 6–118 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 
NOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 609 

Parameter Accuracy, as re-
covery, X′ (μg/L) 

Single analyst pre-
cision, sr′ (μg/L) 

Overall precision, 
S′ (μg/L) 

2,4-Dinitro- 
toluene ......................................................................................... 0.65C+0.22 0.20X̄+0.08 0.37X̄¥0.07 

2,6-Dinitro- 
toluene ......................................................................................... 0.66C+0.20 0.19X̄+0.06 0.36X̄¥0.00 

Isophorone ....................................................................................... 0.49C+2.93 0.28X̄+2.77 0.46X̄+0.31 
Nitrobenzene ................................................................................... 0.60C+2.00 0.25X̄+2.53 0.37X̄¥0.78 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 610—POLYNUCLEAR AROMATIC 
HYDROCARBONS 

1. Scope and Application 

1.1 This method covers the determination 
of certain polynuclear aromatic hydro-
carbons (PAH). The following parameters 
can be determined by this method: 

Parameter STORET No. CAS No. 

Acenaphthene ....................... 34205 83–32–9 
Acenaphthylene ..................... 34200 208–96–8 
Anthracene ............................ 34220 120–12–7 
Benzo(a)anthracene .............. 34526 56–55–3 
Benzo(a)pyrene ..................... 34247 50–32–8 
Benzo(b)fluoranthene ............ 34230 205–99–2 
Benzo(ghi)perylene ................ 34521 191–24–2 
Benzo(k)fluoranthene ............ 34242 207–08–9 
Chrysene ............................... 34320 218–01–9 
Dibenzo(a,h)anthracene ........ 34556 53–70–3 
Fluoranthene .......................... 34376 206–44–0 
Fluorene ................................. 34381 86–73–7 
Indeno(1,2,3-cd)pyrene ......... 34403 193–39–5 
Naphthalene .......................... 34696 91–20–3 
Phenanthrene ........................ 34461 85–01–8 
Pyrene ................................... 34469 129–00–0 

1.2 This is a chromatographic method ap-
plicable to the determination of the com-
pounds listed above in municipal and indus-
trial discharges as provided under 40 CFR 
136.1. When this method is used to analyze 
unfamiliar samples for any or all of the com-
pounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. Method 625 pro-
vides gas chromatograph/mass spectrometer 
(GC/MS) conditions appropriate for the qual-
itative and quantitative confirmation of re-
sults for many of the parameters listed 
above, using the extract produced by this 
method. 

1.3 This method provides for both high 
performance liquid chromatographic (HPLC) 
and gas chromatographic (GC) approaches 
for the determination of PAHs. The gas 
chromatographic procedure does not ade-
quately resolve the following four pairs of 
compounds: Anthracene and phenanthrene; 
chrysene and benzo(a)anthracene; 
benzo(b)fluoranthene and 
benzo(k)fluoranthene; and dibenzo(a,h) an-
thracene and indeno (1,2,3-cd)pyrene. Unless 
the purpose for the analysis can be served by 
reporting the sum of an unresolved pair, the 
liquid chromatographic approach must be 
used for these compounds. The liquid 
chromatographic method does resolve all 16 
of the PAHs listed. 

1.4 The method detection limit (MDL, de-
fined in Section 15.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.5 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 606, 608, 609, 611, and 612. 

Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 
procedures. Selection of the aliquots must be 
made prior to the solvent exchange steps of 
this method. The analyst is allowed the lati-
tude, under Sections 12 and 13, to select 
chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.6 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.7 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of HPLC and GC systems 
and in the interpretation of liquid and gas 
chromatograms. Each analyst must dem-
onstrate the ability to generate acceptable 
results with this method using the procedure 
described in Section 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and con-
centrated to a volume of 10 mL or less. The 
extract is then separated by HPLC or GC. Ul-
traviolet (UV) and fluorescence detectors are 
used with HPLC to identify and measure the 
PAHs. A flame ionization detector is used 
with GC. 2 

2.2 The method provides a silica gel col-
umn cleanup procedure to aid in the elimi-
nation of interferences that may be encoun-
tered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardward 
that lead to discrete artifacts and/or ele-
vated baselines in the chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
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substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedure in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

3.3 The extent of interferences that may 
be encountered using liquid chromatographic 
techniques has not been fully assessed. Al-
though the HPLC conditions described allow 
for a unique resolution of the specific PAH 
compounds covered by this method, other 
PAH compounds may interfere. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method have not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4-6 for 
the information of the analyst. 

4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: benzo(a)anthracene, 
benzo(a)pyrene, and dibenzo(a,h)-anthracene. 
Primary standards of these toxic compounds 
should be prepared in a hood. A NIOSH/ 
MESA approved toxic gas respirator should 
be worn when the analyst handles high con-
centrations of these toxic compounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 

with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.4 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.5 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.6 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.7 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.2.8 Chromatographic column—250 mm 
long × 10 mm ID, with coarse frit filter disc 
at bottom and Teflon stopcock. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 High performance liquid chro-
matograph (HPLC)—An analytical system 
complete with column supplies, high pres-
sure syringes, detectors, and compatible 
strip-chart recorder. A data system is rec-
ommended for measuring peak areas and re-
tention times. 

5.6.1 Gradient pumping system—Constant 
flow. 
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5.6.2 Reverse phase column—HC-ODS Sil- 
X, 5 micron particle diameter, in a 25 cm × 
2.6 mm ID stainless steel column (Perkin 
Elmer No. 089–0716 or equivalent). This col-
umn was used to develop the method per-
formance statements in Section 15. Guide-
lines for the use of alternate column 
packings are provided in Section 12.2. 

5.6.3 Detectors—Fluorescence and/or UV 
detectors. The fluorescence detector is used 
for excitation at 280 nm and emission greater 
than 389 nm cutoff (Corning 3–75 or equiva-
lent). Fluorometers should have dispersive 
optics for excitation and can utilize either 
filter or dispersive optics at the emission de-
tector. The UV detector is used at 254 nm 
and should be coupled to the fluorescence de-
tector. These detectors were used to develop 
the method performance statements in Sec-
tion 15. Guidelines for the use of alternate 
detectors are provided in Section 12.2. 

5.7 Gas chromatograph—An analytical 
system complete with temperature program-
mable gas chromatograph suitable for on- 
column or splitless injection and all required 
accessories including syringes, analytical 
columns, gases, detector, and strip-chart re-
corder. A data system is recommended for 
measuring peak areas. 

5.7.1 Column—1.8 m long × 2 mm ID glass, 
packed with 3% OV–17 on Chromosorb W-AW- 
DCMS (100/120 mesh) or equivalent. This col-
umn was used to develop the retention time 
data in Table 2. Guidelines for the use of al-
ternate column packings are provided in 
Section 13.3. 

5.7.2 Detector—Flame ionization detector. 
This detector has proven effective in the 
analysis of wastewaters for the parameters 
listed in the scope (Section 1.1), excluding 
the four pairs of unresolved compounds list-
ed in Section 1.3. Guidelines for the use of al-
ternate detectors are provided in Section 
13.3. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Cyclohexane, methanol, acetone, 

methylene chloride, pentane—Pesticide qual-
ity or equivalent. 

6.4 Acetonitrile—HPLC quality, distilled 
in glass. 

6.5 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h in 
a shallow tray. 

6.6 Silica gel—100/200 mesh, desiccant, 
Davison, grade-923 or equivalent. Before use, 
activate for at least 16 h at 130 °C in a shal-
low glass tray, loosely covered with foil. 

6.7 Stock standard solutions (1.00 μg/μL)— 
Stock standard solutions can be prepared 
from pure standard materials or purchased 
as certified solutions. 

6.7.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in acetoni-
trile and dilute to volume in a 10-mL volu-
metric flask. Larger volumes can be used at 
the convenience of the analyst. When com-
pound purity is assayed to be 96% or greater, 
the weight can be used without correction to 
calculate the concentration of the stock 
standard. Commercially prepared stock 
standards can be used at any concentration 
if they are certified by the manufacturer or 
by an independent source. 

6.7.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish liquid or gas 
chromatographic operating conditions equiv-
alent to those given in Table 1 or 2. The 
chromatographic system can be calibrated 
using the external standard technique (Sec-
tion 7.2) or the internal standard technique 
(Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
acetonitrile. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 5 to 25 μL for 
HPLC and 2 to 5 μL for GC, analyze each cali-
bration standard according to Section 12 or 
13, as appropriate. Tabulate peak height or 
area responses against the mass injected. 
The results can be used to prepare a calibra-
tion curve for each compound. Alternatively, 
if the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
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compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with acetonitrile. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 5 to 25 μL for 
HPLC and 2 to 5 μL for GC, analyze each cali-
bration standard according to Section 12 or 
13, as appropriate. Tabulate peak height or 
area responses against concentration for 
each compound and internal standard. Cal-
culate response factors (RF) for each com-
pound using Equation 1. 

RF =
( )( )
( )( )
A C

A C
s is

is s

Equation 1 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 

If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, the 
test must be repeated using a fresh calibra-
tion standard. Alternatively, a new calibra-
tion curve must be prepared for that com-
pound. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, 12.2, and 13.3) to improve the 
separations or lower the cost of measure-
ments. Each time such a modification is 
made to the method, the analyst is required 
to repeat the procedure in Section 8.2. 

8.1.3 Before processing any samples the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at the following con-
centrations in acetonitrile: 100 μg/mL of any 
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of the six early-eluting PAHs (naphthalene, 
acenaphthylene, acenaphthene, fluorene, 
phenanthrene, and anthracene); 5 μg/mL of 
benzo(k)fluoranthene; and 10 μg/mL of any of 
the other PAHs. The QC check sample con-
centrate must be obtained from the U.S. En-
vironmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at the test concentrations shown in 
Table 3 by adding 1.00 mL of QC check sam-
ple concentrate to each of four 1–L aliquots 
of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 3. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 3 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.2. 

8.2.6.2 Beginning with Section 8.2.2, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at the test con-
centration in Section 8.2.2 or 1 to 5 times 
higher than the background concentration 
determined in Section 8.3.2, whichever con-
centration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if 
none, (2) the larger of either 5 times higher 
than the expected background concentration 
or the test concentration in Section 8.2.2. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100 (A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 3. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than the 
test concentration in Section 8.2.2, the ana-
lyst must use either the QC acceptance cri-
teria in Table 3, or optional QC acceptance 
criteria calculated for the specific spike con-
centration. To calculate optional acceptance 
criteria for the recovery of a parameter: (1) 
Calculate accuracy (X′) using the equation in 
Table 4, substituting the spike concentration 
(T) for C; (2) calculate overall precision (S′) 
using the equation in Table 4, substituting X′ 
for X̄; (3) calculate the range for recovery at 
the spike concentration as (100 X′/T)±2.44(100 
S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
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that failed the critiera must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. If the entire list of parameters in Table 
3 must be measured in the sample in Section 
8.3, the probability that the analysis of a QC 
check standard will be required is high. In 
this case the QC check standard should be 
routinely analyzed with the spike sample. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 3. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄–2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 

spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 8 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. PAHs are known to be light 
sensitive; therefore, samples, extracts, and 
standards should be stored in amber or foil- 
wrapped bottles in order to minimize photo-
lytic decomposition. Fill the sample bottles 
and, if residual chlorine is present, add 80 mg 
of sodium thiosulfate per liter of sample and 
mix well. EPA Methods 330.4 and 330.5 may 
be used for measurement of residual chlo-
rine. 9 Field test kits are available for this 
purpose. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. 

10.2 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250– 
mL Erlenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 
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10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.7 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of methylene 
chloride. A 5-mL syringe is recommended for 
this operation. Stopper the concentrator 
tube and store refrigerated if further proc-
essing will not be performed immediately. If 
the extract will be stored longer than two 
days, it should be transferred to a Teflon- 
sealed screw-cap vial and protected from 
light. If the sample extract requires no fur-
ther cleanup, proceed with gas or liquid 
chromatographic analysis (Section 12 or 13). 
If the sample requires further cleanup, pro-
ceed to Section 11. 

10.8 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
the procedure below or any other appropriate 
procedure. However, the analyst first must 
demonstrate that the requirements of Sec-
tion 8.2 can be met using the methods as re-
vised to incorporate the cleanup procedure. 

11.2 Before the silica gel cleanup tech-
nique can be utilized, the extract solvent 
must be exchanged to cyclohexane. Add 1 to 
10 mL of the sample extract (in methylene 
chloride) and a boiling chip to a clean K-D 

concentrator tube. Add 4 mL of cyclohexane 
and attach a two-ball micro-Snyder column. 
Prewet the column by adding 0.5 mL of 
methylene chloride to the top. Place the 
micro-K-D apparatus on a boiling (100 °C) 
water bath so that the concentrator tube is 
partially immersed in the hot water. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete concentration in 5 to 10 min. At the 
proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood. When the apparent vol-
ume of the liquid reaches 0.5 mL, remove the 
K-D apparatus and allow it to drain and cool 
for at least 10 min. Remove the micro-Sny-
der column and rinse its lower joint into the 
concentrator tube with a minimum amount 
of cyclohexane. Adjust the extract volume to 
about 2 mL. 

11.3 Silica gel column cleanup for PAHs: 
11.3.1 Prepare a slurry of 10 g of activiated 

silica gel in methylene chloride and place 
this into a 10-mm ID chromatographic col-
umn. Tap the column to settle the silica gel 
and elute the methylene chloride. Add 1 to 2 
cm of anhydrous sodium sulfate to the top of 
the silica gel. 

11.3.2 Preelute the column with 40 mL of 
pentane. The rate for all elutions should be 
about 2 mL/min. Discard the eluate and just 
prior to exposure of the sodium sulfate layer 
to the air, transfer the 2-mL cyclohexane 
sample extract onto the column using an ad-
ditional 2 mL cyclohexane to complete the 
transfer. Just prior to exposure of the so-
dium sulfate layer to the air, add 25 mL of 
pentane and continue the elution of the col-
umn. Discard this pentane eluate. 

11.3.3 Next, elute the column with 25 mL 
of methylene chloride/pentane (4+6)(V/V) 
into a 500-mL K-D flask equipped with a 10- 
mL concentrator tube. Concentrate the col-
lected fraction to less than 10 mL as in Sec-
tion 10.6. When the apparatus is cool, remove 
the Snyder column and rinse the flask and 
its lower joint with pentane. Proceed with 
HPLC or GC analysis. 

12. High Performance Liquid Chromatography 

12.1 To the extract in the concentrator 
tube, add 4 mL of acetonitrile and a new 
boiling chip, then attach a two-ball micro- 
Snyder column. Concentrate the solvent as 
in Section 10.6, except set the water bath at 
95 to 100 °C. When the apparatus is cool, re-
move the micro-Snyder column and rinse its 
lower joint into the concentrator tube with 
about 0.2 mL of acetonitrile. Adjust the ex-
tract volume to 1.0 mL. 

12.2 Table 1 summarizes the recommended 
operating conditions for the HPLC. Included 
in this table are retention times, capacity 
factors, and MDL that can be achieved under 
these conditions. The UV detector is rec-
ommended for the determination of naph-
thalene, acenaphthylene, acenapthene, and 
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fluorene and the fluorescence detector is rec-
ommended for the remaining PAHs. Exam-
ples of the separations achieved by this 
HPLC column are shown in Figures 1 and 2. 
Other HPLC columns, chromatographic con-
ditions, or detectors may be used if the re-
quirements of Section 8.2 are met. 

12.3 Calibrate the system daily as de-
scribed in Section 7. 

12.4 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the instrument. 

12.5 Inject 5 to 25 μL of the sample extract 
or standard into the HPLC using a high pres-
sure syringe or a constant volume sample in-
jection loop. Record the volume injected to 
the nearest 0.1 μL, and the resulting peak 
size in area or peak height units. Re-equili-
brate the HPLC column at the initial gra-
dient conditions for at least 10 min between 
injections. 

12.6 Identify the parameters in the sample 
by comparing the retention time of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.7 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract with acetonitrile and reanalyze. 

12.8 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Gas Chromatography 

13.1 The packed column GC procedure will 
not resolve certain isomeric pairs as indi-
cated in Section 1.3 and Table 2. The liquid 
chromatographic procedure (Section 12) 
must be used for these parameters. 

13.2 To achieve maximum sensitivity with 
this method, the extract must be con-
centrated to 1.0 mL. Add a clean boiling chip 
to the methylene chloride extract in the con-
centrator tube. Attach a two-ball micro-Sny-
der column. Prewet the micro-Snyder col-
umn by adding about 0.5 mL of methylene 
chloride to the top. Place the micro-K-D ap-
paratus on a hot water bath (60 to 65 °C) so 
that the concentrator tube is partially im-
mersed in the hot water. Adjust the vertical 
position of the apparatus and the water tem-
perature as required to complete the con-
centration in 5 to 10 min. At the proper rate 
of distillation the balls will actively chatter 
but the chambers will not flood. When the 
apparent volume of liquid reaches 0.5 mL, re-

move the K-D apparatus and allow it to 
drain and cool for at least 10 min. Remove 
the micro-Snyder column and rinse its lower 
joint into the concentrator tube with a min-
imum amount of methylene chloride. Adjust 
the final volume to 1.0 mL and stopper the 
concentrator tube. 

13.3 Table 2 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times that were obtained under these 
conditions. An example of the separations 
achieved by this column is shown in Figure 
3. Other packed or capillary (open-tubular) 
columns, chromatographic conditions, or de-
tectors may be used if the requirements of 
Section 8.2 are met. 

13.4 Calibrate the gas chromatographic 
system daily as described in Section 7. 

13.5 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatograph. 

13.6 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 10 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, and the 
resulting peak size in area or peak height 
units. 

13.7 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

13.8 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

13.9 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

14. Calculations 

14.1 Determine the concentration of indi-
vidual compounds in the sample. 

14.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 
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Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

14.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

15. Method Performance 

15.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 11 
Similar results were achieved using rep-
resentative wastewaters. MDL for the GC ap-
proach were not determined. The MDL actu-
ally achieved in a given analysis will vary 
depending on instrument sensitivity and ma-
trix effects. 

15.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 8 × MDL 
to 800 × MDL 11 with the following exception: 
benzo(ghi)perylene recovery at 80 × and 800 × 
MDL were low (35% and 45%, respectively). 

15.3 This method was tested by 16 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 0.1 to 425 μg/L. 12 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 

Linear equations to describe these relation-
ships are presented in Table 4. 

REFERENCES 

1. 40 CFR part 136, appendix B. 
2. ‘‘Determination of Polynuclear Aro-

matic Hydrocarbons in Industrial and Munic-
ipal Wastewaters,’’ EPA 600/4–82–025, Na-
tional Technical Information Service, PB82– 
258799, Springfield, Virginia 22161, June 1982. 

3. ASTM Annual Book of Standards, Part 
31, D3694–78. ‘‘Standard Practices for Prepa-
ration of Sample Containers and for Preser-
vation of Organic Constituents,’’ American 
Society for Testing and Materials, Philadel-
phia. 

4. ‘‘Carcinogens—Working With Carcino-
gens,’’ Department of Health, Education, and 
Welfare, Public Health Service, Center for 
Disease Control, National Institute for Occu-
pational Safety and Health, Publication No. 
77–206, August 1977. 

5. ‘‘OSHA Safety and Health Standards, 
General Industry,’’ (29 CFR part 1910), Occu-
pational Safety and Health Administration, 
OSHA 2206 (Revised, January 1976). 

6. ‘‘Safety in Academic Chemistry Labora-
tories,’’ American Chemical Society Publica-
tion, Committee on Chemical Safety, 3rd 
Edition, 1979. 

7. Provost, L.P., and Elder, R.S. ‘‘Interpre-
tation of Percent Recovery Data,’’ American 
Laboratory, 15, 58–63 (1983). (The value 2.44 
used in the equation in Section 8.3.3 is two 
times the value 1.22 derived in this report.) 

8. ASTM Annual Book of Standards, Part 
31, D3370–76. ‘‘Standard Practices for Sam-
pling Water,’’ American Society for Testing 
and Materials, Philadelphia. 

9. ‘‘Methods 330.4 (Titrimetric, DPD-FAS) 
and 330.5 (Spectrophotometric, DPD) for 
Chlorine, Total Residual,’’ Methods for 
Chemical Analysis of Water and Wastes, 
EPA–600/4–79–020, U.S. Environmental Pro-
tection Agency, Environmental Monitoring 
and Support Laboratory, Cincinnati, Ohio 
45268, March 1979. 

10. Burke, J.A. ‘‘Gas Chromatography for 
Pesticide Residue Analysis; Some Practical 
Aspects,’’ Journal of the Association of Official 
Analytical Chemists, 48, 1037 (1965). 

11. Cole, T., Riggin, R., and Glaser, J. 
‘‘Evaluation of Method Detection Limits and 
Analytical Curve for EPA Method 610— 
PNAs,’’ International Symposium on 
Polynuclear Aromatic Hydrocarbons, 5th, 
Battelle’s Columbus Laboratories, Colum-
bus, Ohio (1980). 

12. ‘‘EPA Method Study 20, Method 610 
(PNA’s),’’ EPA 600/4–84–063, National Tech-
nical Information Service, PB84–211614, 
Springfield, Virginia 22161, June 1984. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00194 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166 E
C

15
N

O
91

.1
14

<
/M

A
T

H
>

E
C

15
N

O
91

.1
15

<
/M

A
T

H
>

er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



185 

Environmental Protection Agency Pt. 136, App. A, Meth. 610 

TABLE 1—HIGH PERFORMANCE LIQUID CHROMATOGRAPHY CONDITIONS AND METHOD DETECTION 
LIMITS 

Parameter Retention 
time (min) 

Column 
capacity 

factor (k′) 

Method 
detection 
limit (μg/ 

L) a 

Naphthalene ............................................................................................................................ 16 .6 12 .2 1 .8 
Acenaphthylene ....................................................................................................................... 18 .5 13 .7 2 .3 
Acenaphthene ......................................................................................................................... 20 .5 15 .2 1 .8 
Fluorene .................................................................................................................................. 21 .2 15 .8 0 .21 
Phenanthrene .......................................................................................................................... 22 .1 16 .6 0 .64 
Anthracene .............................................................................................................................. 23 .4 17 .6 0 .66 
Fluoranthene ........................................................................................................................... 24 .5 18 .5 0 .21 
Pyrene ..................................................................................................................................... 25 .4 19 .1 0 .27 
Benzo(a)anthracene ................................................................................................................ 28 .5 21 .6 0 .013 
Chrysene ................................................................................................................................. 29 .3 22 .2 0 .15 
Benzo(b)fluoranthene .............................................................................................................. 31 .6 24 .0 0 .018 
Benzo(k)fluoranthene .............................................................................................................. 32 .9 25 .1 0 .017 
Benzo(a)pyrene ....................................................................................................................... 33 .9 25 .9 0 .023 
Dibenzo(a,h)anthracene .......................................................................................................... 35 .7 27 .4 0 .030 
Benzo(ghi)perylene ................................................................................................................. 36 .3 27 .8 0 .076 
Indeno(1,2,3-cd)pyrene ........................................................................................................... 37 .4 28 .7 0 .043 

AAAHPLC column conditions: Reverse phase HC-ODS Sil-X, 5 micron particle size, in a 25 cm × 2.6 mm ID stainless steel 
column. Isocratic elution for 5 min. using acetonitrile/water (4+6), then linear gradient elution to 100% acetonitrile over 25 min. at 
0.5 mL/min flow rate. If columns having other internal diameters are used, the flow rate should be adjusted to maintain a linear 
velocity of 2 mm/sec. 

a The MDL for naphthalene, acenaphthylene, acenaphthene, and fluorene were determined using a UV detector. All others 
were determined using a fluorescence detector. 

TABLE 2—GAS CHROMATOGRAPHIC CONDITIONS 
AND RETENTION TIMES 

Parameter Retention 
time (min) 

Naphthalene ........................................................ 4 .5 
Acenaphthylene ................................................... 10 .4 
Acenaphthene ...................................................... 10 .8 
Fluorene ............................................................... 12 .6 
Phenanthrene ...................................................... 15 .9 
Anthracene .......................................................... 15 .9 
Fluoranthene ........................................................ 19 .8 
Pyrene ................................................................. 20 .6 
Benzo(a)anthracene ............................................ 24 .7 
Chrysene ............................................................. 24 .7 
Benzo(b)fluoranthene .......................................... 28 .0 

TABLE 2—GAS CHROMATOGRAPHIC CONDITIONS 
AND RETENTION TIMES—Continued 

Parameter Retention 
time (min) 

Benzo(k)fluoranthene .......................................... 28 .0 
Benzo(a)pyrene ................................................... 29 .4 
Dibenzo(a,h)anthracene ...................................... 36 .2 
Indeno(1,2,3-cd)pyrene ....................................... 36 .2 
Benzo(ghi)perylene .............................................. 38 .6 

GC Column conditions: Chromosorb W-AW-DCMS (100/120 
mesh) coated with 3% OV–17 packed in a 1.8 × 2 mm ID 
glass column with nitrogen carrier gas at 40 mL/min. flow rate. 
Column temperature was held at 100 °C for 4 min., then pro-
grammed at 8 °C/min. to a final hold at 280 °C. 

TABLE 3—QC ACCEPTANCE CRITERIA—METHOD 610 

Parameter Test conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps (%) 

Acenaphthene ....................................................................................... 100 40.3 D–105.7 D–124 
Acenaphthylene ..................................................................................... 100 45.1 22.1–112.1 D–139 
Anthracene ............................................................................................ 100 28.7 11.2–112.3 D–126 
Benzo(a)anthracene .............................................................................. 10 4.0 3.1–11.6 12–135 
Benzo(a)pyrene ..................................................................................... 10 4.0 0.2–11.0 D–128 
Benzo(b)fluor-anthene ........................................................................... 10 3.1 1.8–13.8 6–150 
Benzo(ghi)perylene ............................................................................... 10 2.3 D–10.7 D–116 
Benzo(k)fluo-ranthene ........................................................................... 5 2.5 D–7.0 D–159 
Chrysene ............................................................................................... 10 4.2 D–17.5 D–199 
Dibenzo(a,h)an-thracene ....................................................................... 10 2.0 0.3–10.0 D–110 
Fluoranthene ......................................................................................... 10 3.0 2.7–11.1 14–123 
Fluorene ................................................................................................ 100 43.0 D–119 D–142 
Indeno(1,2,3–cd)pyrene ........................................................................ 10 3.0 1.2–10.0 D–116 
Naphthalene .......................................................................................... 100 40.7 21.5–100.0 D–122 
Phenanthrene ........................................................................................ 100 37.7 8.4–133.7 D–155 
Pyrene ................................................................................................... 10 3.4 1.4–12.1 D–140 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 
NOTE: These criteria are based directly upon the method performance data in Table 4. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 4. 
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TABLE 4—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 610 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ 
(μg/L) 

Acenaphthene ......................................................................................................... 0.52C + 0.54 0.39X̄ + 0.76 0.53X̄ + 1.32 
Acenaphthylene ....................................................................................................... 0.69C ¥ 1.89 0.36X̄ + 0.29 0.42X̄ + 0.52 
Anthracene .............................................................................................................. 0.63C ¥ 1.26 0.23X̄ + 1.16 0.41X̄ + 0.45 
Benzo(a)anthracene ................................................................................................ 0.73C + 0.05 0.28X̄ + 0.04 0.34X̄ + 0.02 
Benzo(a)pyrene ....................................................................................................... 0.56C + 0.01 0.38X̄ ¥ 0.01 0.53X̄ ¥ 0.01 
Benzo(b)fluoranthene .............................................................................................. 0.78C + 0.01 0.21X̄ + 0.01 0.38X̄ ¥ 0.00 
Benzo(ghi)perylene ................................................................................................. 0.44C + 0.30 0.25X̄ + 0.04 0.58X̄ + 0.10 
Benzo(k)fluoranthene .............................................................................................. 0.59C + 0.00 0.44X̄ ¥ 0.00 0.69X̄ + 0.01 
Chrysene ................................................................................................................. 0.77C ¥ 0.18 0.32X̄ ¥ 0.18 0.66X̄ ¥ 0.22 
Dibenzo(a,h)anthracene .......................................................................................... 0.41C + 0.11 0.24X̄ + 0.02 0.45X̄ + 0.03 
Fluoranthene ........................................................................................................... 0.68C + 0.07 0.22X̄ + 0.06 0.32X̄ + 0.03 
Fluorene .................................................................................................................. 0.56C ¥ 0.52 0.44X̄ ¥ 1.12 0.63X̄ ¥ 0.65 
Indeno(1,2,3–cd)pyrene .......................................................................................... 0.54C + 0.06 0.29X̄ + 0.02 0.42X̄ + 0.01 
Naphthalene ............................................................................................................ 0.57C ¥ 0.70 0.39X̄ ¥ 0.18 0.41X̄ + 0.74 
Phenanthrene .......................................................................................................... 0.72C ¥ 0.95 0.29X̄ + 0.05 0.47X̄ ¥ 0.25 
Pyrene ..................................................................................................................... 0.69C ¥ 0.12 0.25X̄ + 0.14 0.42X̄ ¥ 0.00 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 611—HALOETHERS 

1. Scope and Application 

1.1 This method covers the determination 
of certain haloethers. The following param-
eters can be determined by this method: 

Parameter STORET 
No. CAS No. 

Bis(2-chloroethyl) ether ............. 34273 111–44–4 
Bis(2-chloroethoxy) methane .... 34278 111–91–1 
Bis(2-chloroisopropyl) ether ...... 34283 108–60–1 
4-Bromophenyl phenyl ether ..... 34636 101–55–3 
4-Chlorophenyl phenyl either .... 34641 7005–72–3 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes analytical conditions for a second 

gas chromatographic column that can be 
used to confirm measurements made with 
the primary column. Method 625 provides gas 
chromatograph/mass spectrometer (GC/MS) 
conditions appropriate for the qualitative 
and quantitative confirmation of results for 
all of the parameters listed above, using the 
extract produced by this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 606, 608, 609, and 612. 
Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 
procedures. The analyst is allowed the lati-
tude, under Section 12, to select 
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chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and ex-
changed to hexane during concentration to a 
volume of 10 mL or less. The extract is sepa-
rated by gas chromatography and the param-
eters are then measured with a halide spe-
cific detector. 2 

2.2 The method provides a Florisil column 
cleanup procedure to aid in the elimination 
of interferences that may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed be detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such a PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-

lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedure in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

3.3 Dichlorobenzenes are known to 
coelute with haloethers under some gas 
chromatographic conditions. If these mate-
rials are present together in a sample, it 
may be necessary to analyze the extract 
with two different column packings to com-
pletely resolve all of the compounds. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4-6 for 
the information of the analyst. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1-L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
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flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2-L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Chromatographic column—400 mm 
long × 19 mm ID, with Teflon stopcock and 
coarse frit filter disc at bottom (Kontes K– 
420540–0224 or equivalent). 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2°C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with temperature program-
mable gas chromatograph suitable for on- 
column injection and all required accessories 
including syringes, analytical columns, 
gases, detector, and strip-chart recorder. A 
data system is recommended for measuring 
peak areas. 

5.6.1 Column 1—1.8 m long × 2 mm ID 
glass, packed with 3% SP–1000 on 
Supelcoport (100/120 mesh) or equivalent. 
This column was used to develop the method 
performance statements in Section 14. 
Guidelines for the use of alternate column 
packings are provided in Section 12.1. 

5.6.2 Column 2—1.8 m long × 2 mm ID 
glass, packed with 2,6-diphenylene oxide 
polymer (60/80 mesh), Tenax, or equivalent. 

5.6.3 Detector—Halide specific detector: 
electrolytic conductivity or 
microcoulometric. These detectors have 
proven effective in the analysis of 
wastewaters for the parameters listed in the 
scope (Section 1.1). The Hall conductivity de-
tector was used to develop the method per-
formance statements in Section 14. Guide-
lines for the use of alternate detectors are 
provided in Section 12.1. Although less selec-
tive, an electron capture detector is an ac-
ceptable alternative. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Acetone, hexane, methanol, methylene 

chloride, petroleum ether (boiling range 30– 
60 °C)—Pesticide quality or equivalent. 

6.4 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.5 Florisil—PR Grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in the 
dark in glass containers with ground glass 
stoppers or foil-lined screw caps. Before use, 
activate each batch at least 16 h at 130 °C in 
a foil-covered glass container and allow to 
cool. 

6.6 Ethyl ether—Nanograde, redistilled in 
glass if necessary. 

6.6.1 Ethyl ether must be shown to be free 
of peroxides before it is used as indicated by 
EM Laboratories Quant test strips. (Avail-
able from Scientific Products Co., Cat. No. 
P1126–8, and other suppliers.) 

6.6.2 Procedures recommended for re-
moval of peroxides are provided with the test 
strips. After cleanup, 20 mL of ethyl alcohol 
preservative must be added to each liter of 
ether. 

6.7 Stock standard solutions (1.00 μg/μL)— 
Stock standard solutions can be prepared 
from pure standard materials or purchased 
as certified solutions. 

6.7.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in acetone 
and dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.7.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.8 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
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can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
hexane. One of the external standards should 
be at a concentration near, but above, the 
MDL (Table 1) and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with hexane. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 

If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 The cleanup procedure in Section 11 
utilizes Florisil column chromatography. 
Florisil from different batches or sources 
may vary in adsorptive capacity. To stand-
ardize the amount of Florisil which is used, 
the use of lauric acid value 7 is suggested. 
The referenced procedure determines the ad-
sorption from hexane solution of lauric acid 
(mg) per g of Florisil. The amount of Florisil 
to be used for each column is calculated by 
dividing 110 by this ratio and multiplying by 
20 g. 

7.6 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 
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8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 100 
μg/mL in acetone. The QC check sample con-
centrate must be obtained from the U.S. En-
vironmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 100 μg/L by adding 
1.00 mL of QC check sample concentrate to 
each of four 1–L aliquots of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 

found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. Locate and 
correct the source of the problem and repeat 
the test for all parameters of interest begin-
ning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1. The concentration of the spike in 
the sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 100 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
100 μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 8 If spiking was 
performed at a concentration lower than 100 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 2, or optional QC 
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acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 3, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 3, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)%. 8 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 m/L of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄–2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-

tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in rel-
evant performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 9 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. Fill the sample bottles and, 
if residual chlorine is present, add 80 mg of 
sodium thiosulfate per liter of sample and 
mix well. EPA Methods 330.4 and 330.5 may 
be used for measurement of residual chlo-
rine. 10 Field test kits are available for this 
purpose. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2-L separatory funnel. 

10.2 Add 60 mL methylene chloride to the 
sample bottle, seal, and shake 30 s to rinse 
the inner surface. Transfer the solvent to the 
separatory funnel and extract the sample by 
shaking the funnel for 2 min with periodic 
venting to release excess pressure. Allow the 
organic layer to separate from the water 
phase for a minimum of 10 min. If the emul-
sion interface between layers is more than 
one-third the volume of the solvent layer, 
the analyst must employ mechanical tech-
niques to complete the phase separation. The 
optimum technique depends upon the sam-
ple, but may include stirring, filtration of 
the emulsion through glass wool, centrifuga-
tion, or other physical methods. Collect the 
methylene chloride extract in a 250-mL Er-
lenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
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combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

NOTE: Some of the haloethers are very 
volatile and significant losses will occur in 
concentration steps if care is not exercised. 
It is important to maintain a constant 
gentle evaporation rate and not to allow the 
liquid volume to fall below 1 to 2 mL before 
removing the K-D apparatus from the hot 
water bath. 

10.7 Momentarily remove the Snyder col-
umn, add 50 mL of hexane and a new boiling 
chip, and reattach the Snyder column. Raise 
the temperature of the water bath to 85 to 90 
°C. Concentrate the extract as in Section 
10.6, except use hexane to prewet the column. 
The elapsed time of concentration should be 
5 to 10 min. 

10.8 Remove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of hexane. A 5-mL 
syringe is recommended for this operation. 
Stopper the concentrator tube and store re-
frigerated if further processing will not be 
performed immediately. If the extract will 
be stored longer than two days, it should be 
transferred to a Teflon-sealed screw-cap vial. 
If the sample extract requires no further 
cleanup, proceed with gas chromatographic 
analysis (Section 12). If the sample requires 
further cleanup, proceed to Section 11. 

10.9 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 

mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
the procedure below or any other appropriate 
procedure. However, the analyst first must 
demonstrate that the requirements of Sec-
tion 8.2 can be met using the method as re-
vised to incorporate the cleanup procedure. 

11.2 Florisil column cleanup for 
haloethers: 

11.2.1 Adjust the sample extract volume 
to 10 mL. 

11.2.2 Place a weight of Florisil (nomi-
nally 20 g) predetermined by calibration 
(Section 7.5), into a chromatographic col-
umn. Tap the column to settle the Florisil 
and add 1 to 2 cm of anhydrous sodium sul-
fate to the top. 

11.2.3 Preelute the column with 50 to 60 
mL of petroleum ether. Discard the eluate 
and just prior to exposure of the sodium sul-
fate layer to the air, quantitatively transfer 
the sample extract onto the column by de-
cantation and subsequent petroleum ether 
washings. Discard the eluate. Just prior to 
exposure of the sodium sulfate layer to the 
air, begin eluting the column with 300 mL of 
ethyl ether/petroleum ether (6+94) (V/V). Ad-
just the elution rate to approximately 5 mL/ 
min and collect the eluate in a 500-mL K-D 
flask equipped with a 10-mL concentrator 
tube. This fraction should contain all of the 
haloethers. 

11.2.4 Concentrate the fraction as in Sec-
tion 10.6, except use hexane to prewet the 
column. When the apparatus is cool, remove 
the Snyder column and rinse the flask and 
its lower joint into the concentrator tube 
with hexane. Adjust the volume of the 
cleaned up extract to 10 mL with hexane and 
analyze by gas chromatography (Section 12). 

12. Gas Chromatography 

12.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Examples of the sep-
arations achieved by Columns 1 and 2 are 
shown in Figures 1 and 2, respectively. Other 
packed or capillary (open-tubular) columns, 
chromatographic conditions, or detectors 
may be used if the requirements of Section 
8.2 are met. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed thoroughly immediately before injec-
tion into the gas chromatrograph. 
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12.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush technique. 11 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, the total 
extract volume, and the resulting peak size 
in area or peak height units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weight heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 
Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 

Is=Amount of internal standard added to 
each extract (μg). 

Vo=Volume of water extracted (L). 
13.2 Report results in μg/L without correc-

tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 12 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 4 × MDL 
to 1000 × MDL. 12 

14.3 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 1.0 to 626 μ/L. 12 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHODS DETECTION LIMITS 

Parameters 
Retention time (min) Method 

detection 
limit (μ/L) Column 1 Column 2 

Bis(2-chloroisopropyl) ether ...................................................................................................... 8 .4 9 .7 0 .8 
Bis(2-chloroethyl) ether ............................................................................................................. 9 .3 9 .1 0 .3 
Bis(2-chloroethoxy) methane .................................................................................................... 13 .1 10 .0 0 .5 
4-Chlorophenyl ether ................................................................................................................. 19 .4 15 .0 3 .9 
4-Bromophenyl phenyl ether ..................................................................................................... 21 .2 16 .2 2 .3 

AColumn 1 conditions: Supelcoport (100/120 mesh) coated with 3% SP–1000 packed in a 1.8 m long × 2 mm ID glass column 
with helium carrier gas at 40 mL/min. flow rate. Column temperature held at 60 °C for 2 min. after injection then programmed at 
8 °C/min. to 230 °C and held for 4 min. Under these conditions the retention time for Aldrin is 22.6 min. 

AColumn 2 conditions: Tenax-GC (60/80 mesh) packed in a 1.8 m long × 2mm ID glass column with helium carrier gas at 40 
mL/min. flow rate. Column temperature held at 150 °C for 4 min. after injection then programmed at 16 °C/min. to 310 °C. Under 
these conditions the retention time for Aldrin is 18.4 min. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 611 

Parameter Test conc. 
(μg/L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps per-

cent 

Bis (2-chloroethyl)ether ....................................................................... 100 26 .3 26.3–136.8 11–152 
Bis (2-chloroethoxy)methane .............................................................. 100 25 .7 27.3–115.0 12–128 
Bis (2-chloroisopropyl)ether ................................................................ 100 32 .7 26.4–147.0 9–165 
4-Bromophenyl phenyl ether ............................................................... 100 39 .3 7.6 –167.5 D–189 
4-Chlorophenyl phenyl ether ............................................................... 100 30 .7 15.4–152.5 D–170 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 

NOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-
ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 611 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Bis(2-chloroethyl) ether ..................................................................................... 0.81C+0.54 0.19X̄+0.28 0.35X̄+0,36 
Bis(2-chloroethoxy) methane ............................................................................ 0.71C+0.13 0.20X̄+0.15 0.33X̄+0.11 
Bis(2-chloroisopropyl) ether .............................................................................. 0.85C+1.67 0.20X̄+1.05 0.36X̄+0.79 
4–Bromophenyl phenyl ether ............................................................................ 0.85C+2.55 0.25X̄+0.21 0.47X̄+0.37 
4–Chlorophenyl phenyl ether ............................................................................ 0.82C+1.97 0.18X̄+2.13 0.41X̄+0.55 

X′ = Expected recovery for one or more measuremelts of a sample containing a concentration of C, in μg/L. 
sr′ = Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′ = Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C =True value for the concentration, in μg/L. 
X̄ = Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
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METHOD 612—CHLORINATED HYDROCARBONS 

1. Scope and Application 

1.1 This method covers the determination 
of certain chlorinated hydrocarbons. The fol-
lowing parameters can be determined by this 
method: 

Parameter STORET 
No. CAS No. 

2-Chloronaphthalene ....................... 34581 91–58–7 
1,2-Dichlorobenzene ....................... 34536 95–50–1 
1,3-Dichlorobenzene ....................... 34566 541–73–1 
1,4-Dichlorobenzene ....................... 34571 106–46–7 
Hexachlorobenzene ........................ 39700 118–74–1 
Hexachlorobutadiene ...................... 34391 87–68–3 
Hexachlorocyclopentadiene ............ 34386 77–47–4 
Hexachloroethane ........................... 34396 67–72–1 
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Parameter STORET 
No. CAS No. 

1,2,4-Trichlorobenzene ................... 34551 120–82–1 

1.2 This is a gas chromatographic (GC) 
method applicable to the determination of 
the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. When this method is used to ana-
lyze unfamiliar samples for any or all of the 
compounds above, compound identifications 
should be supported by at least one addi-
tional qualitative technique. This method 
describes a second gas chromatographic col-
umn that can be used to confirm measure-
ments made with the primary column. Meth-
od 625 provides gas chromatograph/mass 
spectrometer (GC/MS) conditions appro-
priate for the qualitative and quantitative 
confirmation of results for all of the param-
eters listed above, using the extract pro-
duced by this method. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.4 The sample extraction and concentra-
tion steps in this method are essentially the 
same as in Methods 606, 608, 609, and 611. 
Thus, a single sample may be extracted to 
measure the parameters included in the 
scope of each of these methods. When clean-
up is required, the concentration levels must 
be high enough to permit selecting aliquots, 
as necessary, to apply appropriate cleanup 
procedures. The analyst is allowed the lati-
tude, under Section 12, to select 
chromatographic conditions appropriate for 
the simultaneous measurement of combina-
tions of these parameters. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph and 
in the interpretation of gas chromatograms. 
Each analyst must demonstrate the ability 
to generate acceptable results with this 
method using the procedure described in Sec-
tion 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is extracted with meth-
ylene chloride using a separatory funnel. The 
methylene chloride extract is dried and ex-
changed to hexane during concentration to a 
volume of 10 mL or less. The extract is sepa-
rated by gas chromatography and the param-
eters are then measured with an electron 
capture detector. 2 

2.2 The method provides a Florisil column 
cleanup procedure to aid in the elimination 
of interferences that may be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in gas chromatograms. All of 
these materials must be routinely dem-
onstrated to be free from interferences under 
the conditions of the analysis by running 
laboratory reagent blanks as described in 
Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. The cleanup procedure in Section 
11 can be used to overcome many of these 
interferences, but unique samples may re-
quire additional cleanup approaches to 
achieve the MDL listed in Table 1. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
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personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4-6 for 
the information of the analyst. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1cL or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, approximately 400 mm long × 19 mm 
ID, with coarse frit filter disc. 

5.2.3 Chromatographic column—300 long × 
10 mm ID, with Teflon stopcock and coarse 
frit filter disc at bottom. 

5.2.4 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.5 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.6 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.7 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 Gas chromatograph—An analytical 
system complete with gas chromatograph 

suitable for on-column injection and all re-
quired accessories including syringes, ana-
lytical columns, gases, detector, and strip- 
chart recorder. A data system is rec-
ommended for measuring peak areas. 

5.6.1 Column 1—1.8 m long × 2 mm ID 
glass, packed with 1% SP–1000 on 
Supelcoport (100/120 mesh) or equivalent. 
Guidelines for the use of alternate column 
packings are provide in Section 12.1. 

5.6.2 Column 2—1.8 m long ×2 mm ID glass, 
packed with 1.5% OV–1/2.4% OV–225 on 
Supelcoport (80/100 mesh) or equivalent. This 
column was used to develop the method per-
formance statements in Section 14. 

5.6.3 Detector—Electron capture detector. 
This detector has proven effective in the 
analysis of wastewaters for the parameters 
listed in the scope (Section 1.1), and was used 
to develop the method performance state-
ments in Section 14. Guidelines for the use of 
alternate detectors are provided in Section 
12.1. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Acetone, hexane, isooctane, methanol, 
methylene chloride, petroleum ether (boiling 
range 30 to 60 °C)—Pesticide quality or equiv-
alent. 

6.3 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify heating at 400 °C for 4 h in a 
shallow tray. 

6.4 Florisil—PR grade (60/100 mesh). Pur-
chase activated at 1250 °F and store in the 
dark in glass containers with ground glass 
stoppers or foil-lined screw caps. Before use, 
activate each batch at least 16 h at 130 °C in 
a foil-covered glass container and allow to 
cool. 

6.5 Stock standard solution (1.00 μg/μL)— 
Stock standard solutions can be prepared 
from pure standard materials or purchased 
as certified solutions. 

6.5.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in isooctane 
and dilute to volume in a 120-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight can be used without correction to cal-
culate the concentration of the stock stand-
ard. Commercially prepared stock standards 
can be used at any concentration if they are 
certified by the manufacturer or by an inde-
pendent source. 

6.5.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 
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6.5.3 Stock standard solutions must be re-
placed after six months, or sooner if 
comparision with check standards indicates 
a problem. 

6.6 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating conditions equivalent to those given in 
Table 1. The gas chromatographic system 
can be calibrated using the external standard 
technique (Section 7.2) or the internal stand-
ard technique (Section 7.3). 

7.2 External standard calibration proce-
dure: 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask and diluting to volume with 
isooctane. One of the external standards 
should be at a concentration near, but above, 
the MDL (Table 1) and the other concentra-
tions should correspond to the expected 
range of concentrations found in real sam-
ples or should define the working range of 
the detector. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against the mass injected. The re-
sults can be used to prepare a calibration 
curve for each compound. Alternatively, if 
the ratio of response to amount injected 
(calibration factor) is a constant over the 
working range (<10% relative standard devi-
ation, RSD), linearity through the origin can 
be assumed and the average ratio or calibra-
tion factor can be used in place of a calibra-
tion curve. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select one or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Because of 
these limitations, no internal standard can 
be suggested that is applicable to all sam-
ples. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding vol-
umes of one or more stock standards to a 
volumetric flask. To each calibration stand-
ard, add a known constant amount of one or 
more internal standards, and dilute to vol-
ume with isooctane. One of the standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the detec-
tor. 

7.3.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 12 and tabulate peak height or area re-
sponses against concentration for each com-
pound and internal standard. Calculate re-
sponse factors (RF) for each compound using 
Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 

If the RF value over the working range is a 
constant (<10% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve, cali-
bration factor, or RF must be verified on 
each working day by the measurement of one 
or more calibration standards. If the re-
sponse for any parameter varies from the 
predicted response by more than ±15%, a new 
calibration curve must be prepared for that 
compound. 

7.5 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When the results of 
sample spikes indicate atypical method per-
formance, a quality control check standard 
must be analyzed to confirm that the meas-
urements were performed in an in-control 
mode of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 
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8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.4, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such modification is made to the 
method, the analyst is required to repeat the 
procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples to monitor and evaluate lab-
oratory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at the following con-
centrations in acetone: Hexachloro-sub-
stituted parameters, 10 μg/mL; any other 
chlorinated hydrocarbon, 100 μg/mL. The QC 
check sample concentrate must be obtained 
from the U.S. Environmental Protection 
Agency, Environmental Monitoring and Sup-
port Laboratory in Cincinnati, Ohio, if avail-
able. If not available from that source, the 
QC check sample concentrate must be ob-
tained from another external source. If not 
available from either source above, the QC 
check sample concentrate must be prepared 
by the laboratory using stock standards pre-
pared independently from those used for cali-
bration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at the test concentrations shown in 
Table 2 by adding 1.00 mL of QC check sam-
ple concentrate to each of four 1–L aliquots 
of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-

covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 2. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 2 presents a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.2. 

8.2.6.2 Beginning with Section 8.2.2, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spike 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at the test con-
centration in Section 8.2.2 or 1 to 5 times 
higher than the background concentration 
determined in Section 8.3.2, whichever con-
centration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
by (2) the larger of either 5 times higher than 
the expected background concentration or 
the test concentration in Section 8.2.2. 
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8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. In necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100 (A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 2. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than the 
test concentration in Section 8.2.2, the ana-
lyst must use either the QC acceptance cri-
teria in Table 2, or optional QC acceptance 
criteria calculated for the specific spike con-
centration. To calculate optional acceptance 
criteria for the recovery of a parameter: (1) 
Calculate accuracy (X′) using the equation in 
Table 3, substituting the spike concentration 
(T) for C; (2) calculate overall precision (S′) 
using the equation in Table 3, substituting X′ 
for X̄; (3) calculate the range for recovery at 
the spike concentration as (100 X′/T) ±2.44 
(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4. If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Sections 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (Ps) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 2. Only 
parameters that failed the test in Section 8.3 

need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P¥2sp to 
P+2sp. If P=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment for each pa-
rameter on a regular basis (e.g. after each 
five to ten new accuracy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. When doubt exists 
over the identification of a peak on the chro-
matogram, confirmatory techniques such as 
gas chromatography with a dissimilar col-
umn, specific element detector, or mass 
spectrometer must be used. Whenever pos-
sible, the laboratory should analyze standard 
reference materials and participate in 
relevent performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 8 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. 
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10.2 Add 60 mL of methylele chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.3 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.4 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.5 Pour the combined extract through a 
solvent-rinsed drying column containing 
about 10 cm of anhydrous sodium sulfate, 
and collect the extract in the K-D concen-
trator. Rinse the Erlenmeyer flask and col-
umn with 20 to 30 mL of methylene chloride 
to complete the quantitative transfer. 

10.6 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 to 2 mL, remove the K-D apparatus and 
allow it to drain and cool for at least 10 min. 

NOTE: The dichloribenzenes have a suffi-
ciently high volatility that significant losses 
may occur in concentration steps if care is 
not exercised. It is important to maintain a 
constant gentle evaporation rate and not to 
allow the liquid volume to fall below 1 to 2 
mL before removing the K-D apparatus from 
the hot water bath. 

10.7 Momentarily remove the Snyder col-
umn, add 50 mL of hexane and a new boiling 
chip, and reattach the Snyder column. Raise 
the tempeature of the water bath to 85 to 90 

°C. Concentrate the extract as in Section 
10.6, except use hexane to prewet the column. 
The elapsed time of concentration should be 
5 to 10 min. 

10.8 Romove the Snyder column and rinse 
the flask and its lower joint into the concen-
trator tube with 1 to 2 mL of hexane. A 5-mL 
syringe is recommended for this operation. 
Stopper the concentrator tube and store re-
frigerated if further processing will not be 
performed immediately. If the extract will 
be stored longer than two days, it should be 
transferred to a Teflon-sealed screw-cap vial. 
If the sample extract requires no further 
cleanup, proceed with gas chromatographic 
analysis (Section 12). If the sample requires 
further cleanup, proceed to Section 11. 

10.9 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
the procedure below or any other appropriate 
procedure. However, the analyst first must 
demonstrate that the requirements of Sec-
tion 8.2 can be met using the method as re-
vised to incorporate the cleanup procedure. 

11.2 Florisil column cleanup for 
chlorinated hydrocarbons: 

11.2.1 Adjust the sample extract to 10 mL 
with hexane. 

11.2.2 Place 12 g of Florisil into a 
chromatographic column. Tap the column to 
settle the Florisil and add 1 to 2 cm of anhy-
drous sodium sulfate to the top. 

11.2.3 Preelute the column with 100 mL of 
petroleum ether. Discard the eluate and just 
prior to exposure of the sodium sulfate layer 
to the air, quantitatively transfer the sam-
ple extract onto the column by decantation 
and subsequent petroleum ether washings. 
Discard the eluate. Just prior to exposure of 
the sodium sulfate layer to the air, begin 
eluting the column with 200 mL of petroleum 
ether and collect the eluate in a 500-mL K-D 
flask equipped with a 10-mL concentrator 
tube. This fraction should contain all of the 
chlorinated hydrocarbons. 

11.2.4 Concentrate the fraction as in Sec-
tion 10.6, except use hexane to prewet the 
column. When the apparatus is cool, remove 
the Snyder column and rinse the flask and 
its lower joint into the concentrator tube 
with hexane. Analyze by gas chroma-
tography (Section 12). 
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12. Gas Chromatography 

12.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Examples of the sep-
arations achieved by Columl 2 are shown in 
Figures 1 and 2. Other packed or capillary 
(open-tubular) columns, chromatographic 
conditions, or detectors may be used if the 
requirements of Section 8.2 are met. 

12.2 Calibrate the system daily as de-
scribed in Section 7. 

12.3 If the internal standard calibration 
procedure is being used, the internal stand-
ard must be added to the sample extract and 
mixed throughly immediately before injec-
tion into the gas chromatograph. 

12.4 Inject 2 to 5 μL of the sample extract 
or standard into the gas chromatograph 
using the solvent-flush techlique. 9 Smaller 
(1.0 μL) volumes may be injected if auto-
matic devices are employed. Record the vol-
ume injected to the nearest 0.05 μL, the total 
extract volume, and the resulting peak size 
in area or peak height units. 

12.5 Identify the parameters in the sample 
by comparing the retention times of the 
peaks in the sample chromatogram with 
those of the peaks in standard 
chromatograms. The width of the retention 
time window used to make identifications 
should be based upon measurements of ac-
tual retention time variations of standards 
over the course of a day. Three times the 
standard deviation of a retention time for a 
compound can be used to calculate a sug-
gested window size; however, the experience 
of the analyst should weigh heavily in the 
interpretation of chromatograms. 

12.6 If the response for a peak exceeds the 
working range of the system, dilute the ex-
tract and reanalyze. 

12.7 If the measurement of the peak re-
sponse is prevented by the presence of inter-
ferences, further cleanup is required. 

13. Calculations 

13.1 Determine the concentration of indi-
vidual compounds in the sample. 

13.1.1 If the external standard calibration 
procedure is used, calculate the amount of 
material injected from the peak response 
using the calibration curve or calibration 
factor determined in Section 7.2.2. The con-
centration in the sample can be calculated 
from Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
A=Amount of material injected (ng). 

Vi=Volume of extract injected (μL). 
Vt=Volume of total extract (μL). 
Vs=Volume of water extracted (mL). 

13.1.2 If the internal standard calibration 
procedure is used, calculate the concentra-
tion in the sample using the response factor 
(RF) determined in Section 7.3.2 and Equa-
tion 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Response for the parameter to be meas-

ured. 
Ais=Response for the internal standard. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 10 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method has been tested for lin-
earity of spike recovery from reagent water 
and has been demonstrated to be applicable 
over the concentration range from 4×MDL to 
1000×MDL. 10 

14.3 This method was tested by 20 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 1.0 to 356 μg/L. 11 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND METHOD DETECTION LIMITS 

Parameter 
Retention time (min) Method de-

tection limit 
(μg/L) Column 1 Column 2 

1,3-Dichlorobenzene ..................................................................................................... 4.5 6.8 1.19 
Hexachloroethane ......................................................................................................... 4.9 8.3 0.03 
1,4-Dichlorobenzene ..................................................................................................... 5.2 7.6 1.34 
1,2-Dichlorobenzene ..................................................................................................... 6.6 9.3 1.14 
Hexachlorobutadiene ..................................................................................................... 7.7 20.0 0.34 
1,2,4-Trichlorobenzene .................................................................................................. 15.5 22.3 0.05 
Hexachlorocyclopentadiene .......................................................................................... nd c 16.5 0.40 
2-Chloronaphthalene ..................................................................................................... a 2.7 b 3.6 0.94 
Hexachlorobenzene ....................................................................................................... a 5.6 b 10.1 0.05 

Column 1 conditions: Supelcoport (100/120 mesh) coated with 1% SP–1000 packed in a 1.8 m × 2 mm ID glass column with 
5% methane/95% argon carrier gas at 25 mL/min. flow rate. Column temperature held isothermal at 65 °C, except where other-
wise indicated. 

Column 2 conditions: Supelcoport (80/100 mesh) coated with 1.5% OV–1/2.4% OV–225 packed in a 1.8 m × 2 mm ID glass 
column with 5% methane/95% argon carrier gas at 25 mL/min. flow rate. Column temperature held isothermal at 75 °C, except 
where otherwise indicated. 

nd=Not determined. 
a 150 °C column temperature. 
b 165 °C column temperature. 
c 100 °C column temperature. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 612 

Parameter 
Test 

conc. (μg/ 
L) 

Limit for s 
(μg/L) 

Range for X̄ 
(μg/L) 

Range for 
P, Ps 

(percent) 

2-Chloronaphthalene ......................................................................................... 100 37.3 29.5–126.9 9–148 
1,2-Dichlorobenzene ......................................................................................... 100 28.3 23.5–145.1 9–160 
1,3-Dichlorobenzene ......................................................................................... 100 26.4 7.2–138.6 D–150 
1,4-Dichlorobenzene ......................................................................................... 100 20.8 22.7–126.9 13–137 
Hexachlorobenzene .......................................................................................... 10 2.4 2.6–14.8 15–159 
Hexachlorobutadiene ........................................................................................ 10 2.2 D–12.7 D–139 
Hexachlorocyclopentadiene .............................................................................. 10 2.5 D–10.4 D–111 
Hexachloroethane ............................................................................................. 10 3.3 2.4–12.3 8–139 
1,2,4-Trichlorobenzene ..................................................................................... 100 31.6 20.2–133.7 5–149 

s=Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 
NOTE: These criteria are based directly upon the method performance data in Table 3. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 3. 
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TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 612 

Parameter 
Acccuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

2-Chloronaphthalene ......................................................................................... 0.75C+3.21 0.28X̄¥1.17 0.38X̄¥1.39 
1,2-Dichlorobenzene ......................................................................................... 0.85C¥0.70 0.22X̄¥2.95 0.41X̄¥3.92 
1,3-Dichlorobenzene ......................................................................................... 0.72C+0.87 0.21X̄¥1.03 0.49X̄¥3.98 
1,4-Dichlorobenzene ......................................................................................... 0.72C+2.80 0.16X̄¥0.48 0.35X̄¥0.57 
Hexachlorobenzene ........................................................................................... 0.87C¥0.02 0.14X̄+0.07 0.36X̄¥0.19 
Hexachlorobutadiene ......................................................................................... 0.61C+0.03 0.18X̄+0.08 0.53X̄¥0.12 
Hexachlorocyclopentadiene a ............................................................................ 0.47C 0.24X̄ 0.50X̄ 
Hexachloroethane ............................................................................................. 0.74C¥0.02 0.23X̄+0.07 0.36X̄¥0.00 
1,2,4-Trichlorobenzene ...................................................................................... 0.76C+0.98 0.23X̄¥0.44 0.40X̄¥1.37 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
a Estimates based upon the performance in a single laboratory. 12 
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METHOD 613—2,3,7,8-TETRACHLORODIBENZO-P- 
DIOXIN 

1. Scope and Application 

1.1 This method covers the determination 
of 2,3,7,8-tetrachlorodibenzo-p-dioxin (2,3,7,8- 
TCDD). The following parameter may be de-
termined by this method: 

Parameter STORET 
No. GAS No. 

2,3,7,8-TCDD ................................ 34675 1746–01–6 

1.2 This is a gas chromatographic/mass 
spectrometer (GC/MS) method applicable to 
the determination of 2,3,7,8–TCDD in munic-
ipal and industrial discharges as provided 
under 40 CFR 136.1. Method 625 may be used 
to screen samples for 2,3,7,8–TCDD. When the 
screening test is positive, the final quali-
tative confirmation and quantification must 
be made using Method 613. 

1.3 The method detection limit (MDL, de-
fined in Section 14.1) 1 for 2,3,7,8–TCDD is 
listed in Table 1. The MDL for a specific 
wastewater may be different from that list-
ed, depending upon the nature of inter-
ferences in the sample matrix. 

1.4 Because of the extreme toxicity of this 
compound, the analyst must prevent expo-
sure to himself, of to others, by materials 
knows or believed to contain 2,3,7,8–TCDD. 
Section 4 of this method contains guidelines 
and protocols that serve as minimum safe- 
handling standards in a limited-access lab-
oratory. 

1.5 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph/ 
mass spectrometer and in the interpretation 
of mass spectra. Each analyst must dem-
onstrate the ability to generate acceptable 
results with this method using the procedure 
described in Section 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, ap-
proximately 1–L, is spiked with an internal 
standard of labeled 2,3,7,8–TCDD and ex-
tracted with methylene chloride using a 
separatory funnel. The methylene chloride 
extract is exchanged to hexane during con-
centration to a volume of 1.0 mL or less. The 
extract is then analyzed by capillary column 
GC/MS to separate and measure 2,3,7,8– 
TCDD. 2,3 

2.2 The method provides selected column 
chromatographic cleanup proceudres to aid 
in the elimination of interferences that may 
be encountered. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated backgrounds at the masses (m/z) mon-
itored. All of these materials must be rou-
tinely demonstrated to be free from inter-
ferences under the conditions of the analysis 
by running laboratory reagent blanks as de-
scribed in Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 4 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by the treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thorough rinsing with such solvents usually 
eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to mininmize interference 
problems. Purification of solvents by dis-
tillation in all-glass systems may be re-
quired. 

3.2 Matrix interferences may be caused by 
contaminants that are coextracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. 2,3,7,8–TCDD is often associated 
with other interfering chlorinated com-
pounds which are at concentrations several 
magnitudes higher than that of 2,3,7,8–TCDD. 
The cleanup producers in Section 11 can be 
used to overcome many of these inter-
ferences, but unique samples may require ad-
ditional cleanup approaches 1,5M7 to elimi-
nate false positives and achieve the MDL 
listed in Table 1. 

3.3 The primary column, SP–2330 or equiv-
alent, resolves 2,3,7,8–TCDD from the other 
21 TCDD insomers. Positive results using 
any other gas chromatographic column must 
be confirmed using the primary column. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
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the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 8-10 for 
the information of the analyst. Benzene and 
2,3,7,8–TCDD have been identified as sus-
pected human or mammalian carcinogens. 

4.2 Each laboratory must develop a strict 
safety program for handling 2,3,7,8–TCDD. 
The following laboratory practices are rec-
ommended: 

4.2.1 Contamination of the laboratory will 
be minimized by conducting all manipula-
tions in a hood. 

4.2.2 The effluents of sample splitters for 
the gas chromatograph and roughing pumps 
on the GC/MS should pass through either a 
column of activated charcoal or be bubbled 
through a trap containing oil or high-boiling 
alcohols. 

4.2.3 Liquid waste should be dissolved in 
methanol or ethanol and irradiated with ul-
traviolet light with a wavelength greater 
than 290 nm for several days. (Use F 40 BL 
lamps or equivalent). Analyze liquid wastes 
and dispose of the solutions when 2,3,7,8– 
TCDD can no longer be detected. 

4.3 Dow Chemical U.S.A. has issued the 
following precautimns (revised November 
1978) for safe handling of 2,3,7,8–TCDD in the 
laboratory: 

4.3.1 The following statements on safe 
handling are as complete as possible on the 
basis of available toxicological information. 
The precautions for safe handling and use 
are necessarily general in nature since de-
tailed, specific recommendations can be 
made only for the particular exposure and 
circumstances of each individual use. Inquir-
ies about specific operations or uses may be 
addressed to the Dow Chemical Company. 
Assistance in evaluating the health hazards 
of particular plant conditions may be ob-
tained from certain consulting laboratories 
and from State Departments of Health or of 
Labor, many of which have an industrial 
health service. 2,3,7,8–TCDD is extremely 
toxic to laboratory animals. However, it has 
been handled for years without injury in an-
alytical and biological laboratories. Tech-
niques used in handling radioactive and in-
fectious materials are applicable to 2,3,7,8,– 
TCDD. 

4.3.1.1 Protective equipment—Throw- 
away plastic gloves, apron or lab coat, safety 
glasses, and a lab hood adequate for radio-
active work. 

4.3.1.2 Training—Workers must be trained 
in the proper method of removing contami-
nated gloves and clothing without con-
tacting the exterior surfaces. 

4.3.1.3 Personal hygiene—Thorough wash-
ing of hands and forearms after each manipu-
lation and before breaks (coffee, lunch, and 
shift). 

4.3.1.4 Confinement—Isolated work area, 
posted with signs, segregated glassware and 
tools, plastic-backed absorbent paper on 
benchtops. 

4.3.1.5 Waste—Good technique includes 
minimizing contaminated waste. Plastic bag 
liners should be used in waste cans. Janitors 
must be trained in the safe handling of 
waste. 

4.3.1.6 Disposal of wastes—2,3,7,8–TCDD 
decomposes above 800 °C. Low-level waste 
such as absorbent paper, tissues, animal re-
mains, and plastic gloves may be burned in a 
good incinerator. Gross quantities (milli-
grams) should be packaged securely and dis-
posed through commercial or governmental 
channels which are capable of handling high- 
level radioactive wastes or extremely toxic 
wastes. Liquids should be allowed to evapo-
rate in a good hood and in a disposable con-
tainer. Residues may then be handled as 
above. 

4.3.1.7 Decontamination—For personal de-
contamination, use any mild soap with plen-
ty of scrubbing action. For decontamination 
of glassware, tools, and surfaces, 
Chlorothene NU Solvent (Trademark of the 
Dow Chemical Company) is the least toxic 
solvent shown to be effective. Satisfactory 
cleaning may be accomplished by rinsing 
with Chlorothene, then washing with any de-
tergent and water. Dishwater may be dis-
posed to the sewer. It is prudent to minimize 
solvent wastes because they may require spe-
cial disposal through commercial sources 
which are expensive. 

4.3.1.8 Laundry—Clothing known to be 
contaminated should be disposed with the 
precautions described under Section 4.3.1.6. 
Lab coats or other clothing worn in 2,3,7,8– 
TCDD work areas may be laundered. 

Clothing should be collected in plastic 
bags. Persons who convey the bags and laun-
der the clothing should be advised of the haz-
ard and trained in proper handling. The 
clothing may be put into a washer without 
contact if the launderer knows the problem. 
The washer should be run through a cycle be-
fore being used again for other clothing. 

4.3.1.9 Wipe tests—A useful method of de-
termining cleanliness of work surfaces and 
tools is to wipe the surface with a piece of 
filter paper. Extraction and analysis by gas 
chromatography can achieve a limit of sensi-
tivity of 0.1 μg per wipe. Less than 1 μg of 
2,3,7,8–TCDD per sample indicates acceptable 
cleanliness; anything higher warrants fur-
ther cleaning. More than 10 μg on a wipe 
sample constitutes an acute hazard and re-
quires prompt cleaning before further use of 
the equipment or work space. A high (>10 μg) 
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2,3,7,8–TCDD level indicates that unaccept-
able work practices have been employed in 
the past. 

4.3.1.10 Inhalation—Any procedure that 
may produce airborne contamination must 
be done with good ventilation. Gross losses 
to a ventilation system must not be allowed. 
Handling of the dilute solutions normally 
used in analytical and animal work presents 
no inhalation hazards except in the case of 
an accident. 

4.3.1.11 Accidents—Remove contaminated 
clothing immediately, taking precautions 
not to contaminate skin or other articles. 
Wash exposed skin vigorously and repeatedly 
until medical attention is obtained. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composite sampling. 

5.1.1 Grab sample bottle—1–L or 1-qt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. Before use, however, the compressible 
tubing should be thoroughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.1.3 Clearly label all samples as ‘‘POI-
SON’’ and ship according to U.S. Department 
of Transportation regulations. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnels—2–L and 125-mL, 
with Teflon stopcock. 

5.2.2 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.3 Evaporative flask, Kuderna-Danish— 
500–mL (Kontes K–570001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.4 Snyder column, Kuderna-Danish— 
Three-ball macro (Kontes K–503000–0121 or 
equivalent). 

5.2.5 Snyder column, Kuderna-Danish— 
Two-ball micro (Kontes K–569001–0219 or 
equivalent). 

5.2.6 Vials—10 to 15–mL, amber glass, with 
Teflon-lined screw cap. 

5.2.7 Chromatographic column—300 mm 
long × 10 mm ID, with Teflon stopcock and 
coarse frit filter disc at bottom. 

5.2.8 Chromatographic column—400 mm 
long × 11 mm ID, with Teflon stopcock and 
coarse frit filter disc at bottom. 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min or Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2 °C). The bath should be used in a hood. 

5.5 GC/MS system: 
5.5.1 Gas chromatograph—An analytical 

system complete with a temperature pro-
grammable gas chromatograph and all re-
quired accessories including syringes, ana-
lytical columns, and gases. The injection 
port must be designed for capillary columns. 
Either split, splitless, or on-column injection 
techniques may be employed, as long as the 
requirements of Section 7.1.1 are achieved. 

5.5.2 Column—60 m long × 0.25 mm ID 
glass or fused silica, coated with SP–2330 (or 
equivalent) with a film thickness of 0.2 μm. 
Any equivalent column must resolve 2, 3, 7, 
8–TCDD from the other 21 TCDD isomers. 16 

5.5.3 Mass spectrometer—Either a low res-
olution mass spectrometer (LRMS) or a high 
resolution mass spectrometer (HRMS) may 
be used. The mass spectrometer must be 
equipped with a 70 V (nominal) ion source 
and be capable of aquiring m/z abundance 
data in real time selected ion monitoring 
(SIM) for groups of four or more masses. 

5.5.4 GC/MS interface—Any GC to MS 
interface can be used that achieves the re-
quirements of Section 7.1.1. GC to MS inter-
faces constructed of all glass or glass-lined 
materials are recommended. Glass surfaces 
can be deactivated by silanizing with 
dichlorodimethylsilane. To achieve max-
imum sensitivity, the exit end of the cap-
illary column should be placed in the ion 
source. A short piece of fused silica capillary 
can be used as the interface to overcome 
problems associated with straightening the 
exit end of glass capillary columns. 

5.5.5 The SIM data acquired during the 
chromatographic program is defined as the 
Selected Ion Current Profile (SICP). The 
SICP can be acquired under computer con-
trol or as a real time analog output. If com-
puter control is used, there must be software 
available to plot the SICP and report peak 
height or area data for any m/z in the SICP 
between specified time or scan number lim-
its. 

5.6 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of 2, 3, 7, 8–TCDD. 
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6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. Wash the solution with 
methylene chloride and hexane before use. 

6.3 Sodium thiosulfate—(ACS) Granular. 
6.4 Sulfuric acid—Concentrated (ACS, sp. 

gr. 1.84). 
6.5 Acetone, methylene chloride, hexane, 

benzene, ortho-xylene, tetradecane—Pes-
ticide quality or equivalent. 

6.6 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.7 Alumina—Neutral, 80/200 mesh (Fisher 
Scientific Co., No. A–540 or equivalent). Be-
fore use, activate for 24 h at 130 °C in a foil- 
covered glass container. 

6.8 Silica gel—High purity grade, 100/120 
mesh (Fisher Scientific Co., No. S–679 or 
equivalent). 

6.9 Stock standard solutions (1.00 μg/μL)— 
Stock standard solutimns can be prepared 
from pure standard materials or purchased 
as certified solutions. Acetone should be 
used as the solvent for spiking solutions; 
ortho-xylene is recommended for calibration 
standards for split injectors; and tetradecane 
is recommended for splitless or on-colum 
injectors. Analyze stock internal standards 
to verify the absence of native 2,3,7,8–TCDD. 

6.9.1 Prepare stock standard solutions of 
2,3,7,8–TCDD (mol wt 320) and either 37C14 
2,3,7,8–TCDD (mol wt 328) or 13C112 2,3,7,8– 
TCDD (mol wt 332) in an isolated area by ac-
curately weighing about 0.0100 g of pure ma-
terial. Dissolve the material in pesticide 
quality solvent and dilute to volume in a 10- 
mL volumetric flask. When compound purity 
is assayed to be 96% or greater, the weight 
can be used without correction to calculate 
the concentration of the stock standard. 
Commercially prepared stock standards can 
be used at any concentration if they are cer-
tified by the manufacturer or by an inde-
pendent source. 

6.9.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store in an isolated refrigerator protected 
from light. Stock standard solutions should 
be checked frequently for signs of degrada-
tion or evaporation, especially just prior to 
preparing calibration standards or spiking 
solutions from them. 

6.9.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with check standards indicates a 
problem. 

6.10 Internal standard spiking solution (25 
ng/mL)—Using stock standard solution, pre-
pare a spiking solution in acetone of either 
13 Cl12 or 37 Cl4 2,3,7,8–TCDD at a concentra-
tion of 25 ng/mL. (See Section 10.2) 

6.11 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatograhic oper-
ating conditions equivalent to those given in 
Table 1 and SIM conditions for the mass 
spectrometer as described in Section 12.2 The 
GC/MS system must be calibrated using the 
internal standard technique. 

7.1.1 Using stock standards, prepare cali-
bration standards that will allow measure-
ment of relative response factors of at least 
three concentration ratios of 2,3,7,8–TCDD to 
internal standard. Each calibration standard 
must be prepared to contain the internal 
standard at a concentration of 25 ng/mL. If 
any interferences are contributed by the in-
ternal standard at m/z 320 and 322, its con-
centration may be reduced in the calibration 
standards and in the internal standard spik-
ing solution (Section 6.10). One of the cali-
bration standards should contain 2,3,7,8– 
TCDD at a concentration near, but above, 
the MDL and the other 2,3,7,8–TCDD con-
centrations should correspond to the ex-
pected range of concentrations found in real 
samples or should define the working range 
of the GC/MS system. 

7.1.2 Using injections of 2 to 5 μL, analyze 
each calibration standardaccording to Sec-
tion 12 and tabulate peak height or area re-
sponse against the concentration of 2,3,7,8– 
TCDD and internal standard. Calculate re-
sponse factors (RF) for 2,3,7,8–TCDD using 
Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 

where: 
As=SIM response for 2,3,7,8–TCDD m/z 320. 
Ais=SIM response for the internal standard, 

m/z 332 for 13 C12 2,3,7,8–TCDD m/z 328 for 
37 Cl4 2,3,7,8–TCDD. 

Cis=Concentration of the internal standard 
(μg/L). 

Cs=Concentration of 2,3,7,8–TCDD (μg/L). 

If the RF value over the working range is a 
constant (<10% relative standard deviation, 
RSD), the RF can be assumed to be invariant 
and the average RF can be used for calcula-
tions. Alternatively, the results can be used 
to plot a calibration curve of response ratios, 
As/Ais, vs. RF. 

7.1.3 The working calibration curve or RF 
must be verified on each working day by the 
measurement of one or more 2,3,7,8–TCDD 
calibration standards. If the response for 
2,3,7,8–TCDD varies from the predicted re-
sponse by more than ±15%, the test must be 
repeated using a fresh calibration standard. 
Alternatively, a new calibration curve must 
be prepared. 
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7.2 Before using any cleanup procedure, 
the analyst must process a series of calibra-
tion standards through the procedure to vali-
date elution patterns and the absence of 
interferences from the reagents. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.5, 11.1, and 12.1) to improve the sepa-
rations or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 10% 
of all samples with native 2,3,7,8–TCDD to 
monitor and evaluate laboratory data qual-
ity. This procedure is described in Section 
8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 10% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing 2,3,7,8– 
TCDD at a concentration of 0.100 μg/mL in 
acetone. The QC check sample concentrate 
must be obtained from the U.S. Environ-
mental Protection Agency, Environmental 
Monitoring and Support Laboratory in Cin-
cinnati, Ohio, if available. If not available 
from that source, the QC check sample con-
centrate must be obtained from another ex-
ternal source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 0.100 μg/L (100 ng/ 
L) by adding 1.00 mL of QC check sample 
concentrate to each of four 1–L aliquots of 
reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for 2,3,7,8–TCDD using the 
four results. 

8.2.5 Compare s and (X̄) with the cor-
responding acceptance criteria for precision 
and accuracy, respectively, found in Table 2. 
If s and X̄ meet the acceptance criteria, the 
system performance is acceptable and anal-
ysis of actual samples can begin. If s exceeds 
the precision limit or X̄ falls outside the 
range for accuracy, the system performance 
is unacceptable for 2,3,7,8–TCDD. Locate and 
correct the source of the problem and repeat 
the test beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 10% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing one to 
ten samples per month, at least one spiked 
sample per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of 2,3,7,8–TCDD in the 
sample is being checked against a regulatory 
concentration limit, the spike should be at 
that limit or 1 to 5 times higher than the 
background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of 2,3,7,8–TCDD 
in the sample is not being checked against a 
limit specific to that parameter, the spike 
should be at 0.100 μg/L or 1 to 5 times higher 
than the background concentration deter-
mined in Section 8.3.2, whichever concentra-
tion would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
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spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
0.100 μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
2,3,7,8–TCDD. If necessary, prepare a new QC 
check sample concentrate (Section 8.2.1) ap-
propriate for the background concentration 
in the sample. Spike a second sample aliquot 
with 1.0 mL of the QC check sample con-
centrate and analyze it to determine the 
concentration after spiking (A) of 2,3,7,8– 
TCDD. Calculate percent recovery (P) as 
100(A¥B)%T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
2,3,7,8–TCDD with the corresponding QC ac-
ceptance criteria found in Table 2. These ac-
ceptance criteria were calculated to include 
an allowance for error in measurement of 
both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 11 If spiking was 
performed at a concentration lower than 
0.100 μg/L, the analyst must use either the 
QC acceptance criteria in Table 2, or op-
tional QC acceptance criteria calculated for 
the specific spike concentration. To cal-
culate optional acceptance criteria for the 
recovery of 2,3,7,8–TCDD: (1) Calculate accu-
racy (X′) using the equation in Table 3, sub-
stituting the spike concentration (T) for C; 
(2) calculate overall precision (S′) using the 
equation in Table 3, substituting X′ for X; (3) 
calculate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)%. 11 

8.3.4 If the recovery of 2,3,7,8–TCDD falls 
outside the designated range for recovery, a 
check standard must be analyzed as de-
scribed in Section 8.4. 

8.4 If the recovery of 2,3,7,8–TCDD fails 
the acceptance criteria for recovery in Sec-
tion 8.3, a QC check standard must be pre-
pared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the complexity of the sample matrix and the 
performance of the laboratory. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
2,3,7,8–TCDD. Calculate the percent recovery 
(Ps) as 100 (A/T)%, where T is the true value 
of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
with the corresponding QC acceptance cri-
teria found in Table 2. If the recovery of 
2,3,7,8–TCDD falls outside the designated 
range, the laboratory performance is judged 
to be out of control, and the problem must 

be immediately identified and corrected. The 
analytical result for 2,3,7,8–TCDD in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the spandard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄¥2sp to 
P̄+2sp. If P̄=90% and sp=10%, for example, the 
accuracy interval is expressed as 70–110%. 
Update the accuracy assessment on a regular 
basis (e.g. after each five to ten new accu-
racy measurements). 

8.6 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. Whenever possible, 
the laboratory should analyze standard ref-
erence materials and participate in relevant 
performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 12 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All samples must be iced or refrig-
erated at 4 °C and protected from light from 
the time of collection until extraction. Fill 
the sample bottles and, if residual chlorine is 
present, add 80 mg of sodium thiosulfate per 
liter of sample and mix well. EPA Methods 
330.4 and 330.5 may be used for measurement 
of residual chlorine. 13 Field test kits are 
available for this purpose. 

9.3 Label all samples and containers 
‘‘POISON’’ and ship according to applicable 
U.S. Department of Transportation regula-
tions. 

9.4 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 2 

10. Sample Extraction 

CAUTION: When using this method to ana-
lyze for 2,3,7,8–TCDD, all of the following op-
erations must be performed in a limited-ac-
cess laboratory with the analyst wearing full 
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protective covering for all exposed skin sur-
faces. See Section 4.2. 

10.1 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. 

10.2 Add 1.00 mL of internal standard 
spiking solution to the sample in the sepa-
ratory funnel. If the final extract will be 
concentrated to a fixed volume below 1.00 
mL (Section 12.3), only that volume of spik-
ing solution should be added to the sample so 
that the final extract will contain 25 ng/mL 
of internal standard at the time of analysis. 

10.3 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the vmlume of the solvent 
layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. 

10.4 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. 

10.5 Assemble a Kuderna-Danish (K-D) 
concentrator by attaching a 10-mL concen-
trator tube to a 500-mL evaporative flask. 
Other concentration devices or techniques 
may be used in place of the K-D concentrator 
if the requirements of Section 8.2 are met. 

10.6 Pour the combined extract into the 
K-D concentrator. Rinse the Erlenmeyer 
flask with 20 to 30 mL of methylele chloride 
to complete the quantitative transfer. 

10.7 Add one or two clean boiling chips to 
the evaporative flask and attach a three-ball 
Snyder column. Prewet the Snyder column 
by adding about 1 mL of methylene chloride 
to the top. Place the K-D apparatus on a hot 
water bath (60 to 65 °C) so that the concen-
trator tube is partially immersed in the hot 
water, and the entire lower rounded surface 
of the flask is bathed with hot vapor. Adjust 
the vertical position of the apparatus and 
the water temperature as required to com-
plete the concentration in 15 to 20 min. At 
the proper rate of distillation the balls of the 
column will actively chatter but the cham-
bers will not flood with condensed solvent. 
When the apparent volume of liquid reaches 
1 mL, remove the K-D apparatus and allow it 
to drain and cool for at least 10 min. 

10.8 Momentarily remove the Snyder col-
umn, add 50 mL of hexane and a new boiling 
chip, and reattach the Snyder column. Raise 
the temperature of the water bath to 85 to 
90°C. Concentrate the extract as in Section 
10.7, except use hexane to prewet the column. 
Remove the Snyder column and rinse the 
flask and its lower joint into the concen-
trator tube with 1 to 2 mL of hexane. A 5-mL 
syringe is recommended for this operation. 
Set aside the K-D glassware for reuse in Sec-
tion 10.14. 

10.9 Pour the hexane extract from the 
concentrator tube into a 125-mL separatory 
funnel. Rinse the concentrator tube four 
times with 10-mL aliquots of hexane. Com-
bine all rinses in the 125-mL separatory fun-
nel. 

10.10 Add 50 mL of sodium hydroxide solu-
tion to the funnel and shake for 30 to 60 s. 
Discard the aqueous phase. 

10.11 Perform a second wash of the or-
ganic layer with 50 mL of reagent water. Dis-
card the aqueous phase. 

10.12 Wash the hexane layer with a least 
two 50-mL aliquots of concentrated sulfuric 
acid. Continue washing the hexane layer 
with 50-mL aliquots of concentrated sulfuric 
acid until the acid layer remains colorless. 
Discard all acid fractions. 

10.13 Wash the hexane layer with two 50- 
mL aliquots of reagent water. Discard the 
aqueous phases. 

10.14 Transfer the hexane extract into a 
125-mL Erlenmeyer flask containing 1 to 2 g 
of anhydrous sodium sulfate. Swirl the flask 
for 30 s and decant the hexane extract into 
the reassembled K-D apparatus. Complete 
the quantitative transfer with two 10-mL 
hexane rinses of the Erlenmeyer flask. 

10.15 Replace the one or two clean boiling 
chips and concentrate the extract to 6 to 10 
mL as in Section 10.8. 

10.16 Add a clean boiling chip to the con-
centrator tube and attach a two-ball micro- 
Snyder column. Prewet the column by add-
ing about 1 mL of hexane to the top. Place 
the micro-K-D apparatus on the water bath 
so that the concentrator tube is partially 
immersed in the hot water. Adjust the 
vertical position of the apparatus and the 
water temperature as required to complete 
the concentration in 5 to 10 min. At the prop-
er rate of distillation the balls of the column 
will actively chatter but the chambers will 
not flood. When the apparent volume of liq-
uid reaches about 0.5 mL, remove the K-D 
apparatus and allow it to drain and cool for 
at least 10 min. Remove the micro-Snyder 
column and rinse its lower joint into the 
concentrator tube with 0.2 mL of hexane. 

Adjust the extract volume to 1.0 mL with 
hexane. Stopper the concentrator tube and 
store refrigerated and protected from light if 
further processing will not be performed im-
mediately. If the extract will be stored 
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longer than two days, it should be trans-
ferred to a Teflon-sealed screw-cap vial. If 
the sample extract requires no further clean-
up, proceed with GC/MS analysis (Section 
12). If the sample requires further cleanup, 
proceed to Section 11. 

10.17 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Cleanup and Separation 

11.1 Cleanup procedures may not be nec-
essary for a relatively clean sample matrix. 
If particular circumstances demand the use 
of a cleanup procedure, the analyst may use 
either procedure below or any other appro-
priate procedure. 1,5M7 However, the analyst 
first must demonstrate that the require-
ments of Section 8.2 can be met using the 
method as revised to incorporate the cleanup 
procedure. Two cleanup column options are 
offered to the analyst in this section. The 
alumina column should be used first to over-
come interferences. If background problems 
are still encountered, the silica gel column 
may be helpful. 

11.2 Alumina column cleanup for 2,3,7,8– 
TCDD: 

11.2.1 Fill a 300 mm long × 10 mm ID 
chromatographic column with activated alu-
mina to the 150 mm level. Tap the column 
gently to settle the alumina and add 10 mm 
of anhydrous sodium sulfate to the top. 

11.2.2 Preelute the column with 50 mL of 
hexane. Adjust the elution rate to 1 mL/min. 
Discard the eluate and just prior to exposure 
of the sodium sulfate layer to the air, quan-
titatively transfer the 1.0-mL sample extract 
onto the column using two 2-mL portions of 
hexane to complete the transfer. 

11.2.3 Just prior to exposure of the sodium 
sulfate layer to the air, add 50 mL of 3% 
methylene chloride/95% hexane (V/V) and 
continue the elution of the column. Discard 
the eluate. 

11.2.4 Next, elute the column with 50 mL 
of 20% methylene chloride/80% hexane (V/V) 
into a 500-mL K-D flask equipped with a 10- 
mL concentrator tube. Concentrate the col-
lected fraction to 1.0 mL as in Section 10.16 
and analyze by GC/MS (Section 12). 

11.3 Silica gel column cleanup for 2,3,7,8– 
TCDD: 

11.3.1 Fill a 400 mm long × 11 mm ID 
chromatmgraphic column with silica gel to 
the 300 mm level. Tap the column gently to 
settle the silica gel and add 10 mm of anhy-
drous sodium sulfate to the top. 

11.3.2 Preelute the column with 50 mL of 
20% benzene/80% hexane (V/V). Adjust the 
elution rate to 1 mL/min. Discard the eluate 
and just prior to exposure of the sodium sul-
fate layer to the air, quantitatively transfer 
the 1.0-mL sample extract onto the column 

using two 2-mL portions of 20% benzene/80% 
hexane to complete the transfer. 

11.3.3 Just prior to exposure of the sodium 
sulfate layer to the air, add 40 mL of 20% 
benzene/80% hexane to the column. Collect 
the eluate in a clean 500-mL K-D flask 
equipped with a 10-mL concentrator tube. 
Concentrate the collected fraction to 1.0 mL 
as in Section 10.16 and analyze by GC/MS. 

12. GC/MS Analysis 

12.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. Other capillary col-
umns or chromatographic conditions may be 
used if the requirements of Sections 5.5.2 and 
8.2 are met. 

12.2 Analyze standards and samples with 
the mass spectrometer operating in the se-
lected ion monitoring (SIM) mode using a 
dwell time to give at least seven points per 
peak. For LRMS, use masses at m/z 320, 322, 
and 257 for 2,3,7,8–TCDD and either m/z 328 
for 37Cl4 2,3,7,8–TCDD or m/z 332 for 13C12 
2,3,7,8–TCDD. For HRMS, use masses at m/z 
319.8965 and 321.8936 for 2,3,7,8–TCDD and ei-
ther m/z 327.8847 for 37Cl4 2,3,7,8–TCDD or m/ 
z 331.9367 for 13C12 2,3,7,8–TCDD. 

12.3 If lower detection limits are required, 
the extract may be carefully evaporated to 
dryness under a gentle stream of nitrogen 
with the concentrator tube in a water bath 
at about 40 °C. Conduct this operation imme-
diately before GC/MS analysis. Redissolve 
the extract in the desired final volume of 
ortho-xylene or tetradecane. 

12.4 Calibrate the system daily as de-
scribed in Section 7. 

12.5 Inject 2 to 5 μL of the sample extract 
into the gas chromatograph. The volume of 
calibration standard injected must be meas-
ured, or be the same as all sample injection 
volumes. 

12.6 The presence of 2,3,7,8–TCDD is quali-
tatively confirmed if all of the following cri-
teria are achieved: 

12.6.1 The gas chromatographic column 
must resolve 2,3,7,8–TCDD from the other 21 
TCDD isomers. 

12.6.2 The masses for native 2,3,7,8–TCDD 
(LRMS-m/z 320, 322, and 257 and HRMS-m/z 
320 and 322) and labeled 2,3,7,8–TCDD (m/z 328 
or 332) must exhibit a simultaneous max-
imum at a retention time that matches that 
of native 2,3,7,8–TCDD in the calibration 
standard, with the performance specifica-
tions of the analytical system. 

12.6.3 The chlorine isotope ratio at m/z 320 
and m/z 322 must agree to within±10% of that 
in the calibration standard. 

12.6.4 The signal of all peaks must be 
greater than 2.5 times the noise level. 

12.7 For quantitation, measure the re-
sponse of the m/z 320 peak for 2,3,7,8–TCDD 
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and the m/z 332 peak for 13C12 2,3,7,8–TCDD or 
the m/z 328 peak for 37Cl4 2,3,7,8–TCDD. 

12.8 Co-eluting impurities are suspected if 
all criteria are achieved except those in Sec-
tion 12.6.3. In this case, another SIM analysis 
using masses at m/z 257, 259, 320 and either m/ 
a 328 or m/z 322 can be performed. The masses 
at m/z 257 and m/z 259 are indicative of the 
loss of one chlorine and one carbonyl group 
from 2,3,7,8–TCDD. If masses m/z 257 and m/z 
259 give a chlorine isotope ratio that agrees 
to within ±10% of the same cluster in the 
calibration standards, then the presence of 
TCDD can be confirmed. Co-eluting DDD, 
DDE, and PCB residues can be confirmed, 
but will require another injection using the 
appropriate SIM masses or full repetitive 
mass scans. If the response for 37Cl4 2,3,7,8– 
TCDD at m/z 328 is too large, PCB contami-
nation is suspected and can be confirmed by 
examining the response at both m/z 326 and 
m/z 328. The 37Cl4 2,3,7,8–TCDD internal 
standard gives negligible response at m/z 326. 
These pesticide residues can be removed 
using the alumina column cleanup proce-
dure. 

12.9 If broad background interference re-
stricts the sensitivity of the GC/MS analysis, 
the analyst should employ additional clean-
up procedures and reanalyze by GC/MS. 

12.10 In those circumstances where these 
procedures do not yield a definitive conclu-
sion, the use of high resolution mass spec-
trometry is suggested. 5 

13. Calculations 

13.1 Calculate the concentration of 2,3,7,8– 
TCDD in the sample using the response fac-
tor (RF) determined in Section 7.1.2 and 
Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )

A V

V V
t

i s

Equation 2 

where: 
As=SIM response for 2,3,7,8–TCDD at m/z 320. 
Ais=SIM response for the internal standard at 

m/z 328 or 332. 
Is=Amount of internal standard added to 

each extract (μg). 
Vo=Volume of water extracted (L). 

13.2 For each sample, calculate the per-
cent recovery of the internal standard by 
comparing the area of the m/z peak measured 
in the sample to the area of the same peak 
in the calibration standard. If the recovery is 
below 50%, the analyst should review all as-
pects of his analytical technique. 

13.3 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 

14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentration listed in 
Table 1 was obtained using reagent water. 14 
The MDL actually achieved in a given anal-
ysis will vary depending on instrument sen-
sitivity and matrix effects. 

14.2 This method was tested by 11 labora-
tories using reagent water, drinking water, 
surface water, and three industrial 
wastewaters spiked at six concentrations 
over the range 0.02 to 0.20 μg/L. 15 Single oper-
ator precision, overall precision, and method 
accuracy were found to be directly related to 
the concentration of the parameter and es-
sentially independent of the sample matrix. 
Linear equations to describe these relation-
ships are presented in Table 3. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMIT 

Parameter Retention 
time (min) 

Method 
detection 
limit (μg/ 

L) 

2,3,7,8–TCDD .................................... 13.1 0.002 

Column conditions: SP–2330 coated on a 60 m long × 0.25 
mm ID glass column with hydrogen carrier gas at 40 cm/sec 
linear velocity, splitless injection using tetradecane. Column 
temperature held isothermal at 200°C for 1 min, then pro-
grammed at 8°C/min to 250 °C and held. Use of helium car-
rier gas will approximately double the retention time. 

TABLE 2—QC ACCEPTANCE CRITERIA—METHOD 
613 

Parameter 
Test 
conc. 
(μg/L) 

Limit 
for s 

(μg/L) 

Range for X 
(μg/L) 

Range 
for P, 
Ps (%) 

2,3,7,8–TCDD 0.100 0.0276 0.0523–0.1226 45–129 

s=Standard deviation of four recovery measurements, in μg/ 
L (Section 8.2.4). 

X̄=Average recovery for four recovery measurements, in μg/ 
L (Section 8.2.4). 

P, Ps=Percent recovery measured (Section 8.3.2, Section 
8.4.2). 

NOTE: These criteria are based directly upon the method 
performance data in Table 3. Where necessary, the limits for 
recovery have been broadened to assure applicability of the 
limits to concentrations below those used to develop Table 3. 

TABLE 3—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 613 

Parameter Accuracy, as recov-
ery, X ′ (μg/L) 

Single analyst, pre-
cision, sr ′ (μ/L) 

Overall precision, 
S ′ (μ/g/L) 

2,3,7,8-TCDD ............................................................................ 0.86C+0.00145 0.13X̄+0.00129 0.19X̄+0.00028 

X′=Expected recovery for one or more measurements. of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 

METHOD 624—PURGEABLES 

1. Scope and Application 

1.1 This method covers the determination 
of a number of purgeable organics. The fol-
lowing parameters may be determined by 
this method: 

Parameter STORET 
No. CAS No. 

Benzene .......................................... 34030 71–43–2 
Bromodichloromethane ................... 32101 75–27–4 
Bromoform ...................................... 32104 75–25–2 
Bromomethane ................................ 34413 74–83–9 
Carbon tetrachloride ....................... 32102 56–23–5 
Chlorobenzene ................................ 34301 108–90–7 
Chloroethane ................................... 34311 75–00–3 
2-Chloroethylvinyl ether .................. 34576 110–75–8 
Chloroform ...................................... 32106 67–66–3 
Chloromethane ................................ 34418 74–87–3 
Dibromochloromethane ................... 32105 124–48–1 
1,2-Dichlorobenzene ....................... 34536 95–50–1 

Parameter STORET 
No. CAS No. 

1,3-Dichlorobenzene ....................... 34566 541–73–1 
1,4-Dichlorobenzene ....................... 34571 106–46–7 
1,1-Dichloroethane .......................... 34496 75–34–3 
1,2-Dichloroethane .......................... 34531 107–06–2 
1,1-Dichloroethane .......................... 34501 75–35–4 
trans-1,2-Dichloroethene ................. 34546 156–60–5 
1,2-Dichloropropane ........................ 34541 78–87–5 
cis-1,3-Dichloropropene .................. 34704 10061–01–5 
trans-1,3-Dichloropropene .............. 34699 10061–02–6 
Ethyl benzene ................................. 34371 100–41–4 
Methylene chloride .......................... 34423 75–09–2 
1,1,2,2-Tetrachloroethane ............... 34516 79–34–5 
Tetrachloroethene ........................... 34475 127–18–4 
Toluene ........................................... 34010 108–88–3 
1,1,1-Trichloroethene ...................... 34506 71–55–6 
1,1,2-Trichloroethene ...................... 34511 79–00–5 
Trichloroethane ............................... 39180 79–01–6 
Trichlorofluoromethane ................... 34488 75–69–4 
Vinyl chloride ................................... 39175 75–01–4 
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1.2 The method may be extended to screen 
samples for acrolein (STORET No. 34210, CAS 
No. 107–02–8) and acrylonitrile (STORET No. 
34215, CAS No. 107–13–1), however, the pre-
ferred method for these two compounds in 
Method 603. 

1.3 This is a purge and trap gas 
chromatographic/mass spectrometer (GC/MS) 
method applicable to the determination of 
the compounds listed above in municipal and 
industrial discharges as provided under 40 
CFR 136.1. 

1.4 The method detection limit (MDL, de-
fined in Section 14.1) 1 for each parameter is 
listed in Table 1. The MDL for a specific 
wastewater may differ from those listed, de-
pending upon the nature of interferences in 
the sample matrix. 

1.5 Any modification to this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. De-
pending upon the nature of the modification 
and the extent of intended use, the applicant 
may be required to demonstrate that the 
modifications will produce equivalent results 
when applied to relevant wastewaters. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the operation of a purge and trap 
system and a gas chromatograph/mass spec-
trometer and in the interpretation of mass 
spectra. Each analyst must demonstrate the 
ability to generate acceptable results with 
this method using the procedure described in 
Section 8.2. 

2. Summary of Method 

2.1 An inert gas is bubbled through a 5-mL 
water sample contained in a specially-de-
signed purging chamber at ambient tempera-
ture. The purgeables are efficiently trans-
ferred from the aqueous phase to the vapor 
phase. The vapor is swept through a sorbent 
trap where the purgeables are trapped. After 
purging is completed, the trap is heated and 
backflushed with the inert gas to desorb the 
purgeables onto a gas chromatographic col-
umn. The gas chromatograph is temperature 
programmed to separate the purgeables 
which are then detected with a mass spec-
trometer. 2,3 

3. Interferences 

3.1 Impurities in the purge gas, organic 
compounds outgassing from the plumbing 
ahead of the trap, and solvent vapors in the 
laboratory account for the majority of con-
tamination problems. The analytical system 
must be demonstated to be free from con-
tamination under the conditions of the anal-
ysis by running laboratory reagent blanks as 
described in Section 8.1.3. The use of non- 
Teflon plastic tubing, non-Teflon thread 
sealants, or flow controllers with rubber 

components in the purge and trap system 
should be avoided. 

3.2 Samples can be contaminated by diffu-
sion of volatile organics (particularly fluoro-
carbons and methylene chloride) through the 
septum seal into the sample during shipment 
and storage. A field reagent blank prepared 
from reagent water and carried through the 
sampling and handling protocol can serve as 
a check on such contamination. 

3.3 Contamination by carry-over can 
occur whenever high level and low level sam-
ples are sequentially analyzed. To reduce 
carry-over, the purging device and sample 
syringe must be rinsed with reagent water 
between sample analyses. Whenever an un-
usually concentrated sample is encountered, 
it should be followed by an analysis of rea-
gent water to check for cross contamination. 
For samples containing large amounts of 
water-soluble materials, suspended solids, 
high boiling compounds or high pureeable 
levels, it may be necessary to wash the purg-
ing device with a detergent solution, rinse it 
with distilled water, and then dry it in a 105 
°C oven between analyses. The trap and 
other parts of the system are also subject to 
contamination; therefore, frequent bakeout 
and purging of the entire system may be re-
quired. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method has not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this 
methmd. A reference file of material data 
handling sheets should also be made avail-
able to all personnel involved in the chem-
ical analysis. Additional references to lab-
oratory safety are available and have been 
identified 4-6 for the information of the ana-
lyst. 

4.2. The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: benzene, carbon tetra-
chloride, chloroform, 1,4-dichlorobenzene, 
and vinyl chloride. Primary standards of 
these toxic compounds should be prepared in 
a hood. A NIOSH/MESA approved toxic gas 
respirator should be worn when the analyst 
handles high concentrations of these toxic 
compounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete sam-
pling. 
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5.1.1 Vial—25-mL capacity or larger, 
equipped with a screw cap with a hole in the 
center (Pierce #13075 or equivalent). Deter-
gent wash, rinse with tap and distilled water, 
and dry at 105 °C before use. 

5.1.2 Septum—Teflon-faced silicane 
(Pierce #12722 or equivalent). Detergent 
wash, rinse with tap and distilled water, and 
dry at 105 °C for 1 h before use. 

5.2 Purge and trap system—The purge and 
trap system consists of three separate pieces 
of equipment: A purging device, trap, and 
desorber. Several complete systems are now 
commercially available. 

5.2.1 The purging device must be designed 
to accept 5-mL samples with a water column 
at least 3 cm deep. The gaseous head space 
between the water column and the trap must 
have a total volume of less than 15 mL. The 
purge gas must pass though the water col-
umn as finely divided bubbles with a diame-
ter of less than 3 mm at the origin. The 
purge gas must be introduced no more than 
5 mm from the base of the water column. 
The purging device illustrated in Figure 1 
meets these design criteria. 

5.2.2 The trap must be at least 25 cm long 
and have an inside diameter of at least 0.105 
in. The trap must be packed to contain the 
following minimum lengths of adsorbents: 1.0 
cm of methyl silicone coated packing (Sec-
tion 6.3.2), 15 cm of 2,6-dyphenylene oxide 
polymer (Section 6.3.1), and 8 cm of silica gel 
(Section 6.3.3). The minimum specifications 
for the trap are illustrated in Figure 2. 

5.2.3 The desorber should be capable of 
rapidly heating the trap to 180 °C. The poly-
mer section of the trap should not be heated 
higher than 180 °C and the remaining sec-
tions should not exceed 200 °C. The desorber 
illustrated in Figure 2 meets these design 
criteria. 

5.2.4 The purge and trap system may be 
assembled as a separate unit or be coupled to 
a gas chromatograph as illustrated in Fig-
ures 3 and 4. 

5.3 GC/MS system: 
5.3.1 Gas chromatograph—An analytical 

system complete with a temperature pro-
grammable gas chromatograph suitable for 
on-column injection and all required acces-
sories including syringes, analytical col-
umns, and gases. 

5.3.2 Column—6 ft long × 0.1 in ID stain-
less steel or glass, packed with 1% SP–1000 
on Carbopack B (60/80 mesh) or equivalent. 
This column was used to develop the method 
performance statements in Section 14. 
Guidelines for the use of alternate column 
packings are provided in Section 11.1. 

5.3.3 Mass spectrometer—Capable of scan-
ning from 20 to 260 amu every 7 s or less, uti-
lizing 70 V (nominal) electron energy in the 
electron impact ionization mode, and pro-
ducing a mass spectrum which meets all the 
criteria in Table 2 when 50ng of 4- 

bromofluorobenzene (BFB) is injected 
through the GC inlet. 

5.3.4 GC/MS interface—Any GC to MS 
interface that gives acceptable calibration 
points at 50 ng or less per injection for each 
of the parameters of interest and achieves all 
acceptable performance criteria (Section 10) 
may be used. GC to MS interfaces con-
structed of all glass or glass-lined materials 
are recommended. Glass can be deactivated 
by silanizing with dichlorodimethylsilane. 

5.3.5 Data system—A computer system 
must be interfaced to the mass spectrometer 
that allows the continuous acquisition and 
storage on machine-readable media of all 
mass spectra obtained throughout the dura-
tion of the chromatographic program. The 
computer must have software that allows 
searching any GC/MS data file for specific m/ 
z (masses) and plotting such m/z abundances 
versus time or scan number. This type of 
plot is defined as an Extracted Ion Current 
Profile (EICP). Software must also be avail-
able that allows integrating the abundance 
in any EICP between specified time or scan 
number limits. 

5.4 Syringes—5-mL, glass hypodermic 
with Luerlok tip (two each), if applicable to 
the purging device. 

5.5 Micro syringes—25-μL, 0.006 in. ID nee-
dle. 

5.6 Syringe valve—2-way, with Luer ends 
(three each). 

5.7 Syringe—5-mL, gas-tight with shut-off 
valve. 

5.8 Bottle—15-mL, screw-cap, with Teflon 
cap liner. 

5.9 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.1.1 Reagent water can be generated by 
passing tap water through a carbon filter bed 
containing about 1 lb of activated carbon 
(Filtrasorb–300, Calgon Corp., or equivalent). 

6.1.2 A water purification system 
(Millipore Super-Q or equivalent) may be 
used to generate reagent water. 

6.1.3 Reagent water may also be prepared 
by boiling water for 15 min. Subsequently, 
while maintaining the temperature at 90 °C, 
bubble a contaminant-free inert gas through 
the water for 1 h. While still hot, transfer 
the water to a narrow mouth screw-cap bot-
tle and seal with a Teflon-lined septum and 
cap. 

6.2 Sodium thiosulfate—(ACS) Granular. 
6.3 Trap materials: 
6.3.1 2,6-Diphenylene oxide polymer— 

Tenax, (60/80 mesh), chromatographic grade 
or equivalent. 

6.3.2 Methyl silicone packing—3% OV–1 on 
Chromosorb-W (60/80 mesh) or equivalent. 
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6.3.3 Silica gel—35/60 mesh, Davison, 
grade-15 or equivalent. 

6.4 Methanol—Pesticide quality or equiv-
alent. 

6.5 Stock standard solutions—Stock 
standard solutions may be prepared from 
pure standard materials or purchased as cer-
tified solutions. Prepare stock standard solu-
tions in methanol using assayed liquids or 
gases as appropriate. Because of the toxicity 
of some of the compounds, primary dilutions 
of these materials should be prepared in a 
hood. A NIOSH/MESA approved toxic gas 
respirator should be used when the analyst 
handles high concentrations of such mate-
rials. 

6.5.1 Place about 9.8 mL of methanol into 
a 10-mL ground glass stoppered volumetric 
flask. Allow the flask to stand, unstoppered, 
for about 10 min or until all alcohol wetted 
surfaces have dried. Weigh the flask to the 
nearest 0.1 mg. 

6.5.2 Add the assayed reference material: 
6.5.2.1 Liquids—Using a 100-μL syringe, 

immediately add two or more drops of as-
sayed reference material to the flask, then 
reweigh. Be sure that the drops fall directly 
into the alcohol without contacting the neck 
of the flask. 

6.5.2.2 Gases—To prepare standards for 
any of the four halocarbons that boil below 
30 °C (bromomethane, chloroethane, 
chloromethane, and vinyl chloride), fill a 5- 
mL valved gas-tight syringe with the ref-
erence standard to the 5.0-mL mark. Lower 
the needle to 5 mm above the methanol me-
niscus. Slowly introduce the reference stand-
ard above the surface of the liquid (the heavy 
gas will rapidly dissolve in the methanol). 

6.5.3 Reweigh, dilute to volume, stopper, 
then mix by inverting the flask several 
times. Calculate the concentration in μg/μL 
from the net gain in weight. When compound 
purity is assayed to be 96% or greater, the 
weight may be used without correction to 
calculate the concentration of the stock 
standard. Commercially prepared stock 
standards may be used at any concentration 
if they are certified by the manufacturer or 
by an independent source. 

6.5.4 Transfer the stock standard solution 
into a Teflon-sealed screw-cap bottle. Store, 
with minimal headspace, at ¥10 to ¥20 °C 
and protect from light. 

6.5.5 Prepare fresh standards weekly for 
the four gases and 2-chloroethylvinyl ether. 
All other standards must be replaced after 
one month, or sooner if comparison with 
check standards indicates a problem. 

6.6 Secondary dilution standards—Using 
stock solutions, prepare secondary dilution 
standards in methanol that contain the com-
pounds of interest, either singly or mixed to-
gether. The secondary dilution standards 
should be prepared at concentrations such 
that the aqueous calibration standards pre-
pared in Section 7.3 will bracket the working 

range of the analytical system. Secondary 
dilution standards should be stored with 
minimal headspace and should be checked 
frequently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7 Surrogate standard spiking solution— 
Select a minimum of three surrogate com-
pounds from Table 3. Prepare stock standard 
solutions for each surrogate standard in 
methanol as described in Section 6.5. Prepare 
a surrogate standard spiking solution from 
these stock standards at a concentration of 
15 μg/mL in water. Store the solutions at 4 °C 
in Teflon-sealed glass containers with a min-
imum of headspace. The solutions should be 
checked frequently for stability. The addi-
tion of 10 μL of this solution of 5 mL of sam-
ple or standard is equivalent to a concentra-
tion of 30 μg/L of each surrogate standard. 

6.8 BFB Standard—Prepare a 25 μg/mL so-
lution of BFB in methanol. 

6.9 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Assemble a purge and trap system that 
meets the specifications in Section 5.2. Con-
dition the trap overnight at 180 °C by 
backflushing with an inert gas flow of at 
least 20 mL/min. Condition the trap for 10 
min once daily prior to use. 

7.2 Connect the purge and trap system to 
a gas chromatograph. The gas chro-
matograph must be operated using tempera-
ture and flow rate conditions equivalent to 
those given in Table 1. 

7.3 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select three or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standard is not affected by 
method or matrix interferences. Some rec-
ommended internal standards are listed in 
Table 3. 

7.3.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter by carefully adding 20.0 μL of 
one or more secondary dilution standards to 
50, 250, or 500 mL of reagent water. A 25-μL 
syringe with a 0.006 in. ID needle should be 
used for this operation. One of the calibra-
tion standards should be at a concentration 
near, but above, the MDL (Table 1) and the 
other concentrations should correspond to 
the expected range of concentrations found 
in real samples or should define the working 
range of the GC/MS system. These aqueous 
standards can be stored up to 24 h, if held in 
sealed vials with zero headspace as described 
in Section 9.2. If not so stored, they must be 
discarded after 1 h. 

7.3.2 Prepare a spiking solution con-
taining each of the internal standards using 
the procedures described in Sections 6.5 and 
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6.6. It is recommended that the secondary di-
lution standard be prepared at a concentra-
tion of 15 μg/mL of each internal standard 
compound. The addition of 10 μL of this 
standard to 5.0 mL of sample or calibration 
standard would be equivalent to 30 μg/L. 

7.3.3 Analyze each calibration standard 
according to Section 11, adding 10 μL of in-
ternal standard spiking solution directly to 
the syringe (Section 11.4). Tabulate the area 
response of the characteristic m/z against 
concentration for each compound and inter-
nal standard, and calculate response factors 
(RF) for each compound using Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 

where: 
As=Area of the characteristic m/z for the pa-

rameter to be measured. 
Ais=Area of the characteristic m/z for the 

inernal standard. 
Cis=Concentration of the internal standard. 
Cs=Concentration of the parameter to be 

measured. 
If the RF value over the working range is a 
constant (<35% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.4 The working calibration curve or RF 
must be verified on each working day by the 
measurement of a QC check sample. 

7.4.1 Prepare the QC check sample as de-
scribed in Section 8.2.2. 

7.4.2 Analyze the QC check sample accord-
ing to the method beginning in Section 10. 

7.4.3 For each parameter, compare the re-
sponse (Q) with the corresponding calibra-
tion acceptance criteria found in Table 5. If 
the responses for all parameters of interest 
fall within the designated ranges, analysis of 
actual samples can begin. If any individual Q 
falls outside the range, proceed according to 
Section 7.4.4. 

NOTE: The large number of parameters in 
Table 5 present a substantial probability 
that one or more will not meet the calibra-
tion acceptance criteria when all parameters 
are analyzed. 

7.4.4 Repeat the test only for those pa-
rameters that failed to meet the calibration 
acceptance criteria. If the response for a pa-
rameter does not fall within the range in 
this second test, a new calibration curve or 
RF must be prepared for that parameter ac-
cording to Section 7.3. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 

this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occurring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tion 11.1) to improve the separations or lower 
the cost of measurements. Each time such a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2. 

8.1.3 Each day, the analyst must analyze a 
reagent water blank to demonstrate that 
interferences from the analytical system are 
under control. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 5% of 
all samples to monitor and evaluate labora-
tory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 5% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must spike all sam-
ples with surrogate standards to monitor 
continuing laboratory performance. This 
procedure is described in Section 8.5. 

8.1.7 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.6. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 10 
μg/mL in methanol. The QC check sample 
concentrate must be obtained from the U.S. 
Environmental Protection Agency, Environ-
mental Monitoring and Support Laboratory 
in Cincinnati, Ohio, if available. If not avail-
able from that source, the QC check sample 
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concentrate must be obtained from another 
external source. If not available from either 
source above, the QC check sample con-
centrate must be prepared by the laboratory 
using stock standards prepared independ-
ently from those used for calibration. 

8.2.2 Prepare a QC check sample to con-
tain 20 μg/L of each parameter by adding 200 
μL of QC check sample concentrate to 100 mL 
of reagent water. 

8.2.3 Analyze four 5-mL aliquots of the 
well-mixed QC check sample according to 
the method beginning in Section 10. 

8.2.4 Calculate the average recovery (X̄) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter of in-
terest using the four results. 

8.2.5 For each parameter compare s and X̄ 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 5. If s and X̄ for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X̄ falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 5 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.3. 

8.2.6.2 Beginning with Section 8.2.3, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.3. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 5% of the samples from 
each sample site being monitored to assess 
accuracy. For laboratories analyzing 1 to 20 
samples per month, at least one spiked sam-
ple per month is required. 

8.3.1 The concentration of the spike in the 
sample should be determined as follows: 

8.3.1.1 If, as in compliance monitoring, 
the concentration of a specific parameter in 
the sample is being checked against a regu-
latory concentration limit, the spike should 
be at that limit or 1 to 5 times higher than 
the background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 

checked against a limit specific to that pa-
rameter, the spike should be at 20 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.2 Analyze one 5-mL sample aliquot to 
determine the background concentration (B) 
of each parameter. If necessary, prepare a 
new QC check sample concentrate (Section 
8.2.1) appropriate for the background con-
centrations in the sample. Spike a second 5- 
mL sample aliquot with 10 μL of the QC 
check sample concentrate and analyze it to 
determine the concentration after spiking 
(A) of each parameter. Calculate each per-
cent recovery (P) as 100(A¥B)%/T, where T is 
the known true value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 5. These 
acceptance criteria wer calculated to include 
an allowance for error in measurement of 
both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than 20 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 5, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recoveryof 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 6, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 6, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T) (±2.44(100 S′/T)%. 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 
that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required 
anlaysis of a QC check standard will depend 
upon the number of parameters being simul-
taneously tested, the complexity of the sam-
ple matrix, and the performance of the lab-
oratory. If the entire list of parameters in 
Table 5 must be measured in the sample in 
Section 8.3, the probability that the analysis 
of a QC check standard will be required is 
high. In this case the QC check standard 
should be routinely analyzed with the spiked 
sample. 

8.4.1 Prepare the QC check standard by 
adding 10 μL of QC check sample concentrate 
(Section 8.2.1 or 8.3.2) to 5 mL of reagent 
water. The QC check standard needs only to 
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contain the parameters that failed criteria 
in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (PS) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (PS) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 5. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As a quality control check, the labora-
tory must spike all samples with the surro-
gate standard spiking solutions as described 
in Section 11.4, and calculate the percent re-
covery of each surrogate compound. 

8.6 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent recovery interval from P̄—2sp to 
P̄ + 2sp. If P̄=90% and sp=10%, for example, 
the accuracy interval is expressed as 70– 
110%. Update the accuracy assessment for 
each parameter a regular basis (e.g. after 
each five to ten new accuracy measure-
ments). 

8.7 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. Whenever possible, 
the laboratory should analyze standard ref-
erence materials and participate in relevant 
performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 All samples must be iced or refrig-
erated from the time of collection until anal-
ysis. If the sample contains residual chlo-
rine, add sodium thiosulfate preservative (10 
mg/40 mL is sufficient for up to 5 ppm Cl2) to 
the empty sample bottle just prior to ship-
ping to the sampling site. EPA Methods 330.4 
and 330.5 may be used for measurement of re-
sidual chlorine. 8 Field test kits are available 
for this purpose. 

9.2 Grab samples must be collected in 
glass containers having a total volume of at 
least 25 mL. Fill the sample bottle just to 

overflowing in such a manner that no air 
bubbles pass through the sample as the bot-
tle is being filled. Seal the bottle so that no 
air bubbles are entrapped in it. If preserva-
tive has been added, shake vigorously for 1 
min. Maintain the hermetic seal on the sam-
ple bottle until time of analysis. 

9.3 Experimental evidence indicates that 
some aromatic compounds, notably benzene, 
toluene, and ethyl benzene are susceptible to 
rapid biological degradation under certain 
environmental conditions. 3 Refrigeration 
alone may not be adequate to preserve these 
compounds in wastewaters for more than 
seven days. For this reason, a separate sam-
ple should be collected, acidified, and ana-
lyzed when these aromatics are to be deter-
mined. Collect about 500 mL of sample in a 
clean container. Adjust the pH of the sample 
to about 2 by adding 1+1 HCl while stirring 
vigorously, Check pH with narrow range (1.4 
to 2.8) pH paper. Fill a sample container as 
described in Section 9.2. 

9.4 All samples must be analyzed within 
14 days of collection. 3 

10. Daily GC/MS Performance Tests 

10.1 At the beginning of each day that 
analyses are to be performed, the GC/MS sys-
tem must be checked to see if acceptable 
performance criteria are achieved for BFB. 9 
The performance test must be passed before 
any samples, blanks, or standards are ana-
lyzed, unless the instrument has met the 
DFTPP test described in Method 625 earlier 
in the day. 10 

10.2 These performance tests require the 
following instrumental parameters: 

Electron Energy: 70 V (nominal) 
Mass Range: 20 to 260 amu 
Scan Time: To give at least 5 scans per 

peak but not to exceed 7 s per scan. 

10.3 At the beginning of each day, inject 2 
μL of BFB solution directly on the column. 
Alternatively, add 2 μL of BFB solution to 
5.0 mL of reagent water or standard solution 
and analyze the solution according to sec-
tion 11. Obtain a background-corrected mass 
spectrum of BFB and confirm that all the 
key m/z criteria in Table 2 are achieved. If 
all the criteria are not achieved, the analyst 
must retune the mass spectrometer and re-
peat the test until all criteria are achieved. 

11. Sample Purging and Gas Chromatography 

11.1 Table 1 summarizes the recommended 
operating conditions for the gas chro-
matograph. Included in this table are reten-
tion times and MDL that can be achieved 
under these conditions. An example of the 
separations achieved by this column is 
shown in Figure 5. Other packed columns or 
chromatographic conditions may be used if 
the requirements of Section 8.2 are met. 
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11.2 After achieving the key m/z abun-
dance criteria in Section 10, calibrate the 
system daiy as described in Section 7. 

11.3 Adjust the purge gas (helium) flow 
rate to 40 mL/min. Attach the trap inlet to 
the purging device, and set the purge and 
trap system to purge (Figure 3). Open the sy-
ringe valve located on the purging device 
sample introduction needle. 

11.4 Allow the sample to come to ambient 
temperature prior to introducing it into the 
syringe. Remove the plunger from a 5-mL sy-
ringe and attach a closed syringe valve. Open 
the sample bottle (or standard) and carefully 
pour the sample into the syringe barrel to 
just short of overflowing. Replace the sy-
ringe plunger and compress the sample. Open 
the syringe valve and vent any residual air 
while adjusting the sample volume to 5.0 mL. 
Since this process of taking an aliquot de-
stroys the validity of the sample for future 
analysis, the analyst should fill a second sy-
ringe at this time to protect against possible 
loss of data. Add 10.0 μL of the surrogate 
spiking solution (Section 6.7) and 10.0 μL of 
the internal standard spiking solution (Sec-
tion 7.3.2) through the valve bore, then close 
the valve. The surrogate and internal stand-
ards may be mixed and added as a single 
spiking solution. 

11.5 Attach the syringe-syringe valve as-
sembly to the syringe valve on the purging 
device. Open the syringe valves and inject 
the sample into the purging chamber. 

11.6 Close both valves and purge the sam-
ple for 11.0 ±0.1 min at ambient temperature. 

11.7 After the 11-min purge time, attach 
the trap to the chromatograph, adjust the 
purge and trap system to the desorb mode 
(Figure 4), and begin to temperature pro-
gram the gas chromatograph. Introduce the 
trapped materials to the GC column by rap-
idly heating the trap to 180 °C while 
backflushing the trap with an inert gas be-
tween 20 and 60 mL/min for 4 min. If rapid 
heating of the trap cannot be achieved, the 
GC cloumn must be used as a secondary trap 
by cooling it to 30 °C (subambient tempera-
ture, if problems persist) instead of the ini-
tial program temperature of 45 °C. 

11.8 While the trap is being desorbed into 
the gas chromatograph, empty the purging 
chamber using the sample introduction sy-
ringe. Wash the chamber with two 5-mL 
flushes of reagent water. 

11.9 After desorbing the sample for 4 min, 
recondition the trap by returning the purge 
and trap system to the purge mode. Wait 15 
s then close the syringe valve on the purging 
device to begin gas flow through the trap. 
The trap temperature should be maintained 
at 180 °C. After approximately 7 min, turn 
off the trap heater and open the syringe 
valve to stop the gas flow through the trap. 
When the trap is cool, the next sample can 
be analyzed. 

11.10 If the response for any m/z exceeds 
the working range of the system, prepare a 
dilution of the sample with reagent water 
from the aliquot in the second syringe and 
reanalyze. 

12. Qualitative Identification 

12.1 Obtain EICPs for the primary m/z 
(Table 4) and at least two secondary masses 
for each parameter of interest. The following 
criteria must be met to make a qualitative 
identification: 

12.1.1 The characteristic masses of each 
parameter of interest must maximize in the 
same or within one scan of each other. 

12.1.2 The retention time must fall within 
±30 s of the retention time of the authentic 
compound. 

12.1.3 The relative peak heights of the 
three characteristic masses in the EICPs 
must fall within ±20% of the relative inten-
sities of these masses in a reference mass 
spectrum. The reference mass spectrum can 
be obtained from a standard analyzed in the 
GC/MS system or from a reference library. 

12.2 Structural isomers that have very 
similar mass spectra and less than 30 s dif-
ference in retention time, can be explicitly 
identified only if the resolution between au-
thentic isomers in a standard mix is accept-
able. Acceptable resolution is achieved if the 
baseline to valley height between the iso-
mers is less than 25% of the sum of the two 
peak heights. Otherwise, structural isomers 
are identified as isomeric pairs. 

13. Calculations 

13.1 When a parameter has been identi-
fied, the quantitation of that parameter 
should be based on the integrated abundance 
from the EICP of the primary characteristic 
m/z given in Table 4. If the sample produces 
an interference for the primary m/z, use a 
secondary characteristic m/z to quantitate. 

Calculate the concentration in the sample 
using the response factor (RF) determined in 
Section 7.3.3 and Equation 2. 

Concentration ( g/L)μ =
( )( )
( )( )
A C

A RF
s is

is

Equation 2 

where: 
AS=Area of the characteristic m/z for the pa-

rameter or surrogate standard to be meas-
ured. 

Ais=Area of the characteristic m/z for the in-
ternal standard. 

Cis=Concentration of the internal standard. 

13.2 Report results in μg/L without correc-
tion for recovery data. All QC data obtained 
should be reported with the sample results. 
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14. Method Performance 

14.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in 
Table 1 were obtained using reagent water. 11 
Similar results were achieved using rep-
resentative wastewaters. The MDL actually 
achieved in a given analysis will vary de-
pending on instrument sensitivity and ma-
trix effects. 

14.2 This method was tested by 15 labora-
tories using reagent water, drinking water, 
surface water, and industrial wastewaters 
spiked at six concentrations over the range 
5–600 μg/L. 12 Single operator precision, over-
all precision, and method accuracy were 
found to be directly related to the concentra-
tion of the parameter and essentially inde-
pendent of the sample matrix. Linear equa-
tions to describe these relationships are pre-
sented in Table 5. 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS 

Parameter Retention 
time (min) 

Method 
detection 

limit (μg/L) 

Chloromethane .............................. 2.3 nd 
Bromomethane .............................. 3.1 nd 
Vinyl chloride ................................. 3.8 nd 
Chloroethane ................................. 4.6 nd 
Methylene chloride ........................ 6.4 2.8 
Trichlorofluoromethane .................. 8.3 nd 
1,1-Dichloroethene ........................ 9.0 2.8 
1,1-Dichloroethane ........................ 10.1 4.7 
trans-1,2-Dichloroethene ............... 10.8 1.6 
Chloroform ..................................... 11.4 1.6 
1,2-Dichloroethane ........................ 12.1 2.8 
1,1,1-Trichloroethane .................... 13.4 3.8 
Carbon tetrachloride ...................... 13.7 2.8 
Bromodichloromethane ................. 14.3 2.2 
1,2-Dichloroproane ........................ 15.7 6.0 
cis-1,3-Dichloropropene ................ 15.9 5.0 
Trichloroethene .............................. 16.5 1.9 
Benzene ........................................ 17.0 4.4 
Dibromochloromethane ................. 17.1 3.1 
1,1,2-Trichloroethane .................... 17.2 5.0 
trans-1,3-Dichloropropene ............. 17.2 nd 
2-Chloroethylvinlyl ether ................ 18.6 nd 
Bromoform ..................................... 19.8 4.7 
1,1,2,2-Tetrachloroethane ............. 22.1 6.9 
Tetrachloroethene ......................... 22.2 4.1 
Toluene .......................................... 23.5 6.0 
Chlorobenzene .............................. 24.6 6.0 
Ethyl benzene ................................ 26.4 7.2 
1,3-Dichlorobenzene ..................... 33.9 nd 
1,2-Dichlorobenzene ..................... 35.0 nd 
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TABLE 1—CHROMATOGRAPHIC CONDITIONS AND 
METHOD DETECTION LIMITS—Continued 

Parameter Retention 
time (min) 

Method 
detection 

limit (μg/L) 

1,4-Dichlorobenzene ..................... 35.4 nd 

Column conditions: Carbopak B (60/80 mesh) coated with 
1% SP–1000 packed in a 6 ft by 0.1 in. ID glass column with 
helium carrier gas at 30 mL/min. flow rate. Column tempera-
ture held at 45°C for 3 min., then programmed at 8°C/min. to 
220°C and held for 15 min. 

nd=not determined. 

TABLE 2—BFB KEY M/Z ABUNDANCE CRITERIA 

Mass m/z Abundance criteria 

50 ........................................... 15 to 40% of mass 95. 
75 ........................................... 30 to 60% of mass 95. 
95 ........................................... Base Peak, 100% Relative 

Abundance. 
96 ........................................... 5 to 9% of mass 95. 
173 ......................................... <2% of mass 174. 
174 ......................................... >50% of mass 95. 
175 ......................................... 5 to 9% of mass 174. 
176 ......................................... >95% but <101% of mass 

174. 
177 ......................................... 5 to 9% of mass 176. 

TABLE 3—SUGGESTED SURROGATE AND 
INTERNAL STANDARDS 

Compound 

Reten-
tion 
time 

(min) a 

Pri-
mary 
m/z 

Secondary 
masses 

Benzene d-6 .......................... 17 .0 84 ....................
4-Bromofluorobenzene .......... 28 .3 95 174, 176 
1,2-Dichloroethane d-4 .......... 12 .1 102 ....................
1,4-Difluorobenzene .............. 19 .6 114 63, 88 
Ethylbenzene d-5 .................. 26 .4 111 ....................
Ethylbenzene d-10 ................ 26 .4 98 ....................
Fluorobenzene ....................... 18 .4 96 70 
Pentafluorobenzene .............. 23 .5 168 ....................
Bromochloromethane ............ 9 .3 128 49, 130, 51 
2-Bromo-1-chloropropane ..... 19 .2 77 79, 156 
1, 4-Dichlorobutane ............... 25 .8 55 90, 92 

a For chromatographic conditions, see Table 1. 

TABLE 4—CHARACTERISTIC MASSES FOR 
PURGEABLE ORGANICS 

Parameter Pri-
mary Secondary 

Chloromethane ............................. 50 52. 
Bromomethane ............................. 94 96. 
Vinyl chloride ................................ 62 64. 
Chloroethane ................................ 64 66. 
Methylene chloride ........................ 84 49, 51, and 86. 
Trichlorofluoromethane ................. 101 103. 
1,1-Dichloroethene ........................ 96 61 and 98. 
1,1-Dichloroethane ........................ 63 65, 83, 85, 98, 

and 100. 
trans-1,2-Dichloroethene .............. 96 61 and 98. 
Chloroform .................................... 83 85. 
1,2-Dichloroethane ........................ 98 62, 64, and 100. 
1,1,1-Trichloroethane .................... 97 99, 117, and 119. 
Carbon tetrachloride ..................... 117 119 and 121. 
Bromodichloromethane ................. 127 83, 85, and 129. 
1,2-Dichloropropane ..................... 112 63, 65, and 114. 
trans-1,3-Dichloropropene ............ 75 77. 
Trichloroethene ............................. 130 95, 97, and 132. 
Benzene ........................................ 78 
Dibromochloromethane ................. 127 129, 208, and 

206. 
1,1,2-Trichloroethane .................... 97 83, 85, 99, 132, 

and 134. 
cis-1,3-Dichloropropene ................ 75 77. 
2-Chloroethylvinyl ether ................ 106 63 and 65. 
Bromoform .................................... 173 171, 175, 250, 

252, 254, and 
256. 

1,1,2,2-Tetrachloroethane ............. 168 83, 85, 131, 133, 
and 166. 

Tetrachloroethene ......................... 164 129, 131, and 
166. 

Toluene ......................................... 92 91. 
Chlorobenzene .............................. 112 114. 
Ethyl benzene ............................... 106 91. 
1,3-Dichlorobenzene ..................... 146 148 and 113. 
1,2-Dichlorobenzene ..................... 146 148 and 113. 
1,4-Dichlorobenzene ..................... 146 148 and 113. 

TABLE 5—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 624 A 

Parameter Range for Q 
(μ/g/L) 

Limit for 
s (μ/g/L) 

Range for X̄ 
(μ/g/L) 

Range for P, 
Ps (%) 

Benzene .......................................................................................... 12.8¥27.2 6.9 15.2¥26.0 37¥151 
Bromodichloromethane ................................................................... 13.1¥26.9 6.4 10.1¥28.0 35¥155 
Bromoform ....................................................................................... 14.2¥25.8 5.4 11.4¥31.1 45¥169 
Bromomethane ................................................................................ 2.8¥37.2 17.9 D¥41.2 D¥242 
Carbon tetrachloride ........................................................................ 14.6¥25.4 5.2 17.2¥23.5 70¥140 
Chlorobenzene ................................................................................ 13.2¥26.8 6.3 16.4¥27.4 37¥160 
Chloroethane ................................................................................... 7.6¥32.4 11.4 8.4¥40.4 14¥230 
2-Chloroethylvinyl ether .................................................................. D¥44.8 25.9 D¥50.4 D¥305 
Chloroform ....................................................................................... 13.5¥26.5 6.1 13.7¥24.2 51¥138 
Chloromethane ................................................................................ D¥40.8 19.8 D¥45.9 D¥273 
Dibromochloromethane ................................................................... 13.5¥26.5 6.1 13.8¥26.6 53¥149 
1,2-Dichlorobenzene ....................................................................... 12.6¥27.4 7.1 11.8¥34.7 18¥190 
1,3-Dichlorobenzene ....................................................................... 14.6¥25.4 5.5 17.0¥28.8 59¥156 
1,4-Dichlorobenzene ....................................................................... 12.6¥27.4 7.1 11.8¥34.7 18¥190 
1,1-Dichloroethane .......................................................................... 14.5¥25.5 5.1 14.2¥28.5 59¥155 
1,2-Dichloroethane .......................................................................... 13.6¥26.4 6.0 14.3¥27.4 49¥155 
1,1-Dichlorothene ............................................................................ 10.1¥29.9 9.1 3.7¥42.3 D¥234 
trans-1,2-Dichloroethene ................................................................. 13.9¥26.1 5.7 13.6¥28.5 54¥156 
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TABLE 5—CALIBRATION AND QC ACCEPTANCE CRITERIA—METHOD 624 A—Continued 

Parameter Range for Q 
(μ/g/L) 

Limit for 
s (μ/g/L) 

Range for X̄ 
(μ/g/L) 

Range for P, 
Ps (%) 

1,2-Dichloropropane ........................................................................ 6.8¥33.2 13.8 3.8¥36.2 D¥210 
cis-1,3-Dichloropropene .................................................................. 4.8¥35.2 15.8 1.0¥39.0 D¥227 
trans-1,3-Dichloropropene ............................................................... 10.0¥30.0 10.4 7.6¥32.4 17¥183 
Ethyl benzene ................................................................................. 11.8¥28.2 7.5 17.4¥26.7 37¥162 
Methylene chloride .......................................................................... 12.1¥27.9 7.4 D¥41.0 D¥221 
1,1,2,2-Tetrachloroethane ............................................................... 12.1¥27.9 7.4 13.5¥27.2 46¥157 
Tetrachloroethene ........................................................................... 14.7¥25.3 5.0 17.0¥26.6 64¥148 
Toluene ........................................................................................... 14.9¥25.1 4.8 16.6¥26.7 47¥150 
1,1,1-Trichloroethane ...................................................................... 15.0¥25.0 4.6 13.7¥30.1 52¥162 
1,1,2-Trichloroethane ...................................................................... 14.2¥25.8 5.5 14.3¥27.1 52¥150 
Trichloroethene ............................................................................... 13.3¥26.7 6.6 18.6¥27.6 71¥157 
Trichlorofluoromethane ................................................................... 9.6¥30.4 10.0 8.9¥31.5 17¥181 
Vinyl chloride ................................................................................... 0.8¥39.2 20.0 D¥43.5 D¥251 

Q= Concentration measured in QC check sample, in μg/L (Section 7.5.3). 
s= Standard deviation of four recovery measurements, in μg/L (Section 8.2.4). 
X̄= Average recovery of four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps= Percent recovery measured, (Section 8.3.2, Section 8.4.2). 
D= Detected; result must be greater than zero. 
a Criteria were calculated assuming a QC check sample concentration of 20 μg/L. 
NOTE: These criteria are based directly upon the method performance data in Table 6. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limits to concentrations below those used to develop Table 6. 

TABLE 6—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 624 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr′ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Benzene ............................................................................................................ 0.93C+2.00 0.26X̄¥1.74 0.25X̄¥1.33 
Bromodichloromethane ..................................................................................... 1.03C¥1.58 0.15X̄+0.59 0.20X̄+1.13 
Bromoform ......................................................................................................... 1.18C¥2.35 0.12X̄+0.36 0.17X̄+1.38 
Bromomethane a ................................................................................................ 1.00C 0.43X̄ 0.58X̄ 
Carbon tetrachloride .......................................................................................... 1.10C¥1.68 0.12X̄+0.25 0.11X̄+0.37 
Chlorobenzene .................................................................................................. 0.98C+2.28 0.16X̄¥0.09 0.26X̄¥1.92 
Chloroethane ..................................................................................................... 1.18C+0.81 0.14X̄+2.78 0.29X̄+1.75 
2–Chloroethylvinyl ether a .................................................................................. 1.00C 0.62X̄ 0.84X̄ 
Chloroform ......................................................................................................... 0.93C+0.33 0.16X̄+0.22 0.18X̄+0.16 
Chloromethane .................................................................................................. 1.03C+0.81 0.37X̄+2.14 0.58X̄+0.43 
Dibromochloromethane ..................................................................................... 1.01C¥0.03 0.17X̄¥0.18 0.17X̄+0.49 
1,2–Dichlorobenzene b ...................................................................................... 0.94C+4.47 0.22X̄¥1.45 0.30X̄¥1.20 
1,3–Dichlorobenzene ......................................................................................... 1.06C+1.68 0.14X̄¥0.48 0.18X̄¥0.82 
1,4–Dichlorobenzene b ...................................................................................... 0.94C+4.47 0.22X̄¥1.45 0.30X̄¥1.20 
1,1–Dichloroethane ........................................................................................... 1.05C+0.36 0.13X̄¥0.05 0.16X̄+0.47 
1,2–Dichloroethane ........................................................................................... 1.02C+0.45 0.17X̄¥0.32 0.21X̄¥0.38 
1,1–Dichloroethene ........................................................................................... 1.12C+0.61 0.17X̄+1.06 0.43X̄¥0.22 
trans–1,2,–Dichloroethene ................................................................................ 1.05C+0.03 0.14X̄+0.09 0.19X̄+0.17 
1,2–Dichloropropane a ....................................................................................... 1.00C 0.33X̄ 0.45X̄ 
cis–1,3–Dichloropropene a ................................................................................. 1.00C 0.38X̄ 0.52X̄ 
trans–1,3–Dichloropropene a ............................................................................. 1.00C 0.25X̄ 0.34X̄ 
Ethyl benzene .................................................................................................... 0.98C+2.48 0.14X̄+1.00 0.26X̄¥1.72 
Methylene chloride ............................................................................................ 0.87C+1.88 0.15X̄+1.07 0.32X̄+4.00 
1,1,2,2–Tetrachloroethane ................................................................................ 0.93C+1.76 0.16X̄+0.69 0.20X̄+0.41 
Tetrachloroethene ............................................................................................. 1.06C+0.60 0.13X̄¥0.18 0.16X̄¥0.45 
Toluene .............................................................................................................. 0.98C+2.03 0.15X̄¥0.71 0.22X̄¥1.71 
1,1,1–Trichloroethane ........................................................................................ 1.06C+0.73 0.12X̄¥0.15 0.21X̄¥0.39 
1,1,2–Trichloroethane ........................................................................................ 0.95C+1.71 0.14X̄+0.02 0.18X́+0.00 
Trichloroethene .................................................................................................. 1.04C+2.27 0.13X̄+0.36 0.12X̄+0.59 
Trichloroflouromethane ...................................................................................... 0.99C+0.39 0.33X̄¥1.48 0.34X̄¥0.39 
Vinyl chloride ..................................................................................................... 1.00C 0.48X̄ 0.65X̄ 

X̄′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
Sr=Expected single analyst standard deviation of measurements at an average concentration found ofX̄, in μg/L. 
S′=Expected interlaboratory standard deviation of measurements at an average concentration found ofX̄, in μg/L. 
C=True value for the concentration, in μg/L. 
X̄=Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
a Estimates based upon the performance in a single laboratory. 13 
b Due to chromatographic resolution problems, performance statements for these isomers are based upon the sums of their 

concentrations. 
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METHOD 625—BASE/NEUTRALS AND ACIDS 

1. Scope and Application 

1.1 This method covers the determination 
of a number of organic compounds that are 
partitioned into an organic solvent and are 
amenable to gas chromatography. The pa-
rameters listed in Tables 1 and 2 may be 
qualitatively and quantitatively determined 
using this method. 

1.2 The method may be extended to in-
clude the parameters listed in Table 3. Benzi-
dine can be subject to oxidative losses during 
solvent concentration. Under the alkaline 
conditions of the extraction step, a–BHC, g– 
BHC, endosulfan I and II, and endrin are sub-
ject to decomposition. 

Hexachlorocyclopentadiene is subject to 
thermal decomposition in the inlet of the gas 
chromatograph, chemical reaction in ace-
tone solution, and photochemical decomposi-
tion. N-nitrosodimethylamine is difficult to 
separate from the solvent under the 
chromatographic conditions described. N- 
nitrosodiphenylamine decomposes in the gas 
chromatographic inlet and cannot be sepa-
rated from diphenylamine. The preferred 
method for each of these parameters is listed 
in Table 3. 

1.3 This is a gas chromatographic/mass 
spectrometry (GC/MS) method 2,14 applicable 
to the determination of the compounds listed 
in Tables 1, 2, and 3 in municipal and indus-
trial discharges as provided under 40 CFR 
136.1. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00243 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166 E
C

02
JY

92
.0

41
<

/G
P

H
>

er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



234 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 625 

1.4 The method detection limit (MDL, de-
fined in Section 16.1) 1 for each parameter is 
listed in Tables 4 and 5. The MDL for a spe-
cific wastewater may differ from those list-
ed, depending upon the nature of inter-
ferences in the sample matrix. 

1.5 Any modification to this method, be-
yond those expressly permitted, shall be con-
sidered as a major modification subject to 
application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. De-
pending upon the nature of the modification 
and the extent of intended use, the applicant 
may be required to demonstrate that the 
modifications will produce equivalent results 
when applied to relevant wastewaters. 

1.6 This method is restricted to use by or 
under the supervision of analysts experi-
enced in the use of a gas chromatograph/ 
mass spectrometer and in the interpretation 
of mass spectra. Each analyst must dem-
onstrate the ability to generate acceptable 
results with this method using the procedure 
described in Section 8.2. 

2. Summary of Method 

2.1 A measured volume of sample, approxi-
mately 1–L, is serially extracted with meth-
ylene chloride at a pH greater than 11 and 
again at a pH less than 2 using a separatory 
funnel or a continuous extractor. 2 The meth-
ylene chloride extract is dried, concentrated 
to a volume of 1 mL, and analyzed by GC/MS. 
Qualitative identification of the parameters 
in the extract is performed using the reten-
tion time and the relative abundance of 
three characteristic masses (m/z). Quan-
titative analysis is performed using internal 
standard techniques with a single char-
acteristic m/z. 

3. Interferences 

3.1 Method interferences may be caused 
by contaminants in solvents, reagents, glass-
ware, and other sample processing hardware 
that lead to discrete artifacts and/or ele-
vated baselines in the total ion current pro-
files. All of these materials must be rou-
tinely demonstrated to be free from inter-
ferences under the conditions of the analysis 
by running laboratory reagent blanks as de-
scribed in Section 8.1.3. 

3.1.1 Glassware must be scrupulously 
cleaned. 3 Clean all glassware as soon as pos-
sible after use by rinsing with the last sol-
vent used in it. Solvent rinsing should be fol-
lowed by detergent washing with hot water, 
and rinses with tap water and distilled 
water. The glassware should then be drained 
dry, and heated in a muffle furnace at 400 °C 
for 15 to 30 min. Some thermally stable ma-
terials, such as PCBs, may not be eliminated 
by this treatment. Solvent rinses with ace-
tone and pesticide quality hexane may be 
substituted for the muffle furnace heating. 
Thmrough rinsing with such solvents usually 

eliminates PCB interference. Volumetric 
ware should not be heated in a muffle fur-
nace. After drying and cooling, glassware 
should be sealed and stored in a clean envi-
ronment to prevent any accumulation of 
dust or other contaminants. Store inverted 
or capped with aluminum foil. 

3.1.2 The use of high purity reagents and 
solvents helps to minimize interference prob-
lems. Purification of solvents by distillation 
in all-glass systems may be required. 

3.2 Matrix interferences may be caused by 
contaminants that are co-extracted from the 
sample. The extent of matrix interferences 
will vary considerably from source to source, 
depending upon the nature and diversity of 
the industrial complex or municipality being 
sampled. 

3.3 The base-neutral extraction may cause 
significantly reduced recovery of phenol, 2- 
methylphenol, and 2,4-dimethylphenol. The 
analyst must recognize that results obtained 
under these conditions are minimum con-
centrations. 

3.4 The packed gas chromatographic col-
umns recommended for the basic fraction 
may not exhibit sufficient resolution for cer-
tain isomeric pairs including the following: 
anthracene and phenanthrene; chrysene and 
benzo(a)anthracene; and 
benzo(b)fluoranthene and 
benzo(k)fluoranthene. The gas 
chromatographic retention time and mass 
spectra for these pairs of compounds are not 
sufficiently different to make an unambig-
uous identification. Alternative techniques 
should be used to identify and quantify these 
specific compounds, such as Method 610. 

3.5 In samples that contain an inordinate 
number of interferences, the use of chemical 
ionization (CI) mass spectrometry may make 
identification easier. Tables 6 and 7 give 
characteristic CI ions for most of the com-
pounds covered by this method. The use of CI 
mass spectrometry to support electron ion-
ization (EI) mass spectrometry is encouraged 
but not required. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each reagent used in this method have not 
been precisely defined; however, each chem-
ical compound should be treated as a poten-
tial health hazard. From this viewpoint, ex-
posure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identified 4-6 for 
the information of the analyst. 
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4.2 The following parameters covered by 
this method have been tentatively classified 
as known or suspected, human or mamma-
lian carcinogens: benzo(a)anthracene, benzi-
dine, 3,3′-dichlorobenzidine, benzo(a)pyrene, 
a-BHC, b-BHC, d-BHC, g-BHC, 
dibenzo(a,h)anthracene, N- 
nitrosodimethylamine, 4,4′-DDT, and poly-
chlorinated biphenyls (PCBs). Primary 
standards of these toxic compounds should 
be prepared in a hood. A NIOSH/MESA ap-
proved toxic gas respirator should be worn 
when the analyst handles high concentra-
tions of these toxic compounds. 

5. Apparatus and Materials 

5.1 Sampling equipment, for discrete or 
composit sampling. 

5.1.1 Grab sample bottle—1-L or 1-gt, 
amber glass, fitted with a screw cap lined 
with Teflon. Foil may be substituted for Tef-
lon if the sample is not corrosive. If amber 
bottles are not available, protect samples 
from light. The bottle and cap liner must be 
washed, rinsed with acetone or methylene 
chloride, and dried before use to minimize 
contamination. 

5.1.2 Automatic sampler (optional)—The 
sampler must incorporate glass sample con-
tainers for the collection of a minimum of 
250 mL of sample. Sample containers must be 
kept refrigerated at 4 °C and protected from 
light during compositing. If the sampler uses 
a peristaltic pump, a minimum length of 
compressible silicone rubber tubing may be 
used. before use, however, the compressible 
tubing should be throughly rinsed with 
methanol, followed by repeated rinsings with 
distilled water to minimize the potential for 
contamination of the sample. An integrating 
flow meter is required to collect flow propor-
tional composites. 

5.2 Glassware (All specifications are sug-
gested. Catalog numbers are included for il-
lustration only.): 

5.2.1 Separatory funnel—2–L, with Teflon 
stopcock. 

5.2.2 Drying column—Chromatographic 
column, 19 mm ID, with coarse frit 

5.2.3 Concentrator tube, Kuderna-Dan-
ish—10-mL, graduated (Kontes K–570050–1025 
or equivalent). Calibration must be checked 
at the volumes employed in the test. Ground 
glass stopper is used to prevent evaporation 
of extracts. 

5.2.4 Evaporative flask, Kuderna-Danish— 
500-mL (Kontes K–57001–0500 or equivalent). 
Attach to concentrator tube with springs. 

5.2.5 Snyder column, Kuderna-Danish— 
Three all macro (Kontes K–503000–0121 or 
equivalent). 

5.2.6 Snyder column, Kuderna-Danish— 
Two-ball macro (Kontes K–569001–0219 or 
equivalent). 

5.2.7 Vials—10 to 15-mL, amber glass, with 
Teflon-lined screw cap. 

5.2.8 Continuous liquid—liquid extractor— 
Equipped with Teflon or glass connecting 
joints and stopcocks requiring no lubrica-
tion. (Hershberg-Wolf Extractor, Ace Glass 
Company, Vineland, N.J., P/N 6841–10 or 
equivalent.) 

5.3 Boiling chips—Approximately 10/40 
mesh. Heat to 400 °C for 30 min of Soxhlet ex-
tract with methylene chloride. 

5.4 Water bath—Heated, with concentric 
ring cover, capable of temperature control 
(±2°C). The bath should be used in a hood. 

5.5 Balance—Analytical, capable of accu-
rately weighing 0.0001 g. 

5.6 GC/MS system: 
5.6.1 Gas Chromatograph—An analytical 

system complete with a temperature pro-
grammable gas chromatograph and all re-
quired accessores including syringes, analyt-
ical columns, and gases. The injection port 
must be designed for on-column injection 
when using packed columns and for splitless 
injection when using capillary columns. 

5.6.2 Column for base/neutrals—1.8 m long 
× 2 mm ID glass, packed with 3% SP–2250 on 
Supelcoport (100/120 mesh) or equivalent. 
This column was used to develop the method 
performance statements in Section 16. 
Guidelines for the use of alternate column 
packings are provided in Section 13.1. 

5.6.3 Column for acids—1.8 m long × 2 mm 
ID glass, packed with 1% SP–1240DA on 
Supelcoport (100/120 mesh) or equivalent. 
This column was used to develop the method 
performance statements in Section 16. 
Guidelines for the use of alternate column 
packings are given in Section 13.1. 

5.6.4 Mass spectrometer—Capable of scan-
ning from 35 to 450 amu every 7 s or less, uti-
lizing a 70 V (nominal) electron energy in the 
electron impact ionization mode, and pro-
ducing a mass spectrum which meets all the 
criteria in Table 9 when 50 ng of 
decafluorotriphenyl phosphine (DFTPP; 
bis(perfluorophenyl) phenyl phosphine) is in-
jected through the GC inlet. 

5.6.5 GC/MS interface—Any GC to MS 
interface that gives acceptable calibration 
points at 50 ng per injection for each of the 
parameters of interest and achieves all ac-
ceptable performance criteria (Section 12) 
may be used. GC to MS interfaces con-
structed of all glass or glass-lined materials 
are recommended. Glass can be deactivated 
by silanizing with dichlorodimethylsilane. 

5.6.6 Data system—A computer system 
must be interfaced to the mass spectrometer 
that allows the contiluous acquisition and 
storage on machine-readable media of all 
mass spectra obtained throughout the dura-
tion of the chromatographic program. The 
computer must have software that allows 
searching any GC/MS data file for specific m/ 
z and plotting such m/z abundances versus 
time or scan number. This type of plot is de-
fined as an Extracted Ion Current Profile 
(EICP). Software must also be available that 
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allows integrating the abundance in any 
EICP between specified time or scan number 
limits. 

6. Reagents 

6.1 Reagent water—Reagent water is de-
fined as a water in which an interferent is 
not observed at the MDL of the parameters 
of interest. 

6.2 Sodium hydroxide solution (10 N)— 
Dissolve 40 g of NaOH (ACS) in reagent water 
and dilute to 100 mL. 

6.3 Sodium thiosulfate—(ACS) Granular. 
6.4 Sulfuric acid (1+1)—Slowly, add 50 mL 

of H2SO4 (ACS, sp. gr. 1.84) to 50 mL of rea-
gent water. 

6.5 Acetone, methanol, methlylene chlo-
ride—Pesticide quality or equivalent. 

6.6 Sodium sulfate—(ACS) Granular, an-
hydrous. Purify by heating at 400 °C for 4 h 
in a shallow tray. 

6.7 Stock standard solutions (1.00 μg/μL)— 
standard solutions can be prepared from pure 
standard materials or purchased as certified 
solutions. 

6.7.1 Prepare stock standard solutions by 
accurately weighing about 0.0100 g of pure 
material. Dissolve the material in pesticide 
quality acetone or other suitable solvent and 
dilute to volume in a 10-mL volumetric 
flask. Larger volumes can be used at the con-
venience of the analyst. When compound pu-
rity is assayed to be 96% or greater, the 
weight may be used without correction to 
calculate the concentration of the stock 
standard. Commercially prepared stock 
standards may be used at any concentration 
if they are certified by the manufacturer or 
by an independent source. 

6.7.2 Transfer the stock standard solu-
tions into Teflon-sealed screw-cap bottles. 
Store at 4 °C and protect from light. Stock 
standard solutions should be checked fre-
quently for signs of degradation or evapo-
ration, especially just prior to preparing 
calibration standards from them. 

6.7.3 Stock standard solutions must be re-
placed after six months, or sooner if com-
parison with quality control check samples 
indicate a problem. 

6.8 Surrogate standard spiking solution— 
Select a minimum of three surrogate com-
pounds from Table 8. Prepare a surrogate 
standard spiking solution containing each 
selected surrogate compound at a concentra-
tion of 100 μg/mL in acetone. Addition of 1.00 
mL of this solution to 1000 mL of sample is 
equivalent to a concentration of 100 μg/L of 
each surrogate standard. Store the spiking 
solution at 4 °C in Teflon-sealed glass con-
tainer. The solution should be checked fre-
quently for stability. The solution must be 
replaced after six months, or sooner if com-
parison with quality control check standards 
indicates a problem. 

6.9 DFTPP standard—Prepare a 25 μg/mL 
solution of DFTPP in acetone. 

6.10 Quality control check sample con-
centrate—See Section 8.2.1. 

7. Calibration 

7.1 Establish gas chromatographic oper-
ating parameters equivalent to those indi-
cated in Table 4 or 5. 

7.2 Internal standard calibration proce-
dure—To use this approach, the analyst must 
select three or more internal standards that 
are similar in analytical behavior to the 
compounds of interest. The analyst must fur-
ther demonstrate that the measurement of 
the internal standards is not affected by 
method or matrix interferences. Some rec-
ommended internal standards are listed in 
Table 8. Use the base peak m/z as the pri-
mary m/z for quantification of the standards. 
If interferences are noted, use one of the 
next two most intense m/z quantities for 
quantification. 

7.2.1 Prepare calibration standards at a 
minimum of three concentration levels for 
each parameter of interest by adding appro-
priate volumes of one or more stock stand-
ards to a volumetric flask. To each calibra-
tion standard or standard mixture, add a 
known constant amount of one or more in-
ternal standards, and dilute to volume with 
acetone. One of the calibration standards 
should be at a concentration near, but above, 
the MDL and the other concentrations 
should correspond to the expected range of 
concentrations found in real samples or 
should define the working range of the GC/ 
MS system. 

7.2.2 Using injections of 2 to 5 μL, analyze 
each calibration standard according to Sec-
tion 13 and tabulate the area of the primary 
characteristic m/z (Tables 4 and 5) against 
concentration for each compound and inter-
nal standard. Calculate response factors (RF) 
for each compound using Equation 1. 

RF
A C

A C
s is

is s

=
( )( )
( )( )

Equation 1 
where: 
As=Area of the characteristic m/z for the pa-

rameter to be measured. 
Ais=Area of the characteristic m/z for the in-

ternal standard. 
Cis=Concentration of the internal standard 

(μg/L). 
Cs=Concentration of the parameter to be 

measured (μg/L). 
If the RF value over the working range is a 
constant (<35% RSD), the RF can be assumed 
to be invariant and the average RF can be 
used for calculations. Alternatively, the re-
sults can be used to plot a calibration curve 
of response ratios, As/Ais, vs. RF. 

7.3 The working calibration curve or RF 
must be verified on each working day by the 
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measurement of one or more calibration 
standards. If the response for any parameter 
varies from the predicted response by more 
than ±20%, the test must be repeated uning a 
fresh calibration standard. Alternatively, a 
new calibration curve must be prepared for 
that compound. 

8. Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality con-
trol program. The minimum requirements of 
this program consist of an initial demonstra-
tion of laboratory capability and an ongoing 
analysis of spiked samples to evaluate and 
document data quality. The laboratory must 
maintain records to document the quality of 
data that is generated. Ongoing data quality 
checks are compared with established per-
formance criteria to determine if the results 
of analyses meet the performance character-
istics of the method. When results of sample 
spikes indicate atypical method perform-
ance, a quality control check standard must 
be analyzed to confirm that the measure-
ments were performed in an in-control mode 
of operation. 

8.1.1 The analyst must make an initial, 
one-time, demonstration of the ability to 
generate acceptable accuracy and precision 
with this method. This ability is established 
as described in Section 8.2. 

8.1.2 In recognition of advances that are 
occuring in chromatography, the analyst is 
permitted certain options (detailed in Sec-
tions 10.6 and 13.1) to improve the separa-
tions or lower the cost of measurements. 
Each time such a modification is made to 
the method, the analyst is required to repeat 
the procedure in Section 8.2. 

8.1.3 Before processing any samples, the 
analyst must analyze a reagent water blank 
to demonstrate that interferences from the 
analytical system and glassware are under 
control. Each time a set of samples is ex-
tracted or reagents are changed, a reagent 
water blank must be processed as a safe-
guard against laboratory contamination. 

8.1.4 The laboratory must, on an ongoing 
basis, spike and analyze a minimum of 5% of 
all samples to monitor and evaluate labora-
tory data quality. This procedure is de-
scribed in Section 8.3. 

8.1.5 The laboratory must, on an ongoing 
basis, demonstrate through the analyses of 
quality control check standards that the op-
eration of the measurement system is in con-
trol. This procedure is described in Section 
8.4. The frequency of the check standard 
analyses is equivalent to 5% of all samples 
analyzed but may be reduced if spike recov-
eries from samples (Section 8.3) meet all 
specified quality control criteria. 

8.1.6 The laboratory must maintain per-
formance records to document the quality of 
data that is generated. This procedure is de-
scribed in Section 8.5. 

8.2 To establish the ability to generate 
acceptable accuracy and precision, the ana-
lyst must perform the following operations. 

8.2.1 A quality control (QC) check sample 
concentrate is required containing each pa-
rameter of interest at a concentration of 100 
μg/mL in acetone. Multiple solutions may be 
required. PCBs and multicomponent pes-
ticides may be omitted from this test. The 
QC check sample concentrate must be ob-
tained from the U.S. Environmental Protec-
tion Agency, Environmental Monitoring and 
Support Laboratory in Cincinnati, Ohio, if 
available. If not available from that source, 
the QC check sample concentrate must be 
obtained from another external source. If not 
available from either source above, the QC 
check sample concentrate must be prepared 
by the laboratory using stock standards pre-
pared independently from those used for cali-
bration. 

8.2.2 Using a pipet, prepare QC check sam-
ples at a concentration of 100 μg/L by adding 
1.00 mL of QC check sample concentrate to 
each of four 1–L aliquots of reagent water. 

8.2.3 Analyze the well-mixed QC check 
samples according to the method beginning 
in Section 10 or 11. 

8.2.4 Calculate the average recovery (X) in 
μg/L, and the standard deviation of the re-
covery (s) in μg/L, for each parameter using 
the four results. 

8.2.5 For each parameter compare s and X 
with the corresponding acceptance criteria 
for precision and accuracy, respectively, 
found in Table 6. If s and X for all param-
eters of interest meet the acceptance cri-
teria, the system performance is acceptable 
and analysis of actual samples can begin. If 
any individual s exceeds the precision limit 
or any individual X falls outside the range 
for accuracy, the system performance is un-
acceptable for that parameter. 

NOTE: The large number of parameters in 
Table 6 present a substantial probability 
that one or more will fail at least one of the 
acceptance criteria when all parameters are 
analyzed. 

8.2.6 When one or more of the parameters 
tested fail at least one of the acceptance cri-
teria, the analyst must proceed according to 
Section 8.2.6.1 or 8.2.6.2. 

8.2.6.1 Locate and correct the source of 
the problem and repeat the test for all pa-
rameters of interest beginning with Section 
8.2.2. 

8.2.6.2 Beginning with Section 8.2.2, repeat 
the test only for those parameters that 
failed to meet criteria. Repeated failure, 
however, will confirm a general problem 
with the measurement system. If this occurs, 
locate and correct the source of the problem 
and repeat the test for all compounds of in-
terest beginning with Section 8.2.2. 

8.3 The laboratory must, on an ongoing 
basis, spike at least 5% of the samples from 
each sample site being monitored to assess 
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accuracy. For laboratories analyzing 1 to 20 
samples per month, at least one spiked sam-
ple per month is required. 

8.3.1. The concentration of the spike in 
the sample should be determined as follows: 

8.3.1 If, as in compliance monitoring, the 
concentration of a specific parameter in the 
sample is being checked against a regulatory 
concentration limit, the spike should be at 
that limit or 1 to 5 times higher than the 
background concentration determined in 
Section 8.3.2, whichever concentration would 
be larger. 

8.3.1.2 If the concentration of a specific 
parameter in the sample is not being 
checked against a limit specific to that pa-
rameter, the spike should be at 100 μg/L or 1 
to 5 times higher than the background con-
centration determined in Section 8.3.2, 
whichever concentration would be larger. 

8.3.1.3 If it is impractical to determine 
background levels before spiking (e.g., max-
imum holding times will be exceeded), the 
spike concentration should be (1) the regu-
latory concentration limit, if any; or, if none 
(2) the larger of either 5 times higher than 
the expected background concentration or 
100 μg/L. 

8.3.2 Analyze one sample aliquot to deter-
mine the background concentration (B) of 
each parameter. If necessary, prepare a new 
QC check sample concentrate (Section 8.2.1) 
appropriate for the background concentra-
tions in the sample. Spike a second sample 
aliquot with 1.0 mL of the QC check sample 
concentrate and analyze it to determine the 
concentration after spiking (A) of each pa-
rameter. Calculate each percent recovery (P) 
as 100(A¥B)%/T, where T is the known true 
value of the spike. 

8.3.3 Compare the percent recovery (P) for 
each parameter with the corresponding QC 
acceptance criteria found in Table 6. These 
acceptance criteria were calculated to in-
clude an allowance for error in measurement 
of both the background and spike concentra-
tions, assuming a spike to background ratio 
of 5:1. This error will be accounted for to the 
extent that the analyst’s spike to back-
ground ratio approaches 5:1. 7 If spiking was 
performed at a concentration lower than 100 
μg/L, the analyst must use either the QC ac-
ceptance criteria in Table 6, or optional QC 
acceptance criteria calculated for the spe-
cific spike concentration. To calculate op-
tional acceptance criteria for the recovery of 
a parameter: (1) Calculate accuracy (X′) 
using the equation in Table 7, substituting 
the spike concentration (T) for C; (2) cal-
culate overall precision (S′) using the equa-
tion in Table 7, substituting X′ for X̄; (3) cal-
culate the range for recovery at the spike 
concentration as (100 X′/T)±2.44(100 S′/T)% 7 

8.3.4 If any individual P falls outside the 
designated range for recovery, that param-
eter has failed the acceptance criteria. A 
check standard containing each parameter 

that failed the criteria must be analyzed as 
described in Section 8.4. 

8.4 If any parameter fails the acceptance 
criteria for recovery in Section 8.3, a QC 
check standard containing each parameter 
that failed must be prepared and analyzed. 

NOTE: The frequency for the required anal-
ysis of a QC check standard will depend upon 
the number of parameters being simulta-
neously tested, the complexity of the sample 
matrix, and the performance of the labora-
tory. If the entire list of single-component 
parameters in Table 6 must be measured in 
the sample in Section 8.3, the probability 
that the analysis of a QC check standard will 
be required is high. In this case the QC check 
standard should be routinely analyzed with 
the spike sample. 

8.4.1 Prepare the QC check standard by 
adding 1.0 mL of QC check sample con-
centrate (Section 8.2.1 or 8.3.2) to 1 L of rea-
gent water. The QC check standard needs 
only to contain the parameters that failed 
criteria in the test in Section 8.3. 

8.4.2 Analyze the QC check standard to 
determine the concentration measured (A) of 
each parameter. Calculate each percent re-
covery (PS) as 100 (A/T)%, where T is the true 
value of the standard concentration. 

8.4.3 Compare the percent recovery (Ps) 
for each parameter with the corresponding 
QC acceptance criteria found in Table 6. Only 
parameters that failed the test in Section 8.3 
need to be compared with these criteria. If 
the recovery of any such parameter falls out-
side the designated range, the laboratory 
performance for that parameter is judged to 
be out of control, and the problem must be 
immediately identified and corrected. The 
analytical result for that parameter in the 
unspiked sample is suspect and may not be 
reported for regulatory compliance purposes. 

8.5 As part of the QC program for the lab-
oratory, method accuracy for wastewater 
samples must be assessed and records must 
be maintained. After the analysis of five 
spiked wastewater samples as in Section 8.3, 
calculate the average percent recovery (P̄) 
and the standard deviation of the percent re-
covery (sp). Express the accuracy assessment 
as a percent interval from P̄¥2sp to P̄+2sp. If 
P̄=90% and sp=10%, for example, the accuracy 
interval is expressed as 70¥110%. Update the 
accuracy assessment for each parameter on a 
regular basis (e.g. after each five to ten new 
accuracy measurements). 

8.6 As a quality control check, the labora-
tory must spike all samples with the surro-
gate standard spiking solution as described 
in Section 10.2, and calculate the percent re-
covery of each surrogate compound. 

8.7 It is recommended that the laboratory 
adopt additional quality assurance practices 
for use with this method. The specific prac-
tices that are most productive depend upon 
the needs of the laboratory and the nature of 
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the samples. Field duplicates may be ana-
lyzed to assess the precision of the environ-
mental measurements. Whenever possible, 
the laboratory should analyze standard ref-
erence materials and participate in relevant 
performance evaluation studies. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples must be collected in 
glass containers. Conventional sampling 
practices 8 should be followed, except that 
the bottle must not be prerinsed with sample 
before collection. Composite samples should 
be collected in refrigerated glass containers 
in accordance with the requirements of the 
program. Automatic sampling equipment 
must be as free as possible of Tygon tubing 
and other potential sources of contamina-
tion. 

9.2 All sampling must be iced or refrig-
erated at 4 °C from the time of collection 
until extraction. Fill the sample bottles and, 
if residual chlorine is present, add 80 mg of 
sodium thiosulfate per liter of sample and 
mix well. EPA Methods 330.4 and 330.5 may 
be used for measurement of residual chlo-
rine. 9 Field test kits are available for this 
purpose. 

9.3 All samples must be extracted within 7 
days of collection and completely analyzed 
within 40 days of extraction. 

10. Separatory Funnel Extraction 

10.1 Samples are usually extracted using 
separatory funnel techniques. If emulsions 
will prevent achieving acceptable solvent re-
covery with separatory funnel extractions, 
continuous extraction (Section 11) may be 
used. The separatory funnel extraction 
scheme described below assumes a sample 
volume of 1 L. When sample volumes of 2 L 
are to be extracted, use 250, 100, and 100-mL 
volumes of methylene chloride for the serial 
extraction of the base/neutrals and 200, 100, 
and 100-mL volumes of methylene chloride 
for the acids. 

10.2 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Pour the entire sample 
into a 2–L separatory funnel. Pipet 1.00 mL 
of the surrogate standard spiking solution 
into the separatory funnel and mix well. 
Check the pH of the sample with wide-range 
pH paper and adjust to pH>11 with sodium 
hydroxide solution. 

10.3 Add 60 mL of methylene chloride to 
the sample bottle, seal, and shake for 30 s to 
rinse the inner surface. Transfer the solvent 
to the separatory funnel and extract the 
sample by shaking the funnel for 2 min. with 
periodic venting to release excess pressure. 
Allow the organic layer to separate from the 
water phase for a minimum of 10 min. If the 
emulsion interface between layers is more 
than one-third the volume of the solvent 

layer, the analyst must employ mechanical 
techniques to complete the phase separation. 
The optimum technique depends upon the 
sample, but may include stirring, filtration 
of the emulsion through glass wool, cen-
trifugation, or other physical methods. Col-
lect the methylene chloride extract in a 250- 
mL Erlenmeyer flask. If the emulsion cannot 
be broken (recovery of less than 80% of the 
methylene chloride, corrected for the water 
solubility of methylene chloride), transfer 
the sample, solvent, and emulsion into the 
extraction chamber of a continuous extrac-
tor and proceed as described in Section 11.3. 

10.4 Add a second 60-mL volume of meth-
ylene chloride to the sample bottle and re-
peat the extraction procedure a second time, 
combining the extracts in the Erlenmeyer 
flask. Perform a third extraction in the same 
manner. Label the combined extract as the 
base/neutral fraction. 

10.5 Adjust the pH of the aqueous phase to 
less than 2 using sulfuric acid. Serially ex-
tract the acidified aqueous phase three times 
with 60-mL aliquots of methylene chloride. 
Collect and combine the extracts in a 250-mL 
Erlenmeyer flask and label the combined ex-
tracts as the acid fraction. 

10.6 For each fraction, assemble a 
Kuderna-Danish (K-D) concentrator by at-
taching a 10-mL concentrator tube to a 500- 
mL evaporative flask. Other concentration 
devices or techniques may be used in place of 
the K-D concentrator if the requirements of 
Section 8.2 are met. 

10.7 For each fraction, pour the combined 
extract through a solvent-rinsed drying col-
umn containing about 10 cm of anhydrous so-
dium sulfate, and collect the extract in the 
K-D concentrator. Rinse the Erlenmeyer 
flask and column with 20 to 30 mL of meth-
ylene chloride to complete the quantitative 
transfer. 

10.8 Add one or two clean boiling chips 
and attach a three-ball Snyder column to the 
evaporative flask for each fraction. Prewet 
each Snyder column by adding about 1 mL of 
methylene chloride to the top. Place the K- 
D apparatus on a hot water bath (60 to 65 °C) 
so that the concentrator tube is partially 
immersed in the hot water, and the entire 
lower rounded surface of the flask is bathed 
with hot vapor. Adjust the vertical position 
of the apparatus and the water temperature 
as required to complete the concentration in 
15 to 20 min. At the proper rate of distilla-
tion the balls of the column will actively 
chatter but the chambers will not flood with 
condensed solvent. When the apparent vol-
ume of liquid reaches 1 mL, remove the K-D 
apparatus from the water bath and allow it 
to drain and cool for at least 10 min. Remove 
the Snyder column and rinse the flask and 
its lower joint into the concentrator tube 
with 1 to 2 mL of methylene chloride. A 5- 
mL syringe is recommended for this oper-
ation. 
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10.9 Add another one or two clean boiling 
chips to the concentrator tube for each frac-
tion and attach a two-ball micro-Snyder col-
umn. Prewet the Snyder column by adding 
about 0.5 mL of methylene chloride to the 
top. Place the K-D apparatus on a hot water 
bath (60 to 65 °C) so that the concentrator 
tube is partially immersed in hot water. Ad-
just the vertical position of the apparatus 
and the water temperature as required to 
complete the concentration in 5 to 10 min. 
At the proper rate of distillation the balls of 
the column will actively chatter but the 
chambers will not flood with condensed sol-
vent. When the apparent volume of liquid 
reaches about 0.5 mL, remove the K-D appa-
ratus from the water bath and allow it to 
drain and cool for at least 10 min. Remove 
the Snyder column and rinse the flask and 
its lower joint into the concentrator tube 
with approximately 0.2 mL of acetone or 
methylene chloride. Adjust the final volume 
to 1.0 mL with the solvent. Stopper the con-
centrator tube and store refrigerated if fur-
ther processing will not be performed imme-
diately. If the extracts will be stored longer 
than two days, they should be transferred to 
Teflon-sealed screw-cap vials and labeled 
base/neutral or acid fraction as appropriate. 

10.10 Determine the original sample vol-
ume by refilling the sample bottle to the 
mark and transferring the liquid to a 1000- 
mL graduated cylinder. Record the sample 
volume to the nearest 5 mL. 

11. Continuous Extraction 

11.1 When experience with a sample from 
a given source indicates that a serious emul-
sion problem will result or an emulsion is en-
countered using a separatory funnel in Sec-
tion 10.3, a continuous extractor should be 
used. 

11.2 Mark the water meniscus on the side 
of the sample bottle for later determination 
of sample volume. Check the pH of the sam-
ple with wide-range pH paper and adjust to 
pH >11 with sodium hydroxide solution. 
Transfer the sample to the continuous ex-
tractor and using a pipet, add 1.00 mL of sur-
rogate standard spiking solution and mix 
well. Add 60 mL of methylene chloride to the 
sample bottle, seal, and shake for 30 s to 
rinse the inner surface. Transfer the solvent 
to the extractor. 

11.3 Repeat the sample bottle rinse with 
an additional 50 to 100-mL portion of meth-
ylene chloride and add the rinse to the ex-
tractor. 

11.4 Add 200 to 500 mL of methylene chlo-
ride to the distilling flask, add sufficient re-
agent water to ensure proper operation, and 
extract for 24 h. Allow to cool, then detach 
the distilling flask. Dry, concentrate, and 
seal the extract as in Sections 10.6 through 
10.9. 

11.5 Charge a clean distilling flask with 
500 mL of methylene chloride and attach it 

to the continuous extractor. Carefully, while 
stirring, adjust the pH of the aqueous phase 
to less than 2 using sulfuric acid. Extract for 
24 h. Dry, concentrate, and seal the extract 
as in Sections 10.6 through 10.9. 

12. Daily GC/MS Performance Tests 

12.1 At the beginning of each day that 
analyses are to be performed, the GC/MS sys-
tem must be checked to see if acceptable 
performance criteria are achieved for 
DFTPP. 10 Each day that benzidine is to be 
determined, the tailing factor criterion de-
scribed in Section 12.4 must be achieved. 
Each day that the acids are to be deter-
mined, the tailing factor criterion in Section 
12.5 must be achieved. 

12.2 These performance tests require the 
following instrumental parameters: 
Electron Energy: 70 V (nominal) 
Mass Range: 35 to 450 amu 
Scan Time: To give at least 5 scans per peak 

but not to exceed 7 s per scan. 
12.3 DFTPP performance test—At the be-

ginning of each day, inject 2 μL (50 ng) of 
DFTPP standard solution. Obtain a back-
ground-corrected mass spectra of DFTPP 
and confirm that all the key m/z criteria in 
Table 9 are achieved. If all the criteria are 
not achieved, the analyst must retune the 
mass spectrometer and repeat the test until 
all criteria are achieved. The performance 
criteria must be achieved before any sam-
ples, blanks, or standards are analyzed. The 
taililg factor tests in Sections 12.4 and 12.5 
may be performed simultaneously with the 
DFTPP test. 

12.4 Column performance test for base/ 
neutrals—At the beginning of each day that 
the base/neutral fraction is to be analyzed 
for benzidine, the benzidine tailing factor 
must be calculated. Inject 100 ng of benzidine 
either separately or as a part of a standard 
mixture that may contain DFTPP and cal-
culate the tailing factor. The benzidine tail-
ing factor must be less than 3.0. Calculation 
of the tailing factor is illustrated in Figure 
13. 11 Replace the column packing if the tail-
ing factor criterion cannot be achieved. 

12.5 Column performance test for acids— 
At the beginning of each day that the acids 
are to be determined, inject 50 ng of 
pentachlorophenol either separately or as a 
part of a standard mix that may contain 
DFTPP. The tailing factor for 
pentachlorophenol must be less than 5. Cal-
culation of the tailing factor is illustrated in 
Figure 13. 11 Replace the column packing if 
the tailing factor criterion cannot be 
achieved. 

13. Gas Chromatography/Mass Spectrometry 

13.1 Table 4 summarizes the recommended 
gas chromatographic operating conditions 
for the base/neutral fraction. Table 5 summa-
rizes the recommended gas chromatographic 
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operating conditions for the acid fraction. 
Included in these tables are retention times 
and MDL that can be achieved under these 
conditions. Examples of the separations 
achieved by these columns are shown in Fig-
ures 1 through 12. Other packed or capillary 
(open-tubular) columns or chromatographic 
conditions may be used if the requirements 
of Section 8.2 are met. 

13.2 After conducting the GC/MS perform-
ance tests in Section 12, calibrate the system 
daily as described in Section 7. 

13.3 The internal standard must be added 
to sample extract and mixed thoroughly im-
mediately before it is injected into the in-
strument. This procedure minimizes losses 
due to adsorption, chemical reaction or 
evaporation. 

13.4 Inject 2 to 5 μL of the sample extract 
or standard into the GC/MS system using the 
solvent-flush technique. 12 Smaller (1.0 μL) 
volumes may be injected if automatic de-
vices are employed. Record the volume in-
jected to the nearest 0.05 μL. 

13.5 If the response for any m/z exceeds 
the working range of the GC/MS system, di-
lute the extract and reanalyze. 

13.6 Perform all qualitative and quan-
titative measurements as described in Sec-
tions 14 and 15. When the extracts are not 
being used for analyses, store them refrig-
erated at 4°C, protected from light in screw- 
cap vials equipped with unpierced Teflon- 
lined septa. 

14. Qualitative Identification 

14.1 Obtain EICPs for the primary m/z and 
the two other masses listed in Tables 4 and 
5. See Section 7.3 for masses to be used with 
internal and surrogate standards. The fol-
lowing criteria must be met to make a quali-
tative identification: 

14.1.1 The characteristic masses of each 
parameter of interest must maximize in the 
same or within one scan of each other. 

14.1.2 The retention time must fall within 
±30 s of the retention time of the authentic 
compound. 

14.1.3 The relative peak heights of the 
three characteristic masses in the EICPs 
must fall within ±20% of the relative inten-
sities of these masses in a reference mass 
spectrum. The reference mass spectrum can 
be obtained from a standard analyzed in the 
GC/MS system or from a reference library. 

14.2 Structural isomers that have very 
similar mass spectra and less than 30 s dif-
ference in retention time, can be explicitly 
identified only if the resolution between au-
thentic isomers in a standard mix is accept-
able. Acceptable resolution is achieved if the 
baseline to valley height between the iso-
mers is less than 25% of the sum of the two 
peak heights. Otherwise, structural isomers 
are identified as isomeric pairs. 

15. Calculations 

15.1 When a parameter has been identi-
fied, the quantitation of that parameter will 
be based on the integrated abundance from 
the EICP of the primary characteristic m/z 
in Tables 4 and 5. Use the base peak m/z for 
internal and surrogate standards. If the sam-
ple produces an interference for the primary 
m/z, use a secondary characteristic m/z to 
quantitate. 

Calculate the concentration in the sample 
using the response factor (RF) determined in 
Section 7.2.2 and Equation 3. 

Concentration ( g/L)μ =
( )( )

( )( )( )
A I

A RF V
s s

is o

Equation 3 

where: 
As=Area of the characteristic m/z for the pa-

rameter or surrogate standard to be meas-
ured. 

Ais=Area of the characteristic m/z for the in-
ternal standard. 

Is=Amount of internal standard added to 
each extract (μg). 

Vo=Volume of water extracted (L). 
15.2 Report results in μg/L without correc-

tion for recovery data. All QC data obtained 
should be reported with the sample results. 

16. Method Performance 

16.1 The method detection limit (MDL) is 
defined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the value is above 
zero. 1 The MDL concentrations listed in Ta-
bles 4 and 5 were obtained using reagent 
water. 13 The MDL actually achieved in a 
given analysis will vary depending on instru-
ment sensitivity and matrix effects. 

16.2 This method was tested by 15 labora-
tories using reagent water, drinking water, 
surface water, and industrial wastewaters 
spiked at six concentrations over the range 5 
to 1300 μg/L. 14 Single operator precision, 
overall precision, and method accuracy were 
found to be directly related to the concentra-
tion of the parameter and essentially inde-
pendent of the sample matrix. Linear equa-
tions to describe these relationships are pre-
sented in Table 7. 

17. Screening Procedure for 2,3,7,8- 
Tetrachlorodibenzo-p-dioxin (2,3,7,8–TCDD) 

17.1 If the sample must be screened for 
the presence of 2,3,7,8–TCDD, it is rec-
ommended that the reference material not 
be handled in the laboratory unless extensive 
safety precautions are employed. It is suffi-
cient to analyze the base/neutral extract by 
selected ion monitoring (SIM) GC/MS tech-
niques, as follows: 

17.1.1 Concentrate the base/neutral ex-
tract to a final volume of 0.2 ml. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00251 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166 E
C

15
N

O
91

.1
27

<
/M

A
T

H
>

er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



242 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 625 

17.1.2 Adjust the temperature of the base/ 
neutral column (Section 5.6.2) to 220 °C. 

17.1.3 Operate the mass spectrometer to 
acquire data in the SIM mode using the ions 
at m/z 257, 320 and 322 and a dwell time no 
greater than 333 milliseconds per mass. 

17.1.4 Inject 5 to 7 μL of the base/neutral 
extract. Collect SIM data for a total of 10 
min. 

17.1.5 The possible presence of 2,3,7,8– 
TCDD is indicated if all three masses exhibit 
simultaneous peaks at any point in the se-
lected ion current profiles. 

17.1.6 For each occurrence where the pos-
sible presence of 2,3,7,8–TCDD is indicated, 
calculate and retain the relative abundances 
of each of the three masses. 

17.2 False positives to this test may be 
caused by the presence of single or coeluting 
combinations of compounds whose mass 
spectra contain all of these masses. 

17.3 Conclusive results of the presence and 
concentration level of 2,3,7,8–TCDD can be 
obtained only from a properly equipped lab-
oratory through the use of EPA Method 613 
or other approved alternate test procedures. 
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TABLE 1—BASE/NEUTRAL EXTRACTABLES 

Parameter STORET 
No. CAS No. 

Acenaphthene ................................. 34205 83–32–9 
Acenaphthylene .............................. 34200 208–96–8 
Anthracene ...................................... 34220 120–12–7 
Aldrin ............................................... 39330 309–00–2 
Benzo(a)anthracene ....................... 34526 56–55–3 
Benzo(b)fluoranthene ...................... 34230 205–99–2 
Benzo(k)fluoranthene ...................... 34242 207–08–9 
Benzo(a)pyrene ............................... 34247 50–32–8 
Benzo(ghi)perylene ......................... 34521 191–24–2 
Benzyl butyl phthalate ..................... 34292 85–68–7 
b-BHC ............................................. 39338 319–85–7 
d-BHC .............................................. 34259 319–86–8 
Bis(2-chloroethyl) ether ................... 34273 111–44–4 
Bis(2-chloroethoxy)methane ........... 34278 111–91–1 
Bis(2-ethylhexyl) phthalate .............. 39100 117–81–7 
Bis(2-chloroisopropyl) ether a .......... 34283 108–60–1 
4-Bromophenyl phenyl ether a ........ 34636 101–55–3 
Chlordane ........................................ 39350 57–74–9 
2-Chloronaphthalele ........................ 34581 91–58–7 
4-Chlorophenyl phenyl ether ........... 34641 7005–72–3 
Chrysene ......................................... 34320 218–01–9 
4,4′-DDD ......................................... 39310 72–54–8 
4,4′-DDE ......................................... 39320 72–55–9 
4,4′-DDT .......................................... 39300 50–29–3 
Dibenzo(a,h)anthracene .................. 34556 53–70–3 
Di-n-butylphthalate .......................... 39110 84–74–2 
1,3-Dichlorobenzene ....................... 34566 541–73–1 
1,2-Dichlorobenzene ....................... 34536 95–50–1 
1,4-Dichlorobenzene ....................... 34571 106–46–7 
3,3′-Dichlorobenzidine .................... 34631 91–94–1 
Dieldrin ............................................ 39380 60–57–1 
Diethyl phthalate ............................. 34336 84–66–2 
Dimethyl phthalate .......................... 34341 131–11–3 
2,4-Dinitrotoluene ............................ 34611 121–14–2 
2,6-Dinitrotoluene ............................ 34626 606–20–2 
Di-n-octylphthalate .......................... 34596 117–84–0 
Endosulfan sulfate .......................... 34351 1031–07–8 
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TABLE 1—BASE/NEUTRAL EXTRACTABLES— 
Continued 

Parameter STORET 
No. CAS No. 

Endrin aldehyde .............................. 34366 7421–93–4 
Fluoranthene ................................... 34376 206–44–0 
Fluorene .......................................... 34381 86–73–7 
Heptachlor ....................................... 39410 76–44–8 
Heptchlor epoxide ........................... 39420 1024–57–3 
Hexachlorobenzene ........................ 39700 118–74–1 
Hexachlorobutadiene ...................... 34391 87–68–3 
Hexachloroethane ........................... 34396 67–72–1 
Indeno(1,2,3-cd)pyrene ................... 34403 193–39–5 
Isophorone ...................................... 34408 78–59–1 
Naphthalene .................................... 34696 91–20–3 
Nitrobenzene ................................... 34447 98–95–3 
N-Nitrosodi-n-propylamine .............. 34428 621–64–7 
PCB-1016 ........................................ 34671 12674–11–2 
PCB-1221 ........................................ 39488 11104–28–2 
PCB-1232 ........................................ 39492 11141–16–5 
PCB-1242 ........................................ 39496 53469–21–9 
PCB-1248 ........................................ 39500 12672–29–6 
PCB-1254 ........................................ 39504 11097–69–1 
PCB-1260 ........................................ 39508 11096–82–5 
Phenanthrene ................................. 34461 85–01–8 
Pyrene ............................................. 34469 129–00–0 
Toxaphene ...................................... 39400 8001–35–2 
1,2,4-Trichlorobenzene ................... 34551 120–82–1 

a The proper chemical name is 2,2′-oxybis(1- 
chloropropane). 

TABLE 2—ACID EXTRACTABLES 

Parameter STORET 
No. CAS No. 

4-Chloro-3-methylphenol ................. 34452 59–50–7 
2-Chlorophenol ................................ 34586 95–57–8 
2,4-Dichlorophenol .......................... 34601 120–83–2 
2,4-Dimethylphenol ......................... 34606 105–67–9 
2,4-Dinitrophenol ............................. 34616 51–28–5 
2-Methyl-4,6-dinitrophenol .............. 34657 534–52–1 
2-Nitrophenol ................................... 34591 88–75–5 
4-Nitrophenol ................................... 34646 100–02–7 
Pentachlorophenol .......................... 39032 87–86–5 
Phenol ............................................. 34694 108–95–2 
2,4,6-Trichlorophenol ...................... 34621 88–06–2 

TABLE 3—ADDITIONAL EXTRACTABLE 
PARAMETERS A 

Parameter STORET 
No. CAS No. Meth-

od 

Benzidine .......................... 39120 92–87–5 605 
b-BHC ............................... 39337 319–84–6 608 
d-BHC ............................... 39340 58–89–8 608 
Endosulfan I ...................... 34361 959–98–8 608 
Endosulfan II ..................... 34356 33213–65–9 608 
Endrin ................................ 39390 72–20–8 608 
Hexachlorocylopentadiene 34386 77–47–4 612 
N-Nitrosodimethylamine .... 34438 62–75–9 607 
N-Nitrosodiphenylamine .... 34433 86–30–6 607 

a See Section 1.2. 

TABLE 4—CHROMATOGRAPHIC CONDITIONS, METHOD DETECTION LIMITS, AND CHARACTERISTIC 
MASSES FOR BASE/NEUTRAL EXTRACTABLES 

Parameter 
Reten-

tion time 
(min) 

Method 
detec-

tion limit 
(μg/L) 

Characteristic masses 

Electron impact Chemical ionization 

Primary Sec-
ondary 

Sec-
ondary Methane Methane Methane 

1,3-Dichlorobenzene ............................. 7.4 1.9 146 148 113 146 148 150 
1,4-Dichlorobenzene ............................. 7.8 4.4 146 148 113 146 148 150 
Hexachloroethane ................................. 8.4 1.6 117 201 199 199 201 203 
Bis(2-chloroethyl) ether a ....................... 8.4 5.7 93 63 95 63 107 109 
1,2-Dichlorobenzene ............................. 8.4 1.9 146 148 113 146 148 150 
Bis(2-chloroisopropyl) ether a ................ 9.3 5.7 45 77 79 77 135 137 
N-Nitrosodi-n-propylamine .................... .............. .............. 130 42 101 .............. .............. ..............
Nitrobenzene ......................................... 11.1 1.9 77 123 65 124 152 164 
Hexachlorobutadiene ............................ 11.4 0.9 225 223 227 223 225 227 
1,2,4-Trichlorobenzene ......................... 11.6 1.9 180 182 145 181 183 209 
Isophorone ............................................ 11.9 2.2 82 95 138 139 167 178 
Naphthalene .......................................... 12.1 1.6 128 129 127 129 157 169 
Bis(2-chloroethoxy) methane ................ 12.2 5.3 93 95 123 65 107 137 
Hexachlorocyclopentadiene a ................ 13.9 .............. 237 235 272 235 237 239 
2-Chloronaphthalene ............................. 15.9 1.9 162 164 127 163 191 203 
Acenaphthylene .................................... 17.4 3.5 152 151 153 152 153 181 
Acenaphthene ....................................... 17.8 1.9 154 153 152 154 155 183 
Dimethyl phthalate ................................ 18.3 1.6 163 194 164 151 163 164 
2,6-Dinitrotoluene .................................. 18.7 1.9 165 89 121 183 211 223 
Fluorene ................................................ 19.5 1.9 166 165 167 166 167 195 
4-Chlorophenyl phenyl ether ................. 19.5 4.2 204 206 141 .............. .............. ..............
2,4-Dinitrotoluene .................................. 19.8 5.7 165 63 182 183 211 223 
Diethyl phthalate ................................... 20.1 1.9 149 177 150 177 223 251 
N-Nitrosodiphenylamine b ...................... 20.5 1.9 169 168 167 169 170 198 
Hexachlorobenzene .............................. 21.0 1.9 284 142 249 284 286 288 
b-BHC b ................................................. 21.1 .............. 183 181 109 .............. .............. ..............
4-Bromophenyl phenyl ether ................. 21.2 1.9 248 250 141 249 251 277 
d-BHC b ................................................. 22.4 .............. 183 181 109 .............. .............. ..............
Phenanthrene ........................................ 22.8 5.4 178 179 176 178 179 207 
Anthracene ............................................ 22.8 1.9 178 179 176 178 179 207 
b-BHC ................................................... 23.4 4.2 181 183 109 .............. .............. ..............
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TABLE 4—CHROMATOGRAPHIC CONDITIONS, METHOD DETECTION LIMITS, AND CHARACTERISTIC 
MASSES FOR BASE/NEUTRAL EXTRACTABLES—Continued 

Parameter 
Reten-

tion time 
(min) 

Method 
detec-

tion limit 
(μg/L) 

Characteristic masses 

Electron impact Chemical ionization 

Primary Sec-
ondary 

Sec-
ondary Methane Methane Methane 

Heptachlor ............................................. 23.4 1.9 100 272 274 .............. .............. ..............
d-BHC .................................................... 23.7 3.1 183 109 181 .............. .............. ..............
Aldrin ..................................................... 24.0 1.9 66 263 220 .............. .............. ..............
Dibutyl phthalate ................................... 24.7 2.5 149 150 104 149 205 279 
Heptachlor epoxide ............................... 25.6 2.2 353 355 351 .............. .............. ..............
Endosulfan I b ........................................ 26.4 .............. 237 339 341 .............. .............. ..............
Fluoranthene ......................................... 26.5 2.2 202 101 100 203 231 243 
Dieldrin .................................................. 27.2 2.5 79 263 279 .............. .............. ..............
4,4′-DDE ................................................ 27.2 5.6 246 248 176 .............. .............. ..............
Pyrene ................................................... 27.3 1.9 202 101 100 203 231 243 
Endrin b .................................................. 27.9 .............. 81 263 82 .............. .............. ..............
Endosulfan II b ....................................... 28.6 .............. 237 339 341 .............. .............. ..............
4,4′-DDD ............................................... 28.6 2.8 235 237 165 .............. .............. ..............
Benzidine b ............................................ 28.8 44 184 92 185 185 213 225 
4,4′-DDT ................................................ 29.3 4.7 235 237 165 .............. .............. ..............
Endosulfan sulfate ................................ 29.8 5.6 272 387 422 .............. .............. ..............
Endrin aldehyde .................................... .............. .............. 67 345 250 .............. .............. ..............
Butyl benzyl phthalate ........................... 29.9 2.5 149 91 206 149 299 327 
Bis(2-ethylhexyl) phthalate .................... 30.6 2.5 149 167 279 149 .............. ..............
Chrysene ............................................... 31.5 2.5 228 226 229 228 229 257 
Benzo(a)anthracene .............................. 31.5 7.8 228 229 226 228 229 257 
3,3′-Dichlorobenzidine ........................... 32.2 16.5 252 254 126 .............. ..............
Di-n-octyl phthalate ............................... 32.5 2.5 149 
Benzo(b)fluoranthene ............................ 34.9 4.8 252 253 125 252 253 281 
Benzo(k)fluoranthene ............................ 34.9 2.5 252 253 125 252 253 281 
Benzo(a)pyrene ..................................... 36.4 2.5 252 253 125 252 253 281 
Indeno(1,2,3-cd) pyrene ........................ 42.7 3.7 276 138 277 276 277 305 
Dibenzo(a,h)anthracene ........................ 43.2 2.5 278 139 279 278 279 307 
Benzo(ghi)perylene ............................... 45.1 4.1 276 138 277 276 277 305 
N-Nitrosodimethylamine b ...................... .............. .............. 42 74 44 .............. .............. ..............
Chlordane c ............................................ 19–30 .............. 373 375 377 .............. .............. ..............
Toxaphene c .......................................... 25–34 .............. 159 231 233 .............. .............. ..............
PCB 1016 c ............................................ 18–30 .............. 224 260 294 .............. .............. ..............
PCB 1221 c ............................................ 15–30 30 190 224 260 .............. .............. ..............
PCB 1232 c ............................................ 15–32 .............. 190 224 260 .............. .............. ..............
PCB 1242 c ............................................ 15–32 .............. 224 260 294 .............. .............. ..............
PCB 1248 c ............................................ 12–34 .............. 294 330 262 .............. .............. ..............
PCB 1254 c ............................................ 22–34 36 294 330 362 .............. .............. ..............
PCB 1260 c ............................................ 23–32 .............. 330 362 394 .............. .............. ..............

a The proper chemical name is 2,2′-bisoxy(1-chloropropane). 
b See Section 1.2. 
c These compounds are mixtures of various isomers (See Figures 2 through 12). Column conditions: Supelcoport (100/120 

mesh) coated with 3% SP–2250 packed in a 1.8 m long × 2 mm ID glass column with helium carrier gas at 30 mL/min. flow rate. 
Column temperature held isothermal at 50 °C for 4 min., then programmed at 8 °C/min. to 270 °C and held for 30 min. 

TABLE 5—CHROMATOGRAPHIC CONDITIONS, METHOD DETECTION LIMITS, AND CHARACTERISTIC 
MASSES FOR ACID EXTRACTABLES 

Parameter 
Reten-

tion time 
(min) 

Method 
detec-

tion limit 
(μg/L) 

Characteristic masses 

Electron Impact Chemical ionization 

Primary Sec-
ondary 

Sec-
ondary Methane Methane Methane 

2-Chlorophenol ...................................... 5.9 3.3 128 64 130 129 131 157 
2-Nitrophenol ......................................... 6.5 3.6 139 65 109 140 168 122 
Phenol ................................................... 8.0 1.5 94 65 66 95 123 135 
2,4-Dimethylphenol ............................... 9.4 2.7 122 107 121 123 151 163 
2,4-Dichlorophenol ................................ 9.8 2.7 162 164 98 163 165 167 
2,4,6-Trichlorophenol ............................ 11.8 2.7 196 198 200 197 199 201 
4-Chloro-3-methylphenol ....................... 13.2 3.0 142 107 144 143 171 183 
2,4-Dinitrophenol ................................... 15.9 42 184 63 154 185 213 225 
2-Methyl-4,6-dinitrophenol .................... 16.2 24 198 182 77 199 227 239 
Pentachlorophenol ................................ 17.5 3.6 266 264 268 267 265 269 
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TABLE 5—CHROMATOGRAPHIC CONDITIONS, METHOD DETECTION LIMITS, AND CHARACTERISTIC 
MASSES FOR ACID EXTRACTABLES—Continued 

Parameter 
Reten-

tion time 
(min) 

Method 
detec-

tion limit 
(μg/L) 

Characteristic masses 

Electron Impact Chemical ionization 

Primary Sec-
ondary 

Sec-
ondary Methane Methane Methane 

4-Nitrophenol ......................................... 20.3 2.4 65 139 109 140 168 122 

Column conditions: Supelcoport (100/120 mesh) coated with 1% SP–1240DA packed in a 1.8 m long × 2mm ID glass column 
with helium carrier gas at 30 mL/min. flow rate. Column temperature held isothermal at 70 °C for 2 min. then programmed at 8 
°C/min. to 200 °C. 

TABLE 6—QC ACCEPTANCE CRITERIA—METHOD 625 

Parameter Test conclu-
sion (μg/L) 

Limits for s 
(μg/L) 

Range for 
X(μg/L) 

Range for 
P, Ps (Per-

cent) 

Acenaphthene ....................................................................................... 100 27.6 60.1–132.3 47–145 
Acenaphthylene ..................................................................................... 100 40.2 53.5–126.0 33–145 
Aldrin ..................................................................................................... 100 39.0 7.2–152.2 D–166 
Anthracene ............................................................................................ 100 32.0 43.4–118.0 27–133 
Benzo(a)anthracene .............................................................................. 100 27.6 41.8–133.0 33–143 
Benzo(b)fluoranthene ............................................................................ 100 38.8 42.0–140.4 24–159 
Benzo(k)fluoranthene ............................................................................ 100 32.3 25.2–145.7 11–162 
Benzo(a)pyrene ..................................................................................... 100 39.0 31.7–148.0 17–163 
Benzo(ghi)perylene ............................................................................... 100 58.9 D–195.0 D–219 
Benzyl butyl phthalate ........................................................................... 100 23.4 D–139.9 D–152 
b-BHC .................................................................................................... 100 31.5 41.5–130.6 24–149 
d-BHC .................................................................................................... 100 21.6 D–100.0 D–110 
Bis(2-chloroethyl) ether ......................................................................... 100 55.0 42.9–126.0 12–158 
Bis(2-chloroethoxy)methane ................................................................. 100 34.5 49.2–164.7 33–184 
Bis(2-chloroisopropyl) ether a ................................................................ 100 46.3 62.8–138.6 36–166 
Bis(2-ethylhexyl) phthalate .................................................................... 100 41.1 28.9–136.8 8–158 
4-Bromophenyl phenyl ether ................................................................. 100 23.0 64.9–114.4 53–127 
2-Chloronaphthalene ............................................................................. 100 13.0 64.5–113.5 60–118 
4-Chlorophenyl phenyl ether ................................................................. 100 33.4 38.4–144.7 25–158 
Chrysene ............................................................................................... 100 48.3 44.1–139.9 17–168 
4,4′-DDD ................................................................................................ 100 31.0 D–134.5 D–145 
4,4′-DDE ................................................................................................ 100 32.0 19.2–119.7 4–136 
4,4′-DDT ................................................................................................ 100 61.6 D–170.6 D–203 
Dibenzo(a,h)anthracene ........................................................................ 100 70.0 D–199.7 D–227 
Di-n-butyl phthalate ............................................................................... 100 16.7 8.4–111.0 1–118 
1,2-Dichlorobenzene ............................................................................. 100 30.9 48.6–112.0 32–129 
1,3-Dichlorobenzene ............................................................................. 100 41.7 16.7–153.9 D–172 
1,4,-Dichlorobenzene ............................................................................ 100 32.1 37.3–105.7 20–124 
3,3′-Dhlorobenzidine ............................................................................. 100 71.4 8.2–212.5 D–262 
Dieldrin .................................................................................................. 100 30.7 44.3–119.3 29–136 
Diethyl phthalate ................................................................................... 100 26.5 D–100.0 D–114 
Dimethyl phthalate ................................................................................ 100 23.2 D–100.0 D–112 
2,4-Dinitrotoluene .................................................................................. 100 21.8 47.5–126.9 39–139 
2,6-Dinitrotoluene .................................................................................. 100 29.6 68.1–136.7 50–158 
Di-n-octyl phthalate ............................................................................... 100 31.4 18.6–131.8 4–146 
Endosulfan sulfate ................................................................................. 100 16.7 D–103.5 D–107 
Endrin aldehyde .................................................................................... 100 32.5 D–188.8 D–209 
Fluoranthene ......................................................................................... 100 32.8 42.9–121.3 26–137 
Fluorene ................................................................................................ 100 20.7 71.6–108.4 59–121 
Heptachlor ............................................................................................. 100 37.2 D–172.2 D–192 
Heptachlor epoxide ............................................................................... 100 54.7 70.9–109.4 26–155 
Hexachlorobenzene .............................................................................. 100 24.9 7.8–141.5 D–152 
Hexachlorobutadiene ............................................................................ 100 26.3 37.8–102.2 24–116 
Hexachloroethane ................................................................................. 100 24.5 55.2–100.0 40–113 
Indeno(1,2,3-cd)pyrene ......................................................................... 100 44.6 D–150.9 D–171 
Isophorone ............................................................................................ 100 63.3 46.6–180.2 21–196 
Naphthalene .......................................................................................... 100 30.1 35.6–119.6 21–133 
Nitrobenzene ......................................................................................... 100 39.3 54.3–157.6 35–180 
N-Nitrosodi-n-propylamine .................................................................... 100 55.4 13.6–197.9 D–230 
PCB-1260 .............................................................................................. 100 54.2 19.3–121.0 D–164 
Phenanthrene ........................................................................................ 100 20.6 65.2–108.7 54–120 
Pyrene ................................................................................................... 100 25.2 69.6–100.0 52–115 
1,2,4-Trichlorobenzene ......................................................................... 100 28.1 57.3–129.2 44–142 
4-Chloro-3-methylphenol ....................................................................... 100 37.2 40.8–127.9 22–147 
2-Chlorophenol ...................................................................................... 100 28.7 36.2–120.4 23–134 
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TABLE 6—QC ACCEPTANCE CRITERIA—METHOD 625—Continued 

Parameter Test conclu-
sion (μg/L) 

Limits for s 
(μg/L) 

Range for 
X(μg/L) 

Range for 
P, Ps (Per-

cent) 

2,4-Dichlorophenol ................................................................................ 100 26.4 52.5–121.7 39–135 
2,4-Dimethylphenol ............................................................................... 100 26.1 41.8–109.0 32–119 
2,4-Dinitrophenol ................................................................................... 100 49.8 D–172.9 D–191 
2-Methyl-4,6-dinitrophenol ..................................................................... 100 93.2 53.0–100.0 D–181 
2-Nitrophenol ......................................................................................... 100 35.2 45.0–166.7 29–182 
4-Nitrophenol ......................................................................................... 100 47.2 13.0–106.5 D–132 
Pentachlorophenol ................................................................................ 100 48.9 38.1–151.8 14–176 
Phenol ................................................................................................... 100 22.6 16.6–100.0 5–112 
2,4,6-Trichlorophenol ............................................................................ 100 31.7 52.4–129.2 37–144 

s=Standard deviation for four recovery measurements, in μg/L (Section 8.2.4). 
X̄=Average recovery for four recovery measurements, in μg/L (Section 8.2.4). 
P, Ps=Percent recovery measured (Section 8.3.2, Section 8.4.2). 
D=Detected; result must be greater than zero. 
NOTE: These criteria are based directly upon the method performance data in Table 7. Where necessary, the limits for recov-

ery have been broadened to assure applicability of the limts to concentrations below those used to develop Table 7. 
a The proper chemical name is 2,2′oxybis(1-chloropropane). 

TABLE 7—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 625 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr’ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Acenaphthene ................................................................................................... 0.96C=0.19 0.15X̄¥0.12 0.21X̄¥0.67 
Acenaphthylene ................................................................................................. 0.89C=0.74 0.24X̄¥1.06 0.26X̄¥0.54 
Aldrin ................................................................................................................. 0.78C=1.66 0.27X̄¥1.28 0.43X̄=1.13 
Anthracene ........................................................................................................ 0.80C=0.68 0.21X̄¥0.32 0.27X̄¥0.64 
Benzo(a)anthracene .......................................................................................... 0.88C¥0.60 0.15X̄=0.93 0.26X̄¥0.28 
Benzo(b)fluoranthene ........................................................................................ 0.93C¥1.80 0.22X̄=0.43 0.29X̄=0.96 
Benzo(k)fluoranthene ........................................................................................ 0.87C¥1.56 0.19X̄=1.03 0.35X̄=0.40 
Benzo(a)pyrene ................................................................................................. 0.90C¥0.13 0.22X̄=0.48 0.32X̄=1.35 
Benzo(ghi)perylene ........................................................................................... 0.98C¥0.86 0.29X̄=2.40 0.51X̄¥0.44 
Benzyl butyl phthalate ....................................................................................... 0.66C¥1.68 0.18X̄=0.94 0.53X̄=0.92 
b-BHC ................................................................................................................ 0.87C¥0.94 0.20X̄¥0.58 0.30X̄¥1.94 
d-BHC ................................................................................................................ 0.29C¥1.09 0.34X̄=0.86 0.93X̄¥0.17 
Bis(2-chloroethyl) ether ..................................................................................... 0.86C¥1.54 0.35X̄¥0.99 0.35X̄=0.10 
Bis(2-chloroethoxy)methane .............................................................................. 1.12C¥5.04 0.16X̄=1.34 0.26X̄=2.01 
Bis(2-chloroisopropyl) ether a ............................................................................ 1.03C¥2.31 0.24X̄=0.28 0.25X̄=1.04 
Bis(2-ethylhexyl) phthalate ................................................................................ 0.84C¥1.18 0.26X̄=0.73 0.36X̄=0.67 
4-Bromophenyl phenyl ether ............................................................................. 0.91C¥1.34 0.13X̄=0.66 0.16X̄=0.66 
2-Chloronaphthalene ......................................................................................... 0.89C=0.01 0.07X̄=0.52 0.13X̄=0.34 
4-Chlorophenyl phenyl ether ............................................................................. 0.91C=0.53 0.20X̄¥0.94 0.30X̄¥0.46 
Chrysene ........................................................................................................... 0.93C¥1.00 0.28X̄=0.13 0.33X̄¥0.09 
4,4′-DDD ............................................................................................................ 0.56C¥0.40 0.29X̄¥0.32 0.66X̄¥0.96 
4,4′-DDE ............................................................................................................ 0.70C¥0.54 0.26X̄¥1.17 0.39X̄¥1.04 
4,4′-DDT ............................................................................................................ 0.79C¥3.28 0.42X̄=0.19 0.65X̄¥0.58 
Dibenzo(a,h)anthracene .................................................................................... 0.88C=4.72 0.30X̄=8.51 0.59X̄=0.25 
Di-n-butyl phthalate ........................................................................................... 0.59C=0.71 0.13X̄=1.16 0.39X̄=0.60 
1,2-Dichlorobenzene ......................................................................................... 0.80C=0.28 0.20X̄=0.47 0.24X̄=0.39 
1,3-Dichlorobenzene ......................................................................................... 0.86C¥0.70 0.25X̄=0.68 0.41X̄=0.11 
1,4-Dichlorobenzene ......................................................................................... 0.73C¥1.47 0.24X̄=0.23 0.29X̄=0.36 
3,3′-Dichlorobenzidine ....................................................................................... 1.23C¥12.65 0.28X̄=7.33 0.47X̄=3.45 
Dieldrin .............................................................................................................. 0.82C¥0.16 0.20X̄¥0.16 0.26X̄¥0.07 
Diethyl phthalate ................................................................................................ 0.43C=1.00 0.28X̄=1.44 0.52X̄=0.22 
Dimethyl phthalate ............................................................................................. 0.20C=1.03 0.54X̄=0.19 1.05X̄¥0.92 
2,4-Dinitrotoluene .............................................................................................. 0.92C¥4.81 0.12X̄=1.06 0.21X̄=1.50 
2,6-Dinitrotoluene .............................................................................................. 1.06C¥3.60 0.14X̄=1.26 0.19X̄=0.35 
Di-n-octyl phthalate ........................................................................................... 0.76C¥0.79 0.21X̄=1.19 0.37X̄=1.19 
Endosulfan sulfate ............................................................................................. 0.39C=0.41 0.12X̄=2.47 0.63X̄¥1.03 
Endrin aldehyde ................................................................................................ 0.76C¥3.86 0.18X̄=3.91 0.73X̄¥0.62 
Fluoranthene ..................................................................................................... 0.81C=1.10 0.22X̄¥0.73 0.28X̄¥0.60 
Fluorene ............................................................................................................ 0.90C¥0.00 0.12X̄=0.26 0.13X̄=0.61 
Heptachlor ......................................................................................................... 0.87C¥2.97 0.24X̄¥0.56 0.50X̄¥0.23 
Heptachlor epoxide ........................................................................................... 0.92C¥1.87 0.33X̄¥0.46 0.28X̄=0.64 
Hexachlorobenzene ........................................................................................... 0.74C=0.66 0.18X̄¥0.10 0.43X̄¥0.52 
Hexachlorobutadiene ......................................................................................... 0.71C¥1.01 0.19X̄=0.92 0.26X̄=0.49 
Hexachloroethane ............................................................................................. 0.73C¥0.83 0.17X̄=0.67 0.17X̄=0.80 
Indeno(1,2,3-cd)pyrene ..................................................................................... 0.78C¥3.10 0.29X̄=1.46 0.50X̄=0.44 
Isophorone ......................................................................................................... 1.12C=1.41 0.27X̄=0.77 0.33X̄=0.26 
Naphthalene ...................................................................................................... 0.76C=1.58 0.21X̄¥0.41 0.30X̄¥0.68 
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TABLE 7—METHOD ACCURACY AND PRECISION AS FUNCTIONS OF CONCENTRATION—METHOD 625— 
Continued 

Parameter 
Accuracy, as 
recovery, X′ 

(μg/L) 

Single analyst 
precision, sr’ 

(μg/L) 

Overall preci-
sion, S′ (μg/L) 

Nitrobenzene ..................................................................................................... 1.09C¥3.05 0.19X̄=0.92 0.27X̄=0.21 
N-Nitrosodi-n-propylamine ................................................................................. 1.12C¥6.22 0.27X̄=0.68 0.44X̄=0.47 
PCB–1260 ......................................................................................................... 0.81C¥10.86 0.35X̄=3.61 0.43X̄=1.82 
Phenanthrene .................................................................................................... 0.87C¥0.06 0.12X̄=0.57 0.15X̄=0.25 
Pyrene ............................................................................................................... 0.84C¥0.16 0.16X̄=0.06 0.15X̄=0.31 
1,2,4-Trichlorobenzene ...................................................................................... 0.94C¥0.79 0.15X̄=0.85 0.21X̄=0.39 
4-Chloro-3-methylphenol ................................................................................... 0.84C=0.35 0.23X̄=0.75 0.29X̄=1.31 
2-Chlorophenol .................................................................................................. 0.78C=0.29 0.18X̄=1.46 0.28X̄=0.97 
2,4-Dichlorophenol ............................................................................................ 0.87C=0.13 0.15X̄=1.25 0.21X̄=1.28 
2,4-Dimethylphenol ............................................................................................ 0.71C=4.41 0.16X̄=1.21 0.22X̄=1.31 
2,4-Dinitrophenol ............................................................................................... 0.81C¥18.04 0.38X̄=2.36 0.42X̄=26.29 
2-Methyl-4,6-Dinitrophenol ................................................................................ 1.04C¥28.04 0.05X̄=42.29 0.26X̄=23.10 
2-Nitrophenol ..................................................................................................... 1.07C¥1.15 0.16X̄=1.94 0.27X̄=2.60 
4-Nitrophenol ..................................................................................................... 0.61C¥1.22 0.38X̄=2.57 0.44X̄=3.24 
Pentachlorophenol ............................................................................................. 0.93C=1.99 0.24X̄=3.03 0.30X̄=4.33 
Phenol ............................................................................................................... 0.43C=1.26 0.26X̄=0.73 0.35X̄=0.58 
2,4,6-Trichlorophenol ......................................................................................... 0.91C¥0.18 0.16X̄=2.22 0.22X̄=1.81 

X′=Expected recovery for one or more measurements of a sample containing a concentration of C, in μg/L. 
sr′=Expected single analyst standard deviation of measurements at an average concentration found of X̄, in μg/L. 
S′= Expected interlaboratory standard deviation of measurements at an average concentration found of X̄, in μg/L. 
C= True value for the concentration, in μg/L. 
X̄= Average recovery found for measurements of samples containing a concentration of C, in μg/L. 
a The proper chemical name is 2,2′oxybis(1-chloropropane). 

TABLE 8—SUGGESTED INTERNAL AND 
SURROGATE STANDARDS 

Base/neutral fraction Acid fraction 

Aniline-d5 ................................ 2-Fluorophenol. 
Anthracene-d10 ....................... Pentafluorophenol. 
Benzo(a)anthracene-d12 ......... Phenol-d5 
4,4′-Dibromobiphenyl .............. 2-Perfluoromethyl phenol. 
4,4′- 

Dibromooctafluorobiphenyl.
Decafluorobiphenyl.
2,2 1-Difluorobiphenyl ..............
4-Fluoroaniline ........................
1-Fluoronaphthalene ...............
2-Fluoronaphthalene ...............
Naphthalene-d8 .......................
Nitrobenzene-d5 ......................
2,3,4,5,6-Pentafluorobiphenyl
Phenanthrene-d10 ...................
Pyridine-d5 ..............................

TABLE 9—DFTPP KEY MASSES AND 
ABUNDANCE CRITERIA 

Mass m/z Abundance criteria 

51 30–60 percent of mass 198. 
68 Less than 2 percent of mass 69. 
70 Less than 2 percent of mass 69. 

127 40–60 percent of mass 198. 
197 Less than 1 percent of mass 198. 
198 Base peak, 100 percent relative abundance. 
199 5–9 percent of mass 198. 
275 10–30 percent of mass 198. 
365 Greater than 1 percent of mass 198. 
441 Present but less than mass 443. 
442 Greater than 40 percent of mass 198. 
443 17–23 percent of mass 442. 
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1 EPA Method 625: Base/Neutrals and Acids, 
40 CFR part 136, appendix A. 

ATTACHMENT 1 TO METHOD 625 

INTRODUCTION 

To support measurement of several 
semivolatile pollutants, EPA has developed 
this attachment to EPA Method 625. 1 The 
modifications listed in this attachment are 
approved only for monitoring wastestreams 
from the Centralized Waste Treatment Point 
Source Category (40 CFR part 437) and the 
Landfills Point Source Category (40 CFR 
part 445). EPA Method 625 (the Method) in-
volves sample extraction with methylene 
chloride followed by analysis of the extract 
using either packed or capillary column gas 
chromatography/mass spectrometry (GC/ 
MS). This attachment addresses the addition 
of the semivolatile pollutants listed in Ta-
bles 1 and 2, to all applicable standard, 
stock, and spiking solutions utilized for the 
determination of semivolatile organic com-
pounds by EPA Method 625. 

1.0 EPA METHOD 625 MODIFICATION 
SUMMARY 

The additional semivolatile organic com-
pounds listed in Tables 1 and 2 are added to 
all applicable calibration, spiking, and other 
solutions utilized in the determination of 
base/neutral and acid compounds by EPA 
Method 625. The instrument is to be cali-
brated with these compounds, using a cap-
illary column, and all procedures and quality 
control tests stated in the Method must be 
performed. 

2.0 SECTION MODIFICATIONS 

NOTE: All section and figure numbers in 
this Attachment reference section and figure 
numbers in EPA Method 625 unless noted 
otherwise. Sections not listed here remain 
unchanged. 
Section 6.7 The stock standard solutions de-

scribed in this section are modified such 
that the analytes in Tables 1 and 2 of this 
attachment are required in addition to 
those specified in the Method. 

Section 7.2 The calibration standards de-
scribed in this section are modified to in-
clude the analytes in Tables 1 and 2 of 
this attachment. 

Section 8.2 The precision and accuracy re-
quirements are modified to include the 
analytes listed in Tables 1 and 2 of this 
attachment. Additional performance cri-
teria are supplied in Table 5 of this at-
tachment. 

Section 8.3 The matrix spike is modified to 
include the analytes listed in Tables 1 
and 2 of this attachment. 

Section 8.4 The QC check standard is modi-
fied to include the analytes listed in Ta-
bles 1 and 2 of this attachment. Addi-
tional performance criteria are supplied 
in Table 5 of this attachment. 

Section 16.0 Additional method perform-
ance information is supplied with this at-
tachment. 

TABLE 1—BASE/NEUTRAL EXTRACTABLES 

Parameter CAS No. 

acetophenone 1 .................................................. 98–86–2 
alpha-terpineol 3 ................................................. 98–55–5 
aniline 2 .............................................................. 62–53–3 
carbazole 1 ......................................................... 86–74–8 
o-cresol 1 ............................................................ 95–48–7 
n-decane 1 .......................................................... 124–18–5 
2,3-dichloroaniline 1 ........................................... 608–27–5 
n-octadecane 1 ................................................... 593–45–3 
pyridine 2 ............................................................ 110–86–1 

CAS = Chemical Abstracts Registry. 
1 Analysis of this pollutant is approved only for the Central-

ized Waste Treatment industry. 
2 Analysis of this pollutant is approved only for the Central-

ized Waste Treatment and Landfills industries. 
3 Analysis of this pollutant is approved only for the Landfills 

industry. 

TABLE 2—ACID EXTRACTABLES 

Parameter CAS No. 

p-cresol 1 ............................................................ 106–44–5 

CAS = Chemical Abstracts Registry. 
1 Analysis of this pollutant is approved only for the Central-

ized Waste Treatment and Landfills industries. 

TABLE 3—CHROMATOGRAPHIC CONDITIONS, 1 METHOD DETECTION LIMITS (MDLS), AND 
CHARACTERISTIC M/Z’S FOR BASE/NEUTRAL EXTRACTABLES 

Analyte 
Retention 

time 
(min) 2 

MDL 
(μg/L) 

Characteristic m/z’s 

Electron impact 

Primary Secondary Secondary 

pyridine 3 ........................................................................ 4.93 4.6 79 52 51 
N-Nitro sodimethylamine ............................................... 4.95 .................... 42 74 44 
aniline 3 .......................................................................... 10.82 3.3 93 66 65 
Bis(2-chloroethyl)ether .................................................. 10.94 .................... 93 63 95 
n-decane 4 ..................................................................... 11.11 5.0 57 .................... ....................
1,3-Dichlorobenzene ..................................................... 11.47 .................... 146 148 113 
1,4-Dichlorobenzene ..................................................... 11.62 .................... 146 148 113 
1,2-Dichlorobenzene ..................................................... 12.17 .................... 146 148 113 
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TABLE 3—CHROMATOGRAPHIC CONDITIONS, 1 METHOD DETECTION LIMITS (MDLS), AND 
CHARACTERISTIC M/Z’S FOR BASE/NEUTRAL EXTRACTABLES—Continued 

Analyte 
Retention 

time 
(min) 2 

MDL 
(μg/L) 

Characteristic m/z’s 

Electron impact 

Primary Secondary Secondary 

o-creso 1 ........................................................................ 12.48 4.7 108 107 79 
Bis(2-chloro- isopropyl)ether ......................................... 12.51 .................... 45 77 79 
acetophenone 4 ............................................................. 12.88 3.4 105 77 51 
N-Nitrosodi-n-propylamine ............................................ 12.97 .................... 130 42 101 
Hexachloroethane ......................................................... 13.08 .................... 117 201 199 
Nitrobenzene ................................................................. 13.40 .................... 77 123 65 
Isophorone .................................................................... 14.11 .................... 82 95 138 
Bis (2-chloro ethoxy)methane ....................................... 14.82 .................... 93 95 123 
1,2,4-Trichlorobenzene ................................................. 15.37 .................... 180 182 145 
alpha-terpineol ............................................................... 15.55 5.0 59 .................... ....................
Naphthalene .................................................................. 15.56 .................... 128 129 127 
Hexachlorobutadiene .................................................... 16.12 .................... 225 223 227 
Hexachlorocyclopentadiene .......................................... 18.47 .................... 237 235 272 
2,3-dichloroaniline 4 ....................................................... 18.82 2.5 161 163 90 
2-Chloronaphthalene ..................................................... 19.35 .................... 162 164 127 
Dimethyl phthalate ........................................................ 20.48 .................... 163 194 164 
Acenaphthylene ............................................................. 20.69 .................... 152 151 153 
2,6-Dinitrotoluene .......................................................... 20.73 .................... 165 89 121 
Acenaphthene ............................................................... 21.30 .................... 154 153 152 
2,4-Dinitrotoluene .......................................................... 22.00 .................... 165 63 182 
Diethylphthalate ............................................................. 22.74 .................... 149 177 150 
4-Chlorophenyl phenyl ether ......................................... 22.90 .................... 204 206 141 
Fluorene ........................................................................ 22.92 .................... 166 165 167 
N-Nitro sodiphenylamine ............................................... 23.35 .................... 169 168 167 
4-Bromophenyl phenyl ether ......................................... 24.44 .................... 248 250 141 
Hexachlorobenzene ...................................................... 24.93 .................... 284 142 249 
n-octadecane 4 .............................................................. 25.39 2.0 57 .................... ....................
Phenanthrene ................................................................ 25.98 .................... 178 179 176 
Anthracene .................................................................... 26.12 .................... 178 179 176 
Carbazole 4 .................................................................... 26.66 4.0 167 .................... ....................
Dibutyl phthalate ........................................................... 27.84 .................... 149 150 104 
Fluoranthene ................................................................. 29.82 .................... 202 101 100 
Benzidine ....................................................................... 30.26 .................... 184 92 185 
Pyrene ........................................................................... 30.56 .................... 202 101 100 
Butyl benzyl phthalate ................................................... 32.63 .................... 149 91 206 
3,3′-Dichlorobenzidine ................................................... 34.28 .................... 252 254 126 
Benzo(a)anthracene ...................................................... 34.33 .................... 228 229 226 
Bis(2-ethyl hexyl)phthalate ............................................ 34.36 .................... 149 167 279 
Chrysene ....................................................................... 34.44 .................... 228 226 229 
Di-n-octyl-phthalate ....................................................... 36.17 .................... 149 .................... ....................
Benzo(b)fluoranthene .................................................... 37.90 .................... 252 253 125 
Benzo(k)fluoranthene .................................................... 37.97 .................... 252 253 125 
Benzo(a)pyrene ............................................................. 39.17 .................... 252 253 125 
Dibenzo(a,h) anthracene ............................................... 44.91 .................... 278 139 279 
Indeno(1,2,3-c,d)pyrene ................................................ 45.01 .................... 276 138 277 
Benzo(ghi)perylene ....................................................... 46.56 .................... 276 138 277 

1 The data presented in this table were obtained under the following conditions: 
Column—30 ±5 meters × 0.25 ±.02 mm i.d., 94% methyl, 5% phenyl, 1% vinyl, bonded phase fused silica capillary column 

(DB–5). 
Temperature program—Five minutes at 30 °C; 30–280 °C at 8 °C per minute; isothermal at 280 °C until benzo(ghi)perylene 

elutes. 
Gas velocity—30 ±5 cm/sec at 30 °C. 
2 Retention times are from Method 1625, Revision C, using a capillary column, and are intended to be consistent for all 

analytes in Tables 4 and 5 of this attachment. 
3 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 
4 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 

TABLE 4—CHROMATOGRAPHIC CONDITIONS, 1 METHOD DETECTION LIMITS (MDLS), AND 
CHARACTERISTIC M/Z’S FOR ACID EXTRACTABLES 

Analyte 
Retention 

time 2 
(min) 

MDL 
(μg/L) 

Characteristic m/z’s 

Electron impact 

Primary Secondary Secondary 

Phenol ........................................................................... 10.76 .................... 94 65 66 
2-Chlorophenol .............................................................. 11.08 .................... 128 64 130 
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TABLE 4—CHROMATOGRAPHIC CONDITIONS, 1 METHOD DETECTION LIMITS (MDLS), AND 
CHARACTERISTIC M/Z’S FOR ACID EXTRACTABLES—Continued 

Analyte 
Retention 

time 2 
(min) 

MDL 
(μg/L) 

Characteristic m/z’s 

Electron impact 

Primary Secondary Secondary 

p-cresol 3 ....................................................................... 12.92 7.8 108 107 77 
2-Nitrophenol ................................................................. 14.38 .................... 139 65 109 
2,4-Dimethylphenol ....................................................... 14.54 .................... 122 107 121 
2,4-Dichlorophenol ........................................................ 15.12 .................... 162 164 98 
4-Chloro-3-methylphenol ............................................... 16.83 .................... 142 107 144 
2,4,6-Trichlorophenol .................................................... 18.80 .................... 196 198 200 
2,4-Dinitrophenol ........................................................... 21.51 .................... 184 63 154 
4-Nitrophenol ................................................................. 21.77 .................... 65 139 109 
2-Methyl-4,6-dinitrophenol ............................................. 22.83 .................... 198 182 77 
Pentachlorophenol ........................................................ 25.52 .................... 266 264 268 

1 The data presented in this table were obtained under the following conditions: 
Column—30 ±5 meters × 0.25 ±.02 mm i.d., 94% methyl, 5% phenyl, 1% vinyl silicone bonded phase fused silica capillary col-

umn (DB–5). 
Temperature program—Five minutes at 30 °C; 30–280 °C at 8 °C per minute; isothermal at 280 °C until benzo(ghi)perylene 

elutes. 
Gas velocity—30 ±5 cm/sec at 30 °C 
2 Retention times are from EPA Method 1625, Revision C, using a capillary column, and are intended to be consistent for all 

analytes in Tables 3 and 4 of this attachment. 
3 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 5—QC ACCEPTANCE CRITERIA 

Analyte 
Test conclu-

sion 
(μg/L) 

Limits for s 
(μg/L) 

Range for X 
(μg/L) 

Range for 
P, Ps(%) 

acetophenone 1 ..................................................................................... 100 51 23–254 61–144 
alpha-terpineol ....................................................................................... 100 47 46–163 58–156 
aniline 2 .................................................................................................. 100 71 15–278 46–134 
carbazole 1 ............................................................................................. 100 17 79–111 73–131 
o-cresol 1 ............................................................................................... 100 23 30–146 55–126 
p-cresol 2 ............................................................................................... 100 22 11–617 76–107 
n-decane 1 ............................................................................................. 100 70 D–651 D-ns 
2,3-dichloroaniline 1 ............................................................................... 100 13 40–160 68–134 
n-octadecane 1 ...................................................................................... 100 10 52–147 65–123 
pyridine 2 ................................................................................................ 100 ns 7–392 33–158 

s = Standard deviation for four recovery measurements, in μg/L (Section 8.2) 
X = Average recovery for four recovery measurements in μg/L (Section 8.2) 
P,Ps = Percent recovery measured (Section 8.3, Section 8.4) 
D = Detected; result must be greater than zero. 
ns = no specification; limit is outside the range that can be measured reliably. 
1 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 
2 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

METHOD 1613, REVISION B 

Tetra- Through Octa-Chlorinated Dioxins and 
Furans by Isotope Dilution HRGC/HRMS 

1.0 Scope and Application 

1.1 This method is for determination of 
tetra- through octa-chlorinated dibenzo-p- 
dioxins (CDDs) and dibenzofurans (CDFs) in 
water, soil, sediment, sludge, tissue, and 
other sample matrices by high resolution gas 
chromatography/high resolution mass spec-
trometry (HRGC/HRMS). The method is for 
use in EPA’s data gathering and monitoring 
programs associated with the Clean Water 
Act, the Resource Conservation and Recov-
ery Act, the Comprehensive Environmental 
Response, Compensation and Liability Act, 
and the Safe Drinking Water Act. The meth-

od is based on a compilation of EPA, indus-
try, commercial laboratory, and academic 
methods (References 1–6). 

1.2 The seventeen 2,3,7,8-substituted 
CDDs/CDFs listed in Table 1 may be deter-
mined by this method. Specifications are 
also provided for separate determination of 
2,3,7,8-tetrachloro-dibenzo-p-dioxin (2,3,7,8- 
TCDD) and 2,3,7,8-tetrachloro-dibenzofuran 
(2,3,7,8-TCDF). 

1.3 The detection limits and quantitation 
levels in this method are usually dependent 
on the level of interferences rather than in-
strumental limitations. The minimum levels 
(MLs) in Table 2 are the levels at which the 
CDDs/CDFs can be determined with no inter-
ferences present. The Method Detection 
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Limit (MDL) for 2,3,7,8-TCDD has been deter-
mined as 4.4 pg/L (parts-per-quadrillion) 
using this method. 

1.4 The GC/MS portions of this method 
are for use only by analysts experienced with 
HRGC/HRMS or under the close supervision 
of such qualified persons. Each laboratory 
that uses this method must demonstrate the 
ability to generate acceptable results using 
the procedure in Section 9.2. 

1.5 This method is ‘‘performance-based’’. 
The analyst is permitted to modify the 
method to overcome interferences or lower 
the cost of measurements, provided that all 
performance criteria in this method are met. 
The requirements for establishing method 
equivalency are given in Section 9.1.2. 

1.6 Any modification of this method, be-
yond those expressly permitted, shall be con-
sidered a major modification subject to ap-
plication and approval of alternate test pro-
cedures under 40 CFR 136.4 and 136.5. 

2.0 Summary of Method 

Flow charts that summarize procedures for 
sample preparation, extraction, and analysis 
are given in Figure 1 for aqueous and solid 
samples, Figure 2 for multi-phase samples, 
and Figure 3 for tissue samples. 

2.1 Extraction. 
2.1.1 Aqueous samples (samples con-

taining less than 1% solids)—Stable 
isotopically labeled analogs of 15 of the 
2,3,7,8-substituted CDDs/CDFs are spiked 
into a 1 L sample, and the sample is ex-
tracted by one of three procedures: 

2.1.1.1 Samples containing no visible par-
ticles are extracted with methylene chloride 
in a separatory funnel or by the solid-phase 
extraction technique summarized in Section 
2.1.1.3. The extract is concentrated for clean-
up. 

2.1.1.2 Samples containing visible par-
ticles are vacuum filtered through a glass- 
fiber filter. The filter is extracted in a Soxh-
let/Dean-Stark (SDS) extractor (Reference 
7), and the filtrate is extracted with meth-
ylene chloride in a separatory funnel. The 
methylene chloride extract is concentrated 
and combined with the SDS extract prior to 
cleanup. 

2.1.1.3 The sample is vacuum filtered 
through a glass-fiber filter on top of a solid- 
phase extraction (SPE) disk. The filter and 
disk are extracted in an SDS extractor, and 
the extract is concentrated for cleanup. 

2.1.2 Solid, semi-solid, and multi-phase 
samples (but not tissue)—The labeled com-
pounds are spiked into a sample containing 
10 g (dry weight) of solids. Samples con-
taining multiple phases are pressure filtered 
and any aqueous liquid is discarded. Coarse 
solids are ground or homogenized. Any non- 
aqueous liquid from multi-phase samples is 
combined with the solids and extracted in an 
SDS extractor. The extract is concentrated 
for cleanup. 

2.1.3 Fish and other tissue—The sample is 
extracted by one of two procedures: 

2.1.3.1 Soxhlet or SDS extraction—A 20 g 
aliquot of sample is homogenized, and a 10 g 
aliquot is spiked with the labeled com-
pounds. The sample is mixed with sodium 
sulfate, allowed to dry for 12–24 hours, and 
extracted for 18–24 hours using methylene 
chloride:hexane (1:1) in a Soxhlet extractor. 
The extract is evaporated to dryness, and the 
lipid content is determined. 

2.1.3.2 HCl digestion—A 20 g aliquot is ho-
mogenized, and a 10 g aliquot is placed in a 
bottle and spiked with the labeled com-
pounds. After equilibration, 200 mL of hydro-
chloric acid and 200 mL of methylene chlo-
ride:hexane (1:1) are added, and the bottle is 
agitated for 12–24 hours. The extract is evap-
orated to dryness, and the lipid content is 
determined. 

2.2 After extraction, 37Cl4-labeled 2,3,7,8- 
TCDD is added to each extract to measure 
the efficiency of the cleanup process. Sample 
cleanups may include back-extraction with 
acid and/or base, and gel permeation, alu-
mina, silica gel, Florisil and activated car-
bon chromatography. High-performance liq-
uid chromatography (HPLC) can be used for 
further isolation of the 2,3,7,8-isomers or 
other specific isomers or congeners. Prior to 
the cleanup procedures cited above, tissue 
extracts are cleaned up using an anthropo-
genic isolation column, a batch silica gel ad-
sorption, or sulfuric acid and base back-ex-
traction, depending on the tissue extraction 
procedure used. 

2.3 After cleanup, the extract is con-
centrated to near dryness. Immediately prior 
to injection, internal standards are added to 
each extract, and an aliquot of the extract is 
injected into the gas chromatograph. The 
analytes are separated by the GC and de-
tected by a high-resolution (≥10,000) mass 
spectrometer. Two exact m/z’s are monitored 
for each analyte. 

2.4 An individual CDD/CDF is identified 
by comparing the GC retention time and ion- 
abundance ratio of two exact m/z’s with the 
corresponding retention time of an authentic 
standard and the theoretical or acquired ion- 
abundance ratio of the two exact m/z’s. The 
non-2,3,7,8 substituted isomers and congeners 
are identified when retention times and ion- 
abundance ratios agree within predefined 
limits. Isomer specificity for 2,3,7,8-TCDD 
and 2,3,7,8-TCDF is achieved using GC col-
umns that resolve these isomers from the 
other tetra-isomers. 

2.5 Quantitative analysis is performed 
using selected ion current profile (SICP) 
areas, in one of three ways: 

2.5.1 For the 15 2,3,7,8-substituted CDDs/ 
CDFs with labeled analogs (see Table 1), the 
GC/MS system is calibrated, and the con-
centration of each compound is determined 
using the isotope dilution technique. 
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2.5.2 For 1,2,3,7,8,9-HxCDD, OCDF, and the 
labeled compounds, the GC/MS system is 
calibrated and the concentration of each 
compound is determined using the internal 
standard technique. 

2.5.3 For non-2,3,7,8-substituted isomers 
and for all isomers at a given level of 
chlorination (i.e., total TCDD), concentra-
tions are determined using response factors 
from calibration of the CDDs/CDFs at the 
same level of chlorination. 

2.6 The quality of the analysis is assured 
through reproducible calibration and testing 
of the extraction, cleanup, and GC/MS sys-
tems. 

3.0 Definitions 

Definitions are given in the glossary at the 
end of this method. 

4.0 Contamination and Interferences 

4.1 Solvents, reagents, glassware, and 
other sample processing hardware may yield 
artifacts and/or elevated baselines causing 
misinterpretation of chromatograms (Ref-
erences 8–9). Specific selection of reagents 
and purification of solvents by distillation in 
all-glass systems may be required. Where 
possible, reagents are cleaned by extraction 
or solvent rinse. 

4.2 Proper cleaning of glassware is ex-
tremely important, because glassware may 
not only contaminate the samples but may 
also remove the analytes of interest by ad-
sorption on the glass surface. 

4.2.1 Glassware should be rinsed with sol-
vent and washed with a detergent solution as 
soon after use as is practical. Sonication of 
glassware containing a detergent solution 
for approximately 30 seconds may aid in 
cleaning. Glassware with removable parts, 
particularly separatory funnels with 
fluoropolymer stopcocks, must be disassem-
bled prior to detergent washing. 

4.2.2 After detergent washing, glassware 
should be rinsed immediately, first with 
methanol, then with hot tap water. The tap 
water rinse is followed by another methanol 
rinse, then acetone, and then methylene 
chloride. 

4.2.3 Do not bake reusable glassware in an 
oven as a routine part of cleaning. Baking 
may be warranted after particularly dirty 
samples are encountered but should be mini-
mized, as repeated baking of glassware may 
cause active sites on the glass surface that 
will irreversibly adsorb CDDs/CDFs. 

4.2.4 Immediately prior to use, the Soxh-
let apparatus should be pre-extracted with 
toluene for approximately three hours (see 
Sections 12.3.1 through 12.3.3). Separatory 
funnels should be shaken with methylene 
chloride/toluene (80/20 mixture) for two min-
utes, drained, and then shaken with pure 
methylene chloride for two minutes. 

4.3 All materials used in the analysis 
shall be demonstrated to be free from inter-
ferences by running reference matrix method 
blanks initially and with each sample batch 
(samples started through the extraction 
process on a given 12-hour shift, to a max-
imum of 20 samples). 

4.3.1 The reference matrix must simulate, 
as closely as possible, the sample matrix 
under test. Ideally, the reference matrix 
should not contain the CDDs/CDFs in detect-
able amounts, but should contain potential 
interferents in the concentrations expected 
to be found in the samples to be analyzed. 
For example, a reference sample of human 
adipose tissue containing 
pentachloronaphthalene can be used to exer-
cise the cleanup systems when samples con-
taining pentachloronaphthalene are ex-
pected. 

4.3.2 When a reference matrix that simu-
lates the sample matrix under test is not 
available, reagent water (Section 7.6.1) can 
be used to simulate water samples; play-
ground sand (Section 7.6.2) or white quartz 
sand (Section 7.3.2) can be used to simulate 
soils; filter paper (Section 7.6.3) can be used 
to simulate papers and similar materials; 
and corn oil (Section 7.6.4) can be used to 
simulate tissues. 

4.4 Interferences coextracted from sam-
ples will vary considerably from source to 
source, depending on the diversity of the site 
being sampled. Interfering compounds may 
be present at concentrations several orders 
of magnitude higher than the CDDs/CDFs. 
The most frequently encountered inter-
ferences are chlorinated biphenyls, methoxy 
biphenyls, hydroxydiphenyl ethers, 
benzylphenyl ethers, polynuclear aromatics, 
and pesticides. Because very low levels of 
CDDs/CDFs are measured by this method, 
the elimination of interferences is essential. 
The cleanup steps given in Section 13 can be 
used to reduce or eliminate these inter-
ferences and thereby permit reliable deter-
mination of the CDDs/CDFs at the levels 
shown in Table 2. 

4.5 Each piece of reusable glassware 
should be numbered to associate that glass-
ware with the processing of a particular sam-
ple. This will assist the laboratory in track-
ing possible sources of contamination for in-
dividual samples, identifying glassware asso-
ciated with highly contaminated samples 
that may require extra cleaning, and deter-
mining when glassware should be discarded. 

4.6 Cleanup of tissue—The natural lipid 
content of tissue can interfere in the anal-
ysis of tissue samples for the CDDs/CDFs. 
The lipid contents of different species and 
portions of tissue can vary widely. Lipids are 
soluble to varying degrees in various organic 
solvents and may be present in sufficient 
quantity to overwhelm the column 
chromatographic cleanup procedures used 
for cleanup of sample extracts. Lipids must 
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be removed by the lipid removal procedures 
in Section 13.7, followed by alumina (Section 
13.4) or Florisil (Section 13.8), and carbon 
(Section 13.5) as minimum additional clean-
up steps. If chlorodiphenyl ethers are de-
tected, as indicated by the presence of peaks 
at the exact m/z’s monitored for these 
interferents, alumina and/or Florisil cleanup 
must be employed to eliminate these inter-
ferences. 

5.0 Safety 

5.1 The toxicity or carcinogenicity of 
each compound or reagent used in this meth-
od has not been precisely determined; how-
ever, each chemical compound should be 
treated as a potential health hazard. Expo-
sure to these compounds should be reduced 
to the lowest possible level. 

5.1.1 The 2,3,7,8-TCDD isomer has been 
found to be acnegenic, carcinogenic, and 
teratogenic in laboratory animal studies. It 
is soluble in water to approximately 200 ppt 
and in organic solvents to 0.14%. On the basis 
of the available toxicological and physical 
properties of 2,3,7,8-TCDD, all of the CDDs/ 
CDFs should be handled only by highly 
trained personnel thoroughly familiar with 
handling and cautionary procedures and the 
associated risks. 

5.1.2 It is recommended that the labora-
tory purchase dilute standard solutions of 
the analytes in this method. However, if pri-
mary solutions are prepared, they shall be 
prepared in a hood, and a NIOSH/MESA ap-
proved toxic gas respirator shall be worn 
when high concentrations are handled. 

5.2 The laboratory is responsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material safety data 
sheets (MSDSs) should also be made avail-
able to all personnel involved in these anal-
yses. It is also suggested that the laboratory 
perform personal hygiene monitoring of each 
analyst who uses this method and that the 
results of this monitoring be made available 
to the analyst. Additional information on 
laboratory safety can be found in References 
10–13. The references and bibliography at the 
end of Reference 13 are particularly com-
prehensive in dealing with the general sub-
ject of laboratory safety. 

5.3 The CDDs/CDFs and samples suspected 
to contain these compounds are handled 
using essentially the same techniques em-
ployed in handling radioactive or infectious 
materials. Well-ventilated, controlled access 
laboratories are required. Assistance in eval-
uating the health hazards of particular lab-
oratory conditions may be obtained from 
certain consulting laboratories and from 
State Departments of Health or Labor, many 
of which have an industrial health service. 
The CDDs/CDFs are extremely toxic to lab-
oratory animals. Each laboratory must de-

velop a strict safety program for handling 
these compounds. The practices in Ref-
erences 2 and 14 are highly recommended. 

5.3.1 Facility—When finely divided sam-
ples (dusts, soils, dry chemicals) are handled, 
all operations (including removal of samples 
from sample containers, weighing, transfer-
ring, and mixing) should be performed in a 
glove box demonstrated to be leak tight or in 
a fume hood demonstrated to have adequate 
air flow. Gross losses to the laboratory ven-
tilation system must not be allowed. Han-
dling of the dilute solutions normally used in 
analytical and animal work presents no in-
halation hazards except in the case of an ac-
cident. 

5.3.2 Protective equipment—Disposable 
plastic gloves, apron or lab coat, safety 
glasses or mask, and a glove box or fume 
hood adequate for radioactive work should 
be used. During analytical operations that 
may give rise to aerosols or dusts, personnel 
should wear respirators equipped with acti-
vated carbon filters. Eye protection equip-
ment (preferably full face shields) must be 
worn while working with exposed samples or 
pure analytical standards. Latex gloves are 
commonly used to reduce exposure of the 
hands. When handling samples suspected or 
known to contain high concentrations of the 
CDDs/CDFs, an additional set of gloves can 
also be worn beneath the latex gloves. 

5.3.3 Training—Workers must be trained 
in the proper method of removing contami-
nated gloves and clothing without con-
tacting the exterior surfaces. 

5.3.4 Personal hygiene—Hands and fore-
arms should be washed thoroughly after each 
manipulation and before breaks (coffee, 
lunch, and shift). 

5.3.5 Confinement—Isolated work areas 
posted with signs, segregated glassware and 
tools, and plastic absorbent paper on bench 
tops will aid in confining contamination. 

5.3.6 Effluent vapors—The effluents of 
sample splitters from the gas chromatograph 
(GC) and from roughing pumps on the mass 
spectrometer (MS) should pass through ei-
ther a column of activated charcoal or be 
bubbled through a trap containing oil or 
high-boiling alcohols to condense CDD/CDF 
vapors. 

5.3.7 Waste Handling—Good technique in-
cludes minimizing contaminated waste. 
Plastic bag liners should be used in waste 
cans. Janitors and other personnel must be 
trained in the safe handling of waste. 

5.3.8 Decontamination 
5.3.8.1 Decontamination of personnel—Use 

any mild soap with plenty of scrubbing ac-
tion. 

5.3.8.2 Glassware, tools, and surfaces— 
Chlorothene NU Solvent is the least toxic 
solvent shown to be effective. Satisfactory 
cleaning may be accomplished by rinsing 
with Chlorothene, then washing with any de-
tergent and water. If glassware is first rinsed 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00275 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



266 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 1613 

with solvent, then the dish water may be dis-
posed of in the sewer. Given the cost of dis-
posal, it is prudent to minimize solvent 
wastes. 

5.3.9 Laundry—Clothing known to be con-
taminated should be collected in plastic 
bags. Persons who convey the bags and laun-
der the clothing should be advised of the haz-
ard and trained in proper handling. The 
clothing may be put into a washer without 
contact if the launderer knows of the poten-
tial problem. The washer should be run 
through a cycle before being used again for 
other clothing. 

5.3.10 Wipe tests—A useful method of de-
termining cleanliness of work surfaces and 
tools is to wipe the surface with a piece of 
filter paper. Extraction and analysis by GC 
with an electron capture detector (ECD) can 
achieve a limit of detection of 0.1 μg per 
wipe; analysis using this method can achieve 
an even lower detection limit. Less than 0.1 
μg per wipe indicates acceptable cleanliness; 
anything higher warrants further cleaning. 
More than 10 μg on a wipe constitutes an 
acute hazard and requires prompt cleaning 
before further use of the equipment or work 
space, and indicates that unacceptable work 
practices have been employed. 

5.3.11 Table or wrist-action shaker—The 
use of a table or wrist-action shaker for ex-
traction of tissues presents the possibility of 
breakage of the extraction bottle and spill-
age of acid and flammable organic solvent. A 
secondary containment system around the 
shaker is suggested to prevent the spread of 
acid and solvents in the event of such a 
breakage. The speed and intensity of shaking 
action should also be adjusted to minimize 
the possibility of breakage. 

6.0 Apparatus and Materials 

NOTE: Brand names, suppliers, and part 
numbers are for illustration purposes only 
and no endorsement is implied. Equivalent 
performance may be achieved using appa-
ratus and materials other than those speci-
fied here. Meeting the performance require-
ments of this method is the responsibility of 
the laboratory. 

6.1 Sampling Equipment for Discrete or 
Composite Sampling 

6.1.1 Sample bottles and caps 
6.1.1.1 Liquid samples (waters, sludges and 

similar materials containing 5% solids or 
less)—Sample bottle, amber glass, 1.1 L min-
imum, with screw cap. 

6.1.1.2 Solid samples (soils, sediments, 
sludges, paper pulps, filter cake, compost, 
and similar materials that contain more 
than 5% solids)—Sample bottle, wide mouth, 
amber glass, 500 mL minimum. 

6.1.1.3 If amber bottles are not available, 
samples shall be protected from light. 

6.1.1.4 Bottle caps—Threaded to fit sample 
bottles. Caps shall be lined with 
fluoropolymer. 

6.1.1.5 Cleaning 
6.1.1.5.1 Bottles are detergent water 

washed, then solvent rinsed before use. 
6.1.1.5.2 Liners are detergent water 

washed, rinsed with reagent water (Section 
7.6.1) followed by solvent, and baked at ap-
proximately 200 °C for a minimum of 1 hour 
prior to use. 

6.1.2 Compositing equipment—Automatic 
or manual compositing system incorporating 
glass containers cleaned per bottle cleaning 
procedure above. Only glass or fluoropolymer 
tubing shall be used. If the sampler uses a 
peristaltic pump, a minimum length of com-
pressible silicone rubber tubing may be used 
in the pump only. Before use, the tubing 
shall be thoroughly rinsed with methanol, 
followed by repeated rinsing with reagent 
water to minimize sample contamination. 
An integrating flow meter is used to collect 
proportional composite samples. 

6.2 Equipment for Glassware Cleaning— 
Laboratory sink with overhead fume hood. 

6.3 Equipment for Sample Preparation 
6.3.1 Laboratory fume hood of sufficient 

size to contain the sample preparation equip-
ment listed below. 

6.3.2 Glove box (optional). 
6.3.3 Tissue homogenizer—VirTis Model 45 

Macro homogenizer (American Scientific 
Products H–3515, or equivalent) with stain-
less steel Macro-shaft and Turbo-shear blade. 

6.3.4 Meat grinder—Hobart, or equivalent, 
with 3–5 mm holes in inner plate. 

6.3.5 Equipment for determining percent 
moisture 

6.3.5.1 Oven—Capable of maintaining a 
temperature of 110 ±5 °C. 

6.3.5.2 Dessicator. 
6.3.6 Balances 
6.3.6.1 Analytical—Capable of weighing 0.1 

mg. 
6.3.6.2 Top loading—Capable of weighing 

10 mg. 
6.4 Extraction Apparatus 
6.4.1 Water samples 
6.4.1.1 pH meter, with combination glass 

electrode. 
6.4.1.2 pH paper, wide range (Hydrion Pa-

pers, or equivalent). 
6.4.1.3 Graduated cylinder, 1 L capacity. 
6.4.1.4 Liquid/liquid extraction—Sepa-

ratory funnels, 250 mL, 500 mL, and 2000 mL, 
with fluoropolymer stopcocks. 

6.4.1.5 Solid-phase extraction 
6.4.1.5.1 One liter filtration apparatus, in-

cluding glass funnel, glass frit support, 
clamp, adapter, stopper, filtration flask, and 
vacuum tubing (Figure 4). For wastewater 
samples, the apparatus should accept 90 or 
144 mm disks. For drinking water or other 
samples containing low solids, smaller disks 
may be used. 
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6.4.1.5.2 Vacuum source capable of main-
taining 25 in. Hg, equipped with shutoff valve 
and vacuum gauge. 

6.4.1.5.3 Glass-fiber filter—Whatman GMF 
150 (or equivalent), 1 micron pore size, to fit 
filtration apparatus in Section 6.4.1.5.1. 

6.4.1.5.4 Solid-phase extraction disk con-
taining octadecyl (C18) bonded silica uni-
formly enmeshed in an inert matrix—Fisher 
Scientific 14–378F (or equivalent), to fit fil-
tration apparatus in Section 6.4.1.5.1. 

6.4.2 Soxhlet/Dean-Stark (SDS) extractor 
(Figure 5)—For filters and solid/sludge sam-
ples. 

6.4.2.1 Soxhlet—50 mm ID, 200 mL capac-
ity with 500 mL flask (Cal-Glass LG–6900, or 
equivalent, except substitute 500 mL round- 
bottom flask for 300 mL flat-bottom flask). 

6.4.2.2 Thimble—43 × 123 to fit Soxhlet 
(Cal-Glass LG–6901–122, or equivalent). 

6.4.2.3 Moisture trap—Dean Stark or Bar-
ret with fluoropolymer stopcock, to fit Soxh-
let. 

6.4.2.4 Heating mantle—Hemispherical, to 
fit 500 mL round-bottom flask (Cal-Glass LG– 
8801–112, or equivalent). 

6.4.2.5 Variable transformer—Powerstat 
(or equivalent), 110 volt, 10 amp. 

6.4.3 Apparatus for extraction of tissue. 
6.4.3.1 Bottle for extraction (if digestion/ 

extraction using HCl is used)’’ 500–600 mL 
wide-mouth clear glass, with fluoropolymer- 
lined cap. 

6.4.3.2 Bottle for back-extraction—100–200 
mL narrow-mouth clear glass with 
fluoropolymer-lined cap. 

6.4.3.3 Mechanical shaker—Wrist-action 
or platform-type rotary shaker that pro-
duces vigorous agitation (Sybron 
Thermolyne Model LE ‘‘Big Bill’’ rotator/ 
shaker, or equivalent). 

6.4.3.4 Rack attached to shaker table to 
permit agitation of four to nine samples si-
multaneously. 

6.4.4 Beakers—400–500 mL. 
6.4.5 Spatulas—Stainless steel. 
6.5 Filtration Apparatus. 
6.5.1 Pyrex glass wool—Solvent-extracted 

by SDS for three hours minimum. 

NOTE: Baking glass wool may cause active 
sites that will irreversibly adsorb CDDs/ 
CDFs. 

6.5.2 Glass funnel—125–250 mL. 
6.5.3 Glass-fiber filter paper—Whatman 

GF/D (or equivalent), to fit glass funnel in 
Section 6.5.2. 

6.5.4 Drying column—15–20 mm ID Pyrex 
chromatographic column equipped with 
coarse-glass frit or glass-wool plug. 

6.5.5 Buchner funnel—15 cm. 
6.5.6 Glass-fiber filter paper—to fit 

Buchner funnel in Section 6.5.5. 
6.5.7 Filtration flasks—1.5–2.0 L, with side 

arm. 
6.5.8 Pressure filtration apparatus— 

Millipore YT30 142 HW, or equivalent. 

6.6 Centrifuge Apparatus. 
6.6.1 Centrifuge—Capable of rotating 500 

mL centrifuge bottles or 15 mL centrifuge 
tubes at 5,000 rpm minimum. 

6.6.2 Centrifuge bottles—500 mL, with 
screw-caps, to fit centrifuge. 

6.6.3 Centrifuge tubes—12–15 mL, with 
screw-caps, to fit centrifuge. 

6.7 Cleanup Apparatus. 
6.7.1 Automated gel permeation chro-

matograph (Analytical Biochemical Labs, 
Inc, Columbia, MO, Model GPC Autoprep 
1002, or equivalent). 

6.7.1.1 Column—600–700 mm long × 25 mm 
ID, packed with 70 g of 
SX–3 Bio-beads (Bio-Rad Laboratories, Rich-
mond, CA, or equivalent). 

6.7.1.2 Syringe—10 mL, with Luer fitting. 
6.7.1.3 Syringe filter holder—stainless 

steel, and glass-fiber or fluoropolymer filters 
(Gelman 4310, or equivalent). 

6.7.1.4 UV detectors—254 nm, preparative 
or semi-preparative flow cell (Isco, Inc., 
Type 6; Schmadzu, 5 mm path length; Beck-
man-Altex 152W, 8 μL micro-prep flow cell, 2 
mm path; Pharmacia UV–1, 3 mm flow cell; 
LDC Milton-Roy UV–3, monitor #1203; or 
equivalent). 

6.7.2 Reverse-phase high-performance liq-
uid chromatograph. 

6.7.2.1 Column oven and detector—Perkin- 
Elmer Model LC–65T (or equivalent) operated 
at 0.02 AUFS at 235 nm. 

6.7.2.2 Injector—Rheodyne 7120 (or equiva-
lent) with 50 μL sample loop. 

6.7.2.3 Column—Two 6.2 mm × 250 mm 
Zorbax-ODS columns in series (DuPont In-
struments Division, Wilmington, DE, or 
equivalent), operated at 50 °C with 2.0 mL/ 
min methanol isocratic effluent. 

6.7.2.4 Pump—Altex 110A (or equivalent). 
6.7.3 Pipets. 
6.7.3.1 Disposable, pasteur—150 mm long × 

5-mm ID (Fisher Scientific 13–678–6A, or 
equivalent). 

6.7.3.2 Disposable, serological—10 mL (6 
mm ID). 

6.7.4 Glass chromatographic columns. 
6.7.4.1 150 mm long × 8-mm ID, (Kontes K– 

420155, or equivalent) with coarse-glass frit 
or glass-wool plug and 250 mL reservoir. 

6.7.4.2 200 mm long × 15 mm ID, with 
coarse-glass frit or glass-wool plug and 250 
mL reservoir. 

6.7.4.3 300 mm long × 25 mm ID, with 300 
mL reservoir and glass or fluoropolymer 
stopcock. 

6.7.5 Stirring apparatus for batch silica 
cleanup of tissue extracts. 

6.7.5.1 Mechanical stirrer—Corning Model 
320, or equivalent. 

6.7.5.2 Bottle—500–600 mL wide-mouth 
clear glass. 

6.7.6 Oven—For baking and storage of ad-
sorbents, capable of maintaining a constant 
temperature (±5 °C) in the range of 105–250 °C. 

6.8 Concentration Apparatus. 
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6.8.1 Rotary evaporator—Buchi/ 
Brinkman-American Scientific No. E5045–10 
or equivalent, equipped with a variable tem-
perature water bath. 

6.8.1.1 Vacuum source for rotary evapo-
rator equipped with shutoff valve at the 
evaporator and vacuum gauge. 

6.8.1.2 A recirculating water pump and 
chiller are recommended, as use of tap water 
for cooling the evaporator wastes large vol-
umes of water and can lead to inconsistent 
performance as water temperatures and pres-
sures vary. 

6.8.1.3 Round-bottom flask—100 mL and 
500 mL or larger, with ground-glass fitting 
compatible with the rotary evaporator. 

6.8.2 Kuderna-Danish (K-D) Concentrator. 
6.8.2.1 Concentrator tube—10 mL, grad-

uated (Kontes K–570050–1025, or equivalent) 
with calibration verified. Ground-glass stop-
per (size 19/22 joint) is used to prevent evapo-
ration of extracts. 

6.8.2.2 Evaporation flask—500 mL (Kontes 
K–570001–0500, or equivalent), attached to 
concentrator tube with springs (Kontes K– 
662750–0012 or equivalent). 

6.8.2.3 Snyder column—Three-ball macro 
(Kontes K–503000–0232, or equivalent). 

6.8.2.4 Boiling chips. 
6.8.2.4.1 Glass or silicon carbide—Approxi-

mately 10/40 mesh, extracted with methylene 
chloride and baked at 450 °C for one hour 
minimum. 

6.8.2.4.2 Fluoropolymer (optional)—Ex-
tracted with methylene chloride. 

6.8.2.5 Water bath—Heated, with concen-
tric ring cover, capable of maintaining a 
temperature within ±2 °C, installed in a fume 
hood. 

6.8.3 Nitrogen blowdown apparatus— 
Equipped with water bath controlled in the 
range of 30–60 °C (N-Evap, Organomation As-
sociates, Inc., South Berlin, MA, or equiva-
lent), installed in a fume hood. 

6.8.4 Sample vials. 
6.8.4.1 Amber glass—2–5 mL with 

fluoropolymer-lined screw-cap. 
6.8.4.2 Glass—0.3 mL, conical, with 

fluoropolymer-lined screw or crimp cap. 
6.9 Gas Chromatograph—Shall have 

splitless or on-column injection port for cap-
illary column, temperature program with 
isothermal hold, and shall meet all of the 
performance specifications in Section 10. 

6.9.1 GC column for CDDs/CDFs and for 
isomer specificity for 2,3,7,8-TCDD—60 ±5 m 
long × 0.32 ±0.02 mm ID; 0.25 μm 5% phenyl, 
94% methyl, 1% vinyl silicone bonded-phase 
fused-silica capillary column (J&W DB–5, or 
equivalent). 

6.9.2 GC column for isomer specificity for 
2,3,7,8-TCDF—30 ±5 m long × 0.32 ±0.02 mm ID; 
0.25 μm bonded-phase fused-silica capillary 
column (J&W DB–225, or equivalent). 

6.10 Mass Spectrometer—28–40 eV electron 
impact ionization, shall be capable of repet-
itively selectively monitoring 12 exact m/z’s 

minimum at high resolution (≥10,000) during 
a period of approximately one second, and 
shall meet all of the performance specifica-
tions in Section 10. 

6.11 GC/MS Interface—The mass spec-
trometer (MS) shall be interfaced to the GC 
such that the end of the capillary column 
terminates within 1 cm of the ion source but 
does not intercept the electron or ion beams. 

6.12 Data System—Capable of collecting, 
recording, and storing MS data. 

7.0 Reagents and Standards 

7.1 pH Adjustment and Back-Extraction. 
7.1.1 Potassium hydroxide—Dissolve 20 g 

reagent grade KOH in 100 mL reagent water. 
7.1.2 Sulfuric acid—Reagent grade (spe-

cific gravity 1.84). 
7.1.3 Hydrochloric acid—Reagent grade, 

6N. 
7.1.4 Sodium chloride—Reagent grade, 

prepare at 5% (w/v) solution in reagent 
water. 

7.2 Solution Drying and Evaporation. 
7.2.1 Solution drying—Sodium sulfate, re-

agent grade, granular, anhydrous (Baker 
3375, or equivalent), rinsed with methylene 
chloride (20 mL/g), baked at 400 °C for one 
hour minimum, cooled in a dessicator, and 
stored in a pre-cleaned glass bottle with 
screw-cap that prevents moisture from en-
tering. If, after heating, the sodium sulfate 
develops a noticeable grayish cast (due to 
the presence of carbon in the crystal ma-
trix), that batch of reagent is not suitable 
for use and should be discarded. Extraction 
with methylene chloride (as opposed to sim-
ple rinsing) and baking at a lower tempera-
ture may produce sodium sulfate that is 
suitable for use. 

7.2.2 Tissue drying—Sodium sulfate, rea-
gent grade, powdered, treated and stored as 
above. 

7.2.3 Prepurified nitrogen. 
7.3 Extraction. 
7.3.1 Solvents—Acetone, toluene, 

cyclohexane, hexane, methanol, methylene 
chloride, and nonane; distilled in glass, pes-
ticide quality, lot-certified to be free of 
interferences. 

7.3.2 White quartz sand, 60/70 mesh—For 
Soxhlet/Dean-Stark extraction (Aldrich 
Chemical, Cat. No. 27–437–9, or equivalent). 
Bake at 450 °C for four hours minimum. 

7.4 GPC Calibration Solution—Prepare a 
solution containing 300 mg/mL corn oil, 15 
mg/mL bis(2-ethylhexyl) phthalate, 1.4 mg/ 
mL pentachlorophenol, 0.1 mg/mL perylene, 
and 0.5 mg/mL sulfur. 

7.5 Adsorbents for Sample Cleanup. 
7.5.1 Silica gel. 
7.5.1.1 Activated silica gel—100–200 mesh, 

Supelco 1–3651 (or equivalent), rinsed with 
methylene chloride, baked at 180 °C for a 
minimum of one hour, cooled in a dessicator, 
and stored in a precleaned glass bottle with 
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screw-cap that prevents moisture from en-
tering. 

7.5.1.2 Acid silica gel (30% w/w)—Thor-
oughly mix 44.0 g of concentrated sulfuric 
acid with 100.0 g of activated silica gel in a 
clean container. Break up aggregates with a 
stirring rod until a uniform mixture is ob-
tained. Store in a bottle with a 
fluoropolymer-lined screw-cap. 

7.5.1.3 Basic silica gel—Thoroughly mix 30 
g of 1N sodium hydroxide with 100 g of acti-
vated silica gel in a clean container. Break 
up aggregates with a stirring rod until a uni-
form mixture is obtained. Store in a bottle 
with a fluoropolymer-lined screw-cap. 

7.5.1.4 Potassium silicate. 
7.5.1.4.1 Dissolve 56 g of high purity potas-

sium hydroxide (Aldrich, or equivalent) in 
300 mL of methanol in a 750–1000 mL flat-bot-
tom flask. 

7.5.1.4.2 Add 100 g of silica gel and a stir-
ring bar, and stir on a hot plate at 60–70 °C 
for one to two hours. 

7.5.1.4.3 Decant the liquid and rinse the 
potassium silicate twice with 100 mL por-
tions of methanol, followed by a single rinse 
with 100 mL of methylene chloride. 

7.5.1.4.4 Spread the potassium silicate on 
solvent-rinsed aluminum foil and dry for two 
to four hours in a hood. 

7.5.1.4.5 Activate overnight at 200–250 °C. 
7.5.2 Alumina—Either one of two types of 

alumina, acid or basic, may be used in the 
cleanup of sample extracts, provided that the 
laboratory can meet the performance speci-
fications for the recovery of labeled com-
pounds described in Section 9.3. The same 
type of alumina must be used for all samples, 
including those used to demonstrate initial 
precision and recovery (Section 9.2) and on-
going precision and recovery (Section 15.5). 

7.5.2.1 Acid alumina—Supelco 19996–6C (or 
equivalent). Activate by heating to 130 °C for 
a minimum of 12 hours. 

7.5.2.2 Basic alumina—Supelco 19944–6C 
(or equivalent). Activate by heating to 600 °C 
for a minimum of 24 hours. Alternatively, ac-
tivate by heating in a tube furnace at 650–700 
°C under an air flow rate of approximately 
400 cc/minute. Do not heat over 700 °C, as this 
can lead to reduced capacity for retaining 
the analytes. Store at 130 °C in a covered 
flask. Use within five days of baking. 

7.5.3 Carbon. 
7.5.3.1 Carbopak C—(Supelco 1–0258, or 

equivalent). 
7.5.3.2 Celite 545—(Supelco 2–0199, or 

equivalent). 
7.5.3.3 Thoroughly mix 9.0 g Carbopak C 

and 41.0 g Celite 545 to produce an 18% w/w 
mixture. Activate the mixture at 130 °C for a 
minimum of six hours. Store in a dessicator. 

7.5.4 Anthropogenic isolation column— 
Pack the column in Section 6.7.4.3 from bot-
tom to top with the following: 

7.5.4.1 2 g silica gel (Section 7.5.1.1). 

7.5.4.2 2 g potassium silicate (Section 
7.5.1.4). 

7.5.4.3 2 g granular anhydrous sodium sul-
fate (Section 7.2.1). 

7.5.4.4 10 g acid silica gel (Section 7.5.1.2). 
7.5.4.5 2 g granular anhydrous sodium sul-

fate. 
7.5.5 Florisil column. 
7.5.5.1 Florisil—60–100 mesh, Floridin Corp 

(or equivalent). Soxhlet extract in 500 g por-
tions for 24 hours. 

7.5.5.2 Insert a glass wool plug into the ta-
pered end of a graduated serological pipet 
(Section 6.7.3.2). Pack with 1.5 g (approx 2 
mL) of Florisil topped with approx 1 mL of 
sodium sulfate (Section 7.2.1) and a glass 
wool plug. 

7.5.5.3 Activate in an oven at 130–150 °C for 
a minimum of 24 hours and cool for 30 min-
utes. Use within 90 minutes of cooling. 

7.6 Reference Matrices—Matrices in 
which the CDDs/CDFs and interfering com-
pounds are not detected by this method. 

7.6.1 Reagent water—Bottled water pur-
chased locally, or prepared by passage 
through activated carbon. 

7.6.2 High-solids reference matrix—Play-
ground sand or similar material. Prepared by 
extraction with methylene chloride and/or 
baking at 450 °C for a minimum of four 
hours. 

7.6.3 Paper reference matrix—Glass-fiber 
filter, Gelman Type A, or equivalent. Cut 
paper to simulate the surface area of the 
paper sample being tested. 

7.6.4 Tissue reference matrix—Corn or 
other vegetable oil. May be prepared by ex-
traction with methylene chloride. 

7.6.5 Other matrices—This method may be 
verified on any reference matrix by per-
forming the tests given in Section 9.2. Ideal-
ly, the matrix should be free of the CDDs/ 
CDFs, but in no case shall the background 
level of the CDDs/CDFs in the reference ma-
trix exceed three times the minimum levels 
in Table 2. If low background levels of the 
CDDs/CDFs are present in the reference ma-
trix, the spike level of the analytes used in 
Section 9.2 should be increased to provide a 
spike-to-background ratio in the range of 1:1 
to 5:1 (Reference 15). 

7.7 Standard Solutions—Purchased as so-
lutions or mixtures with certification to 
their purity, concentration, and authen-
ticity, or prepared from materials of known 
purity and composition. If the chemical pu-
rity is 98% or greater, the weight may be 
used without correction to compute the con-
centration of the standard. When not being 
used, standards are stored in the dark at 
room temperature in screw-capped vials with 
fluoropolymer-lined caps. A mark is placed 
on the vial at the level of the solution so 
that solvent loss by evaporation can be de-
tected. If solvent loss has occurred, the solu-
tion should be replaced. 

7.8 Stock Solutions. 
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7.8.1 Preparation—Prepare in nonane per 
the steps below or purchase as dilute solu-
tions (Cambridge Isotope Laboratories (CIL), 
Woburn, MA, or equivalent). Observe the 
safety precautions in Section 5, and the rec-
ommendation in Section 5.1.2. 

7.8.2 Dissolve an appropriate amount of 
assayed reference material in solvent. For 
example, weigh 1–2 mg of 2,3,7,8-TCDD to 
three significant figures in a 10 mL ground- 
glass-stoppered volumetric flask and fill to 
the mark with nonane. After the TCDD is 
completely dissolved, transfer the solution 
to a clean 15 mL vial with fluoropolymer- 
lined cap. 

7.8.3 Stock standard solutions should be 
checked for signs of degradation prior to the 
preparation of calibration or performance 
test standards. Reference standards that can 
be used to determine the accuracy of calibra-
tion standards are available from CIL and 
may be available from other vendors. 

7.9 PAR Stock Solution 
7.9.1 All CDDs/CDFs—Using the solutions 

in Section 7.8, prepare the PAR stock solu-
tion to contain the CDDs/CDFs at the con-
centrations shown in Table 3. When diluted, 
the solution will become the PAR (Section 
7.14). 

7.9.2 If only 2,3,7,8-TCDD and 2,3,7,8-TCDF 
are to be determined, prepare the PAR stock 
solution to contain these compounds only. 

7.10 Labeled-Compound Spiking Solution. 
7.10.1 All CDDs/CDFs—From stock solu-

tions, or from purchased mixtures, prepare 
this solution to contain the labeled com-
pounds in nonane at the concentrations 
shown in Table 3. This solution is diluted 
with acetone prior to use (Section 7.10.3). 

7.10.2 If only 2,3,7,8-TCDD and 2,3,7,8- 
TCDF are to be determined, prepare the la-
beled-compound solution to contain these 
compounds only. This solution is diluted 
with acetone prior to use (Section 7.10.3). 

7.10.3 Dilute a sufficient volume of the la-
beled compound solution (Section 7.10.1 or 
7.10.2) by a factor of 50 with acetone to pre-
pare a diluted spiking solution. Each sample 
requires 1.0 mL of the diluted solution, but 
no more solution should be prepared than 
can be used in one day. 

7.11 Cleanup Standard—Prepare 37Cl4- 
2,3,7,8-TCDD in nonane at the concentration 
shown in Table 3. The cleanup standard is 
added to all extracts prior to cleanup to 
measure the efficiency of the cleanup proc-
ess. 

7.12 Internal Standard(s). 
7.12.1 All CDDs/CDFs—Prepare the inter-

nal standard solution to contain 13C12-1,2,3,4- 
TCDD and 13C2-1,2,3,7,8,9-HxCDD in nonane at 
the concentration shown in Table 3. 

7.12.2 If only 2,3,7,8-TCDD and 2,3,7,8- 
TCDF are to be determined, prepare the in-
ternal standard solution to contain 13C12- 
1,2,3,4-TCDD only. 

7.13 Calibration Standards (CS1 through 
CS5)—Combine the solutions in Sections 7.9 
through 7.12 to produce the five calibration 
solutions shown in Table 4 in nonane. These 
solutions permit the relative response (la-
beled to native) and response factor to be 
measured as a function of concentration. The 
CS3 standard is used for calibration 
verification (VER). If only 2,3,7,8-TCDD and 
2,3,7,8-TCDF are to be determined, combine 
the solutions appropriate to these com-
pounds. 

7.14 Precision and Recovery (PAR) Stand-
ard—Used for determination of initial (Sec-
tion 9.2) and ongoing (Section 15.5) precision 
and recovery. Dilute 10 μL of the precision 
and recovery standard (Section 7.9.1 or 7.9.2) 
to 2.0 mL with acetone for each sample ma-
trix for each sample batch. One mL each are 
required for the blank and OPR with each 
matrix in each batch. 

7.15 GC Retention Time Window Defining 
Solution and Isomer Specificity Test Stand-
ard—Used to define the beginning and ending 
retention times for the dioxin and furan iso-
mers and to demonstrate isomer specificity 
of the GC columns employed for determina-
tion of 2,3,7,8-TCDD and 2,3,7,8-TCDF. The 
standard must contain the compounds listed 
in Table 5 (CIL EDF—4006, or equivalent), at 
a minimum. It is not necessary to monitor 
the window-defining compounds if only 
2,3,7,8-TCDD and 2,3,7,8-TCDF are to be de-
termined. In this case, an isomer-specificity 
test standard containing the most closely 
eluted isomers listed in Table 5 (CIL EDF- 
4033, or equivalent) may be used. 

7.16 QC Check Sample—A QC Check Sam-
ple should be obtained from a source inde-
pendent of the calibration standards. Ideally, 
this check sample would be a certified ref-
erence material containing the CDDs/CDFs 
in known concentrations in a sample matrix 
similar to the matrix under test. 

7.17 Stability of Solutions—Standard so-
lutions used for quantitative purposes (Sec-
tions 7.9 through 7.15) should be analyzed pe-
riodically, and should be assayed against ref-
erence standards (Section 7.8.3) before fur-
ther use. 

8.0 Sample Collection, Preservation, Storage, 
and Holding Times 

8.1 Collect samples in amber glass con-
tainers following conventional sampling 
practices (Reference 16). Aqueous samples 
that flow freely are collected in refrigerated 
bottles using automatic sampling equip-
ment. Solid samples are collected as grab 
samples using wide-mouth jars. 

8.2 Maintain aqueous samples in the dark 
at 0–4 °C from the time of collection until re-
ceipt at the laboratory. If residual chlorine 
is present in aqueous samples, add 80 mg so-
dium thiosulfate per liter of water. EPA 
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Methods 330.4 and 330.5 may be used to meas-
ure residual chlorine (Reference 17). If sam-
ple pH is greater than 9, adjust to pH 7–9 
with sulfuric acid. 

Maintain solid, semi-solid, oily, and mixed- 
phase samples in the dark at <4 °C from the 
time of collection until receipt at the labora-
tory. 

Store aqueous samples in the dark at 0–4 
°C. Store solid, semi-solid, oily, mixed-phase, 
and tissue samples in the dark at <¥10 °C. 

8.3 Fish and Tissue Samples. 
8.3.1 Fish may be cleaned, filleted, or 

processed in other ways in the field, such 
that the laboratory may expect to receive 
whole fish, fish fillets, or other tissues for 
analysis. 

8.3.2 Fish collected in the field should be 
wrapped in aluminum foil, and must be 
maintained at a temperature less than 4 °C 
from the time of collection until receipt at 
the laboratory. 

8.3.3 Samples must be frozen upon receipt 
at the laboratory and maintained in the dark 
at <¥10 °C until prepared. Maintain unused 
sample in the dark at <¥10 °C. 

8.4 Holding Times. 
8.4.1 There are no demonstrated max-

imum holding times associated with CDDs/ 
CDFs in aqueous, solid, semi-solid, tissues, 
or other sample matrices. If stored in the 
dark at 0–4 °C and preserved as given above 
(if required), aqueous samples may be stored 
for up to one year. Similarly, if stored in the 
dark at <¥10 °C, solid, semi-solid, multi- 
phase, and tissue samples may be stored for 
up to one year. 

8.4.2 Store sample extracts in the dark at 
<¥10 °C until analyzed. If stored in the dark 
at <¥10 °C, sample extracts may be stored 
for up to one year. 

9.0 Quality Assurance/Quality Control 

9.1 Each laboratory that uses this method 
is required to operate a formal quality assur-
ance program (Reference 18). The minimum 
requirements of this program consist of an 
initial demonstration of laboratory capa-
bility, analysis of samples spiked with la-
beled compounds to evaluate and document 
data quality, and analysis of standards and 
blanks as tests of continued performance. 
Laboratory performance is compared to es-
tablished performance criteria to determine 
if the results of analyses meet the perform-
ance characteristics of the method. 

If the method is to be applied to sample 
matrix other than water (e.g., soils, filter 
cake, compost, tissue) the most appropriate 
alternate matrix (Sections 7.6.2 through 
7.6.5) is substituted for the reagent water 
matrix (Section 7.6.1) in all performance 
tests. 

9.1.1 The analyst shall make an initial 
demonstration of the ability to generate ac-
ceptable accuracy and precision with this 

method. This ability is established as de-
scribed in Section 9.2. 

9.1.2 In recognition of advances that are 
occurring in analytical technology, and to 
allow the analyst to overcome sample ma-
trix interferences, the analyst is permitted 
certain options to improve separations or 
lower the costs of measurements. These op-
tions include alternate extraction, con-
centration, cleanup procedures, and changes 
in columns and detectors. Alternate deter-
minative techniques, such as the substi-
tution of spectroscopic or immuno-assay 
techniques, and changes that degrade meth-
od performance, are not allowed. If an ana-
lytical technique other than the techniques 
specified in this method is used, that tech-
nique must have a specificity equal to or bet-
ter than the specificity of the techniques in 
this method for the analytes of interest. 

9.1.2.1 Each time a modification is made 
to this method, the analyst is required to re-
peat the procedure in Section 9.2. If the de-
tection limit of the method will be affected 
by the change, the laboratory is required to 
demonstrate that the MDL (40 CFR part 136, 
appendix B) is lower than one-third the regu-
latory compliance level or one-third the ML 
in this method, whichever is higher. If cali-
bration will be affected by the change, the 
analyst must recalibrate the instrument per 
Section 10. 

9.1.2.2 The laboratory is required to main-
tain records of modifications made to this 
method. These records include the following, 
at a minimum: 

9.1.2.2.1 The names, titles, addresses, and 
telephone numbers of the analyst(s) who per-
formed the analyses and modification, and of 
the quality control officer who witnessed and 
will verify the analyses and modifications. 

9.1.2.2.2 A listing of pollutant(s) meas-
ured, by name and CAS Registry number. 

9.1.2.2.3 A narrative stating reason(s) for 
the modifications. 

9.1.2.2.4 Results from all quality control 
(QC) tests comparing the modified method to 
this method, including: 

(a) Calibration (Section 10.5 through 10.7). 
(b) Calibration verification (Section 15.3). 
(c) Initial precision and recovery (Section 

9.2). 
(d) Labeled compound recovery (Section 

9.3). 
(e) Analysis of blanks (Section 9.5). 
(f) Accuracy assessment (Section 9.4). 
9.1.2.2.5 Data that will allow an inde-

pendent reviewer to validate each deter-
mination by tracing the instrument output 
(peak height, area, or other signal) to the 
final result. These data are to include: 

(a) Sample numbers and other identifiers. 
(b) Extraction dates. 
(c) Analysis dates and times. 
(d) Analysis sequence/run chronology. 
(e) Sample weight or volume (Section 11). 
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(f) Extract volume prior to each cleanup 
step (Section 13). 

(g) Extract volume after each cleanup step 
(Section 13). 

(h) Final extract volume prior to injection 
(Section 14). 

(i) Injection volume (Section 14.3). 
(j) Dilution data, differentiating between 

dilution of a sample or extract (Section 17.5). 
(k) Instrument and operating conditions. 
(l) Column (dimensions, liquid phase, solid 

support, film thickness, etc). 
(m) Operating conditions (temperatures, 

temperature program, flow rates). 
(n) Detector (type, operating conditions, 

etc). 
(o) Chromatograms, printer tapes, and 

other recordings of raw data. 
(p) Quantitation reports, data system out-

puts, and other data to link the raw data to 
the results reported. 

9.1.3 Analyses of method blanks are re-
quired to demonstrate freedom from con-
tamination (Section 4.3). The procedures and 
criteria for analysis of a method blank are 
described in Sections 9.5 and 15.6. 

9.1.4 The laboratory shall spike all sam-
ples with labeled compounds to monitor 
method performance. This test is described 
in Section 9.3. When results of these spikes 
indicate atypical method performance for 
samples, the samples are diluted to bring 
method performance within acceptable lim-
its. Procedures for dilution are given in Sec-
tion 17.5. 

9.1.5 The laboratory shall, on an ongoing 
basis, demonstrate through calibration 
verification and the analysis of the ongoing 
precision and recovery aliquot that the ana-
lytical system is in control. These proce-
dures are described in Sections 15.1 through 
15.5. 

9.1.6 The laboratory shall maintain 
records to define the quality of data that is 
generated. Development of accuracy state-
ments is described in Section 9.4. 

9.2 Initial Precision and Recovery (IPR)— 
To establish the ability to generate accept-
able precision and recovery, the analyst 
shall perform the following operations. 

9.2.1 For low solids (aqueous) samples, ex-
tract, concentrate, and analyze four 1 L 
aliquots of reagent water spiked with the di-
luted labeled compound spiking solution 
(Section 7.10.3) and the precision and recov-
ery standard (Section 7.14) according to the 
procedures in Sections 11 through 18. For an 
alternative sample matrix, four aliquots of 
the alternative reference matrix (Section 7.6) 
are used. All sample processing steps that 
are to be used for processing samples, includ-
ing preparation (Section 11), extraction (Sec-
tion 12), and cleanup (Section 13), shall be in-
cluded in this test. 

9.2.2 Using results of the set of four anal-
yses, compute the average concentration (X) 
of the extracts in ng/mL and the standard de-

viation of the concentration (s) in ng/mL for 
each compound, by isotope dilution for 
CDDs/CDFs with a labeled analog, and by in-
ternal standard for 1,2,3,7,8,9-HxCDD, OCDF, 
and the labeled compounds. 

9.2.3 For each CDD/CDF and labeled com-
pound, compare s and X with the cor-
responding limits for initial precision and re-
covery in Table 6. If only 2,3,7,8-TCDD and 
2,3,7,8-TCDF are to be determined, compare s 
and X with the corresponding limits for ini-
tial precision and recovery in Table 6a. If s 
and X for all compounds meet the acceptance 
criteria, system performance is acceptable 
and analysis of blanks and samples may 
begin. If, however, any individual s exceeds 
the precision limit or any individual X falls 
outside the range for accuracy, system per-
formance is unacceptable for that compound. 
Correct the problem and repeat the test (Sec-
tion 9.2). 

9.3 The laboratory shall spike all samples 
with the diluted labeled compound spiking 
solution (Section 7.10.3) to assess method 
performance on the sample matrix. 

9.3.1 Analyze each sample according to 
the procedures in Sections 11 through 18. 

9.3.2 Compute the percent recovery of the 
labeled compounds and the cleanup standard 
using the internal standard method (Section 
17.2). 

9.3.3 The recovery of each labeled com-
pound must be within the limits in Table 7 
when all 2,3,7,8-substituted CDDs/CDFs are 
determined, and within the limits in Table 
7a when only 2,3,7,8-TCDD and 2,3,7,8-TCDF 
are determined. If the recovery of any com-
pound falls outside of these limits, method 
performance is unacceptable for that com-
pound in that sample. To overcome such dif-
ficulties, water samples are diluted and 
smaller amounts of soils, sludges, sediments, 
and other matrices are reanalyzed per Sec-
tion 18.4. 

9.4 Recovery of labeled compounds from 
samples should be assessed and records 
should be maintained. 

9.4.1 After the analysis of five samples of 
a given matrix type (water, soil, sludge, 
pulp, etc.) for which the labeled compounds 
pass the tests in Section 9.3, compute the av-
erage percent recovery (R) and the standard 
deviation of the percent recovery (SR) for 
the labeled compounds only. Express the as-
sessment as a percent recovery interval from 
R¥2SR to R=2SR for each matrix. For exam-
ple, if R = 90% and SR = 10% for five analyses 
of pulp, the recovery interval is expressed as 
70–110%. 

9.4.2 Update the accuracy assessment for 
each labeled compound in each matrix on a 
regular basis (e.g., after each 5–10 new meas-
urements). 

9.5 Method Blanks—Reference matrix 
method blanks are analyzed to demonstrate 
freedom from contamination (Section 4.3). 
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9.5.1 Prepare, extract, clean up, and con-
centrate a method blank with each sample 
batch (samples of the same matrix started 
through the extraction process on the same 
12-hour shift, to a maximum of 20 samples). 
The matrix for the method blank shall be 
similar to sample matrix for the batch, e.g., 
a 1 L reagent water blank (Section 7.6.1), 
high-solids reference matrix blank (Section 
7.6.2), paper matrix blank (Section 7.6.3); tis-
sue blank (Section 7.6.4) or alternative ref-
erence matrix blank (Section 7.6.5). Analyze 
the blank immediately after analysis of the 
OPR (Section 15.5) to demonstrate freedom 
from contamination. 

9.5.2 If any 2,3,7,8-substituted CDD/CDF 
(Table 1) is found in the blank at greater 
than the minimum level (Table 2) or one- 
third the regulatory compliance level, 
whichever is greater; or if any potentially 
interfering compound is found in the blank 
at the minimum level for each level of 
chlorination given in Table 2 (assuming a re-
sponse factor of 1 relative to the 13C12-1,2,3,4- 
TCDD internal standard for compounds not 
listed in Table 1), analysis of samples is halt-
ed until the blank associated with the sam-
ple batch shows no evidence of contamina-
tion at this level. All samples must be asso-
ciated with an uncontaminated method 
blank before the results for those samples 
may be reported for regulatory compliance 
purposes. 

9.6 QC Check Sample—Analyze the QC 
Check Sample (Section 7.16) periodically to 
assure the accuracy of calibration standards 
and the overall reliability of the analytical 
process. It is suggested that the QC Check 
Sample be analyzed at least quarterly. 

9.7 The specifications contained in this 
method can be met if the apparatus used is 
calibrated properly and then maintained in a 
calibrated state. The standards used for cali-
bration (Section 10), calibration verification 
(Section 15.3), and for initial (Section 9.2) 
and ongoing (Section 15.5) precision and re-
covery should be identical, so that the most 
precise results will be obtained. A GC/MS in-
strument will provide the most reproducible 
results if dedicated to the settings and condi-
tions required for the analyses of CDDs/CDFs 
by this method. 

9.8 Depending on specific program re-
quirements, field replicates may be collected 
to determine the precision of the sampling 
technique, and spiked samples may be re-
quired to determine the accuracy of the 
analysis when the internal standard method 
is used. 

10.0 Calibration 

10.1 Establish the operating conditions 
necessary to meet the minimum retention 
times for the internal standards in Section 
10.2.4 and the relative retention times for the 
CDDs/CDFs in Table 2. 

10.1.1 Suggested GC operating conditions: 

Injector temperature: 270 °C 
Interface temperature: 290 °C 
Initial temperature: 200 °C 
Initial time: Two minutes 
Temperature program: 
200–220 °C, at 5 °C/minute 
220 °C for 16 minutes 
220–235 °C, at 5 °C/minute 
235 °C for seven minutes 
235–330 °C, at 5 °C/minute 

NOTE: All portions of the column that con-
nect the GC to the ion source shall remain at 
or above the interface temperature specified 
above during analysis to preclude condensa-
tion of less volatile compounds. 

Optimize GC conditions for compound sep-
aration and sensitivity. Once optimized, the 
same GC conditions must be used for the 
analysis of all standards, blanks, IPR and 
OPR aliquots, and samples. 

10.1.2 Mass spectrometer (MS) resolu-
tion—Obtain a selected ion current profile 
(SICP) of each analyte in Table 3 at the two 
exact m/z’s specified in Table 8 and at ≥10,000 
resolving power by injecting an authentic 
standard of the CDDs/CDFs either singly or 
as part of a mixture in which there is no in-
terference between closely eluted compo-
nents. 

10.1.2.1 The analysis time for CDDs/CDFs 
may exceed the long-term mass stability of 
the mass spectrometer. Because the instru-
ment is operated in the high-resolution 
mode, mass drifts of a few ppm (e.g., 5 ppm 
in mass) can have serious adverse effects on 
instrument performance. Therefore, a mass- 
drift correction is mandatory and a lock- 
mass m/z from PFK is used for drift correc-
tion. The lock-mass m/z is dependent on the 
exact m/z’s monitored within each 
descriptor, as shown in Table 8. The level of 
PFK metered into the HRMS during analyses 
should be adjusted so that the amplitude of 
the most intense selected lock-mass m/z sig-
nal (regardless of the descriptor number) 
does not exceed 10% of the full-scale deflec-
tion for a given set of detector parameters. 
Under those conditions, sensitivity changes 
that might occur during the analysis can be 
more effectively monitored. 

NOTE: Excessive PFK (or any other ref-
erence substance) may cause noise problems 
and contamination of the ion source necessi-
tating increased frequency of source clean-
ing. 

10.1.2.2 If the HRMS has the capability to 
monitor resolution during the analysis, it is 
acceptable to terminate the analysis when 
the resolution falls below 10,000 to save rea-
nalysis time. 

10.1.2.3 Using a PFK molecular leak, tune 
the instrument to meet the minimum re-
quired resolving power of 10,000 (10% valley) 
at m/z 304.9824 (PFK) or any other reference 
signal close to m/z 304 (from TCDF). For each 
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descriptor (Table 8), monitor and record the 
resolution and exact m/z’s of three to five 
reference peaks covering the mass range of 
the descriptor. The resolution must be great-
er than or equal to 10,000, and the deviation 
between the exact m/z and the theoretical m/ 
z (Table 8) for each exact m/z monitored 
must be less than 5 ppm. 

10.2 Ion Abundance Ratios, Minimum Lev-
els, Signal-to-Noise Ratios, and Absolute Re-
tention Times—Choose an injection volume 
of either 1 μL or 2 μL, consistent with the ca-
pability of the HRGC/HRMS instrument. In-
ject a 1 μL or 2 μL aliquot of the CS1 calibra-
tion solution (Table 4) using the GC condi-
tions from Section 10.1.1. If only 2,3,7,8-TCDD 
and 2,3,7,8-TCDF are to be determined, the 
operating conditions and specifications 
below apply to analysis of those compounds 
only. 

10.2.1 Measure the SICP areas for each 
analyte, and compute the ion abundance ra-
tios at the exact m/z’s specified in Table 8. 
Compare the computed ratio to the theo-
retical ratio given in Table 9. 

10.2.1.1 The exact m/z’s to be monitored in 
each descriptor are shown in Table 8. Each 
group or descriptor shall be monitored in 
succession as a function of GC retention 
time to ensure that all CDDs/CDFs are de-
tected. Additional m/z’s may be monitored in 
each descriptor, and the m/z’s may be divided 
among more than the five descriptors listed 
in Table 8, provided that the laboratory is 
able to monitor the m/z’s of all the CDDs/ 
CDFs that may elute from the GC in a given 
retention-time window. If only 2,3,7,8-TCDD 
and 2,3,7,8-TCDF are to be determined, the 
descriptors may be modified to include only 
the exact m/z’s for the tetra-and penta-iso-
mers, the diphenyl ethers, and the lock m/ 
z’s. 

10.2.1.2 The mass spectrometer shall be 
operated in a mass-drift correction mode, 
using perfluorokerosene (PFK) to provide 
lock m/z’s. The lock-mass for each group of 
m/z’s is shown in Table 8. Each lock mass 
shall be monitored and shall not vary by 
more than ±20% throughout its respective re-
tention time window. Variations of the lock 
mass by more than 20% indicate the presence 
of coeluting interferences that may signifi-
cantly reduce the sensitivity of the mass 
spectrometer. Reinjection of another aliquot 
of the sample extract will not resolve the 
problem. Additional cleanup of the extract 
may be required to remove the interferences. 

10.2.2 All CDDs/CDFs and labeled com-
pounds in the CS1 standard shall be within 
the QC limits in Table 9 for their respective 
ion abundance ratios; otherwise, the mass 
spectrometer shall be adjusted and this test 
repeated until the m/z ratios fall within the 
limits specified. If the adjustment alters the 
resolution of the mass spectrometer, resolu-
tion shall be verified (Section 10.1.2) prior to 
repeat of the test. 

10.2.3 Verify that the HRGC/HRMS instru-
ment meets the minimum levels in Table 2. 
The peaks representing the CDDs/CDFs and 
labeled compounds in the CS1 calibration 
standard must have signal-to-noise ratios (S/ 
N) greater than or equal to 10.0. Otherwise, 
the mass spectrometer shall be adjusted and 
this test repeated until the minimum levels 
in Table 2 are met. 

10.2.4 The absolute retention time of 13C12- 
1,2,3,4–TCDD (Section 7.12) shall exceed 25.0 
minutes on the DB–5 column, and the reten-
tion time of 13C12-1,2,3,4–TCDD shall exceed 
15.0 minutes on the DB–225 column; other-
wise, the GC temperature program shall be 
adjusted and this test repeated until the 
above-stated minimum retention time cri-
teria are met. 
2010.3 Retention-Time Windows—Analyze 
the window defining mixtures (Section 7.15) 
using the optimized temperature program in 
Section 10.1. Table 5 gives the elution order 
(first/last) of the window-defining com-
pounds. If 2,3,7,8-TCDD and 2,3,7,8-TCDF only 
are to be analyzed, this test is not required. 

10.4 Isomer Specificity. 
10.4.1 Analyze the isomer specificity test 

standards (Section 7.15) using the procedure 
in Section 14 and the optimized conditions 
for sample analysis (Section 10.1.1). 

10.4.2 Compute the percent valley between 
the GC peaks that elute most closely to the 
2,3,7,8-TCDD and TCDF isomers, on their re-
spective columns, per Figures 6 and 7. 

10.4.3 Verify that the height of the valley 
between the most closely eluted isomers and 
the 2,3,7,8-substituted isomers is less than 
25% (computed as 100 x/y in Figures 6 and 7). 
If the valley exceeds 25%, adjust the analyt-
ical conditions and repeat the test or replace 
the GC column and recalibrate (Sections 
10.1.2 through 10.7). 

10.5 Calibration by Isotope Dilution—Iso-
tope dilution calibration is used for the 15 
2,3,7,8-substituted CDDs/CDFs for which la-
beled compounds are added to samples prior 
to extraction. The reference compound for 
each CDD/CDF compound is shown in Table 
2. 

10.5.1 A calibration curve encompassing 
the concentration range is prepared for each 
compound to be determined. The relative re-
sponse (RR) (labeled to native) vs. concentra-
tion in standard solutions is plotted or com-
puted using a linear regression. Relative re-
sponse is determined according to the proce-
dures described below. Five calibration 
points are employed. 

10.5.2 The response of each CDD/CDF rel-
ative to its labeled analog is determined 
using the area responses of both the primary 
and secondary exact m/z’s specified in Table 
8, for each calibration standard, as follows: 
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RR
A A C

A A C
n n l

l l n

=
+( )
+( )

1 2

1 2
where: 

A1n and A2n = The areas of the primary and 
secondary m/z’s for the CDD/CDF. 

A1l and A2l = The areas of the primary and 
secondary m/z’s for the labeled compound. 

Cl = The concentration of the labeled com-
pound in the calibration standard (Table 
4). 

Cn = The concentration of the native com-
pound in the calibration standard (Table 
4). 

10.5.3 To calibrate the analytical system 
by isotope dilution, inject a volume of cali-
bration standards CS1 through CS5 (Section 
7.13 and Table 4) identical to the volume cho-
sen in Section 10.2, using the procedure in 
Section 14 and the conditions in Section 
10.1.1 and Table 2. Compute the relative re-
sponse (RR) at each concentration. 

10.5.4 Linearity—If the relative response 
for any compound is constant (less than 20% 
coefficient of variation) over the five-point 
calibration range, an averaged relative re-
sponse may be used for that compound; oth-
erwise, the complete calibration curve for 
that compound shall be used over the five- 
point calibration range. 

10.6 Calibration by Internal Standard— 
The internal standard method is applied to 
determination of 1,2,3,7,8,9-HxCDD (Section 
17.1.2), OCDF (Section 17.1.1), the non 2,3,7,8- 
substituted compounds, and to the deter-
mination of labeled compounds for 
intralaboratory statistics (Sections 9.4 and 
15.5.4). 

10.6.1 Response factors—Calibration re-
quires the determination of response factors 
(RF) defined by the following equation: 

RF
A A C

A A C
s s is

is is s

=
+( )
+( )

1 2

1 2
where: 

A1s and A2s = The areas of the primary and 
secondary m/z’s for the CDD/CDF. 

A1is and A2is = The areas of the primary and 
secondary m/z’s for the internal standard. 

Cis = The concentration of the internal stand-
ard (Table 4). 

Cs = The concentration of the compound in 
the calibration standard (Table 4). 

NOTE: There is only one m/z for 37Cl4-2,3,7,8- 
TCDD. See Table 8. 

10.6.2 To calibrate the analytical system 
by internal standard, inject 1.0 μL or 2.0 μL 
of calibration standards CS1 through CS5 
(Section 7.13 and Table 4) using the proce-
dure in Section 14 and the conditions in Sec-

tion 10.1.1 and Table 2. Compute the response 
factor (RF) at each concentration. 

10.6.3 Linearity—If the response factor 
(RF) for any compound is constant (less than 
35% coefficient of variation) over the five- 
point calibration range, an averaged re-
sponse factor may be used for that com-
pound; otherwise, the complete calibration 
curve for that compound shall be used over 
the five-point range. 

10.7 Combined Calibration—By using cali-
bration solutions (Section 7.13 and Table 4) 
containing the CDDs/CDFs and labeled com-
pounds and the internal standards, a single 
set of analyses can be used to produce cali-
bration curves for the isotope dilution and 
internal standard methods. These curves are 
verified each shift (Section 15.3) by analyzing 
the calibration verification standard (VER, 
Table 4). Recalibration is required if any of 
the calibration verification criteria (Section 
15.3) cannot be met. 

10.8 Data Storage—MS data shall be col-
lected, recorded, and stored. 

10.8.1 Data acquisition—The signal at 
each exact m/z shall be collected repetitively 
throughout the monitoring period and stored 
on a mass storage device. 

10.8.2 Response factors and multipoint 
calibrations—The data system shall be used 
to record and maintain lists of response fac-
tors (response ratios for isotope dilution) and 
multipoint calibration curves. Computations 
of relative standard deviation (coefficient of 
variation) shall be used to test calibration 
linearity. Statistics on initial performance 
(Section 9.2) and ongoing performance (Sec-
tion 15.5) should be computed and main-
tained, either on the instrument data sys-
tem, or on a separate computer system. 

11.0 Sample Preparation 

11.1 Sample preparation involves modi-
fying the physical form of the sample so that 
the CDDs/CDFs can be extracted efficiently. 
In general, the samples must be in a liquid 
form or in the form of finely divided solids in 
order for efficient extraction to take place. 
Table 10 lists the phases and suggested quan-
tities for extraction of various sample mat-
rices. 

For samples known or expected to contain 
high levels of the CDDs/CDFs, the smallest 
sample size representative of the entire sam-
ple should be used (see Section 17.5). 

For all samples, the blank and IPR/OPR 
aliquots must be processed through the same 
steps as the sample to check for contamina-
tion and losses in the preparation processes. 

11.1.1 For samples that contain particles, 
percent solids and particle size are deter-
mined using the procedures in Sections 11.2 
and 11.3, respectively. 

11.1.2 Aqueous samples—Because CDDs/ 
CDFs may be bound to suspended particles, 
the preparation of aqueous samples is de-
pendent on the solids content of the sample. 
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11.1.2.1 Aqueous samples visibly absent 
particles are prepared per Section 11.4 and 
extracted directly using the separatory fun-
nel or SPE techniques in Sections 12.1 or 
12.2, respectively. 

11.1.2.2 Aqueous samples containing visi-
ble particles and containing one percent sus-
pended solids or less are prepared using the 
procedure in Section 11.4. After preparation, 
the sample is extracted directly using the 
SPE technique in 12.2 or filtered per Section 
11.4.3. After filtration, the particles and fil-
ter are extracted using the SDS procedure in 
Section 12.3 and the filtrate is extracted 
using the separatory funnel procedure in 
Section 12.1. 

11.1.2.3 For aqueous samples containing 
greater than one percent solids, a sample ali-
quot sufficient to provide 10 g of dry solids is 
used, as described in Section 11.5. 

11.1.3 Solid samples are prepared using 
the procedure described in Section 11.5 fol-
lowed by extraction via the SDS procedure 
in Section 12.3. 

11.1.4 Multiphase samples—The phase(s) 
containing the CDDs/CDFs is separated from 
the non-CDD/CDF phase using pressure fil-

tration and centrifugation, as described in 
Section 11.6. The CDDs/CDFs will be in the 
organic phase in a multiphase sample in 
which an organic phase exists. 

11.1.5 Procedures for grinding, homogeni-
zation, and blending of various sample 
phases are given in Section 11.7. 

11.1.6 Tissue samples—Preparation proce-
dures for fish and other tissues are given in 
Section 11.8. 

11.2 Determination of Percent Suspended 
Solids. 

NOTE: This aliquot is used for determining 
the solids content of the sample, not for de-
termination of CDDs/CDFs. 

11.2.1 Aqueous liquids and multi-phase 
samples consisting of mainly an aqueous 
phase. 

11.2.1.1 Dessicate and weigh a GF/D filter 
(Section 6.5.3) to three significant figures. 

11.2.1.2 Filter 10.0 ±0.02 mL of well-mixed 
sample through the filter. 

11.2.1.3 Dry the filter a minimum of 12 
hours at 110 ±5 °C and cool in a dessicator. 

11.2.1.4 Calculate percent solids as fol-
lows: 

% solids = − ×weight of sample aliquot after drying (g) weight of filter (g)

10 g
100

11.2.2 Non-aqueous liquids, solids, semi- 
solid samples, and multi-phase samples in 
which the main phase is not aqueous; but not 
tissues. 

11.2.2.1 Weigh 5–10 g of sample to three 
significant figures in a tared beaker. 

11.2.2.2 Dry a minimum of 12 hours at 110 
±5 °C, and cool in a dessicator. 

11.2.2.3 Calculate percent solids as fol-
lows: 

% solids = ×weight of sample aliquot after drying 

weight of sample aliquot before drying
100

11.3 Determination of Particle Size. 
11.3.1 Spread the dried sample from Sec-

tion 11.2.2.2 on a piece of filter paper or alu-
minum foil in a fume hood or glove box. 

11.3.2 Estimate the size of the particles in 
the sample. If the size of the largest particles 
is greater than 1 mm, the particle size must 
be reduced to 1 mm or less prior to extrac-
tion using the procedures in Section 11.7. 

11.4 Preparation of Aqueous Samples Con-
taining 1% Suspended Solids or Less. 

11.4.1 Aqueous samples visibly absent par-
ticles are prepared per the procedure below 
and extracted directly using the separatory 
funnel or SPE techniques in Sections 12.1 or 
12.2, respectively. Aqueous samples con-

taining visible particles and one percent sus-
pended solids or less are prepared using the 
procedure below and extracted using either 
the SPE technique in Section 12.2 or further 
prepared using the filtration procedure in 
Section 11.4.3. The filtration procedure is fol-
lowed by SDS extraction of the filter and 
particles (Section 12.3) and separatory funnel 
extraction of the filtrate (Section 12.1). The 
SPE procedure is followed by SDS extraction 
of the filter and disk. 

11.4.2 Preparation of sample and QC 
aliquots. 

11.4.2.1 Mark the original level of the 
sample on the sample bottle for reference. 
Weigh the sample plus bottle to ±1. 
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11.4.2.2 Spike 1.0 mL of the diluted la-
beled-compound spiking solution (Section 
7.10.3) into the sample bottle. Cap the bottle 
and mix the sample by careful shaking. 
Allow the sample to equilibrate for one to 
two hours, with occasional shaking. 

11.4.2.3 For each sample or sample batch 
(to a maximum of 20 samples) to be extracted 
during the same 12-hour shift, place two 1.0 L 
aliquots of reagent water in clean sample 
bottles or flasks. 

11.4.2.4 Spike 1.0 mL of the diluted la-
beled-compound spiking solution (Section 
7.10.3) into both reagent water aliquots. One 
of these aliquots will serve as the method 
blank. 

11.4.2.5 Spike 1.0 mL of the PAR standard 
(Section 7.14) into the remaining reagent 
water aliquot. This aliquot will serve as the 
OPR (Section 15.5). 

11.4.2.6 If SPE is to be used, add 5 mL of 
methanol to the sample, cap and shake the 
sample to mix thoroughly, and proceed to 
Section 12.2 for extraction. If SPE is not to 
be used, and the sample is visibly absent par-
ticles, proceed to Section 12.1 for extraction. 
If SPE is not to be used and the sample con-
tains visible particles, proceed to the fol-
lowing section for filtration of particles. 

11.4.3 Filtration of particles. 
11.4.3.1 Assemble a Buchner funnel (Sec-

tion 6.5.5) on top of a clean filtration flask. 
Apply vacuum to the flask, and pour the en-
tire contents of the sample bottle through a 
glass-fiber filter (Section 6.5.6) in the 
Buchner funnel, swirling the sample remain-
ing in the bottle to suspend any particles. 

11.4.3.2 Rinse the sample bottle twice with 
approximately 5 mL portions of reagent 
water to transfer any remaining particles 
onto the filter. 

11.4.3.3 Rinse any particles off the sides of 
the Buchner funnel with small quantities of 
reagent water. 

11.4.3.4 Weigh the empty sample bottle to 
±1 g. Determine the weight of the sample by 
difference. Save the bottle for further use. 

11.4.3.5 Extract the filtrate using the 
separatory funnel procedure in Section 12.1. 

11.4.3.6 Extract the filter containing the 
particles using the SDS procedure in Section 
12.3. 

11.5 Preparation of Samples Containing 
Greater Than 1% Solids. 

11.5.1 Weigh a well-mixed aliquot of each 
sample (of the same matrix type) sufficient 
to provide 10 g of dry solids (based on the sol-
ids determination in Section 11.2) into a 
clean beaker or glass jar. 

11.5.2 Spike 1.0 mL of the diluted labeled 
compound spiking solution (Section 7.10.3) 
into the sample. 

11.5.3 For each sample or sample batch (to 
a maximum of 20 samples) to be extracted 
during the same 12-hour shift, weigh two 10 g 
aliquots of the appropriate reference matrix 
(Section 7.6) into clean beakers or glass jars. 

11.5.4 Spike 1.0 mL of the diluted labeled 
compound spiking solution (Section 7.10.3) 
into each reference matrix aliquot. One ali-
quot will serve as the method blank. Spike 
1.0 mL of the PAR standard (Section 7.14) 
into the other reference matrix aliquot. This 
aliquot will serve as the OPR (Section 15.5). 

11.5.5 Stir or tumble and equilibrate the 
aliquots for one to two hours. 

11.5.6 Decant excess water. If necessary to 
remove water, filter the sample through a 
glass-fiber filter and discard the aqueous liq-
uid. 

11.5.7 If particles >1mm are present in the 
sample (as determined in Section 11.3.2), 
spread the sample on clean aluminum foil in 
a hood. After the sample is dry, grind to re-
duce the particle size (Section 11.7). 

11.5.8 Extract the sample and QC aliquots 
using the SDS procedure in Section 12.3. 

11.6 Multiphase Samples. 
11.6.1 Using the percent solids determined 

in Section 11.2.1 or 11.2.2, determine the vol-
ume of sample that will provide 10 g of sol-
ids, up to 1 L of sample. 

11.6.2 Pressure filter the amount of sam-
ple determined in Section 11.6.1 through 
Whatman GF/D glass-fiber filter paper (Sec-
tion 6.5.3). Pressure filter the blank and OPR 
aliquots through GF/D papers also. If nec-
essary to separate the phases and/or settle 
the solids, centrifuge these aliquots prior to 
filtration. 

11.6.3 Discard any aqueous phase (if 
present). Remove any non-aqueous liquid 
present and reserve the maximum amount 
filtered from the sample (Section 11.6.1) or 10 
g, whichever is less, for combination with 
the solid phase (Section 12.3.5). 

11.6.4 If particles >1mm are present in the 
sample (as determined in Section 11.3.2) and 
the sample is capable of being dried, spread 
the sample and QC aliquots on clean alu-
minum foil in a hood. After the aliquots are 
dry or if the sample cannot be dried, reduce 
the particle size using the procedures in Sec-
tion 11.7 and extract the reduced particles 
using the SDS procedure in Section 12.3. If 
particles >1mm are not present, extract the 
particles and filter in the sample and QC 
aliquots directly using the SDS procedure in 
Section 12.3. 

11.7 Sample grinding, homogenization, or 
blending—Samples with particle sizes great-
er than 1 mm (as determined in Section 
11.3.2) are subjected to grinding, homogeni-
zation, or blending. The method of reducing 
particle size to less than 1 mm is matrix-de-
pendent. In general, hard particles can be re-
duced by grinding with a mortar and pestle. 
Softer particles can be reduced by grinding 
in a Wiley mill or meat grinder, by homog-
enization, or in a blender. 

11.7.1 Each size-reducing preparation pro-
cedure on each matrix shall be verified by 
running the tests in Section 9.2 before the 
procedure is employed routinely. 
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11.7.2 The grinding, homogenization, or 
blending procedures shall be carried out in a 
glove box or fume hood to prevent particles 
from contaminating the work environment. 

11.7.3 Grinding—Certain papers and pulps, 
slurries, and amorphous solids can be ground 
in a Wiley mill or heavy duty meat grinder. 
In some cases, reducing the temperature of 
the sample to freezing or to dry ice or liquid 
nitrogen temperatures can aid in the grind-
ing process. Grind the sample aliquots from 
Section 11.5.7 or 11.6.4 in a clean grinder. Do 
not allow the sample temperature to exceed 
50 °C. Grind the blank and reference matrix 
aliquots using a clean grinder. 

11.7.4 Homogenization or blending—Par-
ticles that are not ground effectively, or par-
ticles greater than 1 mm in size after grind-
ing, can often be reduced in size by high 
speed homogenization or blending. Homog-
enize and/or blend the particles or filter from 
Section 11.5.7 or 11.6.4 for the sample, blank, 
and OPR aliquots. 

11.7.5 Extract the aliquots using the SDS 
procedure in Section 12.3. 

11.8 Fish and Other Tissues—Prior to 
processing tissue samples, the laboratory 
must determine the exact tissue to be ana-
lyzed. Common requests for analysis of fish 
tissue include whole fish—skin on, whole 
fish—skin removed, edible fish fillets 
(filleted in the field or by the laboratory), 
specific organs, and other portions. Once the 
appropriate tissue has been determined, the 
sample must be homogenized. 

11.8.1 Homogenization. 
11.8.1.1 Samples are homogenized while 

still frozen, where practical. If the labora-
tory must dissect the whole fish to obtain 
the appropriate tissue for analysis, the un-
used tissues may be rapidly refrozen and 
stored in a clean glass jar for subsequent use. 

11.8.1.2 Each analysis requires 10 g of tis-
sue (wet weight). Therefore, the laboratory 
should homogenize at least 20 g of tissue to 
allow for re-extraction of a second aliquot of 
the same homogenized sample, if re-analysis 
is required. When whole fish analysis is nec-
essary, the entire fish is homogenized. 

11.8.1.3 Homogenize the sample in a tissue 
homogenizer (Section 6.3.3) or grind in a 
meat grinder (Section 6.3.4). Cut tissue too 
large to feed into the grinder into smaller 
pieces. To assure homogeneity, grind three 
times. 

11.8.1.4 Transfer approximately 10 g (wet 
weight) of homogenized tissue to a clean, 
tared, 400–500 mL beaker. For the alternate 
HCl digestion/extraction, transfer the tissue 
to a clean, tared 500–600 mL wide-mouth bot-
tle. Record the weight to the nearest 10 mg. 

11.8.1.5 Transfer the remaining homog-
enized tissue to a clean jar with a 
fluoropolymer-lined lid. Seal the jar and 
store the tissue at <¥10 °C. Return any tis-
sue that was not homogenized to its original 
container and store at <¥10 °C. 

11.8.2 QC aliquots. 
11.8.2.1 Prepare a method blank by adding 

approximately 10 g of the oily liquid ref-
erence matrix (Section 7.6.4) to a 400–500 mL 
beaker. For the alternate HCl digestion/ex-
traction, add the reference matrix to a 500– 
600 mL wide-mouth bottle. Record the 
weight to the nearest 10 mg. 

11.8.2.2 Prepare a precision and recovery 
aliquot by adding approximately 10 g of the 
oily liquid reference matrix (Section 7.6.4) to 
a separate 400–500 mL beaker or wide-mouth 
bottle, depending on the extraction proce-
dure to be used. Record the weight to the 
nearest 10 mg. If the initial precision and re-
covery test is to be performed, use four 
aliquots; if the ongoing precision and recov-
ery test is to be performed, use a single ali-
quot. 

11.8.3 Spiking 
11.8.3.1 Spike 1.0 mL of the labeled com-

pound spiking solution (Section 7.10.3) into 
the sample, blank, and OPR aliquot. 

11.8.3.2 Spike 1.0 mL of the PAR standard 
(Section 7.14) into the OPR aliquot. 

11.8.4 Extract the aliquots using the pro-
cedures in Section 12.4. 

12.0 Extraction and Concentration 

Extraction procedures include separatory 
funnel (Section 12.1) and solid phase (Section 
12.2) for aqueous liquids; Soxhlet/Dean-Stark 
(Section 12.3) for solids, filters, and SPE 
disks; and Soxhlet extraction (Section 12.4.1) 
and HCl digestion (Section 12.4.2) for tissues. 
Acid/base back-extraction (Section 12.5) is 
used for initial cleanup of extracts. 

Macro-concentration procedures include 
rotary evaporation (Section 12.6.1), heating 
mantle (Section 12.6.2), and Kuderna-Danish 
(K-D) evaporation (Section 12.6.3). Micro- 
concentration uses nitrogen blowdown (Sec-
tion 12.7). 

12.1 Separatory funnel extraction of fil-
trates and of aqueous samples visibly absent 
particles. 

12.1.1 Pour the spiked sample (Section 
11.4.2.2) or filtrate (Section 11.4.3.5) into a 2 L 
separatory funnel. Rinse the bottle or flask 
twice with 5 mL of reagent water and add 
these rinses to the separatory funnel. 

12.1.2 Add 60 mL methylene chloride to 
the empty sample bottle (Section 12.1.1), 
seal, and shake 60 seconds to rinse the inner 
surface. Transfer the solvent to the sepa-
ratory funnel, and extract the sample by 
shaking the funnel for two minutes with 
periodic venting. Allow the organic layer to 
separate from the aqueous phase for a min-
imum of 10 minutes. If an emulsion forms 
and is more than one-third the volume of the 
solvent layer, employ mechanical techniques 
to complete the phase separation (see note 
below). Drain the methylene chloride extract 
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through a solvent-rinsed glass funnel ap-
proximately one-half full of granular anhy-
drous sodium sulfate (Section 7.2.1) sup-
ported on clean glass-fiber paper into a sol-
vent-rinsed concentration device (Section 
12.6). 

NOTE: If an emulsion forms, the analyst 
must employ mechanical techniques to com-
plete the phase separation. The optimum 
technique depends upon the sample, but may 
include stirring, filtration through glass 
wool, use of phase separation paper, cen-
trifugation, use of an ultrasonic bath with 
ice, addition of NaCl, or other physical meth-
ods. Alternatively, solid-phase or other ex-
traction techniques may be used to prevent 
emulsion formation. Any alternative tech-
nique is acceptable so long as the require-
ments in Section 9 are met. 

Experience with aqueous samples high in 
dissolved organic materials (e.g., paper mill 
effluents) has shown that acidification of the 
sample prior to extraction may reduce the 
formation of emulsions. Paper industry 
methods suggest that the addition of up to 
400 mL of ethanol to a 1 L effluent sample 
may also reduce emulsion formation. How-
ever, studies by EPA suggest that the effect 
may be a result of sample dilution, and that 
the addition of reagent water may serve the 
same function. Mechanical techniques may 
still be necessary to complete the phase sep-
aration. If either acidification or addition of 
ethanol is utilized, the laboratory must per-
form the startup tests described in Section 
9.2 using the same techniques. 

12.1.3 Extract the water sample two more 
times with 60 mL portions of methylene 
chloride. Drain each portion through the so-
dium sulfate into the concentrator. After the 
third extraction, rinse the separatory funnel 
with at least 20 mL of methylene chloride, 
and drain this rinse through the sodium sul-
fate into the concentrator. Repeat this rinse 
at least twice. Set aside the funnel with so-
dium sulfate if the extract is to be combined 
with the extract from the particles. 

12.1.4 Concentrate the extract using one 
of the macro-concentration procedures in 
Section 12.6. 

12.1.4.1 If the extract is from a sample 
visibly absent particles (Section 11.1.2.1), ad-
just the final volume of the concentrated ex-
tract to approximately 10 mL with hexane, 
transfer to a 250 mL separatory funnel, and 
back-extract using the procedure in Section 
12.5. 

12.1.4.2 If the extract is from the aqueous 
filtrate (Section 11.4.3.5), set aside the con-
centration apparatus for addition of the SDS 
extract from the particles (Section 12.3.9.1.2). 

12.2 SPE of Samples Containing Less 
Than 1% Solids (References 19–20). 

12.2.1 Disk preparation. 
12.2.1.1 Place an SPE disk on the base of 

the filter holder (Figure 4) and wet with tol-

uene. While holding a GMF 150 filter above 
the SPE disk with tweezers, wet the filter 
with toluene and lay the filter on the SPE 
disk, making sure that air is not trapped be-
tween the filter and disk. Clamp the filter 
and SPE disk between the 1 L glass reservoir 
and the vacuum filtration flask. 

12.2.1.2 Rinse the sides of the filtration 
flask with approx 15 mL of toluene using a 
squeeze bottle or syringe. Apply vacuum mo-
mentarily until a few drops appear at the 
drip tip. Release the vacuum and allow the 
filter/disk to soak for approx one minute. 
Apply vacuum and draw all of the toluene 
through the filter/disk. Repeat the wash step 
with approx 15 mL of acetone and allow the 
filter/disk to air dry. 

12.2.1.3 Re-wet the filter/disk with ap-
proximately 15 mL of methanol, allowing the 
filter/disk to soak for approximately one 
minute. Pull the methanol through the fil-
ter/disk using the vacuum, but retain a layer 
of methanol approximately 1 mm thick on 
the filter. Do not allow the disk to go dry 
from this point until the end of the extrac-
tion. 

12.2.1.4 Rinse the filter/disk with two 50- 
mL portions of reagent water by adding the 
water to the reservoir and pulling most 
through, leaving a layer of water on the sur-
face of the filter. 

12.2.2 Extraction. 
12.2.2.1 Pour the spiked sample (Section 

11.4.2.2), blank (Section 11.4.2.4), or IPR/OPR 
aliquot (Section 11.4.2.5) into the reservoir 
and turn on the vacuum to begin the extrac-
tion. Adjust the vacuum to complete the ex-
traction in no less than 10 minutes. For sam-
ples containing a high concentration of par-
ticles (suspended solids), filtration times 
may be eight hours or longer. 

12.2.2.2 Before all of the sample has been 
pulled through the filter/disk, rinse the sam-
ple bottle with approximately 50 mL of rea-
gent water to remove any solids, and pour 
into the reservoir. Pull through the filter/ 
disk. Use additional reagent water rinses 
until all visible solids are removed. 

12.2.2.3 Before all of the sample and rinses 
have been pulled through the filter/disk, 
rinse the sides of the reservoir with small 
portions of reagent water. 

12.2.2.4 Allow the filter/disk to dry, then 
remove the filter and disk and place in a 
glass Petri dish. Extract the filter and disk 
per Section 12.3. 

12.3 SDS Extraction of Samples Con-
taining Particles, and of Filters and/or 
Disks. 

12.3.1 Charge a clean extraction thimble 
(Section 6.4.2.2) with 5.0 g of 100/200 mesh sili-
ca (Section 7.5.1.1) topped with 100 g of 
quartz sand (Section 7.3.2). 

NOTE: Do not disturb the silica layer 
throughout the extraction process. 
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12.3.2 Place the thimble in a clean extrac-
tor. Place 30–40 mL of toluene in the receiver 
and 200–250 mL of toluene in the flask. 

12.3.3 Pre-extract the glassware by heat-
ing the flask until the toluene is boiling. 
When properly adjusted, one to two drops of 
toluene will fall per second from the con-
denser tip into the receiver. Extract the ap-
paratus for a minimum of three hours. 

12.3.4 After pre-extraction, cool and dis-
assemble the apparatus. Rinse the thimble 
with toluene and allow to air dry. 

12.3.5 Load the wet sample, filter, and/or 
disk from Section 11.4.3.6, 11.5.8, 11.6.4, 11.7.3, 
11.7.4, or 12.2.2.4 and any nonaqueous liquid 
from Section 11.6.3 into the thimble and 
manually mix into the sand layer with a 
clean metal spatula, carefully breaking up 
any large lumps of sample. 

12.3.6 Reassemble the pre-extracted SDS 
apparatus, and add a fresh charge of toluene 
to the receiver and reflux flask. Apply power 
to the heating mantle to begin refluxing. Ad-
just the reflux rate to match the rate of per-
colation through the sand and silica beds 
until water removal lessens the restriction 
to toluene flow. Frequently check the appa-
ratus for foaming during the first two hours 
of extraction. If foaming occurs, reduce the 
reflux rate until foaming subsides. 

12.3.7 Drain the water from the receiver 
at one to two hours and eight to nine hours, 
or sooner if the receiver fills with water. 
Reflux the sample for a total of 16–24 hours. 
Cool and disassemble the apparatus. Record 
the total volume of water collected. 

12.3.8 Remove the distilling flask. Drain 
the water from the Dean-Stark receiver and 
add any toluene in the receiver to the ex-
tract in the flask. 

12.3.9 Concentrate the extract using one 
of the macro-concentration procedures in 
Section 12.6 per the following: 

12.3.9.1 Extracts from the particles in an 
aqueous sample containing less than 1% sol-
ids (Section 11.4.3.6). 

12.3.9.1.1 Concentrate the extract to ap-
proximately 5 mL using the rotary evapo-
rator or heating mantle procedures in Sec-
tion 12.6.1 or 12.6.2. 

12.3.9.1.2 Quantitatively transfer the ex-
tract through the sodium sulfate (Section 
12.1.3) into the apparatus that was set aside 
(Section 12.1.4.2) and reconcentrate to the 
level of the toluene. 

12.3.9.1.3 Adjust to approximately 10 mL 
with hexane, transfer to a 250 mL separatory 
funnel, and proceed with back-extraction 
(Section 12.5). 

12.3.9.2 Extracts from particles (Sections 
11.5 through 11.6) or from the SPE filter and 
disk (Section 12.2.2.4)—Concentrate to ap-
proximately 10 mL using the rotary evapo-
rator or heating mantle (Section 12.6.1 or 
12.6.2), transfer to a 250 mL separatory fun-
nel, and proceed with back-extraction (Sec-
tion 12.5). 

12.4 Extraction of Tissue—Two procedures 
are provided for tissue extraction. 

12.4.1 Soxhlet extraction (Reference 21). 
12.4.1.1 Add 30–40 g of powdered anhydrous 

sodium sulfate to each of the beakers (Sec-
tion 11.8.4) and mix thoroughly. Cover the 
beakers with aluminum foil and allow to 
equilibrate for 12–24 hours. Remix prior to 
extraction to prevent clumping. 

12.4.1.2 Assemble and pre-extract the 
Soxhlet apparatus per Sections 12.3.1 
through 12.3.4, except use the methylene 
chloride:hexane (1:1) mixture for the pre-ex-
traction and rinsing and omit the quartz 
sand. The Dean-Stark moisture trap may 
also be omitted, if desired. 

12.4.1.3 Reassemble the pre-extracted 
Soxhlet apparatus and add a fresh charge of 
methylene chloride:hexane to the reflux 
flask. 

12.4.1.4 Transfer the sample/sodium sul-
fate mixture (Section 12.4.1.1) to the Soxhlet 
thimble, and install the thimble in the Soxh-
let apparatus. 

12.4.1.5 Rinse the beaker with several por-
tions of solvent mixture and add to the thim-
ble. Fill the thimble/receiver with solvent. 
Extract for 18–24 hours. 

12.4.1.6 After extraction, cool and dis-
assemble the apparatus. 

12.4.1.7 Quantitatively transfer the ex-
tract to a macro-concentration device (Sec-
tion 12.6), and concentrate to near dryness. 
Set aside the concentration apparatus for re- 
use. 

12.4.1.8 Complete the removal of the sol-
vent using the nitrogen blowdown procedure 
(Section 12.7) and a water bath temperature 
of 60 °C. Weigh the receiver, record the 
weight, and return the receiver to the blow-
down apparatus, concentrating the residue 
until a constant weight is obtained. 

12.4.1.9 Percent lipid determination—The 
lipid content is determined by extraction of 
tissue with the same solvent system (meth-
ylene chloride:hexane) that was used in 
EPA’s National Dioxin Study (Reference 22) 
so that lipid contents are consistent with 
that study. 

12.4.1.9.1 Redissolve the residue in the re-
ceiver in hexane and spike 1.0 mL of the 
cleanup standard (Section 7.11) into the solu-
tion. 

12.4.1.9.2 Transfer the residue/hexane to 
the anthropogenic isolation column (Section 
13.7.1) or bottle for the acidified silica gel 
batch cleanup (Section 13.7.2), retaining the 
boiling chips in the concentration apparatus. 
Use several rinses to assure that all material 
is transferred. If necessary, sonicate or heat 
the receiver slightly to assure that all mate-
rial is re-dissolved. Allow the receiver to dry. 
Weigh the receiver and boiling chips. 

12.4.1.9.3 Calculate the lipid content to 
the nearest three significant figures as fol-
lows: 
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Percent lipid =
Weight of residue(g)

Weight of tissue (g)
×100

12.4.1.9.4 It is not necessary to determine 
the lipid content of the blank, IPR, or OPR 
aliquots. 

12.4.2 HCl digestion/extraction and con-
centration (References 23–26). 

12.4.2.1 Add 200 mL of 6 N HCl and 200 mL 
of methylene chloride:hexane (1:1) to the 
sample and QC aliquots (Section 11.8.4). 

12.4.2.2 Cap and shake each bottle one to 
three times. Loosen the cap in a hood to vent 
excess pressure. Shake each bottle for 10–30 
seconds and vent. 

12.4.2.3 Tightly cap and place on shaker. 
Adjust the shaker action and speed so that 
the acid, solvent, and tissue are in constant 
motion. However, take care to avoid such 
violent action that the bottle may be dis-
lodged from the shaker. Shake for 12–24 
hours. 

12.4.2.4 After digestion, remove the bot-
tles from the shaker. Allow the bottles to 
stand so that the solvent and acid layers sep-
arate. 

12.4.2.5 Decant the solvent through a glass 
funnel with glass-fiber filter (Sections 6.5.2 
through 6.5.3) containing approximately 10 g 
of granular anhydrous sodium sulfate (Sec-
tion 7.2.1) into a macro-concentration appa-
ratus (Section 12.6). Rinse the contents of 
the bottle with two 25 mL portions of hexane 
and pour through the sodium sulfate into the 
apparatus. 

12.4.2.6 Concentrate the solvent to near 
dryness using a macro-concentration proce-
dure (Section 12.6). 

12.4.2.7 Complete the removal of the sol-
vent using the nitrogen blowdown apparatus 
(Section 12.7) and a water bath temperature 
of 60 °C. Weigh the receiver, record the 
weight, and return the receiver to the blow-
down apparatus, concentrating the residue 
until a constant weight is obtained. 

12.4.2.8 Percent lipid determination—The 
lipid content is determined in the same sol-
vent system [methylene chloride:hexane 
(1:1)] that was used in EPA’s National Dioxin 
Study (Reference 22) so that lipid contents 
are consistent with that study. 

12.4.2.8.1 Redissolve the residue in the re-
ceiver in hexane and spike 1.0 mL of the 
cleanup standard (Section 7.11) into the solu-
tion. 

12.4.2.8.2 Transfer the residue/hexane to 
the narrow-mouth 100–200 mL bottle retain-
ing the boiling chips in the receiver. Use sev-
eral rinses to assure that all material is 
transferred, to a maximum hexane volume of 
approximately 70 mL. Allow the receiver to 
dry. Weigh the receiver and boiling chips. 

12.4.2.8.3 Calculate the percent lipid per 
Section 12.4.1.9.3. It is not necessary to deter-
mine the lipid content of the blank, IPR, or 
OPR aliquots. 

12.4.2.9 Clean up the extract per Section 
13.7.3. 

12.5 Back-Extraction with Base and Acid. 
12.5.1 Spike 1.0 mL of the cleanup stand-

ard (Section 7.11) into the separatory funnels 
containing the sample and QC extracts from 
Section 12.1.4.1, 12.3.9.1.3, or 12.3.9.2. 

12.5.2 Partition the extract against 50 mL 
of potassium hydroxide solution (Section 
7.1.1). Shake for two minutes with periodic 
venting into a hood. Remove and discard the 
aqueous layer. Repeat the base washing until 
no color is visible in the aqueous layer, to a 
maximum of four washings. Minimize con-
tact time between the extract and the base 
to prevent degradation of the CDDs/CDFs. 
Stronger potassium hydroxide solutions may 
be employed for back-extraction, provided 
that the laboratory meets the specifications 
for labeled compound recovery and dem-
onstrates acceptable performance using the 
procedure in Section 9.2. 

12.5.3 Partition the extract against 50 mL 
of sodium chloride solution (Section 7.1.4) in 
the same way as with base. Discard the aque-
ous layer. 

12.5.4 Partition the extract against 50 mL 
of sulfuric acid (Section 7.1.2) in the same 
way as with base. Repeat the acid washing 
until no color is visible in the aqueous layer, 
to a maximum of four washings. 

12.5.5 Repeat the partitioning against so-
dium chloride solution and discard the aque-
ous layer. 

12.5.6 Pour each extract through a drying 
column containing 7–10 cm of granular anhy-
drous sodium sulfate (Section 7.2.1). Rinse 
the separatory funnel with 30–50 mL of sol-
vent, and pour through the drying column. 
Collect each extract in a round-bottom flask. 
Re-concentrate the sample and QC aliquots 
per Sections 12.6 through 12.7, and clean up 
the samples and QC aliquots per Section 13. 

12.6 Macro-Concentration—Extracts in 
toluene are concentrated using a rotary 
evaporator or a heating mantle; extracts in 
methylene chloride or hexane are con-
centrated using a rotary evaporator, heating 
mantle, or Kuderna-Danish apparatus. 

12.6.1 Rotary evaporation—Concentrate 
the extracts in separate round-bottom 
flasks. 

12.6.1.1 Assemble the rotary evaporator 
according to manufacturer’s instructions, 
and warm the water bath to 45 °C. On a daily 
basis, preclean the rotary evaporator by con-
centrating 100 mL of clean extraction sol-
vent through the system. Archive both the 
concentrated solvent and the solvent in the 
catch flask for a contamination check if nec-
essary. Between samples, three 2–3 mL 
aliquots of solvent should be rinsed down the 
feed tube into a waste beaker. 

12.6.1.2 Attach the round-bottom flask 
containing the sample extract to the rotary 
evaporator. Slowly apply vacuum to the sys-
tem, and begin rotating the sample flask. 
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12.6.1.3 Lower the flask into the water 
bath, and adjust the speed of rotation and 
the temperature as required to complete con-
centration in 15–20 minutes. At the proper 
rate of concentration, the flow of solvent 
into the receiving flask will be steady, but 
no bumping or visible boiling of the extract 
will occur. 

NOTE: If the rate of concentration is too 
fast, analyte loss may occur. 

12.6.1.4 When the liquid in the concentra-
tion flask has reached an apparent volume of 
approximately 2 mL, remove the flask from 
the water bath and stop the rotation. Slowly 
and carefully admit air into the system. Be 
sure not to open the valve so quickly that 
the sample is blown out of the flask. Rinse 
the feed tube with approximately 2 mL of 
solvent. 

12.6.1.5 Proceed to Section 12.6.4 for prepa-
ration for back-extraction or micro-con-
centration and solvent exchange. 

12.6.2 Heating mantle—Concentrate the 
extracts in separate round-bottom flasks. 

12.6.2.1 Add one or two clean boiling chips 
to the round-bottom flask, and attach a 
three-ball macro Snyder column. Prewet the 
column by adding approximately 1 mL of sol-
vent through the top. Place the round-bot-
tom flask in a heating mantle, and apply 
heat as required to complete the concentra-
tion in 15–20 minutes. At the proper rate of 
distillation, the balls of the column will ac-
tively chatter, but the chambers will not 
flood. 

12.6.2.2 When the liquid has reached an ap-
parent volume of approximately 10 mL, re-
move the round-bottom flask from the heat-
ing mantle and allow the solvent to drain 
and cool for at least 10 minutes. Remove the 
Snyder column and rinse the glass joint into 
the receiver with small portions of solvent. 

12.6.2.3 Proceed to Section 12.6.4 for prepa-
ration for back-extraction or micro-con-
centration and solvent exchange. 

12.6.3 Kuderna-Danish (K-D)—Concentrate 
the extracts in separate 500 mL K-D flasks 
equipped with 10 mL concentrator tubes. The 
K-D technique is used for solvents such as 
methylene chloride and hexane. Toluene is 
difficult to concentrate using the K-D tech-
nique unless a water bath fed by a steam 
generator is used. 

12.6.3.1 Add one to two clean boiling chips 
to the receiver. Attach a three-ball macro 
Snyder column. Prewet the column by add-
ing approximately 1 mL of solvent through 
the top. Place the K-D apparatus in a hot 
water bath so that the entire lower rounded 
surface of the flask is bathed with steam. 

12.6.3.2 Adjust the vertical position of the 
apparatus and the water temperature as re-
quired to complete the concentration in 15–20 
minutes. At the proper rate of distillation, 
the balls of the column will actively chatter 
but the chambers will not flood. 

12.6.3.3 When the liquid has reached an ap-
parent volume of 1 mL, remove the K-D ap-
paratus from the bath and allow the solvent 
to drain and cool for at least 10 minutes. Re-
move the Snyder column and rinse the flask 
and its lower joint into the concentrator 
tube with 1–2 mL of solvent. A 5 mL syringe 
is recommended for this operation. 

12.6.3.4 Remove the three-ball Snyder col-
umn, add a fresh boiling chip, and attach a 
two-ball micro Snyder column to the concen-
trator tube. Prewet the column by adding 
approximately 0.5 mL of solvent through the 
top. Place the apparatus in the hot water 
bath. 

12.6.3.5 Adjust the vertical position and 
the water temperature as required to com-
plete the concentration in 5–10 minutes. At 
the proper rate of distillation, the balls of 
the column will actively chatter but the 
chambers will not flood. 

12.6.3.6 When the liquid reaches an appar-
ent volume of 0.5 mL, remove the apparatus 
from the water bath and allow to drain and 
cool for at least 10 minutes. 

12.6.3.7 Proceed to 12.6.4 for preparation 
for back-extraction or micro-concentration 
and solvent exchange. 

12.6.4 Preparation for back-extraction or 
micro-concentration and solvent exchange. 

12.6.4.1 For back-extraction (Section 12.5), 
transfer the extract to a 250 mL separatory 
funnel. Rinse the concentration vessel with 
small portions of hexane, adjust the hexane 
volume in the separatory funnel to 10–20 mL, 
and proceed to back-extraction (Section 
12.5). 

12.6.4.2 For determination of the weight of 
residue in the extract, or for clean-up proce-
dures other than back-extraction, transfer 
the extract to a blowdown vial using two to 
three rinses of solvent. Proceed with micro- 
concentration and solvent exchange (Section 
12.7). 

12.7 Micro-Concentration and Solvent Ex-
change. 

12.7.1 Extracts to be subjected to GPC or 
HPLC cleanup are exchanged into methylene 
chloride. Extracts to be cleaned up using sili-
ca gel, alumina, carbon, and/or Florisil are 
exchanged into hexane. 

12.7.2 Transfer the vial containing the 
sample extract to a nitrogen blowdown de-
vice. Adjust the flow of nitrogen so that the 
surface of the solvent is just visibly dis-
turbed. 

NOTE: A large vortex in the solvent may 
cause analyte loss. 

12.7.3 Lower the vial into a 45 °C water 
bath and continue concentrating. 

12.7.3.1 If the extract is to be con-
centrated to dryness for weight determina-
tion (Sections 12.4.1.8, 12.4.2.7, and 13.7.1.4), 
blow dry until a constant weight is obtained. 

12.7.3.2 If the extract is to be con-
centrated for injection into the GC/MS or the 
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solvent is to be exchanged for extract clean-
up, proceed as follows: 

12.7.4 When the volume of the liquid is ap-
proximately 100 L, add 2–3 mL of the desired 
solvent (methylene chloride for GPC and 
HPLC, or hexane for the other cleanups) and 
continue concentration to approximately 100 
μL. Repeat the addition of solvent and con-
centrate once more. 

12.7.5 If the extract is to be cleaned up by 
GPC, adjust the volume of the extract to 5.0 
mL with methylene chloride. If the extract 
is to be cleaned up by HPLC, further con-
centrate the extract to 30 μL. Proceed with 
GPC or HPLC cleanup (Section 13.2 or 13.6, 
respectively). 

12.7.6 If the extract is to be cleaned up by 
column chromatography (alumina, silica gel, 
Carbopak/Celite, or Florisil), bring the final 
volume to 1.0 mL with hexane. Proceed with 
column cleanups (Sections 13.3 through 13.5 
and 13.8). 

12.7.7 If the extract is to be concentrated 
for injection into the GC/MS (Section 14), 
quantitatively transfer the extract to a 0.3 
mL conical vial for final concentration, rins-
ing the larger vial with hexane and adding 
the rinse to the conical vial. Reduce the vol-
ume to approximately 100 μL. Add 10 μL of 
nonane to the vial, and evaporate the solvent 
to the level of the nonane. Seal the vial and 
label with the sample number. Store in the 
dark at room temperature until ready for 
GC/MS analysis. If GC/MS analysis will not 
be performed on the same day, store the vial 
at <¥10 °C. 

13.0 Extract Cleanup 

13.1 Cleanup may not be necessary for rel-
atively clean samples (e.g., treated effluents, 
groundwater, drinking water). If particular 
circumstances require the use of a cleanup 
procedure, the analyst may use any or all of 
the procedures below or any other appro-
priate procedure. Before using a cleanup pro-
cedure, the analyst must demonstrate that 
the requirements of Section 9.2 can be met 
using the cleanup procedure. If only 2,3,7,8- 
TCDD and 2,3,7,8-TCDF are to be determined, 
the cleanup procedures may be optimized for 
isolation of these two compounds. 

13.1.1 Gel permeation chromatography 
(Section 13.2) removes high molecular weight 
interferences that cause GC column perform-
ance to degrade. It should be used for all soil 
and sediment extracts and may be used for 
water extracts that are expected to contain 
high molecular weight organic compounds 
(e.g., polymeric materials, humic acids). 

13.1.2 Acid, neutral, and basic silica gel 
(Section 13.3), alumina (Section 13.4), and 
Florisil (Section 13.8) are used to remove 
nonpolar and polar interferences. Alumina 
and Florisil are used to remove 
chlorodiphenyl ethers. 

13.1.3 Carbopak/Celite (Section 13.5) is 
used to remove nonpolar interferences. 

13.1.4 HPLC (Section 13.6) is used to pro-
vide specificity for the 2,3,7,8-substituted and 
other CDD and CDF isomers. 

13.1.5 The anthropogenic isolation column 
(Section 13.7.1), acidified silica gel batch ad-
sorption procedure (Section 13.7.2), and sul-
furic acid and base back-extraction (Section 
13.7.3) are used for removal of lipids from tis-
sue samples. 

13.2 Gel Permeation Chromatography 
(GPC). 

13.2.1 Column packing. 
13.2.1.1 Place 70–75 g of SX–3 Bio-beads 

(Section 6.7.1.1) in a 400–500 mL beaker. 
13.2.1.2 Cover the beads with methylene 

chloride and allow to swell overnight (a min-
imum of 12 hours). 

13.2.1.3 Transfer the swelled beads to the 
column (Section 6.7.1.1) and pump solvent 
through the column, from bottom to top, at 
4.5–5.5 mL/minute prior to connecting the 
column to the detector. 

13.2.1.4 After purging the column with sol-
vent for one to two hours, adjust the column 
head pressure to 7–10 psig and purge for four 
to five hours to remove air. Maintain a head 
pressure of 7–10 psig. Connect the column to 
the detector (Section 6.7.1.4). 

13.2.2 Column calibration. 
13.2.2.1 Load 5 mL of the calibration solu-

tion (Section 7.4) into the sample loop. 
13.2.2.2 Inject the calibration solution and 

record the signal from the detector. The 
elution pattern will be corn oil, bis(2-ethyl 
hexyl)phthalate, pentachlorophenol, pery-
lene, and sulfur. 

13.2.2.3 Set the ‘‘dump time’’ to allow 
>85% removal of the corn oil and >85% col-
lection of the phthalate. 

13.2.2.4 Set the ‘‘collect time’’ to the peak 
minimum between perylene and sulfur. 

13.2.2.5 Verify the calibration with the 
calibration solution after every 20 extracts. 
Calibration is verified if the recovery of the 
pentachlorophenol is greater than 85%. If 
calibration is not verified, the system shall 
be recalibrated using the calibration solu-
tion, and the previous 20 samples shall be re- 
extracted and cleaned up using the cali-
brated GPC system. 

13.2.3 Extract cleanup—GPC requires that 
the column not be overloaded. The column 
specified in this method is designed to han-
dle a maximum of 0.5 g of high molecular 
weight material in a 5 mL extract. If the ex-
tract is known or expected to contain more 
than 0.5 g, the extract is split into aliquots 
for GPC, and the aliquots are combined after 
elution from the column. The residue con-
tent of the extract may be obtained gravi-
metrically by evaporating the solvent from a 
50 μL aliquot. 

13.2.3.1 Filter the extract or load through 
the filter holder (Section 6.7.1.3) to remove 
the particles. Load the 5.0 mL extract onto 
the column. 
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13.2.3.2 Elute the extract using the cali-
bration data determined in Section 13.2.2. 
Collect the eluate in a clean 400–500 mL 
beaker. 

13.2.3.3 Rinse the sample loading tube 
thoroughly with methylene chloride between 
extracts to prepare for the next sample. 

13.2.3.4 If a particularly dirty extract is 
encountered, a 5.0 mL methylene chloride 
blank shall be run through the system to 
check for carry-over. 

13.2.3.5 Concentrate the eluate per Sec-
tions 12.6 and 12.7 for further cleanup or in-
jection into the GC/MS. 

13.3 Silica Gel Cleanup. 
13.3.1 Place a glass-wool plug in a 15 mm 

ID chromatography column (Section 6.7.4.2). 
Pack the column bottom to top with: 1 g sili-
ca gel (Section 7.5.1.1), 4 g basic silica gel 
(Section 7.5.1.3), 1 g silica gel, 8 g acid silica 
gel (Section 7.5.1.2), 2 g silica gel, and 4 g 
granular anhydrous sodium sulfate (Section 
7.2.1). Tap the column to settle the adsorb-
ents. 

13.3.2 Pre-elute the column with 50–100 
mL of hexane. Close the stopcock when the 
hexane is within 1 mm of the sodium sulfate. 
Discard the eluate. Check the column for 
channeling. If channeling is present, discard 
the column and prepare another. 

13.3.3 Apply the concentrated extract to 
the column. Open the stopcock until the ex-
tract is within 1 mm of the sodium sulfate. 

13.3.4 Rinse the receiver twice with 1 mL 
portions of hexane, and apply separately to 
the column. Elute the CDDs/CDFs with 100 
mL hexane, and collect the eluate. 

13.3.5 Concentrate the eluate per Sections 
12.6 and 12.7 for further cleanup or injection 
into the HPLC or GC/MS. 

13.3.6 For extracts of samples known to 
contain large quantities of other organic 
compounds (such as paper mill effluents), it 
may be advisable to increase the capacity of 
the silica gel column. This may be accom-
plished by increasing the strengths of the 
acid and basic silica gels. The acid silica gel 
(Section 7.5.1.2) may be increased in strength 
to as much as 44% w/w (7.9 g sulfuric acid 
added to 10 g silica gel). The basic silica gel 
(Section 7.5.1.3) may be increased in strength 
to as much as 33% w/w (50 mL 1N NaOH 
added to 100 g silica gel), or the potassium 
silicate (Section 7.5.1.4) may be used. 

NOTE: The use of stronger acid silica gel 
(44% w/w) may lead to charring of organic 
compounds in some extracts. The charred 
material may retain some of the analytes 
and lead to lower recoveries of CDDs/CDFs. 
Increasing the strengths of the acid and 
basic silica gel may also require different 
volumes of hexane than those specified above 
to elute the analytes off the column. There-
fore, the performance of the method after 
such modifications must be verified by the 
procedure in Section 9.2. 

13.4 Alumina Cleanup. 
13.4.1 Place a glass-wool plug in a 15 mm 

ID chromatography column (Section 6.7.4.2). 
13.4.2 If using acid alumina, pack the col-

umn by adding 6 g acid alumina (Section 
7.5.2.1). If using basic alumina, substitute 6 g 
basic alumina (Section 7.5.2.2). Tap the col-
umn to settle the adsorbents. 

13.4.3 Pre-elute the column with 50–100 
mL of hexane. Close the stopcock when the 
hexane is within 1 mm of the alumina. 

13.4.4 Discard the eluate. Check the col-
umn for channeling. If channeling is present, 
discard the column and prepare another. 

13.4.5 Apply the concentrated extract to 
the column. Open the stopcock until the ex-
tract is within 1 mm of the alumina. 

13.4.6 Rinse the receiver twice with 1 mL 
portions of hexane and apply separately to 
the column. Elute the interfering compounds 
with 100 mL hexane and discard the eluate. 

13.4.7 The choice of eluting solvents will 
depend on the choice of alumina (acid or 
basic) made in Section 13.4.2. 

13.4.7.1 If using acid alumina, elute the 
CDDs/CDFs from the column with 20 mL 
methylene chloride:hexane (20:80 v/v). Collect 
the eluate. 

13.4.7.2 If using basic alumina, elute the 
CDDs/CDFs from the column with 20 mL 
methylene chloride:hexane (50:50 v/v). Collect 
the eluate. 

13.4.8 Concentrate the eluate per Sections 
12.6 and 12.7 for further cleanup or injection 
into the HPLC or GC/MS. 

13.5 Carbon Column. 
13.5.1 Cut both ends from a 10 mL dispos-

able serological pipet (Section 6.7.3.2) to 
produce a 10 cm column. Fire-polish both 
ends and flare both ends if desired. Insert a 
glass-wool plug at one end, and pack the col-
umn with 0.55 g of Carbopak/Celite (Section 
7.5.3.3) to form an adsorbent bed approxi-
mately 2 cm long. Insert a glass-wool plug on 
top of the bed to hold the adsorbent in place. 

13.5.2 Pre-elute the column with 5 mL of 
toluene followed by 2 mL of methylene chlo-
ride: methanol:toluene (15:4:1 v/v), 1 mL of 
methylene chloride:cyclohexane (1:1 v/v), and 
5 mL of hexane. If the flow rate of eluate ex-
ceeds 0.5 mL/minute, discard the column. 

13.5.3 When the solvent is within 1 mm of 
the column packing, apply the sample ex-
tract to the column. Rinse the sample con-
tainer twice with 1 mL portions of hexane 
and apply separately to the column. Apply 2 
mL of hexane to complete the transfer. 

13.5.4 Elute the interfering compounds 
with two 3 mL portions of hexane, 2 mL of 
methylene chloride:cyclohexane (1:1 v/v), and 
2 mL of methylene chlo-
ride:methanol:toluene (15:4:1 v/v). Discard 
the eluate. 

13.5.5 Invert the column, and elute the 
CDDs/CDFs with 20 mL of toluene. If carbon 
particles are present in the eluate, filter 
through glass-fiber filter paper. 
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13.5.6 Concentrate the eluate per Sections 
12.6 and 12.7 for further cleanup or injection 
into the HPLC or GC/MS. 

13.6 HPLC (Reference 6). 
13.6.1 Column calibration. 
13.6.1.1 Prepare a calibration standard 

containing the 2,3,7,8-substituted isomers 
and/or other isomers of interest at a con-
centration of approximately 500 pg/μL in 
methylene chloride. 

13.6.1.2 Inject 30 μL of the calibration so-
lution into the HPLC and record the signal 
from the detector. Collect the eluant for 
reuse. The elution order will be the tetra- 
through octa-isomers. 

13.6.1.3 Establish the collection time for 
the tetra-isomers and for the other isomers 
of interest. Following calibration, flush the 
injection system with copious quantities of 
methylene chloride, including a minimum of 
five 50 μL injections while the detector is 
monitored, to ensure that residual CDDs/ 
CDFs are removed from the system. 

13.6.1.4 Verify the calibration with the 
calibration solution after every 20 extracts. 
Calibration is verified if the recovery of the 
CDDs/CDFs from the calibration standard 
(Section 13.6.1.1) is 75–125% compared to the 
calibration (Section 13.6.1.2). If calibration is 
not verified, the system shall be recalibrated 
using the calibration solution, and the pre-
vious 20 samples shall be re-extracted and 
cleaned up using the calibrated system. 

13.6.2 Extract cleanup—HPLC requires 
that the column not be overloaded. The col-
umn specified in this method is designed to 
handle a maximum of 30 μL of extract. If the 
extract cannot be concentrated to less than 
30 μL, it is split into fractions and the frac-
tions are combined after elution from the 
column. 

13.6.2.1 Rinse the sides of the vial twice 
with 30 μL of methylene chloride and reduce 
to 30 μL with the evaporation apparatus 
(Section 12.7). 

13.6.2.2 Inject the 30 μL extract into the 
HPLC. 

13.6.2.3 Elute the extract using the cali-
bration data determined in Section 13.6.1. 
Collect the fraction(s) in a clean 20 mL con-
centrator tube containing 5 mL of 
hexane:acetone (1:1 v/v). 

13.6.2.4 If an extract containing greater 
than 100 ng/mL of total CDD or CDF is en-
countered, a 30 μL methylene chloride blank 
shall be run through the system to check for 
carry-over. 

13.6.2.5 Concentrate the eluate per Sec-
tion 12.7 for injection into the GC/MS. 

13.7 Cleanup of Tissue Lipids—Lipids are 
removed from the Soxhlet extract using ei-
ther the anthropogenic isolation column 
(Section 13.7.1) or acidified silica gel (Section 
13.7.2), or are removed from the HCl digested 
extract using sulfuric acid and base back-ex-
traction (Section 13.7.3). 

13.7.1 Anthropogenic isolation column 
(References 22 and 27)—Used for removal of 
lipids from the Soxhlet/SDS extraction (Sec-
tion 12.4.1). 

13.7.1.1 Prepare the column as given in 
Section 7.5.4. 

13.7.1.2 Pre-elute the column with 100 mL 
of hexane. Drain the hexane layer to the top 
of the column, but do not expose the sodium 
sulfate. 

13.7.1.3 Load the sample and rinses (Sec-
tion 12.4.1.9.2) onto the column by draining 
each portion to the top of the bed. Elute the 
CDDs/CDFs from the column into the appa-
ratus used for concentration (Section 
12.4.1.7) using 200 mL of hexane. 

13.7.1.4 Concentrate the cleaned up ex-
tract (Sections 12.6 through 12.7) to constant 
weight per Section 12.7.3.1. If more than 500 
mg of material remains, repeat the cleanup 
using a fresh anthropogenic isolation col-
umn. 

13.7.1.5 Redissolve the extract in a solvent 
suitable for the additional cleanups to be 
used (Sections 13.2 through 13.6 and 13.8). 

13.7.1.6 Spike 1.0 mL of the cleanup stand-
ard (Section 7.11) into the residue/solvent. 

13.7.1.7 Clean up the extract using the pro-
cedures in Sections 13.2 through 13.6 and 13.8. 
Alumina (Section 13.4) or Florisil (Section 
13.8) and carbon (Section 13.5) are rec-
ommended as minimum additional cleanup 
steps. 

13.7.1.8 Following cleanup, concentrate 
the extract to 10 μL as described in Section 
12.7 and proceed with the analysis in Section 
14. 

13.7.2 Acidified silica gel (Reference 28)— 
Procedure alternate to the anthropogenic 
isolation column (Section 13.7.1) that is used 
for removal of lipids from the Soxhlet/SDS 
extraction (Section 12.4.1). 

13.7.2.1 Adjust the volume of hexane in 
the bottle (Section 12.4.1.9.2) to approxi-
mately 200 mL. 

13.7.2.2 Spike 1.0 mL of the cleanup stand-
ard (Section 7.11) into the residue/solvent. 

13.7.2.3 Drop the stirring bar into the bot-
tle, place the bottle on the stirring plate, 
and begin stirring. 

13.7.2.4 Add 30–100 g of acid silica gel (Sec-
tion 7.5.1.2) to the bottle while stirring, 
keeping the silica gel in motion. Stir for two 
to three hours. 

NOTE: 30 grams of silica gel should be ade-
quate for most samples and will minimize 
contamination from this source. 

13.7.2.5 After stirring, pour the extract 
through approximately 10 g of granular an-
hydrous sodium sulfate (Section 7.2.1) con-
tained in a funnel with glass-fiber filter into 
a macro contration device (Section 12.6). 
Rinse the bottle and sodium sulfate with 
hexane to complete the transfer. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00295 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



286 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 1613 

13.7.2.6 Concentrate the extract per Sec-
tions 12.6 through 12.7 and clean up the ex-
tract using the procedures in Sections 13.2 
through 13.6 and 13.8. Alumina (Section 13.4) 
or Florisil (Section 13.8) and carbon (Section 
13.5) are recommended as minimum addi-
tional cleanup steps. 

13.7.3 Sulfuric acid and base back-extrac-
tion. Used with HCl digested extracts (Sec-
tion 12.4.2). 

13.7.3.1 Spike 1.0 mL of the cleanup stand-
ard (Section 7.11) into the residue/solvent 
(Section 12.4.2.8.2). 

13.7.3.2 Add 10 mL of concentrated sul-
furic acid to the bottle. Immediately cap and 
shake one to three times. Loosen cap in a 
hood to vent excess pressure. Cap and shake 
the bottle so that the residue/solvent is ex-
posed to the acid for a total time of approxi-
mately 45 seconds. 

13.7.3.3 Decant the hexane into a 250 mL 
separatory funnel making sure that no acid 
is transferred. Complete the quantitative 
transfer with several hexane rinses. 

13.7.3.4 Back extract the solvent/residue 
with 50 mL of potassium hydroxide solution 
per Section 12.5.2, followed by two reagent 
water rinses. 

13.7.3.5 Drain the extract through a filter 
funnel containing approximately 10 g of 
granular anhydrous sodium sulfate in a 
glass-fiber filter into a macro concentration 
device (Section 12.6). 

13.7.3.6 Concentrate the cleaned up ex-
tract to a volume suitable for the additional 
cleanups given in Sections 13.2 through 13.6 
and 13.8. Gel permeation chromatography 
(Section 13.2), alumina (Section 13.4) or 
Florisil (Section 13.8), and Carbopak/Celite 
(Section 13.5) are recommended as minimum 
additional cleanup steps. 

13.7.3.7 Following cleanup, concentrate 
the extract to 10 L as described in Section 
12.7 and proceed with analysis per Section 14. 

13.8 Florisil Cleanup (Reference 29). 
13.8.1 Pre-elute the activated Florisil col-

umn (Section 7.5.3) with 10 mL of methylene 
chloride followed by 10 mL of 
hexane:methylene chloride (98:2 v/v) and dis-
card the solvents. 

13.8.2 When the solvent is within 1 mm of 
the packing, apply the sample extract (in 
hexane) to the column. Rinse the sample 
container twice with 1 mL portions of 
hexane and apply to the column. 

13.8.3 Elute the interfering compounds 
with 20 mL of hexane:methylene chloride 
(98:2) and discard the eluate. 

13.8.4 Elute the CDDs/CDFs with 35 mL of 
methylene chloride and collect the eluate. 
Concentrate the eluate per Sections 12.6 
through 12.7 for further cleanup or for injec-
tion into the HPLC or GC/MS. 

14.0 HRGC/HRMS Analysis 

14.1 Establish the operating conditions 
given in Section 10.1. 

14.2 Add 10 uL of the appropriate internal 
standard solution (Section 7.12) to the sam-
ple extract immediately prior to injection to 
minimize the possibility of loss by evapo-
ration, adsorption, or reaction. If an extract 
is to be reanalyzed and evaporation has oc-
curred, do not add more instrument internal 
standard solution. Rather, bring the extract 
back to its previous volume (e.g., 19 L) with 
pure nonane only (18 L if 2 L injections are 
used). 

14.3 Inject 1.0 μL or 2.0 μL of the con-
centrated extract containing the internal 
standard solution, using on-column or 
splitless injection. The volume injected must 
be identical to the volume used for calibra-
tion (Section 10). Start the GC column ini-
tial isothermal hold upon injection. Start 
MS data collection after the solvent peak 
elutes. Stop data collection after the OCDD 
and OCDF have eluted. If only 2,3,7,8-TCDD 
and 2,3,7,8-TCDF are to be determined, stop 
data collection after elution of these com-
pounds. Return the column to the initial 
temperature for analysis of the next extract 
or standard. 

15.0 System and Laboratory Performance 

15.1 At the beginning of each 12-hour shift 
during which analyses are performed, GC/MS 
system performance and calibration are 
verified for all CDDs/CDFs and labeled com-
pounds. For these tests, analysis of the CS3 
calibration verification (VER) standard (Sec-
tion 7.13 and Table 4) and the isomer speci-
ficity test standards (Section 7.15 and Table 
5) shall be used to verify all performance cri-
teria. Adjustment and/or recalibration (Sec-
tion 10) shall be performed until all perform-
ance criteria are met. Only after all perform-
ance criteria are met may samples, blanks, 
IPRs, and OPRs be analyzed. 

15.2 MS Resolution—A static resolving 
power of at least 10,000 (10% valley defini-
tion) must be demonstrated at the appro-
priate m/z before any analysis is performed. 
Static resolving power checks must be per-
formed at the beginning and at the end of 
each 12-hour shift according to procedures in 
Section 10.1.2. Corrective actions must be 
implemented whenever the resolving power 
does not meet the requirement. 

15.3 Calibration Verification. 
15.3.1 Inject the VER standard using the 

procedure in Section 14. 
15.3.2 The m/z abundance ratios for all 

CDDs/CDFs shall be within the limits in 
Table 9; otherwise, the mass spectrometer 
shall be adjusted until the m/z abundance ra-
tios fall within the limits specified, and the 
verification test shall be repeated. If the ad-
justment alters the resolution of the mass 
spectrometer, resolution shall be verified 
(Section 10.1.2) prior to repeat of the 
verification test. 

15.3.3 The peaks representing each CDD/ 
CDF and labeled compound in the VER 
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standard must be present with S/N of at least 
10; otherwise, the mass spectrometer shall be 
adjusted and the verification test repeated. 

15.3.4 Compute the concentration of each 
CDD/CDF compound by isotope dilution 
(Section 10.5) for those compounds that have 
labeled analogs (Table 1). Compute the con-
centration of the labeled compounds by the 
internal standard method (Section 10.6). 
These concentrations are computed based on 
the calibration data in Section 10. 

15.3.5 For each compound, compare the 
concentration with the calibration 
verification limit in Table 6. If only 2,3,7,8- 
TCDD and 2,3,7,8-TCDF are to be determined, 
compare the concentration to the limit in 
Table 6a. If all compounds meet the accept-
ance criteria, calibration has been verified 
and analysis of standards and sample ex-
tracts may proceed. If, however, any com-
pound fails its respective limit, the measure-
ment system is not performing properly for 
that compound. In this event, prepare a fresh 
calibration standard or correct the problem 
causing the failure and repeat the resolution 
(Section 15.2) and verification (Section 15.3) 
tests, or recalibrate (Section 10). 

15.4 Retention Times and GC Resolution. 
15.4.1 Retention times. 
15.4.1.1 Absolute—The absolute retention 

times of the 13C12-1,2,3,4–TCDD and 13C12- 
1,2,3,7,8,9-HxCDD GCMS internal standards 
in the verification test (Section 15.3) shall be 
within ±15 seconds of the retention times ob-
tained during calibration (Sections 10.2.1 and 
10.2.4). 

15.4.1.2 Relative—The relative retention 
times of CDDs/CDFs and labeled compounds 
in the verification test (Section 15.3) shall be 
within the limits given in Table 2. 

15.4.2 GC resolution. 
15.4.2.1 Inject the isomer specificity 

standards (Section 7.15) on their respective 
columns. 

15.4.2.2 The valley height between 2,3,7,8- 
TCDD and the other tetra-dioxin isomers at 
m/z 319.8965, and between 2,3,7,8-TCDF and 
the other tetra-furan isomers at m/z 303.9016 
shall not exceed 25% on their respective col-
umns (Figures 6 and 7). 

15.4.3 If the absolute retention time of 
any compound is not within the limits speci-
fied or if the 2,3,7,8-isomers are not resolved, 
the GC is not performing properly. In this 
event, adjust the GC and repeat the 
verification test (Section 15.3) or recalibrate 
(Section 10), or replace the GC column and 
either verify calibration or recalibrate. 

15.5 Ongoing Precision and Recovery. 
15.5.1 Analyze the extract of the ongoing 

precision and recovery (OPR) aliquot (Sec-
tion 11.4.2.5, 11.5.4, 11.6.2, 11.7.4, or 11.8.3.2) 
prior to analysis of samples from the same 
batch. 

15.5.2 Compute the concentration of each 
CDD/CDF by isotope dilution for those com-
pounds that have labeled analogs (Section 

10.5). Compute the concentration of 
1,2,3,7,8,9-HxCDD, OCDF, and each labeled 
compound by the internal standard method 
(Section 10.6). 

15.5.3 For each CDD/CDF and labeled com-
pound, compare the concentration to the 
OPR limits given in Table 6. If only 2,3,7,8- 
TCDD and 2,3,7,8-TCDF are to be determined, 
compare the concentration to the limits in 
Table 6a. If all compounds meet the accept-
ance criteria, system performance is accept-
able and analysis of blanks and samples may 
proceed. If, however, any individual con-
centration falls outside of the range given, 
the extraction/concentration processes are 
not being performed properly for that com-
pound. In this event, correct the problem, re- 
prepare, extract, and clean up the sample 
batch and repeat the ongoing precision and 
recovery test (Section 15.5). 

15.5.4 Add results that pass the specifica-
tions in Section 15.5.3 to initial and previous 
ongoing data for each compound in each ma-
trix. Update QC charts to form a graphic rep-
resentation of continued laboratory perform-
ance. Develop a statement of laboratory ac-
curacy for each CDD/CDF in each matrix 
type by calculating the average percent re-
covery (R) and the standard deviation of per-
cent recovery (SR). Express the accuracy as a 
recovery interval from R¥2SR to R=2SR. For 
example, if R=95% and SR=5%, the accuracy 
is 85–105%. 

15.6 Blank—Analyze the method blank ex-
tracted with each sample batch immediately 
following analysis of the OPR aliquot to 
demonstrate freedom from contamination 
and freedom from carryover from the OPR 
analysis. The results of the analysis of the 
blank must meet the specifications in Sec-
tion 9.5.2 before sample analyses may pro-
ceed. 

16.0 Qualitative Determination 

A CDD, CDF, or labeled compound is iden-
tified in a standard, blank, or sample when 
all of the criteria in Sections 16.1 through 
16.4 are met. 

16.1 The signals for the two exact m/z’s in 
Table 8 must be present and must maximize 
within the same two seconds. 

16.2 The signal-to-noise ratio (S/N) for the 
GC peak at each exact m/z must be greater 
than or equal to 2.5 for each CDD or CDF de-
tected in a sample extract, and greater than 
or equal to 10 for all CDDs/CDFs in the cali-
bration standard (Sections 10.2.3 and 15.3.3). 

16.3 The ratio of the integrated areas of 
the two exact m/z’s specified in Table 8 must 
be within the limit in Table 9, or within ±10% 
of the ratio in the midpoint (CS3) calibration 
or calibration verification (VER), whichever 
is most recent. 

16.4 The relative retention time of the 
peak for a 2,3,7,8-substituted CDD or CDF 
must be within the limit in Table 2. The re-
tention time of peaks representing non- 
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2,3,7,8-substituted CDDs/CDFs must be with-
in the retention time windows established in 
Section 10.3. 

16.5 Confirmatory Analysis—Isomer speci-
ficity for 2,3,7,8-TCDF cannot be achieved on 
the DB–5 column. Therefore, any sample in 
which 2,3,7,8-TCDF is identified by analysis 
on a DB–5 column must have a confirmatory 
analysis performed on a DB–225, SP–2330, or 
equivalent GC column. The operating condi-
tions in Section 10.1.1 may be adjusted to op-
timize the analysis on the second GC col-
umn, but the GC/MS must meet the mass 
resolution and calibration specifications in 
Section 10. 

16.6 If the criteria for identification in 
Sections 16.1 through 16.5 are not met, the 
CDD or CDF has not been identified and the 
results may not be reported for regulatory 
compliance purposes. If interferences pre-
clude identification, a new aliquot of sample 
must be extracted, further cleaned up, and 
analyzed. 

17.0 Quantitative Determination 
17.1 Isotope Dilution Quantitation—By 

adding a known amount of a labeled com-
pound to every sample prior to extraction, 
correction for recovery of the CDD/CDF can 
be made because the CDD/CDF and its la-
beled analog exhibit similar effects upon ex-
traction, concentration, and gas chroma-
tography. Relative response (RR) values are 
used in conjunction with the initial calibra-
tion data described in Section 10.5 to deter-
mine concentrations directly, so long as la-
beled compound spiking levels are constant, 
using the following equation: 

C ng mL
A A C

A A RRex
n n l

l l

( / ) =
+( )
+( )

1 2

1 2
where: 

Cex = The concentration of the CDD/CDF in 
the extract, and the other terms are as de-
fined in Section 10.5.2. 

17.1.1 Because of a potential interference, 
the labeled analog of OCDF is not added to 
the sample. Therefore, OCDF is quantitated 
against labeled OCDD. As a result, the con-
centration of OCDF is corrected for the re-

covery of the labeled OCDD. In instances 
where OCDD and OCDF behave differently 
during sample extraction, concentration, and 
cleanup procedures, this may decrease the 
accuracy of the OCDF results. However, 
given the low toxicity of this compound rel-
ative to the other dioxins and furans, the po-
tential decrease in accuracy is not consid-
ered significant. 

17.1.2 Because 13C12-1,2,3,7,8,9-HxCDD is 
used as an instrument internal standard (i.e., 
not added before extraction of the sample), it 
cannot be used to quantitate the 1,2,3,7,8,9- 
HxCDD by strict isotope dilution procedures. 
Therefore, 1,2,3,7,8,9-HxCDD is quantitated 
using the averaged response of the labeled 
analogs of the other two 2,3,7,8-substituted 
HxCDD’s: 1,2,3,4,7,8-HxCDD and 1,2,3,6,7,8- 
HxCDD. As a result, the concentration of 
1,2,3,7,8,9-HxCDD is corrected for the average 
recovery of the other two HxCDD’s. 

17.1.3 Any peaks representing non-2,3,7,8- 
substituted CDDs/CDFs are quantitated 
using an average of the response factors from 
all of the labeled 2,3,7,8-isomers at the same 
level of chlorination. 

17.2 Internal Standard Quantitation and 
Labeled Compound Recovery. 

17.2.1 Compute the concentrations of 
1,2,3,7,8,9-HxCDD, OCDF, the 13C-labeled 
analogs and the 37C-labeled cleanup standard 
in the extract using the response factors de-
termined from the initial calibration data 
(Section 10.6) and the following equation: 

C ng mL
A A C

A A RFex
s s is

is is

( / ) =
+( )
+( )

1 2

1 2
where: 

Cex = The concentration of the CDD/CDF in 
the extract, and the other terms are as de-
fined in Section 10.6.1. 

NOTE: There is only one m/z for the 37Cl-la-
beled standard. 

17.2.2 Using the concentration in the ex-
tract determined above, compute the percent 
recovery of the 13C-labeled compounds and 
the 37C-labeled cleanup standard using the 
following equation: 

Recovery (%) =
Concentration found ( /mL)

Concentration spiked ( /mL)

μ
μ
g

g
×100

17.3 The concentration of a CDD/CDF in 
the solid phase of the sample is computed 
using the concentration of the compound in 

the extract and the weight of the solids (Sec-
tion 11.5.1), as follows: 
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Concentration in solid (ng/kg) =
Cex ×( )V

W

ex

s

where: 

Cex = The concentration of the compound in 
the extract. 

Vex = The extract volume in mL. 
Ws = The sample weight (dry weight) in kg. 

17.4 The concentration of a CDD/CDF in 
the aqueous phase of the sample is computed 
using the concentration of the compound in 
the extract and the volume of water ex-
tracted (Section 11.4 or 11.5), as follows: 

Concentration in (pg/ ) =
Cex

aqueous phase L
V

V

ex

s

×( )

where: 

Cex = The concentration of the compound in 
the extract. 

Vex = The extract volume in mL. 
Vs = The sample volume in liters. 

17.5 If the SICP area at either quantita-
tion m/z for any compound exceeds the cali-
bration range of the system, a smaller sam-
ple aliquot is extracted. 

17.5.1 For aqueous samples containing 1% 
solids or less, dilute 100 mL, 10 mL, etc., of 
sample to 1 L with reagent water and re-pre-
pare, extract, clean up, and analyze per Sec-
tions 11 through 14. 

17.5.2 For samples containing greater 
than 1% solids, extract an amount of sample 
equal to 1/10, 1/100, etc., of the amount used in 
Section 11.5.1. Re-prepare, extract, clean up, 
and analyze per Sections 11 through 14. 

17.5.3 If a smaller sample size will not be 
representative of the entire sample, dilute 
the sample extract by a factor of 10, adjust 
the concentration of the instrument internal 
standard to 100 pg/μL in the extract, and ana-
lyze an aliquot of this diluted extract by the 
internal standard method. 

17.6 Results are reported to three signifi-
cant figures for the CDDs/CDFs and labeled 
compounds found in all standards, blanks, 
and samples. 

17.6.1 Reporting units and levels. 
17.6.1.1 Aqueous samples—Report results 

in pg/L (parts-per-quadrillion). 
17.6.1.2 Samples containing greater than 

1% solids (soils, sediments, filter cake, com-
post)—Report results in ng/kg based on the 
dry weight of the sample. Report the percent 
solids so that the result may be corrected. 

17.6.1.3 Tissues—Report results in ng/kg of 
wet tissue, not on the basis of the lipid con-
tent of the sample. Report the percent lipid 
content, so that the data user can calculate 
the concentration on a lipid basis if desired. 

17.6.1.4 Reporting level. 

17.6.1.4.1 Standards (VER, IPR, OPR) and 
samples—Report results at or above the min-
imum level (Table 2). Report results below 
the minimum level as not detected or as re-
quired by the regulatory authority. 

17.6.1.4.2 Blanks—Report results above 
one-third the ML. 

17.6.2 Results for CDDs/CDFs in samples 
that have been diluted are reported at the 
least dilute level at which the areas at the 
quantitation m/z’s are within the calibration 
range (Section 17.5). 

17.6.3 For CDDs/CDFs having a labeled 
analog, results are reported at the least di-
lute level at which the area at the quantita-
tion m/z is within the calibration range (Sec-
tion 17.5) and the labeled compound recovery 
is within the normal range for the method 
(Section 9.3 and Tables 6, 6a, 7, and 7a). 

17.6.4 Additionally, if requested, the total 
concentration of all isomers in an individual 
level of chlorination (i.e., total TCDD, total 
TCDF, total Paced, etc.) may be reported by 
summing the concentrations of all isomers 
identified in that level of chlorination, in-
cluding both 2,3,7,8-substituted and non- 
2,3,7,8-substituted isomers. 

18.0 Analysis of Complex Samples 

18.1 Some samples may contain high lev-
els (>10 ng/L; >1000 ng/kg) of the compounds 
of interest, interfering compounds, and/or 
polymeric materials. Some extracts will not 
concentrate to 10 μL (Section 12.7); others 
may overload the GC column and/or mass 
spectrometer. 

18.2 Analyze a smaller aliquot of the sam-
ple (Section 17.5) when the extract will not 
concentrate to 10 μL after all cleanup proce-
dures have been exhausted. 

18.3 Chlorodiphenyl Ethers—If 
chromatographic peaks are detected at the 
retention time of any CDDs/CDFs in any of 
the m/z channels being monitored for the 
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chlorodiphenyl ethers (Table 8), cleanup pro-
cedures must be employed until these inter-
ferences are removed. Alumina (Section 13.4) 
and Florisil (Section 13.8) are recommended 
for removal of chlorodiphenyl ethers. 

18.4 Recovery of Labeled Compounds—In 
most samples, recoveries of the labeled com-
pounds will be similar to those from reagent 
water or from the alternate matrix (Section 
7.6). 

18.4.1 If the recovery of any of the labeled 
compounds is outside of the normal range 
(Table 7), a diluted sample shall be analyzed 
(Section 17.5). 

18.4.2 If the recovery of any of the labeled 
compounds in the diluted sample is outside 
of normal range, the calibration verification 
standard (Section 7.13) shall be analyzed and 
calibration verified (Section 15.3). 

18.4.3 If the calibration cannot be verified, 
a new calibration must be performed and the 
original sample extract reanalyzed. 

18.4.4 If the calibration is verified and the 
diluted sample does not meet the limits for 
labeled compound recovery, the method does 
not apply to the sample being analyzed and 
the result may not be reported for regu-
latory compliance purposes. In this case, al-
ternate extraction and cleanup procedures in 
this method must be employed to resolve the 
interference. If all cleanup procedures in this 
method have been employed and labeled 
compound recovery remains outside of the 
normal range, extraction and/or cleanup pro-
cedures that are beyond this scope of this 
method will be required to analyze these 
samples. 

19.0 Pollution Prevention 

19.1 The solvents used in this method pose 
little threat to the environment when man-
aged properly. The solvent evaporation tech-
niques used in this method are amenable to 
solvent recovery, and it is recommended that 
the laboratory recover solvents wherever 
feasible. 

19.2 Standards should be prepared in vol-
umes consistent with laboratory use to mini-
mize disposal of standards. 

20.0 Waste Management 

20.1 It is the laboratory’s responsibility to 
comply with all federal, state, and local reg-
ulations governing waste management, par-
ticularly the hazardous waste identification 
rules and land disposal restrictions, and to 
protect the air, water, and land by mini-
mizing and controlling all releases from 
fume hoods and bench operations. Compli-
ance is also required with any sewage dis-
charge permits and regulations. 

20.2 Samples containing HCl to pH <2 are 
hazardous and must be neutralized before 
being poured down a drain or must be han-
dled as hazardous waste. 

20.3 The CDDs/CDFs decompose above 800 
°C. Low-level waste such as absorbent paper, 
tissues, animal remains, and plastic gloves 
may be burned in an appropriate incinerator. 
Gross quantities (milligrams) should be 
packaged securely and disposed of through 
commercial or governmental channels that 
are capable of handling extremely toxic 
wastes. 

20.4 Liquid or soluble waste should be dis-
solved in methanol or ethanol and irradiated 
with ultraviolet light with a wavelength 
shorter than 290 nm for several days. Use F40 
BL or equivalent lamps. Analyze liquid 
wastes, and dispose of the solutions when the 
CDDs/CDFs can no longer be detected. 

20.5 For further information on waste 
management, consult ‘‘The Waste Manage-
ment Manual for Laboratory Personnel’’ and 
‘‘Less is Better—Laboratory Chemical Man-
agement for Waste Reduction,’’ available 
from the American Chemical Society’s De-
partment of Government Relations and 
Science Policy, 1155 16th Street N.W., Wash-
ington, D.C. 20036. 

21.0 Method Performance 

Method performance was validated and 
performance specifications were developed 
using data from EPA’s international inter-
laboratory validation study (References 30– 
31) and the EPA/paper industry Long-Term 
Variability Study of discharges from the 
pulp and paper industry (58 FR 66078). 
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23.0 Tables and Figures 

TABLE 1—CHLORINATED DIBENZO-P-DIOXINS AND FURANS DETERMINED BY ISOTOPE DILUTION AND 
INTERNAL STANDARD HIGH RESOLUTION GAS CHROMATOGRAPHY (HRGC)/HIGH RESOLUTION 
MASS SPECTROMETRY (HRMS) 

CDDs/CDFs 1 CAS registry Labeled analog CAS registry 

2,3,7,8-TCDD ................................................... 1746–01–6 13C12-2,3,7,8-TCDD ........................................
37Cl4-2,3,7,8-TCDD .........................................

76523–40–5 
85508–50–5 

Total TCDD ...................................................... 41903–57–5 
2,3,7,8-TCDF ................................................... 51207–31–9 13C12-2,3,7,8-TCDF ......................................... 89059–46–1 
Total-TCDF ...................................................... 55722–27–5 
1,2,3,7,8-PeCDD ............................................. 40321–76–4 13C12-1,2,3,7,8-PeCDD ................................... 109719–79–1 
Total-PeCDD ................................................... 36088–22–9 
1,2,3,7,8-PeCDF .............................................. 57117–41–6 13C12-1,2,3,7,8-PeCDF .................................... 109719–77–9 
2,3,4,7,8-PeCDF .............................................. 57117–31–4 13C12-2,3,4,7,8-PeCDF .................................... 116843–02–8 
Total-PeCDF .................................................... 30402–15–4 
1,2,3,4,7,8-HxCDD .......................................... 39227–28–6 13C12-1,2,3,4,7,8-HxCDD ................................ 109719–80–4 
1,2,3,6,7,8-HxCDD .......................................... 57653–85–7 13C12-1,2,3,6,7,8-HxCDD ................................ 109719–81–5 
1,2,3,7,8,9-HxCDD .......................................... 19408–74–3 13C12-1,2,3,7,8,9-HxCDD ................................ 109719–82–6 
Total-HxCDD ................................................... 34465–46–8 
1,2,3,4,7,8-HxCDF ........................................... 70648–26–9 13C12-1,2,3,4,7,8-HxCDF ................................. 114423–98–2 
1,2,3,6,7,8-HxCDF ........................................... 57117–44–9 13C12-1,2,3,6,7,8-HxCDF ................................. 116843–03–9 
1,2,3,7,8,9-HxCDF ........................................... 72918–21–9 13C12-1,2,3,7,8,9-HxCDF ................................. 116843–04–0 
2,3,4,6,7,8-HxCDF ........................................... 60851–34–5 13C12-2,3,4,6,7,8-HxCDF ................................. 116843–05–1 
Total-HxCDF .................................................... 55684–94–1 
1,2,3,4,6,7,8-HpCDD ....................................... 35822–46–9 13C12-1,2,3,4,6,7,8-HpCDD ............................. 109719–83–7 
Total-HpCDD ................................................... 37871–00–4 
1,2,3,4,6,7,8-HpCDF ........................................ 67562–39–4 13C12-1,2,3,4,6,7,8-HpCDF ............................. 109719–84–8 
1,2,3,4,7,8,9-HpCDF ........................................ 55673–89–7 13C12-1,2,3,4,7,8,9-HpCDF ............................. 109719–94–0 
Total-HpCDF .................................................... 38998–75–3 
OCDD .............................................................. 3268–87–9 13C12-OCDD .................................................... 114423–97–1 
OCDF ............................................................... 39001–02–0 Not used.

1 Chlorinated dibenzo-p-dioxins and chlorinated dibenzofurans. 
TCDD = Tetrachlorodibenzo-p-dioxin. 
TCDF = Tetrachlorodibenzofuran. 
PeCDD = Pentachlorodibenzo-p-dioxin. 
PeCDF = Pentachlorodibenzofuran. 
HxCDD = Hexachlorodibenzo-p-dioxin. 
HxCDF = Hexachlorodibenzofuran. 
HpCDD = Heptachlorodibenzo-p-dioxin. 
HpCDF = Heptachlorodibenzofuran. 
OCDD = Octachlorodibenzo-p-dioxin. 
OCDF = Octachlorodibenzofuran. 

TABLE 2—RETENTION TIME REFERENCES, QUANTITATION REFERENCES, RELATIVE RETENTION TIMES, 
AND MINIMUM LEVELS FOR CDDS AND DCFS 

CDD/CDF Retention time and quantitation 
reference 

Relative reten-
tion time 

Minimum level 1 

Water 
(pg/L; 
ppq) 

Solid (ng/ 
kg; ppt) 

Extract 
(pg/μL; 

ppb) 

Compounds using 13 C12–1,2,3,4-TCDD as the Injection Internal Standard 

2,3,7,8-TCDF ................................... 13 C12-2,3,7,8-TCDF ........................ 0.999–1.003 10 1 0.5 
2,3,7,8-TCDD ................................... 13 C12-2,3,7,8-TCDD ........................ 0.999–1.002 10 1 0.5 
1,2,3,7,8-Pe ..................................... 13 C12-1,2,3,7,8-PeCDF ................... 0.999–1.002 50 5 2.5 
2,3,4,7,8-PeCDF .............................. 13 C12-2,3,4,7,8-PeCDF ................... 0.999–1.002 50 5 2.5 
1,2,3,7,8-PeCDD ............................. 13 C12-1,2,3,7,8-PeCDD .................. 0.999–1.002 50 5 2.5 
13 C12-2,3,7,8-TCDF ......................... 13 C12-1,2,3,4-TCDD ........................ 0.923–1.103 ................ ................ ................
13 C12-2,3,7,8-TCDD ........................ 13 C12-1,2,3,4-TCDD ........................ 0.976–1.043 ................ ................ ................
13 C12-2,3,7,8-TCDD ........................ 13 C12-1,2,3,4-TCDD ........................ 0.989–1.052 ................ ................ ................
13 C12-1,2,3,7,8-PeCDF .................... 13 C12-1,2,3,4-TCDD ........................ 1.000–1.425 ................ ................ ................
13 C12-2,3,4,7,8-PeCDF .................... 13 C12-1,2,3,4-TCDD ........................ 1.001–1.526 ................ ................ ................
13 C12-1,2,3,7,8-PeCDF .................... 13 C12-1,2,3,4-TCDD ........................ 1.000–1.567 ................ ................ ................

Compounds using 13 C12–1,2,3,7,8,9-HxCDD as the Injection Internal Standard 

1,2,3,4,7,8-HxCDF ........................... 13 C12-1,2,3,4,7,8-HxCDF ................ 0.999–1.001 50 5 2.5 
1,2,3,6,7,8-HxCDF ........................... 13 C12-1,2,3,6,7,8-HxCDF ................ 0.997–1.005 50 5 2.5 
1,2,3,7,8,9-HxCDF ........................... 13 C12-1,2,3,7,8,9-HxCDF ................ 0.999–1.001 50 5 2.5 
2,3,4,6,7,8-HxCDF ........................... 13 C12-2,3,4,6,7,8-HxCDF ................ 0.999–1.001 50 5 2.5 
1,2,3,4,7,8-HxCDD .......................... 13 C12-1,2,3,4,7,8-HxCDD ............... 0.999–1.001 50 5 2.5 
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TABLE 2—RETENTION TIME REFERENCES, QUANTITATION REFERENCES, RELATIVE RETENTION TIMES, 
AND MINIMUM LEVELS FOR CDDS AND DCFS—Continued 

CDD/CDF Retention time and quantitation 
reference 

Relative reten-
tion time 

Minimum level 1 

Water 
(pg/L; 
ppq) 

Solid (ng/ 
kg; ppt) 

Extract 
(pg/μL; 

ppb) 

1,2,3,6,7,8-HxCDD .......................... 13 C12-1,2,3,6,7,8-HxCDD ............... 0.998–1.004 50 5 2.5 
1,2,3,7,8,9-HxCDD .......................... (2) .................................................... 1.000–1.019 50 5 2.5 
1,2,3,4,6,7,8-HpCDF ........................ 13 C12-1,2,3,4,6,7,8-HpCDF ............. 0.999–1.001 50 5 2.5 
1,2,3,4,7,8,9-HpCDF ........................ 13 C12-1,2,3,4,7,8,9-HpCDF ............. 0.999–1.001 50 5 2.5 
1,2,3,4,6,7,8-HpCDD ....................... 13 C12-1,2,3,4,6,7,8-HpCDD ............ 0.999–1.001 50 5 2.5 
OCDF ............................................... 13 C12-OCDD ................................... 0.999–1.001 100 10 5.0 
OCDD .............................................. 13 C12-OCDD ................................... 0.999–1.001 100 10 5.0 
1,2,3,4,6,7,8,-HxCDF ....................... 13 C12-1,2,3,7,8,9-HpCDD ............... 0.949–0.975 ................ ................ ................
13 C121,2,3,7,8,9-HxCDF .................. 13 C12-1,2,3,7,8,9-HpCDD ............... 0.977–1.047 ................ ................ ................
13 C122,3,4,6,7,8,-HxCDF ................. 13 C12-1,2,3,7,8,9-HpCDD ............... 0.959–1.021 ................ ................ ................
13 C121,2,3,4,7,8,-HxCDF ................. 13 C12-1,2,3,7,8,9-HpCDD ............... 0.977–1.000 ................ ................ ................
13 C121,2,3,6,7,8,-HxCDF ................. 13 C12-1,2,3,7,8,9-HpCDD ............... 0.981–1.003 ................ ................ ................
13 C121,2,3,4,6,7,8-HxCDF ............... 13 C12-1,2,3,7,8,9-HpCDD ............... 1.043–1.085 ................ ................ ................
13 C121,2,3,4,7,8,9-HxCDF ............... 13 C12-1,2,3,7,8,9-HpCDD ............... 1.057–1.151 ................ ................ ................
13 C121,2,3,4,6,7,8-HxCDF ............... 13 C12-1,2,3,7,8,9-HpCDD ............... 1.086–1.110 ................ ................ ................
13 C12OCDD ..................................... 13 C12-1,2,3,7,8,9-HpCDD ............... 1.032–1.311 ................ ................ ................

1 The Minimum Level (ML) for each analyte is defined as the level at which the entire analytical system must give a recogniz-
able signal and acceptable calibration point. It is equivalent to the concentration of the lowest calibration standard, assuming that 
all method-specified sample weights, volumes, and cleanup procedures have been employed. 

2 The retention time reference for 1,2,3,7,8,9-HxCDD is 13C12-1,2,3,6,7,8-HxCDD, and 1,2,3,7,8,9-HxCDD is quantified using 
the averaged responses for 13C12-1,2,3,4,7,8-HxCDD and 13C12-1,2,3,6,7,8-HxCDD. 

TABLE 3—CONCENTRATION OF STOCK AND SPIKING SOLUTIONS CONTAINING CDDS/CDFS AND 
LABELED COMPOUNDS 

CDD/CDF 

Labeled com-
pound stock 

solution 1 
(ng/mL) 

Labeled 
compound 

spiking solu-
tion 2 

(ng/mL) 

PAR stock 
solution 3 
(ng/mL) 

PAR spiking 
solution 4 
(ng/mL) 

2,3,7,8-TCDD .................................................................................... ...................... .................... 40 0 .8 
2,3,7,8-TCDF ..................................................................................... ...................... .................... 40 0 .8 
1,2,3,7,8-PeCDD ............................................................................... ...................... .................... 200 4 
1,2,3,7,8-PeCDF ............................................................................... ...................... .................... 200 4 
2,3,4,7,8-PeCDF ............................................................................... ...................... .................... 200 4 
1,2,3,4,7,8-HxCDD ............................................................................ ...................... .................... 200 4 
1,2,3,6,7,8-HxCDD ............................................................................ ...................... .................... 200 4 
1,2,3,7,8,9-HxCDD ............................................................................ ...................... .................... 200 4 
1,2,3,4,7,8-HxCDF ............................................................................ ...................... .................... 200 4 
1,2,3,6,7,8-HxCDF ............................................................................ ...................... .................... 200 4 
1,2,3,7,8,9-HxCDF ............................................................................ ...................... .................... 200 4 
2,3,4,6,7,8-HxCDF ............................................................................ ...................... .................... 200 4 
1,2,3,4,6,7,8-HpCDD ......................................................................... ...................... .................... 200 4 
1,2,3,4,6,7,8-HpCDF ......................................................................... ...................... .................... 200 4 
1,2,3,4,7,8,9-HpCDF ......................................................................... ...................... .................... 200 4 
OCDD ................................................................................................ ...................... .................... 400 8 
OCDF ................................................................................................ ...................... .................... 400 8 
13C12-2,3,7,8-TCDD ........................................................................... 100 2 .................... ......................
13C12-2,3,7,8-TCDF ........................................................................... 100 2 .................... ......................
13C12-1,2,3,7,8-PeCDD ..................................................................... 100 2 .................... ......................
13C12-1,2,3,7,8-PeCDF ...................................................................... 100 2 .................... ......................
13C12-2,3,4,7,8-PeCDF ...................................................................... 100 2 .................... ......................
13C12-1,2,3,4,7,8-HxCDD .................................................................. 100 2 .................... ......................
13C12-1,2,3,6,7,8-HxCDD .................................................................. 100 2 .................... ......................
13C12-1,2,3,4,7,8-HxCDF ................................................................... 100 2 .................... ......................
13C12-1,2,3,6,7,8-HxCDF ................................................................... 100 2 .................... ......................
13C12-1,2,3,7,8,9-HxCDF ................................................................... 100 2 .................... ......................
13C12-2,3,4,6,7,8-HxCDF ................................................................... 100 2 .................... ......................
13C12-1,2,3,4,6,7,8-HpCDD ............................................................... 100 2 .................... ......................
13C12-1,2,3,4,6,7,8-HpCDF ................................................................ 100 2 .................... ......................
13C12-1,2,3,4,7,8,9-HpCDF ................................................................ 100 2 .................... ......................
13C12-OCDD ...................................................................................... 200 4 .................... ......................
Cleanup Standard 5 

37Cl4-2,3,7,8-TCDD ............................................................. 0 .8 .................... .................... ......................
Internal Standards 6 

13C12-1,2,3,4-TCDD ............................................................ 200 .................... .................... ......................
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TABLE 3—CONCENTRATION OF STOCK AND SPIKING SOLUTIONS CONTAINING CDDS/CDFS AND 
LABELED COMPOUNDS—Continued 

CDD/CDF 

Labeled com-
pound stock 

solution 1 
(ng/mL) 

Labeled 
compound 

spiking solu-
tion 2 

(ng/mL) 

PAR stock 
solution 3 
(ng/mL) 

PAR spiking 
solution 4 
(ng/mL) 

13C12-1,2,3,7,8,9-HxCDD .................................................... 200 .................... .................... ......................

1 Section 7.10—prepared in nonane and diluted to prepare spiking solution. 
2 Section 7.10.3—prepared in acetone from stock solution daily. 
3 Section 7.9—prepared in nonane and diluted to prepare spiking solution. 
4 Section 7.14—prepared in acetone from stock solution daily. 
5 Section 7.11—prepared in nonane and added to extract prior to cleanup. 
6 Section 7.12—prepared in nonane and added to the concentrated extract immediately prior to injection into the GC (Section 

14.2). 

TABLE 4—CONCENTRATION OF CDDS/CDFS IN CALIBRATION AND CALIBRATION VERIFICATION 
SOLUTIONS 1 (SECTION 15.3) 

CDD/CDF CS2 
(ng/mL) 

CS3 
(ng/mL) 

CS4 
(ng/mL) 

CS5 
(ng/mL) 

2,3,7,8-TCDD .............................................................. 0 .5 2 10 40 200 
2,3,7,8-TCDF ............................................................... 0 .5 2 10 40 200 
1,2,3,7,8-PeCDD ......................................................... 2 .5 10 50 200 1000 
1,2,3,7,8-PeCDF ......................................................... 2 .5 10 50 200 1000 
2,3,4,7,8-PeCDF ......................................................... 2 .5 10 50 200 1000 
1,2,3,4,7,8-HxCDD ...................................................... 2 .5 10 50 200 1000 
1,2,3,6,7,8-HxCDD ...................................................... 2 .5 10 50 200 1000 
1,2,3,7,8,9-HxCDD ...................................................... 2 .5 10 50 200 1000 
1,2,3,4,7,8-HxCDF ...................................................... 2 .5 10 50 200 1000 
1,2,3,6,7,8-HxCDF ...................................................... 2 .5 10 50 200 1000 
1,2,3,7,8,9-HxCDF ...................................................... 2 .5 10 50 200 1000 
2,3,4,6,7,8-HxCDF ...................................................... 2 .5 10 50 200 1000 
1,2,3,4,6,7,8-HpCDD ................................................... 2 .5 10 50 200 1000 
1,2,3,4,6,7,8-HpCDF ................................................... 2 .5 10 50 200 1000 
1,2,3,4,7,8,9-HpCDF ................................................... 2 .5 10 50 200 1000 
OCDD .......................................................................... 5 .0 20 100 400 2000 
OCDF .......................................................................... 5 .0 20 100 400 2000 
13 C12-2,3,7,8-TCDD .................................................... 100 100 100 100 100 
13 C12-2,3,7,8-TCDF .................................................... 100 100 100 100 100 
13 C12-1,2,3,7,8-PeCDD ............................................... 100 100 100 100 100 
13 C12-PeCDF .............................................................. 100 100 100 100 100 
13 C12-2,3,4,7,8-PeCDF ............................................... 100 100 100 100 100 
13 C12-1,2,3,4,7,8-HxCDD ............................................ 100 100 100 100 100 
13 C12-1,2,3,6,7,8-HxCDD ............................................ 100 100 100 100 100 
13 C12-1,2,3,4,7,8-HxCDF ............................................ 100 100 100 100 100 
13 C12-1,2,3,6,7,8-HxCDF ............................................ 100 100 100 100 100 
13 C12-1,2,3,7,8,9-HxCDF ............................................ 100 100 100 100 100 
13 C12-1,2,3,4,6,7,8-HpCDD ........................................ 100 100 100 100 100 
13 C12-1,2,3,4,6,7,8-HpCDF ......................................... 100 100 100 100 100 
13 C12-1,2,3,4,7,8,9-Hp CDF ........................................ 100 100 100 100 100 
13 C12-OCDD ............................................................... 200 200 200 200 200 
Cleanup Standard: 

37 C14-2,3,7,8-TCDD ..................................... 0 .5 2 10 40 200 
Internal Standards: 
13 C12-1,2,3,4-TCDD .................................................... 100 100 100 100 100 
13 C12-1,2,3,7,8,9-HxCDD ............................................ 100 100 100 100 100 

TABLE 5—GC RETENTION TIME WINDOW DEFINING SOLUTION AND ISOMER SPECIFICITY TEST 
STANDARD (SECTION 7.15) 

DB–5 column GC retention-time window defining solution 

CDD/CDF First eluted Last eluted 

TCDF ............................................................................................. 1,3,6,8- .............................................. 1,2,8,9- 
TCDD ............................................................................................. 1,3,6,8- .............................................. 1,2,8,9- 
PeCDF ........................................................................................... 1,3,4,6,8- ........................................... 1,2,3,8,9- 
PeCDD .......................................................................................... 1,2,4,7,9- ........................................... 1,2,3,8,9- 
HxCDF ........................................................................................... 1,2,3,4,6,8- ........................................ 1,2,3,4,8,9- 
HxCDD .......................................................................................... 1,2,4,6,7,9- ........................................ 1,2,3,4,6,7- 
HpCDF ........................................................................................... 1,2,3,4,6,7,8- ..................................... 1,2,3,4,7,8,9- 
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TABLE 5—GC RETENTION TIME WINDOW DEFINING SOLUTION AND ISOMER SPECIFICITY TEST 
STANDARD (SECTION 7.15)—Continued 

DB–5 column GC retention-time window defining solution 

CDD/CDF First eluted Last eluted 

HpCDD .......................................................................................... 1,2,3,4,6,7,9- ..................................... 1,2,3,4,6,7,8- 

DB–5 Column TCDD Specificity Test Standard 
1,2,3,7=1,2,3,8-TCDD 

2,3,7,8-TCDD 
1,2,3,9-TCDD 

DB–225 Column TCDF Isomer Specificity Test Standard 
2,3,4,7-TCDF 
2,3,7,8-TCDF 
1,2,3,9-TCDF 

TABLE 6—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS WHEN ALL CDDS/CDFS ARE TESTED 1 

CDD/CDF Test conc. 
(ng/mL) 

IPR 2,3 
OPR 

(ng/mL) 
VER 

(ng/mL) s 
(ng/mL) 

X 
(ng/mL) 

2,3,7,8-TCDD ........................................................ 10 2 .8 8.3 –12.9 6.7 –15.8 7.8 –12.9 
2,3,7,8-TCDF ......................................................... 10 2 .0 8.7 –13.7 7.5 –15.8 8.4 –12.0 
1,2,3,7,8-PeCDD ................................................... 50 7 .5 38 –66 35 –71 39 –65 
1,2,3,7,8-PeCDF ................................................... 50 7 .5 43 –62 40 –67 41 –60 
2,3,4,7,8-PeCDF ................................................... 50 8 .6 36 –75 34 –80 41 –61 
1,2,3,4,7,8-HxCDD ................................................ 50 9 .4 39 –76 35 –82 39 –64 
1,2,3,6,7,8-HxCDD ................................................ 50 7 .7 42 –62 38 –67 39 –64 
1,2,3,7,8,9-HxCDD ................................................ 50 11 .1 37 –71 32 –81 41 –61 
1,2,3,4,7,8-HxCDF ................................................ 50 8 .7 41 –59 36 –67 45 –56 
1,2,3,6,7,8-HxCDF ................................................ 50 6 .7 46 –60 42 –65 44 –57 
1,2,3,7,8,9-HxCDF ................................................ 50 6 .4 42 –61 39 –65 45 –56 
2,3,4,6,7,8-HxCDF ................................................ 50 7 .4 37 –74 35 –78 44 –57 
1,2,3,4,6,7,8-HpCDD ............................................. 50 7 .7 38 –65 35 –70 43 –58 
1,2,3,4,6,7,8-HpCDF ............................................. 50 6 .3 45 –56 41 –61 45 –55 
1,2,3,4,7,8,9-HpCDF ............................................. 50 8 .1 43 –63 39 –69 43 –58 
OCDD .................................................................... 100 19 89 –127 78 –144 79 –126 
OCDF .................................................................... 100 27 74 –146 63 –170 63 –159 
13C12-2,3,7,8-TCDD ............................................... 100 37 28 –134 20 –175 82 –121 
13C12-2,3,7,8-TCDF ............................................... 100 35 31 –113 22 –152 71 –140 
13C12-1,2,3,7,8-PeCDD ......................................... 100 39 27 –184 21 –227 62 –160 
13C12-1,2,3,7,8-PeCDF .......................................... 100 34 27 –156 21 –192 76 –130 
13C12-2,3,4,7,8-PeCDF .......................................... 100 38 16 –279 13 –328 77 –130 
13C12-1,2,3,4,7,8-HxCDD ...................................... 100 41 29 –147 21 –193 85 –117 
13C12-1,2,3,6,7,8-HxCDD ...................................... 100 38 34 –122 25 –163 85 –118 
13C12-1,2,3,4,7,8-HxCDF ....................................... 100 43 27 –152 19 –202 76 –131 
13C12-1,2,3,6,7,8-HxCDF ....................................... 100 35 30 –122 21 –159 70 –143 
13C12-1,2,3,7,8,9-HxCDF ....................................... 100 40 24 –157 17 –205 74 –135 
13C12-2,3,4,6,7,8,-HxCDF ...................................... 100 37 29 –136 22 –176 73 –137 
13C12-1,2,3,4,6,7,8-HpCDD ................................... 100 35 34 –129 26 –166 72 –138 
13C12-1,2,3,4,6,7,8-HpCDF .................................... 100 41 32 –110 21 –158 78 –129 
13C12-1,2,3,4,7,8,9-HpCDF .................................... 100 40 28 –141 20 –186 77 –129 
13C12-OCDD .......................................................... 200 95 41 –276 26 –397 96 –415 
37Cl4-2,3,7,8-TCDD ............................................... 10 3 .6 3.9 –15.4 3.1 –19.1 7.9 –12.7 

1 All specifications are given as concentration in the final extract, assuming a 20 μL volume. 
2 s = standard deviation of the concentration. 
3 X = average concentration. 

TABLE 6A—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS WHEN ONLY TETRA COMPOUNDS ARE 
TESTED 1 

CDD/CDF Test Conc. 
(ng/mL) 

IPR 2,3 OPR 
(ng/mL) 

VER 
(ng/mL) s (ng/mL) X (ng/mL) 

2,3,7,8-TCDD .......................................................... 10 2.7 8.7 –12.4 7.314.6 8.2 –12.3 
2,3,7,8-TCDF ........................................................... 10 2.0 9.1 –13.1 8.0 –14.7 8.6 –11.6 
13C12-2,3,7,8-TCDD ................................................ 100 35 32 –115 25 –141 85 –117 
13C12-2,3,7,8-TCDF ................................................. 100 34 35 –99 26 –126 76 –131 
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TABLE 6A—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS WHEN ONLY TETRA COMPOUNDS ARE 
TESTED 1—Continued 

CDD/CDF Test Conc. 
(ng/mL) 

IPR 2,3 OPR 
(ng/mL) 

VER 
(ng/mL) s (ng/mL) X (ng/mL) 

37Cl4-2,3,7,8-TCDD ................................................. 10 3.4 4.5 –13.4 3.7 –15.8 8.3 –12.1 

1 All specifications are given as concentration in the final extract, assuming a 20 μL volume. 
2 s = standard deviation of the concentration. 
3 X = average concentration. 

TABLE 7—LABELED COMPOUNDS RECOVERY IN SAMPLES WHEN ALL CDDS/CDFS ARE TESTED 

Compound Test conc. 
(ng/mL) 

Labeled compound 
recovery 

(ng/mL) 1 (%) 

13C12-2,3,7,8-TCDD ..................................................................................................... 100 25 –164 25–164 
13C12-2,3,7,8-TCDF ..................................................................................................... 100 24 –169 24–169 
13C12-1,2,3,7,8-PeCDD ............................................................................................... 100 25 –181 25–181 
13C12-1,2,3,7,8-PeCDF ................................................................................................ 100 24 –185 24–185 
13C12-2,3,4,7,8-PeCDF ................................................................................................ 100 21 –178 21–178 
13C12-1,2,3,4,7,8-HxCDD ............................................................................................ 100 32 –141 32–141 
13C12-1,2,3,6,7,8-HxCDD ............................................................................................ 100 28 –130 28–130 
13C12-1,2,3,4,7,8-HxCDF ............................................................................................. 100 26 –152 26–152 
13C12-1,2,3,6,7,8-HxCDF ............................................................................................. 100 26 –123 26–123 
13C12-1,2,3,7,8,9-HxCDF ............................................................................................. 100 29 –147 29–147 
13C12-2,3,4,6,7,8-HxCDF ............................................................................................. 100 28 –136 28–136 
13C12-1,2,3,4,6,7,8-HpCDD ......................................................................................... 100 23 –140 23–140 
13C12-1,2,3,4,6,7,8-HpCDF .......................................................................................... 100 28 –143 28–143 
13C12-1,2,3,4,7,8,9-HpCDF .......................................................................................... 100 26 –138 26–138 
13C12-OCDD ................................................................................................................ 200 34-313 17–157 
37Cl4-2,3,7,8-TCDD ..................................................................................................... 10 3.5 –19.7 35–197 

1 Specification given as concentration in the final extract, assuming a 20-μL volume. 

TABLE 7A—LABELED COMPOUND RECOVERY IN SAMPLES WHEN ONLY TETRA COMPOUNDS ARE 
TESTED 

Compound Test conc. 
(ng/mL) 

Labeled compound 
recovery 

(ng/mL) 1 (%) 

13C12-2,3,7,8-TCDD ..................................................................................................... 100 31 –137 31–137 
13C12-2,3,7,8-TCDF ..................................................................................................... 100 29 –140 29–140 
37Cl4-2,3,7,8-TCDD ..................................................................................................... 10 4.2 –16.4 42–164 

1 Specification given as concentration in the final extract, assuming a 20 μL volume. 

TABLE 8—DESCRIPTORS, EXACT M/Z’S, M/Z TYPES, AND ELEMENTAL COMPOSITIONS OF THE CDDS 
AND CDFS 

Descriptor Exact M/Z 1 M/Z type Elemental composition Substance 2 

1 ................................. 292.9825 Lock C7F11 ................................................................. PFK 
303.9016 M C12H4

35Cl4O ...................................................... TCDF 
305.8987 M=2 C12H4

35Cl337ClO ................................................ TCDF 
315.9419 M 13C12H4

35Cl4O ................................................... TCDF 3 
317.9389 M=2 13C12H4

35Cl337ClO ............................................ TCDF 3 
319.8965 M C12H4

35Cl4O2 ..................................................... TCDD 
321.8936 M=2 C12H4

35Cl337ClO2 .............................................. TCDD 
327.8847 M C12H4

37Cl4O2 ..................................................... TCDD 4 
330.9792 QC C7F13 ................................................................. PFK 
331.9368 M 13C12H4

35Cl4O2 .................................................. TCDD 3 
333.9339 M=2 13C12H4

35Cl337ClO2 ........................................... TCDD 3 
375.8364 M=2 C12H4

35Cl537ClO ................................................ HxCDPE 
2 ................................. 339.8597 M=2 C12H3

35Cl437ClO ................................................ PeCDF 
341.8567 M=4 C12H3

35Cl337Cl2O .............................................. PeCDF 
351.9000 M=2 13C12H3

35Cl437ClO ............................................ PeCDF 
353.8970 M=4 13C12H3

35Cl337Cl2O ........................................... PeCDF 3 
354.9792 Lock C9F13 ................................................................. PFK 
355.8546 M=2 C12H3

35Cl437ClO2 .............................................. PeCDD 
357.8516 M=4 C12H3

35Cl337Cl2O2 ............................................. PeCDD 
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TABLE 8—DESCRIPTORS, EXACT M/Z’S, M/Z TYPES, AND ELEMENTAL COMPOSITIONS OF THE CDDS 
AND CDFS—Continued 

Descriptor Exact M/Z 1 M/Z type Elemental composition Substance 2 

367.8949 M=2 13C12H3
35Cl437ClO2 ........................................... PeCDD 3 

369.8919 M=4 13C12H3
35Cl337Cl2O2 .......................................... PeCDD 3 

409.7974 M=2 C12H3
35Cl637ClO ................................................ HpCDPE 

3 ................................. 373.8208 M=2 C12H2
35Cl537ClO ................................................ HxCDF 

375.8178 M=4 C12H2
35Cl437Cl2O .............................................. HxCDF 

383.8639 M 13C12H2
35Cl6O ................................................... HxCDF 3 

385.8610 M=2 13C12H2
35Cl537ClO ............................................ HxCDF 3 

389.8157 M=2 C12H2
35Cl537ClO2 .............................................. HxCDD 

391.8127 M=4 C12H2
35Cl437Cl2O2 ............................................. HxCDD 

392.9760 Lock C9F15 ................................................................. PFK 
401.8559 M=2 13C12H2

35Cl537ClO2 ........................................... HxCDD 3 
403.8529 M=4 13C12H2

35Cl437Cl2O2 .......................................... HxCDD 3 
430.9729 QC C9F17 ................................................................. PFK 
445.7555 M=4 C12H2

35Cl637Cl2O .............................................. OCDPE 
4 ................................. 407.7818 M=2 C12H35Cl637ClO ................................................. HpCDF 

409.7789 M=4 C12H35Cl537Cl2O ................................................ HpCDF 
417.8253 M 13C12H35Cl7O .................................................... HpCDF 3 
419.8220 M=2 13C12H35Cl637ClO .............................................. HpCDF 3 
423.7766 M=2 C12H35Cl637ClO2 ................................................ HpCDD 
425.7737 M=4 C12H35Cl537Cl2O2 .............................................. HpCDD 
430.9729 Lock C9F17 ................................................................. PFK 
435.8169 M=2 13C12H35Cl637ClO2 ............................................ HpCDD 3 
437.8140 M=4 13C12H35Cl537Cl2O2 ........................................... HpCDD 3 
479.7165 M=4 C12H35Cl737Cl2O ................................................ NCDPE 

5 ................................. 441.7428 M=2 C12
35Cl737ClO .................................................... OCDF 

442.9728 Lock C10F17 ................................................................ PFK 
443.7399 M=4 C12

35Cl637Cl2O .................................................. OCDF 
457.7377 M=2 C12

35Cl737ClO2 .................................................. OCDD 
459.7348 M=4 C12

35Cl637Cl2O2 ................................................. OCDD 
469.7779 M=2 13C12

35Cl737ClO2 ............................................... OCDD 3 
471.7750 M=4 13C12

35Cl637Cl2O2 .............................................. OCDD 3 
513.6775 M=4 C12

35Cl837Cl2O .................................................. DCDPE 

1 Nuclidic masses used: 
H = 1.007825. 
O = 15.994915. 
C = 12.00000. 
35Cl = 34.968853. 
13C = 13.003355. 
37Cl = 36.965903. 
F = 18.9984. 

2 TCDD = Tetrachlorodibenzo-p-dioxin. 
PeCDD = Pentachlorodibenzo-p-dioxin. 
HxCDD = Hexachlorodibenzo-p-dioxin. 
HpCDD = Heptachlorodibenzo-p-dioxin. 
OCDD = Octachlorodibenzo-p-dioxin. 
HxCDPE = Hexachlorodiphenyl ether. 
OCDPE = Octachlorodiphenyl ether. 
DCDPE = Decachlorodiphenyl ether. 
TCDF = Tetrachlorodibenzofuran. 
PeCDF = Pentachlorodibenzofuran. 
HxCDF = Hexachlorodibenzofuran. 
HpCDF = Heptachlorodibenzofuran. 
OCDF = Octachlorodibenzofuran. 
HpCDPE = Heptachlorodiphenyl ether. 
NCDPE = Nonachlorodiphenyl ether. 
PFK = Perfluorokerosene. 

3 Labeled compound. 
4 There is only one m/z for 37Cl4-2,3,7,8,-TCDD (cleanup standard). 

TABLE 9—THEORETICAL ION ABUNDANCE RATIOS AND QC LIMITS 

Number of chlorine atoms M/Z’s forming ratio Theoretical 
ratio 

QC limit 1 

Lower Upper 

4 2 .............................................................. M/(M=2) .................................................. 0.77 0.65 0.89 
5 ................................................................ (M=2)/(M=4) ........................................... 1.55 1.32 1.78 
6 ................................................................ (M=2)/(M=4) ........................................... 1.24 1.05 1.43 
6 3 .............................................................. M/(M=2) .................................................. 0.51 0.43 0.59 
7 ................................................................ (M=2)/(M=4) ........................................... 1.05 0.88 1.20 
7 4 .............................................................. M/(M=2) .................................................. 0.44 0.37 0.51 
8 ................................................................ (M=2)/(M=4) ........................................... 0.89 0.76 1.02 

1 QC limits represent ±15% windows around the theoretical ion abundance ratios. 
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2 Does not apply to 37Cl4-2,3,7,8-TCDD (cleanup standard). 
3 Used for 13C12-HxCDF only. 
4 Used for 13C12-HpCDF only. 

TABLE 10—SUGGESTED SAMPLE QUANTITIES TO BE EXTRACTED FOR VARIOUS MATRICES 1 

Sample Matrix 2 Example Percent solids Phase Quantity ex-
tracted 

Single-phase: 
Aqueous .......................... Drinking water ....................... <1 (3) .......................................... 1000 mL. 

Groundwater 
Treated wastewater 

Solid ................................. Dry soil .................................. >20 Solid ...................................... 10 g. 
Compost 
Ash 

Organic ............................ Waste solvent ....................... <1 Organic ................................. 10 g. 
Waste oil 
Organic polymer 

Tissue .............................. Fish ....................................... ........................ Organic ................................. 10 g. 
Human adipose 

Multi-phase: 
Liquid/Solid: 

Aqueous/Solid .......... Wet soil ................................. 1–30 Solid ...................................... 10 g. 
Untreated effluent.
Digested municipal sludge.
Filter cake.
Paper pulp.

Organic/solid ............ Industrial sludge .................... 1–100 Both ....................................... 10 g. 
Oily waste 

Liquid/Liquid: 
Aqueous/organic ...... In-process effluent ................ <1 Organic ................................. 10 g. 

Untreated effluent 
Drum waste 

Aqueous/organic/ 
solid.

Untreated effluent ................. >1 Organic and solid .................. 10 g. 

Drum waste 

1 The quantity of sample to be extracted is adjusted to provide 10 g of solids (dry weight). One liter of aqueous samples con-
taining 1% solids will contain 10 g of solids. For aqueous samples containing greater than 1% solids, a lesser volume is used so 
that 10 g of solids (dry weight) will be extracted. 

2 The sample matrix may be amorphous for some samples. In general, when the CDDs/CDFs are in contact with a multiphase 
system in which one of the phases is water, they will be preferentially dispersed in or adsorbed on the alternate phase because 
of their low solubility in water. 

3 Aqueous samples are filtered after spiking with the labeled compounds. The filtrate and the materials trapped on the filter are 
extracted separately, and the extracts are combined for cleanup and analysis. 
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24.0 Glossary of Definitions and Purposes 

These definitions and purposes are specific 
to this method but have been conformed to 
common usage as much as possible. 

24.1 Units of weight and Measure and 
Their Abbreviations. 

24.1.1 Symbols: 

°C—degrees Celsius 
μL—microliter 
μm—micrometer 
<—less than 
>—greater than 
%—percent 

24.1.2 Alphabetical abbreviations: 

amp—ampere 
cm—centimeter 
g—gram 
h—hour 
D—inside diameter 
in.—inch 
L—liter 
M—Molecular ion 
m—meter 
mg—milligram 
min—minute 
mL—milliliter 
mm—millimeter 
m/z—mass-to-charge ratio 
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N—normal; gram molecular weight of solute 
divided by hydrogen equivalent of solute, 
per liter of solution 

OD—outside diameter 
pg—picogram 
ppb—part-per-billion 
ppm—part-per-million 
ppq—part-per-quadrillion 
ppt—part-per-trillion 
psig—pounds-per-square inch gauge 
v/v—volume per unit volume 
w/v—weight per unit volume 

24.2 Definitions and Acronyms (in Alpha-
betical Order). 

Analyte—A CDD or CDF tested for by this 
method. The analytes are listed in Table 1. 

Calibration Standard (CAL)—A solution 
prepared from a secondary standard and/or 
stock solutions and used to calibrate the re-
sponse of the instrument with respect to 
analyte concentration. 

Calibration Verification Standard (VER)— 
The mid-point calibration standard (CS3) 
that is used in to verify calibration. See 
Table 4. 

CDD—Chlorinated Dibenzo-p-ioxin—The 
isomers and congeners of tetra-through octa- 
chlorodibenzo-p-dioxin. 

CDF—Chlorinated Dibenzofuran—The iso-
mers and congeners of tetra-through octa- 
chlorodibenzofuran. 

CS1, CS2, CS3, CS4, CS5—See Calibration 
standards and Table 4. 

Field Blank—An aliquot of reagent water 
or other reference matrix that is placed in a 
sample container in the laboratory or the 
field, and treated as a sample in all respects, 
including exposure to sampling site condi-
tions, storage, preservation, and all analyt-
ical procedures. The purpose of the field 
blank is to determine if the field or sample 
transporting procedures and environments 
have contaminated the sample. 

GC—Gas chromatograph or gas chroma-
tography. 

GPC—Gel permeation chromatograph or 
gel permeation chromatography. 

HPLC—High performance liquid chro-
matograph or high performance liquid chro-
matography. 

HRGC—High resolution GC. 
HRMS—High resolution MS. 
IPR—Initial precision and recovery; four 

aliquots of the diluted PAR standard ana-
lyzed to establish the ability to generate ac-
ceptable precision and accuracy. An IPR is 
performed prior to the first time this method 
is used and any time the method or instru-
mentation is modified. 

K-D—Kuderna-Danish concentrator; a de-
vice used to concentrate the analytes in a 
solvent. 

Laboratory Blank—See method blank. 
Laboratory Control sample (LCS)—See on-

going precision and recovery standard (OPR). 
Laboratory Reagent Blank—See method 

blank. 

May—This action, activity, or procedural 
step is neither required nor prohibited. 

May Not—This action, activity, or proce-
dural step is prohibited. 

Method Blank—An aliquot of reagent 
water that is treated exactly as a sample in-
cluding exposure to all glassware, equip-
ment, solvents, reagents, internal standards, 
and surrogates that are used with samples. 
The method blank is used to determine if 
analytes or interferences are present in the 
laboratory environment, the reagents, or the 
apparatus. 

Minimum Level (ML)—The level at which 
the entire analytical system must give a rec-
ognizable signal and acceptable calibration 
point for the analyte. It is equivalent to the 
concentration of the lowest calibration 
standard, assuming that all method-specified 
sample weights, volumes, and cleanup proce-
dures have been employed. 

MS—Mass spectrometer or mass spectrom-
etry. 

Must—This action, activity, or procedural 
step is required. 

OPR—Ongoing precision and recovery 
standard (OPR); a laboratory blank spiked 
with known quantities of analytes. The OPR 
is analyzed exactly like a sample. Its purpose 
is to assure that the results produced by the 
laboratory remain within the limits speci-
fied in this method for precision and recov-
ery. 

PAR—Precision and recovery standard; 
secondary standard that is diluted and 
spiked to form the IPR and OPR. 

PFK—Perfluorokerosene; the mixture of 
compounds used to calibrate the exact m/z 
scale in the HRMS. 

Preparation Blank—See method blank. 
Primary Dilution Standard—A solution 

containing the specified analytes that is pur-
chased or prepared from stock solutions and 
diluted as needed to prepare calibration solu-
tions and other solutions. 

Quality Control Check Sample (QCS)—A 
sample containing all or a subset of the 
analytes at known concentrations. The QCS 
is obtained from a source external to the lab-
oratory or is prepared from a source of 
standards different from the source of cali-
bration standards. It is used to check labora-
tory performance with test materials pre-
pared external to the normal preparation 
process. 

Reagent Water—Water demonstrated to be 
free from the analytes of interest and poten-
tially interfering substances at the method 
detection limit for the analyte. 

Relative Standard Deviation (RSD)—The 
standard deviation times 100 divided by the 
mean. Also termed ‘‘coefficient of vari-
ation.’’ 

RF—Response factor. See Section 10.6.1. 
RR—Relative response. See Section 10.5.2. 
RSD—See relative standard deviation. 
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SDS—Soxhlet/Dean-Stark extractor; an ex-
traction device applied to the extraction of 
solid and semi-solid materials (Reference 7). 

Should—This action, activity, or proce-
dural step is suggested but not required. 

SICP—Selected ion current profile; the 
line described by the signal at an exact m/z. 

SPE—Solid-phase extraction; an extrac-
tion technique in which an analyte is ex-
tracted from an aqueous sample by passage 
over or through a material capable of revers-
ibly adsorbing the analyte. Also termed liq-
uid-solid extraction. 

Stock Solution—A solution containing an 
analyte that is prepared using a reference 
material traceable to EPA, the National In-
stitute of Science and Technology (NIST), or 
a source that will attest to the purity and 
authenticity of the reference material. 

TCDD—Tetrachlorodibenzo-p-dioxin. 
TCDF—Tetrachlorodibenzofuran. 
VER—See calibration verification stand-

ard. 

METHOD 1624 REVISION B—VOLATILE ORGANIC 
COMPOUNDS BY ISOTOPE DILUTION GC/MS 

1. Scope and Application 

1.1 This method is designed to determine 
the volatile toxic organic pollutants associ-
ated with the 1976 Consent Decree and addi-
tional compounds amenable to purge and 
trap gas chromatography-mass spectrometry 
(GC/MS). 

1.2 The chemical compounds listed in 
table 1 may be determined in municipal and 
industrial discharges by this method. The 
methmd is designed to meet the survey re-
quirements of Effluent Guidelines Division 
(EGD) and the National Pollutants Dis-
charge Elimination System (NPDES) under 
40 CFR 136.1 and 136.5. Any modifications of 
this method, beyond those expressly per-
mitted, shall be considered as major modi-
fications subject to application and approval 
of alternate test procedures under 40 CFR 
136.4 and 136.5. 

1.3 The detection limit of this method is 
usually dependent on the level of inter-
ferences rather than instrumental limita-
tions. The limits in table 2 represent the 
minimum quantity that can be detected with 
no interferences present. 

1.4 The GC/MS portions of this method 
are for use only by analysts experienced with 
GC/MS or under the close supervision of such 
qualified persons. Laboratories unfamiliar 
with the analyses of environmental samples 
by GC/MS should run the performance tests 
in reference 1 before beginning. 

2. Summary of Method 

2.1 Stable isotopically labeled analogs of 
the compounds of interest are added to a 5 
mL water sample. The sample is purged at 
20–25 °C with an inert gas in a specially de-
signed chamber. The volatile organic com-

pounds are transferred from the aqueous 
phase into the gaseous phase where they are 
passed into a sorbent column and trapped. 
After purging is completed, the trap is 
backflushed and heated rapidly to desorb the 
compounds into a gas chromatograph (GC). 
The compounds are separated by the GC and 
detected by a mass spectrometer (MS) (ref-
erences 2 and 3). The labeled compounds 
serve to correct the variability of the analyt-
ical technique. 

2.2 Identification of a compound (quali-
tative analysis) is performed by comparing 
the GC retention time and the background 
corrected characteristic spectral masses 
with those of authentic standards. 

2.3 Quantitative analysis is performed by 
GC/MS using extracted ion current profile 
(EICP) areas. Isotope dilution is used when 
labeled compounds are available; otherwise, 
an internal standard method is used. 

2.4 Quality is assured through reproduc-
ible calibration and testing of the purge and 
trap and GC/MS systems. 

3. Contamination and Interferences 

3.1 Impurities in the purge gas, organic 
compounds out-gassing from the plumbing 
upstream of the trap, and solvent vapors in 
the laboratory account for the majority of 
contamination problems. The analytical sys-
tem is demonstrated to be free from inter-
ferences under conditions of the analysis by 
analyzing blanks initially and with each 
sample lot (samples analyzed on the same 8 
hr shift), as described in Section 8.5. 

3.2 Samples can be contaminated by diffu-
sion of volatile organic compounds (particu-
larly methylene chloride) through the bottle 
seal during shipment and storage. A field 
blank prepared from reagent water and car-
ried through the sampling and handling pro-
tocol serves as a check on such contamina-
tion. 

3.3 Contamination by carry-over can 
occur when high level and low level samples 
are analyzed sequentially. To reduce carry- 
over, the purging device and sample syringe 
are rinsed between samples with reagent 
water. When an unusually concentrated sam-
ple is encountered, it is followed by analysis 
of a reagent water blank to check for carry- 
over. For samples containing large amounts 
of water soluble materials, suspended solids, 
high boiling compounds, or high levels or 
purgeable compounds, the purge device is 
washed with soap solution, rinsed with tap 
and distilled water, and dried in an oven at 
100–125 °C. The trap and other parts of the 
system are also subject to contamination; 
therefore, frequent bakeout and purging of 
the entire system may be required. 

3.4 Interferences resulting from samples 
will vary considerably from source to source, 
depending on the diversity of the industrial 
complex or municipality being sampled. 
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4. Safety 

4.1 The toxicity or carcinogenicity of 
each compound or reagent used in this meth-
od has not been precisely determined; how-
ever, each chemical compound should be 
treated as a potential health hazard. Expo-
sure to these compounds should be reduced 
to the lowest possible level. The laboratory 
is responsible for maintaining a current 
awareness file of OSHA regulations regard-
ing the safe handling of the chemicals speci-
fied in this method. A reference file of data 
handling sheets should also be made avail-
able to all personnel involved in these anal-
yses. Additional information on laboratory 
safety can be found in references 4–6. 

4.2 The following compounds covered by 
this method have been tentatively classified 
as known or suspected human or mammalian 
carcinogens: benzene, carbon tetrachloride, 
chloroform, and vinyl chloride. Primary 
standards of these toxic compounds should 
be prepared in a hood, and a NIOSH/MESA 
approved toxic gas respirator should be worn 
when high concentrations are handled. 

5. Apparatus and Materials 

5.1 Sample bottles for discrete sampling. 
5.1.1 Bottle—25 to 40 mL with screw cap 

(Pierce 13075, or equivalent). Detergent wash, 
rinse with tap and distilled water, and dry at 
>105 °C for one hr minimum before use. 

5.1.2 Septum—Teflon-faced silicone 
(Pierce 12722, or equivalent), cleaned as 
above and baked at 100–200 °C, for one hour 
minimum. 

5.2 Purge and trap device—consists of 
purging device, trap, and desorber. Complete 
devices are commercially available. 

5.2.1 Purging device—designed to accept 5 
mL samples with water column at least 3 cm 
deep. The volume of the gaseous head space 
between the water and trap shall be less than 
15 mL. The purge gas shall be introduced less 
than 5 mm from the base of the water col-
umn and shall pass through the water as 
bubbles with a diameter less than 3 mm. The 
purging device shown in Figure 1 meets these 
criteria. 

5.2.2 Trap—25 to 30 cm × 2.5 mm i.d. min-
imum, containing the following: 

5.2.2.1 Methyl silicone packing—one ±0.2 
cm, 3 percent OV–1 on 60/80 mesh Chromosorb 
W, or equivalent. 

5.2.2.2 Porous polymer—15 ±1.0 cm, Tenax 
GC (2,6-diphenylene oxide polymer), 60/80 
mesh, chromatographic grade, or equivalent. 

5.2.2.3 Silica gel—8 ±1.0 cm, Davison 
Chemical, 35/60 mesh, grade 15, or equivalent. 
The trap shown in Figure 2 meets these spec-
ifications. 

5.2.3 Desorber—shall heat the trap to 175 
±5 °C in 45 seconds or less. The polymer sec-
tion of the trap shall not exceed 180 °C, and 
the remaining sections shall not exceed 220 

°C. The desorber shown in Figure 2 meets 
these specifications. 

5.2.4 The purge and trap device may be a 
separate unit or coupled to a GC as shown in 
Figures 3 and 4. 

5.3 Gas chromatograph—shall be linearly 
temperature programmable with initial and 
final holds, shall contain a glass jet sepa-
rator as the MS interface, and shall produce 
results which meet the calibration (Section 
7), quality assurance (Section 8), and per-
formance tests (Section 11) of this method. 

5.3.1 Column—2.8 ±0.4 m × 2 ±0.5 mm i. d. 
glass, packekd with one percent SP–1000 on 
Carbopak B, 60/80 mesh, or equivalent. 

5.4 Mass spectrometer—70 eV electron im-
pact ionization; shall repetitively scan from 
20 to 250 amu every 2–3 seconds, and produce 
a unit resolution (valleys between m/z 174–176 
less than 10 percent of the height of the m/z 
175 peak), background corrected mass spec-
trum from 50 ng 4-bromo-fluorobenzene 
(BFB) injected into the GC. The BFB spec-
trum shall meet the mass-intensity criteria 
in Table 3. All portions of the GC column, 
transfer lines, and separator which connect 
the GC column to the ion source shall re-
main at or above the column temperature 
during analysis to preclude condensation of 
less volatile compounds. 

5.5 Data system—shall collect and record 
MS data, store mass intensity data in spec-
tral libraries, process GC/MS data and gen-
erate reports, and shall calculate and record 
response factors. 

5.5.1 Data acquisition—mass spectra shall 
be collected continuously throughout the 
analysis and stored on a mass storage device. 

5.5.2 Mass spectral libraries—user created 
libraries containing mass spectra obtained 
from analysis of authentic standards shall be 
employed to reverse search GC/MS runs for 
the compounds of interest (Section 7.2). 

5.5.3 Data processing—the data system 
shall be used to search, locate, identify, and 
quantify the compounds of interest in each 
GC/MS analysis. Software routines shall be 
employed to compute retention times and 
EICP areas. Displays of spectra, mass 
chromatograms, and library comparisons are 
required to verify results. 

5.5.4 Response factors and multipoint 
calibrations—the data system shall be used 
to record and maintain lists of response fac-
tors (response ratios for isotope dilution) and 
generate multi-point calibration curves (Sec-
tion 7). Computations of relative standard 
deviation (coefficient of variation) are useful 
for testing calibration linearity. Statistics 
on initial and on-going performance shall be 
maintained (Sections 8 and 11). 

5.6 Syringes—5 mL glass hypodermic, 
with Luer-lok tips. 

5.7 Micro syringes—10, 25, and 100 uL. 
5.8 Syringe valves—2-way, with Luer ends 

(Telfon or Kel-F). 
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5.9 Syringe—5 mL, gas-tight, with shut- 
off valve. 

5.10 Bottles—15 mL., screw-cap with 
Telfon liner. 

5.11 Balance—analytical, capable of 
weighing 0.1 mg. 

6. Reagents and Standards 

6.1 Reagent water—water in which the 
compounds of interest and interfering com-
pounds are not detected by this method (Sec-
tion 11.7). It may be generated by any of the 
following methods: 

6.1.1 Activated carbon—pass tap water 
through a carbon bed (Calgon Filtrasorb-300, 
or equivalent). 

6.1.2 Water purifier—pass tap water 
through a purifier (Millipore Super Q, or 
equivalent). 

6.1.3 Boil and purge—heat tap water to 90– 
100 °C and bubble contaminant free inert gas 
through it for approx one hour. While still 
hot, transfer the water to screw-cap bottles 
and seal with a Teflon-lined cap. 

6.2 Sodium thiosulfate—ACS granular. 
6.3 Methanol—pesticide quality or equiva-

lent. 
6.4 Standard solutions—purchased as so-

lution or mixtures with certification to their 
purity, concentration, and authenticity, or 
prepared from materials of known purity and 
composition. If compound purity is 96 per-
cent or greater, the weight may be used 
without correction to calculate the con-
centration of the standard. 

6.5 Preparation of stock solutions—pre-
pare in methanol using liquid or gaseous 
standards per the steps below. Observe the 
safety precautions given in Section 4. 

6.5.1 Place approx 9.8 mL of methanol in a 
10 mL ground glass stoppered volumetric 
flask. Allow the flask to stand unstoppered 
for approximately 10 minutes or until all 
methanol wetted surfaces have dried. In each 
case, weigh the flask, immediately add the 
compound, then immediately reweigh to pre-
vent evaporation losses from affecting the 
measurement. 

6.5.1.1 Liquids—using a 100 μL syringe, 
permit 2 drops of liquid to fall into the meth-
anol without contacting the leck of the 
flask. Alternatively, inject a known volume 
of the compound into the methanol in the 
flask using a micro-syringe. 

6.5.1.2 Gases (chloromethane, 
bromomethane, chloroethane, vinyl chlo-
ride)—fill a valved 5 mL gas-tight syringe 
with the compound. Lower the needle to ap-
proximately 5 mm above the methanol me-
niscus. Slowly introduce the compound 
above the surface of the meniscus. The gas 
will dissolve rapidly in the methanol. 

6.5.2 Fill the flask to volume, stopper, 
then mix by inverting several times. Cal-
culate the concentration in mg/mL (μg/μL ) 
from the weight gain (or density if a known 
volume was injected). 

6.5.3 Transfer the stock solution to a Tef-
lon sealed screw-cap-bottle. Store, with 
minimal headspace, in the dark at ¥10 to 
¥20 °C. 

6.5.4 Prepare fresh standards weekly for 
the gases and 2-chloroethylvinyl ether. All 
other standards are replaced after one 
month, or sooner if comparison with check 
standards indicate a change in concentra-
tion. Quality control check standards that 
can be used to determine the accuracy of 
calibration standards are available from the 
US Environmental Protection Agency, Envi-
ronmental Monitoring and Support Labora-
tory, Cincinnati, Ohio. 

6.6 Labeled compound spiking solution— 
from stock standard solutions prepared as 
above, or from mixtures, prepare the spiking 
solution to contain a concentration such 
that a 5–10 μL spike into each 5 mL sample, 
blank, or aqueous standard analyzed will re-
sult in a concentration of 20 μg/L of each la-
beled compound. For the gases and for the 
water soluble compounds (acrolein, acrylo-
nitrile, acetone, diethyl ether, and MEK), a 
concentration of 100 μg/L may be used. In-
clude the internal standards (Section 7.5) in 
this solution so that a concentration of 20 μg/ 
L in each sample, blank, or aqueous standard 
will be produced. 

6.7 Secondary standards—using stock so-
lutions, prepare a secondary standard in 
methanol to contain each pollutant at a con-
centration of 500 μg/mL For the gases and 
water soluble compounds (Section 6.6), a con-
centration of 2.5 mg/mL may be used. 

6.7.1 Aqueous calibration standards— 
using a 25 μL syringe, add 20 μL of the sec-
ondary standard (Section 6.7) to 50, 100, 200, 
500, and 1000 mL of reagent water to produce 
concentrations of 200, 100, 50, 20, and 10 μg/L, 
respectively. If the higher concentration 
standard for the gases and water soluble 
compounds was chosen (Section 6.6), these 
compounds will be at concentrations of 1000, 
500, 250, 100, and 50 μg/L in the aqueous cali-
bration standards. 

6.7.2 Aqueous performance standard—an 
aqueous standard containing all pollutants, 
internal standards, labeled compounds, and 
BFB is prepared daily, and analyzed each 
shift to demonstrate performance (Section 
11). This standard shall contain either 20 or 
100 μg/L of the labeled and pollutant gases 
and water soluble compounds, 10 μg/L BFB, 
and 20 μg/L of all other pollutants, labeled 
compounds, and internal standards. It may 
be the nominal 20 μg/L aqueous calibration 
standard (Section 6.7.1). 

6.7.3 A methanolic standard containing 
all pollutants and internal standards is pre-
pared to demonstrate recovery of these com-
pounds when syringe injection and purge and 
trap analyses are compared. This standard 
shall contain either 100 μg/mL or 500 μg/mL 
of the gases and water soluble compounds, 
and 100 μg/mL of the remaining pollutants 
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and internal standards (consistent with the 
amounts in the aqueous performance stand-
ard in 6.7.2). 

6.7.4 Other standards which may be need-
ed are those for test of BFB performance 
(Section 7.1) and for collection of mass spec-
tra for storage in spectral libraries (Section 
7.2). 

7. Calibration 

7.1 Assemble the gas chromatographic ap-
paratus and establish operating conditions 
given in table 2. By injecting standards into 
the GC, demonstrate that the analytical sys-
tem meets the detection limits in table 2 and 
the mass-intensity criteria in table 3 for 50 
ng BFB. 

7.2 Mass spectral libraries—detection and 
identification of the compound of interest 
are dependent upon the spectra stored in 
user created libraries. 

7.2.1 Obtain a mass spectrum of each pol-
lutant and labeled compound and each inter-
nal standard by analyzing an authentic 
standard either singly or as part of a mix-
ture in which there is no interference be-
tween closely eluted components. That only 
a single compound is present is determined 
by examination of the spectrum. Fragments 
not attributable to the compound under 
study indicate the presence of an interfering 
compound. Adjust the analytical conditions 
and scan rate (for this test only) to produce 
an undistorted spectrum at the GC peak 
maximum. An undistorted spectrum will 
usually be obtained if five complete spectra 
are collected across the upper half of the GC 
peak. Software algorithms designed to ‘‘en-
hance’’ the spectrum may eliminate distor-
tion, but may also eliminate authentic m/z’s 
or introduce other distortion. 

7.2.3 The authentic reference spectrum is 
obtained under BFB tuning conditions (Sec-
tion 7.1 and table 3) to normalize it to spec-
tra from other instruments. 

7.2.4 The spectrum is edited by saving the 
5 most intense mass spectral peaks and all 
other mass spectral peaks greater than 10 
percent of the base peak. This spectrum is 
stored for reverse search and for compound 
confirmation. 

7.3 Assemble the purge and trap device. 
Pack the trap as shown in Figure 2 and con-
dition overnight at 170–180 °C by 
backflushing with an inert gas at a flow rate 
of 20–30 mL/min. Condition traps daily for a 
minimum of 10 minutes prior to use. 

7.3.1 Analyze the aqueous performance 
standard (Section 6.7.2) according to the 
purge and trap procedure in Section 10. Com-
pute the area at the primary m/z (table 4) for 
each compound. Compare these areas to 
those obtained by injecting one μL of the 
methanolic standard (Section 6.7.3) to deter-
mine compound recovery. The recovery shall 
be greater than 20 percent for the water solu-
ble compounds, and 60–110 percent for all 

other compounds. This recovery is dem-
onstrated initially for each purge and trap 
GC/MS system. The test is repeated only if 
the purge and trap or GC/MS systems are 
modified in any way that might result in a 
change in recovery. 

7.3.2 Demonstrate that 100 ng toluene (or 
toluene-d8) produces an area at m/z 91 (or 99) 
approx one-tenth that required to exceed the 
linear range of the system. The exact value 
must be determined by experience for each 
instrument. It is used to match the calibra-
tion range of the instrument to the analyt-
ical range and detection limits required. 

7.4 Calibration by isotope dilution—the 
isotope dilution approach is used for the 
purgeable organic compounds when appro-
priate labeled compounds are available and 
when interferences do not preclude the anal-
ysis. If labeled compounds are not available, 
or interferences are present, internal stand-
ard methods (Section 7.5 or 7.6) are used. A 
calibration curve encompassing the con-
centration range of interest is prepared for 
each compound determined. The relative re-
sponse (RR) vs concentration (μg/L) is plot-
ted or computed using a linear regression. 
An example of a calibration curve for tol-
uene using toluene-d8 is given in figure 5. 
Also shown are the ±10 percent error limits 
(dotted lines). Relative response is deter-
mined according to the procedures described 
below. A minimum of five data points are re-
quired for calibration (Section 7.4.4). 

7.4.1 The relative response (RR) of pollut-
ant to labeled compound is determined from 
isotope ratio values calculated from acquired 
data. Three isotope ratios are used in this 
process: 

RX=the isotope ratio measured in the pure 
pollutant (figure 6A). 

Ry=the isotope ratio of pure labeled com-
pound (figure 6B). 

Rm=the isotope ratio measured in the ana-
lytical mixture of the pollutant and la-
beled compounds (figure 6C). 

The correct way to calculate RR is: 
RR=(Ry¥Rm) (RX+1)/(Rm¥RX)(Ry+1) If Rm is 
not between 2Ry and 0.5RX, the method does 
not apply and the sample is analyzed by in-
ternal or external standard methods (Section 
7.5 or 7.6). 

7.4.2 In most cases, the retention times of 
the pollutant and labeled compound are the 
same and isotope ratios (R’s) can be cal-
culated from the EICP areas, where: R=(area 
at m1/z)/(area at m2/z) If either of the areas is 
zero, it is assigned a value of one in the cal-
culations; that is, if: area of m1/z=50721, and 
area of m2/z=0, then R=50721/1=50720. The m/ 
z’s are always selected such that RX>Ry. 
When there is a difference in retention times 
(RT) between the pollutant and labeled com-
pounds, special precautions are required to 
determine the isotope ratios. 

RX, Ry, and Rm are defined as follows: 
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RX=[area m1/z (at RT1)]/1 
Ry=1/[area m2/z (at RT2)] 
Rm=[area m1/z (at RT1)]/[area m2/z (at RT2)] 
7.4.3 An example of the above calculations 

can be taken from the data plotted in figure 
6 for toluene and toluene-d8. For these data, 
RX=168920/1=168900, Ry=1/60960=0.00001640, and 
Rm=96868/82508=1.174. The RR for the above 
data is then calculated using the equation 
given in Section 7.4.1. For the example, 
RR=1.174. 

NOTE: Not all labeled compounds elute be-
fore their pollutant analogs. 

7.4.4 To calibrate the analytical system 
by isotope dilution, analyze a 5 mL aliquot 
of each of the aqueous calibration standards 
(Section 6.7.1) spiked with an appropriate 
constant amount of the labeled compound 
spiking solution (Section 6.6), using the 
purge and trap procedure in section 10. Com-
pute the RR at each concentration. 

7.4.5 Linearity—if the ratio of relative re-
sponse to concentration for any compound is 
constant (less than 20 percent coefficient of 
variation) over the 5 point calibration range, 
an averaged relative response/concentration 
ratio may be used for that compound; other-
wise, the complete calibration curve for that 
compound shall be used over the 5 point cali-
bration range. 

7.5 Calibration by internal standard—used 
when criteria for isotope dilution (Section 
7.4) cannot be met. The method is applied to 
pollutants having no labeled analog and to 
the labeled compounds. The internal stand-
ards used for volatiles analyses are 
bromochloromethane, 2-bromo-1- 
chloropropane, and 1,4-dichlorobutane. Con-
centrations of the labeled compounds and 
pollutants without labeled analogs are com-
puted relative to the nearest eluted internal 
standard, as shown in table 2. 

7.5.1 Response factors—calibration re-
quires the determination of response factors 
(RF) which are defined by the following 
equation: 

RF=(AsxCis)/(AisxCs), where As is the EICP 
area at the characteristic m/z for the com-
pound in the daily standard. Ais is the EICP 
area at the characteristic m/z for the inter-
nal standard. 

Cis is the concentration (ug/L) of the inter-
nal standard 

Cs is the concentration of the pollutant in 
the daily standard. 

7.5.2 The response factor is determined at 
10, 20, 50, 100, and 200 ug/L for the pollutants 
(optionally at five times these concentra-
tions for gases and water soluble pollut-
ants—see Section 6.7), in a way analogous to 
that for calibration by isotope dilution (Sec-
tion 7.4.4). The RF is plotted against con-
centration for each compound in the stand-
ard (Cs) to produce a calibration curve. 

7.5.3 Linearity—if the response factor 
(RF) for any compound is constant (less than 
35 percent coefficient of variation) over the 5 

point calibration range, an averaged re-
sponse factor may be used for that com-
pound; otherwise, the complete calibration 
curve for that compound shall be used over 
the 5 point range. 

7.6 Combined calibration—by adding the 
isotopically labeled compounds and internal 
standards (Section 6.6) to the aqueous cali-
bration standards (Section 6.7.1), a single set 
of analyses can be used to produce calibra-
tion curves for the isotope dilution and in-
ternal standard methods. These curves are 
verified each shift (Section 11.5) by purging 
the aqueous performance standard (Section 
6.7.2). Recalibration is required only if cali-
bration and on-going performance (Section 
11.5) criteria cannot be met. 

8. Quality Assurance/Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality assur-
ance program. The minimum requirements 
of this program consist of an initial dem-
onstration of laboratory capability, analysis 
of samples spiked with labeled compounds to 
evaluate and document data quality, and 
analysis of standards and blanks as tests of 
continued performance. Laboratory perform-
ance is compared to established performance 
criteria to determine if the results of anal-
yses meet the performance characteristics of 
the method. 

8.1.1 The analyst shall make an initial 
demonstration of the ability to generate ac-
ceptable accuracy and precision with this 
method. This ability is established as de-
scribed in Section 8.2. 

8.1.2 The analyst is permitted to modify 
this method to improve separations or lower 
the costs of measurements, provided all per-
formance specifications are met. Each time a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2 to demonstrate method perform-
ance. 

8.1.3 Analyses of blanks are required to 
demonstrate freedom from contamination 
and that the compounds of interest and 
interfering compounds have not been carried 
over from a previous analysis (Section 3). 
The procedures and criteria for analysis of a 
blank are described in Sections 8.5 and 11.7. 

8.1.4 The laboratory shall spike all sam-
ples with labeled compounds to monitor 
method performance. This test is described 
in Section 8.3. When results of these spikes 
indicate atypical method performance for 
samples, the samples are diluted to bring 
method performance within acceptable lim-
its (Section 14.2). 

8.1.5 The laboratory shall, on an on-going 
basis, demonstrate through the analysis of 
the aqueous performance standard (Section 
6.7.2) that the analysis system is in control. 
This procedure is described in Sections 11.1 
and 11.5. 
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8.1.6 The laboratory shall maintain 
records to define the quality of data that is 
generated. Development of accuracy state-
ments is described in Sections 8.4 and 11.5.2. 

8.2 Initial precision and accuracy—to es-
tablish the ability to generate acceptable 
precision and accuracy, the analyst shall 
perform the following operations: 

8.2.1 Analyze two sets of four 5–mL 
aliquots (8 aliquots total) of the aqueous per-
formance standard (Section 6.7.2) according 
to the method beginning in Section 10. 

8.2.2 Using results of the first set of four 
analyses in Section 8.2.1, compute the aver-
age recovery (X̄) in μg/L and the standard de-
viation of the recovery (s) in μg/L for each 
compound, by isotope dilution for 
polluitants with a labeled analog, and by in-
ternal standard for labeled compounds and 
pollutants with no labeled analog. 

8.2.3 For each compound, compare s and X̄ 
with the corresponding limits for initial pre-
cision and accuracy found in table 5. If s and 
X̄ for all compounds meet the acceptance cri-
teria, system performance is acceptable and 
analysis of blanks and samples may begin. If 
individual X̄ falls outside the range for accu-
racy, system performance is unacceptable 
for that compound. 

NOTE: The large number of compounds in 
table 5 present a substantial probability that 
one or more will fail one of the acceptance 
criteria when all compoulds are analyzed. To 
determine if the analytical system is out of 
control, or if the failure can be attributed to 
probability, proceed as follows: 

8.2.4 Using the results of the second set of 
four analyses, compute s and X̄ for only 
those compounds which failed the test of the 
first set of four analyses (Section 8.2.3). If 
these compounds now pass, system perform-
ance is acceptable for all compounds and 
analysis of blanks and samples may begin. If, 
however, any of the same compounds fail 
again, the analysis system is not performing 
properly for the compound(s) in question. In 
this event, correct the problem and repeat 
the entire test (Section 8.2.1). 

8.3 The laboratory shall spike all samples 
with labeled compounds to assess method 
performance on the sample matrix. 

8.3.1 Spike and analyze each sample ac-
cording to the method beginning in Section 
10. 

8.3.2 Compute the percent recovery (P) of 
the labeled compounds using the internal 
standard method (Section 7.5). 

8.3.3 Compare the percent recovery for 
each compound with the corresponding la-
beled compound recovery limit in table 5. If 
the recovery of any compound falls outside 
its warning limit, method performance is un-
acceptable for that compound in that sam-
ple. Therefore, the sample matrix is complex 
and the sample is to be diluted and reana-
lyzed, per Section 14.2. 

8.4 As part of the QA program for the lab-
oratory, method accuracy for wastewater 
samples shall be assessed and records shall 
be maintained. After the analysis of five 
wastewater samples for which the labeled 
compounds pass the tests in Section 8.3.3, 
compute the average percent recovery (P) 
and the standard deviation of the percent re-
covery (sp) for the labeled compounds only. 
Express the accuracy assessment as a per-
cent recovery interval from P¥2sp to P+2sp. 
For example, if P=90% and sp=10%, the accu-
racy interval is expressed as 70–110%. Update 
the accuracy assessment for each compound 
on a regular basis (e.g. after each 5–10 new 
accuracy measurements). 

8.5 Blanks—reagent water blanks are ana-
lyzed to demonstrate freedom from carry- 
over (Section 3) and contamination. 

8.5.1 The level at which the purge and 
trap system will carry greater than 5 μg/L of 
a pollutant of interest (table 1) into a suc-
ceeding blank shall be determined by ana-
lyzing successively larger concentrations of 
these compounds. When a sample contains 
this concentration or more, a blank shall be 
analyzed immediately following this sample 
to demonstrate no carry-over at the 5 μg/L 
level. 

8.5.2 With each sample lot (samples ana-
lyzed on the same 8 hr shift), a blank shall be 
analyzed immediately after analysis of the 
aqueous performance standard (Section 11.1) 
to demonstrate freedom from contamina-
tion. If any of the compounds of interest 
(table 1) or any potentially interfering com-
pound is found in a blank at greater than 10 
μg/L (assuming a response factor of 1 relative 
to the nearest eluted internal standard for 
compounds not listed in table 1), analysis of 
samples is halted until the source of con-
tamination is eliminated and a blank shows 
no evidence of contamination at this level. 

8.6 The specifications contained in this 
method can be met if the apparatus used is 
calibrated properly, then maintained in a 
calibrated state. 

The standards used for calibration (Section 
7), calibration verification (Section 11.5) and 
for initial (Section 8.2) and on-going (Section 
11.5) precision and accuracy should be iden-
tical, so that the most precise results will be 
obtained. The GC/MS instrument in par-
ticular will provide the most reproducible re-
sults if dedicated to the settings and condi-
tions required for the analyses of volatiles 
by this method. 

8.7 Depending on specific program re-
quirements, field replicates may be collected 
to determine the precision of the sampling 
technique, and spiked samples may be re-
quired to determine the accuracy of the 
analysis when internal or external standard 
methods are used. 
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9. Sample Collection, Preservation, and 
Handling 

9.1 Grab samples are collected in glass 
containers having a total volume greater 
than 20 mL. Fill sample bottles so that no 
air bubbles pass through the sample as the 
bottle is filled. Seal each bottle so that no 
air bubbles are entrapped. Maintain the her-
metic seal on the sample bottle until time of 
analysis. 

9.2 Samples are maintained at 0–4 °C from 
the time of collection until analysis. If the 
sample contains residual chlorine, add so-
dium thiosulfate preservative (10 mg/40 mL) 
to the empty sample bottles just prior to 
shipment to the sample site. EPA Methods 
330.4 and 330.5 may be used for measurement 
of residual chlorine (Reference 8). If preserv-
ative has been added, shake bottle vigor-
ously for one minute immediately after fill-
ing. 

9.3 Experimental evidence indicates that 
some aromatic compounds, notably benzene, 
toluene, and ethyl benzene are susceptible to 
rapid biological degradation under certain 
environmental conditions. Refrigeration 
alone may not be adequate to preserve these 
compounds in wastewaters for more than 
seven days. For this reason, a separate sam-
ple should be collected, acidified, and ana-
lyzed when these aromatics are to be deter-
mined. Collect about 500 mL of sample in a 
clean container. 

Adjust the pH of the sample to about 2 by 
adding HCl (1+1) while stirring. Check pH 
with narrow range (1.4 to 2.8) pH paper. Fill 
a sample container as described in Section 
9.1. If residual chlorine is present, add so-
dium thiosulfate to a separate sample con-
tainer and fill as in Section 9.1. 

9.4 All samples shall be analyzed within 14 
days of collection. 

10. Purge, Trap, and GC/MS Analysis 

10.1 Remove standards and samples from 
cold storage and bring to 20–25 °. 

10.2 Adjust the purge gas flow rate to 40 ±4 
mL/min. Attach the trap inlet to the purging 
device and set the valve to the purge mode 
(figure 3). Open the syringe valve located on 
the purging device sample introduction nee-
dle (figure 1). 

10.3 Remove the plunger from a 5–mL sy-
ringe and attach a closed syringe valve. Open 
the sample bottle and carefully pour the 
sample into the syringe barrel until it over-
flows. Replace the plunger and compress the 
sample. Open the syringe valve and vent any 
residual air while adjusting the sample vol-
ume to 5.0 mL. Because this process of tak-
ing an aliquot destroys the validity of the 
sample for future analysis, fill a second sy-
ringe at this time to protect against possible 
loss of data. Add an appropriate amount of 
the labeled compound spiking solution (Sec-

tion 6.6) through the valve bore, then close 
the valve. 

10.4 Attach the syringe valve assembly to 
the syringe valve on the purging device. 
Open both syringe valves and inject the sam-
ple into the purging chamber. 

10.5 Close both valves and purge the sam-
ple for 11.0 ±0.1 minutes at 20–25 °C. 

10.6 After the 11 minute purge time, at-
tach the trap to the chromatograph and set 
the purge and trap apparatus to the desorb 
mode (figure 4). Desorb the trapped com-
pounds into the GC column by heating the 
trap to 170–180 °C while backflushing with 
carrier gas at 20–60 mL/min for four minutes. 
Start MS data acquisition upon start of the 
desorb cycle, and start the GC column tem-
perature program 3 minutes later. Table 1 
summarizes the recommended operating con-
ditions for the gas chromatograph. Included 
in this table are retention times and detec-
tion limits that were achieved under these 
conditions. Other columns may be used pro-
vided the requirements in Section 8 can be 
met. If the priority pollutant gases produce 
GC peaks so broad that the precision and re-
covery specifications (Section 8.2) cannot be 
met, the column may be cooled to ambient 
or sub-ambient temperatures to sharpen 
these peaks. 

10.7 While analysis of the desorbed com-
pounds proceeds, empty the purging chamber 
using the sample introduction syringe. Wash 
the chamber with two 5-mL portions of rea-
gent water. After the purging device has 
been emptied, allow the purge gas to vent 
through the chamber until the frit is dry, so 
that it is ready for the next sample. 

10.8 After desorbing the sample for four 
minutes, recondition the trap by returning 
to the purge mode. Wait 15 seconds, then 
close the syringe valve on the purging device 
to begin gas flow through the trap. Maintain 
the trap temperature at 170–180 °C. After ap-
proximately seven minutes, turn off the trap 
heater and open the syringe valve to stop the 
gas flow through the trap. When cool, the 
trap is ready for the next sample. 

11. System Performance 

11.1 At the beginning of each 8 hr shift 
during which analyses are performed, system 
calibration and performance shall be verified 
for all pollutants and labeled compounds. 
For these tests, analysis of the aqueous per-
formance standard (Section 6.7.2) shall be 
used to verify all performance criteria. Ad-
justment and/or recalibration (per Section 7) 
shall be performed until all performance cri-
teria are met. Only after all performance cri-
teria are met may blanks and samples be 
analyzed. 

11.2 BFB spectrum validity—the criteria 
in table 3 shall be met. 

11.3 Retention times—the absolute reten-
tion times of all compounds shall approxi-
mate those given in Table 2. 
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11.4 GC resolution—the valley height be-
tween toluene and toluene-d8 (at m/z 91 and 
99 plotted on the same graph) shall be less 
than 10 percent of the taller of the two 
peaks. 

11.5 Calibration verification and on-going 
precision and accuracy—compute the con-
centration of each polutant (Table 1) by iso-
tope dilution (Section 7.4) for those 
compmunds which have labeled analogs. 
Compute the concentration of each pollutant 
(Table 1) which has no labeled analog by the 
internal standard method (Section 7.5). Com-
pute the concentration of the labeled com-
pounds by the internal standard method. 
These concentrations are computed based on 
the calibration data determined in Section 7. 

11.5.1 For each pollutant and labeled com-
pound, compare the concentration with the 
corresponding limit for on-going accuracy in 
Table 5. If all compmunds meet the accept-
ance criteria, system performance is accept-
able and analysis of blanks and samples may 
continue. If any individual value falls out-
side the range given, system performance is 
unacceptable for that compound. 

NOTE: The large number of compounds in 
Table 5 present a substantial probability 
that one or more will fail the acceptance cri-
teria when all compounds are analyzed. To 
determine if the analytical system is out of 
control, or if the failure may be attributed 
to probability, proceed as follows: 

11.5.1.1 Analyze a second aliquot of the 
aqueous performance standard (Section 
6.7.2). 

11.5.1.2 Compute the concentration for 
only those compounds which failed the first 
test (Section 11.5.1). If these compounds now 
pass, system performance is acceptable for 
all compounds and analyses of blanks and 
samples may proceed. If, however, any of the 
compounds fail again, the measurement sys-
tem is not performing properly for these 
compounds. In this event, locate and correct 
the problem or recalibrate the system (Sec-
tion 7), and repeat the entire test (Section 
11.1) for all compounds. 

11.5.2 Add results which pass the speci-
fication in 11.5.1.2 to initial (Section 8.2) and 
previous on-going data. Update QC charts to 
form a graphic representation of laboratory 
performance (Figure 7). Develop a statement 
of accuracy for each pollutant and labeled 
compound by calculating the average per-
centage recovery (R) and the standard devi-
ation of percent recovery (sr). Express the ac-
curacy as a recovery interval from R¥2sr to 
R+2sr. For example, if R=95% and sr=5%, the 
accuracy is 85–105 percent. 

12. Qualitative Determination—Accomplished 
by Comparison of Data from Analysis of a 
Sample or Blank with Data from Analysis of 
the Shift Standard (Section 11.1). Identifica-
tion is Confirmed When Spectra and Reten-
tion Times Agree Per the Criteria Below 

12.1 Labeled compounds and pollutants 
having no labeled analog: 

12.1.1 The signals for all characteristic 
masses stored in the spectral library (Sec-
tion 7.2.4) shall be present and shall maxi-
mize within the same two consecutive scans. 

12.1.2 Either (1) the background corrected 
EICP areas, or (2) the corrected relative in-
tensities of the mass spectral peaks at the 
GC peak maximum shall agree within a fac-
tor of two (0.5 to 2 times) for all masses 
stored in the library. 

12.1.3 The retention time relative to the 
nearest eluted internal standard shall be 
within ±7 scans or ±20 seconds, whichever is 
greater. 

12.2 Pollutants having a labeled analog: 
12.2.1 The signals for all characteristic 

masses stored in the spectral library (Sec-
tion 7.2.4) shall be present and shall maxi-
mize within the same two consecutive scans. 

12.2.2 Either (1) the background corrected 
EICP areas, or (2) the corrected relative in-
tensities of the mass spectral peaks at the 
GC peak maximum shall agree within a fac-
tor of two for all masses stored in the spec-
tral library. 

12.2.3 The retention time difference be-
tween the pollutant and its labeled analog 
shall agree within ±2 scans or ±6 seconds 
(whichever is greater) of this difference in 
the shift standard (Section 11.1). 

12.3 Masses present in the experimental 
mass spectrum that are not present in the 
reference mass spectrum shall be accounted 
for by contaminant or background ions. If 
the experimental mass spectrum is contami-
nated, an experienced spectrometrist (Sec-
tion 1.4) is to determine the presence or ab-
sence of the compound. 

13. Quantitative Determination 

13.1 Isotope dilution—by adding a known 
amount of a labeled compound to every sam-
ple prior to purging, correction for recovery 
of the pollutant can be made because the pol-
lutant and its labeled analog exhibit the 
same effects upon purging, desorption, and 
gas chromatography. Relative response (RR) 
values for sample mixtures are used in con-
junction with calibration curves described in 
Section 7.4 to determine concentrations di-
rectly, so long as labeled compound spiking 
levels are constant. For the toluene example 
given in Figure 6 (Section 7.4.3), RR would be 
equal to 1.174. For this RR value, the toluene 
calibration curve given in Figure 5 indicates 
a concentration of 31.8 μg/L. 
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13.2 Internal standard—calculate the con-
centration using the response factor deter-
mined from calibration data (Section 7.5) 
and the following equation: 

Concentration =(As × Cis)/(Ais × RF) where 
the terms are as defined in Section 7.5.1. 

13.3 If the EICP area at the quantitation 
mass for any compound exceeds the calibra-
tion range of the system, the sample is di-
luted by successive factors of 10 and these di-
lutions are analyzed until the area is within 
the calibration range. 

13.4 Report results for all pollutants and 
labeled compounds (Table 1) found in all 
standards, blanks, and samples, in μg/L to 
three significant figures. Results for samples 
which have been diluted are reported at the 
least dilute level at which the area at the 
quantitation mass is within the calibration 
range (Section 13.3) and the labeled com-
pound recovery is within the normal range 
for the Method (Section 14.2). 

14. Analysis of Complex Samples 

14.1 Untreated effluents and other sam-
ples frequently contain high levels (>1000 μg/ 
L) of the compounds of interest and of inter-
fering compounds. Some samples will foam 
excessively when purged; others will over-
load the trap/or GC column. 

14.2 Dilute 0.5 mL of sample with 4.5 mL 
of reagent water and analyze this diluted 
sample when labeled compound recovery is 
outside the range given in Table 5. If the re-
covery remains outside of the range for this 
diluted sample, the aqueous performance 
standard shall be analyzed (Section 11) and 
calibration verified (Section 11.5). If the re-
covery for the labeled compmund in the 
aqueous performance standard is outside the 
range given in Table 5, the analytical system 
is out of control. In this case, the instrumelt 
shall be repaired, the performance specifica-
tions in Section 11 shall be met, and the 
analysis of the undiluted sample shall be re-
peated. If the recovery for the aqueous per-
formance standard is within the range given 
in Table 5, the method does not work on the 
sample being analyzed and the result may 
not be reported for regulatory compliance 
purposes. 

14.3 Reverse search computer programs 
can misinterpret the spectrum of 
chromatographically unresolved pollutant 
and labeled compound pairs with overlapping 
spectra when a high level of the pollutant is 
present. Examine each chromatogram for 

peaks greater than the height of the internal 
standard peaks. These peaks can obscure the 
compounds of interest. 

15. Method Performance 

15.1 The specifications for this method 
were taken from the inter-laboratory valida-
tion of EPA Method 624 (reference 9). Method 
1624 has been shown to yield slightly better 
performance on treated effluents than Meth-
od 624. Additional method performance data 
can be found in Reference 10. 
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TABLE 1—VOLATILE ORGANIC COMPOUNDS ANALYZED BY ISOTOPE DILUTION GC/MS 

Compound Storet CAS reg-
istry 

EPA- 
EGD NPDES 

Acetone ................................................................................................................... 81552 67–64–1 516 V ..............
Acrolein ................................................................................................................... 34210 107–02–8 002 V 001 V 
Acrylonitrile .............................................................................................................. 34215 107–13–1 003 V 002 V 
Benzene .................................................................................................................. 34030 71–43–2 004 V 003 V 
Bromodichloromethane ........................................................................................... 32101 75–27–4 048 V 012 V 
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TABLE 1—VOLATILE ORGANIC COMPOUNDS ANALYZED BY ISOTOPE DILUTION GC/MS—Continued 

Compound Storet CAS reg-
istry 

EPA- 
EGD NPDES 

Bromoform ............................................................................................................... 32104 75–25–2 047 V 005 V 
Bromomethane ........................................................................................................ 34413 74–83–9 046 V 020 V 
Carbon tetrachloride ................................................................................................ 32102 56–23–5 006 V 006 V 
Chlorobenzene ........................................................................................................ 34301 108–90–7 007 V 007 V 
Chloroethane ........................................................................................................... 34311 75–00–3 016 V 009 V 
2-chloroethylvinyl ether ........................................................................................... 34576 110–75–8 019 V 010 V 
Chloroform ............................................................................................................... 32106 67–66–1 023 V 011 V 
Chloromethane ........................................................................................................ 34418 74–87–3 045 V 021 V 
Dibromochloromethane ........................................................................................... 32105 124–48–1 051 V 008 V 
1,1-dichloroethane ................................................................................................... 34496 75–34–3 013 V 014 V 
1,2-dichloroethane ................................................................................................... 34536 107–06–2 010 V 015 V 
1,1-dichloroethene ................................................................................................... 34501 75–35–4 029 V 016 V 
Trans-1,2-dichloroethane ........................................................................................ 34546 156–60–5 030 V 026 V 
1,2-dichloropropane ................................................................................................ 34541 78–87–5 032 V 017 V 
Cis-1,3-dichloropropene .......................................................................................... 34704 10061–01–5 .............. ..............
Trans-1,3-dichloropropene ...................................................................................... 34699 10061–02–6 033 V ..............
Diethyl ether ............................................................................................................ 81576 60–29–7 515 V ..............
P-dioxane ................................................................................................................ 81582 123–91–1 527 V ..............
Ethylbenzene ........................................................................................................... 34371 100–41–4 038 V 019 V 
Methylene chloride .................................................................................................. 34423 75–09–2 044 V 022 V 
Methyl ethyl ketone ................................................................................................. 81595 78–93–3 514 V ..............
1,1,2,2-tetrachloroethane ........................................................................................ 34516 79–34–5 015 V 023 V 
Tetrachlorethene ..................................................................................................... 34475 127–18–4 085 V 024 V 
Toluene ................................................................................................................... 34010 108–88–3 086 V 025 V 
1,1,1-trichloroethane ............................................................................................... 34506 71–55–6 011 V 027 V 
1,1,2-trichloroethane ............................................................................................... 34511 79–00–5 014 V 028 V 
Trichloroethene ....................................................................................................... 39180 79–01–6 087 V 029 V 
Vinyl chloride ........................................................................................................... 39175 75–01–4 088 V 031 V 

TABLE 2—GAS CHROMATOGRAPHY OF 
PURGEABLE ORGANIC COMPOUNDS BY ISO-
TOPE DILUTION GC/MS 

EGD 
No. 
(1) 

Compound 
Ref 

EGD 
No. 

Mean 
re-
ten-
tion 
time 
(sec) 

Min-
i 

mum 
level 
(2) 
(μg/ 
L) 

181 Bromochloromethane (I.S.) ...... 181 730 10 
245 Chloromethane-d3 .................... 181 147 50 
345 Chloromethane ......................... 245 148 50 
246 Bromomethane-d3 .................... 181 243 50 
346 Bromomethane ......................... 246 246 50 
288 Vinyl chloride-d3 ....................... 181 301 50 
388 Vinyl chloride ............................ 288 304 10 
216 Chloroethane-d5 ....................... 181 378 50 
316 Chloroethane ............................ 216 386 50 
244 Methylene chloride-d2 .............. 181 512 10 
344 Methylene chloride ................... 244 517 10 
616 Acetone-d6 ............................... 181 554 50 
716 Acetone ..................................... 616 565 50 
002 Acrolein ..................................... 181 566 50 
203 Acrylonitrile-d3 .......................... 181 606 50 
303 Acrylonitrile ............................... 203 612 50 
229 1,1-dichloroethene-d2 ............... 181 696 10 
329 1,1-dichloroethene .................... 229 696 10 
213 1,1-dichloroethane-d3 ............... 181 778 10 
313 1,1-dichloroethane .................... 213 786 10 
615 Diethyl ether-d10 ...................... 181 804 50 
715 Diethyl ether ............................. 615 820 50 
230 Trans-1,2-dichloroethene-d2 .... 181 821 10 
330 Trans-1,2-dichloroethene .......... 230 821 10 
614 Methyl ethyl ketone-d3 ............. 181 840 50 
714 Methyl ethyl ketone .................. 614 848 50 
223 Chloroform-13C1 ...................... 181 861 10 
323 Chloroform ................................ 223 861 10 
210 1,2-dichloroethane-d4 ............... 181 901 10 
310 1,2-dichloroethane .................... 210 910 10 

TABLE 2—GAS CHROMATOGRAPHY OF 
PURGEABLE ORGANIC COMPOUNDS BY ISO-
TOPE DILUTION GC/MS—Continued 

EGD 
No. 
(1) 

Compound 
Ref 

EGD 
No. 

Mean 
re-
ten-
tion 
time 
(sec) 

Min-
i 

mum 
level 
(2) 
(μg/ 
L) 

211 1,1,1-trichloroethane-13C2 ....... 181 989 10 
311 1,1,1-trichloroethane ................. 211 999 10 
527 p-dioxane .................................. 181 1001 10 
206 Carbon tetrachloride-13C1 ....... 182 1018 10 
306 Carbon tetrachloride ................. 206 1018 10 
248 Bromodichloromethane-13C1 ... 182 1045 10 
348 Bromodichloromethane ............. 248 1045 10 
232 1,2-dichloropropane-d6 ............. 182 1123 10 
332 1.2-dichloropropane .................. 232 1134 10 
233 Trans-1,3-dichloropropene-d4 .. 182 1138 10 
333 Trans-1,3-dichloropropene ....... 233 1138 10 
287 Trichloroethene-13C1 ............... 182 1172 10 
387 Trichloroethene ......................... 287 1187 10 
204 Benzene-d6 .............................. 182 1200 10 
304 Benzene .................................... 204 1212 10 
251 Chlorodibromemethane-13C1 .. 182 1222 10 
351 Chlorodibromomethane ............ 251 1222 10 
214 1,1,2-trichloroethane-13C2 ....... 182 1224 10 
314 1,1,2-trichloroethane ................. 214 1224 10 
019 2-chloroethylvinyl ether ............. 182 1278 10 
182 2-bromo-1-chloropropane (I.S.) 182 1306 10 
247 Bromoform-13C1 ...................... 182 1386 10 
347 Bromoform ................................ 247 1386 10 
215 1,1,2,2-tetrachloroethane-d2 .... 183 1525 10 
315 1,1,2,2-tetrachloroethane .......... 215 1525 10 
285 Tetrachloroethene-13C2 ........... 183 1528 10 
385 Tetrachloroethene ..................... 285 1528 10 
183 1,4-dichlorobutale (int std) ........ 183 1555 10 
286 Toluene-d8 ................................ 183 1603 10 
386 Toluene ..................................... 286 1619 10 
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TABLE 2—GAS CHROMATOGRAPHY OF 
PURGEABLE ORGANIC COMPOUNDS BY ISO-
TOPE DILUTION GC/MS—Continued 

EGD 
No. 
(1) 

Compound 
Ref 

EGD 
No. 

Mean 
re-
ten-
tion 
time 
(sec) 

Min-
i 

mum 
level 
(2) 
(μg/ 
L) 

207 Chlorobenzene-d5 .................... 183 1679 10 
307 Chlorobenzene ......................... 207 1679 10 
238 Ethylbenzene-d10 ..................... 183 1802 10 
338 Ethylbenzene ............................ 238 1820 10 
185 Bromofluorobenzene ................ 183 1985 10 

(1) Reference numbers beginning with 0, 1 or 5 indicate a 
pollutant quantified by the internal standard method; reference 
numbers beginning with 2 or 6 indicate a labeled compound 
quantified by the internal standard method; reference numbers 
beginning with 3 or 7 indicate a pollutant quantified by isotope 
dilution. 

(2) This is a minimum level at which the analytical system 
shall give recognizable mass spectra (background corrected) 
and acceptable calibration points. Column: 2.4m (8 ft) × 2 mm 
i.d. glass, packed with one percent SP–1000 coated on 60/80 
Carbopak B. Carrier gas: helium at 40 mL/min. Temperature 
program: 3 min at 45 °C, 8 °C per min to 240 °C, hold at 240 
°C for 15 minutes. 

NOTE: The specifications in this table were developed from 
data collected from three wastewater laboratories. 

TABLE 3—BFB MASS-INTENSITY SPECIFICATIONS 

Mass Intensity required 

50 15 to 40 percent of mass 95. 
75 30 to 60 percent of mass 95. 
95 base peak, 100 percent. 
96 5 to 9 percent of mass 95. 

173 <2 percent of mass 174. 
174 >50 percent of mass 95. 
175 5 to 9 percent of mass 174 
176 95 to 101 percent of mass 174 
177 5 to 9 percent of mass 176. 

TABLE 4—VOLATILE ORGANIC COMPOUND 
CHARACTERISTIC MASSES 

Labeled compound Analog Primary m/ 
z’s 

Acetone ............................................... d6 58/64 
Acrolein ................................................ d2 56/58 
Acrylonitrile .......................................... d3 53/56 
Benzene .............................................. d6 78/84 
Bromodichloromethane ....................... 13C 83/86 
Bromoform ........................................... 13C 173/176 
Bromomethale ..................................... d3 96/99 
Carbon tetrachloride ............................ 13C 47/48 
Chlorobenzene .................................... d5 112/117 
Chloroethane ....................................... d5 64/71 
2-chloroethylvinyl ether ....................... d7 106/113 
Chloroform ........................................... 13C 85/86 
Chloromethane .................................... d3 50/53 
Dibromochloromethane ....................... 13C 129/130 
1,1-dichloroethane ............................... d3 63/66 
1,2-dichloroethane ............................... d4 62/67 
1,1-dichloroethene ............................... d2 61/65 
Trans-1,2-dichloroethene ..................... d2 61/65 
1,2-dichloropropane ............................. d6 63/67 
Cis-1,3-dichloropropene ...................... d4 75/79 
Trans-1,3-dichloropropene .................. d4 75/79 
Diethyl ether ........................................ d10 74/84 
p-dioxane ............................................. d8 88/96 
Ethylbenzene ....................................... d10 106/116 
Methylene chloride .............................. d2 84/88 
Methyl ethyl ketone ............................. d3 72/75 
1,1,2,2-tetrachloroethane ..................... d2 83/84 
Tetrachloroethene ............................... 13C2 166/172 
Toluene ................................................ d8 92/99 
1,1,1-trichloroethane ............................ d3 97/102 
1,1,2-trichloroethane ............................ 13C2 83/84 
Trichloroethene .................................... 13C 95/133 
Vinyl chloride ....................................... d3 62/65 

TABLE 5—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS 

Compound 

Acceptance criteria at 20 μg/L 

Initial precision and accuracy 
section 8.2.3 

Labeled 
compound 
recovery 

sec. 8.3 and 
14.2 

On-going 
accuracy 
sec. 11.5 

s (μg/L) X̄ (μg/L) P (percent) R (μg/L) 

Acetone .............................................................................................. Note 1 
Acrolein .............................................................................................. Note 2 
Acrylonitrile ......................................................................................... Note 2 
Benzene ............................................................................................. 9.0 13.0–28.2 ns–196 4–33 
Bromodichloromethane ...................................................................... 8.2 6.5–31.5 ns–199 4–34 
Bromoform ......................................................................................... 7.0 7.4–35.1 ns–214 6–36 
Bromomethane ................................................................................... 25.0 d–54.3 ns–414 d–61 
Carbon tetrachloride .......................................................................... 6.9 15.9–24.8 42–165 12–30 
Chlorobenzene ................................................................................... 8.2 14.2–29.6 ns–205 4–35 
Chloroethane ...................................................................................... 14.8 2.1–46.7 ns–308 d–51 
2–chloroethylvinyl ether ..................................................................... 36.0 d–69.8 ns–554 d–79 
Chloroform ......................................................................................... 7.9 11.6–26.3 18–172 8–30 
Chloromethane ................................................................................... 26.0 d–55.5 ns–410 d–64 
Dibromochloromethane ...................................................................... 7.9 11.2–29.1 16–185 8–32 
1,1-dichloroethane ............................................................................. 6.7 11.4–31.4 23–191 9–33 
1,2-dichloroethane ............................................................................. 7.7 11.6–30.1 12–192 8–33 
1,1-dichloroethene ............................................................................. 11.7 d–49.8 ns–315 d–52 
Trans-1,2–dichloroethene .................................................................. 7.4 10.5–31.5 15–195 8–34 
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TABLE 5—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS—Continued 

Compound 

Acceptance criteria at 20 μg/L 

Initial precision and accuracy 
section 8.2.3 

Labeled 
compound 
recovery 

sec. 8.3 and 
14.2 

On-going 
accuracy 
sec. 11.5 

s (μg/L) X̄ (μg/L) P (percent) R (μg/L) 

1,2-dichloropropane ........................................................................... 19.2 d–46.8 ns–343 d–51 
Cis–1,3–dichloropropene ................................................................... 22.1 d–51.0 ns–381 d–56 
Trans–1,3–dichloropropene ............................................................... 14.5 d–40.2 ns–284 d–44 
Diethyl ether ....................................................................................... Note 1 
P-dioxane ........................................................................................... Note 1 
Ethyl benzene .................................................................................... 9.6 15.6–28.5 ns–203 5–35 
Methylene chloride ............................................................................. 9.7 d–49.8 ns–316 d–50 
Methyl ethyl ketone ............................................................................ Note 1 
1,1,2,2-tetrachloroethane ................................................................... 9.6 10.7–30.0 5–199 7–34 
Tetrachloroethene .............................................................................. 6.6 15.1–28.5 31–181 11–32 
Toluene .............................................................................................. 6.3 14.5–28.7 4–193 6–33 
1,1,1-trichloroethane .......................................................................... 5.9 10.5–33.4 12–200 8–35 
1,1,2-trichloroethane .......................................................................... 7.1 11.8–29.7 21–184 9–32 
Trichloroethene .................................................................................. 8.9 16.6–29.5 35–196 12–34 
Vinyl chloride ...................................................................................... 27.9 d–58.5 ns–452 d–65 

d = detected; result must be greater than zero. 
ns = no specification; limit would be below detection limit. 

NOTE 1: Specifications not available for these compounds at time of release of this method. 
NOTE 2: Specifications not developed for these compounds; use method 603. 
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METHOD 1625 REVISION B—SEMIVOLATILE OR-
GANIC COMPOUNDS BY ISOTOPE DILUTION GC/ 
MS 

1. Scope and Application 

1.1 This method is designed to determine 
the semivolatile toxic organic pollutants as-
sociated with the 1976 Consent Decree and 

additional compounds amenable to extrac-
tion and analysis by capillary column gas 
chromatography-mass spectrometry (GC/ 
MS). 

1.2 The chemical compounds listed in Ta-
bles 1 and 2 may be determined in municipal 
and industrial discharges by this method. 
The method is designed to meet the survey 
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requirements of Effluent Guidelines Division 
(EGD) and the National Pollutants Dis-
charge Elimination System (NPDES) under 
40 CFR 136.1. Any modifications of this meth-
od, beyond those expressly permitted, shall 
be considered as major modifications subject 
to application and approval of alternate test 
procedures under 40 CFR 136.4 and 136.5. 

1.3 The detection limit of this method is 
usually dependent on the level of inter-
ferences rather than instrumental limita-
tions. The limits listed in Tables 3 and 4 rep-
resent the minimum quantity that can be de-
tected with no interferences present. 

1.4 The GC/MS portions of this method 
are for use only by analysts experienced with 
GC/MS or under the close supervision of such 
qualified persons. Laboratories unfamiliar 
with analyses of environmental samples by 
GC/MS should run the performance tests in 
reference 1 before beginning. 

2. Summary of Method 

2.1 Stable isotopically labeled analogs of 
the compounds of interest are added to a one 
liter wastewater sample. The sample is ex-
tracted at pH 12–13, then at pH <2 with meth-
ylene chloride using continuous extraction 
techniques. The extract is dried over sodium 
sulfate and concentrated to a volume of one 
mL. An internal standard is added to the ex-
tract, and the extract is injected into the gas 
chromatograph (GC). The compounds are 
separated by GC and detected by a mass 
spectrometer (MS). The labeled compounds 
serve to correct the variability of the analyt-
ical technique. 

2.2 Identification of a compound (quali-
tative analysis) is performed by comparing 
the GC retention time and background cor-
rected characteristic spectral masses with 
those of authentic standards. 

2.3 Quantitative analysis is performed by 
GC/MS using extracted ion current profile 
(EICP) areas. Isotope dilution is used when 
labeled compounds are available; otherwise, 
an internal standard method is used. 

2.4 Quality is assured through reproduc-
ible calibration and testing of the extraction 
and GC/MS systems. 

3. Contamination and Interferences 

3.1 Solvents, reagents, glassware, and 
other sample processing hardware may yield 
artifacts and/or elevated baselines causing 
misinterpretation of chromatograms and 
spectra. All materials shall be demonstrated 
to be free from interferences under the con-
ditions of analysis by running method blanks 
initially and with each sample lot (samples 
started through the extraction process on a 
given 8 hr shift, to a maximum of 20). Spe-
cific selection of reagents and purification of 
solvents by distillation in all-glass systems 
may be required. Glassware and, where pos-

sible, reagents are cleaned by solvent rinse 
and baking at 450 °C for one hour minimum. 

3.2 Interferences coextracted from sam-
ples will vary considerably from source to 
source, depending on the diversity of the in-
dustrial complex or municipality being sam-
ples. 

4. Safety 

4.1 The toxicity or carcinogenicity of 
each compound or reagent used in this meth-
od has not been precisely determined; how-
ever, each chemical compound should be 
treated as a potential health hazard. Expo-
sure to these compounds should be reduced 
to the lowest possible level. The laboratory 
is responsible for maintaining a current 
awareness file of OSHA regulations regard-
ing the safe handling of the chemicals speci-
fied in this method. A reference file of data 
handling sheets should also be made avail-
able to all personnel involved in these anal-
yses. Additional information on laboratory 
safety can be found in references 2–4. 

4.2 The following compounds covered by 
this method have been tentatively classified 
as known or suspected human or mammalian 
carcinogens: benzidine benzo(a)anthracene, 
3,3′-dichlorobenzidine, benzo(a)pyrene, 
dibenzo(a,h)anthracene, N- 
nitrosodimethylamine, and b-naphtylamine. 
Primary standards of these compounds shall 
be prepared in a hood, and a NIOSH/MESA 
approved toxic gas respirator should be worn 
when high concentrations are handled. 

5. Apparatus and Materials 

5.1 Sampling equipment for discrete or 
composite sampling. 

5.1.1 Sample bottle, amber glass, 1.1 liters 
minimum. If amber bottles are not available, 
samples shall be protected from light. Bot-
tles are detergent water washed, then sol-
vent rinsed or baked at 450 °C for one hour 
minimum before use. 

5.1.2 Bottle caps—threaded to fit sample 
bottles. Caps are lined with Teflon. Alu-
minum foil may be substituted if the sample 
is not corrosive. Liners are detergent water 
washed, then reagent water (Section 6.5) and 
solvent rinsed, and baked at approximately 
200 °C for one hour minimum before use. 

5.1.3 Compositing equipment—automatic 
or manual compositing system incorporating 
glass containers for collection of a minimum 
1.1 liters. Sample containers are kept at 0 to 
4 °C during sampling. Glass or Teflon tubing 
only shall be used. If the sampler uses a peri-
staltic pump, a minimum length of com-
pressible silicone rubber tubing may be used 
in the pump only. Before use, the tubing is 
thoroughly rinsed with methanol, followed 
by repeated rinsings with reagent water 
(Section 6.5) to minimize sample contamina-
tion. An integrating flow meter is used to 
collect proportional composite samples. 
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5.2 Continuous liquid-liquid extractor— 
Teflon or glass conncecting joints and stop-
cocks without lubrication (Hershberg-Wolf 
Extractor) one liter capacity, Ace Glass 6841– 
10, or equivalent. 

5.3 Drying column—15 to 20 mm i.d. Pyrex 
chromatographic column equipped with 
coarse glass frit or glass wool plug. 

5.4 Kuderna-Danish (K-D) apparatus 
5.4.1 Concentrator tube—10mL, graduated 

(Kontes K–570050–1025, or equivalent) with 
calibration verified. Ground glass stopper 
(size 19/22 joint) is used to prevent evapo-
ration of extracts. 

5.4.2 Evaporation flask—500 mL (Kontes 
K–570001–0500, or equivalent), attached to 
concentrator tube with springs (Kontes K– 
662750–0012). 

5.4.3 Snyder column—three ball macro 
(Kontes K–503000–0232, or equivalent). 

5.4.4 Snyder column—two ball micro 
(Kontes K–469002–0219, or equivalent). 

5.4.5 Boiling chips—approx 10/40 mesh, ex-
tracted with methylene chloride and baked 
at 450 °C for one hr minimum. 

5.5 Water bath—heated, with concentric 
ring cover, capable of temperature control ±2 
°C, installed in a fume hood. 

5.6 Sample vials—amber glass, 2–5 mL 
with Teflon-lined screw cap. 

5.7 Analytical balance—capable of weigh-
ing 0.1 mg. 

5.8 Gas chromatograph—shall have 
splitless or on-column injection port for cap-
illary column, temperature program with 30 
°C hold, and shall meet all of the perform-
ance specifications in Section 12. 

5.8.1 Column—30 ±5 m×0.25 ±0.02 mm i.d. 
5% phenyl, 94% methyl, 1% vinyl silicone 
bonded phase fused silica capillary column (J 
& W DB–5, or equivalent). 

5.9 Mass spectrometer—70 eV electron im-
pact ionization, shall repetitively scan from 
35 to 450 amu in 0.95 to 1.00 second, and shall 
produce a unit resolution (valleys between 
m/z 441–442 less than 10 percent of the height 
of the 441 peak), backgound corrected mass 
spectrum from 50 ng 
decafluorotriphenylphosphine (DFTPP) in-
troduced through the GC inlet. The spectrum 
shall meet the mass-intensity criteria in 
Table 5 (reference 5). The mass spectrometer 
shall be interfaced to the GC such that the 
end of the capillary column terminates with-
in one centimeter of the ion source but does 
not intercept the electron or ion beams. All 
portions of the column which connect the GC 
to the ion source shall remain at or above 
the column temperature during analysis to 
preclude condensation of less volatile com-
pounds. 

5.10 Data system—shall collect and record 
MS data, store mass-intensity data in spec-
tral libraries, process GC/MS data, generate 
reports, and shall compute and record re-
sponse factors. 

5.10.1 Data acquisition—mass spectra 
shall be collected continuously throughout 
the analysis and stored on a mass storage de-
vice. 

5.10.2 Mass spectral libraries—user cre-
ated libraries containing mass spectra ob-
tained from analysis of authentic standards 
shall be employed to reverse search GC/MS 
runs for the compounds of interest (Section 
7.2). 

5.10.3 Data processing—the data system 
shall be used to search, locate, identify, and 
quantify the compounds of interest in each 
GC/MS analysis. Software routines shall be 
employed to compute retention times and 
peak areas. Displays of spectra, mass 
chromatograms, and library comparisons are 
required to verify results. 

5.10.4 Response factors and multipoint 
calibrations—the data system shall be used 
to record and maintain lists of response fac-
tors (response ratios for isotope dilution) and 
multipoint calibration curves (Section 7). 
Computations of relative standard deviation 
(coefficient of variation) are useful for test-
ing calibration linearity. Statistics on ini-
tial (Section 8.2) and on-going (Section 12.7) 
performance shall be computed and main-
tained. 

6. Reagents and Standards 

6.1 Sodium hydroxide—reagent grade, 6N 
in reagent water. 

6.2 Sulfuric acid—reagent grade, 6N in re-
agent water. 

6.3 Sodium sulfate—reagent grade, granu-
lar anhydrous, rinsed with methylene chlo-
ride (20 mL/g) and conditioned at 450 °C for 
one hour minimum. 

6.4 Methylene chloride—distilled in glass 
(Burdick and Jackson, or equivalent). 

6.5 Reagent water—water in which the 
compounds of interest and interfering com-
pounds are not detected by this method. 

6.6 Standard solutions—purchased as so-
lutions or mixtures with certification to 
their purity, concentration, and authen-
ticity, or prepared from materials of known 
purity and composition. If compound purity 
is 96 percent or greater, the weight may be 
used without correction to compute the con-
centration of the standard. When not being 
used, standards are stored in the dark at ¥20 
to ¥10 °C in screw-capped vials with Teflon- 
lined lids. A mark is placed on the vial at the 
level of the solution so that solvent evapo-
ration loss can be detected. The vials are 
brought to room temperature prior to use. 
Any precipitate is redissolved and solvent is 
added if solvent loss has occurred. 

6.7 Preparation of stock solutions—pre-
pare in methylene chloride, benzene, p- 
dioxane, or a mixture of these solvents per 
the steps below. Observe the safety pre-
cautions in Section 4. The large number of 
labeled and unlabeled acid, base/neutral, and 
Appendix C compounds used for combined 
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calibration (Section 7) and calibration 
verification (12.5) require high 
concentratimns (approx 40 mg/mL) when in-
dividual stock solutions are prepared, so 
that dilutions of mixtures will permit cali-
bration with all compounds in a single set of 
solutions. The working range for most com-
pounds is 10–200 μg/mL. Compounds with a re-
duced MS response may be prepared at high-
er concentrations. 

6.7.1 Dissolve an appropriate amount of 
assayed reference material in a suitable sol-
vent. For example, weigh 400 mg naphthalene 
in a 10 mL ground glass stoppered volumetric 
flask and fill to the mark with benzene. 
After the naphthalene is completely dis-
solved, transfer the solution to a 15 mL vial 
with Teflon-lined cap. 

6.7.2 Stock standard solutions should be 
checked for signs of degradation prior to the 
preparation of calibration or performance 
test standards. Quality control check sam-
ples that can be used to determine the accu-
racy of calibration standards are available 
from the US Environmental Protection 
Agency, Environmental Monitoring and Sup-
port Laboratory, Cincinnati, Ohio 45268. 

6.7.3 Stock standard solutions shall be re-
placed after six months, or sooner if com-
parison with quality control check samples 
indicates a change in concentration. 

6.8 Labeled compound spiking solution— 
from stock standard solutions prepared as 
above, or from mixtures, prepare the spiking 
solution at a concentration of 200 μg/mL, or 
at a concentration appropriate to the MS re-
sponse of each compound. 

6.9 Secondary standard—using stock solu-
tions (Section 6.7), prepare a secondary 
standard containing all of the compounds in 
Tables 1 and 2 at a concentration of 400 μg/ 
mL, or higher concentration appropriate to 
the MS response of the compound. 

6.10 Internal standard solution—prepare 
2,2′-difluorobiphenyl (DFB) at a concentra-
tion of 10 mg/mL in benzene. 

6.11 DFTPP solution—prepare at 50 μg/mL 
in acetone. 

6.12 Solutions for obtaining authentic 
mass spectra (Section 7.2)—prepare mixtures 
of compounds at concentrations which will 
assure authentic spectra are obtained for 
storage in libraries. 

6.13 Calibration solutions—combine 0.5 
mL of the solution in Section 6.8 with 25, 50, 
125, 250, and 500 uL of the solution in section 
6.9 and bring to 1.00 mL total volume each. 
This will produce calibration solutions of 
nominal 10, 20, 50, 100, and 200 μg/mL of the 
pollutants and a constant nominal 100 μg/mL 
of the labeled compounds. Spike each solu-
tion with 10 μL of the internal standard solu-
tion (Section 6.10). These solutions permit 
the relative response (labeled to unlabeled) 
to be measured as a function of concentra-
tion (Section 7.4). 

6.14 Precision and recovery standard— 
used for determination of initial (Section 8.2) 
and on-going (Section 12.7) precision and re-
covery. This solution shall contain the pol-
lutants and labeled compounds at a nominal 
concentration of 100 μg/mL. 

6.15 Stability of solutions—all standard 
solutions (Sections 6.8–6.14) shall be analyzed 
within 48 hours of preparation and on a 
monthly basis thereafter for signs of deg-
radation. Standards will remain acceptable 
if the peak area at the quantitation mass 
relative to the DFB internal standard re-
mains within ±15 percent of the area ob-
tained in the initial analysis of the standard. 

7. Calibration 

7.1 Assemble the GC/MS and establish the 
operating conditions in Table 3. Analyze 
standards per the procedure in Section 11 to 
demonstrate that the analytical system 
meets the detection limits in Tables 3 and 4, 
and the mass-intensity criteria in Table 5 for 
50 ng DFTPP. 

7.2 Mass spectral libraries—detection and 
identification of compounds of interest are 
dependent upon spectra stored in user cre-
ated libraries. 

7.2.1 Obtain a mass spectrum of each pol-
lutant, labeled compound, and the internal 
standard by analyzing an authentic standard 
either singly or as part of a mixture in which 
there is no interference between closely 
eluted components. That only a single com-
pound is present is determined by examina-
tion of the spectrum. Fragments not attrib-
utable to the compound under study indicate 
the presence of an interfering compound. 

7.2.2 Adjust the analytical conditions and 
scan rate (for this test only) to produce an 
undistorted spectrum at the GC peak max-
imum. An undistorted spectrum will usually 
be obtained if five complete spectra are col-
lected across the upper half of the GC peak. 
Software algorithms designed to ‘‘enhance’’ 
the spectrum may eliminate distortion, but 
may also eliminate authentic masses or in-
troduce other distortion. 

7.2.3 The authentic reference spectrum is 
obtained under DFTPP tuning conditions 
(Section 7.1 and Table 5) to normalize it to 
spectra from other instruments. 

7.2.4 The spectrum is edited by saving the 
5 most intense mass spectral peaks and all 
other mass spectral peaks greater than 10 
percent of the base peak. This edited spec-
trum is stored for reverse search and for 
compound confirmation. 

7.3 Analytical range—demonstrate that 20 
ng anthracene or phenanthrene produces an 
area at m/z 178 approx one-tenth that re-
quired to exceed the linear range of the sys-
tem. The exact value must be determined by 
experience for each instrument. It is used to 
match the calibration range of the instru-
ment to the analytical range and detection 
limits required, and to diagnose instrument 
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sensitivity problems (Section 15.4). The 20 
ug/mL calibration standard (Section 6.13) can 
be used to demonstrate this performance. 

7.3.1 Polar compound detection—dem-
onstrate that unlabeled pentachlorophenol 
and benzidine are detectable at the 50 μg/mL 
level (per all criteria in Section 13). The 50 
μg/mL calibration standard (Section 6.13) can 
be used to demonstrate this performance. 

7.4 Calibration with isotope dilution—iso-
tope dilution is used when (1) labeled com-
pounds are available, (2) interferences do not 
preclude its use, and (3) the quantitation 
mass extracted ion current profile (EICP) 
area for the compound is in the calibration 
range. If any of these conditions preclude 
isotope dilution, internal standard methods 
(Section 7.5 or 7.6) are used. 

7.4.1 A calibration curve encompassing 
the concentration range is prepared for each 
compound to be determined. The relative re-
sponse (pollutant to labeled) vs concentra-
tion in standard solutions is plotted or com-
puted using a linear regression. The example 
in Figure 1 shows a calibration curve for phe-
nol using phenol-d5 as the isotopic diluent. 
Also shown are the ±10 percent error limits 
(dotted lines). Relative Reponse (RR) is de-
termined according to the procedures de-
scribed below. A minimum of five data 
points are employed for calibration. 

7.4.2 The relative response of a pollutant 
to its labeled analog is determined from iso-
tope ratio values computed from acquired 
data. Three isotope ratios are used in this 
process: 

RX = the isotope ratio measured for the 
pure pollutant. 

Ry = the isotope ratio measured for the la-
beled compound. 

Rm = the isotope ratio of an analytical 
mixture of pollutant and labeled compounds. 

The m/z’s are selected such that RX> Ry. If 
Rm is not between 2Ry and 0.5RX, the method 
does not apply and the sample is analyzed by 
internal or external standard methods. 

7.4.3 Capillary columns usually separate 
the pollutant-labeled pair, with the labeled 
compound eluted first (Figure 2). For this 
case, RX = [area m1/z]/1, at the retention time 
of the pollutant (RT2). Ry = 1/[area m2/z, at 
the retention time of the labeled compound 
RT1). Rm = [area at m1/z (at RT2)]/[area at 
RT1)], as measured in the mixture of the pol-
lutant and labeled compounds (Figure 2), and 
RR = Rm. 

7.4.4 Special precautions are taken when 
the pollutant-labeled pair is not separated, 
or when another labeled compound with 
interfering spectral masses overlaps the pol-
lutant (a case which can occur with isomeric 
compounds). In this case, it is necessary to 
determine the respective contributions of 
the pollutant and labeled compounds to the 
respective EICP areas. If the peaks are sepa-
rated well enough to permit the data system 

or operator to remove the contributions of 
the compounds to each other, the equations 
in Section 7.4.3 apply. This usually occurs 
when the height of the valley between the 
two GC peaks at the same m/z is less than 10 
percent of the height of the shorter of the 
two peaks. If significant GC and spectral 
overlap occur, RR is computed using the fol-
lowing equation: 

RR = (Ry ¥ Rm) (RX + 1)/(Rm ¥ RX) (Ry + 1), 
where RX is measured as shown in Figure 3A, 
Ry is measured as shown in Figure 3B, and 
Rm is measured as shown in Figure 3C. For 
example, RX = 46100/4780 = 9.644, Ry = 2650/ 
43600 = 0.0608, Rm = 49200/48300 = 1.019. amd RR 
= 1.114. 

7.4.5 To calibrate the analytical system 
by isotope dilution, analyze a 1.0 μL aliquot 
of each of the calibration standards (Section 
6.13) using the procedure in Section 11. Com-
pute the RR at each concentration. 

7.4.6 Linearity—if the ratio of relative re-
sponse to concentration for any compound is 
constant (less than 20 percent coefficient of 
variation) over the 5 point calibration range, 
and averaged relative response/concentration 
ratio may be used for that compound; other-
wise, the complete calibration curve for that 
compound shall be used over the 5 point cali-
bration range. 

7.5 Calibration by internal standard—used 
when criteria for istope dilution (Section 7.4) 
cannot be met. The internal standard to be 
used for both acid and base/neutral analyses 
is 2,2′–difluorobiphenyl. The internal stand-
ard method is also applied to determination 
of compounds having no labeled analog, and 
to measurement of labeled compounds for 
intra-laboratory statistics (Sections 8.4 and 
12.7.4). 

7.5.1 Response factors—calibration re-
quires the determination of response factors 
(RF) which are defined by the following 
equation: 

RF = (As × Cis)/(Ais × Cs), where 
As is the area of the characteristic mass for 

the compmund in the daily standard 
Ais is the area of the characteristic mass 

for the internal standard 
Cis is the concentration of the internal 

standard (μg/mL) 
Cs is the concentration of the compound in 

the daily standard (μg/mL) 

7.5.1.1 The response factor is determined 
for at least five concentrations appropriate 
to the response of each compound (Section 
6.13); nominally, 10, 20, 50, 100, and 200 μg/mL. 
The amount of internal standard added to 
each extract is the same (100 μg/mL) so that 
Cis remains constant. The RF is plotted vs 
concentration for each compound in the 
standard (Cs) to produce a calibration curve. 

7.5.1.2 Linearity—if the response factor 
(RF) for any compound is constant (less than 
35 percent coefficient of variation) over the 5 
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point calibration range, an averaged re-
sponse factor may be used for that com-
pound; otherwise, the complete calibration 
curve for that compound shall be used over 
the 5 point range. 

7.6 Combined calibration—by using cali-
bration solutions (Section 6.13) containing 
the pollutants, labeled compounds, and the 
internal standard, a single set of analyses 
can be used to produce calibration curves for 
the isotope dilution and internal standard 
methods. These curves are verified each shift 
(Section 12.5) by analyzing the 100 μg/mL 
calibration standard (Section 6.13). Re-
calibration is required only if calibration 
verification (Section 12.5) criteria cannot be 
met. 

8. Quality Assurance/Quality Control 

8.1 Each laboratory that uses this method 
is required to operate a formal quality assur-
ance program. The minimum requirements 
of this program consist of an initial dem-
onstration of laboratory capability, analysis 
of samples spiked with labeled compounds to 
evaluate and document data quality, and 
analysis of standards and blanks as tests of 
continued performance. Laboratory perform-
ance is compared to established performance 
criteria to determine if the results of anal-
yses meet the performance characteristics of 
the method. 

8.1.1 The analyst shall make an initial 
demonstration of the ability to generate ac-
ceptable accuracy and precision with this 
method. This ability is established as de-
scribed in Section 8.2. 

8.1.2 The analyst is permitted to modify 
this method to improve separations or lower 
the costs of measurements, provided all per-
formance specifications are met. Each time a 
modification is made to the method, the ana-
lyst is required to repeat the procedure in 
Section 8.2 to demonstrate method perform-
ance. 

8.1.3 Analyses of blanks are required to 
demonstrate freedom from contamination. 
The procedures and criteria for analysis of a 
blank are described in Section 8.5. 

8.1.4 The laboratory shall spike all sam-
ples with labeled compounds to monitor 
method performance. This test is described 
in Section 8.3. When results of these spikes 
indicate atypical method performance for 
samples, the samples are diluted to bring 
method performance within acceptable lim-
its (Section 15). 

8.1.5 The laboratory shall, on an on-going 
basis, demonstrate through calibration 
verification and the analysis of the precision 
and recovery standard (Section 6.14) that the 
analysis system is in control. These proce-
dures are described in Sections 12.1, 12.5, and 
12.7. 

8.1.6 The laboratory shall maintain 
records to define the quality of data that is 

generated. Development of accuracy state-
ments is described in Section 8.4. 

8.2 Initial precision and accuracy—to es-
tablish the ability to generate acceptable 
precision and accuracy, the analyst shall 
perform the following operations: 

8.2.1 Extract, concentrate, and analyze 
two sets of four one-liter aliquots (8 aliquots 
total) of the precision and recovery standard 
(Section 6.14) according to the procedure in 
Section 10. 

8.2.2 Using results of the first set of four 
analyses, compute the average recovery (X̄) 
in μg/mL and the standard deviation of the 
recovery (s) in qg/μL for each compound, by 
isotope dilution for pollutants with a labeled 
analog, and by internal standard for labeled 
compounds and pollutants with no labeled 
analog. 

8.2.3 For each compound, compare s and X̄ 
with the corresponding limits for initial pre-
cision and accuracy in Table 8. If s and X̄ for 
all compounds meet the acceptance criteria, 
system performance is acceptable and anal-
ysis of blanks and samples may begin. If, 
however, any individual s exceeds the preci-
sion limit or any individual X̄ falls outside 
the range for accuracy, system performance 
is unacceptable for that compound. 

NOTE: The large number of compounds in 
Table 8 present a substantial probability 
that one or more will fail the acceptance cri-
teria when all compounds are analyzed. To 
determine if the analytical system is out of 
control, or if the failure can be attributed to 
probability, proceed as follows: 

8.2.4 Using the results of the second set of 
four analyses, compute s and X̄ for only 
those compounds which failed the test of the 
first set of four analyses (Section 8.2.3). If 
these compounds now pass, system perform-
ance is acceptable for all compounds and 
analysis of blanks and samples may begin. If, 
however, any of the same compoulds fail 
again, the analysis system is not performing 
properly for these compounds. In this event, 
correct the problem and repeat the entire 
test (Section 8.2.1). 

8.3 The laboratory shall spike all samples 
with labeled compounds to assess method 
performance on the sample matrix. 

8.3.1 Analyze each sample according to 
the method in Section 10. 

8.3.2 Compute the percent recovery (P) of 
the labeled compounds using the internal 
standard methmd (Section 7.5). 

8.3.3 Compare the labeled compound re-
covery for each compound with the cor-
responding limits in Table 8. If the recovery 
of any compounds falls outside its warning 
limit, method performance is unacceptable 
for that compound in that sample, Therefore, 
the sample is complex and is to be diluted 
and reanalyzed per Section 15.4. 

8.4 As part of the QA program for the lab-
oratory, method accuracy for wastewater 
samples shall be assessed and records shall 
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be maintained. After the analysis of five 
wastewater samples for which the labeled 
compounds pass the tests in Section 8.3, 
compute the average percent recovery (P) 
and the standard deviation of the percent re-
covery (sp) for the labeled compounds only. 
Express the accuracy assessment as a per-
cent recovery interval from P—2 sp to P+2sp. 
For example, if P=90% and sp=10%, the accu-
racy interval is expressed as 70–100%. Update 
the accuracy assessment for each compound 
on a regular basis (e.g. after each 5–10 new 
accuracy measurements). 

8.5 Blanks—reagent water blanks are ana-
lyzed to demonstrate freedom from contami-
nation. 

8.5.1 Extract and concentrate a blank 
with each sample lot (samples started 
through the extraction process on the same 
8 hr shift, to a maximum of 20 samples). Ana-
lyze the blank immediately after analysis of 
the precision and recovery standard (Section 
6.14) to demonstrate freedom from contami-
nation. 

8.5.2 If any of the compounds of interest 
(Tables 1 and 2) or any potentially inter-
fering compound is found in a blank at great-
er than 10 μg/L (assuming a response factor 
of 1 relative to the internal standard for 
compounds not listed in Tables 1 and 2), 
analysis of samples is halted until the source 
of contamination is eliminated and a blank 
shows no evidence of contamination at this 
level. 

8.6 The specifications contained in this 
method can be met if the apparatus used is 
calibrated properly, then maintained in a 
calibrated state. The standards used for cali-
bration (Section 7), calibration verification 
(Section 12.5), and for initial (Section 8.2) 
and on-going (Section 12.7) precision and re-
covery should be identical, so that the most 
precise results will be obtained. The GC/MS 
instrument in particular will provide the 
most reproducible results if dedicated to the 
settings and conditions required for the anal-
ysis of semi-volatiles by this method. 

8.7 Depending on specific program re-
quirements, field replicates may be collected 
to determine the precision of the sampling 
technique, and spiked samples may be re-
quired to determine the accuracy of the 
analysis when internal or external standard 
methods are used. 

9. Sample Collection, Preservation, and 
Handling 

9.1 Collect samples in glass containers 
following conventional sampling practices 
(Reference 7). Composite samples are col-
lected in refrigerated glass containers (Sec-
tion 5.1.3) in accordance with the require-
ments of the sampling program. 

9.2 Maintain samples at 0–4 °C from the 
time collectimn until extraction. If residual 
chlorine is present, add 80 mg sodium 
thiosulfate per liter of water. EPA Methods 

330.4 and 330.5 may be used to measure resid-
ual chlorine (Reference 8). 

9.3 Begin sample extraction within seven 
days of collection, and analyze all extracts 
within 40 days of extraction. 

10. Sample Extraction and Concentration (See 
Figure 4) 

10.1 Labeled compound spiking—measure 
1.00 ±0.01 liter of sample into a glass con-
tainer. For untreated effluents, and samples 
which are expected to be difficult to extract 
and/or concentrate, measure an additional 
10.0 ±0.1 mL and dilute to a final volume of 
1.00 ±0.01 liter with reagent water in a glass 
container. 

10.1.1 For each sample or sample lot (to a 
maximum of 20) to be extracted at the same 
time, place three 1.00 ±0.10 liter aliquots of 
reagent water in glass containers. 

10.1.2 Spike 0.5 mL of the labeled com-
pound spiking solution (Section 6.8) into all 
samples and one reagant water aliquot. 

10.1.3 Spike 1.0 mL of the precision and 
recovery standard (Section 6.14) into the two 
remaining reagent water aliquots. 

10.1.4 Stir and equilibrate all solutions for 
1–2 hr. 

10.2 Base/neutral extraction—place 100–150 
mL methylene chloride in each continuous 
extractor and 200–300 in each distilling flask. 

10.2.1 Pour the sample(s), blank, and 
standard aliquots into the extractors. Rinse 
the glass containers with 50–100 mL meth-
ylene chloride and add to the respective ex-
tractor. 

10.2.2 Adjust the pH of the waters in the 
extractors to 12–13 with 6N NaOH while mon-
itoring with a pH meter. Begin the extrac-
tion by heating the flask until the meth-
ylene chloride is boiling. When properly ad-
justed, 1–2 drops of methylene chloride per 
second will fall from the condensor tip into 
the water. After 1–2 hours of extraction, test 
the pH and readjust to 12–13 if required. Ex-
tract for 18–24 hours. 

10.2.3 Remove the distilling flask, esti-
mate and record the volume of extract (to 
the nearest 100 mL), and pour the contents 
through a drying column containing 7 to 10 
cm anhydrous sodium sulfate. Rinse the dis-
tilling flask with 30–50 mL of methylene 
chloride and pour through the drying col-
umn. Collect the solution in a 500 mL K-D 
evaporator flask equipped with a 10 mL con-
centrator tube. Seal, label as the base/neu-
tral fraction, and concentrate per Sections 
10.4 to 10.5. 

10.3 Acid extraction—adjust the pH of the 
waters in the extractors to 2 or less using 6N 
sulfuric acid. Charge clean distilling flasks 
with 300–400 mL of methylene chloride. Test 
and adjust the pH of the waters after the 
first 1–2 hr of extraction. Extract for 18–24 
hours. 

10.3.1 Repeat Section 10.2.3, except label 
as the acid fraction. 
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10.4 Concentration—concentrate the ex-
tracts in separate 500 mL K-D flasks 
equipped with 10 mL concentrator tubes. 

10.4.1 Add 1 to 2 clean boiling chips to the 
flask and attach a three-ball macro Snyder 
column. Prewet the column by adding ap-
proximately one mL of methylene chloride 
through the top. Place the K-D apparatus in 
a hot water bath so that the entire lower 
rounded surface of the flask is bathed with 
steam. Adjust the vertical position of the ap-
paratus and the water temperature as re-
quired to complete the concentration in 15 to 
20 minutes. At the proper rate of distillation, 
the balls of the column will actively chatter 
but the chambers will not flood. When the 
liquid has reached an apparent volume of 1 
mL, remove the K-D apparatus from the bath 
and allow the solvent to drain and cool for at 
least 10 minutes. Remove the Snyder column 
and rinse the flask and its lower joint into 
the concentrator tube with 1–2 mL of meth-
ylene chloride. A 5-mL syringe is rec-
ommended for this operation. 

10.4.2 For performance standards (Sec-
tions 8.2 and 12.7) and for blanks (Section 
8.5), combine the acid and base/neutral ex-
tracts for each at this point. Do not combine 
the acid and base/neutral extracts for sam-
ples. 

10.5 Add a clean boiling chip and attach a 
two ball micro Snyder column to the concen-
trator tube. Prewet the column by adding 
approx 0.5 mL methylene chloride through 
the top. Place the apparatus in the hot water 
bath. Adjust the vertical position and the 
water temperature as required to complete 
the concentration in 5–10 minutes. At the 
proper rate of distillation, the balls of the 
column will actively chatter but the cham-
bers will not flood. When the liquid reaches 
an apparent volume of approx 0.5 mL, re-
move the apparatus from the water bath and 
allow to drain and cool for at least 10 min-
utes. Remove the micro Snyder column and 
rinse its lower joint into the concentrator 
tube with approx 0.2 mL of methylene chlo-
ride. Adjust the final volume to 1.0 mL. 

10.6 Transfer the concentrated extract to 
a clean screw-cap vial. Seal the vial with a 
Teflon-lined lid, and mark the level on the 
vial. Label with the sample number and frac-
tion, and store in the dark at ¥20 to ¥10 °C 
until ready for analysis. 

11. GC/MS Analysis 

11.1 Establish the operating conditions 
given in Table 3 or 4 for analysis of the base/ 
neutral or acid extracts, respectively. For 
analysis of combined extracts (Section 
10.4.2), use the operating conditions in Table 
3. 

11.2 Bring the concentrated extract (Sec-
tion 10.6) or standard (Sections 6.13 through 
6.14) to room temperature and verify that 
any precipitate has redissolved. Verify the 
level on the extract (Sections 6.6 and 10.6) 

and bring to the mark with solvent if re-
quired. 

11.3 Add the internal standard solution 
(Section 6.10) to the extract (use 1.0 uL of so-
lution per 0.1 mL of extract) immediately 
prior to injection to minimize the possibility 
of loss by evaporation, adsorption, or reac-
tion. Mix thoroughly. 

11.4 Inject a volume of the standard solu-
tion or extract such that 100 ng of the inter-
nal standard will be injected, using on-col-
umn or splitless injection. For 1 mL ex-
tracts, this volume will be 1.0 uL. Start the 
GC column initial isothermal hold upon in-
jection. Start MS data collection after the 
solvent peak elutes. Stop data collection 
after the benzo (ghi) perylene or 
pentachlorophenol peak elutes for the base/ 
neutral or acid fraction, respectively. Return 
the column to the initial temperature for 
analysis of the next sample. 

12. System and Laboratory Performance 

12.1 At the beginning of each 8 hr shift 
during which analyses are performed, GC/MS 
system performance and calibration are 
verified for all pollutants and labeled com-
pounds. For these tests, analysis of the 100 
μg/mL calibration standard (Section 6.13) 
shall be used to verify all performance cri-
teria. Adjustment and/or recalibration (per 
Section 7) shall be performed until all per-
formance criteria are met. Only after all per-
formance criteria are met may samples, 
blanks, and precision and recovery standards 
be analyzed. 

12.2 DFTPP spectrum validity—inject 1 
μL of the DFTPP solution (Section 6.11) ei-
ther separately or within a few seconds of in-
jection of the standard (Section 12.1) ana-
lyzed at the beginning of each shift. The cri-
teria in Table 5 shall be met. 

12.3 Retention times—the absolute reten-
tion time of 2,2′-difluorobiphenyl shall be 
within the range of 1078 to 1248 seconds and 
the relative retention times of all pollutants 
and labeled compounds shall fall within the 
limits given in Tables 3 and 4. 

12.4 GC resolution—the valley height be-
tween anthracene and phenanthrene at m/z 
178 (or the analogs at m/z 188) shall not ex-
ceed 10 percent of the taller of the two peaks. 

12.5 Calibration verification—compute 
the concentration of each pollutant (Tables 1 
and 2) by isotope dilution (Section 7.4) for 
those compounds which have labeled 
analogs. Compute the concentration of each 
pollutant which has no labeled analog by the 
internal standard method (Section 7.5). Com-
pute the concentration of the labeled com-
pounds by the internal standard method. 
These concentrations are computed based on 
the calibration data determined in Section 7. 

12.5.1 For each pollutant and labeled com-
pound being tested, compare the concentra-
tion with the calibration verification limit 
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in Table 8. If all compounds meet the accept-
ance criteria, calibration has been verified 
and analysis of blanks, samples, and preci-
sion and recovery standards may proceed. If, 
however, any compound fails, the measure-
ment system is not performing properly for 
that compound. In this event, prepare a fresh 
calibration standard or correct the problem 
causing the failure and repeat the test (Sec-
tion 12.1), or recalibrate (Section 7). 

12.6 Multiple peaks—each compound in-
jected shall give a single, distinct GC peak. 

12.7 On-going precision and accuracy. 
12.7.1 Analyze the extract of one of the 

pair of precision and recovery standards 
(Section 10.1.3) prior to analysis of samples 
from the same lot. 

12.7.2 Compute the concentration of each 
pollutant (Tables 1 and 2) by isotope dilution 
(Section 7.4) for those compounds which have 
labeled analogs. Compute the concentration 
of each pollutant which has no labeled ana-
log by the internal standard method (Section 
7.5). Compute the concentration of the la-
beled compounds by the internal standard 
method. 

12.7.3 For each pollutant and labeled com-
pound, compare the concentration with the 
limits for on-going accuracy in Table 8. If all 
compounds meet the acceptance criteria, 
system performance is acceptable and anal-
ysis of blanks and samples may proceed. If, 
however, any individual concentration falls 
outside of the range given, system perform-
ance is unacceptable for that compound. 

NOTE: The large number of compounds in 
Table 8 present a substantial probability 
that one or more will fail when all com-
pounds are analyzed. To determine if the ex-
traction/concentration system is out of con-
trol or if the failure is caused by probability, 
proceed as follows: 

12.7.3.1 Analyze the second aliquot of the 
pair of precision and recovery standard (Sec-
tion 10.1.3). 

12.7.3.2 Compute the concentration of 
only those pollutants or labeled compounds 
that failed the previous test (Section 12.7.3). 
If these compounds now pass, the extraction/ 
concentration processes are in control and 
analysis of blanks and samples may proceed. 
If, however, any of the same compounds fail 
again, the extraction/concentration proc-
esses are not being performed properly for 
these compounds. In this event, correct the 
problem, re-extract the sample lot (Section 
10) and repeat the on-going precision and re-
covery test (Section 12.7). 

12.7.4 Add results which pass the speci-
fications in Section 12.7.2 to initial and pre-
vious on-going data. Update QC charts to 
perform a graphic representation of contin-
ued laboratory performance (Figure 5). De-
velop a statement of laboratory accuracy for 
each pollutant and labeled compound by cal-
culating the average percent recovery (R) 
and the standard deviation of percent recov-

ery (sr). Express the accuracy as a recovery 
interval from R¥2sr to R+2sr. For example, if 
R=95% and sr=5%, the accuracy is 85¥105%. 

13. Qualitative Determination 

13.1 Qualititative determination is ac-
complished by comparison of data from anal-
ysis of a sample or blank with data from 
analysis of the shift standard (Section 12.1) 
and with data stored in the spectral libraries 
(Section 7.2.4). Identification is confirmed 
when spectra and retention times agree per 
the criteria below. 

13.2 Labeled compounds and pollutants 
having no labeled analog: 

13.2.1 The signals for all characteristic 
masses stored in the spectral library (Sec-
tion 7.2.4) shall be present and shall maxi-
mize within the same two consecutive scans. 

13.2.2 Either (1) the background corrected 
EICP areas, or (2) the corrected relative in-
tensities of the mass spectral peaks at the 
GC peak maximum shall agree within a fac-
tor of two (0.5 to 2 times) for all masses 
stored in the library. 

13.2.3 The retention time relative to the 
nearest eluted internal standard shall be 
within ±15 scans or ±15 seconds, whichever is 
greater of this difference in the shift stand-
ard (Section 12.1). 

13.3 Pollutants having a labled analog: 
13.3.1 The signals for all characteristic 

masses stored in the spectral library (Sec-
tion 7.2.4) shall be present and shall maxi-
mize within the same two consecutive scans. 

13.3.2. Either (1) the background corrected 
EICP areas, or (2) the corrected relative in-
tensities of the mass spectral peaks at the 
GC peak maximum shall agree within a fac-
tor of two for all masses stored in the spec-
tral library. 

13.3.3. The retention time difference be-
tween the pollutant and its labeled analog 
shall agree within ±6 scans or ±6 seconds 
(whichever is greater) of this difference in 
the shift standard (Section 12.1). 

13.4 Masses present in the experimental 
mass spectrum that are not present in the 
reference mass spectrum shall be accounted 
for by contaminant or background ions. If 
the experimental mass spectrum is contami-
nated, an experienced spectrometrist (Sec-
tion 1.4) is to determine the presence or ab-
sence of the cmmpound. 

14. Quantitative Determination 

14.1 Isotope dilution—by adding a known 
amount of a labeled compound to every sam-
ple prior to extraction, correction for recov-
ery of the pollutant can be made because the 
pollutant and its labeled analog exhibit the 
same effects upon extraction, concentration, 
and gas chromatography. Relative response 
(RR) values for mixtures are used in conjunc-
tion with calibration curves described in 
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Section 7.4 to determine concentrations di-
rectly, so long as labeled compound spiking 
levels are constant. For the phenml example 
given in Figure 1 (Section 7.4.1), RR would be 
equal to 1.114. For this RR value, the phenol 
calibration curve given in Figure 1 indicates 
a concentration of 27 μg/mL in the sample ex-
tract (Cex). 

14.2 Internal standard—compute the con-
centration in the extract using the response 
factor determined from calibration data 
(Section 7.5) and the following equation: 
Cex(μg/mL)=(As × Cis/(Ais × RF) where Cex is the 
concentration of the compound in the ex-
tract, and the other terms are as defined in 
Section 7.5.1. 

14.3 The concentration of the pollutant in 
water is computed using the volumes of the 
original water sample (Section 10.1) and the 
final extract volume (Section 10.5), as fol-
lows: Concentration in water (μg/L)=(Cex × 
Vex)/Vs where Vex is the extract volume in 
mL, and Vs is the sample volume in liters. 

14.4 If the EICP area at the quantitiation 
mass for any compound exceeds the calibra-
tion range of the system, the extract of the 
dilute aliquot (Section 10.1) is analyzed by 
isotope dilution; otherwise, the extract is di-
luted by a factor of 10, 9 μL of internal stand-
ard solution (Section 6.10) are added to a 1.0 
mL aliquot, and this diluted extract is ana-
lyzed by the internal standard method (Sec-
tion 14.2). Quantify each compound at the 
highest concentration level within the cali-
bration range. 

14.5 Report results for all pollutants and 
labeled compounds (Tables 1 and 2) found in 
all standards, blanks, and samples in μg/L, to 
three significant figures. Results for samples 
which have been diluted are reported at the 
least dilute level at which the area at the 
quantitation mass is within the calibration 
range (Section 14.4) and the labeled com-
pound recovery is within the normal range 
for the method (Section 15.4). 

15. Analysis of Complex Samples 

15.1 Untreated effluents and other sam-
ples frequently contain high levels (>1000 μg/ 
L) of the compounds of interest, interfering 
compounds, and/or polymeric materials. 
Some samples will not concentrate to one 
mL (Section 10.5); others will overload the 
GC column and/or mass spectrometer. 

15.2 Analyze the dilute aliquot (Section 
10.1) when the sample will not concentrate to 
1.0 mL. If a dilute aliquot was not extracted, 
and the sample holding time (Section 9.3) has 
not been exceeded, dilute an aliquot of the 
sample with reagent water and re-extract 
(Section 10.1); otherwise, dilute the extract 
(Section 14.4) and analyze by the internal 
standard method (Section 14.2). 

15.3 Recovery of internal standard—the 
EICP area of the internal standard should be 
within a factor of two of the area in the shift 
standard (Section 12.1). If the absolute areas 

of the labeled compounds are within a factor 
of two of the respective areas in the shift 
standard, and the internal standard area is 
less than one-half of its respective area, then 
internal standard loss in the extract has oc-
curred. In this case, use one of the labeled 
compounds (perferably a polynuclear aro-
matic hydrocarbon) to compute the con-
centration of a pollutant with no labeled 
analog. 

15.4 Recovery of labeled compounds—in 
most samples, labeled compound recoveries 
will be similar to those from reagent water 
(Section 12.7). If the labeled compound recov-
ery is outside the limits given in Table 8, the 
dilute extract (Section 10.1) is analyzed as in 
Section 14.4. If the recoveries of all labeled 
compounds and the internal staldard are low 
(per the criteria above), then a loss in instru-
ment sensitivity is the most likely cause. In 
this case, the 100 μg/mL calibration standard 
(Section 12.1) shall be analyzed and calibra-
tion verified (Section 12.5). If a loss in sensi-
tivity has occurred, the instrument shall be 
repaired, the performance specifications in 
Section 12 shall be met, and the extract re-
analyzed. If a loss in instrument sensitivity 
has not occurred, the method does not work 
on the sample being analyzed and the result 
may not be reported for regulatory compli-
ance purposes. 

16. Method Performance 

16.1 Interlaboratory performance for this 
method is detailed in references 9 and 10. 

16.2 A chromatogram of the 100 μg/mL 
acid/base/neutral calibration standard (Sec-
tion 6.13) is shown in Figure 6. 
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TABLE 1—BASE/NEUTRAL EXTRACTABLE COMPOUNDS 

Compound STORET CAS reg-
istry 

EPA- 
EGD NPDES 

Acenaphthene ......................................................................................................... 34205 83–32–9 001 B 001 B 
Acenaphthylene ...................................................................................................... 34200 208–96–8 077 B 002 B 
Anthracene ............................................................................................................. 34220 120–12–7 078 B 003 B 
Benzidine ................................................................................................................ 39120 92–87–5 005 B 004 B 
Benzo(a)anthracene ............................................................................................... 34526 56–55–3 072 B 005 B 
Benzo(b)fluoranthene ............................................................................................. 34230 205–99–2 074 B 007 B 
Benzo(k)fluoranthene ............................................................................................. 34242 207–08–9 075 B 009 B 
Benzo(a)pyrene ...................................................................................................... 34247 50–32–8 073 B 006 B 
Benzo(ghi)perylene ................................................................................................. 34521 191–24–2 079 B 008 B 
Biphenyl (Appendix C) ............................................................................................ 81513 92–52–4 512 B ..............
Bis(2-chloroethyl) ether .......................................................................................... 34273 111–44–4 018 B 011 B 
Bis(2-chloroethyoxy)methane ................................................................................. 34278 111–91–1 043 B 010 B 
Bis(2-chloroisopropyl) ether .................................................................................... 34283 108–60–1 042 B 012 B 
Bis(2-ethylhexyl) phthalate ..................................................................................... 39100 117–81–7 066 B 013 B 
4-bromophenyl phenyl ether ................................................................................... 34636 101–55–3 041 B 014 B 
Butyl benzyl phthalate ............................................................................................ 34292 85–68–7 067 B 015 B 
n-C10 (Appendix C) ................................................................................................ 77427 124–18–5 517 B ..............
n-C12 (Appendix C) ................................................................................................ 77588 112–40–2 506 B ..............
n-C14 (Appendix C) ................................................................................................ 77691 629–59–4 518 B ..............
n-C16 (Appendix C) ................................................................................................ 77757 544–76–3 519 B ..............
n-C18 (Appendix C) ................................................................................................ 77804 593–45–3 520 B ..............
n-C20 (Appendix C) ................................................................................................ 77830 112–95–8 521 B ..............
n-C22 (Appendix C) ................................................................................................ 77859 629–97–0 522 B ..............
n-C24 (Appendix C) ................................................................................................ 77886 646–31–1 523 B ..............
n-C26 (Appendix C) ................................................................................................ 77901 630–01–3 524 B ..............
n-C28 (Appendix C) ................................................................................................ 78116 630–02–4 525 B ..............
n-C30 (Appendix C) ................................................................................................ 78117 638–68–6 526 B ..............
Carbazole (4c) ........................................................................................................ 77571 86–74–8 528 B ..............
2-chloronaphthalene ............................................................................................... 34581 91–58–7 020 B 016 B 
4-chlorophenyl phenyl ether ................................................................................... 34641 7005–72–3 040 B 017 B 
Chrysene ................................................................................................................ 34320 218–01–9 076 B 018 B 
P-cymene (Appendix C) ......................................................................................... 77356 99–87–6 513 B ..............
Dibenzo(a,h)anthracene ......................................................................................... 34556 53–70–3 082 B 019 B 
Dibenzofuran (Appendix C and 4c) ........................................................................ 81302 132–64–9 505 B ..............
Dibenzothiophene (Synfuel) ................................................................................... 77639 132–65–0 504 B ..............
Di-n-butyl phthalate ................................................................................................ 39110 84–74–2 068 B 026 B 
1,2-dichlorobenzene ............................................................................................... 34536 95–50–1 025 B 020 B 
1,3-dichlorobenzene ............................................................................................... 34566 541–73–1 026 B 021 B 
1,4-dichlorobenzene ............................................................................................... 34571 106–46–7 027 B 022 B 
3,3′-dichlorobenzidine ............................................................................................. 34631 91–94–1 028 B 023 B 
Diethyl phthalate ..................................................................................................... 34336 84–66–2 070 B 024 B 
2,4-dimethylphenol ................................................................................................. 34606 105–67–9 034 A 003 A 
Dimethyl phthalate .................................................................................................. 34341 131–11–3 071 B 025 B 
2,4-dinitrotoluene .................................................................................................... 34611 121–14–2 035 B 027 B 
2,6-dinitrotoluene .................................................................................................... 34626 606–20–2 036 B 028 B 
Di-n-octyl phthalate ................................................................................................. 34596 117–84–0 069 B 029 B 
Diphenylamine (Appendix C) .................................................................................. 77579 122–39–4 507 B ..............
Diphenyl ether (Appendix C) .................................................................................. 77587 101–84–8 508 B ..............
1,2-diphenylhydrazine ............................................................................................. 34346 122–66–7 037 B 030 B 
Fluoranthene ........................................................................................................... 34376 206–44–0 039 B 031 B 
Fluorene .................................................................................................................. 34381 86–73–7 080 B 032 B 
Hexachlorobenzene ................................................................................................ 39700 118–74–1 009 B 033 B 
Hexachlorobutadiene .............................................................................................. 34391 87–68–3 052 B 034 B 
Hexachloroethane ................................................................................................... 34396 67–72–1 012 B 036 B 
Hexachlorocyclopentadiene .................................................................................... 34386 77–47–4 053 B 035 B 
Indeno(1,2,3-cd)pyrene .......................................................................................... 34403 193–39–5 083 B 037 B 
Isophorone .............................................................................................................. 34408 78–59–1 054 B 038 B 
Naphthalene ........................................................................................................... 34696 91–20–3 055 B 039 B 
B-naphthylamine (Appendix C) .............................................................................. 82553 91–59–8 502 B ..............
Nitrobenzene .......................................................................................................... 34447 98–95–3 056 B 040 B 
N-nitrosodimethylamine .......................................................................................... 34438 62–75–9 061 B 041 B 
N-nitrosodi-n-propylamine ...................................................................................... 34428 621–64–7 063 B 042 B 
N-nitrosodiphenylamine .......................................................................................... 34433 86–30–3 062 B 043 B 
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TABLE 1—BASE/NEUTRAL EXTRACTABLE COMPOUNDS—Continued 

Compound STORET CAS reg-
istry 

EPA- 
EGD NPDES 

Phenanthrene ......................................................................................................... 34461 85–01–8 081 B 044 B 
Phenol ..................................................................................................................... 34694 108–95–2 065 A 010 A 
a-Picoline (Synfuel) ................................................................................................ 77088 109–06–89 503 B ..............
Pyrene .................................................................................................................... 34469 129–00–0 084 B 045 B 
styrene (Appendix C) .............................................................................................. 77128 100–42–5 510 B ..............
a-terpineol (Appendix C) ........................................................................................ 77493 98–55–5 509 B ..............
1,2,3-trichlorobenzene (4c) ..................................................................................... 77613 87–61–6 529 B ..............
1,2,4-trichlorobenzene ............................................................................................ 34551 120–82–1 008 B 046 B 

TABLE 2—ACID EXTRACTABLE COMPOUNDS 

Compound STORET CAS reg-
istry 

EPA- 
EGD NPDES 

4-chloro-3-methylphenol ......................................................................................... 34452 59–50–7 022 A 008 A 
2-chlorophenol ........................................................................................................ 34586 95–57–8 024 A 001 A 
2,4-dichlorophenol .................................................................................................. 34601 120–83–2 031 A 002 A 
2,4-dinitrophenol ..................................................................................................... 34616 51–28–5 059 A 005 A 
2-methyl-4,6-dinitrophenol ...................................................................................... 34657 534–52–1 060 A 004 A 
2-nitrophenol ........................................................................................................... 34591 88–75–5 057 A 006 A 
4-nitrophenol ........................................................................................................... 34646 100–02–7 058 A 007 A 
Pentachlorophenol .................................................................................................. 39032 87–86–5 064 A 009 A 
2,3,6-trichlorophenol (4c) ........................................................................................ 77688 93–37–55 530 A ..............
2,4,5-trichlorophenol (4c) ........................................................................................ .............. 95–95–4 531 A ..............
2,4,6-trichlorophenol ............................................................................................... 34621 88–06–2 021 A 011 A 

TABLE 3—GAS CHROMATOGRAPHY OF BASE/NEUTRAL EXTRACTABLE COMPOUNDS 

EGD 
No. 1 Compound 

Retention time Detec-
tion 

limit 2 
(μg/L) 

Mean 
(sec) 

EGD 
Ref Relative 

164 2,2′-difluorobiphenyl (int std) ................................................................ 1163 164 1.000–1.000 10 
061 N-nitrosodimethylamine ........................................................................ 385 164 ns 50 
603 alpha picoline-d7 ................................................................................... 417 164 0.326–0.393 50 
703 alpha picoline ........................................................................................ 426 603 1.006–1.028 50 
610 styrene-d5 ............................................................................................. 546 164 0.450–0.488 10 
710 styrene .................................................................................................. 549 610 1.002–1.009 10 
613 p-cymene-d14 ....................................................................................... 742 164 0.624–0.652 10 
713 p-cymene .............................................................................................. 755 613 1.008–1.023 10 
265 phenol-d5 .............................................................................................. 696 164 0.584–0.613 10 
365 phenol ................................................................................................... 700 265 0.995–1.010 10 
218 bis(2-chloroethyl) ether-d8 .................................................................... 696 164 0.584–0.607 10 
318 bis(2-chloroethyl) ether ......................................................................... 704 218 1.007–1.016 10 
617 n-decane-d22 ........................................................................................ 698 164 0.585–0.615 10 
717 n-decane ............................................................................................... 720 617 1.022–1.038 10 
226 1,3-dichlorobenzene-d4 ........................................................................ 722 164 0.605–0.636 10 
326 1,3-dichlorobenzene .............................................................................. 724 226 0.998–1.008 10 
227 1,4-dichlorobenzene-d4 ........................................................................ 737 164 0.601–0.666 10 
327 1,4-dichlorobenzene .............................................................................. 740 227 0.997–1.009 10 
225 1,2-dichlorobenzene-d4 ........................................................................ 758 164 0.632–0.667 10 
325 1,2-dichlorobenzene .............................................................................. 760 225 0.995–1.008 10 
242 bis(2-chloroisopropyl) ether-d12 ........................................................... 788 164 0.664–0.691 10 
342 bis(2-chloroisopropyl) ether .................................................................. 799 242 1.010–1.016 10 
212 hexachloroethane-13C .......................................................................... 819 164 0.690–0.717 10 
312 hexachloroethane ................................................................................. 823 212 0.999–1.001 10 
063 N-nitrosodi-n-propylamine ..................................................................... 830 164 ns 20 
256 nitrobenzene-d5 .................................................................................... 845 164 0.706–0.727 10 
356 nitrobenzene ......................................................................................... 849 256 1.002–1.007 10 
254 isophorone-d8 ....................................................................................... 881 164 0.747–0.767 10 
354 isophorone ............................................................................................ 889 254 0.999–1.017 10 
234 2,4-dimethyl phenol-d3 ......................................................................... 921 164 0.781–0.803 10 
334 2,4-dimethylphenol ................................................................................ 924 234 0.999–1.003 10 
043 bis(2-chloroethoxy) methane ................................................................ 939 164 ns 10 
208 1,2,4-trichlorobenzene-d3 ..................................................................... 955 164 0.813–0.830 10 
308 1,2,4-trichlorobenzene .......................................................................... 958 208 1.000–1.005 10 
255 naphthalene-d8 ..................................................................................... 963 164 0.819–0.836 10 
355 naphthalene .......................................................................................... 967 255 1.001–1.006 10 
609 alpha-terpineol-d3 ................................................................................. 973 164 0.829–0.844 10 
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TABLE 3—GAS CHROMATOGRAPHY OF BASE/NEUTRAL EXTRACTABLE COMPOUNDS—Continued 

EGD 
No. 1 Compound 

Retention time Detec-
tion 

limit 2 
(μg/L) 

Mean 
(sec) 

EGD 
Ref Relative 

709 alpha-terpineol ...................................................................................... 975 609 0.998–1.008 10 
606 n-dodecane-d26 .................................................................................... 953 164 0.730–0.908 10 
706 n-dodecane ........................................................................................... 981 606 0.986–1.051 10 
529 1,2,3-trichlorobenzene .......................................................................... 1003 164 ns 10 
252 hexachlorobutadiene-13C4 ................................................................... 1005 164 0.856–0.871 10 
352 hexachlorobutadiene ............................................................................. 1006 252 0.999–1.002 10 
253 hexachlorocyclopentadiene-13C4 ......................................................... 1147 164 0.976–0.986 10 
353 hexachlorocyclopentadiene ................................................................... 1142 253 0.999–1.001 10 
220 2-chloronaphthalene-d7 ........................................................................ 1185 164 1.014–1.024 10 
320 2-chloronaphthalene ............................................................................. 1200 220 0.997–1.007 10 
518 n-tetradecane ........................................................................................ 1203 164 ns 10 
612 Biphenyl-d10 ......................................................................................... 1205 164 1.016–1.027 10 
712 Biphenyl ................................................................................................ 1195 612 1.001–1.006 10 
608 Diphenyl ether-d10 ................................................................................ 1211 164 1.036–1.047 10 
708 Diphenyl ether ....................................................................................... 1216 608 0.997–1.009 10 
277 Acenaphthylene-d8 ............................................................................... 1265 164 1.080–1.095 10 
377 Acenaphthylene .................................................................................... 1247 277 1.000–1.004 10 
271 Dimethyl phthalate-d4 ........................................................................... 1269 164 1.083–1.102 10 
371 Dimethyl phthalate ................................................................................ 1273 271 0.998–1.005 10 
236 2,6-dinitrotoluene-d3 ............................................................................. 1283 164 1.090–1.112 10 
336 2,6-dinitrotoluene .................................................................................. 1300 236 1.001–1.005 10 
201 Acenaphthene-d10 ................................................................................ 1298 164 1.107–1.125 10 
301 Acenaphthene ....................................................................................... 1304 201 0.999–1.009 10 
605 Dibenzofuran-d8 ................................................................................... 1331 164 1.134–1.155 10 
705 Dibenzofuran ......................................................................................... 1335 605 0.998–1.007 10 
602 Beta-naphthylamine-d7 ......................................................................... 1368 164 1.163–1.189 50 
702 Beta-naphthylamine .............................................................................. 1371 602 0.996–1.007 50 
280 Fluorene-d10 ......................................................................................... 1395 164 1.185–1.214 10 
380 Fluorene ................................................................................................ 1401 281 0.999–1.008 10 
240 4-chlorophenyl phenyl ether-d5 ............................................................ 1406 164 1.194–1.223 10 
340 4-chlorophenyl phenyl ether ................................................................. 1409 240 0.990–1.015 10 
270 Diethyl phthalate-d4 .............................................................................. 1409 164 1.197–1.229 10 
370 Diethyl phthalate ................................................................................... 1414 270 0.996–1.006 10 
619 n-hexadecane-d34 ................................................................................ 1447 164 1.010–1.478 10 
719 n-hexadecane ....................................................................................... 1469 619 1.013–1.020 10 
235 2,4-dinitrotoluene-d3 ............................................................................. 1359 164 1.152–1.181 10 
335 2,4-dinitrotoluene .................................................................................. 1344 235 1.000–1.002 10 
237 1,2-diphenylhydrazine-d8 ...................................................................... 1433 164 1.216–1.248 20 
337 1,2-diphenylhydrazine (3) ...................................................................... 1439 237 0.999–1.009 20 
607 Diphenylamine-d10 ............................................................................... 1437 164 1.213–1.249 20 
707 Diphenylamine ...................................................................................... 1439 607 1.000–1.007 20 
262 N-nitrosodiphenylamine-d6 ................................................................... 1447 164 1.225–1.252 20 
362 N-nitrosodiphenylamine (4) ................................................................... 1464 262 1.000–1.002 20 
041 4-bromophenyl phenyl ether ................................................................. 1498 164 1.271–1.307 10 
209 Hexachlorobenzene-13C6 .................................................................... 1521 164 1.288–1.327 10 
309 Hexachlorobenzene .............................................................................. 1522 209 0.999–1.001 10 
281 Phenanthrene-d10 ................................................................................ 1578 164 1.334–1.380 10 
520 n-octadecane ........................................................................................ 1580 164 ns 10 
381 Phenanthrene ....................................................................................... 1583 281 1.000–1.005 10 
278 Anthracene-d10 ..................................................................................... 1588 164 1.342–1.388 10 
378 Anthracene ............................................................................................ 1592 278 0.998–1.006 10 
604 Dibenzothiophene-d8 ............................................................................ 1559 164 1.314–1.361 10 
704 Dibenzothiophene ................................................................................. 1564 604 1.000–1.006 10 
528 Carbazole .............................................................................................. 1650 164 ns 20 
621 n-eicosane-d42 ..................................................................................... 1655 164 1.184–1.662 10 
721 n-eicosane ............................................................................................. 1677 621 1.010–1.021 10 
268 Di-n-butyl phthalate-d4 .......................................................................... 1719 164 1.446–1.510 10 
368 Di-n-butyl phthalate ............................................................................... 1723 268 1.000–1.003 10 
239 Fluoranthene-d10 .................................................................................. 1813 164 1.522–1.596 10 
339 Fluoranthene ......................................................................................... 1817 239 1.000–1.004 10 
284 Pyrene-d10 ........................................................................................... 1844 164 1.523–1.644 10 
384 Pyrene ................................................................................................... 1852 284 1.001–1.003 10 
205 Benzidine-d8 ......................................................................................... 1854 164 1.549–1.632 50 
305 Benzidine .............................................................................................. 1853 205 1.000–1.002 50 
522 n-docosane ........................................................................................... 1889 164 ns 10 
623 n-tetracosane-d50 ................................................................................. 1997 164 1.671–1.764 10 
723 n-tetracosane ........................................................................................ 2025 612 1.012–1.015 10 
067 Butylbenzyl phthalate ............................................................................ 2060 164 ns 10 
276 Chrysene-d12 ........................................................................................ 2081 164 1.743–1.837 10 
376 Chrysene ............................................................................................... 2083 276 1.000–1.004 10 
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TABLE 3—GAS CHROMATOGRAPHY OF BASE/NEUTRAL EXTRACTABLE COMPOUNDS—Continued 

EGD 
No. 1 Compound 

Retention time Detec-
tion 

limit 2 
(μg/L) 

Mean 
(sec) 

EGD 
Ref Relative 

272 Benzo(a)anthracene-d12 ...................................................................... 2082 164 1.735–1.846 10 
372 Benzo(a)anthracene .............................................................................. 2090 272 0.999–1.007 10 
228 3,3′-dichlorobenzidine-d6 ...................................................................... 2088 164 1.744–1.848 50 
328 3,3′-dichlorobenzidine ........................................................................... 2086 228 1.000–1.001 50 
266 Bis(2-ethylhexyl) phthalate-d4 .............................................................. 2123 164 1.771–1.880 10 
366 Bis(2-ethylhexyl) phthalate .................................................................... 2124 266 1.000–1.002 10 
524 n-hexacosane ........................................................................................ 2147 164 ns 10 
269 di-n-octyl phthalate-d4 .......................................................................... 2239 164 1.867–1.982 10 
369 di-n-octyl phthalate ................................................................................ 2240 269 1.000–1.002 10 
525 n-octacosane ........................................................................................ 2272 164 ns 10 
274 Benzo(b)fluoranthene-d12 .................................................................... 2281 164 1.902–2.025 10 
354 Benzo(b)fluoranthene ............................................................................ 2293 274 1.000–1.005 10 
275 Benzo(k)fluoranthene-d12 ..................................................................... 2287 164 1.906–2.033 10 
375 Benzo(k)fluoranthene ............................................................................ 2293 275 1.000–1.005 10 
273 Benzo(a)pyrene-d12 ............................................................................. 2351 164 1.954–2.088 10 
373 Benzo(a)pyrene ..................................................................................... 2350 273 1.000–1.004 10 
626 N-triacontane-d62 ................................................................................. 2384 164 1.972–2.127 10 
726 N-triacontane ........................................................................................ 2429 626 1.011–1.028 10 
083 Indeno(1,2,3-cd)pyrene ......................................................................... 2650 164 ns 20 
082 Dibenzo(a,h)anthracene ........................................................................ 2660 164 ns 20 
279 Benzo(ghi)perylene-d12 ........................................................................ 2741 164 2.187–2.524 20 
379 Benzo(ghi)perylene ............................................................................... 2750 279 1.001–1.006 20 

1 Reference numbers beginning with 0, 1 or 5 indicate a pollutant quantified by the internal standard method; reference num-
bers beginning with 2 or 6 indicate a labeled compound quantified by the internal standard method; reference numbers beginning 
with 3 or 7 indicate a pollutant quantified by isotope dilution. 

2 This is a minimum level at which the entire GC/MS system must give recognizable mass spectra (background corrected) and 
acceptable calibration points. 

3 Detected as azobenzene. 
4 Detected as diphenylamine. 
ns = specification not available at time of release of method. 
Column: 30 ±2 m × 0.25 ±0.02 mm i.d. 94% methyl, 4% phenyl, 1% vinyl bonded phase fused silica capillary. 
Temperature program: 5 min at 30 °C; 30 – 280 °C at 8 °C per min; isothermal at 280 °C until benzo(ghi)perylene elutes. 
Gas velocity: 30 ±5 cm/sec. 

TABLE 4—GAS CHROMATOGRAPHY OF ACID EXTRACTABLE COMPOUNDS 

EGD 
No. 1 Compound 

Retention time Detec-
tion 

limit 2 
(μg/L) 

Mean 
(sec) 

EGD 
Ref Relative 

164 2,2′-difluorobiphenyl (int std) ................................................................ 1163 164 1.000–1.000 10 
224 2-chlorophenol-d4 ................................................................................. 701 164 0.587–0.618 10 
324 2-chlorophenol ...................................................................................... 705 224 0.997–1.010 10 
257 2-nitrophenol-d4 .................................................................................... 898 164 0.761–0.783 20 
357 2-nitrophenol ......................................................................................... 900 257 0.994–1.009 20 
231 2,4-dichlorophenol-d3 ........................................................................... 944 164 0.802–0.822 10 
331 2,4-dichlorophenol ................................................................................. 947 231 0.997–1.006 10 
222 4-chloro-3-methylphenol-d2 .................................................................. 1086 164 0.930–0.943 10 
322 4-chloro-3-methylphenol ....................................................................... 1091 222 0.998–1.003 10 
221 2,4,6-trichlorophenol-d2 ........................................................................ 1162 164 0.994–1.005 10 
321 2,4,6-trichlorophenol ............................................................................. 1165 221 0.998–1.004 10 
531 2,4,5-trichlorophenol ............................................................................. 1170 164 ns 10 
530 2,3,6-trichlorophenol ............................................................................. 1195 164 ns 10 
259 2,4-dinitrophenol-d3 .............................................................................. 1323 164 1.127–1.149 50 
359 2,4-dinitrophenol ................................................................................... 1325 259 1.000–1.005 50 
258 4-nitrophenol-d4 .................................................................................... 1349 164 1.147–1.175 50 
358 4-nitrophenol ......................................................................................... 1354 258 0.997–1.006 50 
260 2-methyl-4,6-dinitrophenol-d2 ............................................................... 1433 164 1.216–1.249 20 
360 2-methyl-4,6-dinitrophenol .................................................................... 1435 260 1.000–1.002 20 
264 Pentachlorophenol-13C6 ...................................................................... 1559 164 1.320–1.363 50 
364 Pentachlorophenol ................................................................................ 1561 264 0.998–1.002 50 

1 Reference numbers beginning with 0, 1 or 5 indicate a pollutant quantified by the internal standard method; reference num-
bers beginning with 2 or 6 indicate a labeled compound quantified by the internal standard method; reference numbers beginning 
with 3 or 7 indicate a pollutant quantified by isotope dilution. 

2 This is a minimum level at which the entire GC/MS system must give recognizable mass spectra (background corrected) and 
acceptable calibration points. 

ns=specification not available at time of release of method. 
Column: 30 ±2m×0.25 ±0.02mm i.d. 94% methyl, 4% phenyl, 1% vinyl bonded phase fused silica capillary. 
Temperature program: 5 min at 30 °C; 8 °C/min. to 250°C or until pentachlorophenol elutes. 
Gas velocity: 30 ±5 cm/sec. 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00343 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



334 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. A, Meth. 1625 

TABLE 5—DFTPP MASS INTENSITY 
SPECIFICATIONS 

Mass Intensity required 

51 30–60 percent of mass 198. 
68 Less than 2 percent of mass 69. 
70 Less than 2 percent of mass 69. 

127 40–60 percent of mass 198. 
197 Less than 1 percent of mass 198. 
199 5–9 percent of mass 198. 
275 10–30 percent of mass 198. 
365 greater than 1 percent of mass 198 
441 present and less than mass 443 
442 40–100 percent of mass 198. 
443 17–23 percent of mass 442. 

TABLE 6—BASE/NEUTRAL EXTRACTABLE 
COMPOUND CHARACTERISTIC MASSES 

Compound Labeled 
analog 

Primary m/ 
z 

Acenaphthene ................................. d10 154 /164 
Acenaphthylene ............................... d8 152 /160 
Anthracene ...................................... d10 178 /188 
Benzidine ......................................... d8 184 /192 
Benzo(a)anthracene ........................ d12 228 /240 
Benzo(b)fluoranthene ...................... d12 252 /264 
Benzo(k)fluoranthene ...................... d12 252 /264 
Benzo(a)pyrene ............................... d12 252 /264 
Benzo(ghi)perylene ......................... d12 276 /288 
Biphenyl ........................................... d10 154 /164 
Bis(2-chloroethyl) ether ................... d8 93 /101 
Bis(2-chloroethoxy)methane ............ ................ 93 
Bis(2-chloroisopropyl) ether ............. d12 121 /131 
Bis(2-ethylhexyl) phthalate .............. d4 149 /153 
4-bromophenyl phenyl ether ........... ................ 248 
Butyl benzyl phthalate ..................... ................ 149 
n-C10 ............................................... d22 55 /66 
n-C12 ............................................... d26 55 /66 
n-C14 ............................................... ................ 55 
n-C16 ............................................... d34 55 /66 
n-C18 ............................................... ................ 55 
n-C20 ............................................... d42 55 /66 
n-C22 ............................................... ................ 55 
n-C24 ............................................... d50 55 /66 
n-C26 ............................................... ................ 55 
n-C28 ............................................... ................ 55 
n-C30 ............................................... d62 55 /66 
Carbazole ........................................ d8 167 /175 
2-chloronaphthalene ........................ d7 162 /169 
4-chlorophenyl phenyl ether ............ d5 204 /209 
Chrysene ......................................... d12 228 /240 
p-cymene ......................................... d14 114 /130 
Dibenzo(a,h)anthracene .................. ................ 278 
Dibenzofuran ................................... d8 168 /176 
Dibenzothiophene ............................ d8 184 /192 
Di-n-butyl phthalate ......................... d4 149 /153 
1,2-dichlorobenzene ........................ d4 146 /152 
1,3-dichlorobenzene ........................ d4 146 /152 

TABLE 6—BASE/NEUTRAL EXTRACTABLE COM-
POUND CHARACTERISTIC MASSES—Continued 

Compound Labeled 
analog 

Primary m/ 
z 

1,4-dichlorobenzene ........................ d4 146 /152 
3,3′-dichlorobenzidine ...................... d6 252 /258 
Diethyl phthalate .............................. d4 149 /153 
2,4-dimethylphenol .......................... d3 122 /125 
Dimethyl phthalate ........................... d4 163 /167 
2,4-dinitrotoluene ............................. d3 164 /168 
2,6-dinitrotoluene ............................. d3 165 /167 
Di-n-octyl phthalate ......................... d4 149 /153 
Diphenylamine ................................. d10 169 /179 
Diphenyl ether ................................. d10 170 /180 
1,2-diphenylhydrazine 1 ................... d10 77 /82 
Fluoranthene ................................... d10 202 /212 
Fluorene .......................................... d10 166 /176 
Hexachlorobenzene ......................... 13C6 284 /292 
Hexachlorobutadiene ....................... 13C4 225 /231 
Hexachloroethane ........................... 13C 201 /204 
Hexachlorocyclopentadiene ............. 13C4 237 /241 
Ideno(1,2,3-cd)pyrene ..................... ................ 276 
Isophorone ....................................... d8 82 /88 
Naphthalene .................................... d8 128 /136 
B-naphthylamine .............................. d7 143 /150 
Nitrobenzene ................................... d5 123 /128 
N-nitrosodimethylamine ................... ................ 74 
N-nitrosodi-n-propylamine ............... ................ 70 
N-nitrosodiphenylamile 2 .................. d6 169 /175 
Phenanthrene .................................. d10 178 /188 
Phenol ............................................. d5 94 /71 
a-picoline ......................................... d7 93 /100 
Pyrene ............................................. d10 202 /212 
Styrene ............................................ d5 104 /109 
a-terpineol ........................................ d3 59 /62 
1,2,3-trichlorobenzene ..................... d3 180 /183 
1,2,4-trichlorobenzene ..................... d3 180 /183 

1 Detected as azobenzene. 
2 Detected as diphenylamine. 

TABLE 7—ACID EXTRACTABLE COMPOUND 
CHARACTERISTIC MASSES 

Compound Labeled 
analog 

Primary m/ 
z 

4-chloro-3-methylphenol .................. d2 107 /109 
2-chlorophenol ................................. d4 128 /132 
2,4-dichlorophenol ........................... d3 162 /167 
2,4-dinitrophenol .............................. d3 184 /187 
2-methyl-4,6-dinitrophenol ............... d2 198 /200 
2-nitrophenol .................................... d4 139 /143 
4-nitrophenol .................................... d4 139 /143 
Pentachlorophenol ........................... 13C6 266 /272 
2,3,6-trichlorophenol ........................ d2 196 /200 
2,4,5-trichlorophenol ........................ d2 196 /200 
2,4,6-trichlorophenol ........................ d2 196 /200 

TABLE 8—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS 

EGD 
No. 1 Compound 

Acceptance criteria 

Initial precision and ac-
curacy section 8.2.3 

(μg/L) 

Labeled com-
pound recov-
ery sec. 8.3 
and 14.2 P 
(percent) 

Calibration 
verification 
sec. 12.5 
(μg/mL) 

On-going 
accuracy 

sec. 11.6 R 
(μg/L) s X 

301 Acenaphthene ................................................... 21 79–134 ........................ 80–125 72–144 
201 Acenaphthene-d10 ............................................ 38 38–147 20–270 71–141 30–180 
377 Acenaphtylene .................................................. 38 69–186 ........................ 60–166 61–207 
277 Acenaphthylene-d8 ........................................... 31 38–146 23–239 66–152 33–168 
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TABLE 8—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS—Continued 

EGD 
No. 1 Compound 

Acceptance criteria 

Initial precision and ac-
curacy section 8.2.3 

(μg/L) 

Labeled com-
pound recov-
ery sec. 8.3 
and 14.2 P 
(percent) 

Calibration 
verification 
sec. 12.5 
(μg/mL) 

On-going 
accuracy 

sec. 11.6 R 
(μg/L) s X 

378 Anthracene ........................................................ 41 58–174 ........................ 60–168 50–199 
278 Anthracene-d10 ................................................. 49 31–194 14–419 58–171 23–242 
305 Benzidine .......................................................... 119 16–518 ........................ 34–296 11–672 
205 Benzidine-d8 ..................................................... 269 ns-ns ns-ns ns-ns ns-ns 
372 Benzo(a)anthracene .......................................... 20 65–168 ........................ 70–142 62–176 
272 Benzo(a)anthracene-d12 .................................. 41 25–298 12–605 28–357 22–329 
374 Benzo(b)fluoranthene ........................................ 183 32–545 ........................ 61–164 20–ns 
274 Benzo(b)fluoranthene-d12 ................................ 168 11–577 ns-ns 14–ns ns-ns 
375 Benzo(k)fluoranthene ........................................ 26 59–143 ........................ 13–ns 53–155 
275 Benzo(k)fluoranthene-d12 ................................. 114 15–514 ns-ns 13–ns ns–685 
373 Benzo(a)pyrene ................................................. 26 62–195 ........................ 78–129 59–206 
273 Benzo(a)pyrene-d12 ......................................... 24 35–181 21–290 12–ns 32–194 
379 Benzo(ghi)perylene ........................................... 21 72–160 ........................ 69–145 58–168 
279 Benzo(ghi)perylene-d12 .................................... 45 29–268 14–529 13–ns 25–303 
712 Biphenyl (Appendix C) ...................................... 41 75–148 ........................ 58–171 62–176 
612 Biphenyl-d12 ..................................................... 43 28–165 ns-ns 52–192 17–267 
318 Bis(2-chloroethyl) ether ..................................... 34 55–196 ........................ 61–164 50–213 
218 Bis(2-chloroethyl) ether-d8 ................................ 33 29–196 15–372 52–194 25–222 
043 Bis(2-chloroethoxy)methane* ............................ 27 43–153 ........................ 44–228 39–166 
342 Bis(2-chloroisopropyl) ether .............................. 17 81–138 ........................ 67–148 77–145 
242 Bis(2-chloroisopropyl)ether-d12 ........................ 27 35–149 20–260 44–229 30–169 
366 Bis(2-ethylhexyl) phthalate ................................ 31 69–220 ........................ 76–131 64–232 
266 Bis(2-ethylhexyl) phthalate-d4 .......................... 29 32–205 18–364 43–232 28–224 
041 4-bromophenyl phenyl ether* ............................ 44 44–140 ........................ 52–193 35–172 
067 Butyl benzyl phthalate* ..................................... 31 19–233 ........................ 22–450 35–170 
717 n-C10 (Appendix C) .......................................... 51 24–195 ........................ 42–235 19–237 
617 n-C10-d22 ......................................................... 70 ns–298 ns-ns 44–227 ns–504 
706 n-C12 (Appendix C) .......................................... 74 35–369 ........................ 60–166 29–424 
606 n-C12-d26 ......................................................... 53 ns–331 ns-ns 41–242 ns–408 
518 n-C14 (Appendix C)* ......................................... 109 ns–985 ........................ 37–268 ns-ns 
719 n-C16 (Appendix C) .......................................... 33 80–162 ........................ 72–138 71–181 
619 n-C16-d34 ......................................................... 46 37–162 18–308 54–186 28–202 
520 n-C18 (Appendix C)* ......................................... 39 42–131 ........................ 40–249 35–167 
721 n-C20 (Appendix C) .......................................... 59 53–263 ........................ 54–184 46–301 
621 n-C20-d42 ......................................................... 34 34–172 19–306 62–162 29–198 
522 n-C22 (Appendix C)* ......................................... 31 45–152 ........................ 40–249 39–195 
723 n-C24 (Appendix C) .......................................... 11 80–139 ........................ 65–154 78–142 
623 n-C24-d50 ......................................................... 28 27–211 15–376 50–199 25–229 
524 n-C26 (Appendix C)* ......................................... 35 35–193 ........................ 26–392 31–212 
525 n-C28 (Appendix C)* ......................................... 35 35–193 ........................ 26–392 31–212 
726 n-C30 (Appendix C) .......................................... 32 61–200 ........................ 66–152 56–215 
626 n-C30-d62 ......................................................... 41 27–242 13–479 24–423 23–274 
528 Carbazole (4c)* ................................................. 38 36–165 ........................ 44–227 31–188 
320 2-chloronaphthalene ......................................... 100 46–357 ........................ 58–171 35–442 
220 2-chloronaphthalene-d7 .................................... 41 30–168 15–324 72–139 24–204 
322 4-chloro-3-methylphenol ................................... 37 76–131 ........................ 85–115 62–159 
222 4-chloro-3-methylphenol-d2 .............................. 111 30–174 ns–613 68–147 14–314 
324 2-chlorophenol .................................................. 13 79–135 ........................ 78–129 76–138 
224 2-chlorophenol-d4 ............................................. 24 36–162 23–255 55–180 33–176 
340 4-chlorophenyl phenyl ether ............................. 42 75–166 ........................ 71–142 63–194 
240 4-chlorophenyl phenyl ether-d5 ........................ 52 40–161 19–325 57–175 29–212 
376 Chrysene ........................................................... 51 59–186 ........................ 70–142 48–221 
276 Chrysene-d12 .................................................... 69 33–219 13–512 24–411 23–290 
713 p-cymene (Appendix C) .................................... 18 76–140 ........................ 79–127 72–147 
613 p-cymene-d14 ................................................... 67 ns–359 ns-ns 66–152 ns–468 
082 Dibenzo(a,h)anthracene* .................................. 55 23–299 ........................ 13–761 19–340 
705 Dibenzofuran (Appendix C) .............................. 20 85–136 ........................ 73–136 79–146 
605 Dibenzofuran-d8 ................................................ 31 47–136 28–220 66–150 39–160 
704 Dibenzothiophene (Synfuel) .............................. 31 79–150 ........................ 72–140 70–168 
604 Dibenzothiophene-d8 ........................................ 31 48–130 29–215 69–145 40–156 
368 Di-n-butyl phthalate ........................................... 15 76–165 ........................ 71–142 74–169 
268 Di-n-butyl phthalate-d4 ...................................... 23 23–195 13–346 52–192 22–209 
325 1,2-dichlorobenzene .......................................... 17 73–146 ........................ 74–135 70–152 
225 1,2-dichlorobenzene-d4 .................................... 35 14–212 ns–494 61–164 11–247 
326 1,3-dichlorobenzene .......................................... 43 63–201 ........................ 65–154 55–225 
226 1,3-dichlorobenzene-d4 .................................... 48 13–203 ns–550 52–192 ns–260 
327 1,4-dichlorobenzene .......................................... 42 61–194 ........................ 62–161 53–219 
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TABLE 8—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS—Continued 

EGD 
No. 1 Compound 

Acceptance criteria 

Initial precision and ac-
curacy section 8.2.3 

(μg/L) 

Labeled com-
pound recov-
ery sec. 8.3 
and 14.2 P 
(percent) 

Calibration 
verification 
sec. 12.5 
(μg/mL) 

On-going 
accuracy 

sec. 11.6 R 
(μg/L) s X 

227 1,4-dichlorobenzene-d4 .................................... 48 15–193 ns–474 65–153 11–245 
328 3,3′-dichlorobenzidine ....................................... 26 68–174 ........................ 77–130 64–185 
228 3,3′-dichlorobenzidine-d6 .................................. 80 ns–562 ns-ns 18–558 ns-ns 
331 2,4-dichlorophenol ............................................. 12 85–131 ........................ 67–149 83–135 
231 2,4-dichlorophenol-d3 ....................................... 28 38–164 24–260 64–157 34–182 
370 Diethyl phthalate ............................................... 44 75–196 ........................ 74–135 65–222 
270 Diethyl phthalate-d4 .......................................... 78 ns–260 ns-ns 47–211 ns-ns 
334 2,4-dimethylphenol ............................................ 13 62–153 ........................ 67–150 60–156 
234 2,4-dimethylphenol-d3 ....................................... 22 15–228 ns–449 58–172 14–242 
371 Dimethyl phthalate ............................................ 36 74–188 ........................ 73–137 67–207 
271 Dimethyl phthalate-d4 ....................................... 108 ns–640 ns-ns 50–201 ns-ns 
359 2,4-dinitrophenol ............................................... 18 72–134 ........................ 75–133 68–141 
259 2,4-dinitrophenol-d3 .......................................... 66 22–308 ns-ns 39–256 17–378 
335 2,4-dinitrotoluene .............................................. 18 75–158 ........................ 79–127 72–164 
235 2,4-dinitrotoluene-d3 ......................................... 37 22–245 10–514 53–187 19–275 
336 2,6-dinitrotoluene .............................................. 30 80–141 ........................ 55–183 70–159 
236 2,6-dinitrotoluene-d3 ......................................... 59 44–184 17–442 36–278 31–250 
369 Di-n-octyl phthalate ........................................... 16 77–161 ........................ 71–140 74–166 
269 Di-n-octyl phthalate-d4 ...................................... 46 12–383 ns-ns 21–467 10–433 
707 Diphenylamine (Appendix C) ............................ 45 58–205 ........................ 57–176 51–231 
607 Diphenylamine-d10 ........................................... 42 27–206 11–488 59–169 21–249 
708 Diphenyl ether (Appendix C) ............................ 19 82–136 ........................ 83–120 77–144 
608 Diphenyl ether-d10 ............................................ 37 36–155 19–281 77–129 29–186 
337 1,2-diphenylhydrazine ....................................... 73 49–308 ........................ 75–134 40–360 
237 1,2-diphenylhydrazine-d10 ................................ 35 31–173 17–316 58–174 26–200 
339 Fluoranthene ..................................................... 33 71–177 ........................ 67–149 64–194 
239 Fluoranthene-d10 .............................................. 35 36–161 20–278 47–215 30–187 
380 Fluorene ............................................................ 29 81–132 ........................ 74–135 70–151 
280 Fluorene-d10 ..................................................... 43 51–131 27–238 61–164 38–172 
309 Hexachlorobenzene .......................................... 16 90–124 ........................ 78–128 85–132 
209 Hexachlorobenzene-13C6 ................................ 81 36–228 13–595 38–265 23–321 
352 hexachlorobutadiene ......................................... 56 51–251 ........................ 74–135 43–287 
252 hexachlorobutadiene-13C4 ............................... 63 ns–316 ns-ns 68–148 ns–413 
312 hexachloroethane .............................................. 227 21–ns ........................ 71–141 13–ns 
212 hexachloroethane-13C1 .................................... 77 ns–400 ns-ns 47–212 ns–563 
353 hexachlorocyclopentadiene ............................... 15 69–144 ........................ 77–129 67–148 
253 hexachlorocyclopentadiene-13C4 ..................... 60 ns-ns ns-ns 47–211 ns-ns 
083 ideno(1,2,3-cd)pyrene* ...................................... 55 23–299 ........................ 13–761 19–340 
354 isophorone ........................................................ 25 76–156 ........................ 70–142 70–168 
254 isophorone-d8 ................................................... 23 49–133 33–193 52–194 44–147 
360 2-methyl-4,6-dinitrophenol ................................ 19 77–133 ........................ 69–145 72–142 
260 2-methyl-4,6-dinitrophenol-d2 ........................... 64 36–247 16–527 56–177 28–307 
355 naphthalene ...................................................... 20 80–139 ........................ 73–137 75–149 
255 naphthalene-d8 ................................................. 39 28–157 14–305 71–141 22–192 
702 B-naphthylamine (Appendix C) ......................... 49 10–ns ........................ 39–256 ns-ns 
602 B-naphthylamine-d7 .......................................... 33 ns-ns ns-ns 44–230 ns-ns 
356 nitrobenzene ..................................................... 25 69–161 ........................ 85–115 65–169 
256 nitrobenzene-d5 ................................................ 28 18–265 ns-ns 46–219 15–314 
357 2-nitrophenol ..................................................... 15 78–140 ........................ 77–129 75–145 
257 2-nitrophenol-d4 ................................................ 23 41–145 27–217 61–163 37–158 
358 4-nitrophenol ..................................................... 42 62–146 ........................ 55–183 51–175 
258 4-nitrophenol-d4 ................................................ 188 14–398 ns-ns 35–287 ns-ns 
061 N-nitrosodimethylamile* .................................... 198 21–472 ........................ 40–249 12–807 
063 N-nitrosodi-n-proplyamine* ............................... 198 21–472 ........................ 40–249 12–807 
362 N-nitrosodiphenylamine .................................... 45 65–142 ........................ 68–148 53–173 
262 N-nitrosodiphenylamine-d6 ............................... 37 54–126 26–256 59–170 40–166 
364 pentachlorophenol ............................................. 21 76–140 ........................ 77–130 71–150 
264 pentachlorophenol-13C6 ................................... 49 37–212 18–412 42–237 29–254 
381 phenanthrene .................................................... 13 93–119 ........................ 75–133 87–126 
281 phenanthrene-d10 ............................................. 40 45–130 24–241 67–149 34–168 
365 phenol ............................................................... 36 77–127 ........................ 65–155 62–154 
265 phenol-d5 .......................................................... 161 21–210 ns-ns 48–208 ns-ns 
703 a-picoline (Synfuel) ........................................... 38 59–149 ........................ 60–165 50–174 
603 a-picoline-d7 ...................................................... 138 11–380 ns-ns 31–324 ns–608 
384 pyrene ............................................................... 19 76–152 ........................ 76–132 72–159 
284 pyrene-d10 ........................................................ 29 32–176 18–303 48–210 28–196 
710 styrene (Appendix C) ........................................ 42 53–221 ........................ 65–153 48–244 
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TABLE 8—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS—Continued 

EGD 
No. 1 Compound 

Acceptance criteria 

Initial precision and ac-
curacy section 8.2.3 

(μg/L) 

Labeled com-
pound recov-
ery sec. 8.3 
and 14.2 P 
(percent) 

Calibration 
verification 
sec. 12.5 
(μg/mL) 

On-going 
accuracy 

sec. 11.6 R 
(μg/L) s X 

610 styrene-d5 ......................................................... 49 ns–281 ns-ns 44–228 ns–348 
709 a-terpineol (Appendix C) ................................... 44 42–234 ........................ 54–186 38–258 
609 a-terpineol-d3 .................................................... 48 22–292 ns–672 20–502 18–339 
529 1,2,3-trichlorobenzene (4c)* .............................. 69 15–229 ........................ 60–167 11–297 
308 1,2,4-trichlorobenzene ...................................... 19 82–136 ........................ 78–128 77–144 
208 1,2,4-trichlorobenzene-d3 ................................. 57 15–212 ns–592 61–163 10–282 
530 2,3,6-trichlorophenol (4c)* ................................. 30 58–137 ........................ 56–180 51–153 
531 2,4,5-trichlorophenol (4c)* ................................. 30 58–137 ........................ 56–180 51–153 
321 2,4,6-trichlorophenol ......................................... 57 59–205 ........................ 81–123 48–244 
221 2,4,6-trichlorophenol-d2 .................................... 47 43–183 21–363 69–144 34–226 

1 Reference numbers beginning with 0, 1 or 5 indicate a pollutant quantified by the internal standard method; reference num-
bers beginning with 2 or 6 indicate a labeled compound quantified by the internal standard method; reference numbers beginning 
with 3 or 7 indicate a pollutant quantified by isotope dilution. 

* Measured by internal standard; specification derived from related compound. 
ns=no specification; limit is outside the range that can be measured reliably. 
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1 EPA Method 1625 Revision B, 
Semivolatile Organic Compounds by Isotope 
Dilution GC/MS, 40 CFR part 136, appendix A. 

ATTACHMENT 1 TO METHOD 1625 

INTRODUCTION 

To support measurement of several 
semivolatile pollutants, EPA has developed 
this attachment to EPA Method 1625B. 1 The 
modifications listed in this attachment are 
approved only for monitoring wastestreams 
from the Centralized Waste Treatment Point 
Source Category (40 CFR part 437) and the 
Landfills Point Source Category (40 CFR 
part 445). EPA Method 1625B (the Method) 
employs sample extraction with methylene 
chloride followed by analysis of the extract 
using capillary column gas chromatography- 
mass spectrometry (GC/MS). This attach-
ment addresses the addition of the 
semivolatile pollutants listed in Tables 1 and 
2 to all applicable standard, stock, and spik-
ing solutions utilized for the determination 
of semivolatile organic compounds by EPA 
Method 1625B. 

1.0 EPA METHOD 1625 REVISION B 
MODIFICATION SUMMARY 

The additional semivolatile organic com-
pounds listed in Tables 1 and 2 are added to 
all applicable calibration, spiking, and other 
solutions utilized in the determination of 
semivolatile compounds by EPA Method 
1625. The instrument is to be calibrated with 
these compounds, and all procedures and 
quality control tests described in the Method 
must be performed. 

2.0 SECTION MODIFICATIONS 

NOTE: All section and figure numbers in 
this Attachment reference section and figure 
numbers in EPA Method 1625 Revision B un-
less noted otherwise. Sections not listed here 
remain unchanged. 
Section 6.7 The stock standard solutions de-

scribed in this section are modified such 
that the analytes in Tables 1 and 2 of this 
attachment are required in addition to 
those specified in the Method. 

Section 6.8 The labeled compound spiking 
solution in this section is modified to in-
clude the labeled compounds listed in Ta-
bles 5 and 6 of this attachment. 

Section 6.9 The secondary standard is modi-
fied to include the additional analytes 
listed in Tables 1 and 2 of this attach-
ment. 

Section 6.12 The solutions for obtaining au-
thentic mass spectra are to include all 
additional analytes listed in Tables 1 and 
2 of this attachment. 

Section 6.13 The calibration solutions are 
modified to include the analytes listed in 
Tables 1 and 2 and the labeled compounds 
listed in Tables 5 and 6 of this attach-
ment. 

Section 6.14 The precision and recovery 
standard is modified to include the 
analytes listed in Tables 1 and 2 and the 
labeled compounds listed in Tables 5 and 
6 of this attachment. 

Section 6.15 The solutions containing the 
additional analytes listed in Tables 1 and 
2 of this attachment are to be analyzed 
for stability. 

Section 7.2.1 This section is modified to in-
clude the analytes listed in Tables 1 and 
2 and the labeled compounds listed in Ta-
bles 5 and 6 of this attachment. 

Section 7.4.5 This section is modified to in-
clude the analytes listed in Tables 1 and 
2 and the labeled compounds listed in Ta-
bles 5 and 6 in the calibration. 

Section 8.2 The initial precision and recov-
ery (IPR) requirements are modified to 
include the analytes listed in Tables 1 
and 2 and the labeled compounds listed in 
Tables 5 and 6 of this attachment. Addi-
tional IPR performance criteria are sup-
plied in Table 7 of this attachment. 

Section 8.3 The labeled compounds listed in 
Tables 3 and 4 of this attachment are to 
be included in the method performance 
tests. Additional method performance 
criteria are supplied in Table 7 of this at-
tachment. 

Section 8.5.2 The acceptance criteria for 
blanks includes the analytes listed in Ta-
bles 1 and 2 of this attachment. 

Section 10.1.2 The labeled compound solu-
tion must include the labeled compounds 
listed in Tables 5 and 6 of this attach-
ment. 

Section 10.1.3 The precision and recovery 
standard must include the analytes list-
ed in Tables 1 and 2 and the labeled com-
pounds listed in Tables 5 and 6 of this at-
tachment. 

Section 12.5 Additional QC requirements for 
calibration verification are supplied in 
Table 7 of this attachment. 

Section 12.7 Additional QC requirements for 
ongoing precision and recovery are sup-
plied in Table 7 of this attachment. 
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TABLE 1—BASE/NEUTRAL EXTRACTABLE COMPOUNDS 

Compound 

Pollutant 

CAS 
Registry EPA-EGD 

acetophenone 1 .......................................................................................................................................... 98–86–2 758 
aniline 2 ...................................................................................................................................................... 62–53–3 757 
-2,3-dichloroaniline 1 .................................................................................................................................. 608–27–5 578 
-o-cresol 1 .................................................................................................................................................. 95–48–7 771 
pyridine 2 .................................................................................................................................................... 110–86–1 1330 

CAS = Chemical Abstracts Registry. 
EGD = Effluent Guidelines Division. 
1 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 
2 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 2—ACID EXTRACTABLE COMPOUNDS 

Compound 

Pollutant 

CAS 
Registry EPA-EGD 

p-cresol 1 .................................................................................................................................................... 106–44–5 1744 

CAS = Chemical Abstracts Registry. 
EGD = Effluent Guidelines Division. 
1 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 3—GAS CHROMATOGRAPHY 1 OF BASE/NEUTRAL EXTRACTABLE COMPOUNDS 

EGD No. Compound 

Retention time 2 Minimum 
level 3 
(μg/L) Mean 

(sec) EGD Ref Relative 

758 ....................... acetophenone 4 ................................... 818 658 1.003–1.005 10 
757 ....................... aniline 5 ................................................ 694 657 0.994–1.023 10 
578 ....................... 2,3-dichloroaniline 4 ............................. 1160 164 1.003–1.007 10 
771 ....................... o-cresol 4 ............................................. 814 671 1.005–1.009 10 
1330 ..................... pyridine 5 .............................................. 378 1230 1.005–1.011 10 

EGD = Effluent Guidelines Division. 
1 The data presented in this table were obtained under the chromatographic conditions given in the footnote to Table 3 of EPA 

Method 1625B. 
2 Retention times are approximate and are intended to be consistent with the retention times for the analytes in EPA Method 

1625B. 
3 See the definition in footnote 2 to Table 3 of EPA Method 1625B. 
4 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 
5 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 4—GAS CHROMATOGRAPHY 1 OF ACID EXTRACTABLE COMPOUNDS 

EGD No. Compound 

Retention time 2 Minimum 
level 

(μ/L) 3 Mean 
(sec) EGD Ref Relative 

1744 ..................... p-cresol 4 ............................................. 834 1644 1.004–1.008 20 

EGD = Effluent Guidelines Division. 
1 The data presented in this table were obtained under the chromatographic conditions given in the footnote to Table 4 of EPA 

Method 1625B. 
2 Retention times are approximate and are intended to be consistent with the retention times for the analytes in EPA Method 

1625B. 
3 See the definition in footnote 2 to Table 4 of EPA Method 1625B. 
4 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 5—BASE/NEUTRAL EXTRACTABLE COMPOUND CHARACTERISTIC M/Z’S 

Compound Labeled Ana-
log 

Primary 
m/z 1 

acetophenone 2 .................................................................................................................................. d5 105/110 
aniline 3 .............................................................................................................................................. d7 93/100 
o-cresol 2 ............................................................................................................................................ d7 108/116 
2,3-dichloroaniline 2 ........................................................................................................................... n/a 161 
pyridine 3 ............................................................................................................................................ d5 79/84 

m/z = mass to charge ratio. 
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1 Native/labeled. 
2 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 
3 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 6—ACID EXTRACTABLE COMPOUND CHARACTERISTIC M/Z’S 

Compound Labeled Ana-
log 

Primary 
m/z 1 

p-cresol 2 ............................................................................................................................................ d7 108/116 

m/z = mass to charge ratio. 
1 Native/labeled. 
2 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

TABLE 7—ACCEPTANCE CRITERIA FOR PERFORMANCE TESTS 

EGD No. Compound 

Acceptance criteria 

Calibration 
verification 
sec. 12.5 
μg/mL) 

On-going 
accuracy 

sec. 12.7 R 
(μg/L) 

Initial precision and accu-
racy section 8.2 

(μg/L) 

Labeled 
compound 
recovery 

sec. 8.3 and 
14.2 P 

(percent) 
s 

(μg/L) X 

758 ....................... acetophenone 1 ........................... 34 44–167 .................... 85–115 45–162 
658 ....................... acetophenone-d 5

1 ...................... 51 23–254 45–162 85–115 22–264 
757 ....................... aniline 2 ....................................... 32 30–171 .................... 85–115 33–154 
657 ....................... aniline-d 7

2 .................................. 71 15–278 33–154 85–115 12–344 
771 ....................... o-cresol 1 ..................................... 40 31–226 .................... 85–115 35–196 
671 ....................... o-cresol-d 7

1 ................................ 23 30–146 35–196 85–115 31–142 
1744 ..................... p-cresol 2 ..................................... 59 54–140 .................... 85–115 37–203 
1644 ..................... p-cresol-d7

2 ................................ 22 11–618 37–203 85–115 16–415 
578 ....................... 2,3-dichloroaniline 1 ..................... 13 40–160 .................... 85–115 44–144 
1330 ..................... pyridine 2 ..................................... 28 10–421 .................... 83–117 18–238 
1230 ..................... pyridine-d 5

2 ................................ ns 7–392 19–238 85–115 4–621 

s = Standard deviation of four recovery measurements. 
X = Average recovery for four recovery measurements. 
EGD = Effluent Guidelines Division. 
ns = no specification; limit is outside the range that can be measured reliably. 
1 Analysis of this pollutant is approved only for the Centralized Waste Treatment industry. 
2 Analysis of this pollutant is approved only for the Centralized Waste Treatment and Landfills industries. 

[49 FR 43261, Oct. 26, 1984; 50 FR 692, 695, Jan. 4, 1985, as amended at 51 FR 23702, June 30, 1986; 
62 FR 48405, Sept. 15, 1997; 65 FR 3044, Jan. 19, 2000; 65 FR 81295, 81298, Dec. 22, 2000] 

APPENDIX B TO PART 136—DEFINITION 
AND PROCEDURE FOR THE DETER-
MINATION OF THE METHOD DETEC-
TION LIMIT—REVISION 1.11 

Definition 

The method detection limit (MDL) is de-
fined as the minimum concentration of a 
substance that can be measured and reported 
with 99% confidence that the analyte con-
centration is greater than zero and is deter-
mined from analysis of a sample in a given 
matrix containing the analyte. 

Scope and Application 

This procedure is designed for applicability 
to a wide variety of sample types ranging 
from reagent (blank) water containing 
analyte to wastewater containing analyte. 
The MDL for an analytical procedure may 
vary as a function of sample type. The proce-
dure requires a complete, specific, and well 
defined analytical method. It is essential 
that all sample processing steps of the ana-

lytical method be included in the determina-
tion of the method detection limit. 

The MDL obtained by this procedure is 
used to judge the significance of a single 
measurement of a future sample. 

The MDL procedure was designed for appli-
cability to a broad variety of physical and 
chemical methods. To accomplish this, the 
procedure was made device- or instrument- 
independent. 

Procedure 

1. Make an estimate of the detection limit 
using one of the following: 

(a) The concentration value that cor-
responds to an instrument signal/noise in the 
range of 2.5 to 5. 

(b) The concentration equivalent of three 
times the standard deviation of replicate in-
strumental measurements of the analyte in 
reagent water. 

(c) That region of the standard curve where 
there is a significant change in sensitivity, 
i.e., a break in the slope of the standard 
curve. 
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(d) Instrumental limitations. 
It is recognized that the experience of the 

analyst is important to this process. How-
ever, the analyst must include the above 
considerations in the initial estimate of the 
detection limit. 

2. Prepare reagent (blank) water that is as 
free of analyte as possible. Reagent or inter-
ference free water is defined as a water sam-
ple in which analyte and interferent con-
centrations are not detected at the method 
detection limit of each analyte of interest. 
Interferences are defined as systematic er-
rors in the measured analytical signal of an 
established procedure caused by the presence 
of interfering species (interferent). The 
interferent concentration is presupposed to 
be normally distributed in representative 
samples of a given matrix. 

3. (a) If the MDL is to be determined in re-
agent (blank) water, prepare a laboratory 
standard (analyte in reagent water) at a con-
centration which is at least equal to or in 
the same concentration range as the esti-
mated method detection limit. (Recommend 
between 1 and 5 times the estimated method 
detection limit.) Proceed to Step 4. 

(b) If the MDL is to be determined in an-
other sample matrix, analyze the sample. If 
the measured level of the analyte is in the 
recommended range of one to five times the 
estimated detection limit, proceed to Step 4. 

If the measured level of analyte is less 
than the estimated detection limit, add a 
known amount of analyte to bring the level 
of analyte between one and five times the es-
timated detection limit. 

If the measured level of analyte is greater 
than five times the estimated detection 
limit, there are two options. 

(1) Obtain another sample with a lower 
level of analyte in the same matrix if pos-
sible. 

(2) The sample may be used as is for deter-
mining the method detection limit if the 
analyte level does not exceed 10 times the 
MDL of the analyte in reagent water. The 
variance of the analytical method changes as 
the analyte concentration increases from the 
MDL, hence the MDL determined under 

these circumstances may not truly reflect 
method variance at lower analyte concentra-
tions. 

4. (a) Take a minimum of seven aliquots of 
the sample to be used to calculate the meth-
od detection limit and process each through 
the entire analytical method. Make all com-
putations according to the defined method 
with final results in the method reporting 
units. If a blank measurement is required to 
calculate the measured level of analyte, ob-
tain a separate blank measurement for each 
sample aliquot analyzed. The average blank 
measurement is subtracted from the respec-
tive sample measurements. 

(b) It may be economically and technically 
desirable to evaluate the estimated method 
detection limit before proceeding with 4a. 
This will: (1) Prevent repeating this entire 
procedure when the costs of analyses are 
high and (2) insure that the procedure is 
being conducted at the correct concentra-
tion. It is quite possible that an inflated 
MDL will be calculated from data obtained 
at many times the real MDL even though the 
level of analyte is less than five times the 
calculated method detection limit. To insure 
that the estimate of the method detection 
limit is a good estimate, it is necessary to 
determine that a lower concentration of 
analyte will not result in a significantly 
lower method detection limit. Take two 
aliquots of the sample to be used to calculate 
the method detection limit and process each 
through the entire method, including blank 
measurements as described above in 4a. 
Evaluate these data: 

(1) If these measurements indicate the 
sample is in desirable range for determina-
tion of the MDL, take five additional 
aliquots and proceed. Use all seven measure-
ments for calculation of the MDL. 

(2) If these measurements indicate the 
sample is not in correct range, reestimate 
the MDL, obtain new sample as in 3 and re-
peat either 4a or 4b. 

5. Calculate the variance (S2) and standard 
deviation (S) of the replicate measurements, 
as follows: 

S
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S S
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where: Xι; i=1 to n, are the analytical results in the 
final method reporting units obtained from 
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the n sample aliquots and S refers to the 
sum of the X values from i=l to n. 
6. (a) Compute the MDL as follows: 

MDL = T(n-1,1-α=0.99) (S) 

where: 
MDL = the method detection limit 
t(n-1,1-α=.99) = the students’ t value appropriate 

for a 99% confidence level and a standard 
deviation estimate with n-1 degrees of free-
dom. See Table. 

S = standard deviation of the replicate anal-
yses. 
(b) The 95% confidence interval estimates 

for the MDL derived in 6a are computed ac-
cording to the following equations derived 
from percentiles of the chi square over de-
grees of freedom distribution (c2/df). 
LCL = 0.64 MDL 
UCL = 2.20 MDL 
where: LCL and UCL are the lower and upper 

95% confidence limits respectively based 
on seven aliquots. 

7. Optional iterative procedure to verify 
the reasonableness of the estimate of the 
MDL and subsequent MDL determinations. 

(a) If this is the initial attempt to compute 
MDL based on the estimate of MDL formu-
lated in Step 1, take the MDL as calculated 
in Step 6, spike the matrix at this calculated 
MDL and proceed through the procedure 
starting with Step 4. 

(b) If this is the second or later iteration of 
the MDL calculation, use S2 from the cur-
rent MDL calculation and S2 from the pre-
vious MDL calculation to compute the F- 
ratio. The F-ratio is calculated by sub-
stituting the larger S2 into the numerator 
S2

A and the other into the denominator S2
B. 

The computed F-ratio is then compared with 
the F-ratio found in the table which is 3.05 as 
follows: if S2

A/S2
B<3.05, then compute the 

pooled standard deviation by the following 
equation: 

S
S S

pooled
A B=

+⎡

⎣
⎢

⎤

⎦
⎥

6 6

12

2 2
1
2

if S2
A/S2

B>3.05, respike at the most recent 
calculated MDL and process the samples 
through the procedure starting with Step 
4. If the most recent calculated MDL 
does not permit qualitative identifica-
tion when samples are spiked at that 
level, report the MDL as a concentration 
between the current and previous MDL 
which permits qualitative identification. 

(c) Use the Spooled as calculated in 7b to 
compute The final MDL according to the fol-
lowing equation: 

MDL=2.681 (Spooled) 

where 2.681 is equal to t(12,1¥α=.99). 

(d) The 95% confidence limits for MDL de-
rived in 7c are computed according to the 
following equations derived from precentiles 
of the chi squared over degrees of freedom 
distribution. 

LCL=0.72 MDL 
UCL=1.65 MDL 

where LCL and UCL are the lower and upper 
95% confidence limits respectively based 
on 14 aliquots. 

TABLES OF STUDENTS’ T VALUES AT THE 99 
PERCENT CONFIDENCE LEVEL 

Number of replicates 
Degrees 
of free-

dom (n-1) 
tcn-1,.99) 

7 ..................................................... 6 3.143 

TABLES OF STUDENTS’ T VALUES AT THE 99 
PERCENT CONFIDENCE LEVEL—Continued 

Number of replicates 
Degrees 
of free-

dom (n-1) 
tcn-1,.99) 

8 ..................................................... 7 2.998 
9 ..................................................... 8 2.896 
10 ................................................... 9 2.821 
11 ................................................... 10 2.764 
16 ................................................... 15 2.602 
21 ................................................... 20 2.528 
26 ................................................... 25 2.485 
31 ................................................... 30 2.457 
61 ................................................... 60 2.390 
00 ................................................... 00 2.326 

Reporting 

The analytical method used must be spe-
cifically identified by number or title ald the 
MDL for each analyte expressed in the ap-
propriate method reporting units. If the ana-
lytical method permits options which affect 
the method detection limit, these conditions 
must be specified with the MDL value. The 
sample matrix used to determine the MDL 
must also be identified with MDL value. Re-
port the mean analyte level with the MDL 
and indicate if the MDL procedure was 
iterated. If a laboratory standard or a sam-
ple that contained a known amount analyte 
was used for this determination, also report 
the mean recovery. 
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If the level of analyte in the sample was 
below the determined MDL or exceeds 10 
times the MDL of the analyte in reagent 
water, do not report a value for the MDL. 

[49 FR 43430, Oct. 26, 1984; 50 FR 694, 696, Jan. 
4, 1985, as amended at 51 FR 23703, June 30, 
1986] 

APPENDIX C TO PART 136—INDUCTIVELY 
COUPLED PLASMA—ATOMIC EMISSION 
SPECTROMETRIC METHOD FOR TRACE 
ELEMENT ANALYSIS OF WATER AND 
WASTES METHOD 200.7 

1. Scope and Application 

1.1 This method may be used for the de-
termination of dissolved, suspended, or total 
elements in drinking water, surface water, 
and domestic and industrial wastewaters. 

1.2 Dissolved elements are determined in 
filtered and acidified samples. Appropriate 
steps must be taken in all analyses to ensure 
that potential interferences are taken into 
account. This is especially true when dis-
solved solids exceed 1500 mg/L. (See Section 
5.) 

1.3 Total elements are determined after 
appropriate digestion procedures are per-
formed. Since digestion techniques increase 
the dissolved solids content of the samples, 
appropriate steps must be taken to correct 
for potential interference effects. (See Sec-
tion 5.) 

1.4 Table 1 lists elements for which this 
method applies along with recommended 
wavelengths and typical estimated instru-
mental detection limits using conventional 
pneumatic nebulization. Actual working de-
tection limits are sample dependent and as 
the sample matrix varies, these concentra-
tions may also vary. In time, other elements 
may be added as more information becomes 
available and as required. 

1.5 Because of the differences between 
various makes and models of satisfactory in-
struments, no detailed instrumental oper-
ating instructions can be provided. Instead, 
the analyst is referred to the instruction 
provided by the manufacturer of the par-
ticular instrument. 

2. Summary of Method 

2.1 The method describes a technique for 
the simultaneous or sequential multielement 
determination of trace elements in solution. 
The basis of the method is the measurement 
of atomic emission by an optical 
spectroscopic technique. Samples are 
nebulized and the aerosol that is produced is 
transported to the plasma torch where exci-
tation occurs. Characteristic atomic-line 
emission spectra are produced by a radio-fre-
quency inductively coupled plasma (ICP). 
The spectra are dispersed by a grating spec-
trometer and the intensities of the lines are 

monitored by photomultiplier tubes. The 
photocurrents from the photomultiplier 
tubes are processed and controlled by a com-
puter system. A background correction tech-
nique is required to compensate for variable 
background contribution to the determina-
tion of trace elements. Background must be 
measured adjacent to analyte lines on sam-
ples during analysis. The position selected 
for the background intensity measurement, 
on either or both sides of the analytical line, 
will be determined by the complexity of the 
spectrum adjacent to the analyte line. The 
position used must be free of spectral inter-
ference and reflect the same change in back-
ground intensity as occurs at the analyte 
wavelength measured. Background correc-
tion is not required in cases of line broad-
ening where a background correction meas-
urement would actually degrade the analyt-
ical result. The possibility of additional 
interferences named in 5.1 (and tests for 
their presence as described in 5.2) should also 
be recognized and appropriate corrections 
made. 

3. Definitions 

3.1 Dissolved—Those elements which will 
pass through a 0.45 μm membrane filter. 

3.2 Suspended—Those elements which are 
retained by a 0.45 μm membrane filter. 

3.3 Total—The concentration determined 
on an unfiltered sample following vigorous 
digestion (Section 9.3), or the sum of the dis-
solved plus suspended concentrations. (Sec-
tion 9.1 plus 9.2). 

3.4 Total recoverable—The concentration 
determined on an unfiltered sample fol-
lowing treatment with hot, dilute mineral 
acid (Section 9.4). 

3.5 Instrumental detection limit—The con-
centration equivalent to a signal, due to the 
analyte, which is equal to three times the 
standard deviation of a series of ten replicate 
measurements of a reagent blank signal at 
the same wavelength. 

3.6 Sensitivity—The slope of the analytical 
curve, i.e., functional relationship between 
emission intensity and concentration. 

3.7 Instrument check standard—A multiele-
ment standard of known concentrations pre-
pared by the analyst to monitor and verify 
instrument performance on a daily basis. 
(See 7.6.1) 

3.8 Interference check sample—A solution 
containing both interfering and analyte 
elemelts of known concentration that can be 
used to verify background and interelement 
correction factors. (See 7.6.2.) 

3.9 Quality control sample—A solution ob-
tained from an outside source having known, 
concentration values to be used to verify the 
calibration standards. (See 7.6.3) 

3.10 Calibration standards—A series of 
known standard solutions used by the ana-
lyst for calibration of the instrument (i.e., 
preparation of the analytical curve). (See 7.4) 
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1 Ames Laboratory, USDOE, Iowa State 
University, Ames Iowa 50011. 

3.11 Linear dynamic range—The concentra-
tion range over which the analytical curve 
remains linear. 

3.12 Reagent blank—A volume of deionized, 
distilled water containing the same acid ma-
trix as the calibration standards carried 
through the entire analytical scheme. (See 
7.5.2) 

3.13 Calibration blank—A volume of deion-
ized, distilled water acidified with HNO3 and 
HCl. (See 7.5.1) 

3.14 Methmd of standard addition— The 
standard addition technique involves the use 
of the unknown and the unknown plus a 
known amount of standard. (See 10.6.1.) 

4. Safety 

4.1 The toxicity of carcinogenicity of each 
reagent used in this method has not been 
precisely defined; however, each chemical 
compound should be treated as a potential 
health hazard. From this viewpoint, expo-
sure to these chemicals must be reduced to 
the lowest possible level by whatever means 
available. The laboratory is repsonsible for 
maintaining a current awareness file of 
OSHA regulations regarding the safe han-
dling of the chemicals specified in this meth-
od. A reference file of material data handling 
sheets should also be made available to all 
personnel involved in the chemical analysis. 
Additional references to laboratory safety 
are available and have been identi-
fied (14.7,14.8 and 14.9) for the information of the 
analyst. 

5. Interferences 

5.1 Several types of interference effects 
may contribute to inaccuracies in the deter-
mination of trace elements. They can be 
summarized as follows: 

5.1.1 Spectral interferences can be cat-
egorized as (1) overlap of a spectral line from 
another element; (2) unresolved overlap of 
molecular band spectra; (3) background con-
tribution from continuous or recombination 
phenomena; and (4) background contribution 
from stray light from the line emission of 
high concentration elements. The first of 
these effects can be compensated by utilizing 
a computer correction of the raw data, re-
quiring the monitoring and measurement of 
the interfering element. The second effect 
may require selection of an alternate wave-
length. The third and fourth effects can usu-
ally be compensated by a background correc-
tion adjacent to the analyte line. In addi-
tion, users of simultaneous multi-element 
instrumentation must assume the responsi-
bility of verifying the absence of spectral in-
terference from an element that could occur 
in a sample but for which there is no channel 
in the instrument array. Listed in Table 2 
are some interference effects for the rec-
ommended wavelengths given in Table 1. The 
data in Table 2 are intended for use only as 

a rudimentary guide for the indication of po-
tential spectral interferences. For this pur-
pose, linear relations between concentration 
and intensity for the analytes and the 
interferents can be assumed. The Inter-
ference information, which was collected at 
the Ames Laboratory, 1 is expressed as 
analyte concentration equivalents (i.e., false 
analyte concentrations) arising from 100 mg/ 
L of the interferent element. The suggested 
use of this information is as follows: Assume 
that arsenic (at 193.696 nm) is to be deter-
mined in a sample containing approximately 
10 mg/L of aluminum. According to Table 2, 
100 mg/L of aluminum would yield a false sig-
nal for arsenic equivalent to approximately 
1.3 mg/L. Therefore, 10 mg/L of aluminum 
would result in a false signal for arsenic 
equivalent to approximately 0.13 mg/L. The 
reader is cautioned that other analytical 
systems may exhibit somewhat different lev-
els of interference than those shown in Table 
2, and that the interference effects must be 
evaluated for each individual system. 

Only those interferents listed were inves-
tigated and the blank spaces in Table 2 indi-
cate that measurable interferences were not 
observed for the interferent concentrations 
listed in Table 3. Generally, interferences 
were discernible if they produced peaks or 
background shifts corresponding to 2–5% of 
the peaks generated by the analyte con-
centrations also listed in Table 3. 

At present, information on the listed silver 
and potassium wavelengths are not available 
but it has been reported that second order 
energy from the magnesium 383.231 nm wave-
length interferes with the listed potassium 
line at 766.491 nm. 

5.1.2 Physical interferences are generally 
considered to be effects associated with the 
sample nebulization and transport processes. 
Such properties as change in viscosity and 
surface tension can cause significant inac-
curacies especially in samples which may 
contain high dissolved solids and/or acid con-
centrations. The use of a peristaltic pump 
may lessen these interferences. If these types 
of interferences are operative, they must be 
reduced by dilution of the sample and/or uti-
lization of standard addition techniques. An-
other problem which can occur from high 
dissolved solids is salt buildup at the tip of 
the nebulizer. This affects aersol flow rate 
causing instrumental drift. Wetting the 
argon prior to nebulization, the use of a tip 
washer, or sample dilution have been used to 
control this problem. Also, it has been re-
ported that better control of the argon flow 
rate improves instrument performance. This 
is accomplished with the use of mass flow 
controllers. 
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5.1.3 Chemical Interferences are character-
ized by molecular compound formation, ion-
ization effects and solute vaporization ef-
fects. Normally these effects are not pro-
nounced with the ICP technique, however, if 
observed they can be minimized by careful 
selection of operating conditions (that is, in-
cident power, observation position, and so 
forth), by buffering of the sample, by matrix 
matching, and by standard addition proce-
dures. These types of interferences can be 
highly dependent on matrix type and the 
specific analyte element. 

5.2 It is recommended that whenever a 
new or unusual sample matrix is encoun-
tered, a series of tests be performed prior to 
reporting concentration data for analyte ele-
ments. These tests, as outlined in 5.2.1 
through 5.2.4, will ensure the analyst that 
neither positive nor negative interference ef-
fects are operative on any of the analyte ele-
ments thereby distorting the accuracy of the 
reported values. 

5.2.1 Serial dilution. If the analyte con-
centration is sufficiently high (minimally a 
factor of 10 above the instrumental detection 
limit after dilution), an analysis of a dilu-
tion should agree within 5 percent of the 
original determination (or within some ac-
ceptable control limit (14.3) that has been es-
tablished for that matrix.). If not, a chemical 
or physical interference effect should be sus-
pected. 

5.2.2 Spike addition. The recovery of a 
spike addition added at a minimum level of 
10X the instrumental detection limit (max-
imum 100X) to the original determination 
should be recovered to within 90 to 110 per-
cent or within the established control limit 
for that matrix. If not, a matrix effect 
should be suspected. The use of a standard 
addition analysis procedure can usually com-
pensate for this effect. 

Caution: The standard addition technique 
does not detect coincident spectral overlap. 
If suspected, use of computerized compensa-
tion, an alternate wavelength, or comparison 
with an alternate method is recommended 
(See 5.2.3). 

5.2.3 Comparison with alternate method of 
analysis. When investigating a new sample 
matrix, comparison tests may be performed 
with other analytical techniques such as 
atomic absorption spectrometry, or other ap-
proved methodology. 

5.2.4 Wavelength scanning of analyte line re-
gion. If the appropriate equipment is avail-
able, wavelength scanning can be performed 
to detect potential spectral interferences. 

6. Apparatus 

6.1 Inductively Coupled Plasma-Atomic 
Emission Spectrometer. 

6.1.1 Computer controlled atomic emis-
sion spectrometer with background correc-
tion. 

6.1.2 Radiofrequency generator. 

6.1.3 Argon gas supply, welding grade or 
better. 

6.2 Operating conditions—Because of the 
differences between various makes and mod-
els of satisfactory instruments, no detailed 
operating instructions can be provided. In-
stead, the analyst should follow the instruc-
tions provided by the manufacturer of the 
particular instrument. Sensitivity, instru-
mental detection limit, precision, linear dy-
namic range, and interference effects must 
be investigated and established for each indi-
vidual analyte line on that particular instru-
ment. It is the responsibility of the analyst 
to verify that the instrument configuration 
and operating conditions used satisfy the an-
alytical requirements and to maintain qual-
ity control data confirming instrument per-
formance and analytical results. 

7. Reagents and Standards 

7.1 Acids used in the preparation of stand-
ards and for sample processing must be 
ultra-high purity grade or equivalent. Redis-
tilled acids are acceptable. 

7.1.1 Acetic acid, conc. (sp gr 1.06). 
7.1.2 Hydrochloric acid, conc. (sp gr 1.19). 
7.1.3 Hydrochloric acid, (1+1): Add 500 mL 

conc. HCl (sp gr 1.19) to 400 mL deionized, 
distilled water and dilute to 1 liter. 

7.1.4 Nitric acid, conc. (sp gr 1.41). 
7.1.5 Nitric acid, (1+1): Add 500 mL conc. 

HNO3 (sp gr 1.41) to 400 mL deionized, dis-
tilled water and dilute to 1 liter. 

7.2 Deionized, distilled water: Prepare by 
passing distilled water through a mixed bed 
of cation and anion exchange resins. Use de-
ionized, distilled water for the preparation of 
all reagents, calibration standards and as di-
lution water. The purity of this water must 
be equivalent to ASTM Type II reagent 
water of Specification D 1193 (14.6). 

7.3 Standard stock solutions may be pur-
chased or prepared from ultra high purity 
grade chemicals or metals. All salts must be 
dried for 1 h at 105 °C unless otherwise speci-
fied. 

(CAUTION: Many metal salts are ex-
tremely toxic and may be fatal if swallowed. 
Wash hands thoroughly after handling.) 

Typical stock solution preparation proce-
dures follow: 

7.3.1 Aluminum solution, stock, 1 mL=100μg 
Al: Dissolve 0.100 g of aluminum metal in an 
acid mixture of 4 mL of (1+1) HCl and 1 mL 
of conc. HNO3 in a beaker. Warm gently to 
effect solution. When solution is complete, 
transfer quantitatively to a liter flask add 
an additional 10 mL of (1+1) HCl and dilute 
to 1,000 mL with deionized, distilled water. 

7.3.2 Antimony solution stock, 1 mL=100 μg 
Sb: Dissolve 0.2669 g K(SbO)C4H4O6 in deion-
ized distilled water, add 10 mL (1+1) HCl and 
dilute to 1,000 mL with deionized, distilled 
water. 
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7.3.3 Arsenic solution, stock, 1 mL=100 μg 
As: Dissolve 0.1320 g of As2O3 in 100 mL of de-
ionized, distilled water containing 0.4 g 
NaOH. Acidify the solution with 2 mL conc. 
HNO3 and dilute to 1,000 mL with deionized, 
distilled water. 

7.3.4 Barium solution, stock, 1 mL=100 μg 
Ba: Dissolve 0.1516 g BaCl2 (dried at 250 °C for 
2 hrs) in 10 mL deionized, distilled water 
with 1 mL (1+1) HCl. Add 10.0 mL (1+1) HCl 
and dilute to 1,000 with mL deionized, dis-
tilled water. 

7.3.5 Beryllium solution, stock, 1 mL=100 μg 
Be: Do not dry. Dissolve 1.966 g BeSO4·4H2O, 
in deionized, distilled water, add 10.0 mL 
conc. HNO3 and dilute to 1,000 mL with de-
ionized, distilled water. 

7.3.6 Boron solution, stock, 1 mL=100μg B: 
Do not dry. Dissolve 0.5716 g anhydrous H3BO3 
in deionized, distilled water and dilute to 
1,000 mL. Use a reagent meeting ACS speci-
fications, keep the bottle tightly stoppered 
and store in a desiccator to prevent the en-
trance of atmospheric moisture. 

7.3.7 Cadmium solution, stock, 1 mL=100 μg 
Cd: Dissolve 0.1142 g CdO in a minimum 
amount of (1+1) HNO3. Heat to increase rate 
of dissolution. Add 10.0 mL conc. HNO3 and 
dilute to 1,000 mL with deionized, distilled 
water. 

7.3.8 Calcium solution, stock, 1 mL=100 μg 
Ca: Suspend 0.2498 g CaCO3 dried at 180 °C for 
1 h before weighing in deionized, distilled 
water and dissolve cautiously with a min-
imum amount of (1+1) HNO3. Add 10.0 mL 
conc. HNO3 and dilute to 1,000 mL with de-
ionized, distilled water. 

7.3.9 Chromium solution, stock, 1 mL=100 μg 
Cr: Dissolve 0.1923 g of CrO3 in deionized, dis-
tilled water. When solution is complete, 
acidify with 10 mL conc. HNO3 and dilute to 
1,000 mL with deionized, distilled water. 

7.3.10 Cobalt solution, stock, 1 mL=100 μg 
Co: Dissolve 0.1000 g of cobalt metal in a 
minimum amount of (1+1) HNO3. Add 10.0 mL 
(1+1) HCl and dilute to 1,000 mL with deion-
ized, distilled water. 

7.3.11 Copper solution, stock, 1 mL=100 μg 
Cu: Dissolve 0.1252 g CuO in a minimum 
amount of (1+1) HNO3. Add 10.0 mL conc. 
HNO3 and dilute to 1,000 mL with deionized, 
distilled water. 

7.3.12 Iron solution, stock, 1 mL=100 μg Fe: 
Dissolve 0.1430 g Fe2O3 in a warm mixture of 
20 mL (1+1) HCl and 2 mL of conc. HNO3. 
Cool, add an additional 5 mL of conc. HNO3 
and dilute to 1,000 mL with deionized, dis-
tilled water. 

7.3.13 Lead solution, stock, 1 mL=100 μg Pb: 
Dissolve 0.1599 g Pb(NO3)2 in a minimum 
amount of (1+1) HNO3. Add 10.0 mL conc. 
HNO3 and dilute to 1,000 mL with deionized, 
distilled water. 

7.3.14 Magnesium solution, stock, 1 mL=100 
μg Mg: Dissolve 0.1658 g MgO in a minimum 
amount of (1+1) HNO3. Add 10.0 mL conc. 

HNO3 and dilute to 1,000 mL with deionized, 
distilled water. 

7.3.15 Manganese solution, stock, 1 mL=100 
μg Mn: Dissolve 0.1000 g of manganese metal 
in the acid mixture 10 mL conc. HCl and 1 
mL conc. HNO3, and dilute to 1,000 mL with 
deionized, distilled water. 

7.3.16 Molybdenum solution, stock, 1 mL=100 
μg Mo: Dissolve 0.2043 g (NH4)2 MoO4 in deion-
ized, distilled water and dilute to 1,000 mL. 

7.3.17 Nickel solution, stock, 1 mL=100 μg 
Ni: Dissolve 0.1000 g of nickel metal in 10 mL 
hot conc. HNO3, cool and dilute to 1,000 mL 
with deionized, distilled water. 

7.3.18 Potassium solution, stock, 1 mL=100 
μg K: Dissolve 0.1907 g KCl, dried at 110 °C, in 
deionized, distilled water and dilute to 1,000 
mL. 

7.3.19 Selenium solution, stock, 1 mL=100 μg 
Se: Do not dry. Dissolve 0.1727 g H2SeO3 (ac-
tual assay 94.6%) in deionized, distilled water 
and dilute to 1,000 mL. 

7.3.20 Silica solution, stock, 1 mL=100 μg 
SiO2: Do not dry. Dissolve 0.4730 g 
Na2SiO3·9H2O in deionized, distilled water. 
Add 10.0 mL conc. HNO3 and dilute to 1,000 
mL with deionized, distilled water. 

7.3.21 Silver solution, stock, 1 mL=100 μg 
Ag: Dissolve 0.1575 g AgNO3 in 100 mL of de-
ionized, distilled water and 10 mL conc. 
HNO3. Dilute to 1,000 mL with deionized, dis-
tilled water. 

7.3.22 Sodium solution, stock, 1 mL=100 μg 
Na: Dissolve 0.2542 g NaCl in deionized, dis-
tilled water. Add 10.0 mL conc. HNO3 and di-
lute to 1,000 mL with deionized, distilled 
water. 

7.3.23 Thallium solution, stock, 1 mL=100 μg 
Tl: Dissolve 0.1303 g TlNO3 in deionized, dis-
tilled water. Add 10.0 mL conc. HNO3 and di-
lute to 1,000 mL with deionized, distilled 
water. 

7.3.24 Vanadium solution, stock, 1 mL=100 
μg V: Dissolve 0.2297 NH4 VO3 in a minimum 
amount of conc. HNO3. Heat to increase rate 
of dissolution. Add 10.0 mL conc. HNO3 and 
dilute to 1,000 mL with deionized, distilled 
water. 

7.3.25 Zinc solution, stock, 1 mL=100 μg Zn: 
Dissolve 0.1245 g ZnO in a minimum amount 
of dilute HNO3. Add 10.0 mL conc. HNO3 and 
dilute to 1,000 mL deionized, distilled water. 

7.4 Mixed calibration standard solutions— 
Prepare mixed calibration standard solu-
tions by combining appropriate volumes of 
the stock solutions in volumetric flasks. 
(See 7.4.1 thru 7.4.5) Add 2 mL of (1+1) HNO3 
and 10 mL of (1+1) HC1 and dilute to 100 mL 
with deionized, distilled water. (See Notes 1 
and 6.) Prior to preparing the mixed stand-
ards, each stock solution should be analyzed 
separately to determine possible spectral in-
terference or the presence of impurities. 
Care should be taken when preparing the 
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mixed standards that the elemelts are com-
patible and stable. Transfer the mixed stand-
ard solutions to a FEP fluorocarbon or un-
used polyethylene bottle for storage. Fresh 
mixed standards should be prepared as need-
ed with the realization that concentration 
can change on aging. Calibration standards 
must be initially verified using a quality 
control sample and monitored weekly for 
stability (See 7.6.3). Although not specifi-
cally required, some typical calibration 
standard combinations follow when using 
those specific wavelengths listed in Table 1. 

7.4.1 Mixed standard solution I—Man-
ganese, beryllium, cadmium, lead, and zinc. 

7.4.2 Mixed standard solution II—Barium, 
copper, iron, vanadium, and cobalt. 

7.4.3 Mixed standard solution III—Molyb-
denum, silica, arsenic, and selenium. 

7.4.4 Mixed standard solution IV—Calcium, 
sodium, potassium, aluminum, chromium 
and nickel. 

7.4.5 Mixed standard solution V— Anti-
mony, boron, magnesium, silver, and thal-
lium. 

NOTE: 1. If the addition of silver to the rec-
ommended acid combination results in an 
initial precipitation, add 15 mL of deionized 
distilled water and warm the flask until the 
solution clears. Cool and dilute to 100 mL 
with deionized, distilled water. For this acid 
combination the silver concentration should 
be limited to 2 mg/L. Silver under these con-
ditions is stable in a tap water matrix for 30 
days. Higher concentrations of silver require 
additional HCl. 

7.5 Two types of blanks are required for 
the analysis. The calibration blank (3.13) is 
used in establishing the analytical curve 
while the reagent blank (3.12) is used to cor-
rect for possible contamination resulting 
from varying amounts of the acids used in 
the sample processing. 

7.5.1 The calibration blank is prepared by 
diluting 2 mL of (1+1) HNO3 and 10 mL of 
(1+1) HCl to 100 mL with deionized, distilled 
water. (See Note 6.) Prepare a sufficient 
quantity to be used to flush the system be-
tween standards and samples. 

7.5.2 The reagent blank must contain all 
the reagents and in the same volumes as 
used in the processing of the samples. The 
reagent blank must be carried through the 
complete procedure and contain the same 
acid concentration in the final solution as 
the sample solution used for analysis. 

7.6 In addition to the calibration stand-
ards, an instrument check standard (3.7), an 
interference check sample (3.8) and a quality 
control sample (3.9) are also required for the 
analyses. 

7.6.1 The instrument check standard is pre-
pared by the analyst by combining compat-
ible elements at a concentration equivalent 
to the midpoint of their respective calibra-
tion curves. (See 12.1.1.) 

7.6.2 The interference check sample is pre-
pared by the analyst in the following man-
ner. Select a representative sample which 
contains minimal concentrations of the 
analytes of interest but known concentra-
tion of interfering elements that will provide 
an adequate test of the correction factors. 
Spike the sample with the elements of inter-
est at the approximate concentration of ei-
ther 100 μg/L or 5 times the estimated detec-
tion limits given in Table 1. (For effluent 
samples of expected high concentrations, 
spike at an appropriate level.) If the type of 
samples analyzed are varied, a synthetically 
prepared sample may be used if the above 
criteria and intent are met. 

7.6.3 The quality control sample should be 
prepared in the same acid matrix as the cali-
bration standards at a concentration near 1 
mg/L and in accordance with the instruc-
tions provided by the supplier. The Quality 
Assurance Branch of EMSL-Cincinnati will 
either supply a quality control sample or in-
formation where one of equal quality can be 
procured. (See 12.1.3.) 

8. Sample Handling and Preservation 

8.1 For the determination of trace ele-
ments, contamination and loss are of prime 
concern. Dust in the laboratory environ-
ment, impurities in reagents and impurities 
on laboratory apparatus which the sample 
contacts are all sources of potential con-
tamination. Sample containers can intro-
duce either positive or negative errors in the 
measurement of trace elements by (a) con-
tributing contaminants through leaching or 
surface desorption and (b) by depleting con-
centrations through adsorption. Thus the 
collection and treatment of the sample prior 
to analysis requires particular attention. 
Laboratory glassware including the sample 
bottle (whether polyethylene, polyproplyene 
or FEP-fluorocarbon) should be thoroughly 
washed with detergent and tap water; rinsed 
with (1+1) nitric acid, tap water, (1+1) hydro-
chloric acid, tap and finally deionized, dis-
tilled water in that order (See Notes 2 and 3). 

NOTE: 2. Chromic acid may be useful to re-
move organic deposits from glassware; how-
ever, the analyst should be cautioned that 
the glassware must be thoroughly rinsed 
with water to remove the last traces of chro-
mium. This is especially important if chro-
mium is to be included in the analytical 
scheme. A commercial product, 
NOCHROMIX, available from Godax Labora-
tories, 6 Varick St., New York, NY 10013, 
may be used in place of chromic acid. Chro-
mic acid should not be used with plastic bot-
tles. 

NOTE: 3. If it can be documented through 
an active analytical quality control program 
using spiked samples and reagent blanks, 
that certain steps in the cleaning procedure 
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are not required for routine samples, those 
steps may be eliminated from the procedure. 

8.2 Before collection of the sample a deci-
sion must be made as to the type of data de-
sired, that is dissolved, suspended or total, 
so that the appropriate preservation and 
pretreatment steps may be accomplished. 
Filtration, acid preservation, etc., are to be 
performed at the time the sample is col-
lected or as soon as possible thereafter. 

8.2.1 For the determination of dissolved 
elements the sample must be filtered 
through a 0.45-μm membrane filter as soon as 
practical after collection. (Glass or plastic 
filtering apparatus are recommended to 
avoid possible contamination.) Use the first 
50–100 mL to rinse the filter flask. Discard 
this portion and collect the required volume 
of filtrate. Acidify the filtrate with (1+1) 
HNO3 to a pH of 2 or less. Normally, 3 mL of 
(1+1) acid per liter should be sufficient to 
preserve the sample. 

8.2.2 For the determination of suspended 
elements a measured volume of unpreserved 
sample must be filtered through a 0.45-μm 
membrane filter as soon as practical after 
collection. The filter plus suspended mate-
rial should be transferred to a suitable con-
tainer for storage and/or shipment. No pre-
servative is required. 

8.2.3 For the determination of total or 
total recoverable elements, the sample is 
acidified with (1+1) HNO3 to pH 2 or less as 
soon as possible, preferably at the time of 
collection. The sample is not filtered before 
processing. 

9. Sample Preparation 

9.1 For the determinations of dissolved 
elements, the filtered, preserved sample may 
often be analyzed as received. The acid ma-
trix and concentration of the samples and 
calibration standards must be the same. (See 
Note 6.) If a precipitate formed upon acidifi-
cation of the sample or during transit or 
storage, it must be redissolved before the 
analysis by adding additional acid and/or by 
heat as described in 9.3. 

9.2 For the determination of suspended 
elements, transfer the membrane filter con-
taining the insoluble material to a 150-mL 
Griffin beaker and add 4 mL conc. HNO3. 
Cover the beaker with a watch glass and 
heat gently. The warm acid will soon dis-
solve the membrane. Increase the tempera-
ture of the hot plate and digest the material. 
When the acid has nearly evaporated, cool 
the beaker and watch glass and add another 
3 mL of conc. HNO3. Cover and continue 
heating until the digestion is complete, gen-
erally indicated by a light colored digestate. 
Evaporate to near dryness (2 mL), cool, and 
10 mL HCl (1+1) and 15 mL deionized, dis-
tilled water per 100 mL dilution and warm 
the beaker gently for 15 min. to dissolve any 
precipitated or residue material. Allow to 

cool, wash down the watch glass and beaker 
walls with deionized distilled water and fil-
ter the sample to remove insoluble material 
that could clog the nebulizer. (See Note 4.) 
Adjust the volume based on the expected 
concentrations of elements present. This vol-
ume will vary depending on the elements to 
be determined (See Note 6). The sample is 
now ready for analysis. Concentrations so 
determined shall be reported as ‘‘suspended.’’ 

NOTE: 4. In place of filtering, the sample 
after diluting and mixing may be centrifuged 
or allowed to settle by gravity overnight to 
remove insoluble material. 

9.3 For the determination of total ele-
ments, choose a measured volume of the well 
mixed acid preserved sample appropriate for 
the expected level of elements and transfer 
to a Griffin beaker. (See Note 5.) Add 3 mL 
of conc. HNO3. Place the beaker on a hot 
plate and evaporate to near dryness cau-
tiously, making certain that the sample does 
not boil and that no area of the bottom of 
the beaker is allowed to go dry. Cool the 
beaker and add another 5 mL portion of 
conc. HNO3. Cover the beaker with a watch 
glass and return to the hot plate. Increase 
the temperature of the hot plate so that a 
gently reflux action occurs. Continue heat-
ing, adding additional acid as necessary, 
until the digestion is complete (generally in-
dicated when the digestate is light in color 
or does not change in appearance with con-
tinued refluxing.) Again, evaporate to near 
dryness and cool the beaker. Add 10 mL of 
1+1 HCl and 15 mL of deionized, distilled 
water per 100 mL of final solution and warm 
the beaker gently for 15 min. to dissolve any 
precipitate or residue resulting from evapo-
ration. Allow to cool, wash down the beaker 
walls and watch glass with deionized dis-
tilled water and filter the sample to remove 
insoluble material that could clog the 
nebulizer. (See Note 4.) Adjust the sample to 
a predetermined volume based on the ex-
pected concentrations of elements present. 
The sample is now ready for analysis (See 
Note 6). Concentrations so determined shall 
be reported as ‘‘total.’’ 

NOTE: 5. If low determinations of boron are 
critical, quartz glassware should be used. 

NOTE: 6. If the sample analysis solution has 
a different acid concentration from that 
given in 9.4, but does not introduce a phys-
ical interference or affect the analytical re-
sult, the same calibration standards may be 
used. 

9.4 For the determination of total recov-
erable elements, choose a measured volume 
of a well mixed, acid preserved sample appro-
priate for the expected level of elements and 
transfer to a Griffin beaker. (See Note 5.) 
Add 2 mL of (1+1) HNO3 and 10 mL of (1+1) 
HCl to the sample and heat on a steam bath 
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or hot plate until the volume has been re-
duced to near 25 mL making certain the sam-
ple does not boil. After this treatment, cool 
the sample and filter to remove insoluble 
material that could clog the nebulizer. (See 
Note 4.) Adjust the volume to 100 mL and 
mix. The sample is now ready for analysis. 
Concentrations so determined shall be re-
ported as ‘‘total.’’ 

10. Procedure 

10.1 Set up instrument with proper oper-
ating parameters established in Section 6.2. 
The instrument must be allowed to become 
thermally stable before beginning. This usu-
ally requires at least 30 min. of operation 
prior to calibration. 

10.2 Initiate appropriate operating con-
figuration of computer. 

10.3 Profile and calibrate instrument ac-
cording to instrument manufacturer’s rec-
ommended procedures, using the typical 
mixed calibration standard solutions de-
scribed in Section 7.4. Flush the system with 
the calibration blank (7.5.1) between each 
standard. (See Note 7.) (The use of the aver-
age intensity of multiple exposures for both 
standardization and sample analysis has 
been found to reduce random error.) 

NOTE: 7. For boron concentrations greater 
than 500 μg/L extended flush times of 1 to 2 
minutes may be required. 

10.4 Before beginning the sample run, re-
analyze the highest mixed calibration stand-
ard as if it were a sample. Concentration val-
ues obtained should not deviate from the ac-
tual values by more than ±5 percent (or the 
established control limits whichever is 
lower). If they do, follow the recommenda-
tions of the instrument manufacturer to cor-
rect for this condition. 

10.5 Begin the sample run flushing the 
system with the calibration blank solution 
(7.5.1) between each sample. (See Note 7.) 
Analyze the instrument check standard 
(7.6.1) and the calibration blank (7.5.1) each 
10 samples. 

10.6 If it has been found that methods of 
standard addition are required, the following 
procedure is recommended. 

10.6.1 The standard addition technique 
(14.2) involves preparing new standards in 
the sample matrix by adding known amounts 
of standard to one or more aliquots of the 
processed sample solution. This technique 
compensates for a sample constitutent that 
enhances or depresses the analyte signal 
thus producing a different slope from that of 
the calibration standards. It will not correct 
for additive interference which causes a 
baseline shift. The simplest version of this 
technique is the single-addition method. The 
procedure is as follows. Two identical 
aliquots of the sample solution, each of vol-
ume VX, are taken. To the first (labeled A) is 
added a small volume Vs of a standard 

analyte solution of concentration cs. To the 
second (labeled B) is added the same volume 
Vs of the solvent. The analytical signals of A 
and B are measured and corrected for 
nonanalyte signals. The unknown sample 
concentration cX is calculated: 

c
S V c

S S Vx
B s s

A B x

=
−( )

where SA and SB are the analytical signals 
(corrected for the blank) of solutions A and 
B, respectively. Vs and cs should be chosen so 
that SA is roughly twice SB on the average. 
It is best if Vs is made much less than VX, 
and thus cs is much greater than cX, to avoid 
excess dilution of the sample matrix. If a 
separation or concentration step is used, the 
additions are best made first and carried 
through the entire procedure. For the results 
from this technique to be valid, the following 
limitations must be taken into consider-
ation: 

1. The analytical curve must be linear. 
2. The chemical form of the analyte added 

must respond the same as the analyte in the 
sample. 

3. The interference effect must be constant 
over the working range of concern. 

4. The signal must be corrected for any ad-
ditive interference. 

11. Calculation 

11.1 Reagent blanks (7.5.2) should be sub-
tracted from all samples. This is particularly 
important for digested samples requiring 
large quantities of acids to complete the di-
gestion. 

11.2 If dilutions were performed, the ap-
propriate factor must be applied to sample 
values. 

11.3 Data should be rounded to the thou-
sandth place and all results should be re-
ported in mg/L up to three significant fig-
ures. 

12. Quality Control (Instrumental) 

12.1 Check the instrument standardiza-
tion by analyzing appropriate quality con-
trol check standards as follow: 

12.1.1 Analyze and appropriate instrument 
check standard (7.6.1) containing the ele-
ments of interest at a frequency of 10%. This 
check standard is used to determine instru-
ment drift. If agreement is not within ±5% of 
the expected values or within the established 
control limits, whichever is lower, the anal-
ysis is out of control. The analysis should be 
terminated, the problem corrected, and the 
instrument recalibrated. 
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Analyze the calibration blank (7.5.1) at a 
frequency of 10%. The result should be with-
in the established control limits of 2 stand-
ard deviations of the meal value. If not, re-
peat the analysis two more times and aver-
age the three results. If the average is not 
wihin the control limit, terminate the anal-
ysis, correct the problem and recalibrate the 
instrument. 

12.1.2 To verify interelement and back-
ground correction factors analyze the inter-
ference check sample (7.6.2) at the beginning, 
end, and at periodic intervals throughout the 
sample run. Results should fall within the 
established control limits of 1.5 times the 
standard deviation of the mean value. If not, 
terminate the analysis, correct the problem 
and recalibrate the instrument. 

12.1.3 A quality control sample (7.6.3) ob-
tained from an outside source must first be 
used for the initial verification of the cali-
bration standards. A fresh dilution of this 
sample shall be analyzed every week there-
after to monitor their stability. If the re-
sults are not within ±5% of the true value 
listed for the control sample, prepare a new 
calibration standard and recalibrate the in-
strument. If this does not correct the prob-
lem, prepare a new stock standard and a new 
calibration standard and repeat the calibra-
tion. 

13. Precision and Accuracy 

13.1 An interlaboratory study of metal 
analyses by this method was conducted by 
the Quality Assurance Branch (QAB) of the 
Environmental Monitoring Systems Labora-
tory—Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of the 
twenty-five elements listed in Table 4 were 
added to reagent water, surface water, drink-
ing water and three effluents. These samples 
were digested by both the total digestion 
procedure (9.3) and the total recoverable pro-
cedure (9.4). Results for both digestions for 
the twenty-five elements in reagent water 
are given in Table 4; results for the other 
matrices can be found in Reference 14.10. 
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TABLE 1—RECOMMENDED WAVELENGTHS 1 AND 
ESTIMATED INSTRUMENTAL DETECTION LIMITS 

Element 
Wave-
length, 

nm 

Estimated 
detection 

limit, μg/L 2 

Aluminum ......................................... 308.215 45 
Arsenic ............................................. 193.696 53 
Antimony .......................................... 206.833 32 
Barium ............................................. 455.403 2 
Beryllium .......................................... 313.042 0 .3 
Boron ............................................... 249.773 5 
Cadmium ......................................... 226.502 4 
Calcium ............................................ 317.933 10 
Chromium ........................................ 267.716 7 
Cobalt .............................................. 228.616 7 
Copper ............................................. 324.754 6 
Iron .................................................. 259.940 7 
Lead ................................................. 220.353 42 
Magnesium ...................................... 279.079 30 
Manganese ...................................... 257.610 2 
Molybdenum .................................... 202.030 8 
Nickel ............................................... 231.604 15 
Potassium ........................................ 766.491 3 
Selenium .......................................... 196.026 75 
Silica (SiO2) ..................................... 288.158 58 
Silver ................................................ 328.068 7 
Sodium ............................................ 588.995 29 
Thallium ........................................... 190.864 40 
Vanadium ........................................ 292.402 8 
Zinc .................................................. 213.856 2 

1The wavelengths listed are recommended because of their 
sensitivity and overall acceptance. Other wavelengths may be 
substituted if they can provide the needed sensitivity and are 
treated with the same corrective techniques for spectral inter-
ference. (See 5.1.1). 

2The estimated instrumental detection limits as shown are 
taken from ‘‘Inductively Coupled Plasma-Atomic Emission 
Spectroscopy-Prominent Lines,’’ EPA–600/4–79–017. They 
are given as a guide for an instrumental limit. The actual 
method detection limits are sample dependent and may vary 
as the sample matrix varies. 

3Highly dependent on operating conditions and plasma 
position. 
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TABLE 1—ANALYTE CONCENTRATION EQUIVALENTS (MG/L) ARISING FROM INTERFERENTS AT THE 100 
MG/L LEVEL 

Analyte 
Wave-
length, 

nm 

Interferent— 

A1 Ca Cr Cu Fe Mg Mn Ni Ti V 

Aluminum .......................... 308.214 .......... .......... .......... .......... ............ ............ 0 .21 .......... .......... 1 .4 
Antimony ........................... 206.833 0 .47 .......... 2 .9 .......... 0 .08 ............ .......... .......... 0 .25 0 .45 
Arsenic .............................. 193.696 1 .3 .......... 0 .44 .......... ............ ............ .......... .......... .......... 1 .1 
Barium ............................... 455.403 .......... .......... .......... .......... ............ ............ .......... .......... .......... ..........
Beryllium ........................... 313.042 .......... .......... .......... .......... ............ ............ .......... .......... 0 .04 0 .05 
Boron ................................ 249.773 0 .04 .......... .......... .......... 0 .32 ............ .......... .......... .......... ..........
Cadmium ........................... 226.502 .......... .......... .......... .......... 0 .03 ............ .......... 0 .02 .......... ..........
Calcium ............................. 317.933 .......... .......... 0 .08 .......... 0 .01 0 .01 0 .04 .......... 0 .03 0 .03 
Chromium ......................... 267.716 .......... .......... .......... .......... 0 .003 ............ 0 .04 .......... .......... 0 .04 
Cobalt ................................ 228.616 .......... .......... 0 .03 .......... 0 .005 ............ .......... 0 .03 0 .15 ..........
Copper .............................. 324.754 .......... .......... .......... .......... 0 .003 ............ .......... .......... 0 .05 0 .02 
Iron .................................... 259.940 .......... .......... .......... .......... ............ ............ 0 .12 .......... .......... ..........
Lead .................................. 220.353 0 .17 .......... .......... .......... ............ ............ .......... .......... .......... ..........
Magnesium ....................... 279.079 .......... 0 .02 0 .11 .......... 0 .13 ............ 0 .25 .......... 0 .07 0 .12 
Manganese ....................... 257.610 0 .005 .......... 0 .01 .......... 0 .002 0 .002 .......... .......... .......... ..........
Molybdenum ..................... 202.030 0 .05 .......... .......... .......... 0 .03 ............ .......... .......... .......... ..........
Nickel ................................ 231.604 .......... .......... .......... .......... ............ ............ .......... .......... .......... ..........
Selenium ........................... 196.026 0 .23 .......... .......... .......... 0 .09 ............ .......... .......... .......... ..........
Silicon ............................... 288.158 .......... .......... 0 .07 .......... ............ ............ .......... .......... .......... 0 .01 
Sodium .............................. 588.995 .......... .......... .......... .......... ............ ............ .......... .......... 0 .08 ..........
Thallium ............................ 190.864 0 .30 .......... .......... .......... ............ ............ .......... .......... .......... ..........
Vanadium .......................... 292.402 .......... .......... 0 .05 .......... 0 .005 ............ .......... .......... 0 .02 ..........
Zinc ................................... 213.856 .......... .......... .......... 0 .14 ............ ............ .......... 0 .29 .......... ..........

TABLE 3—INTERFERENT AND ANALYTE ELEMENTAL CONCENTRATIONS USED FOR INTERFERENCE 
MEASUREMELTS IN TABLE 2 

Analytes (mg/L) Interferents (mg/L) 

Al ......................................... 10 Al ......................................... 1,000 
AS ....................................... 10 Ca ........................................ 1,000 
B .......................................... 10 Cr ........................................ 200 
Ba ........................................ 1 Cu ........................................ 200 
Be ........................................ 1 Fe ........................................ 1,000 
Ca ........................................ 1 Mg ....................................... 1,000 
Cd ........................................ 10 Mn ....................................... 200 
Co ........................................ 1 Ni ......................................... 200 
Cr ........................................ 1 Ti ......................................... 200 
Cu ........................................ 1 V .......................................... 200 
Fe ........................................ 1 
Mg ....................................... 1 
Mn ....................................... 1 
Mo ....................................... 10 
Na ........................................ 10 
Ni ......................................... 10 
Pb ........................................ 10 
Sb ........................................ 10 
Se ........................................ 10 
Si ......................................... 1 
Tl ......................................... 10 
V .......................................... 1 
Zn ........................................ 10 

TABLE 4—ICP PRECISION AND RECOVERY DATA 

Analyte Concentration 
μg/L 

Total digestion (9.3) 
μg/L 

Recoverable digestion 
(9.4) μg/L 

Aluminum ................................................................... 69–4792 X=0.9273 (C)+3.6 X=0.9380 (C)+22.1 
S=0.0559 (X)+18.6 S=0.0873 (X)+31.7 

SR=0.0507 (X)+3.5 SR=0.0481 (X)+18.8 
Antimony .................................................................... 77–1406 X=0.7940 (C)¥17.0 X=0.8908 (C)+0.9 

S=0.1556 (X)¥0.6 S=0.0982 (X)+8.3 
SR=0.1081 (X)+3.9 SR=0.0682 (X)+2.5 

Arsenic ....................................................................... 69–1887 X=1.0437 (C)¥12.2 X=1.0175 (C)+3.9 
S=0.1239 (X)+2.4 S=0.1288 (X)+6.1 

SR=0.0874 (X)+6.4 SR=0.0643 (X)+10.3 
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TABLE 4—ICP PRECISION AND RECOVERY DATA—Continued 

Analyte Concentration 
μg/L 

Total digestion (9.3) 
μg/L 

Recoverable digestion 
(9.4) μg/L 

Barium ....................................................................... 9–377 X=0.7683 (C)+0.47 X=0.8380 (C)+1.68 
S=0.1819 (X)+2.78 S=0.2540 (X)+0.30 

SR=0.1285 (X)+2.55 SR=0.0826 (X)+3.54 
Beryllium .................................................................... 3–1906 X=0.9629 (C)+0.05 X=1.0177 (C)¥0.55 

S=0.0136 (X)+0.95 S=0.0359 (X)+0.90 
SR=0.0203 (X)¥0.07 SR=0.0445 (X)¥0.10 

Boron ......................................................................... 19–5189 X=0.8807 (C)+9.0 X=0.9676 (C)+18.7 
S=0.1150 (X)+14.1 S=0.1320 (X)+16.0 

SR=0.0742 (X)+23.2 SR=0.0743 (X)+21.1 
Cadmium ................................................................... 9–1943 X=0.9874 (C)¥0.18 X=1.0137 (C)¥0.65 

S=0.557 (X)+2.02 S=0.0585 (X)+1.15 
SR=0.0300 (X)+0.94 SR=0.332 (X)+0.90 

Calcium ...................................................................... 17–47170 X=0.9182 (C)¥2.6 X=0.9658 (C)+0.8 
S=0.1228 (X)+10.1 S=0.0917 (X)+6.9 

SR=0.0189 (X)+3.7 SR=0.0327 (X)+10.1 
Chromium .................................................................. 13–1406 X=0.9544 (C)+3.1 X=1.0049 (C)¥1.2 

S=0.0499 (X)+4.4 S=0.0698 (X)+2.8 
SR=0.0009 (X)+7.9 SR=0.0571 (X)+1.0 

Cobalt ........................................................................ 17–2340 X=0.9209 (C)¥4.5 X=0.9278 (C)¥1.5 
S=0.0436 (X)+3.8 S=0.0498 (X)+2.6 

SR=0.0428 (X)+0.5 SR=0.0407 (X)+0.4 
Copper ....................................................................... 8–1887 X=0.9297 (C)¥0.30 X=0.9647 (C)¥3.64 

S=0.0442 (X)+2.85 S=0.0497 (X)+2.28 
SR=0.0128 (X)+2.53 SR=0.0406 (X)+0.96 

Iron ............................................................................ 13–9359 X=0.8829 (C)+7.0 X=0.9830 (C)+5.7 
S=0.0683 (X)+11.5 S=0.1024 (X)+13.0 

SR=0.0046 (X)+10.0 SR=0.0790 (X)+11.5 
Lead ........................................................................... 42–4717 X=0.9699 (C)¥2.2 X=1.0056 (C)+4.1 

S=0.0558 (X)+7.0 S=0.0779 (X)+4.6 
SR=0.0353 (X)+3.6 SR=0.0448 (X)+3.5 

Magnesium ................................................................ 34–13868 X=0.9881 (C)¥1.1 X=0.9879 (C)+2.2 
S=0.0607 (C)+11.6 S=0.0564 (X)+13.2 

SR=0.0298 (X)+0.6 SR=0.0268 (X)+8.1 
Manganese ................................................................ 4–1887 X=0.9417 (C)+0.13 X=0.9725 (C)+0.07 

S=0.0324 (X)+0.88 S=0.0557 (X)+0.76 
SR=0.0153 (X)+0.91 SR=0.0400 (X)+0.82 

Molybdenum .............................................................. 17–1830 X=0.9682 (C)+0.1 X=0.9707 (C)¥2.3 
S=0.0618 (X)+1.6 S=0.0811 (X)+3.8 

SR=0.0371 (X)+2.2 SR=0.0529 (X)+2.1 
Nickel ......................................................................... 17–47170 X=0.9508 (C)+0.4 X=0.9869 (C)+1.5 

S=0.0604 (X)+4.4 S=0.0526 (X)+5.5 
SR=0.0425 (X)+3.6 SR=0.0393 (X)+2.2 

Potassium .................................................................. 347–14151 X=0.8669 (C)¥36.4 X=0.9355 (C)¥183.1 
S=0.0934 (X)+77.8 S=0.0481 (X)+177.2 

SR=0.0099 (X)+144.2 SR=0.0329 (X)+60.9 
Selenium .................................................................... 69–1415 X=0.9363 (C)¥2.5 X=0.9737 (C)¥1.0 

S=0.0855 (X)+17.8 S=0.1523 (X)+7.8 
SR=0.0284 (X)+9.3 SR=0.0443 (X)+6.6 

Silicon ........................................................................ 189–9434 X=0.5742 (C)¥35.6 X=0.9737 (C)¥60.8 
S=0.4160 (X)+37.8 S=0.3288 (X)+46.0 

SR=0.1987 (X)+8.4 SR=0.2133 (X)+22.6 
Silver .......................................................................... 8–189 X=0.4466 (C)+5.07 X=0.3987 (C)+8.25 

S=0.5055 (X)¥3.05 S=0.5478 (X)¥3.93 
SR=0.2086 (X)¥1.74 SR=0.1836 (X)¥0.27 

Sodium ...................................................................... 35–47170 X=0.9581 (C)+39.6 X=1.0526 (C)+26.7 
S=0.2097 (X)+33.0 S=0.1473 (X)+27.4 

SR=0.0280 (X)+105.8 SR=0.0884 (X)+50.5 
Thallium ..................................................................... 79–1434 X=0.9020 (C)¥7.3 X=0.9238 (C)+5.5 

S=0.1004 (X)+18.3 S=0.2156 (X)+5.7 
SR=0.0364 (X)+11.5 SR=0.0106 (X)+48.0 

Vanadium .................................................................. 13–4698 X=0.9615 (C)¥2.0 X=0.9551 (C)+0.4 
S=0.0618 (X)+1.7 S=0.0927 (X)+1.6 

SR=0.0220 (X)+0.7 SR=0.0472 (X)+0.5 
Zinc ............................................................................ 7–7076 X=0.9356 (C)¥0.30 X=0.9500 (C)+1.82 

S=0.0914 (X)+3.75 S=0.0597 (X)+6.50 
SR=0.0130 (X)+10.7 SR=0.0153 (X)+7.78 

AAAAAX=Mean Recovery, μg/L 
AAAAAC=True Value for the Concentration, μg/L 
AAAAAS=Multi-laboratory Standard Deviation, μg/L 
SR=Single-analyst Standard Deviation, μg/L 
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[49 FR 43431, Oct. 26, 1984; 50 FR 695, 696, Jan. 4, 1985, as amended at 51 FR 23703, June 30, 1986; 
55 FR 33440, Aug. 15, 1990] 

APPENDIX D TO PART 136—PRECISION 
AND RECOVERY STATEMENTS FOR 
METHODS FOR MEASURING METALS 

Twenty-eight selected methods from 
‘‘Methods for Chemical Analysis of Water 
and Wastes,’’ EPA–600/4–79–020 (1979) have 
been subjected to interlaboratory method 
validation studies. The following precision 
and recovery statements are presented in 
this appendix and incorporated into part 136: 

Method 202.1 

For Aluminum, Method 202.1 (Atomic Ab-
sorption, Direct Aspiration) replace the Pre-
cision and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in water by Atomic Absorption Spectroscopy 
(Direction Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For a concentration range of 500–1200 μg/L 
X=0.979(C)+6.16 
S=0.066(X)+125 
SR=0.086(X)+40.5 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 206.4 

For Arsenic, Method 206.4 
(Spectrophotometric-SDDC) add the fol-
lowing to the Precision and Accuracy Sec-
tion: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-

centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For a concentration range of 20–292 μg/L 

X=0.850(C)¥0.25 
S=0.198(X)+5.93 
SR=0.122(X)+3.10 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 213.1 

For Cadmium, Method 213.1 (Atomic Ab-
sorption, Direct Aspiration) replace the Pre-
cision and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For a concentration range of 14–78 μg/L 

X=0.919(C)+2.97 
S=0.108(X)+5.08 
SR=0.120(X)+0.89 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00366 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



357 

Environmental Protection Agency Pt. 136, App. D 

Method 218.1 

For Chromium, Method 218.1 (Atomic Ab-
sorption, Direct Aspiration) replace the Pre-
cision and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June 1986. 

For a concentration range of 74–407 μg/L 
X=0.976(C)+3.94 
S=0.131(X)+4.26 
SR=0.052(X)+3.01 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 220.1 

For Copper, Method 220.1 (Atomic Absorp-
tion, Direct Aspiration) replace the Preci-
sion and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For concentration range 60–332 μg/L 
X=0.963(C)+3.49 

S=0.047(X)+12.3 
SR=0.042(X)+4.60 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 236.1 

For Iron, Method 236.1 (Atomic Absorption, 
Direct Aspiration) replace the Precision and 
Accuracy Section with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trade Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For concentration range 350–840 μg/L 
X=0.999(C)¥2.21 
S=0.022(X)+41.0 
SR=0.019(X)+21.2 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-Laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 239.1 

For Lead, Method 239.1 (Atomic Absorp-
tion, Direct Aspiration) replace Precision 
and Accuracy Section with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7 Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
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(Direct Aspiration) and Colorimetry’’; Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For concentration range of 84–367 μg/L 
X=0.961(C)+13.8 
S=0.028(C)+33.9 
SR=0.011(X)+16.1 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 243.1 

For Manganese, Method 243.1 (Atomic Ab-
sorption, Direct Aspiration) replace Preci-
sion and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J.A. and 
Britton, P.W., June, 1986. 

For concentration range 84–469 μg/L 

X=0.987(C)¥1.27 
S=0.042(X)+8.95 
SR=0.023(X)+4.90 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 289.1 

For Zinc, Method 289.1 (Atomic Absorp-
tion, Direct Aspiration) replace the Preci-
sion and Accuracy Section with the fol-
lowing: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory- 

Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water and a 
natural water or effluent of the analyst’s 
choice. The digestion procedure was not 
specified. Results for the reagent water are 
given below. Results for other water types 
and study details are found in ‘‘USEPA 
Method Study 7, Analyses for Trace Methods 
in Water by Atomic Absorption Spectroscopy 
(Direct Aspiration) and Colorimetry’’, Na-
tional Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB86–208709/AS, Winter, J. A. and 
Britton, P. W., June, 1986. 

For concentration range 56–310 μg/L 
X=0.999(C)+0.033 
S=0.078(X)+10.8 
SR=0.049(X)+1.10 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, 

μg/L 
SR=Single-analyst Standard Deviation, μg/ 

L 

Method 202.2 

For Aluminum, Method 202.2 (Atomic Ab-
sorption, Furnace Technique) replace the 
Precision and Accuracy Section statement 
with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory- 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques), ‘‘National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161, Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 0.46¥125 μg/L 
X=1.1579(C)¥0.121 
S=0.4286(X)¥0.124 
SR=0.2908(X)¥0.082 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 
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Method 204.2 

For Antimony, Method 204.2 (Atomic Ab-
sorption, Furnace Technique) replace the 
Precision and Accuracy Section statement 
with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory- 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual as 
modified by this method. Results for the rea-
gent water are given below. Results for other 
water types and study details are found in 
‘‘EPA Method Study 31, Trace Metals by 
Atomic Absorption (Furnace Techniques),’’ 
National Technical Information Service, 5285 
Port Royal Road, Springfield, VA 22161, 
Order No. PB 86–121 704/AS, by Copeland, F.R. 
and Maney, J.P., January 1986. 
For a concentration range of 10.50¥240 μg/L 
X=0.7219(C)¥0.986 
S=0.3732(X)+0.854 
SR=0.1874(X)¥0.461 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 206.2 

For Arsenic, Method 206.2 (Atomic Absorp-
tion, Furnace Technique) add the following 
to the existing Precision and Accuracy state-
ment: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory- 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
Results for the reagent water are given 
below. Results for other water types and 
study details are found in ‘‘EPA Method 
Study 31, Trace Metals by Atomic Absorp-
tion (Furnace Techniques),’’ National Tech-
nical Information Service, 5285 Port Royal 
Road, Springfield, VA 22161, Order No. PB 86– 
121 704/AS, by Copeland, F.R. and Maney, 
J.P., January 1986. 
For a concentration range of 9.78¥237 μg/L 
X=0.9652(C)+2.112 
S=0.1411(X)+1.873 
SR=0.0464(X)+2.109 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 208.2 

For Barium, Method 208.2 (Atomic Absorp-
tion, Furnace Technique) add the following 
to the existing Precision and Accuracy infor-
mation: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161, Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 56.50–437 μg/L 
X=0.8268(C)+59.459 
S=0.2466(X)+6.436 
SR=0.1393(X)¥0.428 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 210.2 

For Beryllium, Method 210.2 (Atomic Ab-
sorption, Furnace Technique) replace the ex-
isting Precision and Accuracy statement 
with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 

VerDate Mar<15>2010 07:41 Sep 01, 2011 Jkt 223166 PO 00000 Frm 00369 Fmt 8010 Sfmt 8002 Y:\SGML\223166.XXX 223166er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



360 

40 CFR Ch. I (7–1–11 Edition) Pt. 136, App. D 

Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161, Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 
For a concentration range of 0.45–11.4 μg/L 
X=1.0682(C)¥0.158 
S=0.2167(X)+0.090 
SR=0.1096(X)+0.061 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 213.2 

For Cadmium, Method 213.2 (Atomic Ab-
sorption, Furnace Technique) add the fol-
lowing to the existing Precision and Accu-
racy information: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring System Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161, Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 0.43–12.5 μg/L 
X=0.9826(C)+0.171 

S=0.2300(X)+0.045 
SR=0.1031(X)+0.116 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Devision, μg/L 

Method 218.2 

For Chromium, Method 218.2 (Atomic Ab-
sorption, Furnace Technique) add the fol-
lowing to the existing Precision and Accu-
racy Section: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-

ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161, Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 9.87–246 μg/L 
X=0.9120(C)+0.234 
S=0.1684(X)+0.852 
SR=0.1469(X)+0.315 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Devision, μg/L 

Method 219.2 

For Cobalt, Method 219.2 (Atomic Absorp-
tion, Furnace Technique), replace the Preci-
sion and Accuracy Section statement with 
the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 

For a concentration range of 21.10¥461 μg/L 
X=0.8875(C)+0.859 
S=0.2481(X)¥2.541 
SR=0.0969(X)+0.134 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 
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Method 220.2 

For Copper, Method 220.2 (Atomic Absorp-
tion, Furnace Technique) replace the Preci-
sion and Accuracy Section statement with 
the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 
For a concentration range of 0.30¥245 μg/L 
X=0.9253(C)+0.010 
S=0.2735(X)¥0.058 
SR=0.2197(X)¥0.050 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 236.2 

For Iron, Method 236.2 (Atomic Absorption, 
Furnace Technique) replace the Precision 
and Accuracy Section statement with the 
following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 
For a concentration range of 0.37¥455 μg/L 
X=1.4494(C)¥0.229 

S=0.3611(X)¥0.079 
SR=0.3715(X)¥0.161 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 239.2 

For Lead, Method 239.2 (Atomic Absorp-
tion, Furnace Technique) add the following 
to the existing Precisions and Accuracy Sec-
tion: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 

For a concentration range of 10.40¥254 μg/L 
X=0.9430(C)¥0.504 
S=0.2224(X)+0.507 
SR=0.1931(X)¥0.378 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 243.2 

For Manganese, Method 243.2 (Atomic Ab-
sorption, Furnace Technique) replace the 
Precision and Accuracy Section statement 
with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL—CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
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Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161. Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 0.42–666 μg/L 
X=1.0480(C)+1.404 
S=0.2001(X)+1.042 
SR=0.1333(X)+0.680 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 249.2 

For Nickel, Method 249.2 (Atomic Absorp-
tion, Furnace Technique) replace the Preci-
sion and Accuracy Section statement with 
the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL—CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161. Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 26.20–482 μg/L 
X=0.8812(C)+2.426 
S=0.2475(X)+1.896 
SR=0.1935(X)+1.315 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 270.2 

For Selenium, Method 270.2 (Atomic Ab-
sorption, Furnace Technique) add the fol-
lowing to the existing Precision and Accu-
racy Section: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL—CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
Results for the reagent water are given 
below. Results for other water types and 
study details are found in ‘‘EPA Method 
Study 31, Trace Metals by Atomic Absorp-
tion (Furnace Techniques),’’ National Tech-
nical Information Service, 5285 Port Royal 
Road, Springfield, VA 22161. Order No. PB 86– 
121 704/AS, by Copeland, F.R. and Maney, 
J.P., January 1986. 
For a concentration range of 10.00–246 μg/L 
X=0.9564(C)+0.476 
S=0.1584(X)+0.878 
SR=0.0772(X)+0.547 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 272.2 

For Silver, Method 272.2 (Atomic Absorp-
tion, Furnace Technique) add the following 
to the existing Precision and Accuracy Sec-
tion: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL—CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161. Order No. PB 86–121 
704/AS, by Copeland, F.R. and Maney, J.P., 
January 1986. 

For a concentration range of 0.45–56.5 μg/L 
X=0.9470(C)+0.181 
S=0.1805(X)+0.153 
SR=0.1417(X)+0.039 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
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SR=Single-analyst Standard Deviation, μg/L 

Method 279.2 

For Thalliu, Method 279.2 (Atomic Absorp-
tion, Furnace Technique) replace the Preci-
sion and Accuracy Section statement with 
the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 
For a concentration range of 10.00–252 μg/L. 
X=0.8781(C)¥0.715 
S=0.1112(X)+0.669 
SR=0.1005(X)+0.241 
where: 
C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/L 

Method 286.2 

For Vanadium, Method 286.2 (Atomic Ab-
sorption, Furnace Technique) replace the 
Precision and Accuracy Section statement 
with the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 

For a concentration range of 1.36–982 μg/L. 
X=0.8486(C)+0.252 
S=0.3323(X)¥0.428 
SR=0.1195(X)¥0.121 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/ 

L 

Method 289.2 

For Zinc, Method 289.2 (Atomic Absorp-
tion, Furnace Technique) replace the Preci-
sion and Accuracy Section statement with 
the following: 

Precision and Accuracy 

An interlaboratory study on metal anal-
yses by this method was conducted by the 
Quality Assurance Branch (QAB) of the Envi-
ronmental Monitoring Systems Laboratory— 
Cincinnati (EMSL-CI). Synthetic con-
centrates containing various levels of this 
element were added to reagent water, surface 
water, drinking water and three effluents. 
These samples were digested by the total di-
gestion procedure, 4.1.3 in this manual. Re-
sults for the reagent water are given below. 
Results for other water types and study de-
tails are found in ‘‘EPA Method Study 31, 
Trace Metals by Atomic Absorption (Fur-
nace Techniques),’’ National Technical Infor-
mation Service, 5285 Port Royal Road, 
Springfield, VA 22161 Order No. PB 86–121 704/ 
AS, by Copeland, F.R. and Maney, J.P., Jan-
uary 1986. 

For a concentration range of 0.51–189 μg/L. 
X=1.6710(C)+1.485 
S=0.6740(X)¥0.342 
SR=0.3895(X)¥0.384 

where: 

C=True Value for the Concentration, μg/L 
X=Mean Recovery, μg/L 
S=Multi-laboratory Standard Deviation, μg/ 

L 
SR=Single-analyst Standard Deviation, μg/ 

L 

[55 FR 33442, Aug. 15, 1990] 

PART 140—MARINE SANITATION 
DEVICE STANDARD 

Sec. 
140.1 Definitions. 
140.2 Scope of standard. 
140.3 Standard. 
140.4 Complete prohibition. 
140.5 Analytical procedures. 

AUTHORITY: 33 U.S.C. 1322, as amended. 
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